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SECTION  1 

INTRODUCTION 


This  document  presents  detailed  designs  of  the  programs  necessary 
to  carry  out  the  OLPARS  functions.  The  format  of  the  description  for 
each  program  is  given  in  Figure  1-1.  If  a  particular  item  of  che 
format  does  not  pertain  to  a  program  (e.g.,  a  subroutine  has  no  output 
arguments) ,  it  is  omitted  from  the  description  of  that  program.  The 
description  of  the  programs  appear  alphabetically  in  Section  2. 
Appendix  A  contains  a  list  of  programs,  that  are  system  dependent  and, 
hence,  must  be  revised  on  each  separate  installation  of  OLPARS.  Also 
included  is  a  list  of  system-dependent  parameters,  in  Appendix  B,  and 
a  list  of  named  COMMON  blocks,  in  Appendix  C.  A  cross  reference 
listing  of  all  the  currently  existing  OLPARS  programs  can  be  found  in 
Appendix  D, 

The  description  of  the  portable  OLPARS  filing  system  is  contained 
in  the  OLPARS  Programmer  and  System  Maintenance  Manual  (also  referred 
to  as  the  OLPARS  Programmer’s  Reference  Manual).  The  specifications 
of  the  programs  constantly  refer  to  this  document  for  these 
descriptions,  and  it  is  assumed  that  a  person  using  these  Program 
Specifications  also  has  a  copy  of  the  Programmer's  Reference  Manual. 
An  overview  of  the  entire  system  is  given  in  the  OLPARS  V  Final 


PROGRAM  NAME: 


The  name  used  to  activate  the  program. 

CATEGORY: 

The  program  categorization  types: 

OLPARS  Executive 
OLPARS  Programmer  Aids 
Utility  command 

Measurement  Evaluation  command  (subsidiary) 
Structure  Analysis  command  (subsidiary) 
Logic  Design  command  (subsidiary) 
Transformation  command 
(INTERNAL  SUBROUTINES) 

File  Manipulation  (level  I  or  II) 

File  Access  (level  I  or  II) 

Data  Tree  File  Access 
Display  File  Access 
Tree  List  File  Access 
Logic  List  File  Access 
Communication  File  Access 

Measurement  Evaluation  Routine 

Structure  Analysis  Routine 

Logic  Design  Routine 

Numerical  Computation  Algorithm 

Terminal  I/O  (character  or  graphics) 

Terminal  Display  Routine 

Utility  Subroutine 

NOTE 

When  any  of  the  above  are  "system  dependent," 
that  fact  should  be  mentioned  too. 


PROGRAM  DESCRIPTION: 

A  functional  description  of  the  program 
PROGRAM  USAGE: 

The  calling  sequence  of  subroutines,  or  the 
possible  program  usage  and  type  of  functions 

INPUT  ARGUMENT (S) : 

All  input  arguments  to  a  SUBROUTINE,  with  a 
description  of  each  one,  would  appear  here. 


Figure  1-1  Specification  Format 


OUTPUT  ARGUMENT(S) : 

All  output  arguments  of  a  SUBROUTINE,  with  a 
description  of  each  one,  would  appear  here. 

WORKING  SPACE  ARGUMENT ( S )  : 

Any  working  space  argument  to  be  used  by  a  SUBROUTINE, 
with  a  description  of  each  one,  would  appear  here. 

USER  INTERACTION: 

Program  requests,  responded  to  by  user 
ALGORITHM  /  NOTES: 

The  basic  algorithm,  describing  the  program,  using  a 
block  structured,  English-progr am  language  notation 


FILES: 


Names  of  the  files  accessed  by  this  program 
REFERENCED  BY: 

If  the  program  is  a  SUBPROGRAM,  the  name(s)  of 
the  calling  program(s)  go  here. 

If  the  program  is  a  main  program  (i.e.,  an  OLPARS 
command),  "OLPARS  user  types  'program  name"'  goes 
here.  Note,  this  section  may  not  be  complete.  For 
a  total  list  of  references,  look  up  program  name 
in  Appendix  D. 

SUBPROGR AM( S )  REFERENCED: 

The  name(s)  of  the  subprogr am( s)  called 

DIAGNOSTICS: 

Mention  any  error  diagnostics  a  SUBROUTINE  may 
return  to  its  calling  program 

SEE  ALSO: 

Mention  other  programs,  not  specified  in  the 
above  'reference'  lists,  that  are  of  a  similar 
nature,  or  work  in  conjunction,  with  this  program 


HISTORY: 


Person(s)  who  designed  the  program,  along  with 
the  date  the  program  was  designed  and  written. 


Figure  1-1  Specification  Format  (cont'd) 
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PROGRAM  NAME:  ADDMCV 

CATEGORY:  Data  Tree  File  Access  Routine 


PROGRAM  DESCRIPTION: 

ADDMCV  adds  the  mean  and  covariances  of  two  nodes 
It  is  passed  the  file  descriptor  (in  FDTI)  of  the 
TI  file,  the  entry  number  of  the  destination  node 
(in  DESNOD)  and  the  dimension  of  the  data  set 
(in  NDIM) .  The  results  are  placed  into  entry 
DESNOD. 


PROGRAM  USAGE: 

CALL  ADDMCV (FDT I , DESNOD, NDIM, NVECB.MEANB, COVB) 

INPUT  ARGUMENTS: 

the  file  descriptor  of  the  TI  file 
entry  number  of  DESTINATION  node 
dimension  of  the  data  set 


FDTI  -  INTEGER 
DESNOD  -  INTEGER 
NDIM  -  INTEGER 
NVECB  -  INTEGER 


the  number  of  vectors  in  the 
SOURCE  node 


MEANB  -  REAL  ARRAY(NDIM) ;  mean  vector  of  the  SOURCE 

node 

COVB  -  REAL  ARRAY(NDIM*(NDIM+1 )/2) ;  the  covariance 

matrix  of  the  SOURCE  node 


ALGORITHM/NOTES: 


The  computation  is  done  as  follows: 


Let  mA(i)  , 
mB(  i) 


the  ith  element  of  the  means  for 
node  A  and  B,  respectively. 


mAB( i) 


the  ith  element  of  the  mean  for 
the  combination  of  nodes  A  and  9. 


nA,  =  the  number  of  vectors  contained 

nB,  in  nodes  A,  B,  and  A+B. 

nAB 


cA(  i ,  j) 
cB(  i  ,  j  ) 
cAB( i ,  j) 


the  i,jth  element  of  the 
covariance  matrix  of  nodes  A,  B, 
and  A+B. 
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Then 

EQ .  1  nAB  =  nA  +  nB 


<mean  for  meas(i)  = 
of  A+B> 

<sum  meas(i)  in  A>+<sum  meas(i)  in  B> 


<total  number  of  vectors  in  A+B> 


EQ.  2  mAB(i) 


nA  *  mA( i)  +  nB  *  mBC i) 
nAB 


<covariance  of  meas(i)  and  meas(j)  of  A+B>  = 

(  <sum  of  meas( i) *meas( j)  in  A>  + 

<sum  of  meas( i) *meas( j)  in  B>  ) 

-  -  <meanAB(i)* 

<total  number  of  vectors  in  A+B>  meanAB(j)> 


EQ.  3  covAB( i , j )  = 

|  nA*(cA(i , j)+mA(i)*mA(  j) )  + 
|  nB* ( cB( i , j ) +mB( i ) *mB(  j ) ) 


nAB 


mAB( i) *mAB( j) 


Equation  1  (EQ.  1)  is  the  sum  of  the  vectors  at  both 
nodes.  Equation  2  (EQ.  2)  is  the  sum  of  the  mean 
vectors  of  both  nodes.  Equation  3  (EQ.  3)  is  the 
sum  of  the  covariance  matrices  of  both  nodes. 


FILES: 

TI  -  tree  information 
REFERENCED  BY: 

ADUPCM ,  COMNOD 
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SUBPROGRAMS  REFERENCED: 

INSINT,  INSPGM ,  INSRET,  TIGCOP,  TIGCOV,.  TIGMN ,  TIPCOV, 
TIPMN 

HISTORY: 

designed  by  DAVID  BirnBaum  June  12,  1978 
programmed  by  Steven  Haehn  Aug.  18,  1980 
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PROGRAM  NAME:  ADUPCM 


CATEGORY:  Data  Tree  File  Access  Routine 


PROGRAM  DESCRIPTION: 

ADUPCM  traverses  the  tree,  via  parent  pointers,  and 
adds  the  mean  vector  and  covariance  matrix  of  the 
given  node  to  the  mean  vectors  and  covariance 
matrices  of  all  the  nodes  above  it. 

PROGRAM  USAGE: 

CALL  ADUPCM( FDTI , ENTABL , NODE) 

INPUT  ARGUMENTS: 

FDTI  -  INTEGER;  file  descriptor  of  the  TI  file 
ENTABL  -  INTEGER  array  (TABSIZ);  the  entry  table 

of  the  TI  file 

NODE  -  INTEGER;  slot  number  of  the  given  node 
ALGORITHM  /  NOTES: 

WHILE  (the  present  node  is  not  the  senior  node) 

Obtain  the  parent  pointer  of  the  present  node. 

Add  the  mean  vectors  and  covariance  matrices 
of  the  two  nodes  (the  parent  and  the  child), 
storing  the  result  in  the  parent  node. 

Make  the  parent  node  the  present  node. 

ENDWHILE 


FILES: 

TI  -  tree  information 
REFERENCED  BY: 

APPEND 

SUBPROGRAMS  REFERENCED: 

ADDMCV ,  INSINT,  INSPGM,  INSRET,  TIGCOP 
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▼ 


HISTORY: 


designed  by  Steven  Haehn  June  3,  1973 
programmed  by  Steven  Haehn  Aug.  19,  1930 
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PROGRAM  NAME:  ALNCPN 

CATEGORY:  Data  Tree  File  Access  Routine 


PROGRAM  DESCRIPTION: 

ALNCPN  (add  lowest  node  counts,  pointers  and 
name)  inserts  a  lowest  node  (minus  means  and 
covariances)  into  a  tree.  The  file  descriptor 
(FDTI)  points  to  the  tree  information  file  that 
the  new  node  is  to  be  added.  The  slot  numbers 
in  the  node  entry  table  of  the  PARENT  node  and 
the  NEWNOD(E)  are  given  as  arguments  (i.e., 
NEWNOD  is  to  be  inserted  under  PARENT)  .  The 
node  name  (NODNAM),  the  number  of  vectors  (NVEC) 
contained  in  the  node,  and  the  vector  pointer 
(VECPTR)  that  points  to  the  node's  vectors  with¬ 
in  the  tree  vector  file,  are  also  given  as  argu¬ 
ments. 

NOTE:  Parent  node  must  have  at  least  one 

child  before  this  routine  will  work 
properly . 

PROGRAM  USAGE: 


CALL  ALNCPN ( FDTI, ENTABL, PARENT, NEWNOD, NODNAM, NVEC, 
VECPTR) 


INPUT  ARGUMENTS: 

FDTI  - 
ENTAB  - 
PARENT  - 
NEWNOD  - 


INTEGER;  file  descriptor  of  the  TI  file 

INTEGER  ARRAY(TABSIZ) ;  the  TI  file  entry  table 

INTEGER;  slot  number  of  the  new  node's  parent 

INTEGER;  slot  number  of  the  new  node  to  be 
added  to  the  data  tree 


NODNAM 


INTEGER  ARRAY (NODLEN ) ;  name  of  the  new  node 
that  is  being  added  to  the  data  tree 
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NVEC  -  INTEGER;  the  number  of  vectors  residing  at  the 
new  node 

VECPTR  -  INTEGER;  pointer  to  the  new  node's  vectors 
found  in  the  TV  file 

ALGORITHM  /  NOTES: 

Obtain  the  entry  table  number  of  the  parent's  last 
child  and  the  node  level  of  the  child 

Set  the  sibling  pointer  of  the  retrieved  child  to 
NEWNOD. 

WHILE  (the  current  child  is  not  a  lowest  node) 

Locate  the  youngest  child  node  that  is 
a  lowest  node 

ENDWHILE 

Set  the  new  node's  lowest-node-link-pointer 
to  the  child's  lowest-node-link-pointer. 

Set  child's  lowest-node-link-pointer  to  NEWNOD. 

Set  the  new  node's  lowest  node  back  pointer  to 
the  child's  entry  table  number. 

IF  (the  new  node  is  not  the  last  lowest  node) 

Set  the  lowest-node-back-pointer  of  the  node 
pointed  to  by  the  new  node's  lowest-node-link- 
pointer,  so  it  points  to  the  new  node. 

ENDIF 

Set  the  TV  vector  pointer  and  the  number  of  vectors 
count,  within  the  new  node,  to  their  given  values. 

Set  the  first  child  pointer,  number  of  lowest  nodes 
beneath,  and  number  of  children  of  the  new  node  to 
zero  (initialized  at  compile  time). 

Set  the  entry  table  back  pointer  of  the  new  node  to 
NEWNOD  and  the  new  node's  parent  pointer  to  PARENT. 

Set  the  new  node  name  to  NODNAM. 


RETURN 
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OLPARS  Tree  figure,  with  node  name  references  made 
in  ALNCPN. 


/  \ 

/  \ 
o  o 

/  \ 

/  \ 

o  p  <-- 

/ !  / !  \  \ 

/  !  /  !  \  \ 

o  o  o  o  y  n 

/  !  /  !  \ 

/  !  /  !  \ 

0  O  0  o  o 

/  \ 

/  \ 
o  yh 


<-Par ent  node 


<-New  Node  to  be 
added 

(y  is  parent’s  last 
child) 

<-Youngest  child  that 
is  a  lowest  node 
(youngest  heir) 


FILES: 

TI  -  tree  information 
REFERENCED  BY: 

APPEND,  CLNODE 
SUBPROGRAMS  REFERENCED: 

INSCHR ,  INSINT,  INSPGM,  INSRET,  TIPCOP,  TIGCOP,  TIPCAP, 
TIPNAM 

SEE  ALSO: 

CLNODE 

HISTORY: 

designed  by  Steven  Haehn  June  7,  1978 
programmed  by  Steven  Haehn  Aug.  13,  1980 
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PROGRAM  NAME: 


ANYTHING 


CATEGORY:  Utility  Command  (system  dependent) 

PROGRAM  DESCRIPTION: 

ANYTHING  displays  a  text  file  containing  all  the 
available  OLPARS  commands. 

PROGRAM  USAGE: 

User  types  in  'ANYTHING'. 

ALGORITHM  /  NOTES: 

The  file  ( ANYTHING . TXT )  to  be  displayed  at  the  user's 
terminal  will  reside  in  the  OLPARS  directory.  It 
can  be  created  and  modified  by  any  text  editing 
program  (e.g. ,  EDI) . 

FILES: 

ANYTHING . TXT 

CM  -  communications 

REFERENCED  BY: 

OLPARS  user. 

SUBPROGRAMS  REFERENCED: 

CMGDIR,  CONCAT,  ERASE,  FILGET,  INSINI,  INSRET,  OEXIT, 
OPENFX ,  OPENS,  MENU,  TRMPUT 

HISTORY: 

designed  by  Steven  Haehn  July  31,  1978 
programmed  by  Steven  Haehn  April  21,  1980 
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PROGRAM  NAME:  APPEND 


CATEGORY:  Utility  Command 


PROGRAM  DESCRIPTION: 

APPEND  appends  a  node  from  one  tree  to  another.  It 
obtains  a  lowest  node  from  one  tree  and  attaches  it 
under  an  intermediate  node  of  another  tree  (or  same 
tree)  . 

PROGRAM  USAGE: 

User  types  in  'APPEND'. 

USER  INTERACTION: 

The  user  is  asked  for  the  node  names  of  two  trees  (the 
names  may  be  the  same).  The  first  name  (tree  1)  the  user 
gives  to  the  program  specifies  the  source  tree  (the  tree 
from  which  the  new  node  is  to  be  obtained)  .  The  second 
name  (tree  2)  specifies  the  receiving  tree  (the  tree  to 
which  the  node  is  to  be  appended)  . 

The  user  is  then  asked  for  the  names  of  two  nodes. 
Nodel  (source  node)  must  be  a  lowest  node.  Node2 
(receiving  node)  must  be  a  intermediate  node.  The  senior 
node  can  be  the  receiving  node,  but  not  the  source  node. 

The  user  is  now  asked  for  a  new  name  for  the  node 
that  is  being  appended.  Lastly,  the  user  is  asked  if  he 
wants  to  resequence  the  vector  identifiers  of  the 
appended  node. 

ALGORITHM/NOTES: 

Erase  screen  and  home  cursor  (ERASE). 

Obtain  user  interaction  information  (UIAPND) 

Obtain  a  slot  number  in  the  entry  table  (tree  2)  and  an 
entry  number  for  the  new  node  (GNXTAN) . 

IF  (entry  table  is  full)  THEN 

Display  error  message  to  user:  'tree  is  full:  no 
more  nodes  can  be  added.’ 
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ELSE 


Copy  vectors  from  source  tree  to  receiving 
tree  (COPYVC) . 

Add  the  nodename,  counts  and  pointers  of  the  new  node 
to  receiving  tree  (ALNCPN). 

Copy  mean  and  covariance  of  source  node  in  source 
tree  to  new  node  in  receiving  tree  ( COPYMN ,  C('?YCV)  . 

Add  the  means  and  covariances  of  this  new  node  to  all 
nodes  directly  above  it  (ADUPCM). 

Adjust  the  number  of  children  at  the  recieving  node, 
and  the  number  lowest  nodes  in  all  the  intermediate 
nodes  above  the  node  appended.  (FIXKLV) 

ENDIF 

Put  up  option  list  at  user's  terminal  (MENU). 

END 


FILES: 

CM  -  communication 
HS  -  history 
TI  -  tree  information 
TL  -  tree  list 
TV  -  tree  vector 
OLPARS  option  file 
Instrmentation  file 

SUBPROGRAMS  REFERENCED: 

ADUPCM,  ALNCPN,  CMGOTH ,  COPYCV,  COPYMN,  COPYVC,  ERASE 
FIXKLV,  GNXTAN ,  INSINI,  INSINT,  INSRET,  MENU,  OEXIT 
OPENFX ,  TIGCOP ,  TRMPUT  ,  UIAPND 

SEE  ALSO: 

COMNOD,  DSUBSTRC ,  CREATREE,  COPYDS 


HISTORY: 


designed  by  Steve  Haehn  June  9,  1978 
programmed  by  Mark  Maginn  August  1,  1980 
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PROGRAM  NAME:  ASCDEC 


CATEGORY:  Utility  Subroutine  (system  dependent) 


PROGRAM  DESCRIPTION: 

ASCDEC  converts  ascii  characters  to  a  decimal  number 
PROGRAM  USAGE: 

CALL  ASCDEC(STRING, ST RPTR,STRLEN, NCHAR, NUMBER) 

INPUT  ARGUMENTS: 

STRING  -  LOGICAL  *1  ARRAY;  character  string  to  be 

converted 

STRLEN  -  INTEGER;  the  length  of  the  character  string 

to  be  converted.  this  is  the  length 
of  the  string  from  beginning  to  end, 
not  from  'STRPTR'  to  end,  unless, 
of  course,  'STRPTR’  equals  1. 

STRPTR  -  INTEGER;  index  in  the  character  string  at 

which  to  start  conversion 

NCHAR  -  INTEGER;  the  number  of  characters  to  convert. 

if  the  calling  program  does  not  know 
the  number  of  characters  to  be 
converted,  then  nchar  can  be  set  to 
a  negative  number  and  a  maximum  of  5 
characters  will  be  converted, 
conversion  will  stop  as  soon  as  a  non¬ 
numeric  character  is  encountered. 


OUTPUT  ARGUMENTS: 

NUMBER  -  INTEGER;  the  decimal  number  that  is  the 

result  of  the  conversion.  'number'  is 
set  to  -1  under  the  following 
conditions : 

(1)  if  a  5-character  conversion 
results  in  an  integer  overflow 

(2)  if  'nchar'  is  positive  and  a  non¬ 
numeric  character  is  encountered 
before  'nchar'  is  exhausted 

(3)  if  'nchar'  is  greater  than  5 
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REFERENCED  BY: 

GEN 

HISTORY: 

designed  by  Donna  Morris  January  30,1979 
programmed  by  Donna  Morris  March  2,1979 


17 


OLPARS  Program  Specifications 
B INWIDTH 


PROGRAM  NAME:  BINWIDTH 

CATEGORY:  UTILITY  COMMAND 

PROGRAM  DESCRIPTION: 

BINWIDTH  is  used  for  modifying  the  scale  of  a  one-space 
display.  The  following  list  shows  the  portions  of  a 
one-space  display  scale  that  can  be  altered. 

1.  Change  the  starting  point  of  the  display  scale. 

2.  Change  the  number  of  bins  on  the  scale. 

3.  Change  the  interval  size  (bin  size). 

PROGRAM  USAGE: 

User  types  in  ’BINWIDTH' 

USER  INTERACTION: 

The  user  is  first  asked  if  the  minimum  scale  value 
is  to  be  changed.  Then  the  user  is  asked  if  he  wants 
to  change  the  interval  size  and/or  the  number  of  bins 
that  are  on  the  scale.  If  these  values  are  to  be 
changed,  he  is  then  asked  for  the  new  values. 

ALGORITHM  /  NOTES: 

Ask  user  if  he  wants  to  change  the  minimum 
projection  scale  value. 

Ask  user  if  he  wants  to  change  the  number  of 
bins 

Ask  user  if  he  wants  to  change  the  interval 
size  (size  of  a  bin)  . 

IF  (the  minimum  scale  value  is  to  be  changed) 

Change  the  minimum  scale  value. 

IF  (the  number  of  bins  was  user  specified) 

Change  the  number  of  bins  to  user's 
value . 

Change  the  maximum  scale  value 

ENDIF 
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ELSE 


IF  (the  number  of  bins  was  user  specified) 

Change  the  number  of  bins  to  user's 
value . 


Change  the  maximum  scale  value 

ENDIF 

ENDIF 

Write  out  new  values  to  DI  header 

Turn  the  screen  coordinate  flag  in  the  DV  file 
header  'off'  so  that  the  display  subroutine 
"knows"  that  it  must  recalculate  a  new  set 
of  screen  coordinates  for  the  one-space  display 

Redisplay  the  user's  one-space  display  (MICMAC). 


NOTE 

Actual  file  changes  are  not  made  until  user  has 
completely  answered  all  queries.  The  maximum  scale 
value  will  have  to  be  altered  when  the  number  of  bins 
value  is  recalculated,  because  the  value  of  the  number 
of  bins  is  required  to  be  an  integer  number. 

e.g.,  if  XMAX  =  5,  XMIN  =  0,  BINSIZE  =  2 
using  integer  arithmetic, 

No.  bins  =  (XMAX  -  XMIN) /BINSIZE 
=  (5  -  0)/2 
=  2 

Therefore,  XMAX  in  the  DI  file  must  be 
adjusted . 

XMAX  =  (no.  bins*BINSIZE)  +  XMIN 
=  (2*2)  +  0 
=  4 
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FILES: 

CM  -  communications  file 
DI  -  display  Information  file 
DV  -  display  vecor  file 
PV  -  projection  vector  file 
SI  -  scratch  1  file 
Instrumentation  file 

SUBPROGRAMS  REFERENCED: 

CLOSFX  CMGOTH  DIGHDI  DIGMAX  DIPHDI  DIPMAX  DVPHDR 

EQUALA  ERASE  INSFLT  INSINI  INSINT  INSRET  MENU 

MICMAC  OEXIT  OPEN FX  PROMPT  TRMGET  TRMPUT 

HISTORY: 

designed  by  Mark  Maginn  November  21,  1980 
programmed  by  Mark  Maginn  November  21,  1980 


OLPARS  Program  Specification 
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PROGRAM  NAME:  30UND 

CATEGORY:  UTILITY  ROUTINE 

PROGRAM  DESCRIPTION: 

BOUND  converts  a  screen  coordinate  to  a  projected  data 
value.  It  is  used  to  convert  graphic  input  to  a  usable 
real  number. 

PROGRAM  USAGE: 

REAL  BOUND 

VALUE= BOUND ( SC RN , MINV , MAXV , WIDTH, BCOORD) 

INPUT  ARGUMENTS: 

SCRN  -  INTEGER;  screen  coordinate  to  be  converted 

MINV  -  REAL;  minimum  data  value 

MAXV  -  REAL;  maximum  data  value 

WIDTH  -  INTEGER;  width  (or  height)  of  display  field 

minus  width  of  one  display  character 

BCOORD  -  INTEGER;  screen  coordinate  of  lower  left  corner 

of  display  rectangle  plus  one  character 

OUTPUT  ARGUMENTS: 

BOUND  -  REAL;  the  data  value  corresponding  to  the  screen 
coordinate 
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ALGORITHM  /  NOTES: 

IF  (screen  coord  less  than  boundary  coord)  THEN 

BOUND  =  MINV 
SCRN  =  BCOORD 

ELSEIF  (screen  coord  greater  than  upper  boundary)  THEN 
BOUND  =  upper  boundary 

ELSE 

BOUND  =  appropriate  data  value 
ENDIF 

REFERENCED  BY: 

DRAWBNDY ,  OPTDSP 
SEE  ALSO: 

DRAWBNDY 

HISTORY: 

designed  by  David  J.  Tipton  Sept.  7,  1979 
programmed  by  David  J.  Tipton  Sept.  7,  1979 
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PROGRAM  NAME:  BYEOLP 

CATEGORY:  Utility  Command  (system  dependent) 

PROGRAM  DESCRIPTION: 

BYEOLP  "signs"  a  user  off  of  OLPARS. 

PROGRAM  USAGE: 

User  types  in  'BYEOLP'. 

ALGORITHM  /  NOTES: 

For  now,  this  will  simply  allow  the  CIP  to  exit. 

The  function  is  implemented  using  an  RSX-11M  command 
file  (see  appendix  A  in  OLPARS  VI  Programmer's 
Reference  Manual). 

REFERENCED  BY: 

OLPARS  use'r. 

SEE  ALSO: 

HELOLP 

HISTORY: 

designed  by  Steven  Haehn  July  28,  1978 
programmed  by  Steven  Haehn  June  28,  1981 
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PROGRAM  NAME:  CDEFAULT 


CATEGORY:  Utility  Command 


PROGRAM  DESCRIPTION: 

CDEFAULT  puts  up  a  list  of  options  and  asks 
the  user  to  select  one.  By  selecting  the 
appropriate  option,  the  user  may  (1)  change 
the  cluster/scatter  cut-off  value,  (2)  change 
the  one-space  bin  factor,  (3)  change  from 
long  prompts  to  short  prompts  or  vice  versa, 

(4)  change  the  instrumentation  flag  from  'ON' 
to  'OFF'  or  vice  versa,  or  (5)  set  default 
values  for  the  CM  file  parameters  mentioned 
in  1,2,3  and  4  above.  The  effects  of  changes 
in  these  options  are  as  follows: 

Option  1:  If  the  number  of  vectors  in  a  data 

set  to  be  projected  on  a  two-space  plot 
is  greater  than  the  cut-off  value,  a 
cluster  plot  is  displayed,  otherwise 
a  scatter  plot  is  shown.  If  option 
1  is  selected,  the  program  requests 
that  a  new  value  be  input.  Example: 
if  the  cut-off  value  were  set  to  zero, 
all  two-space  plots  would  initially  be 
displayed  in  the  cluster  mode. 

Option  2:  The  initial  number  of  bins  for  a 
histogram  plot  is  determined  by 
dividing  the  total  number  of  vectors 
by  the  number  of  classes  times  the 
one-space  bin  factor.  If  option  2 
is  selected,  the  program  requests 
that  a  new  bin  factor  value  be 
entered.  Example:  if  the  number 
of  classes  is  1,  the  bin  factor 
is  set  to  2,  and  the  total  number  of 
vectors  is  100,  these  vectors  will 
be  placed  in  100/(1*2)  =  50  bins. 

Option  3:  The  default  value  of  the  prompt  flag  is 

0  -  use  short  prompts.  By  changing  to  long 
prompts  (flag  =  1),  the  user  receives  longer 
messages  requesting  information. 

Option  4:  The  default  value  of  the  instrumentation 
flag  is  0  -  disable  (turn  off)  instru¬ 
mentation.  By  changing  the  instrumenta¬ 
tion  flag  to  1 ,  the  instrumentation  is 
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enabled  (turned  on). 

Option  5:  The  default  value  of  the  instrumentation 
threshold  is  5.  If  instrumentation 
is  'ON',  a  program  must  have  completed 
successfully  at  least  5  times  in  order 
turn  off  the  printing  of  debug  information. 

Option  6:  If  option  6  is  selected,  the  cluster/ scatter 

cut-off  value  is  set  to  500,  the  one-space  bin 
factor  is  set  to  5,  the  prompt  flag  is  set 
to  0,  the  in strumentation  flag  is  set 
to  zero,  and  the  instrumentation  threshold 
is  set  to  5. 


PROGRAM  USAGE: 

User  types  in  ' CDEFAULT ' . 

USER  INTERACTION: 

CDEFAULT  asks  the  user  to  select  changes  from 
the  following  list: 

1.  Cluster/scatter  cut-off  value 

2.  One-space  bin  factor 

3.  Change  prompt  flag  from  current  one. 

Change  instrumentation  flag  from 
current  one. 

5.  Change  instrumentation  threshold  value 
from  current  one. 

6.  Set  default  values  as  follows: 
two-space  cut-off  value  =  500 
one-space  bin  factor  =  5 

prompt  flag  =  0  (short  prompt  mode) 
instrumentation  flag  =  0  (disable) 
instrumentation  threshold  value  =  5 
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ALGORITHM  /  NOTES: 

Erase  screen  and  home  cursor  (ERASE). 

Get  current  default  information  from  CM  file  (CMGOTH). 
REPEAT 

Prompt  user  for  a  change. 

Request  appropriate  value. 

Enter  value  in  memory. 

UNTIL  (user  quits) 

Write  new  information  back  into  CM  file  (CMPOTH). 

Put  up  option  list  at  user's  terminal  (MENU). 

EXIT 


FILES: 

CM  -  communications 
REFERENCED  BY: 

OLPARS  user 

SUBPROGRAMS  REFERENCED: 

CMGOTH,  CMPOTH,  ERASE,  MENU,  TRMGET ,  TRMPUT , 
PROMPT 

HISTORY: 

designed  by  Dave  Birnbaum  September  20,  1978 
programmed  by  Donna  Morris  September  26,  1979 
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PROGRAM  NAME:  CDISPLAY 

CATEGORY:  Utility  Command 

PROGRAM  DESCRIPTION: 

If  the  current  display  is  a  two-space  scatter 
plot,  CDISPLAY  changes  the  display  to  a  two- 
space  cluster  plot,  and  vice  versa.  If  the 
current  display  is  a  ore-space  macro  plot, 

CDISPLAY  changes  the  display  to  a  one-space 
micro  plot,  and  vice  versa. 

PROGRAM  USAGE: 

User  types  in  'CDISPLAY'. 

ALGORITHM  /  NOTES: 

Erase  screen  and  home  cursor  (ERASE). 

Open  the  Communications  file  and  the  display  files 

IF  (the  display  file  contains  a  two-space  display, 
i.e.,  the  display  code  must  be  1  or  2)  THEN 

Zero  out  the  screen  coordinate  flag  in 
the  DV  file  header 

Call  CLSCAT  to  create  the  new  display. 

ELSEIF  (the  display  file  contains  a  one-space 
display,  i.e.,  the  display  code  must  be  5  or  6)THEN 

Zero  out  the  screen  coordinate  flag  in 
the  DV  file  header 

Call  MICMAC  to  create  new  display. 

ELSE 

Tell  user  that  the  display  file  does  not  contain 
a  one  or  two-space  display. 

ENDIF 

Put  up  option  list  at  user's  terminal  (MENU). 

END 
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FILES: 

CM 

DI 

DV 

PV 

SI 


communications 
display  information 
display  value 
projection  vector 
scratch  1 


REFERENCED  BY: 


OLPARS  user 

SUBPROGRAMS  REFERENCED: 

DIGDC ,  DVPHDR ,  ERASE,  CLSCAT,  CLOSFX,  CMGCDS,  CMGOTH , 
MENU,  MICMAC ,  OPENFX,  TRMPUT 

HISTORY: 

designed  by  DAB  and  SEH  September  29,  1978 
programmed  by  Donna  Morris  October  1,1979 


28 


OLPARS  Program  Specifications 

CDSCHK 


PROGRAM  NAME:  CDSCHK 

CATEGORY:  UTILITY  ROUTINE 

PROGRAM  DESCRIPTION: 

CDSCHK  checks  the  current  data  set  names  in  the  CM 
and  DI  file  headers  to  see  if  they  match.  CDSCHK 
returns  a  true  value  if  the  names  match  and  a  false 
value  if  the  names  do  not  match. 

PROGRAM  USAGE: 

LOGICAL  CDSCHK 


IF(  CDSCHK ( FDCM , FDDI ) ) 
INPUT  ARGUMENTS: 


FDCM  -  INTEGER;  the  file  descriptor  of  the  CM  file 
FDDI  -  INTEGER;  the  file  descriptor  of  the  DI  file 

OUTPUT  ARGUMENTS: 


CDSCHK  -  LOGICAL;  'true'  if  the  current  data  set  names 

match;  'false'  if  the  current  data 
set  names  do  not  match. 


FILES: 


CM  -  Communication  file 

DI  -  Display  Information  file 

REFERENCED  BY: 

Display  routines  (or  routines  that  call  display  routines) 
that  must  check  to  make  sure  the  current  data  set  has 
not  been  changed. 

SUBPROGRAMS  REFERENCED: 

CMGCDS ,  DIGNAM,  EQUALA,  INSPGM,  INSRET 
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HISTORY: 

designed  by  Donna  Morris  January  21,  1981 
programmed  by  Donna  Morris  January  21,  1981 
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PROGRAM  NAME:  CHARFL 

CATEGORY:  Utility  Subroutine 

PROGRAM  DESCRIPTION: 

CHARFL  fills  a  buffer  with  a  specified  character 
from  its  current  length  to  a  desired  length. 

PROGRAM  USAGE: 

CALL  CHARFL  (BUFFER,  CURLEN,  DESLEN,  FILCHR) 

INPUT  ARGUMENTS: 

BUFFER  -  INTEGER;  the  buffer  to  be  filled  (starting  at 
the  index  CURLEN+1  ) 

CURLEN  -  current  length  of  BUFFER 

DESLEN  -  desired  length  of  BUFFER 

FILCHR  -  the  character  with  which  to  fill  BUFFER  to 
the  desired  length 

OUTPUT  ARGUMENTS: 

BUFFER  -  same  as  input  but  'filled'  to  the  desired 
length  (DESLEN)  with  the  fill  character 
(FILCHR) 

REFERENCED  BY: 

COMNOD 

HISTORY: 

designed  by  David  J.  Tipton  October  31,  1980 


programmed  by  David  J.  Tipton  October  31,  1980 
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PROGRAM  NAME:  CHKEXS 


CATEGORY:  Utility  Subroutine  (system  dependent) 


PROGRAM  DESCRIPTION: 

CHKEXS  is  called  by  routines  (commands)  that  cannot 
operate  on  a  data  set  in  excess  measurement  mode. 

If  the  dimensionality  of  the  data  set  is  greater 
than  the  maximum  dimensionality  allowed  in  OLPARS 
when  not  in  excess  measurement  mode  (currently  50), 
an  error  message  is  printed,  the  menu  is  redisplayed, 
and  CHKEXS  calls  a  routine  to  exit  ('oexit'). 

PROGRAM  USAGE: 

CALL  CHKEXS (FI DCM,NDIM, PGM NAM) 

INPUT  ARGUMENTS: 

FIDCM  -  INTEGER;  the  file  descriptor  of  the  CM  file 

NDIM  -  INTEGER;  the  vector  dimensionality  of  the 

data  set  being  used  by  the  calling 
routine 

PGMNAM  -  INTEGER  array  (10);  the  name  of  the  calling 

routine 

ALGORITHM  /  NOTES: 

This  subroutine  should  be  called  before  a  main 
routine  alters  the  contents  of  any  display  files, 
because  the  current  menu  is  redisplayed. 


FILES: 


CM  -  Communications 
REFERENCED  BY: 

All  routines  (commands)  that  cannot  operate  on  a 
data  set  in  excess  measurement  mode. 
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SUBPROGRAMS  REFERENCED: 

INSPGM ,  INSRET,  MENU,  OEXIT,  TRMPUT 

HISTORY: 

designed  by  Donna  Morris  October  29,  1980 
programmed  by  Donna  Morris  October  29,  1980 
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PROGRAM  NAME:  CIP 


CATEGORY:  OLPARS  Executive  (system  dependent) 


PROGRAM  DESCRIPTION: 

CIP  (command  input  processor)  partially  implements 
the  executive  function  of  OLPARS.  It  accepts  an  OLPARS 
command,  searches  for  the  command  name  in  the  OLPARS 
program  dictionary  (for  verification  of  program 
existence),  and  then  creates  a  command  file  which  will 
be  used  to  initiate  (spawn)  the  desired  command. 

PROGRAM  USAGE: 

Program  must  be  "installed"  with  the  name  "...CIP" 
on  RSX11M  operating  system  and  is  initiated  with 
the  line  "CIP  [ggg,mmm]"  where  "ggg"  and  "mmm" 
are  the  group  and  member  number  of  the  OLPARS 
system  directory. 

ALGORITHM  /  NOTES: 

The  user  is  allowed  to  type  in  an  initial  substring  if 
the  OLPARS  program  desired.  The  substring  must  have 
enough  characters  that  will  make  the  spelling  of  the 
program  name  unique.  Otherwise,  the  user  may  invoke 
a  program  that  was  really  not  wanted. 

The  progam  dictionary  is  kept  in  alphabetical  order. 
Searching  for  a  program  name  always  starts  at  the 
beginning  of  the  dictionary.  An  added  goodie  to  the 
search  algorithm  (for  speed):  If  the  first  letter 
of  the  program  dictionary  name  is  greater  than  the 
first  letter  of  the  user's  substring  command  request, 
the  search  for  the  user's  substring  has  failed  (i.e., 
the  user  has  not  requested  a  known  OLPARS  program)  . 


REPEAT 

Put  out  OLPARS  prompt  (TEXT) 

REPEAT 

Wait  for  user  to  type  in  a  command  ( TRMGET) 
REPEAT 

Read  the  OLPARS  program  dictionary  and 
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try  to  match  the  user's  command  with 

some  initial  substring  of  a  command 

found  in  the  program  dictionary.  ( FILGET , EQUALS) 

UNTIL ( command  is  validated  or  not  found) 

IFCthe  command  is  known  and  is  not  ' BYEOLP ' ) THEN 

Create  command  file  used  to  invoke  OLPARS 
command 

ENDIF 

UNTIL(the  command  is  known) 

UNTIL( ' BYEOLP '  is  typed  by  user) 

END 

USER  INTERACTION: 

The  OLPARS  user  types  in  the  name  of  the  OLPARS  program 
that  is  wanted  for  execution. 

FILES: 

OLPARS  program  dictionary 

OLPARS  command  invocation  command  file  (OLPCOM.CMD) 
REFERENCED  BY: 

OLPARS  user  through  HELOLP.CMD 
SUBPROGRAMS  REFERENCED: 

CLOSE,  CONCAT,  EQUALS,  EXIT,  FILGET,  FLUSHF ,  GETMCR , 
INDEX,  LENGTH,  OPEN$,  TRMGET,  TRMPUT ,  VALUES 

SEE  ALSO: 

"HELOLP.CMD"  and  OLPARS  programmer  and  maintenance  manual 

HISTORY: 

designed  by  Steven  Haehn  October  25,  1978 
programmed  by  Steven  Haehn  April  27,  1979 
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PROGRAM  NAME:  CLNODE 


CATEGORY:  Data  Tree  File  Ac-cess  Routine 


PROGRAM  DESCRIPTION: 

Clnode  creates  a  new  lowest  node  in  a  data  tree.  If 
the  node  being  created  at  this  parent  is  a  first 
lowest  node,  the  parent  node  is  updated  and  all 
ancestors'  first  lowest  node  pointers  are  checked 
and  adjusted. 

PROGRAM  USAGE: 

CALL  CLNODE ( FDTI , ET , PARENT , NODSLT , ONEKID, NODNAM  , 

NVECS , VEC  PTR ) 

INPUT  ARGUMENTS: 

FDTI  -  INTEGER;  file  descriptor  of  the  TI  file 

ET  -  INTEGER  array  (TABSIZ);  the  TI  file  entry 
table 

PARENT  -  INTEGER;  the  pointer  to  the  parent  node  of 
the  lowest  node  being  created 

NODSLT  -  INTEGER;  the  pointer  to  the  lowest  node 
being  created 

ONEKID  -  LOGICAL;  indicates  whether  the  lowest  node 

being  created  is  the  first  lowest  node 
at  this  parent  or  not 

OUTPUT  ARGUMENTS: 

NODNAM  -  INTEGER  array  (NODLEN);  the  name  of  the  node 
being  created 

NVECS  -  INTEGER;  the  number  of  vectors  at  the  node 
being  created 

VECPTR  -  INTEGER;  the  TV  file  pointer  to  the  vectors 
which  lie  at  the  new  lowest  node 
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ALGORITHM  /  NOTES: 

Get  the  parent  node  counts  and  pointers  from  the  TI 
file  (TIGCAP) . 

IF  (the  lowest  node  being  created  is  the  first  lowest 
node  at  this  parent)  THEN 

Create  the  TI  file  entry  for  the  new  lowest  node 
(TIPCAP,  TIPNAM)  . 


Fix  the  lowest  nodes  which  should  now  include  the 
new  lowest  node  in  their  low  node  link  pointers 
and  low  node  back  pointers  (TIPCOP). 


Update  the  parent's  TI  file  entry  (TIPCOP). 


Adjust  the  first  lowest  node  pointer  of  all  ancestors 
to  the  new  first  lowest  node  (TIPCOP). 


ELSE 


Create  the  TI  file  entry  for  the  new  lowest  node 
( ALNCPN ) . 


ENDIF 


RETURN 


FILES: 


TI  -  tree  information  file 
instrumentation  file 

REFERENCED  BY: 

RESTRUCT 

SUBPROGRAMS  REFERENCED: 

ALNCPN,  INSPGM ,  INSRET,  TIGCAP,  TIGCOP,  TIPCAP, 
TIPCOP,  TIPNAM 

SEE  ALSO: 

ALNCPN 

HISTORY: 

designed  by  Jill  King  February  13,  1981 
programmed  by  Jill  King  February  13,  1981 


37 


OLPARS  Program  Specifications 
CLOSBL 


PROGRAM  NAME:  CLOSBL 


CATEGORY:  File  I/O  (system  dependent) 


PROGRAM  DESCRIPTION: 

CLOSBL  closes  the  "system"  file  opened  by  OPENBL.  The 
file  to  be  closed  is  pointed  to  by  a  file  descriptor. 
If  the  current  file  block  (of  the  file  being  closed) 
has  been  changed,  CLOSBL  will  write  the  block  to  the 
file  before  closing  it.  The  logical  unit  portion  of 
File  Access  and  Control  Table  (FACT),  pointed  to  by 
the  given  file  descriptor,  is  made  available  for 
future  use.  CLOSBL  has  the  ability  to  save  or  delete 
the  "system"  file  from  the  operating  system’s 
filing  structure,  upon  closure  of  the  file. 

PROGRAM  USAGE: 

CALL  CLOSBL ( FID,DISPOS) 

INPUT  ARGUMENTS: 

FID  -  INTEGER;  file  descriptor  of  file  to  be  closed 
DISPOS  -  INTEGER;  disposition  of  the  file  upon  closing 

(0  -  save  the  file,  1  -  delete  file) 

ALGORITHM  /  NOTES: 

CLOSBL  accesses  the  PRBUFF  region  of  the  FACT,  thus 
array  checking  must  be  turned  off  (use  /-CK  switch 
to  DEC  F4P  compiler)  when  compiling  this  program. 

REFERENCED  BY: 

FMNCOV ,  GETVEC 

SUBPROGRAMS  REFERENCED: 

CLOSE,  INSPGM ,  OEXIT,  TRMPUT ,  WRITEB 

DIAGNOSTICS: 

When  CLOSBL  gets  an  invalid  file  descriptor  or  has 
a  problem  writing  out  to  the  file  before  closing, 
it  tells  the  user  and  halts  the  program. 
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SEE  ALSO: 

OPENBL 

HISTORY: 

designed  by  Steven  Haehn  June  16,  1979 
programmed  by  Steven  Haehn  June  16,  1979 
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PROGRAM  NAME:  CLOSE 


CATEGORY:  OLPARS  utility  (system  dependent) 


PROGRAM  DESCRIPTION: 

CLOSE  will  close  the  file  associated  with  logical  unit 
number  LUN,  the  first  parameter  to  CLOSE,  via  the  file 
control  service  macro  CLOSES. 

If  specified  by  the  second  parameter,  SAVFLG,  the  file 
will  also  be  deleted  from  the  user  file  directory  via 
the  file  control  service  routine  .DLFNB,  or  printed 
to  the  local  line  printer  (if  one  exists). 

PROGRAM  USAGE: 

CALL  CLOSE  (LUN, SAVFLG) 

INPUT  ARGUMENTS: 

LUN  -  INTEGER;  logical  unit  number  of  file  to  be 
closed 

SAVFLG  -  INTEGER;  0  =  file  to  be  saved  after  closing 

1  =  file  to  be  deleted  upon  closing 

2  =  file  to  be  closed,  spooled  for 

printing,  and  subsequently  deleted 

REFERENCED  BY: 

Level  I  subroutines  and  utility  programs 

HISTORY: 

designed  by  Steve  Haehn  January  19,  1979 
programmed  by  Dave  Tipton  March  13,  1979 
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OLPARS  Program  Specifications 

CLOSFX 


PROGRAM  NAME:  CLOSFX 

CATEGORY:  Level  II  File  Manipulation  Subroutine 


PROGRAM  DESCRIPTION: 

CLOSFX  closes  an  OLPARS  "fixed"  file.  The  file 
descriptor  (FID)  specifies  which  file  is  being 
closed.  The  file  descriptor  was  obtained  via  a 
call  to  OPENFX  or  CREAFX . 

PROGRAM  USAGE: 

CALL  CLOSFX (FID) 

INPUT  ARGUMENTS: 

FID  -  INTEGER;  the  file  descriptor  of  the  file  to  be 
closed 


FILES: 


All  the  OLPARS  "fixed"  files 
REFERENCED  BY: 

OLPARS  commands 


SUBPROGRAMS  REFERENCED: 

OCLOSE 
SEE  ALSO: 

OPENFX,  CREAFX,  DELEFX 

HISTORY: 

designed  by  Steve  Haehn  June  26,  1978 
programmed  by  Donna  Morris  March  1,1979 
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CLOSTR 


PROGRAM  NAME:  CLOSTR 


CATEGORY:  Level  II  File  Manipulation  Subroutine 


PROGRAM  DESCRIPTION: 

CLOSTR  removes  the  File  Access  and  Control  Table  (FACT) 
entries  pointed  to  by  the  file  descriptors,  IFID  and 
VFID.  When  only  one  of  the  files  of  a  tree  happens 
to  be  opened,  then  only  one  of  the  file  descriptors 
should  contain  a  legitimate  value.  The  other  file 
descriptor  should  be  set  to  zero.  (File  descriptors 
are  obtained  through  calls  to  OPENTR  or  CREATR.) 

PROGRAM  USAGE: 

CALL  CLOSTR ( IFID, VFID) 

INPUT  ARGUMENTS: 

IFID  -  INTEGER;  file  descriptor  of  the  TI  (or  LI)  file 
VFID  -  INTEGER;  file  descriptor  of  the  TV  (or  LV)  file 

SUBPROGRAMS  REFERENCED: 

OCLOSE 

SEE  ALSO: 

OPENTR,  DELETR,  CREATR 


HISTORY: 


designed  by 
programmed  by 


Steve  Haehn 
Donna  Morris 


June  22,  1978 
July  27,1979 
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OIPARS  Program  Specifications 

CLSCAT 


PROGRAM  NAME:  CLSCAT 


CATEGORY:  Terminal  Display  Routine 


PROGRAM  DESCRIPTION: 

CLSCAT  produces  a  two-space  display.  It  assumes  that 
the  vectors  have  already  been  projected  onto  a  two- 
dimensional  space  and  that  the  projected  vectors  are 
stored  in  the  PV  file.  CLSCAT  determines  whether  a 
scatter  or  cluster  plot  is  called  for  and  calls  either 
SCAT  or  CLUS  to  produce  the  display. 

PROGRAM  USAGE: 

CALL  CLSCAT (FIDCM,FIDDI , FIDDV , FIDPV , CF) 

INPUT  ARGUMENTS: 


FIDCM  -  INTEGER; 

the 

file 

descr iptor 

of 

the 

CM 

file 

FIDDI  -  INTEGER; 

the 

file 

descriptor 

of 

the 

DI 

file 

FIDDV  -  INTEGER; 

the 

file 

descriptor 

of 

the 

DV 

file 

FIDPV  -  INTEGER; 

the 

file 

descriptor 

of 

the 

PV 

file 

CF  -  INTEGER; 

(change 

flag)  if  CF 

=  0 

,  nc 

change 

made  in  type  of  plot.  If  CF=1, 
scatter  is  changed  to  cluster  or 
vice  versa. 


ALGORITHM  /  NOTES: 

Erase  screen  (ERASE) 

Get  screen  coordinate  information  from  CM  file  (CMGSCN). 
=  the  display  code  from  DI  header  (DIGDC). 


^3 


Let  DC 


OLPARS 

CLSCAT 


Program  Specifications 

IF  (DC  =  0)  THEN 

IF  (total  number  of  vectors  in  DI  header  is  less  than 
the  two-space  cutoff  value)  THEN 

Create  a  scatter  plot  (SCAT). 

Set  DC  =  2. 

ELSE 

Create  a  cluster  plot  (CLUS). 

Set  DC  1  . 

ENDIF 


ELSEIF  (CF 

s 

0  and  DC 

=  1) 

THEN 

Create 

a 

cluster 

plot . 

ELSEIF  (CF 

s 

0  and  DC 

=  2) 

THEN 

Create 

a 

scatter 

plot . 

ELSEIF  (CF 

= 

1  and  DC 

=  1) 

THEN 

Create 

a 

scatter 

plot  . 

Set  DC 

s 

2. 

ELSEIF  (CF 

s 

1  and  DC 

=  2) 

THEN 

Create 

a 

cluster 

plot . 

Set  DC 

- 

1  . 

ELSE 

Print  an  error  message. 
ENDIF 
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CLSCAT 


Write  DC  out  to  DI,DV,PV  file  headers. 

Draw  rectangle  on  screen  (RCTNGL). 

Display  list  of  class  symbols  in  left-hand  corner  of 
screen  with  an  by  those  classes  that  are  to  be  dis¬ 

played  ( DISPCL ) . 

Read  Xmin,  Xmax  ,  Ymin ,  Ymax  for  displaying. 

Print  information  on  top  and  bottom  of  display 
rectangle . 

RETURN 


FILES: 


DI  -  display  information 
DV  -  display  value 
PV  -  projection  vector 
CM  -  communications 
Instrumentation  files 

REFERENCED  BY: 

All  two-space  projection  routines. 
SUBPROGRAMS  REFERENCED: 


CMGSCN ,  DISPCL,  RCTNGL,  DIGHOI,  SCAT,  CLUS,  TEXT,  ERASE, 
DIGMAX,  DIGDC 

HISTORY: 

designed  by  Dave  Birnbaum  July  18,  1978 
programmed  by  David  Tipton  August  10,  1979 
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CLUS  . 


PROGRAM  NAME:  CLUS 


CATEGORY:  Terminal  Display  Routine 


PROGRAM  DESCRIPTION: 


After  a  data  set  or  set  of  vectors  at  a  logic  node 
is  projected  onto  a  pair  of  projection  vectors, 
CLUS  is  called  to  produce  a  cluster  plot.  CLUS 
computes  the  cluster  screen  coordinates  of  each 
vector,  stores  them  in  the  DV  file  and  creates 
a  grid  matrix  of  display  symbols.  The  grid 
matrix  is  then  displayed  on  the  screen. 

PROGRAM  USAGE: 

CALL  CLUS(FIDDI,FIDDV,ISCREN) 

INPUT  ARGUMENTS: 

FIDDI  -  INTEGER;  the  file  descriptor  of  the  DI 

file 

FIDDV  -  INTEGER;  the  file  descriptor  of  the  DV 

file 

ISCREN  -  INTEGER  array  ( SC2NUM) ;  the  set  of 

two-space  screen  coordinates 


ALGORITHM  /  NOTES: 

Get  original  min/max  values,  number  of  classes, 
and  type  of  scaling  from  DI  file  (DIGMAX , DIGHDI) . 

Compute  the  X  and  Y  ranges  (depending  on  whether 
the  type  of  scaling  is  SQUARE  or  RECTANGULAR)  to 
be  used  in  the  calculation  of  screen  coordinates. 

Rewrite  the  current  min/max  values  so  that  they 
reflect  the  type  of  scaling  being  used. 


OLPARS  Program  Specifications 

CLUS 


IF  (screen  coordinate  flag  from  DV  header  is  off) 
THEN 


Obtain  pointers  to  decision  boundary  points 
( DIGHDI ) 

IF  (there  are  any  decision  boundaries)  THEN 

Recompute  the  screen  coordinates  for  boundary 
points . 

ENDIF 

DO  WHILE  (there  are  more  classes) 

Get  next  class  from  DI  file  (DIGENT). 

Compute  scatter  screen  coordinates  for 
the  mean  vector  and  store  them  in  DV  file. 

IF  (class  is  ON)  THEN 

DO  WHILE  (there  are  more  vectors  in 
the  class) 

Get  next  vector  from  DV. 

Compute  and  store  in  DV  the 
cluster  screen  coordinates  for 
that  vector. 

IF  (both  screen  coordinates  are 
>0)  THEN 

Place  class  symbol  for  that 
vector  in  proper  place  in 
grid  matrix  (if  a  different 
symbol  is  already  there,  put 
an  asterisk  in  that  place)  . 

ENDIF 


ENDDO 


OLPARS  Program  Specif ications 
CLUS 


ELSE 


DO  WHILE  (there  are  more  vectors  in  the 
class) 

Get  next  vector  from  DV . 

Compute  and  store  in  DV  the  cluster 
screen  coordinates  for  that  vector. 

ENDDO 

ENDIF 

ENDDO 


ELSE 


DO  WHILE  (there  are  more  classes) 

Get  next  class  from  DI  file  (DIGENT). 

IF  (class  is  ON)  THEN 

DO  WHILE  (there  are  more  vectors  in 
the  class) 

Get  next  vector  from  DV. 

IF  (both  screen  coordinates  are 
>0)  THEN 

Place  class  symbol  for  that 
vector  in  proper  place  in  the 
grid  matrix. 

ENDIF 

ENDDO 

ENDIF 

ENDDO 

ENDIF 

Display  grid  matrix  on  screen  (GRIDIS) . 

Set  screen  coordinates  flag  in  DV  header  to  1 
(screen  coordinates  computed) . 

RETURN 
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Speci f ications 
CLUS 


FILES: 

DI  -  display  information 
DV  -  display  value 

REFERENCED  BY: 

CLSCAT 

SUBPROGRAMS  REFERENCED: 

DIGMAX,  DIGENT,  GRIDIS,  DVPHDR ,  DVGVEC 
SEE  ALSO: 

SCAT 

HISTORY: 

designed  by  Dave  Birnbaum  July  17,  1978 
programmed  by  David  Tipton  June  13,1979 


*»9 


r 
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OLPARS  Program  Specifications 
CMDISP 

PROGRAM  NAME:  CMDISP 

CATEGORY:  Terminal  Display  Routine 

PROGRAM  DESCRIPTION: 

CMDISP  displays  a  confusion  matrix  at  the  screen.  If  the 
matrix  is  too  big  to  be  displayed,  it  displays  just  the 
summary . 

PROGRAM  USAGE: 

CALL  CMDISP(FIDDI ,FIDCM) 

INPUT  ARGUMENTS: 


FIDDI  - 

INTEGER; 

tho 

file 

descriptor 

of 

the 

DI  file 

FIDCM  - 

INTEGER; 

the 

file 

descriptor 

of 

the 

CM  file 

ALGORITHM  /  NOTES: 

Erase  screen. 

IF  (display  code  =  4,  confusion  matrix  display)  THEN 
IF  (confusion  matrix  will  fit  on  screen)  THEN 
Display  it. 

Display  summary. 


ELSE 


Display  summary. 

Inform  user  that  the  confusion  matrix  is  too  big 
to  be  displayed  and  that  he  should  request  a  line 
printout  of  it. 

ENDIF 


ELSE 


Print  error  message. 
ENDIF 
RETURN 
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CMDISP 


REFERENCED  BY: 

REPAIR ,  PECLDB ,  PENMV ,  RDISPLAY 
SUBPROGRAMS  REFERENCED: 

CMGSCN ,  D ' GCME ,  DIGCMH ,  ERASE,  INSINT,  INSPGM  ,  INSRET, 
TRMPUT 

HISTORY: 

designed  by  John  W.  Tenney  May  1,  1981 
programmed  by  John  W,  Tenney  May  3,  1981 
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OLPARS  Program  Specifications 
CMGCDS 

PROGRAM  NAME:  CMGCDS 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

CMGCDS  gets  the  current  data  set  from  the  CM  file.  I 
returns  the  information  of  the  current  data  set  in 
COUNT  (the  FCD  of  the  TI  file,  the  FCD  of  the  TV  file 
the  entry  slot  number  of  the  current  node,  and  NDIM)  . 
Also  returned  are  TREE  (the  treename) ,  and  NODE  (the 
nodename) . 

PROGRAM  USAGE: 

CALL  CMGCDS (FIDCM, COUNT , TREE, NODE) 

INPUT  ARGUMENTS: 

FIDCM  -  INTEGER;  the  file  descriptor  of  the  CM  file 
OUTPUT  ARGUMENTS: 

COUNT  -  INTEGER  (4);  count  information 
TREE  -  INTEGER  (TRELEN) ;  the  treename 
NODE  -  INTEGER  (NODLEN) ;the  nodename 

FILES: 

CM  -  communications 
Instrumentation  files 

REFERENCED  BY: 

COPY , S2EIGV , DDATATREE 

SUBPROGRAMS  REFERENCED: 

FGET , PACKW , TRMPUT 

HISTORY: 

designed  by  Dave  Birnbaum  May  25,1978 
programmed  by  Donna  Morris  May  4,1979 
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OLPARS  Program  Specifications 

CMGDIR 


PROGRAM  NAME:  CMGDIR 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

CMGDIR  retrieves  OLPARS  directory  path  string  (place 
where  all  the  OLPARS  tasks  and  files  are  located) 
from  the  Communications  (CM)  file. 

PROGRAM  USAGE: 

CALL  CMGDIR  ( CMFD ,  DIRSTR ,  STRLEN) 

INPUT  ARGUMENTS: 

CMFD  -  INTEGER;  file  descriptor  of  the  CM  file 
OUTPUT  ARGUMENTS: 

DIRSTR  -  INTEGER  ARRAY( FMNLEN) ;  storage  location 

for  the  retrieved  directory  path 
string . 

STRLEN  -  INTEGER;  actual  length  of  the  directory 

path  string. 


FILES: 

CM  -  Communications 
REFERENCED  BY: 

ANYTHING,  GETOPT,  GOPTNM ,  HELP,  SETOPT 
SUBPROGRAMS  REFERENCED: 

FGET,  PACKW 
SEE  ALSO: 

CMPDIR 

HISTORY: 

designed  by  Steven  Haehn  April  15,  1980 
programmed  by  Steven  Haehn  April  18,  1980 
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CMGLOG 


PROGRAM  NAME:  CMGLOG 


CATEGORY:  Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 

CMGLOG  obtains  the  current  logic  information  found  in 
the  communications  (CM)  file.  It  returns  LogNamCthe 
logic  tree  name),  FcdLICthe  LI  file  code),  FcdLVCthe 
LV  file  code),  and  IncLogCthe  number  of  incomplete 
logic  nodes) . 

PROGRAM  USAGE: 

CALL  CMGLOGC  FIDCM , LOG NAM , FCDLI , FCDLV, INCLOG) 

INPUT  ARGUMENTS: 

FIDCM  -  INTEGER;  the  file  descriptor  of  the  CM  file. 
OUTPUT  ARGUMENTS: 

LOGNAM  -  INTEGER  array  (TRELEN)  ;  the  current  logic  name 

FCDLI  -  INTEGER;  the  file  code  of  the  LI  portion  of 

the  logic  file 

FCDLV  -  INTEGER;  the  file  code  of  the  LV  portion  of 

the  logic  file 

INCLOG  -  INTEGER;  the  number  of  incomplete  logic 

nodes 


FILES: 

CM  -  communications 

SUBPROGRAMS  REFERENCED: 

FGET ,  INSCHR ,  INSINT,  INSPGM ,  INSRET,  OEXIT, 
PACKW ,  TRMPUT 

HISTORY: 

designed  by  Steve  A.  Haehn  August  2,  1978 
programmed  by  Jill  M.  King  September  4,  1980 


OLPARS  Progra^Spec^TcatfonT 

CMGOPT 


PROGRAM  NAME:  CMGOPT 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

CMGOPT  gets  the  last  major  OLPARS  option  number  and  the 
last  major  OLPARS  option  name  from  the  CM  file 

PROGRAM  USAGE: 

CALL  CMGOPT ( FIDCM , OPTNQ , OPTNAM) 

INPUT  ARGUMENTS: 

FIDCM  -  INTEGER;  the  file  descriptor  of  the  CM  file 
OUTPUT  ARGUMENTS: 

OPTNO  -  INTEGER;  the  last  major  OLPARS  option  number 

in  the  CM  file 

OPTNAM  -  INTEGER  array  (10);  the  last  major  OLPARS 

option  name  in  the  CM  file  »' 

FaLES : 

CM  -  communications 
REFERENCED  BY: 

MENU 

SUBPROGRAMS  REFERENCED: 

FGET,  PACKW ,  TRMPUT 
SEE  ALSO: 

CMPOPT 

f 

HISTORY: 

designed  by  Donna  Morris  October  31,  1979  I 

(Happy  Halloween) 

programmed  by  Donna  Morris  October  31,  1979  j 


S 

! 

i 

i 
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OLPARS  Program  Specifications 
CMGOTH 


PROGRAM  NAME:  CMGOTH 


CATEGORY:  Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 

CMGOTH  gets  other  information  from  the  CM  file.  It  is 
passed  the  file  ID  (FID)  of  the  CM  file  and  a  code 
(ICODE)  indicating  what  piece  of  information  to  return 
as  the  function  value.  This  scheme  operates  according 
to  the  following  table.  CMGOTH  is  set  equal  to  the 
required  piece  of  information. 


ICODE  CMGOTH  SET  EQUAL  TO 


1 

Last  major  OLPARS  option  number 

2 

Prompt  flag 

3 

One-space  bin  factor 

4 

Two-space  cutoff  value 

5 

Instrumentation  flag 

6 

Instrumentation  threshold  value 

PROGRAM  USAGE: 

INTEGER  CMGOTH 


N  r  CMGOTH(FID, ICODE) 

INPUT  ARGUMENTS: 

FID  -  INTEGER;  the  file  descriptor  of  the  CM  file 
ICODE  -  INTEGER;  the  code 

OUTPUT  ARGUMENTS: 

CMGOTH  -  INTEGER;  the  information  requested  by  user 
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CMGOTH 


FILES: 

CM  -  communications 
SUBPROGRAMS  REFERENCED: 

FGET 

SEE  ALSO: 

CMPOTH 

HISTORY: 


designed 

by 

David 

Birnbaum 

June  23, 

1978 

programmed  by 

David 

Tipton 

June  6, 

1979 

modified 

by 

Steven 

Haehn 

Sept.  5, 

1979 

(I  added  the  table  information  that 
gets  the  Instrumentation  flag) 


modified  by  Donna  Morris  November  28,  1979 

(I  added  the  instrumentation  threshold  value 
access  capability) 
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OLPARS  Program  Specifications 
CMGSCN 

PROGRAM  NAME:  CMGSCN 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

CMGSCN  gets  screen  information  from  the  CM  file.  It  is 
passed  the  file  ID  (FID)  of  the  CM  file.  It  returns 
the  screen  information  into  the  array  I3CREN. 

PROGRAM  USAGE: 

CALL  CMGSCN(FID, ISCREN) 

INPUT  ARGUMENTS: 

FID  -  INTEGER;  the  file  descriptor  of  the  CM  file 
OUTPUT  ARGUMENTS: 

ISCREN  -  INTEGER  array  (NOSCRN);  the  screen  coordinate 
information 

FILES: 

CM  -  communications 
Instrumentaion  Files 

SUBPROGRAMS  REFERENCED: 

FGET 

HISTORY: 


designed  by  Dave  Birnbaum  June  23,  1978 
programmed  by  David  Tipton  May  25,  1979 
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CMINIT 


PROGRAM  NAME:  CMINIT 


CATEGORY:  Utility  (system  dependent) 


PROGRAM  DESCRIPTION: 

CMINIT  is  used  in  conjunction  with  the  RSX11M  HELOLP.CMD 
command  file  to  implement  the  "hello  olpars"  command 
on  the  VAX  computer  at  PAR. 

PROGRAM  USAGE: 

Within  HELOLP.CMD  - 

ASN  PARI : * $OLPDIR ' CMINIT . EXE=CMINIT 
CMINIT  ' $OLPDIR ' 

INPUT  ARGUMENTS: 

*$OLPDIR'  is  the  OLPARS  directory  path  name  obtained 
from  an  RSX  command  file 

USER  INTERACTION: 

User  is  asked  for  the  name  of  the  terminal  at  which 
he/ she  is  working. 

ALGORITHM  /  NOTES: 

CMINIT  reads  its  RSX  command  line  for  the  OLPARS 
directory  path  and  places  the  path  name  into  the  'CM' 
file.  It  also  greets  the  user  and  asks  her/him  for  the 
name  of  the  terminal  being  used.  After  t-Le  user  answers 
this  question,  the  screen  information  for  the  user's 
terminal  is  placed  in  the  user's  'CM'  file. 

FILES: 

CM  -  Communications 

TERMINALS.TXT  -  the  names  of  the  terminals  known  to 
OLPARS 

<terminal  narae>.TXT  -  the  screen  info,  for  the  given 

terminal 

REFERENCED  BY: 


HELOLP.CMD,  an  RSX-tIM  command  file 


OLPARS  Program  Specifications 
CMINIT 


SUBPROGRAMS  REFERENCED: 

CLOSE,  CLOSFX ,  CMPDIR,  CMPSCN,  CONCAT,  FILGET,  FLUSHF , 
GETMCR ,  INSSET,  LENGTH,  OEXIT,  OPENFX,  OPENS,  PROMPT, 
TRMGET,  TRMPUT 

HISTORY: 

designed  by  Steven  Haehn  April  15,  1980 
programmed  by  Steven  Haehn  April  18,  1980 
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CMNCOV 


PROGRAM  NAME:  CMNCOV 

CATEGORY:  Numerical  Computation  Algorithm 

PROGRAM  DESCRIPTION: 

CMNCOV  computes  the  mean  and  covariance  of  all 
vectors  in  a  class.  These  vectors  are  retrieved 
one  at  a  time  to  save  storage  space,  so  instead 
of  using  the  standard  formulas  for  computing  the 
mean  and  covariance  arrays,  a  'running'  factor 
variation  array  is  computed  so  that  it  can  be 
updated  after  retrieving  each  vector.  This  routine 
has  the  capability  of  writing  the  vectors  retrieved 
into  a  specific  file.  If  the  vectors  are  not  to  be 
written,  the  output  file  descriptor  and  the  pointer 
to  that  file  should  be  set  to  zero. 

PROGRAM  USAGE: 

CALL  CMNCOV ( FDINTV , FDOUTV , NDIM , NVECS , PTREAD , PTRITE , 

MEAN , COV ) 

INPUT  ARGUMENTS: 

FDINTV  -  INTEGER;  the  file  descriptor  of  the  file  from 

from  which  the  vectors  are  to  be  read 

FDOUTV  -  INTEGER;  the  file  descriptor  of  the  file  to 

which  the  vectors  are  to  be  written 

NDIM  -  INTEGER;  the  dimension  of  the  data  set 

NVECS  -  INTEGER;  the  number  of  vectors  used  in  the 

computations 

PTREAD  -  INTEGER;  the  file  pointer  indicating  the  entry 

number  of  the  first  vector  to  be  read 
from  the  input  file 

PTRITE  -  INTEGER;  the  file  pointer  indicating  the  entry 

number  of  the  first  vector  to  be 
written  to  the  output  file 

OUTPUT  ARGUMENTS: 

MEAN  -  REAL  array  (Ndim);  the  'running'  mean  vector 

COV  -  REAL  array  ( ( Nd im* (Nd im+1 ) ) /2 )  ,  the  lower 

triangular  portion  of  the  'running' 
covariance  matrix,  stored  as  a  vector 
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CMNCOV 


ALGORITHM/NOTES: 

Initialize  the  factor  variation  and  mean  arrays. 

DO  1=1 .number  of  vectors  in  class 

Retrieve  the  next  vector  from  the  input  file  (TVGVEC). 
IF  (the  output  file  descr iptor .ne  .  0 )  THEN 

Place  the  vector  into  the  output  file  (TVPVEC). 
ENDIF 

Update  the  ’running'  factored  variation  arrays 
to  include  the  new  vector. 

ENDDO 

Compute  the  final  covariance  array  using  the  finished 
mean  vector. 

RETURN 

FILES: 

TV  -  tree  vector  file 
instrumentation  file 

REFERENCED  BY: 

RESTRUCT 

SUBPROGRAMS  REFERENCED: 

INSFLT,  INSPGM,  INSRET,  TVGVEC,  TVPVEC 

HISTOR i : 

designed  by  Jill  King  January  23,  1981 
programmed  by  Jill  King  January  23,  1981 
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PROGRAM  NAME:  CMPCDS 


CATEGORY:  Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 

CMPCDS  stores  information  on  the  current  data  set  in 
the  CM  file.  It  is  passed  the  file  ID  of  the  CM  file 
( FIDCM) ,  the  FCDs,  the  entry  table  slot  number  of  the 
current  node  and  the  dimension  of  the  data  set  (all  in 
COUNT) .  It  is  also  passed  the  tr eename/nodename  pair 
in  the  variables  TREE  and  NODE.  It  places  all  this 
information  into  the  CM  file. 

PROGRAM  USAGE: 

CALL  CMPCDS ( FIDCM , COUNT , TREE , NODE ) 

INPUT  ARGUMENTS: 

FIDCM  -  INTEGER;  the  file  descriptor  of  the  CM  file 
COUNT  -  INTEGER  array  (4);  count  information  on  the 

current  data  set 

TREE  -  INTEGER  array;  tr  rename  of  the  current  data  set 
NODE  -  INTEGER  array;  noaename  of  the  current  data  set 

FILES: 

CM  -  communications 
Instrumentation  files 

REFERENCED  BY: 

SETDS ,  S2EIGV ,  DDATATREE 

SUBPROGRAMS  REFERENCED: 

FPUT , ITREAL 

HISTORY: 

designed  by  Dave  Birnbaum  May  22,  1978 
programmed  by  Donna  Morris  August  7,1979 
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PROGRAM  NAME:  CMPDIR 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

CMPDIR  should  be  used  to  place  the  OLPARS  directory 
path  string  into  the  Communications  (CM)  file. 

PROGRAM  USAGE: 

CALL  CMPDIR  ( CMFD ,  DIRSTR ,  3TRLEN) 

INPUT  ARGUMENTS: 

CMFD  -  INTEGER;  file  descriptor  of  the  CM  file 

DIRSTR  -  INTEGER  ARRAY ( FMNLEN ) ;  storage  location 

of  the  directory  path  string  to 
be  placed  in  th  CM  file. 

STRLEN  -  INTEGER;  actual  length  of  the  directory 

path  string. 


FILES: 


CM  -  Communications 


REFERENCED  BY: 

HELOLP 

SUBPROGRAMS  REFERENCED: 

FPUT ,  ITREAL 
SEE  ALSO: 

CMGDIR 

HISTORY: 

designed  by  Steven  Haehn  April  15,  1980 
programmed  by  Steven  Haehn  April  18,  1980 
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PROGRAM  NAME:  CMPLOG 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

CMPLOG  writes  current  logic  information  into  the 
communications  (CM)  file. 

PROGRAM  USAGE: 

CALL  CMPLOG ( FID , LOGNAM ,LIFCD,LVFCD, INCLOG) 

INPUT  ARGUMENTS: 

FID  -  INTEGER;  the  file  descriptor  of  the  CM  file 

LOGNAM  -  INTEGER  array  (TRELEN);  the  current  logic  name 

LIFCD  -  INTEGER;  the  file  code  of  the  LI  portion  of 
the  logic  file 

LVFCD  -  INTEGER;  the  file  code  of  the  LV  portion  of 
the  logic  file 

INCLOG  -  INTEGER;  the  number  of  incomplete  logic  nodes 
ALGORITHM  /  NOTES: 

If  you  only  want  to  writt  part  of  the  current  logic 
information  out  to  CM,  put  a  -1  in  the  integer  argu¬ 
ments  you  do  not  want  to  write  out,  and  a  '$'  in  the 
character  argument. 


FILES: 


CM  -  communications 
REFERENCED  BY: 

NAMELOG,  SETLOG 
SUBPROGRAMS  REFERENCED: 

FPUT,  INSFLT,  INSPGM,  INSRET,  ITREAL,  TRMPUT 

HISTORY: 

designed  by  Steven  Haehn  August  2,  1978 
programmed  by  Mark  Maginn  July  17,  1980 
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PROGRAM  NAME:  CMPOPT 

CATEGORY:  Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 

CMPOPT  writes  the  last  major  OLPARS  option  number  and  the 
last  major  OLPARS  option  name  to  the  CM  file 

PROGRAM  USAGE: 

CALL  CMPOPT ( FIDCM , OPTNO , OPTNAM) 

INPUT  ARGUMENTS: 

FIDCM  -  INTEGER;  the  file  descriptor  of  the  CM  file 

OPTNO  -  INTEGER;  the  last  major  OLPARS  option  number 

to  write  to  the  CM  file 

OPTNAM  -  INTEGER  array  (10);  the  last  major  OLPARS  option 

name  to  write  to  the  CM  file 

FILES: 

CM  -  communications 
REFERENCED  BY; 

SETOPT 

SUBPROGRAMS  REFERENCED: 

FPUT ,  ITREAL,  TRMPUT 
SEE  ALSO: 

CMGOPT 

HISTORY: 

designed  by  Donna  Morris  October  31  >  1979 

(Happy  Halloween) 

programmed  by  Donna  Morris  October  31 ,  1979 
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PROGRAM  NAME:  CMPOTH 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

CMPOTH  puts  "other”  information  into  the  CM  file.  It 
is  passed  the  file  ID  (FIDCM)  of  the  CM  file,  a  code 
(ICODE)  and  an  integer  value  in  INFO.  CMPOTH  inserts 
the  value  in  INFO  into  the  CM  file  according  to  the 
code  ICODE. 


ICODE  INFO  INSERTED  INTO 


1 

Last  major  OLPARS  option  number 

2 

Prompt  flag 

3 

One-space  bin  factor 

u 

Two-space  cutoff  value 

5 

Instrumentation  flag 

6 

Instrumentation  threshold 

PROGRAM  USAGE: 

CALL  CMPOTHCFIDCM, ICODE, INFO) 

INPUT  ARGUMENTS: 

FIDCM  -  INTEGER;  the  file  descriptor  of  the  CM  file 
ICODE  -  INTEGER;  the  code 
INFO  -  INTEGER;  the  information 


FILES: 


CM  -  communications 
SUBPROGRAMS  REFERENCED: 

FPUT 

SEE  ALSO: 


CMGOTH 
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HISTORY 


designed  by  Dave  Birnbaum  June  23,  1978 

programmed  by  Donna  Morris  August  7,1979 

modified  by  Steven  Haehn  September  4,  1979 

(I  added  the  Instrumentation  flag  access 
capability) 

modified  by  Donna  Morris  November  28,  1979 

(I  added  the  Instrumentation  threshold 
value  access  capability) 
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PROGRAM  NAME:  CMPRT 

CATEGORY:  Line  Printer  Subroutine 

PROGRAM  DESCRIPTION: 

CMPRT  produces  a  printout  of  a  confusion  matrix  that  is 
stored  in  the  DI  file. 

PROGRAM  USAGE: 

CALL  CMPRT( FIDDI , MSG) 

INPUT  ARGUMENTS: 

FIDDI  -  INTEGER;  the  file  descriptor  of  the  DI  file 
MSG  -  INTEGER  array  (MAXLIN);  message  to  be  printed. 

FILES: 

DI  -  display  information 
REFERENCED  BY: 

PEPAIR,  PRTCM ,  PENMV,  PECLDB 
SUBPROGRAMS  REFERENCED: 

CLOSE,  DIGCME,  DIGCMH,  FILPUT,  INSPGM,  INSRET,  OPENS, 
PRINTR ,  TRMPUT 

HISTORY: 

designed  by  John  W.  Tenney  May  13,  1981 
programmed  by  John  W.  Tenney  May  23,  1981 


69 


OLPARS  Program  Specifications 
CMPSCN 

PROGRAM  NAME:  CMPSCN 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

CMPSCN  puts  screen  information  into  the  CM  file.  It 
is  passed  the  file  ID  (FIDCM)  of  CM  and  a  set  of  screen 
coordinates  in  ISCREN.  It  places  ISCREN  into  the  CM 
file . 

PROGRAM  USAGE: 

CALL  CMPSCN(FIDCM, ISCREN) 

INPUT  ARGUMENTS: 

FIDCM  -  INTEGER;  the  file  descriptor  of  the  CM  file 
ISCREN  -  INTEGER  array  (NOSCRN);  the  screen  coordinates 

FILES: 

CM  -  communications 
REFERENCED  BY: 

Only  the  CIP  or  HELLOLP 
SUBPROGRAMS  REFERENCED: 

FPUT , ITREAL 

HISTORY: 

designed  by  Dave  Birnbaum  June  23,  1978 
programmed  by  Donna  Morris  August  8,1979 
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PROGRAM  NAME:  CNT1SP 


CATEGORY:  Utility  Subroutine 


PROGRAM  DESCRIPTION: 

CNT1SP  (count  1  space)  determines  the  bins  into  which 
the  vectors  of  a  projected  data  set  fall  (i.e.,  create 
a  bin  count  entry  in  the  SI  file  for  each  class  to  be 
displayed)  .  This  program  is  used  in  one  space 
projection  programs  only. 

PROGRAM  USAGE: 

CALL  CNT1SPCFDDI ,FDDV,FDS1 , DIHDR , SCOORD, SCRN , MINMAX , 
NCLASS , NBNDRY , NBINS , DSPTYP , FLSTBN , CLSBCT) 


INPUT  ARGUMENTS: 

FDDI  -  INTEGER;  file  descriptor  of  DI  file 

FDDV  -  INTEGER;  file  descriptor  of  DV  file 

FDS1  -  INTEGER;  file  descriptor  of  SI  file 

DIHDR  -  INTEGER  ARRAY(DINITM) ;  DI  header 

SCOORD  -  INTEGER;  screen  coordinates  flag  (indicates 

if  screen  coords,  have  been 
calculated  for  the  given  data  set 

SCRN  -  INTEGER  ARRAY(19);  OLPARS  screen  coordinates 

MINMAX  -  INTEGER  ARRAY(4);  range  of  display  values 

(only  first  to  values  are 
used  in  one-space  proj.) 

NCLASS  -  INTEGER;  the  number  of  classes  in  the  given 

data  set 

NBNDRY  -  INTEGER;  number  of  data  partitions  made  on 

the  current  data  set 

NBINS  -  INTEGER;  number  of  bins  in  the  current  one 

space  display 

DSPTYP  -  INTEGER;  display  type 

(MACRO  or  MICRO  display  code) 
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OUTPUT  ARGUMENTS: 

FLSTBN  -  INTEGER;  fullest  bin  -  maximum  number  of 

vectors  any  one  class  put  in  a 
single  bin 

WORKING  SPACE  ARGUMENTS: 

CLS8CT  -  REAL  ARRAY(MAXBIN) ;  the  bin  count  of  a  single 

class  in  the  data  set 


ALGORITHM  /  NOTES: 

IF  (the  bin  counts  need  to  be  computed)  THEN 
IF  (any  boundaries  exist)  THEN 

Recompute  boundary  screen  coordinates 
ENDIF 

Compute  the  bin  numbers  for  the  vectors  in  the 
data  class.  (BINDET) 


ELSE 


Retrieve  fullest  bin  from  SI  header  (S1GHDR) 
ENDIF 
RETURN 

FILES: 

DI  -  display  information 
DV  -  display  value 
SI  -  scratch  1 

REFERENCED  BY: 

MACROP,  MICROP 

SUBPROGRAMS  REFERENCED: 

BINDET,  DIGENT,  DIPENT,  DVGVEC,  DVPVEC,  INSCHR, 
INSINT,  INSPGM ,  INSRET,  OEXIT,  SCATR ,  S1GHDR , 
S1PBC ,  S1PHDR,  TRMPUT 
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DIAGNOSTICS: 

If  the  first  vector  of  each  data  class  (in  the 
DV  file)  is  not  the  mean  vector,  CNT1SP  will 
indicate  this  and  force  the  program  to  exit. 
(If  this  happens  the  display  files  may  be 
corrupted . ) 

HISTORY: 

designed  by  Steven  Haehn  Oct.  5,  1980 
programmed  by  Steven  Haehn  Oct.  16,  1980 
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PROGRAM  NAME:  COLAPS 


CATEGORY:  Support  Routine 


PROGRAM  DESCRIPTION: 

COLAPS  uses  the  measurement  vector  in  the  PV  file  to 
eliminate  from  the  covariance  matrix  rows  and  columns 
corresponding  to  unused  measurements. 


PROGRAM  USAGE: 

CALL  COLAPS (OCOV , NCOV , MVEC , NDIM , NMUSED) 


INPUT  ARGUMENTS: 

OCOV  -  REAL  array  ((NDIM  *  (NDIM  +  1))  /  2); 

the  lower  triangular  portion  of  the 
covariance  matrix  before  rows  and 
columns  have  been  eliminated  (the 
old  covariance  matrix) 

MVEC  -  REAL  array  (NDIM);  the  measurement  vector  in 

the  PV  file,  rows  and  columns 
corresponding  to  unused  measurements 
will  be  eliminated  from  the 
covariance  matrix. 

NDIM  -  INTEGER;  the  actual  vector  dimensionality 
NMUSED  -  INTEGER;  the  number  of  measurements  used 


OUTPUT  ARGUMENTS: 

NCOV  -  REAL  array  ((NMUSED  *  (NMUSED  +  1))  /  2); 

the  lower  triangular  portion  of  the 
covariance  matrix  after  rows  and 
columns  corresponding  to  unused 
measurements  have  been  eliminated 
(the  new  covariance  matrix) 

REFERENCED  BY: 

EIGNPV,  S2FSHP 
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HISTORY: 

designed  by  Donna  Morris  June  1,1979 
programmed  by  Donna  Morris  June  1,1979 


75 


OLPARS  Program  Specifications 
COMBIN 


PROGRAM  NAME:  COMBIN 


CATEGORY:  Utilities  Subroutine 


PROGRAM  DESCRIPTION: 

COMBIN  combines  two  covariance  or  scatter  arrays  and 
their  two  corresponding  mean  vectors,  along  with  the 
total  number  of  vectors  used  to  compute  the  combined 
arrays.  The  formulas  are  given  below: 

LET  MeanA,MeanB  =  the  first  and  second  mean  vectors 
MeanAB  =  the  combined  mean  vector 

A,B  =  the  first  and  second  covariance  or 
scatter  arrays 

AB  =  the  combined  covariance  or  scatter 
array 

NvecA, NvecB  =  the  number  of  vectors  used  to 

compute  the  first  and  second  arrays 
NvecAB  =  the  number  of  vectors  used  to 
compute  the  combined  array 

COMBINED  MEAN  VECTOR: 


MeanAB  =  ( (NvecA*MeanA)  +  (NvecB#MeanB) )  /  NvecAB 
COMBINED  COVARIANCE  OR  SCATTER  ARRAY: 


AB  =  [NvecA  *  (A(i,j)  +  MeanA(i)  *  MeanA(j))  + 

NvecB  *  (B(i,j)  +  MeanB(i)  *  MeanB(j))]  /  NvecAB 
-  [MeanAB(i)  *  MeanAB(j)] 


NOTE 

If  the  number  of  vectors  in  both  classes  is  equal  to  0, 
then  COMBIN  exits  without  further  ado,  thus  leaving  the 
output  arguments  unchanged. 

PROGRAM  USAGE: 

CALL  COMBIN(MEANA,MEANB, A, B, NVECA, NVECB, NDIM, MEANAB, 

AB, NVECAB) 

INPUT  ARGUMENTS: 

MEANA  -  REAL  array  (Ndim);  the  first  mean  vector 
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MEANB  -  REAL  array  (Ndim);  the  second  mean  vector 

A  -  REAL  array  ( (Ndim* (Nd im+1 ) ) /2) ;  the  lower 
triangular  portion  of  the  first 
covariance  or  scatter  array,  stored 
as  a  vector 

B  -  REAL  array  ( (Ndim*(Ndim+1 ) ) /2) ;  the  lower 
triangular  portion  of  the  second 
covariance  or  scatter  array,  stored 
as  a  vector 

NVECA  -  INTEGER;  the  number  of  vectors  used  to  compute 
the  first  covariance  or  scatter  array 

NVECB  -  INTEGER;  the  number  of  vectors  used  to  compute 
the  second  covariance  or  scatter  array 

NDIM  -  INTEGER;  the  dimension  of  the  vectors 
OUTPUT  ARGUMENTS: 

MEANAB  -  REAL  array  (Ndim);  the  combined  mean  vector 

AB  -  REAL  array  ( ( Ndim* (Ndim+1 ) ) /2 ) ;  the  lower 
triangular  portion  of  the  combined 
covariance  or  scatter  array,  stored 
as  a  vector 

NVECAB  -  INTEGER;  the  number  of  vectors  used  to  compute 
the  combined  covariance  or  scatter  array 

FILES: 


instrumentation  file 
REFERENCED  BY: 

L1ASDG,  L2ASDG,  L2FSHP ,  S2FSHP 
SUBPROGRAMS  REFERENCED : 

INSPGM ,  INSRET 

HISTORY: 


designed  by  Jill  King  October  22,  1980 
programmed  by  Jill  King  October  22,  1980 
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PROGRAM  NAME:  COMNOD 


CATEGORY:  Utility  Command 


PROGRAM  DESCRIPTION: 

COMNOD  combines  nodes  in  a  data  tree.  It  is  used  for 
combining  nodes  (the  children  nodes)  under  a  common 
node  (the  parent  node).  The  children  combined  must  be 
lowest  nodes,  i.e.,  they  have  no  children.  COMNOD  will 
not  allow  all  nodes  under  a  single  node  to  be  combined; 
DSUBSTRC  must  be  used  for  this  purpose. 

PROGRAM  USAGE: 

User  types  in  'COMNOD'. 

USER  INTERACTION: 

COMNOD  does  the  following: 

c  Asks  for  the  tree  name. 

o  Asks  for  the  parent  node  name. 

o  Prints  a  'class  select  list'  and  asks  for  the 

class  symbols  of  the  nodes  to  combine. 

o  Asks  for  a  new  nodename  (which  may  be  the  same 

name  as  one  of  the  nodes  to  combine) . 

o  Asks  if  the  id's  of  the  vectors  of  the  nodes 

to  combine  should  be  resequenced. 

o  Asks  for  the  starting  id  if  resequencing  is 

desired . 


ALGORITHM  /  NOTES: 

Erase  screen  and  home  cursor  (ERASE). 

Request  a  tree  name.  Check  if  the  dimensionality  of  the 
tree  is  within  the  maximum  limit  (excess  measurement 
mode  is  illegal)  . 

Request  the  parent  node  name.  Check  if  the  parent  has  at 
least  three  children  and  if  at  least  two  of  its  children 
are  lowest  nodes. 

Create  a  list  of  names  of  the  children  that  are  lowest 
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nodes  and  a  list  of  their  entry  table  slot  numbers. 

Request  from  the  list  of  names  the  class  symbols  of  the 
nodes  to  combine  (SELCLS). 

Create  a  list  of  slot  numbers  of  the  nodes  to  combine. 
Request  a  nodename  for  the  new  combined  node. 

Check  it  ( LGLNOD)  (UNIQND)  . 

Request  if  resequencing  is  desired;  if  it  is,  get  the 
starting  id. 

Create  a  new  TV  file  with  a  dummy  name  (CREATR). 

Initialize  the  header  of  the  dummy  tree  vector  file 
( TVPHDR ) . 

Copy  vectors  from  combined  nodes  into  the  dummy  TV  file 
( CCPYVC) . 

From  the  list  of  entry  slots  of  the  combined  nodes, 
determine  the  slot  of  the  'new'  node.  Set  the  vector 
pointer  of  the  'new*  node  to  1.  Make  all  necessary 
adjustments  to  the  linked  lists  (counts  and  pointers) 
of  the  TI  file  and  to  the  mean  vector  and  covariance 
matrix  of  the  mean  vector  and  covariance  matrix  of  the 
'new  node'  in  01  r.er  to  make  the  TI  entries  of  the  other 
combined  nodes  'go  away’  (NODCOM) . 

Set  the  new  nodename  in  the  TI  entry  of  the  new  node 
(TIPNAM) . 

Copy  rest  of  vectors  from  tree  into  the  dummy  TV  file 
(COPYVC)  making  sure  tc  adjust  the  necessary  vector 
pointers  in  the  TI  entries  of  the  nodes  copied  (TIPCOP). 

Add  entries  of  the  combined  nodes,  excluding  the  entry  of 
the  new  node,  to  the  garbage  (free)  list  of  the  TI  file 
( GARBND) . 

Replace  the  original  TV  file  with  the  dummy  TV  file 
(RENAMT) . 

Put  up  option  list  at  user's  terminal  (MENU). 

END 
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FILES: 


TL  -  tree  list 
TI  -  tree  information 
TV  -  tree  vector 
CM  -  communication 

REFERENCED  BY: 

OLPARS  user 


SUBPROGRAMS  REFERENCED: 

CLOSTR ,  CMGOTH ,  COPYVC  ,  CREATR  ,  ERASE 
GARBND ,  1NSCHR ,  INSINI,  INSINT,  INSLOG 
INSRET,  MENU,  NODCOM,  OEXIT,  OPENFX 
RENAMT,  TIGCAP ,  TIGCOP,  TIPCOP,  TIPNAM 
TRMPUT ,  TVPHDR ,  UICMND 

The  following  subroutines  are  referenced  by  'UICMND': 

CHARFL ,  CLOSFX ,  EQUALA,  INSCHR,  INSINT 
INSLOG,  INSPGM ,  INSRET,  LENGA,  LGLNOD 
OPENFX,  OPFNTR ,  PROMPT,  SELCLS,  TIGCAP 
TIGET,  TIGHDR ,  TIGNAM,  TISRCH,  TLSRCH 
TRMGET ,  TRMPUT,  UNIQND 


HISTORY: 

designed  by  David  Tipton  August  19,  1980 
programmed  by  David  Tipton  October  27,  1980 
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PROGRAM  NAME:  CONCAT 


CATEGORY:  Utility  Subroutine  (system  dependent) 


PROGRAM  DESCRIPTION: 

CONCAT  moves  ’Nchar'  characters  from  'Source' 
to  'Destin',  starting  at  'Sstart'  and  'Dstart', 
respectively.  'Dlen'  and  'Slen'  are  used  for 
array  bounds  checking,  so  a  user  doesn’t 
inadvertently  transfer  too  many  characters  to 
'Destin'  (thus  clobbering  other  program  areas) . 

Incorrect  methods  of  calling  CONCAT  follow: 

logical*1  a ( 25 )  ,  b ( 25  ) 

call  concat(a( 15) , 1 ,25 ,b , 1 ,25 ,25) 

or : 

call  concat( a( 1 5 ) , 1 5 , 25 ,b  ,  1  ,  25 , 25  ) 

PROGRAM  USAGE: 

CALL  CONCAT( DESTIN , DSTART , DLEN , SOURCE , SSTART, SLEN , NCHAR) 
INPUT  ARGUMENTS: 

DESTIN  -  LOGICAL  *1  ARRAY;  character  string  destination 

DSTART  -  INTEGER;  position  in  destination  string  to 

start  placing  characters 

DLEN  -  INTEGER;  maximum  length  of  destination 

SOURCE  -  LOGICAL  *1  ARRAY;  character  string  source 

SSTART  -  INTEGER;  position  in  source  array  to  start 

retrieving  characters 

SLEN  -  INTEGER;  maximum  length  of  source  string 
NCHAR  -  INTEGER;  number  of  characters  to  transfer 
REFERENCED  BY: 

GEN ,GETHST 
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PROGRAM  NAME:  COPYCV 

CATEGORY:  Data  Tree  File  Access  Routine 


PROGRAM  DESCRIPTION: 

COPYCV  performs  a  direct  transference  of  the  covariance 
matrix  of  one  tree  node  into  another  tree  node.  The  two 
FIDs  may  be  of  the  same  tree  or  different  trees.  The 
nodes  within  the  tree  are  pointed  to  by  the  node  entry 
numbers  (ENTNOS,  ENTNOR) .  NDIM  is  the  dimension  size  of 
the  data  vectors. 


L 


NOTE 

Since  the  whole  covariance  matrix,  i.e.  the  upper 
triangular  portion,  will  not  be  in  memory  at  one  time, 
this  routine  must  coordinate  the  access  to  the 
covariance  matrix  within  the  TI  file. 


PROGRAM  USAGE: 

CALL  COPYCV( FDTIS , FDTIR , ENTNOS , ENTNOR , NDIM) 

INPUT  ARGUMENTS: 

FDTIS  -  INTEGER;  the  file  descriptor  of  the  source  tree 
FDTIR  -  INTEGER;  the  file  descriptor  of  the  object  tree 
ENTNOS  -  INTEGER;  entry  number  of  node  in  source  tree 
ENTNOR  -  INTEGER;  entry  number  of  node  in  object  tree 
NDIM  -  INTEGER;  dimension  of  the  data  sets 

FILES: 


TI  -  tree  information  (files  of  the  two  nodes  to  be 

accessed) 


REFERENCED  BY: 


APPEND 
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SUBPROGRAMS  REFERENCED: 

INSPGM ,  INSRET,  TIGCOV,  TIPCOV 
SEE  ALSO: 

COPYMN 

HISTORY: 

designed  by  Steve  Haehn  June  7,  1978 
programmed  by  Mark  Maginn  August  21,  1980 
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PROGRAM  NAME:  COPYMN 


CATEGORY:  Data  Tree  File  Access  Routine 


PROGRAM  DESCRIPTION: 

COPYMN  performs  a  direct  transfer  of  the  mean  vector 
of  one  tree  node  into  another  tree  node.  The  two  FIDs 
may  be  of  the  same  tree  or  different  trees.  The  nodes 
within  the  trees  are  pointed  to  by  the  node  entry  numbers 
(ENTNOS,  ENTNOR) .  NDIM  is  the  dimension  size  of  the  data 
vectors. 

PROGRAM  USAGE: 

CALL  COPYMNC FDTIS , FDTIR , ENTNOS , ENTNOR , NDIM) 

INPUT  ARGUMENTS: 

FDTIS  -  INTEGER;  file  descriptor  of  the  source  tree 

FDTIR  -  INTEGER;  file  descriptor  of  the  object  tree 

ENTNOS  -  INTEGER;  entry  number  of  the  node  in  source 

tree 

ENTNOR  -  INTEGER;  entry  number  of  the  node  in  object 

tree 

NDIM  -  INTEGER;  dimension  of  the  vectors  in  the 

data  set 


FILES: 

TI  -  tree  information  (files  of  the  two  nodes  to  be 

accessed) 

REFERENCED  BY: 

APPEND 

SUBPROGRAMS  REFERENCED: 

INSINT,  INSPGM,  INSRET,  TIGMN ,  TIPMN 
SEE  ALSO: 

COPYCV 


85 


OLPARS  Program  Specifications 
COPYMN 

HISTORY: 

designed  by  Steven  Haehn  June  7,  1978 
programmed  by  Mark  Maginn  August  20,  1980 
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PROGRAM  NAME:  COPYVC 


CATEGORY:  Data  Tree  File  Access  Routine 


PROGRAM  DESCRIPTION: 

COPYVC  retrieves  vectors  from  TV(1)  and  copies 

them  into  TV(2) ,  and  does  this  NUMVEC  times  in  sequence. 

It  then  updates  the  TV(2)  header  by  writing  in  the  next 

open  entry.  If  the  number  of  vectors  to  copy  are 

greater  than  the  space  available,  no  coping 

takes  place,  and  the  'ABORT'  flag  is  set  equal  to  QUIT. 

If  the  display  symbol  argument  (DSPSYM)  is  non  zero,  that 
value  is  placed  into  the  copied  vector  as  the  new  display 
symbol. 

If  the  vector  identifiers  of  the  copied  vectors  are  to  be 
resequenced,  the  resequencing  flag  (RENMBR)  should  be  set 
to  'true',  and  a  starting  class  identifier  (SCLSID) 
should  be  given. 

PROGRAM  USAGE: 


CALL  COPYVC( FDTV1 , FDTV2 , VECPTR , NUMVEC , NDIM , DSPSYM , RENMBR , 
SCLSID, ABORT) 

INPUT  ARGUMENTS: 

FDTV1  -  INTEGER;  the  file  descriptor  of  the  first  TV 

file(TV( 1 ) ) 

FDTV2  -  INTEGER;  the  file  descriptor  of  the  second  TV 

file(TV(2) ) 


VECPTR 

NUMVEC 

NDIM 

DSPSYM 

RENMBR 

SCLSID 


INTEGER; 

the  entry  position  in 
which  copying  begins 

TV( 1 )  from 

INTEGER; 

the  number  of  vectors 
copied 

(entries)  to  be 

INTEGER; 

the  dimension  of  the  < 

data  set 

INTEGER; 

the  display  symbol  of 

the  vector 

INTEGER; 

the  resquence  flag 

INTEGER; 

the  starting  class  id 
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OUTPUT  ARGUMENTS: 

ABORT  -  INTEGER;  flag  that  gets  set  if  there  are 

too  many  vectors  to  copy 

VECPTR  -  INTEGER;  the  entry  position  in  TV(2)  to  which 

the  vectors  from  TV ( 1 >  were  copied 

ALGORITHM  /  NOTES: 

REMEMBER  that  the  vector  pointer  (VECPTR)  is  modified 
upon  program  exit. 

FILES: 

TV  -  tree  vector 
REFERENCED  BY: 

APPEND,  COMNOD,  COPYND 
SUBPROGRAMS  REFERENCED: 

INSINT,  INSPGM ,  INSRET,  TVGHDR ,  TVGVEC,  TVPHDR , 

TVPVEC 

HISTORY: 

designed  by  David  Birnbaum  May  26,  1978 
programmed  by  Mark  Maginn  August  17,  1980 
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PROGRAM  NAME:  CRANDTS 


CATEGORY:  Utility  Command 


PROGRAM  DESCRIPTION: 

CRANDTS  creates  a  random  test  set  from  the  current  data 
set.  The  current  data  set  must  be  the  senior  node,  and 
the  data  set  must  have  only  one  level  under  the  senior 
nod*1  (only  lowest  nodes).  Using  the  current  data  set 
as  e  "old”  tree,  this  routine  creates  a  new  tree  by 
extracting  a  user  -  specified  percentage  of  the  vectors 
from  the  "old"  tree.  When  all  the  specified  vectors 
have  been  removed,  the  old  tree  name  will  be  changed. 
The  original  tree  will  no  longer  exist. 

PROGRAM  USAGE: 

User  types  'CRANDTS' 

USER  INTERACTION: 

The  user  enters  a  "new"  tree  name  for  the  tree  to  be 
created.  The  user  now  enters  a  percentage  of  vectors 
to  be  extracted  from  the  "old"  (current  data  set)  tree. 
Then  user  then  enters  a  treename  to  be  used  to  rename 
the  current  data  set. 

ALGORITHM  /  NOTES: 

Obtain  the  current  data  set  from  communications  file. 

Check  to  make  sure  senior  node  is  the  current  node,  and 
the  tree  contains  only  lowest  nodes  beneath  the  senior 
node. 

REPEAT 

Ask  for  a  "new"  treename. 

IF  (treename  is  not  legal)  THEN 
Ask  for  another  treename. 

ELSE 


Open  tree  list  file 
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WHILE  (new  name  does  not  exist) 

Name  exists.  Ask  user  whether  or  not  to 
destroy  the  existing  tree. 

IF  (  not  to  destroy)  THEN 

Ask  for  another  treename. 

ENDIF 

ENDWHILE 

ENDIF 

UNTIL 

REPEAT 

Ask  for  the  percentage  to  extract. 

IF  (percentage  not  in  range)  THEN 
Ask  for  another  percentage. 

ENDIF 

UNTIL 

REPEAT 

Ask  for  a  name  to  rename  the  current  data  set. 

WHILE  (new  name  does  not  exist) 

Name  exists.  Ask  user  whether  or  not  to 
destroy  the  existing  tree. 

IF  (  not  to  destroy)  THEN 

Ask  for  another  treename. 

ENDIF 

ENDWHILE 


ENDIF 
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IF  (new  tree  couldn't  be  created)  THEN  (CREATR) 

Print  message  and  go  to  BYEBYE. 

ENDIF 

Copy  the  tree  information  header  and  entry  from  the  old 
tree  into  the  new  tree.  ( TIPHDR , TIPENT) 

WHILE  (not  at  end  of  the  tree) 

Obtain  number  of  vectors  at  a  node,  vector  pointer 
to  the  TV  file,  and  the  slot  number  of  the  current 
node. (GNXTND) 

Calculate  the  nuber  of  vectors  to  be  extracted. 

Initialize  mean  and  covariance  arrays. 

DO  1  to  number  of  vectors  to  be  extracted. 

Determine  random  number  and  vector  to  be 
extracted  fro  old  tree. 

Obtain  vector  from  "old”  file  and  put  in  "new" 
file.  Increment  new  vector  count. 

Update  'running'  means,  factored  variations  and 
covariances  to  include  current  vector. 

Replace  vector  just  extracted  with  the  last 
vector  in  the  class. 

ENDDO 

Compute  the  final  covariance  array  using  the 
finished  mean. 

Clean  up  both  trees. 

o  subtact  entries  from  "old"  tree.  (SUBMNC) 
o  write  entries  into  "new"  tree. 

(TIPCOV,  TIPMN ,  TIPCAP,  TIPNAM) 

IF  (  first  node  to  be  written)  THEN 

Write  entry  to  senior  node. 

ELSE 


/ 
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Add  up  means  and  covariances  at  the  senior 
node.  ( ADUPCM) 

ENDIF 

ENDWHILE 

Write  out  new  TV  header.  (TVPHDR) 

Close  "old"  TI  file.  (CLOSTR) 

IF  (current  tree  name  does  not  equal  "rename)  THEN 
Rename  "old"  tree  to  the  name  specified  by 
the  user.  (RENAMT) 

IF  (tree  couldn't  be  renamed  )  THEN 

Print  message  and  goto  BYEBYE. 

ELSE 

Set  the  current  data  set  to  be  the  renamed 
tree.  (CMPCDS) 

ENDIF 

ENDIF 

ENDIF 

Put  up  the  option  list  at  user’s  terminal  (MENU). 

END 


FILES: 

HS  -  History  file 

CM  -  Communications  file 

TL  -  Tree  List  file 

TI  "old"  -  Tree  Information  file  of  old  tree 

TI  "new"  -  Tree  Information  file  of  new  tree 

TV  "old"  -  Tree  Vector  file  of  old  tree 

TV  "new"  -  Tree  Vector  file  of  new  tree 

OPTIONS  -  OLPARS  option  file 
Instrumention  file 

REFERENCED  BY: 

OLPARS  user. 
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SUBPROGRAMS  REFERENCED: 

ADUPCM ,  CLOSFX,  CHKEXS,  CLOSTR ,  CMGCDS,  CMGOTH ,  CMPCDS, 

CREATR ,  EQUALA,  ERASE,  GNXTND,  INSFLT ,  INSINI,  INSINT, 

INSLOG,  INSRET,  LGLTRE ,  MENU,  OEXIT,  OPENFX,  OPENTR , 

PROMP,  RAN,  RENAMT,  SUBMNC,  TIGCAP,  TIGCOP,  TIGET, 

TIGHDR ,  TIPCAP,  TIPCOV,  TIPET,  TIPHDR ,  TIPMN ,  TIPNAM, 

TLSRCH ,  TRMGET ,  TRMPUT ,  TVGVEC,  TVPHDR ,  TVPVEC 


HISTORY: 


designed  by  Kerrait  Klingbail  March  14,  1978 
programmed  by  Mark  Maginn  July  28,  1981 
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PROGRAM  NAME:  CREAFX 


CATEGORY:  Level  II  File  Manipulation  Routine 


PROGRAM  DESCRIPTION: 

CREAFX  creates  and  opens  an  OLPARS  "fixed"  file. 
The  fixed  file  is  referenced  by  an  integer 
variable  which  is  the  file  code  of  the  fixed 
file.  The  file  code  is  used  to  determine  a 
2-character  mnemonic  for  the  file.  The  file 
descriptor  (FID)  of  the  opened  file  is  returned. 

PROGRAM  USAGE: 

IF  ( CREAFX ( FID, FCD, HNE ,LENE) ) 

LOGICAL  FUNCTION  CREAFX 


INPUT  ARGUMENTS: 

FCD  -  INTEGER;  the  file  code  of  the  fixed  file 

HNE  -  INTEGER;  the  length  (in  elements)  of  the 
header  of  a  fixed  file 

LENE  -  INTEGER;  the  length  (in  elements)  of  a 

logical  entry  of  the  fixed  file 

OUTPUT  ARGUMENTS: 

FID  -  INTEGER;  the  file  descriptor  of  the  file 

CREAFX  -  LOGICAL;  if  true,  the  fixed  file  was 

created  successfully 


ALGORITHM  /  NOTES: 

The  following  list  of  file  codes  of  the  fixed  files  is 
known  to  this  routine: 


CM 

- 

1 

PV 

= 

6 

TL 

r 

2 

SI 

z 

7 

LL 

s 

3 

SV 

= 

8 

DI 

s 

4 

SM 

s 

9 

DV 

= 

5 

HS 

s 

10 
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FILES: 

All  the  OLPARS  "fixed"  files. 

SUBPROGRAMS  REFERENCED: 

OCREAT 

DIAGNOSTICS: 

If  the  fixed  file  cannot  be  created,  CREAFX  will 
return  with  a  'false'  value. 

SEE  ALSO: 

OPENFX ,  CLOSFX ,  DELEFX 

HISTORY: 

designed  by  Steve  Haehn  June  26,  1978 
programmed  by  Donna  Morris  April  25,1979 
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PROGRAM  NAME:  CREATLOG 


CATEGORY:  Logic  Design  Command  (subsidiary) 


PROGRAM  DESCRIPTION: 

CREATLOG  creates  and  stores  one  or  two  space  group  logic 
After  the  logic  is  created  a  partial  evaluation  of  the 
vectors  present  at  the  node  is  performed  and  the  results 
are  displayed  to  the  user. 

This  command  is  utilized  after  one  of  the  LI  or  L2 
commands  have  been  called  to  create  a  projection  and 
one  or  two  boundaries  have  been  drawn  on  the  user's 
data  display  by  DRAWBNDY. 

PROGRAM  USAGE: 

User  types  'CREATLOG'. 

USER  INTERACTION: 

User  is  asked  for  the  classes  present  in  each  of  the 
defined  data  partitions,  whether  or  not  (s)he  is 
satisfied  with  the  logic  results,  and  if  the 
misclassif ied  vectors  should  be  printed  out  at  the 
line  printer. 

ALGORITHM  /  NOTES: 

Erase  screen  and  home  cursor. 

Make  sure  projection  has  been  created  by  a  logic  design 
routine . 

Make  sure  the  display  code  is  a  one-  or  two-space  code. 

Make  sure  data  set  has  been  partitioned 
(boundaries  exist)  . 

Make  sure  logic  has  not  already  been  defined  for  current 
logic  node. 

Ask  user  for  the  classes  present  in  each  of  the  defined 
data  partitions. 

IF  (we  have  a  1-space  projection)  THEN 
Create  a  1-SPACE  logic  node  ( CRL0G1 ) . 

ELSE 
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Create  a  2-SPACE  logic  node  (CRL0G2). 

ENDIF 

Evaluate  the  vectors  of  the  classes  found  at  the  current 
logic  node  (CREVAL). 

Put  up  MENU. 

END 

FILES: 

CM  -  communications 
DI  -  display  information 
DV  -  display  value 
PV  -  projection  vector 
LI  -  logic  information 
LV  -  logic  value 

REFERENCED  BY: 

OLPARS  user 

SUBPROGRAMS  REFERENCED: 

CLOSFX ,  CMGCDS ,  CREVAL,  CRLOG1 ,  CRL0G2,  ERASE,  GTRGNI , 
GTRGNR ,  INSINI ,  INSINT,  INSRET,  KILLND,  LIGCNM ,  LIGCOP, 
MENU,  OEXIT,  OPENS,  OPENTR ,  TRMPUT,  UICRLG 


HS  -  history 
OLPARS  options 
Instrumentation 
MISCLASSifications 
TI  -  tree  information 
TV  -  tree  vector 


HISTORY: 


designed  by  Kermit  Klingbail  September  28,  1978 
programmed  by  Steven  Haehn  April  15,  1981 
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PROGRAM  NAME:  CREATR 


CATEGORY:  Level  II  File  Manipulation  Subroutine 


PROGRAM  DESCRIPTION: 

CREATR  creates  "system"  files  that  will  make  up  an 
OLPARS  tree.  The  calling  program  is  required  to  pass 
NDIM  (tree  dimensionality),  the  NAME  of  the  tree,  the 
TYPE  of  tree  (data  or  logic),  and  the  ACCESS  to  the 
tree.  The  file  descriptors  of  the  newly  created  files 
will  appear  in  IFID  and/or  VFID  upon  return  from  CREATR. 
IFID  is  the  file  descriptor  for  the  tree/l0£ic  informa¬ 
tion  file,  and  VFID  is  the  file  descriptor  for  the  tree 
vector/logic  value  file.  CREATR  searches  the  tree/ 
logic  list  file  to  see  if  the  tree  already  exists.  If 
it  does,  the  data  within  the  trees  is  clobbered  when 
the  tree  files  are  opened. 

Value  of  tree  TYPE  -  1  -  data  tree 

2  -  logic  tree 

Value  of  ACCESS  -  1  -  create  information  file 

only 

2  -  create  vector/value  file 

only 

3  -  create  both  files  of  tree 

CREATR  creates  a  new  TL  or  LL  file  entry  for  the  new 
tree . 

PROGRAM  USAGE: 

LOGICAL  CREATR 


IF  (CREATR (IFID, VFID, NDIM, NAME, TYPE, ACCESS, DSNAME) ) 
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INPUT  ARGUMENTS: 

ACCESS  - 
DSNAME  - 

NAME  - 
NDIM  - 
TYPE  - 


INTEGER;  specifies  which  files  to  create 

INTEGER  array  (TRELEN  +  NODLEN); 

the  design  data  set  name  (used 
(only  when  creating  a  logic  tree) 

INTEGER  array  (TRELEN);  new  treename 

INTEGER;  dimension  of  data  set 

INTEGER;  specifies  whether  to  create  a  data 
or  logic  tree 


OUTPUT  ARGUMENTS: 


IFID 

VFID 

FILES: 


INTEGER;  file 
or  LI  file 

INTEGER;  file 
or  LV  file 


descriptor  of 
descriptor  of 


the  created  TI 

the  created  TV 


TI  -  tree  information 
TV  -  tree  vector 
TL  -  tree  list 
LI  -  logic  information 
LV  -  logic  value 
LL  -  logic  list 

SUBPROGRAMS  REFERENCED: 


CLOSFX , LLGENT , LLGHDR , LLPENT , LLPHDR , LLSRCH , MAXO , 
OCREAT , OPENFX , TLGENT , TLGHDR , TLPENT , TLPHDR , TLSRCH , 
TRMPUT 


DIAGNOSTICS: 

If  any  portion  of  the  tree  cannot  be  created,  CREATR 
returns  with  a  'false'  value. 

SEE  ALSO: 

OPENTR,  CLOSTR,  DELETR 


HISTORY: 


designed  by  Steve  Haehn  June  22,  1978 
programmed  by  Donna  Morris  July  26,1979 
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PROGRAM  NAME:  CREVAL 


CATEGORY:  Logic  Design  Routine 


PROGRAM  DESCRIPTION: 

CREVAL  (create  logic's  partial  evaluation  routine)  is 
used  by  CREATLOG  to  evaluate  the  vectors  of  the  classes 
that  lie  at  the  current  logic  node.  CREVAL  displays 
a  confusion  matrix  (NOT  stored  in  the  Display  information 
file)  at  the  user's  terminal. 

PROGRAM  USAGE: 

INTEGER  CREVAL 
• 

IF( CREVAL  (FDCM.FDLI , FDTI , FDTV , ERRLUN , NREGN , KIDS , CLSPRS , 
NCLSPR , CLSNMS , NENTRY , ENTNOS , DSPTYP , CRNTLG , 
NBOUND)  .EQ.  QUIT) 

INPUT  ARGUMENTS: 

FDCM  -  INTEGER;  commun ications  file  descriptor 
FDLI  -  INTEGER;  logic  information  file  descriptor 
FDTI  -  INTEGER;  tree  information  file  descriptor 
FDTV  -  INTEGER;  tree  vector  file  descriptor 
ERRLUN  -  INTEGER;  misclassif ication  file's  logical  unit 

NREGN  -  INTEGER;  the  number  of  regions  (kids)  that  are 

to  be  created 

KIDS  -  INTEGER  array( NREGN ) ;  logic  nodes  to  which 

vectors  are  to  be  classified  (2  or  3 
kids,  depending  on  the  number  of 
boundaries  drawn  by  user.  These  nodes 
are  children  of  the  current  logic  node. 

CLSPRS  -  INTEGER  array( MAXCLS , NREGN ) ;  indices  to  classes 

present  at  the  current  logic  node 

NCLSPR  -  INTEGER  array( NREGN) ;  number  of  classes  present 

at  each  of  the  current  node's  children 

CLSNMS  -  INTEGER  array( NODLEN , MAXCLS) ;  names  of  the 

classes  in  the  design  data  set 
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NENTRY 

ENTNOS 

DSPTYP 

CRNTLG 

NBOUND 


INTEGER;  the  number  of  classes  present  at  the 
current  logic  node 

INTEGER  array( NENTRY) ;  entry  numbers  of  the 

classes  present  at  the  current  logic 
node 

INTEGER;  display  type  (1-space,  2-space) 
INTEGER;  current  logic  node  number 
INTEGER;  number  of  user  created  boundaries 


OUTPUT  ARGUMENTS: 

CREVAL  -  INTEGER;  tells  calling  program  to  QUIT  or 

continue 

FILES: 


CM  -  communications  MISCLASS( if ications) 

LI  -  logic  information 
TI  -  tree  information 
TV  -  tree  vector 

REFERENCED  BY: 

CREATLOG 


SUBPROGRAMS  REFERENCED: 


CLOSE, 

EQUALA 

INSINT 

TIGCOP 

WRTNOW 


CMGCDS 

ERASE, 

INSPGM 

TIGNAM 


CMGLOG 
EV1SP , 
INSRET 
TRMGET 


CMGOTH 
EV2SP , 
LIPCOP 
TRMPUT 


CMGSCN 

FILPUT 

PRINTR 

TVGVEC 


CMPLOG , 
INSCHR , 
PROMPT, 
TVPLOG, 


HISTORY: 

designed  by  Steven  Haehn  April  6,  1981 
programmed  by  Steven  Haehn  April  12,  1981 
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PROGRAM  NAME:  CRL0G1 

CATEGORY:  Logic  Design  Routine 

PROGRAM  DESCRIPTION: 

CRLOG1  creates  decision  logic  at  the  current  logic  node 
and  two  to  three  logic  nodes  below  the  current  logic  node 
for  one-space  projections  ( between-group  logic). 

PROGRAM  USAGE: 

CALL  CRL0G1 (FDLI ,  FDLV ,  FDDI ,  FDDV ,  FDPV,  CLSPRS,  NCLSPR , 
NREGN ,  ENTNOS,  NENTRY,  CRNTLG ,  LVPTR ) 


INPUT  ARGUMENTS: 


FDLI  -  INTEGER; 

file 

descr iptor 

for 

LI 

file 

FDLV  -  INTEGER; 

file 

descriptor 

for 

LV 

file 

FDDI  -  INTEGER; 

file 

descriptor 

for 

DI 

file 

FDDV  -  INTEGER; 

file 

descriptor 

for 

DV 

file 

FDPV  -  INTEGER; 

file 

descriptor 

for 

PV 

file 

CLSPRS  -  INTEGER  array( MAXCLS ,MAXRGN) ; 

indices  into  the  table  of  names  representing  the 
classes  that  are  supposed  to  be  present  at  the 
new  nodes  being  created  by  this  routine. 

NCLSPR  -  INTEGER  arr ay( MAXRGN) ; 

the  number  of  classes  present  in  (CLSPRS) 
each  of  the  new  nodes  being  created 

NREGN  -  INTEGER;  the  number  of  regions  (new  nodes  to 

be  created)  created  by  user 


ENTNOS  -  INTEGER  array( MAXCLS) ; 

the  data  tree  entry  numbers  of  the  classes 
present  at  the  current  logic  node 


NENTRY  -  INTEGER;  the  number  of  classes  present  at 

(ENTNOS)  the  current  logic  node 


CRNTLG  -  INTEGER;  the  node  number  of  the  current  logic 

node 
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OUTPUT  ARGUMENTS: 

LVPTR  -  INTEGER;  logic  value  pointer  -  points  to  first 

entry  of  the  newly  created  1-space 
group  logic 


FILES: 


LI  -  logic  information 
LV  -  logic  value 
DI  -  display  information 
DV  -  display  value 

REFERENCED  BY: 

CREATLOG 

SUBPROGRAMS  REFERENCED: 

CRLV1 ,  EVALBM,  GNLIAE ,  INSPGM,  INSRET,  LIGCNM ,  LIGC 
LIGENT,  LIGSTR ,  LIPENT 


HISTORY: 


designed  by  Kerrait  Klingbail  October  3,  1978 
programmed  by  Steven  Haehn  March  11,  1981 
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! 


PROGRAM  NAME:  CRL0G2 


CATEGORY:  Logic  Design  Routine 


PROGRAM  DESCRIPTION: 

CRLOG2  creates  decision  logic  at  the  current  logic  node 
and  two  to  three  logic  nodes  below  the  current  logic  node 
for  two-space  projections  ( between-group  logic). 

PROGRAM  USAGE: 

CALL  CRL0G2C  FDLI ,  FDLV ,  FDDI  ,  FDDV ,  FDPV,  CLSPRS,  NCLSPR, 
NREGN ,  ENTNOS,  NENTRY,  CRNTLG ,  LV°TR) 

INPUT  ARGUMENTS: 


FDLI  -  INTEGER; 

file 

descriptor 

for 

LI 

file 

FDLV  -  INTEGER; 

file 

descriptor 

for 

LV 

file 

FDDI  -  INTEGER; 

file 

descr iptor 

for 

DI 

file 

FDDV  -  INTEGER; 

file 

descriptor 

for 

DV 

file 

FDPV  -  INTEGER; 

file 

descriptor 

for 

PV 

file 

CLSPRS  -  INTEGER  ar r ay ( MAXCLS , MAXRGN) ; 

indices  into  the  table  of  names  representing  the 
classes  that  are  supposed  to  be  present  at  the 
new  nodes  being  created  by  this  routine. 

NCLSPR  -  INTEGER  array(  MAXRGN ) ; 

the  number  of  classes  present  in  (CLSPRS) 
each  of  the  new  nodes  being  created 

NREGN  -  INTEGER;  the  number  of  regions  (new  nodes  to 

be  created)  created  by  user 


ENTNOS  -  INTEGER  array( MAXCLS) ; 

the  data  tree  entry  numbers  of  the  classes 
present  at  the  current  logic  node 


NENTRY  -  INTEGER;  the  number  of  classes  present  at 

(ENTNOS)  the  current  logic  node 

CRNTLG  -  INTEGER;  the  node  number  of  the  current  logic 

node 


104 


OLPARS  Program  Specifications 

CRL0G2 


OUTPUT  ARGUMENTS: 

LVPTR  -  INTEGER;  logic  value  pointer  -  points  to  first 

entry  of  the  newly  created  2-space 
group  logic 

FILES: 

LI  -  logic  information 
LV  -  logic  value 
DI  -  display  information 
DV  -  display  value 

REFERENCED  BY: 

CREATLOG 

SUBPROGRAMS  REFERENCED: 

CRLV2 ,  EVALBM,  GNLIAE,  INSPGM,  INSRET,  LIGCNM ,  LIGCOP, 
LIGENT,  LIGSTR ,  LIPENT 

HISTORY: 

designed  by  Kerrait  Klingbail  October  3,  1978 
programmed  by  Steven  Haehn  March  11,  1981 
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PROGRAM  NAME:  CRLV1 


CATEGORY:  Logic  Design  Routine 


PROGRAM  DESCRIPTION: 

CRLV1  constructs  the  LV  file  entries  which  comprise  the 
logic  block  for  one-space  group  (projection)  logic.  The 
data  (coordinates  of  boundary  lines  and  the  pro¬ 
jection  vector)  for  doing  this  is  found  in  the  DI, 

DV,  and  PV  files  which  resulted  from  a  one-space  display 
upon  which  the  user  has  drawn  one  or  two  boundaries. 

PROGRAM  USAGE: 

CALL  CRLV2  ( FDLV ,  FDDI ,  FDDV,  FDPV,  RGTRGN ,  LFTRGN, 
MIDRGN ,  LVETSZ,  LVPTR ) 

INPUT  ARGUMENTS: 

FDLV  -  INTEGER;  file  descriptor  of  logic  value  file 

FDDI  -  INTEGER;  display  information  file  descriptor 

FDDV  -  INTEGER;  file  descriptor  of  display  value  file 

FDPV  -  INTEGER;  projection  vector  file  descriptor 

RGTRGN  -  INTEGER;  logic  node  associated  with  right 

region  of  user  partitioned  1-space 
display 

LFTRGN  -  INTEGER;  logic  node  associated  with  left 

region  of  user  partitioned  1-space 
display 

MIDRGN  -  INTEGER;  logic  node  associated  with  middle 

region  of  user  partitioned  1-space 
display 

LVETSZ  -  INTEGER;  logic  value  file's  entry  size 


OUTPUT  VARIABLES: 

LVPTR  -  INTEGER;  pointer  to  first  entry  of  1-space 

group  logic  block 
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Obtain  1-space  boundaries  from  DV  file  (DVGVEC) 

Obtain  projection  vector  from  PV  file  (PVGENT) 

Place  group  logic  block  header  into  region  (PTRGNR) 

Place  the  projection  vector  into  the  group  logic 
region  (PTRGNR) 

FILES: 

LV  -  logic  value 
DI  -  display  information 
DV  -  display  value 
PV  -  projection  vector 

REFERENCED  BY: 

CRL0G1 

SUBPROGRAMS  REFERENCED: 

DIGHDI ,  DVGVEC,  INSPGM,  INSRET,  PTRGNR,  PVGENT 

HISTORY: 

designed  by  Kermit  KlingBail  September  29,  1978 
programmed  by  Steven  Haehn  March  23,  1981 


it 
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PROGRAM  NAME:  CRLV2 


CATEGORY:  Logic  Design  Routine 


PROGRAM  DESCRIPTION: 

CRLV2  constructs  the  LV  file  entries  which  comprise  the 
logic  block  for  two-space  group  (projection)  logic.  The 
data  (coordinates  of  boundary  line  segments  and  the  pro¬ 
jection  vectors)  for  doing  this  is  found  in  the  DI, 

DV,  and  PV  files  which  resulted  from  a  two-space  display 
upon  which  the  user  has  drawn  one  or  two  boundaries. 

PROGRAM  USAGE: 

CALL  CRLV2  ( FDLV ,  FDDI ,  FDDV,  FDPV,  XSRLND,  CR1LND , 
CR2LND ,  LVETSZ ,  LVPTR) 

INPUT  ARGUMENTS: 

FDLV  -  INTEGER;  file  descriptor  of  logic  value  file 

FDDI  -  INTEGER;  display  information  file  descriptor 

FDDV  -  INTEGER;  file  descriptor  of  display  value  file 

FDPV  -  INTEGER;  projection  vector  file  descriptor 

XSRLND  -  INTEGER;  logic  node  associated  with  excess 

region  of  user  partitioned  2-space 
display 

CR1LND  -  INTEGER;  logic  node  associated  with  first 

convex  region  of  user  partitioned 
2-space  display 

CR2LND  -  INTEGER;  logic  node  associated  with  second 

convex  region  of  user  partitioned 
2-space  display 

LVETSZ  -  INTEGER;  logic  value  file's  entry  size 


OUTPUT  VARIABLES: 

LVPTR  -  INTEGER;  pointer  to  first  entry  of  2-space 

group  logic  block 
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CRLV2 


ALGORITHM  /  NOTES: 

Obtain  2-space  boundary  segments  and  convex  region  points 
from  DV  file  (DVGVEC) 

Obtain  projection  vectors  from  PV  file  (PVGENT) 

Obtain  first  entry  of  group  logic  region  (GNLVAE) 

(space  for  the  group  logic  block  header) 

For  each  line  segment  of  the  boundary( ies) , 
compute  a  discriminant  vecor  and  threshold  value  (DSCVTH) 
and  place  the  discriminant  vector  into  the  group  logic 
region,  saving  the  threshold  value  (PTRGNR). 

Place  the  saved  discriminant  thresholds  into  the 
group  logic  region  (PTRGNR) 

Finally,  place  group  logic  block  header  into  region 
( PTRGNI) 


FILES: 


LV  -  logic  value 
DI  -  display  information 
DV  -  display  value 
PV  -  projection  vector 

REFERENCED  BY: 

CRL0G2 ,  PAIRMOD 

SUBPROGRAMS  REFERENCED: 

DIGHDI ,  DSCVTH,  DVGVEC,  GNLVAE,  INSPGM,  INSRET,  PTRGNI, 
PTRGNR,  PVGENT 


HISTORY: 


designed  by  Kermit  KlingBail  September  29,  1978 
programmed  by  Steven  Haehn  March  23,  1981 
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PROGRAM  NAME:  CRPROJ 

CATEGORY:  Display  File  Access  Routine 


PROGRAM  DESCRIPTION: 

CRPROJ  stores  in  the  DV  file  the  selected  coordinate( s) 
for  each  vector  from  a  data  set  and  sets  up  the  DI  file 
entry  for  each  class  in  the  data  set.  CRPROJ  is  passed 
the  entry  table  slot  number  of  the  current  data  node  in 
the  current  data  set,  and  it  projects  the  vectors  in  the 
lowest  nodes  underneath  that  node. 

PROGRAM  USAGE: 

CALL  CRPROJ  (FI DTI, FI DTV,FIDDI, FIDDV, ENTABL , SLTNO , COORDS) 
INPUT  ARGUMENTS: 

FIDTI  -  INTEGER;  the  file  descriptor  of  the  TI  file 

FIDTV  -  INTEGER;  the  file  descriptor  of  the  TV  file 

FIDDI  -  INTEGER;  the  file  descriptor  of  the  DI  file 

FIDDV  -  INTEGER;  the  file  descriptor  of  the  DV  file 

ENTABL  -  INTEGER  array  (100);  the  entry  table 

of  the  data  tree 

SLTNO  -  INTEGER;  the  entry  table  slot  number  of  the 

current  data  node 

COORDS  -  INTEGER  array  (2);  the  coordinates  to  project 

on.  COORDS  (2)  =  0  means 
this  is  a  one-space 
projection . 


ALGORITHM  /  NOTES: 

Get  the  entry  table  slot  numbers  of  the  set  of  lowest 
nodes  (GLONOD) . 

Call  LRPROJ  to  project  the  vectors.  Be  sure  to  set 
ALLVEC  =  .TRUE. 


RETURN 
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FILES: 

TI  -  tree  information 
TV  -  tree  vector 
DI  -  display  information 
DV  -  display  value 

REFERENCED  BY: 

S1CRDV,  S2CRDV 

SUBPROGRAMS  REFERENCED: 

GLONOD,  LRPROJ 

HISTORY-: 

designed  by  Dave  Birnbaum  July  7,  1978 
programmed  by  Donna  Morris  August  12,  1980 
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PROGRAM  NAME:  CSCALE 


CATEGORY:  Utility  Command 


PROGRAM  DESCRIPTION: 

CSCALE  changes  the  ’type  of  scaling'  element  in  the  DI 
file  header  for  one  and  two-space  displays.  For  one- 
space  displays,  CSCALE  alters  the  meaning  of  the  area 
under  a  histogram  of  a  micro  display.  (Under  the 
count  option,  each  histogram  column  is  proportional  in 
area  to  the  number  of  vectors  in  each  displayed  class 
which  falls  into  a  given  bin;  therefore,  the  total 
area  under  an  entire  class  histogram  is  indicative  of 
the  number  of  vectors  in  each  class.  The  probability 
option  produces  histogram  columns  representing  the 
percentage  of  each  class  within  a  given  bin;  therefore, 
the  total  areas  under  all  class  histograms  are  equal  to 
one  another  (that  is,  totals  to  100  percent).)  When 
the  count  option  is  in  effect,  CSCALE  changes  the 
display  to  feature  the  probability  option,  and  vice 
versa.  For  two-space  displays,  CSCALE  changes  the 
scaling  of  a  cluster  or  scatter  plot  from  rectangular 
to  square  and  vice  versa.  When  square  scaling  is 
used,  the  x  and  y  screen  coordinates  are  scaled  to 
the  largest  of  the  two  ranges  (X  and  Y) .  When 
rectangular  scaling  is  used,  the  x  screen  coordinates 
are  scaled  to  the  X  range,  and  the  y  screen  coordinates 
are  scaled  to  the  Y  range.  Thus,  square  scaling  uses 
the  same  scale  for  both  axes,  and  rectangular  scaling 
uses  two  different  scales  for  the  X  and  Y  axes. 

PROGRAM  USAGE: 

User  types  in  ’CSCALE’. 

ALGORITHM  /  NOTES: 

Open  the  CM  file  and  the  display  files 
if(the  display  code  =  macro  or  micro)then 

if(type  of  scaling  element  =  probabilities) then 
set  type  of  scaling  element  to  =  counts 
else 

set  type  of  scaling  element  to  =  probabilities 
endif 
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zero  out  the  screen  coordinate  flag  in  the  DV  file 
header,  write  out  the  type  of  scaling  element  to 
the  DI  file  header. 

display  a  one-space  plot 

elseif(the  display  code  =  scatter  or  cluster)then 

if(we  are  in  global  mode  (zooming  is  not  in  effect)) 

set  the  original  min/max  values  to  be  the 
current  min/max  values 

if (the  type  of  scaling  element  =  square) then 
set  the  type  of  scaling  to  =  rectangular 
else 

set  the  type  of  scaling  to  s  square 
end  if 

elseif(we  are  in  zoom  mode) then 

if(type  of  scaling  =  rectangular) then 

set  the  type  of  scaling  to  s  square 

change  the  current  rectangular  zoom 
min/max  values  to  be  square  scaled 
coordinates 

elseif(type  of  scaling  =  square)then 

give  the  user  a  message  that  this 

option  is  not  available  and  ask  her 

if  she  wishes  to  continue,  (see  note  below) 

if(the  user  does  not  wish  to  continue) 

go  to  BYEBYE 

endif 

endif 

endif 
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if(the  type  of  scaling  was  changed) then 

zero  out  the  screen  coordinate  flag  in  the 
DV  file  header,  write  the  type  of  scaling 
element  to  the  DI  file  header. 

endif 

put  up  a  two-space  plot 
else 

notify  the  user  that  the  display  is  not  a  one 
or  two-space  display 

endif 

BYEBYE  display  the  menu 
over  and  out 

NOTE:  we  cannot  change  from  square  scaling  to 
rectangular  scaling  in  zoom  mode,  as  we 
do  not  have  enough  information  stored 
in  the  DI  file  header,  we  do  not  know 
the  value  of  the  original  zoom  coordinates 
or  the  difference  that  was  added  to  the 
X  or  Y  maximum  value  when  we  changed  from 
rectangular  to  square  scaling  at  some 
previous  point  in  time,  to  incorporate 
this  option,  it  would  be  necessary  to 
add  elements  to  the  DI  file  header) . 

FILES: 

CM  -  Communications 
DI  -  Display  Information 
DV  -  Display  Vector 
PV  -  Projection  Vector 
SI  -  Scratch  1 

HS  -  History  (indirectly  used) 

OP  -  Option  (indirectly  used) 

instru.dat  (record  i/o  instrumentation  file) 


114 


r 


OLPARS  Program  Specifications 

CSCALE 


REFERENCED  BY: 

OLPARS  user 

SUBPROGRAMS  REFERENCED: 

CLOSFX ,  CLSCAT ,  DIGHDI ,  DIPHDI,  DVPHDR ,  INSINI, 
INSRET,  MICMAC ,  OEXIT,  OPENFX,  TRMPUT 


HISTORY: 

designed  by  Steve  Haehn  October  2,  1978 
programmed  by  Donna  Morris  November  4,  1980 
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PROGRAM  NAME:  DBNDY 


CATEGORY:  Utility  Command 


PROGRAM  DESCRIPTION: 

DBNDY  deletes  all  existing  display  boundaries 
from  a  one-  or  two-space  display  file.  It  then 
redisplays  the  projection  with  the  menu. 

PROGRAM  USAGE: 

User  types  in  'DBNDY'. 

ALGORITHM  /  NOTES: 

Obtain  the  display  code  from  the  DI  file. 

IF  (the  display  code  shows  that  the  file  does  not 
contain  information  for  a  one-  or  two-space 
display) 

Tell  user  "Not  a  one-  or  two-space 
display" 


ELSE 


Remove  the  boundary  from  the  DI  file. 
Redisplay  the  projection. 

ENDIF 

Put  up  MENU 


FILES: 


CM  -  communications 
DI  -  display  information 
DV  -  display  value 
PV  -  projection  vector 
SI  -  scratch  1 
Instrumentation  file 

REFERENCED  BY: 

OLPARS  user. 

SUBPROGRAMS  REFERENCED: 

CLOSFX,  CLSCAT,  CMGOTH ,  DIGHDI,  DIPHDI,  INSINI,  INSINT, 
INSRET,  MENU,  MICMAC,  OEXIT,  OPENFX,  TRMPUT 
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SEE  ALSO: 

DRAWBNDY 

HISTORY: 

designed  by  Steven  Haehn  August  9,  1978 
programmed  by  Mark  Maginn  July  10,  1980 
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PROGRAM  NAME:  DCRIM 


CATEGORY:  Numerical  Computation  Algorithm 


PROGRAM  DESCRIPTION: 

DCRIM  computes  the  Fisher  discriminant  and  an  orthogonal 
discriminant  for  two  groups  of  classes  from  the  current 
data  set.  These  vectors  are  defined  as: 

LET  normc  =  the  normalizing  constant 

A  =  the  sum  of  the  within  group  covariance  or 
scatter  matrices,  inverted 
Mndif  =  the  difference  between  the  two  group  mean 
vectors 

FISHER  discriminant  formula: 


fishdr  =  normc  *  (A  *  Mndif) 
ORTHOG  discriminant  formula: 


2 

[Mndif  *  A  *  Mndif]  2 

orthdr  =  normc*  ( A  - - *  A  )*Mndif 

3 

[Mndif  *  A  *  Mndif] 


PROGRAM  USAGE: 

CALL  DCRIMC  CSOPT , NCLASS , SLOTN 1 , SL0TN2 , FDPV , FDTI , FDTV , ET , 
ALLVEC,NDIM,NODNUM, FISHDR, ORTHDR) 
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INPUT  ARGUMENTS: 

CSOPT  -  INTEGER;  the  scatter  or  covariance  matrix  option 

CSOPT  =  0  means  covariance  option 
CSOPT  =  1  means  scatter  option 

NCLASS  -  INTEGER  array(2);  the  number  of  classes  in  each 

group 

SLOTN1  -  INTEGER  ar r ay( MAXCLS) ;  the  entry  table  slot 

numbers  corresponding  to  the  classes 
in  group  1 

SL0TN2  -  INTEGER  array( MAXCLS) ;  the  entry  table  slot 

numbers  corresponding  to  the  classes 
in  group  2 

FDPV  -  INTEGER;  the  file  descriptor  of  the  PV  file 

FDTI  -  INTEGER;  the  file  descriptor  of  the  TI  file 

FDTV  -  INTEGER;  the  file  descriptor  of  the  TV  file 

ET  -  INTEGER  array(TABSIZ) ;  the  TI  file  entry  table 

ALLVEC  -  LOGICAL;  TRUE  means  all  vectors  used  in  the 

computation;  FALSE  means  only  those 
vectors  which  lie  at  the  specified 
logic  node  are  to  be  used 

NDIM  -  INTEGER;  the  dimension  of  the  current  data  set 

NODNUM  -  INTEGER;  the  logic  node  number 


NOTE 

For  structure  analysis,  ALLVEC  must  be  set  to  TRUE  and 
NODNUM  will  be  disregarded. 


OUTPUT  ARGUMENTS: 

FISHDR  -  REAL  array(Ndim);  the  Fisher  discriminant 
ORTHDR  -  REAL  array(Ndira);  the  orthogonal  discriminant 
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DCRIM 

ALGORITHM  /  NOTES: 

Compute  the  sum  of  the  within  group  covariance  or  scatter 
matrices  and  place  in  matrix  A  (DCRIM1). 

Invert  the  matrix  computed  (INVERT,  DITHER). 

Compute  the  normalized  Fisher  and  normalized  orthogonal 
discriminants  (DCRIM2). 

IF  (measurements  have  been  eliminated)  THEN 

Expand  the  vectors  back  to  their  original  dimension 
ENDIF 
RETURN 

REFERENCED  BY: 

L2FSHP ,  S2FSHP 
SUBPROGRAMS  REFERENCED: 

DCRIM 1 ,  DCRIM2 ,  DITHER,  INSFLT ,  INSINT,  INSPGM, 

INSRET,  INVERT,  PVGENT 

HISTORY: 

designed  by  David  Birnbaum  August  10,  1978 
programmed  by  Jill  King  November  14,  1980 


120 


OLPARS  Program  Specifications 

DCRIM1 


PROGRAM  NAME:  DCRIM1 

CATEGORY:  Numerical  Computation  Algorithm 

PROGRAM  DESCRIPTION: 

DCRIM1  computes  the  combined  covariance  or  scatter  array 
and  the  two  corresponding  group  mean  vectors  from  two 
groups  of  classes  from  the  current  data  set. 

PROGRAM  USAGE: 

CALL  DC R IM 1 ( CSOPT , NCLASS , SLOTN 1 , SLOT N 2 , FDPV , FDTI , FDTV , ET , 
ALLVEC , NDIM , NODNUM , NEWDIM , A , MNDIF) 


INPUT  ARGUMENTS: 

CSOPT  -  INTEGER;  the  scatter  or  covariance  matrix  option 

CSOPT  =  0  means  covariance  option 
CSOPT  =  1  means  scatter  option 

NCLASS  -  INTEGER  array(2);  the  number  of  classes  in  each 

group 

SLOTN 1  -  INTEGER  array( MAXCLS) ;  the  entry  table  slot 

numbers  corresponding  to  the  classes 
in  group  1 

SLOTN2  -  INTEGER  array( MAXCLS) ;  the  entry  table  slot 

numbers  corresponding  to  the  classes 
in  group  2 

FDPV  -  INTEGER;  the  file  descriptor  of  the  PV  file 

FDTI  -  INTEGER;  the  file  descriptor  of  the  TI  file 

FDTV  -  INTEGER;  the  file  descriptor  of  the  TV  file 

ET  -  INTEGER  array(TABSIZ) ; entry  table  of  the  TI  file 

ALLVEC  -  LOGICAL;  TRUE  means  all  vectors  used  in  the 

computations;  FALSE  means  only 
those  following  at  the  particular 
logic  node 

NDIM  -  INTEGER;  the  dimension  of  the  current  data  set 

NODNUM  -  INTEGER;  the  logic  node  number 


i 
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OUTPUT  ARGUMENTS: 

NEWDIM  -  INTEGER;  the  dimension  of  the  vectors  after 

measurements  have  been  eliminated 

A  -  REAL  array  (( Newd im* ( Newd im+ 1 )) /2 ) ;  the  sum  of 
the  within  group  covariance  or 
scatter  matrices,  stored  as  a  vector 

MNDIF  -  REAL  array  (Newdim);  the  difference  between  the 

two  individual  group  mean  vectors 


ALGORITHM  /  NOTES: 

Compute  or  retrieve  the  mean  and  covariance  arrays  for 
the  first  class  of  the  first  group  (LOGMNC ,TIGMN,TIGCOV) 

DO  groupno=  1  , 2 

WHILE  (there  are  more  classes  left  in  the  group) 

Compute  or  retrieve  the  covariance  and  mean  array 
for  the  present  class  (LOGMNC , TIGMN , TIGCOV) 

Combine  the  ’running’  covariance  and  mean  arrays 
with  the  arrays  for  the  present  class  (COMBIN) 

ENDWHILE 

Save  the  individual  group  mean  array 
ENDDO 

IF  (the  scatter  matrix  option  has  been  choosen)  THEN 

Compute  the  scatter  matrix  from  the  combined 
covariance  matrix 

ENDIF 

IF  (measurements  are  to  be  eliminated)  THEN 

Eliminate  measurements  in  the  combined  covariance 
or  scatter  array  (COLAPS) 

Eliminate  measurements  in  each  individual  group  mean 
vector  (COLAPS) 

ENDIF 
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Compute  the  difference  between  the  two  group  mean 
vectors 

RETURN 


FILES: 


PV  -  projection  vector  file 
TI  -  tree  information  file 
TV  -  tree  vector  file 
instrumentation  file 

REFERENCED  BY: 

L2FSHP,  S2FSHP 

SUBPROGRAMS  REFERENCED: 

COLAPS,  COMBIN ,  INSFLT ,  INSINT,  INSPGM,  INSRET,  LOGMNC , 
PVGENT ,  PVGHDR ,  TIGCOP,  TIGCOV,  TIGMN 


HISTORY: 

designed  by  David  Birnbaum  August  10,  1980 
programmed  by  Jill  King  November  11,  1980 
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PROGRAM  NAME:  DCRIM2 


CATEGORY:  Numerical  Computation  Algorithm 


PROGRAM  DESCRIPTION: 

DCRIM2  computes  the  normalized  Fisher  discriminant  and 
a  normalized  orthogonal  discriminant  for  two  groups  of 
classes  from  the  current  data  set.  These  vectors  are 
defined  below: 

LET  normc  =  the  normalizing  constant 

A  *  the  sum  of  the  within  group  covariance  or 
scatter  matrices,  inverted 
Mndif  =  the  difference  between  the  two  group  mean 
vectors 

FISHER  discriminant  formula: 


fishdr  =  normc  *  (A  *  Mndif) 
ORTHOG  discriminant  formula: 


2 

[Mndif  •  A  *  Mndif]  2 

orthdr  =  normc*  ( A  - - *  A  )*Mndif 

3 

[Mndif  *  A  *  Mndif] 


PROGRAM  USAGE: 

CALL  DCRIM2(NDIM , A, MNDIF , FISHDR , ORTHDR) 

INPUT  ARGUMENTS: 

NDIM  -  INTEGER;  the  dimension  of  the  vectors.  If 
measurements  have  been  eliminated, 

Ndira  represents  the  dimension  of 
the  collapsed  vectors. 

A  -  REAL  array  ( (Ndim*(Ndira+1 ) ) /2) ;  the  lower 

triangular  portion  of  the  combined  and 
inverted  covariance  or  scatter  matrix 

MNDIF  -  REAL  array  (Ndim);  the  difference  in  the  two 

individual  mean  vectors  from  each  group 
of  classes 
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OUTPUT  ARGUMENTS: 

FISHDR  -  REAL  array  (Ndim);  the  fisher  discriminant 
ORTHDR  -  REAL  array  (Ndim);  the  orthogonal  discriminant 

FILES: 

instrumentation  file 
REFERENCED  BY: 

S2FSHP 

SUBPROGRAMS  REFERENCED: 

IDX,  INSFLT,  INSPGM ,  INSRET,  $SQRT 

HISTORY: 

designed  by  David  Birnbaum  August  10,  1978 
programmed  by  Jill  King  November  11,  1980 
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PROGRAM  NAME:  DDATANOD 

CATEGORY:  Utility  Command 

PROGRAM  DESCRIPTION: 

DDATANOD  deletes  one  or  more  lowest  nodes  from  a  data 
set.  If  the  node  to  be  deleted  has  only  one  sibling, 
then  the  sibling  replaces  the  parent  node  in  the  tree 
structure.  To  delete  a  tree  with  only  one  lowest  node, 
DDATATF.EE  must  be  used. 

PROGRAM  USAGE: 

User  types  in  ’DDATANOD*. 

USER  INTERACTION: 

User  is  asked  for  the  class  symbol  of  a  node  (in  the 
current  tree)  to  be  deleted. 

ALGORITHM  /  NOTES: 

Erase  screen  and  home  cursor  (ERASE). 

REPEAT 

Retrieve  the  TI  file  entry  table  (TIGET). 

Retrieve  the  list  of  lowest  nodes  from  the  TI  file 
(GLONOD) . 

IF  (THE  CURRENT  DATA  SET  HAS  LESS  THAN  TWO  LOWEST 
NODES) 

BREAK 

ELSE 

REPEAT 

Prompt  user  for  a  node  name  to  be  deleted 
(SELCLS) . 

IF  (user  has  selected  more  than  one  class)  THEN 

Print  error  message  and  prompt  again 
(TRMPUT) . 


ENDIF 
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UNTIL  (user  enters  a  correct  node  name) 

Rearrange  counts  and  pointers  so  as  to  remove  the 
node  and  make  changes  to  means  and  covariances  to 
all  nodes  above  deleted  node  (REARR). 

ENDIF 

UNTIL  (user  indicates  (s)he  is  done,  or  there  are  no 
lowest  nodes  to  delete) 

END 


NOTE: 

The  vectors  of  the  node  that  is  deleted  are  not  actually 
removed  from  the  TV  file.  However,  since  there  is  no 
pointer  that  points  to  them  remaining  in  the  TI  file,  these 
vectors  are  effectively  deleted. 


FILES: 


CM  -  communications  file 
HS  -  history  file 
TV  -  tree  vector  file 
TI  -  tree  information  file 
instrumentation  file 
option  file 

REFERENCED  BY: 

OLPARS  user. 

SUBPROGRAMS  REFERENCED: 

CMGCDS,  CMGOTH ,  ERASE,  GLONOD,  INSINI,  INSRET, 
MENU,  OEXIT ,  OPENFX,  OPENTR ,  REARR,  SELCLS, 
TIGET,  TRMPUT 


HISTORY: 


designed  by  David  Birrbaum  July  28,  1978 
programmed  by  Jill  King  May  13,  1981 


127 


—  r 

OLPARS  Program  Specifications 
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PROGRAM  NAME:  DDATATREE 

CATEGORY:  Utility  Command 

PROGRAM  DESCRIPTION: 

DDATATREE  deletes  a  datatree  from  the  user’s  directory 
and  the  treelist  file. 

PROGRAM  USAGE: 

User  types  in  'DDATATREE'. 

USER  INTERACTION: 

Prompts  for  the  treename. 

ALGORITHM  /  NOTES: 

Erase  screen  and  home  cursor  (ERASE).  • 

Retrieve  number  of  entries  in  tree  list  (TLGHDR) . 

IF  (tree  list  is  empty)  THEN 

Send  message  to  user  and  exit  program. 

ENDIF 

DO  UNTIL  (user  enters  a  correct  treename  or  quits) 

Prompt  for  treename  (PROMPT). 

Delete  tree  (DELETR). 

Send  message  to  user  if  treename  does  not  exist. 

IF  (deleted  tree  is  current  data  set)  THEN 

Change  current  data  set  to  'NOTATREE',  and 
the  node  name  to  ' NONE ' ( CMPCDS ,  CMGCDS). 

ENDIF  i 

ENDDO 

Put  up  option  list  at  user's  terminal  (MENU). 

\  t 

END  [i 
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FILES: 

CM  -  communication 
HS  -  history 

TI  -  tree  information  (to  be  deleted) 

TL  -  tree  list 

TV  -  tree  vector  (to  be  deleted) 
instrumentation  file 
option  file 

REFERENCED  BY: 

OLPARS  user. 

SUBPROGRAMS  REFERENCED: 

CLOSFX,  CMGCDS ,  CMGOTH ,  CMPCDS,  DELETR,  EQUALA,  ERASE, 
INSINI ,  INSRET,  MENU,  OEXIT,  OPENFX,  PROMPT,  TLGHDR 
TRMGET,  TRMPUT 

HISTORY: 

designed  by  David  Birnbaum  August  28,  1978 
programmed  by  Jill  M.  King  August  29,  1980 
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PROGRAM  NAME:  DDSUBSTR 


CATEGORY:  Utility  Command 


PROGRAM  DESCRIPTION: 

Deletes  substructures  under  a  node  in  a  chosen 
data  set. 

PROGRAM  USAGE: 

User  types  in  'DDSUBSTR'. 

USER  INTERACTION: 

User  is  asked: 

1)  for  a  name  of  a  data  tree.  Here  the  user  can 
enter  a  colon  (:)  before  the  first  character  of 
the  tree  name  and/or  a  star  (*)  for  the  tree 
name.  The  colon  represents  the  senior  node  as 
the  starting  node.  The  star  represents  the 
current  data  set. 

2)  for  a  name  of  an  "intermediate"  node  in  the  data 
tree  if  the  colon  was  not  entered  in  1.  (sub  - 
structure  underneath  this  node  will  be  deleted)  . 

3)  whether  or  not  to  resequence  the  vector  id’s  of 
the  vectors  lying  at  nodes  in  the  substructure 
being  deleted.  If  vector  resequencing  occurs, 
the  user  is  also  requested  a  starting  vector 

id  number. 

ALGORITHM  /  NOTES: 

Erase  screen  and  home  cursor  (ERASE). 

REPEAT 

Prompt  user  for  treename.  (PROMPT). 

Check  for  a  colon. 

Check  for  star. 

UNTIL  (valid  tree  name) 
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REPEAT 

IF  (colon  not  typed  above)  THEN 
Ask  for  nodename. 

Search  TI  file  for  node  (TISRCH). 

IF  (node  is  a  lowest  node)  THEN 

Send  error  message  back  to  use.". 

ENDIF 

ENDIF 

IF  (nodename  =  senior  node)  THEN 
Request  confirmation. 

ENDIF  -  -  - 

UNTIL  (valid  nodename  and  treename) 

Prompt  user  for  resequencing  strategy. 

(PROMPT). 

Determine  beginning  and  end  of  the  set  of  lowest  node 
underneath  the  user-supplied  node. 

Check  to  see  if  existing  node  name  or  class  symbol  is 
unique  as  a  low  node. 

IF  (name  or  symbol  is  not  unique)  Prompt  user  for  new 
name  and  check  this  one. 

Create  a  new  TV  file  (CREATR)  to  transfer  vectors 
into . 

For  each  lowest  node  in  the  tree  that  is  not  beneath 
the  user-supplied  node: 

1.  transfer  vectors  into  new  TV  file. 

2.  change  vector  pointer  in  TI  file. 

Transfer  vectors  from  lowest  nodes  underneath  user- 
supplied  node  into  new  TV  file  and  set  VP  in  user- 
supplied  node. 
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Adjust  counts  and  pointers  in  user-supplied  node  and 
in  all  nodes  above  that  one.  These  include: 

o  LNLP  of  the  user-supplied  node. 

o  LNLP  of  the  node  that  points  to  the  first 

lowest  node  beneath  the  user-supplied 
node. 

o  LNBP  of  the  node  that  is  pointed  to  by 

the  LNLP  of  the  last  lowest  node  beneath 
the  user- suppl ied  node. 

o  FCP  of  the  user-supplied  node. 

o  FLNP  of  the  user-supplied  node. 

o  Number  of  lowest  nodes  beneath  the  user- 

supplied  node  and  all  nodes  above  it. 

o  FLNP  of  any  node  above  the  user-suppl ied 

node  if  this  pointer  pointed  to  a  lowest 
node  beneath  the  user-supplied  node. 

Add  all  nodes  beneath  the  user  supplied  node  to  the 
garbage  list  of  the  TI  file  (GARBND) . 

Delete  the  old  tree  and  rename  the  dummy  tree  to  the 
old  tree  name  (RENAMT). 

Tell  user  that  substructure  has  been  deleted. 

UNTIL  (User  is  finished  deleting  substructures) 

END 

NOTE 

DDSUBSTR  needs  9  logical  unit  numbers  allocated, 
rather  than  the  8  which  appear  to  be  indicated. 
This  is  due  to  the  fact  that  CREATR  opens  the 
tree  list  file. 


FILES: 

CM  -  communications 
TV  -  tree  vector 
TI  -  tree  information 
TL  -  tree  list 


instrumentation 
Olpars  option  file 
HS  -  History 
TV2  -  new  tree  vectors 
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REFERENCED  BY: 

OLPARS  user, 
SUBPROGRAMS  REFERENCED: 


CHARFL 

CLOSTR 

CMGOTH 

CMGCDS 

COPYVC 

CREATR 

ERASE 

FIXKLV 

GARBND 

GLONOD 

GNXTND 

INSCHR 

INSINT 

INSRET 

LENGA 

MENU 

OEXIT 

OPENFX 

PROMPT 

RENAMT 

TIGCAP 

TIGCOP 

TIGET 

TIGHDR 

TIPCOP 

TIPNAM 

TISRCH 

TRMGET 

TRMPUT 

TVPHDR 

HISTORY: 

designed  by  David  A.  Birnbaum  July  31,  1978 
programmed  by  John  W.  Tenney  February  18,  1981 


V 


EQUALA 

INSINI 

OPENTR 

TIPCAP 

UNIQND 
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PROGRAM  NAME:  DELETE 

CATEGORY:  OLPARS  utility  (system  dependent) 

PROGRAM  DESCRIPTION: 

DELETE  will  delete  any  file,  whether  open  or  closed, 
using  the  .DLFNB  routine  from  the  SYSLIB.OLB  library 
under  RSX-1 1M  V3 • 1  - 

PROGRAM  USAGE: 

INTEGER  DELETE 

N  =  DELETE ( FI LN AM , ERRCOD) 

INPUT  ARGUMENTS: 

FILNAM  -  L0GICAL*1  array;  file  name  represented  by  ASCII 

characters 

OUTPUT  ARGUMENTS: 

ERRCOD  -  INTEGER;  the  file  control  service  routine 

error  code  returned  on  an  error 
from  .DLFNB 


ALGORITHM  /  NOTES: 

The  function  value  of  DELETE  will  be  set  to  -1  if  an 
error  has  occurred.  If  the  error  was  caused  by  FCS 
functions  .CLOSE  or  .DLFNB,  the  error  code  parameter 
will  be  set  to  the  error  code  found  in  offset  F.ERR 
in  the  fdb  used  by  DELETE.  If  the  error  was  caused 
by  an  invalid  lun  (calling  $FCHNL)  or  by  an  invalid 
syntax  in  the  file  name  (invoking  CSI$1)  or  by 
an  appended  switch  to  the  file  name  (invoking  CSI$2) 
then  the  error  code  will  not  be  set  (left  at  0). 

REFERENCED  BY: 

Level  I  subroutines  and  utility  programs 


HISTORY: 


designed  by  Steve  Haehn  January  19,  1979 
programmed  by  Dave  Tipton  March  12,  1979 
modified  by  D.  T.  June  14,  1979 
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PROGRAM  NAME:  DELETR 


CATEGORY:  Level  II  File  Manipulation  Subroutine 


PROGRAM  DESCRIPTION: 

DELETR  removes  the  files  that  make  up  an  OLPARS  tree 
from  the  operating  system  file  structure.  The  calling 
program  supplies  the  NAME  of  the  tree  and  the  TYPE 
of  tree  (data  or  logic) .  The  TYPE  tells  DELETR  which 
list  file,  logic  or  tree,  to  search  through  for  the 
tree  NAME. 

Value  of  TYPE  -  1  -  data  tree 

2  -  logic  tree 

PROGRAM  USAGE: 

LOGICAL  DELETR 


IF  (DELETR(TRNAME,TRTYPE))  THEN 


INPUT  ARGUMENTS: 

TRNAME  -  CHARACTER  STRING;  ’name*  of  OLPARS  tree  to 

be  deleted 

TRTYPE  -  INTEGER;  tree  type 


FILES: 


TI  -  tree  information 
TL  -  tree  list 
TV  -  tree  vector 
LI  -  logic  information 
LL  -  logic  list 
LV  -  logic  value 

SUBPROGRAMS  REFERENCED: 

CLOSFX ,  INSINT,  INSLOG,  INSPGM,  INSRET,  LLGENT,  LLGHDR , 
LLPENT ,  LLPHDR ,  LLSRCH ,  ODELET,  OPENFX,  TLGENT ,  TLGHDR , 
TLPENT ,  TLPHDR  ,  TLSRCH ,  TRMPUT 
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DIAGNOSTICS: 

If  the  tree  NAME  does  not  exist  in  the  tree/logic 
list  file,  DELETR  will  return  a  'false'  value. 

SEE  ALSO: 

RENAMT 

HISTORY: 

designed  by  Steve  E.  Haehn  June  22,  1978 
programmed  by  Jill  M.  King  August  29,1980 
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PROGRAM  NAME:  DIGCME 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

DIGCME  gets  a  DI  file  entry  for  confusion  matrix  displays 
PROGRAM  USAGE: 

CALL  DIGCME( FID, ENTNO , NASCLS , NAME, NOS, PRCENT , ASSCLS) 

INPUT  ARGUMENTS: 

FID  -  INTEGER;  the  file  descriptor  of  the  DI  file 
ENTNO  -  INTEGER;  the  entry  number 
NASCLS  -  INTEGER;  the  number  of  assigned  classes 
OUTPUT  ARGUMENTS: 

NAME  -  INTEGER  array  (NODLEN);  the  tree  class  name 

NOS  -  INTEGER  array  (4); 

NOS(1)  =  number  of  vectors 

N0S(2)  =  number  of  correct 

N0S(3)  s  number  of  errors 

N0S(4)  =  number  of  reject 

PRCENT  -  REAL  array  (3); 

PRCENT(I)  =  percent  correct 
PRCENT(2)  =  percent  errors 
PRCENTC3)  =  percent  reject 

ASSCLS  -  INTEGER  array  (50);  numbers  in  each  assigned 
class 


OLPARS  Program  Specifications 
DIGCME 

FILES: 

DI  -  display  information 
SUBPROGRAMS  REFERENCED: 

FGET 

HISTORY: 

designed  by  David  A.  Birnbaum  October  3,  1978 
programmed  by  John  W.  Tenney  March  25,  1981 
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PROGRAM  NAME:  DIGCMH 


CATEGORY:  Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 

DIGCMH  retrieves  a  DI  file  header  in  confusion  matrix 
format.  DIGCMH  is  the  opposite  of  DIPCMH. 

PROGRAM  USAGE: 

CALL  DIGCMH (FID , CODPTR , TOTALS . PRCENT , LOGNAM , CLSNAM , DCODE , 
DSNAME) 

INPUT  ARGUMENTS: 

FID  -  INTEGER;  the  file  descriptor  of  the  DI  file 

OUTPUT  ARGUMENTS: 

CODPTR  -  INTEGER  array  (7); 

,  CODPTR(I)  =  OLPARS  option  number 
CODPTR(2)  =  number  of  classes 
C0DPTR(3>  =  NDIM 
CODPTR(4)  =  number  of  vectors 
CODPTR(5)  =  logic  node  number 
CODPTR(6)  =  number  of  assigned  classes 
CODPTR (7 )  =  logic  type 

TOTALS  -  INTEGER  array  (3); 

TOTALS(I)  =  number  correct 
T0TALS(2)  =  number  errors 
T0TALSC3)  =  number  reject 

PRCENT  -  REAL  array  (3); 

PRCENT(I)  =  percent  correct 
PRCENT(2)  =  percent  errors 
PRCENT(3)  =  percent  reject 

LOGNAM  -  INTEGER  array  (TRELEN);  the  logic  name 

CLSNAM  -  INTEGER  array  (NODLEN.MAXCLS) ;  the  array  of 

reassigned  class  names 

DCODE  -  INTEGER;  display  code 

DSNAME  -  INTEGER  array  (TRELEN+NODLEN) ;  the  data  set  name 
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SUBPROGRAMS  REFERENCED: 

FGET 

SEE  ALSO: 

DIPCMH 

HISTORY: 

designed  by  John  W.  Tenney  April  28,  1981 
programmed  by  John  W.  Tenney  May  5,  1981 
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PROGRAM  NAME:  DIGDC 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

DIGDC  gets  the  display  code  from  the  DI  file. 

PROGRAM  USAGE: 

INTEGER  DIGDC 

DC  =  DIGDC(FIDDV) 

INPUT  ARGUMENTS: 

FIDDI  -  INTEGER;  the  file  descriptor  of  the  DI  file 
OUTPUT  ARGUMENTS: 

DIGDC  -  INTEGER;  the  display  code 
REFERENCED  BY: 

RDISPLAY 

SUBPROGRAMS  REFERENCED: 

FGET 

HISTORY: 


designed  by  David  A.  Birnbaum  September  20,  1978 
programmed  by  Dave  Tipton  June  18,  1979 
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PROGRAM  NAME:  DIGEFS 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

DIGEFS  gets  the  display  flag  symbol  from  either  a  one 
or  two-space  DI  file  entry. 

PROGRAM  USAGE: 

CALL  DIGEFS  (FDDI ,  ENTNUM,  DSPFSY) 

INPUT  ARGUMENTS: 

FDDI  -  INTEGER;  the  file  descriptor  of  the  DI  file 

ENTNUM  -  INTEGER;  entry  number  of  the  DI  file  entry 

to  be  accessed 

OUTPUT  ARGUMENTS: 

DSPFSY  -  INTEGER;  the  display  flag  symbol 

FILES: 

DI  -  display  information 
Instrumentation  files 

REFERENCED  BY: 

DISPCL 

SUBPROGRAMS  REFERENCED: 

FGET  INSCHR  INSINT  INSPGM  INSRET  OEXIT  TRMPUT 

SEE  ALSO: 

DIPEFS 

HISTORY: 

designed  by  Mark  Maginn  December  4,1980 
programmed  by  Mark  Maginn  December  4,1980 
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PROGRAM  NAME:  DIGENT 

CATEGORY:  Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 

DIGENT  gets  information  from  a  DI  file  entry  for  one- 
space  or  two-space  displays. 

PROGRAM  USAGE: 

CALL  DIGENT ( FID , ENTNO , ONETWO , NAME , NUMVEC , DVPTR , DISPLA , 
INFLAG, S1PTR) 


INPUT  ARGUMENTS: 

FID  -  INTEGER;  the  file  descriptor  of  the  DI  file 

ENTNO  -  INTEGER;  the  entry  number  in  the  DI  file 

ONETWO  -  INTEGER;  equals  1  for  a  one-space  DI  file 

equals  2  for  a  two-space  DI  file 


OUTPUT  ARGUMENTS: 


NAME  -  INTEGER  array  (NODLEN);  the  classname 
NUMVEC 
DVPTR 
DISPLA 
INFLAG 


INTEGER 

INTEGER 

INTEGER 

INTEGER 


the  number  of  vectors 
the  DV  file  pointer 
the  display  flag 


the  intensity  flag  (set  to  zero  for 
two-space  DI  file) 


S1PTR  -  INTEGER;  the  SI  file  pointer  (set  to  zero  for 

two-space  DI  file) 


FILES: 


DI  -  display  information 
SUBPROGRAMS  REFERENCED: 

FGET, PACKW,TRMPUT 
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HISTORY: 

designed  by  Steve  Haehn  October  24,  1978 
programmed  by  Donna  Morris  May  20,1979 


144 


OLPARS  Program  Specifications 

DIGHDI 


PROGRAM  NAME:  DIGHDI 


CATEGORY:  Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 

DIGHDI  retrieves  those  portions  of  the  DI  file  that 
should  be  represented  by  integers  to  the  rest  of  OLPARS 
(for  one-  and  two-space  displays  only). 

DIGHDI  is  passed  the  file  descriptor  of  the  DI  file  and 
an  information  array  (INFO).  The  information  array  is 
both  an  input  and  an  output  array.  Non-negative  values 
in  INFO  are  replaced  with  the  item  referred  to  by  the 
INFO  array  subscript  (code).  The  coding  scheme  for 
DIGHDI  is  shown  under  ALGORITHM/NOTES. 

PROGRAM  USAGE: 

CALL  DIGHDI (FID, INFO) 

INPUT  ARGUMENTS: 

FID  -  INTEGER;  the  file  descriptor  of  the  DI  file 

INFO  -  INTEGER  array  (DINITM);  array  indicating  which  items 

to  retrieve.  This  array  is 
overwritten  with  values  of  the 
the  items  retrieved. 


OLPARS  Program  Specifications 
DIGHDI 


ALGORITHM  /  NOTES: 

CODE 

(SUBSCRIPT) 

ITEM  RETRIEVED 

ELEMENT  NUMBER  OF 
ITEM  IN  DI  HEADER 

1 

Display  Code 

1 

2 

OLPARS  Option  Number 

2 

3 

Dimension  of  Data  Set 

15 

4 

Number  of  Classes 

16 

5 

Number  of  Boundaries 

17 

6 

Number  of  Points  in 

First  Boundary 

18 

T 

First  Boundary  Pointer 

19 

8 

Number  of  Points  in 
Second  Boundary 

20 

9 

Second  Boundary  Pointer 

21 

10 

First  Proj.  Vector  No. 

30 

11 

Second  Proj.  Vector  No. 

31 

12 

Logic  Node  Number 

40 

13 

Total  Number  of  Vectors 

41 

14 

Number  of  Bins 

42 

15 

Type  of  Scaling 

43 

16 

Zoom  Flag 

44 

17 

One-Space  Intensity  Flag 

45 

FILES: 

DI  - 

display 

information 
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OLPARS  Program  Specifications 

DIGHDI 


1 

SUBPROGRAMS  REFERENCED:  j 

FCET, TRMPUT 

HISTORY: 

designed  by  Dave  Birnbaum  June  15,  1978 
programmed  by  Donna  Morris  May  4,1979 
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OLPARS  Program  Specifications 
DIGMAX 


PROGRAM  NAME:  DIGMAX 


CATEGORY:  Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 

DIGMAX  gets  the  current  or  original  min  and  max  values 
from  the  DI  file  header  for  one-  and  two-space  displays. 
It  is  passed  the  file  descriptor  (FID)  of  the  DI  file 
and  a  flag  I.  If  1=0,  DIGMhX  returns  the  original  min, 
max  values  in  MINMAX.  If  1  =  1  ,  DIGMAX  returns  the  current 
min, max  values  in  MINMAX. 

PROGRAM  USAGE: 

CALL  DIGMAXCFID, I, MINMAX) 

INPUT  ARGUMENTS: 

FID  -  INTEGER;  the  file  descriptor  of  the  DI  file 

I  -  INTEGER;  a  flag  which  determines  whether  to  get 
the  original  or  current  values 


OUTPUT  ARGUMENTS: 

MINMAX  -  REAL  array  (4); 

the  min  and  max  values  in  the  DI  file 


FILES: 


DI  -  display  information 
SUBPROGRAMS  REFERENCED: 

FGET 

HISTORY: 

designed  by  Dave  Birnbaum  June  21,  1978 
programmed  by  David  Tipton  June  7,  1979 


OLPARS  Program  Specifications 

DIGNAM 


PROGRAM  NAME:  DIGNAM 


CATEGORY:  Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 

DIGNAM  gets  the  name  of  a  data  set  or  a  logic  from 
the  DI  file  header  for  all  types  of  displays.  It 
is  passed  the  file  descriptor  (FID)  of  the  DI  file  and  a 
flag  (NAMFLG).  If  NAMFLG=0 ,  the  data  set  (treename, 
nodename  pair)  is  returned  in  NAMES.  If  NAMFLG=1 ,  the 
logic  name  is  returned  in  NAMES. 

PROGRAM  USAGE: 

CALL  DIGNAM(FID, NAMFLG, NAMES) 

INPUT  ARGUMENTS: 

FID  -  INTEGER;  the  file  descriptor  of  the  DI  file 
NAMFLG  -  INTEGER;  the  name  flag;  0  for  data  set;  1  for 

logic 

OUTPUT  ARGUMENTS: 

NAMES  -  INTEGERU2);  the  names  of  the  data  set  or  logic 


FILES: 


DI  -  display  information 
SUBPROGRAMS  REFERENCED: 

FGET 

HISTORY: 


designed  by 
programmed  by 


David  A.  Birnbaum  June  21,  1978 
Dave  Tipton  June  15,  1979 


149 


OLPARS  Program  Specifications 
DIGROE 


PROGRAM  NAME:  DIGROE 


CATEGORY:  Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 

DIGROE  retrieves  all  or  a  portion  of  the  DI  file 
rank  order  format  entry. 

PROGRAM  USAGE: 

CALL  DIGROE( FIDDI , BEGIN , NUMBER , BUFFER ) 

INPUT  ARGUMENTS: 

FIDDI  -  INTEGER;  file  descriptor  for  DI  file 
BEGIN  -  INTEGER;  the  number  of  the  first  pair 

of  elements  to  be  retrieved 
NUMBER  -  INTEGER;  the  number  of  pairs  of  elements 

to  be  retrieved 

OUTPUT  ARGUMENTS: 

BUFFER  -  REAL  array(2*NUMBER) ;  the  ranked  values/ 
associated  indices  that  are  returned 


FILES: 


DI  -  display  information 
REFERENCED  BY: 

PROBCONF,  SLCTMEAS ,  TRANSFRM ,  UNION 
SUBPROGRAMS  REFERENCED: 

FGET,  INSPGM ,  INSRET,  OEXIT,  TRMPUT 
SEE  ALSO: 

DIPROE 

HISTORY: 


designed  by  Kermit  Klingbail  October  4,  1978 
programmed  by  Donna  Morris  October  16,  1980 


.'j 
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OLPARS  Program  Specifications 

DIGROH 


PROGRAM  NAME:  DIGROH 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

DIGROH  reads  elements  from  the  header  of  the  Display 
Information  file,  in  rank  order  format. 

PROGRAM  USAGE: 

CALL  DIGROH ( FI DDI , ICODE , INF01 , INF 02) 

INPUT  ARGUMENTS: 

FIDDI  -  INTEGER;  file  descriptor  for  DI  file 

ICODE  -  INTEGER;  code  to  specify  which  elements  are 

to  be  read 

OUTPUT  ARGUMENTS: 

INF01  -  See  Algorithm/Notes 
INF02  -  See  Algorithm/Notes 
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OLPARS  Program  Specifications 
DIGROH 


ALGORITHM  /  NOTES : 


ICODE 

INF01 

INF02 

Content 

0 

Integer  Array 
(8  +  MAXCLS) 

Not  Used 

Entire  Header 

1 

Integer 

Not  Used 

Display  Code 

2 

Integer 

Not  Used 

Option  Number 

3 

Integer 

Not  Used 

ndim 

4 

Integer 

Not  Used 

nclas 

5 

Integer 

Not  Used 

Rank  Option 

6 

Integer 

Integer 

Rank  Option 
Parameters 

7 

Integer 

Not  Used 

Sort  Order  Flag 

8 

Integer  Array 
(MAXCLS) 

Integer 

Display  Character 
List,  nclas 

NOTE 

:  MAXCLS  =  the 

maximum  number 

of  classes  allowed 

FILES : 

DI  -  display  information  (rank  order  format) 
REFERENCED  BY: 

RODISP 

SUBPROGRAMS  REFERENCED: 

FGET,  XNSPGM ,  INSRET,  PACKW 
SEE  ALSO: 

DIPROH 

HISTORY: 


designed  by  Kermit  Klingbail  October  4,  1978 
programmed  by  Donna  Morris  October  17,  1980 


OLPARS  Program  Specifications 

DIGROI 


PROGRAM  NAME:  DIGROI 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

DIGROI  reads  the  best  class/best  class  pair  indices 
array  from  the  DI  file  header 

PROGRAM  USAGE: 

CALL  DIGROI ( FIDDI , NDIM , I NDEXS) 

INPUT  ARGUMENTS: 

FIDDI  -  INTEGER;  the  file  descriptor  of  the  DI  file 
NDIM  -  INTEGER;  the  vector  dimensionality 

OUTPUT  ARGUMENTS: 

INDEXS  -  INTEGER  array( 2»NDIM) ;  the  best  class/best 

class  pair  indices  array 


FILES: 

DI  -  display  information  file  (rank  order  format) 
REFERENCED  BY: 

RODISP 

SUBPROGRAMS  REFERENCED: 

FGET,  INSPGM ,  INSRET,  PACKW 
SEE  ALSO: 

DIPROI 

HISTORY: 


designed  by  Donna  Morris  December  10,  1980 
programmed  by  Donna  Morris  December  10,  1980 


OLPARS  Program  Specifications 
DIPCME 

PROGRAM  NAME:  DIPCME 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

DIPCME  puts  a  DI  file  entry  for  confusion  matrix  displays 
PROGRAM  USAGE: 

CALL  DIPCMEC FID , ENTNO , NASCLS , NAME , NOS , PRCENT , ASSCLS) 

INPUT  ARGUMENTS: 

FID  -  INTEGER;  the  file  descriptor  of  the  DI  file 

ENTNO  -  INTEGER;  the  entry  number 

NASCLS  -  INTEGER;  the  number  of  assigned  classes 

NAME  -  INTEGER  array  (NODLEN);  the  tree  class  name 

NOS  -  INTEGER  array  (4); 

NOS(1''  s  number  of  vectors 

NOSC,.;  =  number  of  correct 

N0S(3)  =  number  of  errors 

NOS(4)  =  number  of  reject 

PRCENT  -  REAL  array  (3); 

PRCENT(I)  =  percent  correct 
PRCENTC2)  =  percent  errors 
PRCENTO)  =  percent  reject 

ASSCLS  -  INTEGER  array  (50);  numbers  in  each  assigned 

class 
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OLPARS  Program  Specifications 

DIPCME 


FILES: 


DI  -  display  information 


SUBPROGRAMS  REFERENCED: 


FPUT 


HISTORY: 


designed  by  David  A.  Birnbaum  October  3,  1978 
programmed  by  John  W.  Tenney  March  25,  1981 


OLPARS  Program  Specifications 
DIPCMH 


PROGRAM  NAME:  DIPCMH 


CATEGORY:  Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 

DIPCMH  writes  the  DI  file  header  for  confusion  matrix 
displays . 

PROGRAM  USAGE: 

CALL  DIPCMH(FID , CODPTR , TOTALS , PRCENT , LOGNAM , CLSNAM , DCODE , 
DSNAME) 

INPUT  ARGUMENTS: 

FID  -  INTEGER;  the  file  descriptor  of  the  DI  file 

CODPTR  -  INTEGER  array  (7); 

CODPTR(I)  =  OLPARS  option  number 
C0DPTRC2)  =  number  of  classes 
C0DPTR(3)  =  NDIM 
CODPTR(4)  =  number  of  vectors 
CODPTR(5)  =  logic  node  number 
C0DPTR(6)  =  number  of  assigned  classes 
C0DPTR(7)  =  logic  type 

TOTALS  -  INTEGER  array  (3); 

TOTALS(I)  =  number  correct 
T0TALSC2)  =  number  errors 
T0TALS(3)  =  number  reject 

PRCENT  -  REAL  array  (3); 

PRCENT(I)  =  percent  correct 
PRCENT(2)  =  percent  errors 
PRCENT(3)  =  percent  reject 

LOGNAM  -  INTEGER  array  (TRELEN);  the  logic  name 

CLSNAM  -  INTEGER  array  ( NODLEN , MAXCLS) ;  the  array  of 

reassigned  class  names 

DCODE  -  INTEGER;  the  display  code 

DSNAME  -  INTEGER  array  (TRELEN+NODLEN) ;  the  data  set  name 
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OLPARS  Program  Specifications 

DIPCMH 


SUBPROGRAMS  REFERENCED: 

FPUT 

HISTORY: 

designed  by  John  W.  Tenney  April  29,  1978 
programmed  by  John  W.  Tenney  May  5,  1981 


OLPARS  Program  Specifications 
DIPEFS 


PROGRAM  NAME:  DIPEFS 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

DIPEFS  puts  the  display  flag  symbol  into  either  a  one 
or  two-space  DI  file  entry. 

PROGRAM  USAGE: 

CALL  DIPEFS  (FDDI ,  ENTNUM,  DSPFSY) 

INPUT  ARGUMENTS: 

FDDI  -  INTEGER;  the  file  descriptor  of  the  DI  file 

ENTNUM  -  INTEGER;  entry  number  of  the  DI  file  entry 

to  be  accessed 

DSPFSY  -  INTEGER;  the  display  flag  symbol 

FILES: 

DI  -  display  information 
Instrumentation  files 

REFERENCED  BY: 

DSPROJ,  LCPRO.I 

SUBPROGRAMS  REFERENCED: 

FPUT  INSCHR  INSINT  INSPGM  INSRET 

SEE  ALSO: 

DIGEFS 

HISTORY: 


designed 

by 

Mark 

Maginn 

December 

4,1980 

programmed 

by 

Mark 

Maginn 

December 

4,1980 

-  -■  -nir  nVhitiliv  ■ 
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OLPARS  Program  Specifications 

DIPENT 


PROGRAM  NAME:  DIPENT 

CATEGORY:  Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 


DIPENT  puts  information  into  a  DI  file  entry  for  one- 
space  or  two-space  displays.  It  is  passed  the  file 
descriptor  of  the  DI  file  (FIDDI),  an  entry  number 
in  ENTNO  and  an  array  IPUT  of  negative  ones  and  zeros. 
DIPENT  only  writes  when  IPUT  entries  are  on  as  follows: 


If  IPUT ( 1 )  =  0 
If  IPUT(2)  =  J 
If  IPUT(3>  =  0 
If  IPUT (4 )  =  0 
If  IPUTC5)  =  0 
If  IPUT(6 )  =  0 


ACTION 


The  contents  of  NAME  are  written 
into  the  classname. 

NUMVEC  is  written  into  the  num¬ 
ber  of  vectors. 

DVPTR  is  written  into  the  DV 
file  pointer. 

ONOFF  is  written  into  the  display 
flag. 

INFLAG  is  written  into  the  in¬ 
tensity  flag. 

S1PTR  is  written  into  the  SI 
pointer . 


PROGRAM  USAGE: 

CALL  DIPENT( FIDDI , ENTNO , IPUT , NAME , NUMVEC , DVPTR , ONOFF , 
INFLAG, S1PTR) 

INPUT  ARGUMENTS: 


FIDDI  - 
ENTNO  - 
IPUT  - 
NAME  - 
NUMVEC  - 
DVPTR  - 
ONOFF  - 
INFLAG  - 
S1PTR  - 


INTEGER;  the  file  descriptor  of  the  DI  file 

INTEGER;  the  entry  number  in  DI  to  write  to 

INTEGER  array  (6);  action  code  storage 

INTEGER;  the  classname 

INTEGER;  the  number  of  vectors 

INTEGER;  the  DV  file  pointer 

INTEGER;  the  display  flag 

INTEGER;  the  intensity  flag 

INTEGER;  the  SI  file  pointer 
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OLPARS  Program  Specifications 
DIPENT 


FILES: 

DI  -  display  information 
SUBPROGRAMS  REFERENCED: 

FPUT ,  ITREAL 

HISTORY: 

designed  by  Dave  Birnbaum  September  12,  1978 
programmed  by  Donna  Morris  April  1,1979 
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OLPARS  Program  Specifications 

DIPHDI 


PROGRAM  NAME:  DIPHDI 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

DIPHDI  puts  integer  information  into  the  one-  or  two- 
space  DI  file  header.  DIPHDI  is  passed  the  file  descrip¬ 
tor  of  the  DI  file  and  an  array  of  values  (INFO).  The 
INFO  array  subscript  is  the  code  of  an  item  that  can  be 
referenced  by  DIPHDI.  A  negative  value  in  the  array 
indicates  that  the  item  specified  by  the  code  (subscript) 
is  not  to  be  written.  The  codes  are  the  same  as  in 
DIGHDI. 

PROGRAM  USAGE: 

CALL  DIPHDI ( FID , INFO) 

INPUT  ARGUMENTS: 

FID  -  INTEGER;  the  file  descriptor  of  the  DI  file 
INFO  -  INTEGER  array  ( DINITM) ;  the  array  of  val-  es 

FILES: 

DI  -  display  information 
SUBPROGRAMS  REFERENCED: 

FPUT 

SEE  ALSO: 

DIGHDI 

HISTORY: 

designed  by  Dave  Birnbaum  June  15,  1978 
programmed  by  Donna  Morris  May  4,  1979 
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OLPARS  Program  Specifications 
DIPMAX 


PROGRAM  NAME:  DIPMAX 


CATEGORY:  Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 

DIPMAX  puts  the  current  or  original  min  and  max 
values  into  the  DI  file  header  for  one-space  or 
two-space  displays. 

DIPMAX  is  passed  the  file  descriptor  (FID)  of  the 
DI  file,  a  flag  OCFLAG,  set  equal  to  0  or  1 ,  and 
MINMAX  (a  real  array  that  contains  the  original 
or  current  min, max  values). 

If  OCFLAG=0 ,  DIPMAX  places  MINMAX  into  the  original 
min,  max  area  in  the  DI  file  header.  If  0CFLAG=1 , 
DIPMAX  places  MINMAX  into  the  current  min, max  area 
in  DI .  For  one-space  displays  the  y  min  and  max 
values  should  be  set  to  0. 

PROGRAM  USAGE: 

CALL  DIPMAXCFID, OCFLAG, MINMAX) 

INPUT  ARGUMENTS: 

FID  -  INTEGER;  the  file  descriptor  of  the  DI  file 
OCFLAG  -  INTEGER;  original/current  flag 
MINMAX  -  REAL  array  (4);  the  min, max  values 

FILES: 


DI  -  display  information 
SUBPROGRAMS  REFERENCED: 

FPUT 


HISTORY: 

designed  by  Dave  Birnbaum  June  23,  1978 
programmed  by  David  Tipton  June  7,  1979 


u. 
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OLPARS  Program  Specifications 

DIPNAM 


PROGRAM  NAME:  DIPNAM 


CATEGORY:  Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 

DIPNAM  puts  the  name  of  a  data  set  or  a  logic 
into  the  DI  file  header  for  all  types  of  displays. 

It  is  passed  the  file  descriptor  (FID)  of  the  DI  file, 
a  flag  NAMFLG  and  the  names  in  NAMES.  IF  NAMFLG=0 , 
NAMES  is  placed  in  the  data  set  portion  of  the  DI 
header.  If  NAMFLG=1 ,  the  first  eight  characters  of 
NAMES  are  placed  in  the  logic  portion  of  the  DI 
header . 

PROGRAM  USAGE: 

CALL  DIPNAM(FID, NAMFLG, NAMES) 

INPUT  ARGUMENTS: 

FID  -  INTEGER;  the  file  descriptor  of  the  DI  file 
NAMFLG  -  INTEGER;  the  name  flag;  0=  put  data  set  names, 

1=  put  logic  name 

NAMES  -  INTEGER  array  (12);  the  data  set  or  logic  tree 

names 

FILES: 

DI  -  display  information 
SUBPROGRAMS  REFERENCED: 

FPUT 

HISTORY: 

designed  by  David  A.  Birnbaum  June  22,  1978 
programmed  by  Dave  Tipton  June  15,  1979 
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QLPARS  Program  Specifications 
DIPROE 


PROGRAM  NAME:  DIPROE 


CATEGORY:  Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 

DIPROE  writes  all  or  a  portion  of  the  DI  file 
rank  order  format  entry. 

PROGRAM  USAGE: 

CALL  DIPROE(FIDDI, BEGIN, NUMBER, BUFFER) 

INPUT  ARGUMENTS: 

FIDDI  -  INTEGER;  file  descriptor  for  DI  file 
BEGIN  -  INTEGER;  the  number  of  the  first  pair 

of  elements  to  be  written 
NUMBER  -  INTEGER;  the  number  of  pairs  of  elements 

to  be  written 

BUFFER  -  REAL  array( 2*NUMBER ) ;  ranked  values  and 
associated  indices  to  be  written 

FILES: 


DI  -  display  information 
REFERENCED  BY: 

DSCRMEAS,  PROBCONF ,  RANK,  SLCTMEAS,  UNION 
SUBPROGRAMS  REFERENCED: 

FPUT ,  INSPGM ,  INSRET 
SEE  ALSO: 


DIGROE 

HISTORY: 

designed  by  Kermit  Klingbail  October  4,  1978 
programmed  by  Donna  Morris  October  16,  1580 
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ARS  Program  Sped  float  ions 

DIPROH 


PROGRAM  NAME:  DIPROH 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

DIPROH  puts  elements  into  the  header  of  the  Display 
Information  file,  in  rank  order  format. 

PROGRAM  USAGE: 

CALL  DIPROH( FIDDI , ICODE , INF01 ,INF02) 

INPUT  ARGUMENTS: 

FIDDI  -  INTEGER;  file  descriptor  for  DI  file 

ICODE  -  INTEGER;  code  to  specify  which  elements  are 

to  be  written 

INFOI  -  See  Algorithm/Notes 
INF02  -  See  Algor ithm/Notes 

ALGORITHM  /  NOTES: 


ICODE 

INFOI 

INF02 

Content 

0 

Integer  Array 
(8  +  MAXCLS) 

Not  Used 

Entire  Header 

1 

Integer 

Not  Used 

Display  Code 

2 

Integer 

Not  Used 

Option  Number 

3 

Integer 

Not  Used 

ndim 

4 

Integer 

Not  Used 

nclas 

5 

Integer 

Not  Used 

Rank  Option 

6 

Integer 

Integer 

Rank  Option 
Parameters 

7 

Integer 

Not  Used 

Sort  Order  Flag 

8 

Integer  Array 
(MAXCLS) 

Integer 

Display  Character 
List,  nclas 

165 


OLPARS  Program  Specifications 
DIPROH 


NOTE:  MAXCLS  =  the  maximum  number  of  classes  allowed 

FILES: 

DI  -  display  information  (rank  order  format) 

REFERENCED  BY: 

DSCRMEAS,  PROBCONF,  RANK 
SUBPROGRAMS  REFERENCED: 

FPUT ,  INSPGM ,  INSRET,  ITREAL 
SEE  ALSO: 

DIGROH 

HISTORY: 

designed  by  Kermit  Klingbail  October  4,  1978 
programmed  by  Donna  Morris  October  17,  1980 
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OLPARS  Program  Specifications 

DIPROI 


PROGRAM  NAME:  DIPROI 


CATEGORY:  Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 

DIPROI  writes  the  best  class/best  class  pair  indices  as 
part  of  the  DI  file  header. 

PROGRAM  USAGE: 

CALL  DIPROI (FIDDI , NDIM , INDEXS) 

INPUT  ARGUMENTS: 

FIDDI  -  INTEGER;  the  file  descriptor  of  the  DI  file 
NDIM  -  INTEGER;  the  vector  dimensionality 
INDEXS  -  INTEGER  array( 2*NDIM) ;  the  best  class/best 

class  pair  indices  array 


FILES: 


DI  -  display  information  file  (rank  order  format) 
REFERENCED  BY: 

DSCRMEAS ,  PROBCONF,  RANK 
SUBPROGRAMS  REFERENCED: 

FPUT ,  INSPGM ,  INSRET,  ITREAL 
SEE  ALSO: 

DIGROI 

HISTORY: 


designed 

by 

Donna 

Morris 

December 

10, 

1980 

programmed 

by 

Donna 

Morris 

December 

10, 

1980 
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OLPARS  Program  Specifications 
DISPCL 

PROGRAM  NAME:  DISPCL 

CATEGORY:  Terminal  Display  Routine 

PROGRAM  DESCRIPTION: 

DISPCL  is  passed  the  file  descriptor  (FID)  of  the  DI 
file.  DISPCL  first  erases  the  screen  and  moves  the 
cursor  to  the  upper  left-hand  portion  of  the  screen. 
It  then  goes  through  the  DI  file,  entry  by  entry, 
displaying  the  class  symbols  (two  symbols  per  line) 
and  placing  an  *  (asterisk)  next  to  those  classes 
where  the  display  flag  is  on. 

PROGRAM  USAGE: 

CALL  DISPCL(FID) 

INPUT  ARGUMENTS: 

FID  -  INTEGER;  the  file  descriptor  of  the  DI  file 

FILES: 

DI  -  display  information 
SUBPROGRAMS  REFERENCED: 

ERASE,  DIGHDI ,  DIGENT,  TRMPUT 

HISTORY: 

designed  by  Dave  Birnbaum  September  20,  1978 
programmed  by  David  Tipton  June  6,  1979 
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PROGRAM  NAME:  DISTEU 

CATEGORY:  Numerical  Computation  Algorithm 

PROGRAM  DESCRIPTION: 

DISTEU  returns  as  its  value  the  square  of  the  Euclidean 
distance  between  two  vectors.  This  is  defined  as: 

NDIM 

dist  s  sum  (  x(i)  -  y(i)  )**2 
1  =  1 

Where  **2  =  [raised  to  the  second  power] 

NDIM 

sum  =  [the  summation  as  i  goes  from  1  to  NDIM] 
i=1 

PROGRAM  USAGE: 

REAL  FUNCTION  DISTEU 
D  =  DISTEU(VEC1 ,VEC2,NDIM) 

Where  VEC1  =  [x(1)  x(NDIM)] 

VEC2  =  [y( 1 )  , y(NDIM) ] 

INPUT  ARGUMENTS: 

VEC1  -  REAL  array  (NDIM);  the  first  vector 
VEC2  -  REAL  array  (NDIM);  the  second  vector 
NDIM  -  INTEGER;  the  dimension  of  the  vectors 

REFERENCED  BY: 

NMDIST 

HISTORY: 

designed  by  David  A.  Birnbaum  September  22,  1978 
programmed  by  John  W.  Tenney  March  11,  1981 
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PROGRAM  NAME:  DISTMA 

CATEGORY:  Numerical  Computation  Algorithm 

PROGRAM  DESCRIPTION: 

DISTMA  returns  as  its  value  the  Mahalanobis  distance 
squared  between  two  vectors. 

PROGRAM  USAGE: 

REAL  FUNCTION  DISTMA 

D  =  DISTMA(VEC1 ,VEC2, NDIM, MATRIX) 

INPUT  ARGUMENTS: 

VEC1  -  REAL  array  (NDIM) ;  the  first  vector 
VEC2  -  REAL  array  (NDIM);  the  second  vector 
NDIM  -  INTEGER;  the  vector  dimensionality 
MATRIX  -  REAL  array  ((NDIM  *  (NDIM+1 ) ) /2) ;  the  matrix 
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ALGORITHM  NOTES: 

The  Mahalonobis  distance  is  defined  by: 
dist  =  DVT  »  COV(-I)  «  DV 
where  DV  =  distance  vector  (VEC1  -  VEC2) 

DVT  =  transpose  of  DV 

COV(-I)  =  The  inverse  of  the  covariance  matrix 


The  following  example  shows  the  derivation  of  the 
algorithm.  This  example  is  for  NDIM=3: 

1 cC 1  ,1)  c(1,2)  c ( 1  ,3) !  (A 
(A  B  C)  ! c ( 2 , 1 )  c(2 ,2)  c ( 2 , 3  >  !  B 
ic(3,1)  c( 3 ,2)  c( 3 , 3) i  C) 

=  ( Ac ( 1 , 1 )  +  Bc(2 , 1 )  +  Cc ( 3  ,  1 ) )  »  A  + 

( Ac ( 1 , 2 )  +  Be  ( 2 , 2)  +  Cc  (  3 , 2) )  *  B  + 

( Ac ( 1 , 3 )  +  Be(2,3)  +  Cc( 3 , 3) )  *  C 

=  AAc (1,1)  +  ABc( 2 , 1 )  +  ACc (3,1)  + 

ABc( 1,2)  +  BBc(2 ,2)  +  BCc(3,2)  + 

ACc( 1,3)  +  BCc(2 , 3)  +  CCc( 3 ,3) 

Since  the  inverse  of  the  covariance  is  a  symmetrical 
matrix,  any  element  with  (x,y)  as  coordinates  is 
equal  to  any  with  (y,x). 

Therefore: 

dist  =  AAc (1,1)  +  2ABc( 1,2)  +  2ACc(1,3)  + 

BBc(2,2)  +  2BCc(2,3)  + 

CCc(3,3) 


REFERENCED  BY: 

NMDIST 

HISTORY: 


designed  by  John  W.  Tenney  March  11,  1981 
programmed  by  John  W.  Tenney  March  11,  1981 
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PROGRAM  NAME:  DISTQC 

CATEGORY:  Numerical  Computation  Algorithm 

PROGRAM  DESCRIPTION: 

DISTQC  returns  as  its  value  the  value  of  the  quadratic 
classifier  discriminant  function  between  a  vector  and 
a  class  in  NMV  logic. 

PROGRAM  USAGE: 

REAL  FUNCTION  DISTQC 

D  =  DISTQC  (VEC1 , VEC2 , NDIM , MATRIX, DET , PR OB) 

INPUT  ARGUMENTS: 

VEC1  -  REAL  array  (NDIM);  the  vector 

VEC2  -  REAL  array  (NDIM);  the  mean  vector 

NDIM  -  INTEGER;  the  dimension 

MATRIX  -  REAL  array  ((NDIM  (NDIM+1 ) )/2) ;  the  packed  in¬ 
verse  of  the  covariance  matrix 

DET  -  REAL;  the  determinant  of  the  covariance  matrix 

PROB  -  REAL;  the  a  priori  probability 

SUBPROGRAMS  REFERENCED: 

DISTMA 
REFERENCED  BY: 

NMDIST 

HISTORY: 

designed  by  John  W.  Tenney  May  14,  1981 
programmed  by  John  W.  Tenney  May  21,  1981 


172 


OLPARS  Program  Specifications 

DISTVA 


PROGRAM  NAME:  DISTVA 

CATEGORY:  Numerical  Computation  Algorithm 

PROGRAM  DESCRIPTION: 

DISTVA  returns  as  its  value  the  square  of  a  weighted 
Euclidean  distance  between  two  vectors.  This  is  de¬ 
fined  as 


Ndim  (  x(i)  -  y(i)  )  **2 

dist  =  sum  - 

i=1  V(i) 

where  **2  =  [raised  to  the  second  power] 

Ndim 

sum  =  [the  summation  as  i  goes  from  1  to  Ndim] 
i=1 

V  =  [V(D  V(NDIM)]  are  the  weights. 

V  is  the  vector  of  variances  when  used  by  NMV  routines. 
PROGRAM  USAGE: 

D  =  DISTVA(VEC1 ,VEC2,NDIM,V) 

REAL  FUNCTION  DISTVA 

Where:  VEC1  =  [x(1)  , x(NDIM)]  is  the  first  vector, 
VEC2  s  [y(1)  y(NDIM)]  is  the  second  vector, 


INPUT  ARGUMENTS: 

VEC1  -  REAL  array  (NDIM);  the  first  vector 

VEC2  -  REAL  array  (NDIM);  the  second  vector 

V  -  REAL  array  (NDIM);  the  weights 

NDIM  -  INTEGER;  the  vector  dimensionality 

REFERENCED  BY: 

NMDIST 


HISTORY: 

designed  by  David  A.  Birnbaum  September  29,  1978 
programmed  by  John  W.  Tenney  March  11,  1981 
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PROGRAM  NAME:  DITHER 

CATEGORY:  Numerical  Computation  Algorithm 


PROGRAM  DESCRIPTION: 

This  routine  is  used  in  conjunction  with  the  INVERT 
routine.  When  a  linearly  dependent  row  is  found  in  a 
symetrie  matrix,  this  implies  that  the  matrix  is 
singular,  ie.  no  inverse  exists.  The  function  of  the 
DITHER  routine  is  to  slightly  change  the  diagonal 
element  in  the  linearly  dependent  row  of  the  matrix 
to  be  inverted,  and  hence  eliminate  the  linear 
dependence.  Thus  the  inverse  computed  is  actually  the 
inverse  of  a  matrix  slightly  different  from  the 
original . 

PROGRAM  USAGE: 

CALL  DITHER ( MATRIX, ROW , NDIM) 

INPUT  ARGUMENTS: 

MATRIX  -  REAL  array  ( (Ndim*(Ndim+1 ) )/2) ;  the  lower 

triangular  portion  of  the  symetrie 
matrix  to  be  inverted,  stored  as  a 
vector 

ROW  -  INTEGER;  the  row  containing  the  linear 
dependency 

NDIM  -  INTEGER;  the  order  of  the  matrix 
OUTPUT  ARGUMENTS: 

MATRIX  -  REAL  array  ( (Ndim*(Ndim+1 ) ) /2) ;  the  lower 

triangular  portion  of  the  symetrie 
matrix,  stored  as  a  vector,  after 
the  pivot  element  has  been  changed 
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AGORITHM/ NOTES : 

DO  i  =  1 , Ndira 

IF  (i  =  row  number  of  linearly  dependent  row)  THEN 

Locate  the  'bad'  diagonal  pivot  element  in  the  row 
and  store  it's  vector  location  (IDX). 

ELSE 

Locate  the  diagonal  element  of  minimum  value  in  the 
array,  not  equal  to  zero  (excluding  the  'bad'  pivot 
element . 

ENDIF 

ENDDO 

Clear  the  error  flag. 

Slight! v  alter  the  pivot  element  in  the  linearly 
dependent  row  to  eliminate  the  linear  dependency. 

The  formulas  are  as  follows: 

IF  ( Matrix (KK) .eq .0)  Matrix(KK)= ( .5)*minimum 
IF  (Matrix(KK) .ne.O)  Matr ix (KK) = (1 . 00 1 ) *Matr ix ( KK) 

RETURN 

FILES: 

instrumentation  file 
REFERENCED  BY: 

L1ASDG,  L2ASDG,  L2FSHP ,  S2FSHP 
SUBPROGRAMS  REFERENCED: 

IDX,  INSFLT ,  INSINT,  INSPGM,  INSRET 


HISTORY: 


designed  by  Jill  King  September  29,  1980 
programmed  by  Ji'.l  King  September  29,  1930 
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PROGRAM  NAME:  DLOGTREE 

CATEGORY:  Utility  Command 

PROGRAM  DESCRIPTION: 

DLOGTREE  deletes  a  user-specified  logic  tree  from 
the  user's  directory. 

PROGRAM  USAGE: 

User  types  in  'DLOGTREE'. 

ALGORITHM  /  NOTES: 

Erase  screen  and  home  cursor  (ERASE). 

Retrieve  number  of  entries  in  tree  list  (LLGHDR). 

IF  (tree  list  is  empty)  THEN 

Send  message  to  user  and  exit  program. 

ENDIF 

DO  UNTIL  (user  enters  a  correct  logic  name  or  quits) 
Prompt  for  treenarae  (PROMPT). 

Delete  logic  (DELETR). 

Send  message  to  user  if  logic  name  does  not  exist. 
IF  (deleted  logic  is  the  current  logic)  THEN 
Change  current  logic  to  'NOLOGIC'  (CMGLOG, 
CMPLOG) . 

ENDIF 

ENDDO 

Put  up  option  list  at  user's  terminal  (MENU). 

END 
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FILES: 

CM  -  communication 
HS  -  history 
LI  -  logic  information 
LL  -  logic  list 
LV  -  logic  value 
instrumentation  file 
option  file 

REFERENCED  BY: 

OLPARS  user. 

SUBPROGRAMS  REFERENCED: 

CLOSFX ,  CMGLOG,  CMGOTH ,  CMPLOG,  DELETR ,  EQUALA,  ERASE, 
INSINI ,  INSRET,  LLGHDR ,  MENU,  OEXIT,  OPENFX,  PROMPT, 
TRMGET ,  TRMPUT 

HISTORY: 

designed  by  David  A.  Birnbaum  March  7,  1978 
programmed  by  Jill  M.  King  September  8,  1980 
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PROGRAM  NAME:  DLREGN 


CATEGORY:  Logic  Tree  File  Access  Routine 


PROGRAM  DESCRIPTION: 

DLREGN  enters  a  logic  block  (i.e.,  the  set  of  LV  file 
entries  that  correspond  to  a  logic  node  or  a  reject 
strategy  of  a  logic  node)  into  the  LV  free  list  (it 
deletes  a  logic  block  region)  . 

PROGRAM  USAGE: 

CALL  DLREGN ( FDLV , RGNPTR ) 

INPUT  ARGUMENTS: 

FDLV  -  INTEGER;  the  file  descriptor  of  the  LV  file 
RGNPTR  -  INTEGER;  the  starting  entry  in  the  LV  of  the 

logic  block 


ALGORITHM  /  NOTES: 

Get  LV  header  (LVGHDR)  . 

WHILE  (We’ve  not  reached  the  end  of  the  region 

(a  completed  region’s  last  link  is  zero)  or 
beginning  of  the  'free  list’  (an  incomplete 
region's  last  link  will  point  to  the  head 
of  the  free  list  -  see  program  'GNLVAE')) 

Take  entries  out  of  active  use,  that  is,  negate 
the  entry’s  current  link. 

ENDWHILE 

Write  LV  header  (LVPHDR) . 


FILES: 


LV  -  logic  value 
REFERENCED  BY: 

KILLND 

SUBPROGRAMS  REFERENCED: 

INSINT,  INSPGM ,  INSRET,  LVGHDR,  LVGLNK,  LVPHDR,  LVPLNK 
OEXIT ,  TRMPUT 
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designed  by  David  BirnBaum  September  19,  1978 
programmed  by  Steven  Haehn  March  5,  1981 


OLPARS  Program  Specifications 
DLSUBSTR 


PROGRAM  NAME:  DLSUBSTR 


CATEGORY:  UTILITY  COMMAND 


PROGRAM  DESCRIPTION: 

DLSUBSTR  deletes  the  logic  at  a  specified  logic  node. 
PROGRAM  USAGE: 

User  types  in  ’DLSUBSTR'. 

USER  INTERACTION: 

The  user  is  asked  for  the  name  of  the  logic  tree, 
the  logic  node  number  for  which  logic  is  to  be 
deleted,  and  what  type  of  logic  should  be  deleted: 

(1)  all  logic  at  and  below  the  logic  node  specified, 

(2)  independent  reject  strategy  only,  or 

(3)  decision  logic  only  (excluding  independent  reject 
strategy) . 

ALGORITHM  /  NOTES: 

Erase  the  screen  and  home  the  cursor  (ERASE). 

REPEAT 

Prompt  the  user  for  the  logic  tree  name  from  which 
logic  is  to  be  deleted  ( PROMPT, TRMGET) . 

If  a  colon  was  entered  before  the  tree  name 
(indicating  the  senior  node  will  be  the  starting 
node),  the  node  number  will  be  set  to  1  (EQUALA). 

If  an  asterisk  was  entered  (indicating  that  the 
current  logic  tree  is  wanted) ,  retrieve  the  current 
logic  tree  name  ( EQUALA, CMGLOG)  . 

UNTIL  (correct  response  is  given) 

Retrieve  the  name  of  the  design  data  set  (LIGDSN). 

Make  sure  the  logic  name  at  the  design  data  set  is  the 
same  a3  the  user  specified  logic  name  (TVGHDR , EQUALA) . 
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REPEAT 

IF  (a  colon  was  not  entered  before  the  tree  name)  THEN 

Prompt  the  user  for  the  logic  node  number  for 
which  logic  is  to  be  deleted  (PROMPT, 

TRMGET)  . 

ENDIF 

Make  sure  the  specified  logic  node  is  within  the 
range  of  valid  node  numbers  and  is  not  in  the  free 
list  (LIGLOG) . 

REPEAT 

Ask  the  user  for  the  type  of  logic  to  be  deleted: 

(1)  All  logic  at  and  below  the  logic  node 

(2)  Independent  Reject  Strategy  only 

(3)  Decision  Logic  only  (excludes  Independent 
Reject  Strategy) 

UNTIL  (correct  response  is  entered) 

IF  (the  user  has  selected  the  senior  logic  node, 
and  has  indicated  that  all  logic  at  and  below 
that  node  should  be  deleted)  THEN 

Make  sure  the  user  wants  to  delete  the  entire  data 
tree  structure  (PROMPT, TRMGET) . 

ENDIF 

IF  (All  logic  at  and  below  the  logic  node  is  to 
be  deleted)  THEN 

Delete  logic  substructure  and  fix  up  design 
data  set  (KILLND) 

ELSEIF  (Independent  Reject  Stategy  only  is  to  be 
deleted)  THEN 

Delete  the  Independent  Reject  Strategy  (DLREGN) 
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ELSEIF  (Decision  Logic  only  is  to  be  deleted)  THEN 

Save  pointer  in  LV  tc  Independent  Reject  Strategy 
Write  a  zero  in  LI  file  as  pointer  to  Ind.  Re j . 
Strategy 

Delete  Decision  Logic  and  fix  up  design  data  set 
(call  to  KILLND;  KILLND  will  think  there  is  no  Ind 
Re j .  Strat.  so  it  won’t  delete  it) 

Rewrite  the  correct  pointer  (in  LV)  to  the 
Ind.  Rej .  Strat. 

ENDIF 

Notify  the  user  that  logic  has  been  deleted. 

UNTIL  (user  quits  via  OLPARS  'exit  command’  character) 

Update  number  of  incomplete  logic  nodes  in  the  logic 
tree . 

IF  (logic  tree  is  incomplete)  Set  the  reassociated  names 

flag  to  zero  (not  set). 

IF  (the  current  logic  tree  was  specified)  update  the 
number  of  incomplete  logic  nodes  in  the  CM  file. 

Put  up  the  user '3  option  list  (MENU). 

END 

FILES: 

CM  -  communications  file 
HS  -  history  file 
LI  -  logic  information  file 
LV  -  logic  vector  file 
TI  -  tree  information  file 
TV  -  tree  vector  file 
instrumentation  file 
option  file 

SUBPROGRAMS  REFERENCED: 

CMGLOG,  CMGOTH,  CMPLOG,  DLREGN,  EQUALA,  ERASE, 

GETLST,  INSINI ,  INSRET,  KILLND,  LIGCOP,  LIGDSN, 

LIGLOG,  LIGSTR ,  LIPCOP,  LIPSTR,  MENU,  OEXIT, 

OPENFX ,  OPENTR ,  PROMPT,  TRMGET,  TRMPUT,  TVGHDR 
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HISTORY: 

designed  by  Jill  King  June  12,  1981 
programmed  by  Jill  King  June  12,  1981 
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PROGRAM  NAME:  DRAWBNDY 


CATEGORY:  Utility  Command 


PROGRAM  DESCRIPTION: 

DRAWBNDY  lets  an  OLPARS  user  draw  a  partition 
on  a  data  projection. 

PROGRAM  USAGE: 

User  types  in  ' DRAWBNDY ’ . 

USER  INTERACTION: 

Using  the  graphics  cursor,  the  user  is  asked  to  enter 
a  threshold  point  for  one-space  displays  (maximum  of 
two  thresholds) .  For  two-space  displays  he  is  asked 
to  enter  a  boundary  and  the  convex  region  of  the 
boundary  (maximum  of  two  boundaries,  maximum  of  6 
points  per  boundary) . 

During  one-space  entry: 

o  Typing  any  alphanumeric  character, 

except  'Q1,  enters  a  threshold  value. 

o  Typing  a  'Q'  quits  the  program  (automatic 

exit  occurs  after  entering  two  threshold 
values) . 

During  two-space  boundary  entry  mode: 

o  Typing  any  alphanumeric  character, 

except  fQ’,  enters  a  boundary  point. 

o  Typing  a  * Q *  quits  the  entering  of  the 

boundary.  (If  fQf  is  typed  before  entering 
any  points,  the  program  exits.)  After  six 
boundary  points  have  been  entered,  the  program 
automatically  leaves  boundary  entry  mode. 

During  two-space  convex  point  entry  mode: 

o  Typing  any  Iphanumeric  character, 

except  'Q',  enters  a  convex  point. 

o  Typing  a  ’Q'  exits  the  program. 

(Note:  Boundary  is  not  entered  into  the 
display  files  when  a  'Q*  is  typed 
in  this  mode.) 
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ALGORITHM  /  NOTES: 

Obtain  current  data  set  info,  from  CM  file. 

Obtain  the  display  code  from  the  DI  file. 

CHECK  FOR: 

-  'excess  measurement'  mode 

-  the  existence  of  a  current  data  set 

-  one  or  two  space  display  code 

-  OLPARS  long  prompt  mode 

Get  the  current  min's  and  max's  from  the  DI  file. 

IF  (this  is  a  TWO-SPACE  plot)  THEN 

Set  the  number  of  boundaries  to  zero. 

REPEAT 

Display  entry  mode  option  (BOUNDARY:) 

Read  a  characater  and  set  of  coordinates 
from  terminal. 

Set  the  number  of  boundary  points  to  1 . 

IF  the  character  was  a  *Q' ,  BREAK. 

Scale  the  coordinates. 

REPEAT 

Read  a  character  and  set  of  coordinates 
from  terminal. 

IF  the  character  was  a  ' Q , '  BREAK. 

Draw  a  line  from  the  previous  point  to 
the  new  point. 

Scale  new  point. 

Add  1  to  the  number  of  boundary  points. 
UNTIL  the  number  of  boundary  points  >=  6. 
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IF  the  number  of  boundary  points  <  2. 

Set  EXIT  number  to  1 . 

Tell  user  that  the  boundary  was  not  put 
in  DI  file  (because  only  1  point  was 
read  during  boundary  entry  mode) . 

BREAK  (out  of  outer  REPEAT  loop) . 


ELSE 


Display  the  entry  mode  option. 

( CONVX  PT:) 

Read  character  and  set  of  coordinates 
from  the  terminal. 

IF  the  character  was  a  'Q.' 

Set  the  EXIT  number  to  2. 

Tell  user  that  the  boundary  was  not 
put  in  DI  file  (because  the  convex 
point  was  not  entered) . 

BREAK  (out  of  outer  REPEAT  loop) . 


ELSE 


Determine  boundary  coordinates  in 
projected  space. 

Place  the  boundary,  convex  point, 
and  the  number  of  points  in  the 
boundary  in  the  DI  and  DV  files. 

Add  1  to  the  number  of  boundaries. 

ENDIF 

ENDIF 

UNTIL  the  number  of  boundaries  is  >=  2. 

IF  the  number  of  boundaries  >0 

Place  the  number  of  boundaries  in  the  DI  file. 
ENDIF 
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1 


ELSEIF  (this  is  a  ONE-SPACE  plot)  THEN 

Display  the  entry  mode  option  (THRESHOLD:) 
REPEAT 

Read  a  character  and  set  of  coordinates 
from  terminal 

IF  the  character  was  'Q,'  BREAK  (exit 
REPEAT  loop) . 

Convert  the  coordinates  to  a  threshold 
value  and  store  in  the  DV  file 
(set  pointer  in  DI  file)  . 

Add  1  to  the  threshold  counter. 

UNTIL  the  threshold  counter  is  >  2. 


IF  (there  is  more  than  one  threshold)  THEN 

Make  sure  that  the  left  most  threshold 
is  the  first  threshold. 

ENDIF 

Place  boundary  points  into  the  Display  files. 

Put  up  the  Menu  (only  if  there  a  previous 

screen  erasure) 


END 


FILES: 


CM  -  communications 
DI  -  display  information 
DV  -  display  value 

REFERENCED  BY: 

OLPARS  user. 
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SUBPROGRAMS  REFERENCED: 

BNDEXP ,  BOUND,  CHKEXS,  CLOSFX ,  CMGCDS,  CMGOTH , 

CMGSCN ,  DIGDC ,  DIGMAX,  DIPHDI,  DVGHDR ,  DVPVEC, 

EQUALA,  ERASE,  GIN,  INSINI,  INSINT,  INSLOG, 

INSRET,  LINSEG,  MENU,  OEXIT,  OPENFX,  TEXT, 

TRMPUT 

SEE  ALSO: 

REDRAW,  RDISPLAY 

HISTORY: 

designed  by  Steven  Haehn  July  27,  1978 
programmed  by  Dave  Tipton  September  26,1979 
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PROGRAM  NAME:  DRAWLOG 


CATEGORY:  Utility  Command 


PROGRAM  DESCRIPTION: 

DRAWLOG  produces  a  pictorial  display  of  a  portion  (or 
all)  of  a  logic  tree  at  any  stage  in  the  development 
of  the  logic.  Logic  nodes  are  displayed  as  partitioned 
boxes  with  interconnecting  lines  to  illustrate  their 
relationship  to  each  other. 

EXAMPLE  LOGIC  NODE 


- independent  reject  strategy  indicator 

!  — logic  node  number 

I  I 
(  ( 

V  V 


!  *  2  5  NMV  !  < - logic  type 

I  i 

I  —  —  —  —  —  —  —  —  —  —  —  —  —  —  , 

labCsoW  !  < -  class(es)  present  at  node 


The  class(es)  present  at  a  logic  node  are  listed 
in  the  bottom  portion  of  the  box  of  every  logic  node 
(except  REJECT  nodes).  If  the  node  is  a  completed 
logic  node,  there  is  only  one  class  present,  and  its 
name  appears  in  this  portion  of  the  box.  Otherwise  the 
class  display  symbols  of  the  classes  present  at  the 
node  appear  in  this  region. 

In  the  upper  left  portion  of  every  logic  node  box  is 
the  logic  node  number  preceded  by  either  a  star  or  a 
blank,  depending  upon  whether  an  independent  Boolean 
reject  strategy  is  associated  with  the  node  or  not. 

The  upper  right  portion  of  the  logic  node  box  contains 
the  type  of  logic  at  the  node  (e.g.  NMV),  * INCMPLT '  for 
incomplete  logic  nodes,  or  '*REJECT*'  for  reject  nodes. 

If  a  given  logic  tree  is  too  large  to  display  on  the 
screen,  only  a  portion  of  the  tree  is  displayed;  with 
the  user  option  of  displaying  more. 

PROGRAM  USAGE: 

User  types  in  'DRAWLOG'. 


! 
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USER  INTERACTION: 

Asks  user  to  input  a  logic  tree  name.  A  star  (•) 
represents  current  logic. 

Asks  user  to  input  a  logic  node  number.  A  colon  (:) 
preceding  the  logic  tree  name  (or  star)  means  the 
senior  node  is  selected. 

The  selected  logic  node  and  all  logic  nodes  below  it, 
or  following  it  on  the  same  level  are  displayed  as 
described  above. 

If  the  entire  structure  has  not  been  displayed,  ask 
user  for  another  logic  node  number  (it  is  likely  that 
'O'  or  *  —  1  *  may  be  acceptable  for  paging  here). 

ALGORITHM  /  NOTES: 

Erase  screen  and  home  cursor  (ERASE). 

Ask  user  for  name  of  logic  tree  to  be  drawn  (PROMPT). 
IF  (a  star  is  entered)  then 
Get  current  logic  ( CMGLOG)  . 

IF  (current  logic  does  not  exist)  then 
Print  error  message  (TRMPUT)  and  exit. 

ENDIF 

ENDIF 

Find  class  names  and  number  of  all  low  nodes  in 
the  design  data  set  (LIGCNM) . 

Find  maximum  number  which  user  may  specify  as  a  logic 
node  number  (LIGCOP). 

Find  design  data  set  name  (LIGDSN). 

Find  dimensionality  of  the  design  data  set  (LIGCOP) . 

REPEAT 

Ask  user  to  input  a  logic  node  number  (PROMPT). 

IF  (logic  node  number  entered  is  negative)  then 
Negate  the  logic  node  number. 
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Find  parent’s  structure  (LIGSTR). 

IF  (parent's  first  child  was  not  chosen)  then 

Retrieve  array  of  next  level  nodes  below 
parent  (GLSTRC)  . 

Find  previous  sibling  of  selected  node  and 
use  it  as  the  selected  node  (the  previous 
sibling  will  be  displayed  as  '-1'). 

ENDIF 

ENDIF 

Obtain  logic  tree  structure  to  be  drawn  (GLSTRC) . 

WHILE  (structure  has  too  many  levels  -  too  deep,  or 
too  many  low  nodes  -too  wide) 

IF  (structure  is  too  deep)  then 

Set  new  cutoff  level  to  maximum  level  that 
can  be  displayed. 

ENDIF 

IF  (structure  is  too  wide)  then 

Locate  the  first  level  that  is  not  too  wide 
to  be  displayed. 

IF  (we  are  at  the  first  level) 

Save  the  second  level  logic  node  numbers 
to  be  used  for  paging. 

Update  the  count  of  the  second  level  nodes 
to  be  the  maximum  that  can  be  displayed. 

Break 

ELSE 

Set  cutoff  level  to  the  level  that  can  be 
displayed . 

ENDIF 

Obtain  structure  with  a  new  cutoff  level 
(GLSTRC) . 

ENDWHILE 


4 

i 


* 

•i 

i 

1 

) 
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IF  (another  page  exists  before  this  one)  then 

Set  minus  one  (-1)  as  the  logic  node  number  on 
the  bottom  of  the  second  level. 

IF  (no  more  pages  exist)  set  page  flag  false 

ENDIF 

Compute  the  display  positions  for  each  lowest  node 
in  the  logic  tree  structure. 

Compute  the  display  positions  for  each  intermediate 
node  in  the  logic  tree  structure. 

WHILE  (there  are  more  levels  to  be  displayed) 

Compute  the  number  of  nodes  at  this  level. 

WHILE  (nodes  still  exist  at  this  level) 

Position  cursor  to  correct  position  (MOVE) . 

Output  reject  strategy  and  logic  node  number 
(TRMPUT)  . 

IF  (logic  exists  at  this  node)  then 

Get  the  option  name  from  the  option  file 
(GOPTNM) . 

Get  the  list  of  classes  present  (GCLIST). 

Print  out  option  name  and  list  of  classes 
on  line  below  (TRMPUT) . 

IF  (undisplayed  children  exist)  then 

Print  fan  to  right  of  box  (LINSEG)  . 

ENDIF 

ELSEIF  (logic  is  incomplete  or  complete)  then 

Print  out  reject  strategy  and  logic  node 
number  (TRMPUT). 

Get  list  of  classes  present  (GCLIST) . 

IF  (number  of  classes  is  .GT  1)  THEN 

Print  * INCMPLT*  in  upper  box  (TRMPUT). 
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Print  class  list  in  lower  box  (TRMPUT)  . 

ELSEIF  (number  of  classes  is  .EQ.  1)  then 

Get  the  design  node  name  (LIGDCN). 

Print  the  design  node  name  in  the  lower 
partition  (TRMPUT). 

ELSE 

Print  ’•REJECT*'  in  upper  partition 
(TRMPUT) . 

ENDIF 

ELSE 

Print  nothing  (the  logic  node  is  in  the 
free  list  of  the  LI  file) . 

ENDIF 

If  (box  should  be  drawn)  draw  it  (LINSEG) . 

If  (line  should  be  drawn  back  to  parent)  then 
Draw  it  (LINSEG) . 

ENDIF 

ENDWHILE 

ENDWHILE 

Print  name  of  logic  tree,  time,  and  classes  present 
at  top  of  display. 

Print  design  data  set  tree  and  node  name,  class 
count,  and  dimensionality  at  bottom  of  display. 

UNTIL  (the  whole  logic  tree  was  displayed  only  on  the 
first  display) 

Put  up  option  list  at  user's  terminal  (MENU). 

RETURN 
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FILES: 

CM  -  communications  LI  -  logic  information 

HS  -  history  LV  -  logic  value 

Instrumentation  OLPARS  options 

REFERENCED  BY: 

OLPARS  user 

SUBPROGRAMS  REFERENCED: 

CMGLOG  CMGOTH  CMGSCN  EQUALA  ERASE 
GCLIST  GLSTRC  GOPTNM  INSFLT  INSINI 
INSINT  INSRET  LIGCNM  LIGCOP  LIGDCN 
LIGDSN  LIGLOG  LIGSTR  LINSEG  MENU 
MOVE  OEXIT  OPENFX  OPENTR  PROMPT 
TRMGET  TRMPUT  WRTNOW 

SEE  ALSO: 

DRAWTREE 

HISTORY: 


designed  by  David  A.  Birnbaum  September  19,  1978 
programmed  by  Dave  Tipton  May  29,  1981 
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PROGRAM  NAME:  DRAWTREE 

CATEGORY:  Utility  Command 

PROGRAM  DESCRIPTION: 

DRAWTREE  displays  a  selected  OLPARS  data  tree,  showing 
the  structural  relationship  between  the  various  nodes 
of  the  tree. 

PROGRAM  USAGE: 

User  types  in  'DRAWTREE'. 

USER  INTERACTION: 

The  user  is  asked  for  the  name  of  the  data  set  to  be 
drawn . 

ALGORITHM  /  NOTES: 

Obtain  a  tree  name  and  a  class  name  from  user. 

Obtain  a  full  tree  structure. 

Determine  a  cutoff  level  for  drawing. 

IF  (no  error  has  occurred  in  the  structure) 

IF  (cutoff  level  is  at  the  senior  node) 

Show  as  much  of  the  structure  as  possible 


ELSE 


Determine  the  horizontal  separation  distance 
between  each  level  in  the  tree. 

Determine  the  vertical  separation  distance 
between  the  lowest  nodes. 

Determine  the  position  of  nodes  in  the  display 
and  lines  to  be  drawn  between  the  nodes. 

Display  the  node  names. 

Draw  the  connecting  lines. 

IF  (the  whole  tree  has  not  been  displayed) 

Display  the  incomplete  node  lines. 
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ENDIF 

ENDIF 

ELSE 

Tell  user  "tree  structure  in  error." 
ENDIF 

Put  up  option  list. 


FILES: 


CM  -  communications 
HS  -  history 
TI  -  tree  information 
TL  -  tree  list  - 


REFERENCED  BY: 


Instrumentation 


OLPARS  option  file 


OLPARS  user. 


SUBPROGRAMS  REFERENCED: 


CHARFL,  CMGOTH , 
INSINI,  INSINT, 
OEXIT ,  OPENFX , 
TRMGET ,  TRMPUT , 


CMGSCN ,  EQUALA, 
INSRET,  LENGA, 
OPENTR ,  PROMPT, 
WRTNOW 


ERASE,  GDSTRC , 
LINSEG,  MENU, 
TIGET,  TIGHDR , 


SEE  ALSO: 


DRAWLOG 


HISTORY: 

designed  by  Steven  Haehn  August  7,  1978 
programmed  by  Mark  Maginn  and  Steven  Haehn  Dec 


INSFLT , 
MOVE, 
TISRCH , 


16,  1980 
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PROGRAM  NAME:  DSCRMEAS 


CATEGORY:  Measurement  Evaluation  Command 


PROGRAM  DESCRIPTION: 

DSCRMEAS  opens  the  TI  file  for  the  current  data  set  and 
gets  the  number  and  list  of  names  of  the  lowest  nodes. 
The  DI  and  DV  file  headers  are  created.  From  the 
means  and  variances  of  each  of  the  lowest  node 
classes,  the  M(ij)  discriminant  values  are  com¬ 
puted  and  stored  as  entries  in  the  DV  file.  From 
the  M(ij)  discriminants,  the  M(i)  and  M  discrim¬ 
inant  values  are  computed  and  stored  as  entries 
in  the  DV  file. 

Next,  the  asterisk  array  in  DI  is  initialized  and 
the  discriminant  values  are  searched  to  find  the 
class  and  class  pair  best  discriminated  by  each 
measurement.  Thi3  information  is  stored  as 
part  of  the  DI  file  header.  Then  the  overall  dis¬ 
criminant  values  (the  M's)  are  ranked  and  stored 
in  DI  entry  1  (there  is  only  1  DI  file  entry  in 
rank  order  format) . 

RODISP  is  called  and  an  overall  ranking  is 
displayed.  DSCRMEAS  concludes  by  calling  MENU 
to  put  up  the  list  of  measurement  evaluation 
subsidiary  commands. 

NOTE:  This  command  can  run  in  excess  measurement 
mode . 

PROGRAM  USAGE: 

User  types  in  'DSCRMEAS'. 
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ALGORITHM  /  NOTES: 

Some  Definitions: 

SUM  =  the  sum  of  ...  (addition) 

NCLASS  =  the  number  of  classes  in  the  data  set 
NDIM  =  the  vector  dimensionality 
X  =  all  vectors  in  a  class 

X(k)  =  the  kth  component  (measurement)  of  all  vectors 
in  a  class 

N(I)  =  the  number  of  vectors  in  class  I 

MEAN(X(k),I)  =  the  mean  value  of  the  kth  component  of 
the  vectors  in  class  I 

STDDEV(X ( k)  , I )  =  the  standard  deviation  of  the  kth 

component  of  the  vectors  in  class  I 

VAR(X(k),I)  =  the  variance  of  the  kth  component  of  the 
vectors  in  class  I 
=  [  STDDEV  (X(k) ,  I)  ]  **2 

NOTE:  (this  value  corresponds  to  the  diagonal  position 
(k,k)  in  the  covariance  matrix). 

The  following  discriminant  measures  will  be  computed 
by  'DSCRMEAS' . 

M(I,J,X(k))  =  the  discriminant  measure  for 

differentiating  class  I  from  class  J 
using  measurement  X(k) 

M(I,X(k))  =  the  discriminant  measure  for 

differentiating  class  I  from  all 
other  classes  using  measurement  X(k) 

M(X(k))  =  the  discriminant  measure  for  distinguishing 
all  classes  using  measurement  X(k) 
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Discriminant  Measure  Computations: 

(1)  M(I,J,X(k))  = 

C  MEAN(X ( k)  ,  I )  -  MEAN(X(k),J)  ]  **2 


C(N(I)-1)  «  VAR  (X  ( k)  ,  I )  -*•  (M(J)-l)  *  VAR(X(k),J)] 

for  I  s  1  to  NCLASS  -  1 

J  :  I  +  1  to  NCLASS 
k  --  1  to  NDIM 

Note:  this  computation  results  in 

(NCLASS  *  (NCLASS  -  1))  /2  discriminant  measure 
vectors  each  of  length  NDIM 

(2)  M( I ,X(k) )  =  SUM  [  M(I,J,X(k))  ] 

for  I  =  1  to  NCLASS 

J  =  1  to  NCLASS;  J  not  equal  to  I 
k  =  1  to  NDIM 

Note:  this  computation  results  in  NCLASS  discriminant 

measurement  vectors  each  of  length  NDIM 

(3)  M(X(k))  =  SUM  C  M(I,X(k))  ] 

for  I  s  1  to  NCLASS 
k  s  1  to  NDIM 

Note:  this  computation  results  in  1  discriminant 

measurement  vector  of  length  NDIM 

FILES: 

CM  -  communication 

DI  -  display  information 

DV  -  display  values 

HS  -  history  (indirectly  used) 

INSTRU.DAT  (instrumentation  dump)  -  (indirectly  used) 

OP  -  option  (indirectly  used) 

TI  -  tree  information  (for  CDS) 

TL  -  tree  list  (indirectly  used) 

TV  -  tree  vector  (for  CDS) 

REFERENCED  BY: 

OLPARS  User. 


199 


OLPARS  Program  Specif ioations 
DSCRMEAS 


SUBPROGRAMS  REFERENCED: 

CMGCDS ,  CMGOTH ,  DIPNAM,  DIPROE,  DIPROH,  DIPROI,  DVGROE , 
DVPROE,  DVPROH ,  ERASE,  GLONOD,  INSCHR,  INSFLT ,  INSINI, 
INSINT,  INSRET,  MENU,  OEXIT,  OPENFX,  OPENTR ,  PRECPT, 
RODISP,  RSORTD ,  SETOPT,  TIGCOP,  TIGET,  TIGMN ,  TIGVAR , 
TRMPUT ,  TVGVEC  ,  UIDCMS 

HISTORY: 

designed  by  Kermit  Klingbail  July  31,  1978 

programmed  by  Donna  Morris  December  11,  1981 
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PROGRAM  NAME :  DSCVTH 

CATEGORY:  Numerical  Computation  Algorithm 

PROGRAM  DESCRIPTION: 

DSCVTH  computes  an  N-dimensional  vector  and  a  threshold 
from  the  two  2-dimensional  end  points  of  a  boundary  line 
segment  drawn  on  a  two-dimensional  subspace  projection 
of  an  N-dimensional  data  set.  This  discriminant  vector 
and  threshold  value  are  utilized  in  determining  which 
side  of  a  boundary  a  sample  point  falls. 

PROGRAM  USAGE: 

CALL  DSCVTH(X1 ,Y1 , X2 , Y2 , XCONVX , YCONVX , NDIM , XPRO J , YPRO J , 

THRESH, DSCRMV) 

INPUT  ARGUMENTS: 

XI,  Y1  -  REAL;  the  x  and  y  coordinates  of  the  first 

endpoint  of  the  boundary  line  segment 

X2 ,  Y2  -  REAL;  the  x  and  y  coordinates  of  the  second 

endpoint  of  the  boundary  line  segment 

XCONVX  -  REAL;  the  x  coordinate  of  the  convex  point 

YCONVX  -  REAL;  the  y  coordinate  of  the  convex  point 

NDIM  -  INTEGER;  the  dimensionality  of  the  data  set 

XPROJ  -  REAL  array  (NDIM);  x  projection  vector 

YPROJ  -  REAL  array  (NDIM);  y  projection  vector 

OUTPUT  ARGUMENTS: 

THRESH  -  REAL;  the  threshold  value 

DSCRMV  -  REAL  array  (NDIM);  the  discriminant  vector 
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ALGORITHM  /  NOTES: 

Compute  the  vector  d  =  (dx,dy)  such  that  d  is 
perpendicular  to  the  boundary  line  segmen*  For 
two  lines  to  be  perpendicular,  one  slope  must  be 
the  inverted  negation  of  the  other  slope.  Since, 
by  definition,  the  slope  of  the  boundary  line  is 
( Y2-Y 1 ) / ( X2-X 1 ) ,  then  the  slope  of  the  perpendicular 
must  be  - (X2-X 1 ) / ( Y2-Y 1 )  .  Using  a  point-slope 
formula,  we  can  find  the  equation  of  the  vector.  The 
x  and  y  coordinates  are  in  the  form: 
dx  =  Y2  -  Y 1 
dy  =  -  (X2  -  XI) 


Project  the  convex  point  and  boundary  endpoint  onto 
d.  The  formula  for  the  projection  of  c  onto  d  is: 

2 

((d:c)  /  norm(d)  )  *  d 

where  :  represents  the  dot  product  and  norm  is  the 
length  of  the  vector.  For  our  use, 

2 

norm(d)  »  d  is  a  constant  used  in  all 
computations,  and  thus  can  be  ignored  everywhere 
without  affecting  the  results.  Thus,  the  projection 
formula  becomes  a  simple  dot  product,  and  we  have: 
pConvx  s  (Xconvx  *  dx)  +  (Yconvx  *  dy) 

and 

pEndPt  =  (X2  *  dx)  +  (Y2  »  dy) 


To  assure  that  the  convex  point  actually  falls  within 
the  convex  boundary,  the  projected  convex  point  value 
must  be  greater  than  or  equal  to  the  projected  end¬ 
point  value.  If  this  is  not  the  case,  the  slope  of  the 
vector  d  is  negated  and  the  projected  endpoint  is 
negated.  Thus, 

IF  (projected  convex  point . It . pro jected  endpoint)  THEN 
Replace  dx  by  -dx. 

Replace  dy  by  -dy. 

Replace  pEndPt  by  -pEndPt. 

ENDIF 

Place  the  projected  endpoint  value  into  the  threshold 
value . 


202 


OLPARS  Program  Specifications 

DSCVTH 

Compute  the  discriminant  vector  using  the  formula: 
dscrm(i)  =  (dx  *  Xproj(i))  +  (dy  *  Yproj(i)) 

RETURN 

END 

FILES: 

instrumentation  file 
REFERENCED  BY: 

Two-space  group  logic  and  structure  analysis  subroutines 
SUBPROGRAMS  REFERENCED: 

INSFLT,  INSPGM ,  INSRET 

HISTORY: 

designed  by  Kermit  Klingbail  September  28,  1978 
programmed  by  Jill  King  January  14,  1981 


OLPARS  Program  Specifications 
DSPROJ 


PROGRAM  NAME:  DSPROJ 


CATEGORY:  Display  File  Access  Routine 


PROGRAM  DESCRIPTION: 

DSPROJ  projects  a  data  set  onto  a  projection  vector  or 
projection  vectors  for  one-space  or  two-space  displays. 
DSPROJ  is  used  only  in  the  SI  and  S2  structure  analysis 
commands.  It  operates  class  by  class,  projecting  the 
vectors  from  a  class  onto  the  chosen  projection 
vector(s).  The  results  are  stored  in  the  DV  file, 
the  DI  file  entry  for  each  class  is  updated  and  the 
original  minimum  and  maximum  projection  coordinates 
are  computed  and  stored  in  the  DI  file. 

PROGRAM  USAGE: 

CALL  DSPRO J(  FIDTI , FIDTV , FIDPV , FIDDI , FIDDV , ET , SLTNO , 
ONETWO) 

INPUT  ARGUMENTS: 


FIDTI 

- 

INTEGER; 

the 

file 

descriptor 

of 

the 

TI 

file 

FIDTV 

- 

INTEGER; 

the 

file 

descriptor 

of 

the 

TV 

file 

FIDPV 

- 

INTEGER; 

the 

file 

descriptor 

of 

the 

PV 

file 

FIDDI 

- 

INTEGER; 

the 

file 

descriptor 

of 

the 

DI 

file 

FIDDV 

- 

INTEGER; 

the 

file 

descriptor 

of 

the 

DV 

file 

ET 

- 

INTEGER 

array  (TABSIZ) ;  the 
of  the  data  tree 

entry  table 

SLTNO 

- 

INTEGER; 

the 

node 

slot 

number  of 

the 

current 

data 

ONETWO 

- 

INTEGER; 

1  for  one-space,  2 

for 

two- 

■space 
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ALGORITHM  /  NOTES: 

Get  the  projection  vector(s)  from  the  PV  file  ( PVGHDR , 
PVGENT) 

Get  the  number  of  lowest  nodes  (classes),  the  entry 
slot  numbers,  and  the  names  of  the  nodes  (GLONOD) . 

DO  WHILE  (there  are  more  classes  to  be  projected). 

Get  a  class  (TIGCOP)  and  its  mean  vector  (TIGMN). 

Project  the  mean  vector  onto  the  projection  vector(s) 
and  store  results  in  DV  file. 

DO  WHILE  (there  are  more  vectors  in  the  class). 

Get  a  vector  from  that  class  (TVGVEC). 

Project  it  onto  the  projection  vector(s). 

Update  x(min) ,  x(max) ,  (y(min),  y(max) ) . 

Store  projected  vector  in  next  DV  file  entry 
(DVPVEC)  . 

ENDDO 

Create  DI  file  entry  for  this  class  (DIPENT). 

ENDDO 

Store  x(min) ,  x(max) ,  (y(min),  y(max))  values  in  DI  file 
as  original  and  current  (DIPMAX). 

Store  total  number  of  vectors  in  DI  header  (DIPHDI). 

Update  the  next  available  entry  pointer  in  the 
DV  file  header. 

RETURN 


FILES: 


TI  -  tree  information 
TV  -  tree  vector 
PV  -  projection  vector 
DI  -  display  information 
DV  -  display  value 
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REFERENCED  BY: 

All  SI  and  S2  commands  except  S1CRDV,  S2CRDV 
SUBPROGRAMS  REFERENCED: 

TIGCOP ,  TVGVEC,  DVPVEC,  DIPMAX,  DIPHDI,  DIPENT,  PVGHDR , 
PVGENT,  TIGMN ,  GLONOD ,  PROJCT,  TIGNAM 


HISTORY: 


designed  by  Dave  Birnbaum 
programmed  by  Donna  Morris 


July  17,  1978 
June  1 ,1979 


206 


OLPARS  Program  Specifications 

DTRENAME 


PROGRAM  NAME:  DTRENAME 


CATEGORY:  Utility  Command 


PROGRAM  DESCRIPTION: 

Change  the  name  of  an  OLPARS  data  tree. 
PROGRAM  USAGE: 

User  types  in  'DTRENAME1. 

USER  INTERACTION: 

The  name  of  the  data  tree  to  be  changed  is 
requested  from  the  user,  along  with  the  new 
name  of  the  tree. 


FILES: 

CM  -  communications 
TL  -  tree  list 
TI  -  tree  information 
TV  -  tree  vector 
HS  -  history 
OLPARS  option 
Instrumentation 

REFERENCED  BY: 

OLPARS  user 

SUBPROGRAMS  REFERENCED: 

CLOSFX ,  CLOSTR ,  CMGOTH ,  EQUALA,  ERASE,  INSINI,  INSRET. 
LGLTRE ,  MENU,  OEXIT,  OPENFX,  OPENTR ,  PROMPT,  RENAMT, 
TLSRCH,  TRMGET,  TRMPUT 

SEE  ALSO: 

LTRENAME 

HISTORY: 

designed  by  Steven  Haehn  Aug.  15,  1981 
programmed  by  Steven  Haehn  Sept.  28,  1981 


OLPARS  Program  Specifications 
DVEC 


PROGRAM  NAME:  DVEC 


i 


f 


CATEGORY:  Utility  Command 

PROGRAM  DESCRIPTION: 

DVEC  allows  the  user  to  delete  vectors  (in  a  lowest  node) 
under  the  current  data  set. 

PROGRAM  USAGE: 

User  types  in  'DVEC'. 

USER  INTERACTION: 

The  user  is  first  asked  to  name  a  lowest  node  from  which 
vectors  are  to  be  deleted.  Then  the  user  is  asked  if 

(1)  all  vectors 

(2)  a  range  of  vectors 

(3)  or  individual  vectors 

should  be  deleted. 

If  (2),  an  initial  and  last  vector  ID  are  requested 
to  be  entered. 

If  (3),  a  vector  ID  (for  each  vector  to  be  deleted) 
is  requested. 

ALGORITHM  /  NOTES: 

REPEAT 

Erase  screen  and  home  cursor  (ERASE). 

Print  the  list  of  lowest  nodes  contained  in  the 
current  data  set  (TRMPUT). 

Ask  user  for  the  name  of  a  lowest  node  (PROMPT). 

Check  the  name  against  the  list  of  lowest  nodes  for 
validity. 

UNTIL  (a  correct  name  is  entered  or  user  quits) 

Ask  user  for  option  (1),  (2),  or  (3). 
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IF  (option  (2)  is  entered)  THEN 

Ask  user  for  two  vector  IDs  representing  the  range  of 
vectors  to  be  deleted. 

ELSEIF  (option  (3)  is  entered)  THEN 

Ask  user  for  individual  vector  IDs. 

ENDIF 

IF  (option  (1)  is  entered)  THEN 

Delete  all  vectors  (and  data  node)  (REARR) 

ELSEIF  (option  (2)  or  (3)  is  entered)  THEN 
Locate  vectors  to  be  deleted. 

Delete  the  vector(s)  by  compressing  the  TV  file  entry 
IF  (all  vectors  are  deleted  from  node)  THEN 
The  data  node  must  be  deleted  (REARR)  . 

ENDIF 

Change  the  following  information  in  the  node  from 
which  the  vectors  were  deleted  and  in  all  nodes 
above  that  one: 

o  Number  of  vectors 
o  Means 
o  Covariances 

ENDIF 

Put  up  option  list  at  user's  terminal  (MENU). 

END 
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NOTE 


nCov(ij)  = 


(oCov( i j )+oMn( i) *oMn( j) )*nVec-V(i)*V(j) 

nVec  -  1 


nMn( i) *nMn( j) 


where,  nCov(ij)  =  new  covariance  of  measurements 

i  and  j  after  vector  deletion 

oCov(ij)  =  old  covariance  of  measurements 
i  and  j  before  vector  deletion 

nMn(i)  =  new  class  mean  measurement 
after  vector  deletion 

oMn(i)  =  old  class  mean  measurement 
before  vector  deletion 

nVec  =  number  of  vectors  in  data  class 

V ( i )  =  vector  measurement 


REFERENCED  BY: 

OLPARS  user. 

SUBPROGRAMS  REFERENCED: 

ADUPCM ,  CHKEXS ,  CMGCDS,  CMGOTH ,  EQUALA ,  ERASE,  GLONOD, 
INSFLT ,  INSINI ,  INSINT,  INSRET,  MENU,  OEXIT,  OPENFX, 
OPENTR ,  PROMPT,  REARR,  SBUPMC,  SELCLS,  TIGCOP,  TIGCOV, 
TIGET,  TIGMN ,  TIPCOP,  TIPCOV,  TIPMN ,  TRMGET,  TRMPUT , 
TVGHDR ,  TVGVEC  ,  TVPHDR ,  TVPVEC 

HISTORY: 

designed  by  David  Birnbaum  July  31,  1978 
programmed  by  Steven  Haehn  July  24,  1981 
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DVGHDR 


PROGRAM  NAME:  DVGHDR 


CATEGORY:  Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 

DVGHDR  gets  the  DV  file  header  for  one-space,  two-space 
and  rank  order  displays.  It  is  passed  the  file 
descriptor  (FID)  of  the  DV  file  and  an  information 
array  (INFO).  The  information  array  is  both  an 
input  and  output  array.  Non-negative  values  in 
INFO  are  replaced  with  the  item  referred  to  by 
the  INFO  array  subscript  (code).  The  codes  are 
as  follows: 


CODE 

ELEMENT  IN  DV  HEADER 

1 

Display  Code 

2 

OLPARS  Option  Number 

3 

Screen  Coordinate  Flag 

4 

Next  Available  Entry 

PROGRAM  USAGE: 

CALL  DVGHDR (FID, INFO) 

INPUT  ARGUMENTS: 

FID  -  INTEGER;  the  file  descriptor  of  the  DV  file 

INFO  -  INTEGER  array  (4);  array  indicating  which  items 

to  retrieve,  this  array  is 
overwritten  with  the  values  of 
the  items  retrieved. 

FILES: 

DV  -  display  value 

SUBPROGRAMS  REFERENCED: 

FGET,TRMPUT 
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SEE  ALSO: 

DVPHDR 

HISTORY: 

designed  by  Dave  Birnbaum  June  21,  1978 
programmed  by  Donna  Morris  May  17,1979 
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DVGROE 

PROGRAM  NAME:  DVGROE 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

DVGROE  retrieves  an  entry  from  the  DV  file  when  in 
rank  order  format.  . 

PROGRAM  USAGE: 

CALL  DVGROE(FIDDV,LENTNO,NDIM .VECTOR) 

INPUT  ARGUMENTS: 

FIDDV  -  INTEGER;  the  file  descriptor  of  the  DV  file 
LENTNO  -  INTEGER;  entry  number  to  be  retrieved 
NDIM  -  INTEGER;  data  set  dimensionality 

OUTPUT  ARGUMENTS: 

VECTOR  -  REAL  array  (NDIM);  DV  file  entry  elements 

FILES: 

DV  -  display  value 
REFERENCED  BY: 

DSCRMEAS ,  PROBCONF ,  RANK,  UNION 
SUBPROGRAMS  REFERENCED: 

FGET,  INSPGM ,  INSRET 
SEE  ALSO: 

DVPROE 

HISTORY: 

designed  by  Kerrait  Klingbail  October  4,  1978 
programmed  by  Donna  Morris  October  16,  1980 


OLPARS  Program  Specifications 
DVGROH 

PROGRAM  NAME:  DVGROH 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

DVGROH  gets  elements  of  DV  file  header  when  in  rank 
order  format. 

PROGRAM  USAGE: 

CALL  DVGROH ( FIDDV ,DSPCOD,OPTNQ) 

INPUT  ARGUMENTS: 

FIDDV  -  INTEGER;  the  file  descriptor  of  the  DV  file 

OUTPUT  ARGUMENTS: 

DSPCOD  -  INTEGER;  display  code 
OPTNO  -  INTEGER;  option  number 

FILES: 

DV  -  dislay  value 
REFERENCED  BY: 

PROBCONF 

SUBPROGRAMS  REFERENCED: 

FGET,  INSPGM ,  INSRET,  OEXIT,  TRMPUT 
SEE  ALSO: 

DVPROH 

HISTORY: 

designed  by  Kermit  Klingbail  October  4,  1978 
programmed  by  Donna  Morris  October  16,  1980 
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PROGRAM  NAME:  DVGVEC 


CATEGORY:  Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 

DVGVEC  gets  a  DV  file  entry  for  one-  or  two-space 
displays.  It  is  passed  the  file  descriptor  (FID) 
of  the  DV  file,  the  value  1  or  2  in  IDISP  (for  one- 
space  or  two-space)  and  an  entry  number  (ENTNO). 
DVGVEC  retrieves  the  entry  in  the  DV  file  correspon¬ 
ding  to  ENTNO  and  places: 

o  The  vector  ID  in  ID. 

o  The  x  coordinate  in  XCOORD. 

o  The  x  screen  coordinate  in  XSCRN. 

o  The  y  coordinate  in  YCOORD  (for  two-space 

only)  . 

o  The  y  screen  coordinate  in  YSCRN  (for  two- 

space  only) . 

PROGRAM  USAGE: 

CALL  DVGVEC (FID, IDISP, ENTNO, ID, XCOORD, XSCRN, YCOORD, 
YSCRN) 

INPUT  ARGUMENTS: 

FID  -  INTEGER;  the  file  descriptor  of  the  DV  file 
IDISP  -  INTEGER;  one-space  or  two-space  code 
ENTNO  -  INTEGER;  the  entry  number 

OUTPUT  ARGUMENTS: 

ID  -  INTEGER;  the  vector  descriptor 
XCOORD  -  REAL;  the  x  coordinate 

XSCRN  -  INTEGER;  the  x  screen  coordinate 

YCOORD  -  REAL;  the  y  coordinate 

YSCRN  -  INTEGER;  the  y  screen  coordinate 

FILES: 

DV  -  display  value 
SUBPROGRAMS  REFERENCED: 

FGET 
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HISTORY: 

designed  by  Dave  Birnbaum  June  21,1978 
programmed  by  Donna  Morris  June  5,1979 
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DVPHDR 


PROGRAM  NAME:  DVPHDR 


CATEGORY:  Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 

DVPHDR  places  elements  in  a  DV  file  header  for  one- 
space,  two-space  and  rank  order  displays.  It  is 
passed  the  file  descriptor  (FID)  of  the  DV  file  and 
an  information  array  (INFO).  The  INFO  array  subscript 
represents  the  code  of  an  item  that  can  be  referenced 
by  DVPHDR.  A  negative  value  in  the  array  indicates 
that  the  item  specified  by  the  code  (subscript)  is 
not  to  be  written.  The  codes  are  as  follows: 


CODE 

INFO  INSERTED  INTO 

1 

Display  Code 

2 

OLPARS  Option  Number 

3 

Screen  Coordinate  Flag 

4 

Next  Available  Entry 

PROGRAM  USAGE: 

CALL  DVPHDR (FID , INFO) 

INPUT  ARGUMENTS: 

FID  -  INTEGER;  the  file  descriptor  of  the  DV  file 
INFO  -  INTEGER  array(4);  the  information 


FILES: 


DV  -  display  value 
SUBPROGRAMS  REFERENCED: 
FPUT 

HISTORY: 


designed  by  Dave  Birnbaum  June  28,  1978 
programmed  by  Donna  Morris  May  7,1979 
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PROGRAM  NAME:  DVPROE 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION : 

DVPROE  stores  data  in  an  entry  of  the  DV  file  in  rank 
order  format. 

PROGRAM  USAGE: 

CALL  DVPROE (FIDDV,LENTNO, NDIM, VECTOR) 

INPUT  ARGUMENTS: 

FIDDV  -  INTEGER;  file  descriptor  of  the  DV  file 
LENTNO  -  INTEGER;  entry  number  in  which  to  store  data 
NDIM  -  INTEGER;  data  set  dimensionality 
VECTOR  -  REAL  array  (NDIM);  elements  to  be  stored 

FILES: 

DV  -  display  value 
REFERENCED  BY: 

DSCRMEAS,  PROBCONF 
SUBPROGRAMS  REFERENCED: 

FPUT ,  INSPGM ,  INSRET 
SEE  ALSO: 

DVGROE 

HISTORY: 

designed  by  Kermit  Klingbail  October  4,  1978 
programmed  by  Donna  Morris  October  16,  1980 
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PROGRAM  NAME:  DVPROH 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

DVPROH  puts  elements  into  header  of  DV  file  in  rank 
order  format. 

PROGRAM  USAGE: 

CALL  DVPROH(FIDDV, DSPCOD , OPTNO) 

INPUT  ARGUMENTS: 

FIDDV  -  INTEGER;  file  descriptor  of  the  DV  file 
DSPCOD  -  INTEGER;  display  code 
OPTNO  -  INTEGER;  option  number 

FILES: 

DV  -  display  value 
REFERENCED  BY: 

DSCRMEAS,  PROBCONF 
SUBPROGRAMS  REFERENCED: 

FPUT ,  INSPGM ,  INSRET 
SEE  ALSO: 

DVGROH 

HISTORY: 

designed  by  Kermit  Klingbail  October  4,  1978 
programmed  by  Donna  Morris  October  16,  1980 
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DVPVEC 

PROGRAM  NAME:  DVPVEC 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

DVPVEC  puts  a  DV  file  entry  into  a  DV  file  for  one- 
or  two-space  displays.  It  is  passed  the  following 
information : 

o  FID  -  the  file  descriptor  of  the  DV  file. 

o  IDISP  -  A  one  or  two  indicating  one-space  or 

two-space . 

o  ENTNO  -  The  entry  number  in  DV  of  the  entry 

to  be  written  into. 

o  ID  -  The  vector  ID  of  the  vector, 

o  XCOORD  -  The  x  coordinate  projection, 

o  XSCRN  -  The  x  screen  coordinate, 

o  YCOORD  -  The  v  coordinate, 

o  YSCRN  -  The  y  screen  coordinate. 

YCOORD  and  YSCRN  are  ignored  for  one-space  displays. 


PROGRAM  USAGE: 

CALL  DVPVEC( FID , IDISP , ENTNO , ID , XCOORD , XSCRN , YCOORD , YSCRN) 
INPUT  ARGUMENTS: 

FID  -  INTEGER;  the  file  descriptor  of  the  DV  file 
IDISP  -  INTEGER;  one-space  or  two-space  flag 
ENTNO  -  INTEGER;  the  DV  file  entry  number 
ID  -  INTEGER;  the  vector  descriptor 
XCOORD  -  REAL;  the  x  coordinate 
XSCRN  -  INTEGER;  the  x  screen  coordinate 
YCOORD  -  REAL;  the  y  coordinate 
YSCRN  -  INTEGER;  the  y  screen  coordinate 

FILES: 


DV  -  display  value 
Instrumentation  files 
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SUBPROGRAMS  REFERENCED: 

FPUT 

SEE  ALSO: 

DVGVEC 

HISTORY: 

designed  by  Dave  Birnbaum  June  21,  1978 
programmed  by  David  Tipton  June  4,  1979 
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PROGRAM  NAME:  EIGENJ 


CATEGORY:  Numerical  Computation  Algorithm 


PROGRAM  DESCRIPTION: 

EIGENJ  computes  the  eigenvalues  and  eigenvectors  for  a 
symmetric  matrix.  It  uses  a  threshold  Jacobi  method  for 
symmetric  matrices.  The  maximum  dimension  acceptable  to 
EIGENJ  is  MAXDIM . 

PROGRAM  USAGE: 

CALL  EIGEN J(MATRIX , MDIM , NDIM , VECTOR, VALUES) 

INPUT  ARGUMENTS: 

MATRIX  -  REAL  array  ((NDIM  x  (NDIM  ♦  1))/2); 

the  upper  triangular  part  of  the 
symmetric  matrix  read  in  the  order: 
row  1,  row  2,  ...  row  NDIM 

MDIM  -  INTEGER;  the  maximum  order  of  the  matrix 

NDIM  -  INTEGER;  the  order  of  the  matrix 


OUTPUT  ARGUMENTS: 

VECTOR  -  REAL  array  (MDIM, NDIM);  the  eigenvectors 
VALUES  -  REAL  array  (NDIM);  the  eigenvalues 
ALGORITM/NOTES : 

For  further  reference,  see  the  chapter  entitled 
"Jacobi's  Method  for  Symmetrical  Matrices" 

((Carnahan,  Luther,  and  Wilkes,  'APPLIED  NUMERICAL 
METHODS'  (Publisher:  Wiley)  Section  4.8,  p.250  -  251). 

REFERENCED  BY: 

EIGNLG,  EIGNPV 


HISTORY: 


designed  by  David  Birnbaum  September  6,  1978 
programmed  by  Donna  Morris  June  4,  1979 
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EIGLPV 


PROGRAM  NAME:  EIGLPV 


CATEGORY:  Display  File  Access  Routine 


PROGRAM  DESCRIPTION: 

EIGLPV  calls  EIGNLG  to  return  in  arrays  the  eigen¬ 
values  and  eigenvectors  at  an  incomplete  logic  node. 
EIGLPV  then  puts  the  eigenvectors  and  eigenvalues 
into  the  PV  file. 

PROGRAM  USAGE: 

CALL  EIGLPV  ( FIDTI ,  FIDTV,  FIDPV,  NCLASS,  CLIST, 
ENTAB,  ALLVEC ,  NODNUM) 


INPUT  ARGUMENTS: 


FIDTI  -  INTEGER 
FIDTV  -  INTEGER 
FIDPV  -  INTEGER 
NCLASS  -  INTEGER 


the  file  descriptor  of  the  TI  file 

the  file  descriptor  of  the  TV  file 

the  file  descriptor  of  the  PV  file 

the  number  of  classes  at  the 
incomplete  logic  node 


CLIST  -  INTEGER  array  (NCLASS);  the  list  of  entry 

table  slot  numbers  of  the  classes  in 
the  TI  file 

ET  -  INTEGER  array  (TABSIZ);  the  TI  entry  table 

ALLVEC  -  LOGICAL;  TRUE  means  all  vectors,  FALSE  means 

only  those  vectors  at  the  logic  node 

NODNUM  -  INTEGER;  the  logic  node  number 
ALGORITHM  /  NOTES: 


Get  the  dimensionality  and  number  of  measurements  used 
(PVGHDR) . 

Get  the  measurement  vector  (PVGENT) . 

Find  the  eigenvalues  and  eigenvectors  (EIGNLG). 

Expand  the  first  dimension  of  the  eigenvector  array 
to  the  length  of  the  measurement  vector  if  needed, 
putting  zeroes  in  the  entries  corresponding  to  unused 
measurements. 
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Store  eigenvectors  in  the  PV  file  (PVPENT). 

Sort  eigenvalues  in  descending  order  and  expand  the 
array  with  zeroes  if  any  measurements  were  eliminated 
(SORT) . 

Store  eigenvalues  in  the  PV  file  (PVPENT). 

FILES: 

PV  -  projection  vector 
TI  -  tree  information 
TV  -  tree  vector 

REFERENCED  BY: 

L1EIGV,  L2EIGV,  RECTLV 

SUBPROGRAMS  REFERENCED: 

EIGNLG,  PVGENT ,  PVGHDR,  PVPENT,  SORT 

HISTORY: 

designed  by  David  J.  Tipton  January  9»  1981 
programmed  by  David  J.  Tipton  January  9,  1981 
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EIGNLG 


CATEGORY:  Display  File  Access  Routine 


PROGRAM  DESCRIPTION: 

EIGNLG  computes  the  covariance  of  the  set  of  vectors 
at  an  incomplete  logic  node.  It  then  calls  EIGENJ  to 
compute  the  eigenvalues  and  eigenvectors  and  passes 
them  back  in  EVAL  and  EVEC. 

PROGRAM  USAGE: 

CALL  EIGNLG  ( FIDTI ,  FIDTV ,  NDIM,  NCLASS,  CLIST,  ET, 
ALLVEC ,  NUSED,  MVEC,  EVAL,  EVEC) 


INPUT  ARGUMENTS: 


FIDTI  -  INTEGER 
FIDTV  -  INTEGER 
NDIM  -  INTEGER 
NCLASS  -  INTEGER 


the  file  descriptor  of  the  TI  file 
the  file  descriptor  of  the  TV  file 
the  dimension  of  the  data  set 


the  number  of  classes 


CLIST  -  INTEGER  array  (NCLASS);  the  list  of  entry 

table  slot  numbers  of  the  classes  in 
the  TI  file 

ET  -  INTEGER  array  (TABSIZ);  the  TI  entry  table 

ALLVEC  -  LOGICAL;  TRUE  means  all  vectors,  FALSE  means 

only  those  vectors  at  the  logic  node 

NODNUM  -  INTEGER;  the  logic  node  number 

NUSED  -  INTEGER;  the  number  of  measurements  not 

eliminated  within  the  measurement 
vector 

MVEC  -  INTEGER  array  (NDIM) ;  the  measurement  vector 
OUTPUT  ARGUMENTS: 

EVAL  -  REAL  array  (NDIM);  the  eigenvalues 

EVEC  -  REAL  array  (NDIM  x  NDIM);  the  eigenvectors 
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ALGORITHM  /  NOTES: 

IF  (all  vectors  from  the  classes  at  the  logic  node  are 
to  be  used  in  the  computation)  THEN 

Get  the  mean  of  the  class  (TIGMN). 

Get  covariance  matrix  of  the  class  (TIGCOV). 

Get  the  number  of  vectors  in  the  class  (TIGCOP) . 

ELSE 

Compute  covariance  matrix  of  the  class  vectors 
that  lie  at  the  logic  node  (LOGMNC) . 

ENDIF 

WHILE  (there  are  more  classes  from  the  logic  node) 

IF  (all  vectors  from  the  classes  at  the  logic  node 
are  to  be  used  in  the  computation)  then 

Get  the  mean  of  the  class  (TIGMN) 

Get  the  covariance  matrix  of  the  class  (TIGCOV) 

Get  the  number  of  vectors  in  the  class  (TIGCOP) 

ELSE 

Compute  covariance  matrix  of  the  class  vectors 
that  lie  at  the  logic  node  (LOGMNC). 

ENDIF 

Add  to  covariance  matrix  computation  for  entire  set 
of  classes  (COMBIN) . 

ENDWHILE 

Eliminate  the  rows  and  columns  of  the  covariance 
matrix  that  correspond  to  the  measurements  to  be 
eliminated  (COLAPS). 

Compute  eigenvalues  and  eigenvectors  (EIGENJ). 

RETURN 

REFERENCED  BY: 

L1EIGV,  L2EIGV,  RECTLV 
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EIGNLG 


SUBPROGRAMS  REFERENCED: 

COLAPS,  COMBIN ,  EIGEN J,  LOGMNC 
TIGCOP,  TIGCOV,  TIGMN 

HISTORY: 

designed  by  David  A.  Birdbaum  September  13,  1978 
programmed  by  David  Tipton  January  7,  1981 
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PROGRAM  NAME:  EIGNPV 


CATEGORY:  Display  File  Access  Routine 


PROGRAM  DESCRIPTION: 

EIGNPV  is  passed  the  file  descriptors  of  the  TI  and  PV 
files  and  the  entry  number  of  the  node,  in  the  data  set 
where  the  covariance  matrix  can  be  found.  EIGNPV  re¬ 
trieves  the  covariance  matrix,  computes  the  eignevalues 
and  eigenvectors  (via  EIGENJ)  and  sets  up  the  PV  file 
for  the  subroutines  that  will  follow. 

PROGRAM  USAGE: 

CALL  EIGNPV ( FIDTI ,FIDPV , ENTNO) 

INPUT  ARGUMENTS: 

FIDTI  -  INTEGER;  file  descriptor  of  the  TI  file 
FIDPV  -  INTEGER;  file  descriptor  of  the  PV  file 
ENTNO  -  INTEGER;  the  entry  number  in  the  TI  file  of  the 
data  set 

ALGORITHM  /  NOTES: 

Determine  what  measurements  are  to  be  included  in  the 
computation . 

Get  the  covariance  matrix.  If  measurements  are 
to  be  eliminated  from  the  computation,  remove 
corresponding  rows  and  columns  from  the  covariance 
matrix  (COLAPS)  . 

Compute  eigenvalues  and  eigenvectors  (EIGENJ). 

Place  them  into  the  PV  file  (PVPENT) ,  putting  zeros 
in  the  ignored  measurements. 

RETURN 


FILES: 


TI  -  tree  information 
PV  -  projection  vector 

REFERENCED  BY: 

S1EIGV,  S2EIGV 
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SUBPROGRAMS  REFERENCED: 

COLAPS , EIGENJ , PVGENT , PVGHDR , PVPENT , TIGCOV 

HISTORY: 

designed  by  Dave  Birnbaum  September  6, 
programmed  by  Donna  Morris  May  17,1979 


1978 
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PROGRAM  NAME:  EIGNXFRM 


CATEGORY:  Transformation  Command 


PROGRAM  DESCRIPTION: 

EIGNXFRM  generates  a  new  tree  of  equal  or  lower  dimen¬ 
sionality  by  transforming  the  selected,  data  set,  using 
the  eigenvectors  which  correspond  to  the  selected  eigen¬ 
values  (the  selected  eigenvalues  consist  of  the  thres¬ 
hold  eigenvalue  and  all  eigenvalues  above  it  in  the 
list)  . 


PROGRAM  USAGE: 

User  types  in  'EIGNXFRM'. 

USER  INTERACTION: 

The  user  is  asked  if  he  wants  a  line  printer  copy  of  the 
eigenvalues  and  eigenvectors.  He  is  asked  to  type  in  a 
threshold  and  a  new  treename. 

ALGORITHM  /  NOTES: 

Erase  screen  and  home  cursor  (ERASE) . 

Call  ESETUP  to  open  the  CM,  DI ,  TL,  PV,  and  current  data 
3et  tree  files.  ESETUP  will  call  UIXFRM  to  ask  the  user 
for  the  name  of  the  new  data  tree  to  be  created. 

Compute  the  eigenvalues  and  eigenvectors  (EIGNPV) . 

Display  the  decreasing  list  of  eigenvalues  on  the  screen 
and  ask  the  user  if  (s)he  wants  a  linepr inter  listing 
(EIGPRT) . 

Obtain  threshold  value  from  user  (GTHRSH)  and  determine 
which  eigenvectors  to  project  on. 

Call  EXFRM  to  perform  the  transformation. 

Save  the  transformation  matrix  if  the  user  so  desires 
(SAVMAT) . 

Put  up  option  list  at  user's  terminal  (MENU). 

END 
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To  compute  new  mean  vectors  and  covariance 
matrices  let: 

n  =  dimension  of  the  original  data  set 

m  =  number  of  eigenvalues  chosen  (the 
dimension  of  the  new  data  set) 

x’  s  a  mean  vector  of  a  node  in  the  old 
tree 

C  =  the  covariance  matrix  of  a  node 
in  the  old  tree 

A  =  the  m  by  n  matrix  whose  rows  consist 
of  the  m  eigenvectors  corresponding 
to  the  m  chosen  eigenvalues 

Then  the  new  mean  vector  and  new  covariance 
matrix  of  the  node  are  given  by: 

Ax'  and  AC  times  the  transpose  of  A 


REFERENCED  BY: 

OLPARS  user 

SUBPROGRAMS  REFERENCED: 

CLOSFX ,  CLOSTR ,  EIGNPV,  EIGPRT,  ERASE,  ESETUP 
EXFRM,  GTHRSH,  INSINI,  INSRET,  MENU,  OEXIT,  OPENFX 
PVGENT ,  SAVMAT,  TRMPUT 


SEE  ALSO: 


MATXFRM,  NORMXFRM 

HISTORY: 


designed  by  Dave  Birnbaum 
programmed  by  Donna  Morris 


September  8,  1978 
January  1,  1982 
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PROGRAM  NAME:  EIGPRT 

CATEGORY:  Display  File  Access  Routine 

PROGRAM  DESCRIPTION: 

EIGPRT  is  passed  the  file  descriptors  of  the  PV  and  CM 
files.  It  displays  the  eigenvalues  from  the  PV  file 
and  asks  the  user  if  he  wishes  a  printout  of  them. 

If  EIGPRT  is  set  to  TRUE,  the  calling  program  quits. 

PROGRAM  USAGE: 

LOGICAL  EIGPRT 


IF(EIGPRT(FIDPV,FIDCM) ) 

INPUT  ARGUMENTS: 

FIDPV  -  INTEGER;  the  file  descriptor  of  the  PV  file 
FIDCM  -  INTEGER;  the  file  descriptor  of  the  CM  file 

ALGORITHM  /  NOTES: 

Display  eigenvalues  on  terminal  screen  (PVGHDR,  PVGENT, 
TRMPUT) 

IF  (printout  of  eigenvalues  and  eigenvectors  is  required 
(PROMPT,  TRMGET) )  THEN 

Set  up  output  file  for  printout  (OPENS,  PRINTR, 
FILPUT) 

ENDIF 

RETURN 


FILES: 

PV  -  projection  vector 
REFERENCED  BY: 

S1EIGV ,  S2EIGV ,  L1EIGV,  L2EIGV,  REPROJECT 
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SUBPROGRAMS  REFERENCED: 

CLOSE,  CMGCDS ,  CMGOTH ,  CMGSCN,  EQUALA, 
ERASE,  FILPUT,  INSPGM,  INSRET,  OPENS, 
PRINTR ,  PROMPT,  PVGENT,  PVGHDR ,  TRMGET , 
TRMPUT 


HISTORY: 


designed  by  Dave  Birnbaum  June  19,  1978 
programmed  by  Donna  Morris  June  10,  1979 
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ELIFRE 

PROGRAM  NAME:  ELIFRE 

CATEGORY:  Logic  Tree  File  Access  Routine 

PROGRAM  DESCRIPTION: 

ELIFRE  enters  a  Logic  Information  entry  into  the  free 
list  of  the  LI  file. 

PROGRAM  USAGE: 

CALL  ELIFRE  (FDLI ,  LOGNDS ,  NODCNT) 

INPUT  ARGUMENTS: 

FDLI  -  INTEGER;  Logic  Information  file  descriptor 

LOGNDS  -  INTEGER  array( MAXCLS* ( MAXCLS+1 ) /2) ; 

list  of  logic  nodes  to  be  entered 
into  ’free'  list 

NODCNT  -  INTEGER;  the  number  of  logic  nodes  in  'LOGNDS' 

FILES: 

LI  -  logic  information 
REFERENCED  BY: 

XILLND 

SUBPROGRAMS  REFERENCED: 

INSINT,  INSPGM ,  INSRET,  LIGCOP,  LIPCOP,  LIPLOG,  OEXIT, 
TRMPUT 

SEE  ALSO: 

DLREGN 

HISTORY: 

designed  by  Steven  Haehn  Mar.  5,  1981 
programmed  by  Steven  Haehn  Mar.  11,  1981 
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PROGRAM  NAME:  ELIMEA 


CATEGORY:  Display  File  Access  Routine 


PROGRAM  DESCRIPTION: 

ELIMEA  is  called  by  certain  SI  and  S2  commands  to  ask  the 
user  if  measurements  are  to  be  ignored  in  the  computation 
of  the  projection  vectors.  ELIMEA  sets  the  measurement 
vector  in  the  PV  file. 

PROGRAM  USAGE: 

LOGICAL  ELIMEA 
IF(ELIMEA(FIDPV,FIDCM,NDIM) ) 

INPUT  ARGUMENTS: 

FIDPV  -  INTEGER;  the  file  descriptor  of  the  PV  file 
FIDCM  -  INTEGER;  the  file  descriptor  of  the  CM  file 
NDIM  -  INTEGER;  the  dimension  of  the  data  set 

ALGORITHM  /  NOTES: 

IF  (user  wishes  to  eliminate  measurements)  THEN 

Ask  for  the  numbers  of  the  measurements  to  be 
eliminated  (PROMPT) . 

Set  the  measurement  vector  in  the  PV  file  (PVPENT) . 


ELSE 


Set  the  coordinates  of  the  measurement  vector  to 
all  ones  (PVPENT). 

ENDIF 

Set  the  number  of  measurements  used  in  the  PV  file 
header . 


SUBPROGRAMS  REFERENCED: 

CMGOTH , EQUALA , PVPENT , PVPHDR , PROMPT , TRMGET 
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DIAGNOSTICS: 

ELIMEA  is  set  to  TRUE  if  the  user  wishes  to  quit  the 
program  or  if  the  user  eliminates  all  of  the 
measurements . 

HISTORY: 

designed  by  Dave  Birnbaum  August  9,  1978 
programmed  by  Donna  Morris  May  22,1979 
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PROGRAM  NAME:  EQUALA 

CATEGORY:  Utility  Subroutine  (system  dependent) 


PROGRAM  DESCRIPTION: 

EQUALA  compares  two  strings  for  equality.  If 
the  strings  are  equal,  a  true  value  is  returned 
as  the  function  value.  If  the  strings  are  not 
equal,  i.e.,  don't  match  in  length  or  characters, 
a  false  value  is  returned  as  the  function  value. 

LEN1  and  LEN2  specify  the  length  of  the  character 
strings  being  tested  for  equality.  If  both  LEN1 
and  LEN2  are  zero,  then  the  corresponding  strings  (see 
below)  must  have  an  end-of-str ing  (EOS)  symbol 
attached  to  them  (EOS  in  OLPARS  is  a  zero) . 

In  order  for  the  strings  to  be  considered 
equal  by  equala,  the  EOS  must  occur  in 
the  same  position  in  both  strings. 

EXACT  is  a  logical  switch  indicating  whether  or 
not  the  'case'  of  the  characters  being  compared  is 
important. 

Note,  the  characters  are  stored  one  per  integer 
word. 

PROGRAM  USAGE: 

LOGICAL  EQUALA 


IF ( EQUALA( STRNG 1 ,LEN1 , STRNG2 , LEN2 , EXACT) ) 

INPUT  ARGUMENTS: 

STRNG1  -  INTEGER  array  (MAXLIN  +  1);  the  first 

character  string 

LEN1  -  INTEGER;  the  length  of  the  first  character 

string 

STRNG2  -  INTEGER  array  (MAXLIN  +  1);  the  second 

character  string 

LEN2  -  INTEGER;  the  length  of  the  second  character 

string 
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EXACT  -  LOGICAL;  'true'  means  the  ’case’  of  the 

alphabetic  characters  must  match 
too  (i.e.,  lower  case  a  is  not 
equal  to  upper  case  A)  . 

'false'  means  the  case  of  the 
alphabetic  characters  being  compared 
is  unimportant  (i.e.,  lower  case  a 
equals  upper  case  A) . 

OUTPUT  ARGUMENTS: 

EQUALA  -  LOGICAL;  'true'  when  the  two  character  strings 

are  equal,  'false'  when  they  are  not 
equal 

REFERENCED  BY: 

UPPER  LEVEL  ROUTINES 

SUBPROGRAMS  REFERENCED: 

VALUEA 

HISTORY: 

designed  by  Steve  Haehn  February  26,1979 

programmed  by  Steve  Haehn  February  26,1979 
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PROGRAM  NAME:  EQUALS 


CATEGORY:  Utility  Subroutine  (system  dependent) 


PROGRAM  DESCRIPTION: 

EQUALS  compares  two  strings  for  equality.  If 
the  strings  are  equal,  a  true  value  is  returned 
as  the  function  value.  If  the  strings  are  not 
equal,  i.e.,  don't  match  in  length  or  characters, 
a  false  value  is  returned  as  the  function  value. 

LEN1  and  LEN2  specify  the  length  of  the  character 
strings  being  tested  for  equality.  If  both  LEN1 
and  LEN2  are  zero,  then  the  corresponding  strings  (see 
below)  must  have  an  end-of-string  (EOS)  symbol 
attached  to  them  (EOS  In  OLPARS  is  a  zero) . 

In  order  for  the  strings  to  be  considered 
equal  by  equals,  the  EOS  must  occur  in 
the  same  position  in  both  strings. 

EXACT  is  a  logical  switch  indicating  whether  or 
not  the  'case'  of  the  characters  being  compared  is 
important . 

Note,  the  characters  in  the  string  are  stored  in  a 
FORTRAN  Hollerith  field.  Under  RSX-11M  FORTRAN  IV, 
a  Hollerith  character  string  is  stored  2  characters 
to  one  integer  word. 

PROGRAM  USAGE: 

LOGICAL  EQUALS 


IF( EQUALS (STRNG 1 , LEN 1 , STRNG2 , LEN2 , EXACT) ) 

INPUT  ARGUMENTS: 

STRNG 1  -  INTEGER  array  (MAXLIN  +  1);  the  first 

character  string 

LEN1  -  INTEGER;  the  length  of  the  first  character 

string 

STRNG2  -  INTEGER  array  (MAXLIN  1);  the  second 

character  string 

LEN2  -  INTEGER;  the  length  of  the  second  character 

string 
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EXACT  -  LOGICAL;  ’true’  means  the  ’case’  of  the 

alphabetic  characters  must  match 
too  (i.e.,  lower  case  a  is  not 
equal  to  upper  case  A) . 

'false'  means  the  case  of  the 
alphabetic  characters  being  compared 
is  unimportant  (i.e.,  lower  case  a 
equals  upper  case  A). 

OUTPUT  ARGUMENTS: 

EQUALS  -  LOGICAL;  'true'  when  the  two  character  strings 

are  equal,  'false'  when  they  are  not 
equal 

REFERENCED  BY: 

UPPER  LEVEL  ROUTINES 

SUBPROGRAMS  REFERENCED: 

VALUES 

HISTORY: 

designed  by  Steve  Haehn  February  26,1979 

programmed  by  Steve  Haehn  February  26,1979 


240 


OLPARS  Program  Specifications 

ERASE 

PROGRAM  NAME:  ERASE 

4 

CATEGORY:  Terminal  I/O  (graphic,  system  dependent) 

PROGRAM  DESCRIPTION: 

ERASE  erases  the  terminal  screen  and  homes  the  cursor 
if  not  automatically  done.  (Homing  the  cursor  means 
to  move  it  to  the  upper  left-hand  corner  of  the 
screen .) 

PROGRAM  USAGE: 

CALL  ERASE 

HISTORY: 

designed  by  Steven  Haehn  April  5,  1978 
programmed  by  Steven  Haehn  April  1,  1981 
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PROGRAM  NAME:  EV1SP 


CATEGORY:  Logic  Design  Routine 


PROGRAM  DESCRIPTION: 

EV1SP  (evaluate  one-space  logic)  takes  an  individual 
vector  and  "passes'*  it  against  the  logic  resulting 
from  boundaries  drawn  on  a  one-space  projection. 

It  is  also  used  by  RESTRUCT  to  determine  which  region 
a  vector  falls  in. 

PROGRAM  USAGE: 

CALL  EV 1 SP ( NBOUMD , NDIM , VECTOR , DSCRMV , THRSHL , THRSHR , 
REGION) 

INPUT  ARGUMENTS: 

NBOUND  -  INTEGER;  the  number  of  boundaries  drawn 

NDIM  -  INTEGER;  the  dimension  of  the  current  data  set 
VECTOR  -  REAL  array  (NDIM);  the  vector  to  be  evaluated 
DSCRMV  -  REAL  array  (NDIM);  the  discriminant  vector 
THRSHL  -  REAL;  the  left-most  threshold  value 
THRSHR  -  REAL;  the  right-most  threshold  value 

OUTPUT  ARGUMENTS: 

REGION  -  INTEGER;  the  region  in  which  the  vector  lies 

REGION  =  LEFT  (or  1)  if  the  vector 
falls  to  the  left  of  the 
left-most  boundary 
REGION  =  RIGHT  (or  2)  if  the  vector 
falls  to  the  right  of  the 
right-most  boundary 
REGION  =  MIDDLE  (or  3)  if  the  vector 
falls  between  the  two 
boundaries 

(ignored  for  one  boundary) 


OLPARS  Program  Specifications 

EV1SP 


ALGORITHM  /  MOTES: 

IF  (right  threshold  value  .It.  left  threshold  value)  THEN 
Reverse  the  two  values. 

ENDIF 

Compute  the  dot  product  of  vector  and  discriminant. 

IF  (dot  product  .ge.  right  threshold  value)  THEN 
The  vector  lies  in  the  right  region. 

ELSE 

IF  ((number  of  boundaries .eq .2)  and  (the  dot  product 
.gt.  the  left  threshold  value))  THEN 

The  vector  lies  in  the  middle  region. 

ELSE 

The  vector  lies  in  the  left  region. 

ENDIF 

ENDIF 

RETURN 


FILES: 

instrumentation  file 
REFERENCED  BY: 

CRL0G1 ,  RESTRUCT 
SUBPROGRAMS  REFERENCED: 

INSINT,  INSPGM ,  INSRET 
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SEE  ALSO: 

SU1SP 

HISTORY: 

designed  by  Ke^mi*  Klingbail  October  3, 
programmed  by  Jill  King  January  26,  1981 
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PROGRAM  NAME:  EV2SP 


CATEGORY:  Logic  Design  Routine 


PROGRAM  DESCRIPTION: 

EV2SP  (evaluate  two-space  logic)  takes  an  individual 
vector  and  "passes’1  it  against  the  logic  resulting 
from  boundaries  drawn  on  a  two-space  projection.  EV2SP 
is  also  used  by  RESTRUCT  to  determine  in  which  region 
a  vector  lies. 

PROGRAM  USAGE: 

CALL  EV2SP( NBOUND , NSEGM 1 , TNSEGM , NDIM , VECTOR , DSCRMV , 
THRESH, REGION) 

INPUT  ARGUMENTS: 

NBOUND  -  INTEGER;  the  number  of  boundaries  drawn 

NSEGM 1  -  INTEGER;  the  number  of  line  segments  in  the 

first  boundary 

TNSEGM  -  INTEGER;  the  total  number  of  line  segments 

contained  in  both  boundaries  combined 

NDIM  -  INTEGER;  the  dimension  of  the  current  data  set 

VECTOR  -  REAL  array  (NDIM);  the  vector  to  be  evaluated 

DSCRMV  -  REAL  array  ( EXMLIM , MAXSEG) ;  the  discriminant 

vector  for  each  line  segment  of  each 
boundary,  where  MAXSEG  is  the  maximum 
number  of  boundary  line  segments  allowed 
in  two  boundaries  and  thus  is  equal  to  10 

THRESH  -  REAL  array  (TNSEGM);  the  threshold  values  for 

each  line  segment  of  each  boundary 
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OUTPUT  ARGUMENTS: 

REGION  -  INTEGER;  the  region  in  which  the  vector  lies 

REGION  =  LEFT  (or  1)  if  the  vector  falls 
on  the  convex  3ide  of  the 
first  boundary 

REGION  s  RIGHT  (or  2)  if  the  vector  falls 
on  the  convex  side  of  the 
second  boundary 

REGION  =  MIDDLE  (or  3).  if  vector  falls  in 
the  excess  region 


ALGORITHM  /  NOTES: 

DO  isl, number  of  line  segments  in  the  first  ooundary 

Compute  the  dot  product  of  the  vector  and  the 
discriminant  of  the  ith  boundary  line  segment. 

IF  (the  dot  product  is  less  than  its  corresponding 
threshold  value)  THEN 

BREAK 

ENDIF 

ENDDO 

IF  (each  dot  product  is  greater  than  or  equal  to  its 
corresponding  threshold  value)  THEN 

The  vector  lies  in  the  LEFT  region. 

ELSEIF  (the  number  of  boundaries  equals  one)  THEN 

The  vector  lies  in  the  RIGHT  region. 

ELSE 

I 

DO  isl, number  of  line  segments  in  the  second  boundary 

Compute  the  dot  product  of  the  vector  and  the 
discriminant  of  the  ith  boundary  line  segment. 
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IF  (the  dot  product  is  less  than  its  corresponding 
threshold  value)  THEN 

The  vector  lies  in  the  MIDDLE  region. 

BREAK 

ELSEIF  (this  is  last  time  through  loop)  THEN 
The  vector  lies  in  the  RIGHT  region. 

ENDIF 

ENDDO 

ENDIF 

RETURN 

FILES: 

instrumentation  file 
REFERENCED  BY: 

CRL0G2,  RESTRUCT 
SUBPROGRAMS  REFERENCED: 

INSINT,  INSPGM ,  INSRET 
SEE  ALSO: 

SU2SP 

HISTORY: 


designed  by  Kermit  Klingbail  October  3,  1978 
programmed  by  Jill  King  January  14,  1981 
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PROGRAM  NAME:  EVALBM 


CATEGORY:  Logic  Design  Routine  (system  dependent) 


PROGRAM  DESCRIPTION: 

EVALBM  evaluates  the  bit  map,  found  in  a  logic  informa¬ 
tion  (LI)  file  entry,  that  represents  the  number  of 
classes  present  (residing)  at  a  specific  logic  node. 
Depending  on  the  directional  flag  setting,  EVALBM  will 
either  create  a  list  of  subscript  pointers  from  the  bit 
map,  or  create  the  bit  map  from  a  list  of  subscript 
pointers . 

PROGRAM  USAGE: 

CALL  EVALBM( BITMAP , DIRECF , CPRSNT , NCPRS) 

INPUT  ARGUMENTS: 

BITMAP  -  REAL  array  (2);  bit  map  representing  the 

classes  residing  at  a  logic  node  (input 
argument  when  DIRECF  is  'true') 

DIRECF  -  LOGICAL;  directional  flag  indicating  which 

direction  evaluation  should  occur 
(true;  BITMAP->CPRSNT ,  false; 

8 ITMAP<- CPRSNT) 

CPRSNT  -  INTEGER  array  (50);  a  list  of  subscripts 

(pointers)  designating  classes  present 
at  a  logic  node  (input  argument  when 
DIRECF  is  ’ false') 

NCPRS  -  INTEGER;  the  number  of  classes  present  at  a 

node  (the  number  of  bits  turned  on  in 
BITMAP  when  DIRECT  is  ’true1  or  the 
number  of  subscripts  found  in  CPRSNT 
when  DIRECF  is  ’false') 


OUTPUT  ARGUMENTS: 

BITMAP  -  REAL  array  (2);  same  as  above  (however,  is 

output  argument  when  DIRECF  is 
*  false* ) 

CPRSNT  -  INTEGER  array  (50);  same  as  above  (however,  is 

output  argument  when  DIRECF  is  ’true’) 
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ALGORITHM/NOTES: 

Users  of  this  program  should  use  the  variables  'TO'  and 
’FROM*  to  represent  the  logical  constants  ’true*  and 
•false,'  respectively.  This  will  enable  you  to  read 
your  program  easier  (i.e.,  know  which  direction  the  eval¬ 
uation  is  occurring),  e.g., 

CALL  EVALBM( BITMAP , TO , CPRSNT , NCPRS) 

CALL  EVALBM( BITMAP, FROM, CPRSNT, NCPRS) 

Also,  the  bitmap  is  interpreted  differently  when  only 
one  class  is  present  at  the  given  logic  node. 

The  first  element  of  the  bitmap  points  directly  to  the 
class  name  found  in  the  header. 

REFERENCED  BY: 

NAMELOG,  GCLIST 

HISTORY: 

designed  by  Steve  Haehn  September  15,  1978 
programmed  Donna  Morris  August  10,  1980 
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PROGRAM  NAME:  EVALU8 

CATEGORY:  Logic  Design  Routine 

PROGRAM  DESCRIPTION: 

EVALU8  evalutes  a  vector  against  a  logic.  It  returns  the 
logic  node  number  to  which  the  vector  was  assigned  and 
any  pertinent  error  information. 

PROGRAM  USAGE: 

LOGICAL  EVALU8 


IFCEVALU8 (FDLI , FDLV, NDIM , VECTOR , NODNUM , INDREJ , REJNOD , 
ERRINF) ) 

INPUT  ARGUMENTS: 

FDLI  -  INTEGER;  the  file  descriptor  of  the  LI  file 
FDLV  -  INTEGER;  the  file  descriptor  of  the  LV  file 
NDIM  -  INTEGER;  the  vector  dimensionality 

VECTOR  -  REAL  array  (MAXDIM);  the  vector  to  be  evaluated 
OUTPUT  ARGUMENTS: 

NODNUM  -  INTEGER;  the  node  number  to  which  the  vector  was 

assigned 

INDREJ  -  LOGICAL;  TRUE  means  that  the  vector  was  rejected 

by  an  independent  reject  strategy  at 
NODNUM.  Otherwise  1 INDREJ  *  is  FALSE. 

REJNOD  -  LOGICAL;  TRUE  means  that  NODNUM  is  a  reject  node 

ERRINF  -  REAL  array  (MAXCLS  +  1);  the  error  information 

passed  by  back  routines  PAIRLG,  NMDIST, 
and  CLDBVC.  ERRINF(I)  will  be  the 
logic  code  indicating  the  type  of  lo^ic 
creating  the  error  information. 

EVALU8  -  LOGICAL;  returns  FALSE  if  logic  evaluation 

cannot  continue. 
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ALGORITHM  /  NOTES: 


NOTE 

9/16/81  -  EVALU8  is  not  complete.  BOOLEAN  logic, 
CLOSED  DECISION  BOUNDARY  logic,  and  NEAREST  NEIGHBOR 
logic  sections  need  to  be  written,  along  with  some  of 
the  subroutines  that  these  sections  call.  The 
algorithm  below,  however,  will  refer  to  these  logics 
in  order  to  provide  a  design  for  future  coding  of 
these  sections. 


Set  NODNUM  =  1  (NODNUM  will  contain  the  logic  node 
number  at  which  the  vector  resides  at  any  point  in 
the  evaluation  process.  It  is  initialized  at  1 
corresponding  to  the  senior  node  of  the  logic  tree) . 

Initialize  INDREJ  and  REJNOD  to  FALSE. 

Get  the  LI  file  entry  for  NODNUM. 

REPEAT 

IF  (there  is  an  independent  reject  strategy  at 
NODNUM)  THEN 

Get  its  first  entry  (GTRGNI) . 

Get  the  Boolean  statement  (GBOOLS) . 

Test  the  vector  (INTRPB) . 

IF  (the  vector  was  rejected  by  the  strategy)  THEN 
Set  INDREJ  =  TRUE. 

RETURN 

ENDIF 

ENDIF 

IF  (logic  type  =  1  (pairwise))  THEN 

IF  (the  logic  information  for  NODNUM  is  not 

currently  stored  in  the  Fisher  common  area 
FSHBLK)  THEN 

Set  up  the  fisher  pairwise  common  area 
(SUFISH) . 
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Indicate  that  the  information  for  NODNUM  is 
currently  in  the  fisher  common  area. 

ENDIF 

Call  PAIRLG  to  evaluate  the  pairwise  logic  on  the 
vector.  PAIRLG  returns  an  index  into  the  array 
of  logic  node  numbers  (assigned  logic  nodes) 
underneath  the  fisher  node.  If  the  node  to  which 
the  vector  was  assigned  is  a  reject  node,  PAIRLG 
will  set  REJNOD  to  TRUE.  PAIRLG  also  returns,  as 
error  information,  the  vote  counts  (one  vote 
count  for  each  class  at  the  fisher  node) . 

Use  the  index  returned  by  PAIRLG  for  determining 
the  logic  node  number  to  which  the  vector  was 
assigned,  set  NODNUM  to  this  number. 

ERRINF(I)  =  FISHER  PAIRWISE  LOGIC 

BREAK 

ELSEIF  (logic  type  =  2  (group  logic)  and  subtype  =  1 
(one-space))  THEN 

IF  (the  logic  information  for  NODNUM 

(discriminant  and  thresholds)  is  not 
currently  stored  in  the  one-space  group 
logic  common  area  GP1BLK)  THEN 

Set  up  the  one-space  group  logic  common 
area  (SU1SP) 

Indicate  that  the  information  for  NODNUM  is 
currently  in  the  one-space  group  logic 
common  area. 

ENDIF 


Call  EV1SP  to  determine  which  region  the  vector 
falls  in. 

Determine  which  node  number  is  associated  with 
this  region  (look  at  'logic  nodes  associated 
with  regions  1,2,  and  3  array'  in  the  common 
area) . 

Set  NODNUM  =  this  node  number. 


ELSEIF  (logic  type  =  2  (group  logic)  and  subtype  =  2 
(two-space))  THEN 


t 


252 


OLPARS  Program  Specifications 

EVALU8 


IF  (the  logic  information  for  NODNUM 

(discriminant  and  threshold)  is  not 
currently  stored  in  the  two-space  group 
logic  common  area  GP2BLK)  THEN 

Set  up  the  two-space  group  logic  common 
area  (SU2SP) 

Indicate  that  the  information  for  NODNUM  is 
currently  in  the  two-space  group  logic 
common  area . 

ENDIF 

Call  EV2SP  to  determine  which  region  the  vector 
falls  in. 

Determine  which  node  number  is  associated  with 
this  region  (look  at  ’logic  nodes  associated 
with  regions  1,2,  and  3  array'  in  the  common 
area) . 

Set  NODNUM  =  to  this  node  number. 

ELSEIF  (logic  type  =  2  (group  logic)  and  subtype  =  3 
(Boolean))  THEN 

Get  Boolean  statement  from  logic  block  (GTRGNI , 
GBOOLS) . 

Evaluate  vector  against  it  ( INTRPB)  to  get  TRUE 
or  FALSE. 

Set  NODNUM  s  corresponding  node  number. 

IF  (NODNUM  is  a  reject  node)  THEN 
Set  REJNOD  =  TRUE. 

ENDIF 

ELSEIF  (logic  type  =  3  (NMV) )  THEN 

IF  (the  logic  information  for  NODNUM  is  not 
currently  stored  in  the  NMV  common  area 
NMVBLK)  THEN 

Set  up  the  NMV  common  area  (SUNMV). 

Indicate  that  the  information  for  NODNUM  is 
currently  in  the  NMV  common  area. 

ENDIF 
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Call  NMDIST  to  evaluate  the  NMV  logic  on  the 
vector.  NMDIST  returns  an  index  into  the  array 
of  logic  node  numbers  (assigned  logic  nodes) 
underneath  the  NMV  node.  If  the  node  to  which 
the  vector  was  assigned  is  a  reject  node,  NMV 
will  set  REJNOD  to  TRUE.  NMV  also  returns,  as 
error  information,  the  'distances’  of  the  vector 
from  each  class  at  the  NMV  node. 

ELSEIF  (logic  type  =  4  (closed  decision  boundary)) 

THEN 


Call  CLDBVC  to  evaluate  the  closed  decision 
boundary  logic.  CLDBVC  returns  the  logic  node 
number  and  an  array  of  distances. 

ELSEIF  (logic  type  =  5  (Nearest  Neighbor))  THEN 

CALL  EVALNN  which  does  the  following: 

IF  (the  logic  information  for  NODNUM  is  not 
currently  stored  in  the  nearest  neighbor 
logic  block)THEN 

Write  logic  information  to  the  nearest 
neighbor  common  area. 

Open  the  reference  pattern  TI  file  (OPENTR) . 

Check  that  the  reference  pattern  classes 
are  in  the  same  order  as  the  classes  at 
the  logic  node. 

Write  TI  reference  pattern  counts  and  pointers 
to  the  nearest  neighbor  common  area. 

Close  the  reference  pattern  TI  file  and  open 
the  TV  file  (CLOSTR  and  OPENTR). 

ENDIF 

Call  NNBREV  to  evaluate  the  vector. 

End  of  EVALNN  algorithm. 

ENDIF 

Get  LI  file  entry  for  logic  node  NODNUM. 

UNTIL  (vector  resides  at  a  lowest  logic  node,  i.e., 
one  with  only  one  assigned  class,  or  a  reject  node) 
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IF  (there  is  an  independent  reject  at  NODNUM)  THEN 
Get  its  first  entry  (GTRGNI). 

Get  its  Boolean  statement  (GBOOLS) . 

Test  the  vector  (INTRPB). 

IF  (vector  is  rejected)  THEN 
Set  INDREJ  =  TRUE. 

ENDIF 

ENDIF 

RETURN 

SUBPROGRAMS  REFERENCED: 

CLDBVC ,  EV1SP,  EV2SP,  EVALNN ,  GBOOLS,  GTRGNI,  INSINT, 
INSPGM ,  INSRET,  INTRPB,  LIGENT,  NMDIST ,  NNCLAS ,  PAIRLG, 
SUFISH,  SUNMV ,  SU1SP ,  SU2SP 


HISTORY: 

designed  by  Dave  Birnbaum  October  13>  1978 
programmed  by  Donna  Morris  September  16,  1981 
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PROGRAM  NAME:  EXFRM 


CATEGORY:  TRANSFORMATION  ROUTINE 


PROGRAM  DESCRIPTION: 

EXFRM  produces  a  new  data  tree  which  is  an  eigen¬ 
vector  transformation  of  the  current  data  set.  The 
transformation  procedure  involves  multiplying  each 
vector  by  the  eigenvector  transformation  matrix  and 
adjusting  the  means  and  covariances  of  all  nodes. 

PROGRAM  USAGE: 

LOGICAL  EXFRM 


IF  ( EXFRM ( CDTREE , CRSLT , NDT REE, NDIM, NOEIGV, MATRIX)) 
INPUT  ARGUMENTS: 

CDTREE  -  INTEGER  array  (TRELEN);  the  current  data 
tree  name 

CRSLT  -  INTEGER;  the  TI  file  entry  table  slot  number 
of  the  current  node 

NDTREE  -  INTEGER  array  (TRELEN);  the  new  data  tree 
name 

NDIM  -  INTEGER;  the  dimension  of  the  current  data 
set  and  the  new  tree 

NOEIGV  -  INTEGER;  the  number  of  eigenvalues  used  to 
compute  the  eigenvector  transforma¬ 
tion  matrix  being  used  in  the 
creation  of  the  new  data  tree 

MATRIX  -  REAL  array  (MAXDIM, NOEIGV) ;  the  eigenvector 
transformation  matrix  which  will  be 
used  to  transform  the  current  data 
set 


OUTPUT  ARGUMENTS: 

EXFRM  -  LOGICAL;  if  ’true’,  indicates  the  transformation 

was  successful,  if  'false'  indicates 
the  calling  routine  should  exit. 
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ALGORITHM  /  NOTES: 

A  key  feature  of  the  following  algorithm  is  that 
the  entry  table  slot  numbers  with  which  nodes  are 
identified  do  not  change  in  the  new  tree.  This  way 
a  minimum  number  of  pointers  in  the  TI  file  entries 
need  to  be  adjusted.  (See  section  in  Programmer’s 
Reference  Manual  on  'Creating  New  Trees  from  Old 
Trees' ) 

Open  the  current  data  set  tree  files  and  create 
the  new  data  tree  files  (OPENTR,  CREATR) . 

Read  in  the  counts  and  pointers  of  the  current  node 
(senior  node  in  the  new  tree). 

Save  the  total  number  of  vectors  in  the  current  tree. 

INTIALIZE: 

number  of  nodes  =  0 

node  level  =  1 

save  current  node  level 

vector  pointer  in  the  new  tree  =  1 

set  senior  node  name  to  be  '****' 

parent  pointer  =  0 

sibling  pointer  s  0 

REPEAT 

Number  of  nodes  =  number  of  nodes  +  1 

Transfer  the  TI  file  entry  of  the  node. 

Adjust  the  node  level  if  necessary. 

Entry  table  slot  number  of  the  current 
node  s  Number  of  nodes. 

IF  (node  is  a  lowest  node)  THEN 

DO  I  s  1 .number  of  vectors  at  this  node 

Retrieve  and  transform  the  vector 
(TVGVEC .TVPVEC) . 

ENDDO 

Set  vector  pointer. 


257 


OLPARS  Program  Specifications 
EXFRM 


IF  (this  is  the  first  lowest  node  encountered) 
Set  the  lowest  node  back  pointer  to  -1. 
ENDIF 
ENDIF 

Retrieve  and  adjust  the  mean  array  (TIGMN ,TIPMN) . 

Retrieve  the  covariance  array  and  transform  it 
into  a  variance  array  (TIGCOV). 

Perform  an  eigenvector  transformation  on  the 
variance  array  (MXFRM). 

Transform  the  new  variance  array  into  a  covariance 
array  and  store  it  (TIPCOV). 

UNTIL  (there  are  no  more  nodes  to  be  transformed) 

Set  the  lowest  node  link  pointer  of  the  last  lowest 
node  to  -1 . 

Write  the  new  TI  and  TV  file  headers  (TIPHDR ,TVPHDR) . 

Senior  node  pointer  in  TI  header  equals  the  slot 
number  of  the  current  data  set  node. 


FILES: 


TI  -  Tree  Information  (current  and  new  tree)  file 
TV  -  Tree  Vector  (current  and  new  tree)  file 
instrumentation  file 

REFERENCED  BY: 

MATXFRH,  NORMXFRM 

SUBPROGRAMS  REFERENCED: 

CLOSTR ,  CREATR ,  GNXTND,  INSFLT,  INSINT,  INSPGM, 
INSRET,  MXFRM,  OPENTR,  TIGCAP,  TIPET,  TIPHDR 
TIPMN,  TIPNAM,  TRMPUT ,  TVGVEC,  TVPHDR ,  TVPVEC 


HISTORY: 


designed  by  Jill  King  April  22,  1981 
programmed  by  Jill  King  April  22,  1981 
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PROGRAM  NAME:  EXPAND 


CATEGORY:  UTILITY  SUBROUTINE 


PROGRAM  DESCRIPTION: 

EXPAND  takes  a  lower  triangular  matrix  that  has  been 
COLAPSed,  and  expands  it  out  to  the  specified  size. 

The  measurements  added  are  zeros.  They  are  added  in 
the  rows  and  columns  which  are  indicated  by  zeros  in 
the  mask  vector. 

PROGRAM  USAGE: 

CALL  EXPAND(OLDM AT , NEWMAT , OLDDIM , NEWDIM , MVEC) 

INPUT  ARGUMENTS: 

OLDMAT  -  REAL  array( (OLDDIM* (OLDDIM+1 ) )/2) ;  The  old 
matrix  to  be  expanded. 

OLDDIM  -  INTEGER;  the  exact  dimensionality  of  the  old 
matrix . 

NEWDIM  -  INTEGER;  the  exact  dimensionality  of  the  new 
matrix . 

MVEC  -  INTEGER  array( NEWDIM) ;  The  mask  vector. 

1  -  use  old  measurement 
0  -  add  a  zero 


OUTPUT  ARGUMENTS: 

NEWMAT  -  REAL  array( (NEWDIM* (NEWDIM+1 ) )/2) ;  The  NEW 
expanded  matrix.  NEWMAT  and  OLDMAT  can  be  the 
same . 
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ALGORITHM  /  NOTES: 

DO  UNTIL  (all  new  values  have  been  put  in) 

IF  (the  row  or  column  is  not  in  the  old  matrix)  THEN 
NEWMAT( index)  =0.0 
ELSE 

NEWMAT( index)  =  OLDMAT( old  index) 

ENDIF 
ENDDO 
REFERENCED  BY: 

NMVBSU 
SEE  ALSO: 

COLAPS 

HISTORY: 

designed  by  John  W.  Tenney  March  26,  1981 
programmed  by  John  W.  Tenney  March  26,  1981 
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PROGRAM  NAME: 


EXT  1  ST 


CATEGORY: 


Utility  Subroutine 


PROGRAM  DESCRIPTION: 


EXT1ST  is  passed  two  arrays  containing  the  'x'  and 
’ y '  points  of  a  boundary  ( BNDYX, BNDYY) ,  the  border 
points  in  screen  coordinate  value  (XMIN, YMIN, XMAX, 
YMAX) ,  and  an  index  into  the  array  of  points  (PNTPOS). 

Using  the  index  to  the  present  point,  a  new  first 
point  is  found  that  lies  on  a  border  -  an  extension 
of  the  present  boundary  segment. 


PROGRAM  USAGE: 


CALL  EXT  1ST  ( NEWX, NEWY , BNDYX , BNDYY , XMIN , YMIN , XMAX , YMAX , 
FIRSTX.FIRSTY, PNTPOS) 


INPUT  ARGUMENTS: 


BNDYX  -  REAL 


BNDYY  -  REAL 


XMIN  -  REAL 
YMIN  -  REAL 


XMAX 

YMAX 


-  REAL 

-  REAL 


array  of  '  x’  boundary  points  in 
a  boundary 

array  of  * y'  boundary  points  in 
a  boundary 

minimum  'x1  screen  coordinate 
minimum  '  yf  screen  coordinate 
maximum  'x'  screen  coordinate 
maximum  ’  y'  screen  coordinate 


PNTPOS  -  INTEGER;  the  current  point  in  the  boundary 


OUTPUT  ARGUMENTS: 


NEWX  -  REAL;  '  x*  coordinate  returned  from  'rXint' 

NEWY  -  REAL;  *y*  coordinate  returned  from  'rYint' 

FIRSTX  -  REAL;  the  *  x'  coordinate  that  has  been 

extended  to  the  border 


FIRSTY  -  REAL;  the  '  y'  coordinate  that  has  been 

extended  to  the  border 
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ALGORITHM  /  NOTES: 

Determine  where  the  *  x'  coordinates  are  in 
relation  to  the  border  (window) 

Determine  where  the  ' y *  coordinates  are  in 
relation  ot  the  border  (window) 

Calculate  the  new  first  point  (x,y) 

FILES: 

Instrumentation  file 
REFERENCED  BY: 

REDRAW 

SUBPROGRAMS  REFERENCED: 

INSINT,  INSPGM ,  INSRET,  RXINT,  RYINT 

HISTORY: 

designed  by  Mark  Maginn  September  15,  1980 
programmed  by  Mark  Maginn  September  15,  1980 
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PROGRAM  NAME:  EXTLST 


CATEGORY:  Utility  Subroutine 


PROGRAM  DESCRIPTION: 

EXTLST  is  passed  two  arrays  containing  the  *  x’  and 
'y*  points  of  a  boundary  ( BNDYX, BNDYY) ,  the  border 
points  in  screen  coordinate  value  (XMIN, YMIN, XMAX, 

YMAX) ,  and  an  index  into  the  array  of  points  (PNTPOS). 

Using  the  index  to  the  present  point,  a  new  last 
point  is  found  that  lies  on  a  border  -  an  extension 
of  the  present  boundary  segment. 

PROGRAM  USAGE: 

CALL  EXTLST  ( NEWX , NEWY , BNDYX , BNDYY , XMIN , YMIN, XMAX , YMAX , 
FIN ALX, FIN ALY, PNTPOS) 

INPUT  ARGUMENTS: 

BNDYX  -  REAL;  array  of  ’x*  boundary  points  in 

a  boundary 

BNDYY  -  REAL;  array  of  *  y '  boundary  points  in 

a  boundary 

XMIN  -  REAL;  minimum  'x'  screen  coordinate 

YMIN  -  REAL;  minimum  *y’  screen  coordinate 

XMAX  -  REAL;  maximum  '  x’  screen  coordinate 

YMAX  -  REAL;  maximum  '  y'  screen  coordinate 

PNTPOS  -  INTEGER;  the  current  point  in  the  boundary 
OUTPUT  ARGUMENTS: 

NEWX  -  REAL;  ’x'  coordinate  returned  from  'rXint' 

NEWY  -  REAL;  'y'  coordinate  returned  from  'rYint' 

FINALX  -  REAL;  the  '  x*  coordinate  that  has  been 

extended  to  the  border 

FINALY  -  REAL;  the  ’ y*  coordinate  that  has  been 

extended  to  the  border 
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ALGORITHM  /  NOTES: 

Determine  where  the  1  x'  coordinates  are  in 
relation  to  the  border  (window) 

Determine  where  the  * y'  coordinates  are  in 
relation  ot  the  border  (window) 

Calculate  the  new  last  point  (x,y) 


FILES: 


Instrumentation  file 
REFERENCED  BY: 

REDRAW 

SUBPROGRAMS  REFERENCED: 

INSINT,  INSPGM,  INSRET,  RXINT,  RYINT 

HISTORY: 


designed  by  Mark  Maginn  September  15,  1980 
programmed  by  Mark  Maginn  September  16,  1980 
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PROGRAM  NAME:  FCGENT 

CATEGORY:  Utility  Subroutine  (system  dependent) 

PROGRAM  DESCRIPTION: 

FCGENT  reads  a  logical  entry  from  the  file  code 
table 

PROGRAM  USAGE: 

CALL  FCGENT(FID,LEN, FLPTR, NAME) 

INPUT  ARGUMENTS: 

FID  -  INTEGER;  file  descriptor  of  the  file  code 
table 

OUTPUT  ARGUMENTS: 

LEN  -  INTEGER;  file  code  table  logical  entry 
number 

FLPTR  -  INTEGER;  file  code  table  free  list  pointer 

NAME  -  LOGICAL*1  ARRAY;  filename  portion  of  a  file 

code  table  entry 

FILES: 

FCT  -  File  Code  Table 
REFERENCED  BY: 

GEN 

SUBPROGRAMS  REFERENCED: 

FGET 

SEE  ALSO: 

FCPENT 

HISTORY: 

designed  by  Steven  Haehn  January  30,1979 
programmed  by  Donna  Morris  March  2,1979 
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PROGRAM  NAME:  FCGHDR 

CATEGORY:  Utility  Subroutine  (system  dependent) 

PROGRAM  DESCRIPTION: 

FCGHDR  reads  the  file  code  table  header 
PROGRAM  USAGE: 

CALL  FCGHDR ( FID , NXTAVL , NUSED , LSTFEN ,LSTENT) 

INPUT  ARGUMENTS: 

FID  -  INTEGER;  file  descriptor  of  the  file  code  table 
OUTPUT  ARGUMENTS: 

NXTAVL  -  INTEGER;  next  available  entry  in  the  file  code 

table 

NUSED  -  INTEGER;  number  of  filled  entries  in  the  file 

code  table 

LSTFEN  -  INTEGER;  last  free  entry  in  the  file  code  table 
LSTENT  -  INTEGER;  last  entry  in  the  file  code  table 

FILES: 

FCT  -  File  Code  Table 
REFERENCED  BY: 

♦ 

GEN 

SUBPROGRAMS  REFERENCED: 

FGET 

SEE  ALSO: 

FCPHDR 

HISTORY: 

designed  by  Steven  Haehn  January  30,7979 
programmed  by  Donna  Morris  March  2,1979 
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PROGRAM  NAME:  FCPENT 

CATEGORY:  Utility  Subroutine  (system  dependent) 

PROGRAM  DESCRIPTION: 

FCPENT  writes  a  logical  entry  to  the  file  code  table 
PROGRAM  USAGE: 

CALL  FCPENT ( FID, LEN, FLPTR , NAME) 

INPUT  ARGUMENTS: 

FID  -  INTEGER;  file  descriptor  of  the  file  code 
table 

LEN  -  INTEGER;  file  code  table  logical  entry  number 

FLPTR  -  INTEGER;  file  code  table  free  list  pointer 

NAME  -  LOGICAL*1  ARRAY;  filename  portion  of  a  file 

code  table  entry 

FILES: 

FCT  -  File  Code  Table 
REFERENCED  BY: 

GEN 

SUBPROGRAMS  REFERENCED: 

FPUT 

SEE  ALSO: 

FCGENT 

HISTORY: 

designed  by  Steven  Haehn  January  30,1979 
programmed  by  Donna  Morris  March  2,1979 
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PROGRAM  NAME:  FCPHDR 

CATEGORY:  Utility  Subroutine  (system  dependent) 

PROGRAM  DESCRIPTION: 

FCPHDR  writes  out  the  file  code  table  header 
PROGRAM  USAGE: 

CALL  FCPHDR ( FID, NXTAVL , NUSED,LSTFEN , LSTENT) 
INPUT  ARGUMENTS: 


FID  -  INTEGER; 

File 

descriptor  of  the 

file 

code  table 

NXTAVL  -  INTEGER; 

Next 

code 

available  entry  in 
table 

the 

file 

NUSED  -  INTEGER; 

The 

the 

number  of  filled  entries 
file  code  table 

in 

LSTFEN  -  INTEGER; 

Last 

free  entry  in  the 

file 

code  table 

LSTENT  -  INTEGER; 

Last 

entry  in  the  file 

code 

table 

FILES: 

FCT  -  File  Code  Table 
REFERENCED  BY: 

GEN 

SUBPROGRAMS  REFERENCED: 

FPUT 

SEE  ALSO: 

FCGHDR 

HISTORY: 

designed  by  Steven  Haehn  January  30,1979 
programmed  by  Donna  Morris  March  2,1979 
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PROGRAM  DESCRIPTION: 

FCREAT  will  create  a  block  I/O  file  using  file  control 
service  routines  under  RSX-11M  V3.1. 

PROGRAM  USAGE: 

INTEGER  FCREAT 
N  =  FCREAT  ( FILNAM , SAVFLG) 

INPUT  ARGUMENTS: 

FILNAM  -  L0GICAL*1  array;  file  name  represented  by  ASCII 

characters 

SAVFLG  -  INTEGER;  0  =  file  to  be  saved  after  closing 

1  =  file  to  be  deleted  upon  closing 

ALGORITHM  /  NOTES: 

The  logical  unit  number  is  the  function  value  returned. 
If  an  error  is  found,  the  value  returned  is  -1. 
REFERENCED  BY: 

Level  I  subroutines  and  utility  programs 

HISTORY: 

designed  by  Steve  Haehn  January  19,  1979 
programmed  by  Davo  Tipton  March  12,  1979 
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PROGRAM  NAME:  FCTOPN 

CATEGORY:  Utility  Subroutine  (system  dependent) 

PROGRAM  DESCRIPTION: 

FCTOPN  will  open  the  file  code  table  and  fill  in  the 
file  access  and  control  table  with  the  proper  parameters 
The  file  descriptor  (FID)  of  the  file  code  table  is 
returned . 

PROGRAM  USAGE: 

CALL  FCTOPNCFID, ACCESS) 

INPUT  ARGUMENTS: 

ACCESS  -  INTEGER;  read,  write,  or  update  access  to  the 

file  code  table 

OUTPUT  ARGUMENTS: 

FID  -  INTEGER;  file  descriptor  of  the  file  code  table 
ALGORITHM  /  NOTES: 

This  routine  has  the  following  named  common  block: 

FACT  -  The  File  Access  and  Control  Table 

FILES: 

FCT  -  File  Code  Table 
REFERENCED  BY: 

GEN 

SUBPROGRAMS  REFERENCED: 

FOPEN,  GETFID 

HISTORY: 

designed  by  Steve  Haehn  January  30,1979 
programmed  by  Donna  Morris  March  2,1979 
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PROGRAM  NAME:  FGET 


CATEGORY:  Level  I  File  Access  Subroutine  (system  dependent) 


PROGRAM  DESCRIPTION: 

FGET  returns  to  the  calling  program  the  number  of  FORTRAN 
REAL  elements  requested  by  the  program  from  an  OLPARS 
user  file.  The  first  parameter  of  FGET,  FID,  is  used  to 
determine  which  FACT  entry  describes  the  file  to  be 
accessed.  From  the  parameters  specifying  the  logical 
entry  of  the  file  and  the  first  element,  plus  information 
in  the  FACT  entry  (header  number  of  elements  and  logical 
entry  number  of  elements) ,  it  is  possible  for  FGET  to 
compute  the  "absolute”  element  address  in  the  file  of  the 
first  element  to  be  retrieved.  Dividing  this  address  by 
the  number  of  elements  per  physical  record  (constant  for 
all  files)  will  give  the  physical  record  number  contain¬ 
ing  the  first  element.  Comparing  the  required  physical 
record  number  to  the  physical  record  number  currently 
contained  in  the  memory  buffer  determines  if  the  element 
requested  is  already  in  memory;  if  it  is,  it  is  returned 
to  the  calling  program;  if  it  is  not,  a  new  physical 
record  must  be  read  into  the  buffer.  However,  before 
reading  the  new  physical  record ,  a  check  of  PF  (put  flag) 
determines  if  any  elements  of  the  current  physical  record 
were  changed  by  a  write  (rPUT)  operation.  If  so,  the 
memory  buffer  is  written  to  the  file  before  the  new 
physical  record  is  read  into  the  buffer. 

PROGRAM  USAGE: 

INTEGER  FGET 

N  =  FGET( FID, LEN, FEN , NOE , RBUF) 

INPUT  ARGUMENTS: 

t 

FID  -  INTEGER;  FACT  entry  for  the  file 

LEN  -  INTEGER;  the  logical  entry  number  within  file 
(0  indicates  header) 

FEN  -  INTEGER;  first  element,  within  the  logical 
entry,  to  be  returned 

NOE  -  INTEGER;  the  number  of  elements  to  be  returned 
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OUTPUT  ARGUMENTS: 

RBUF  -  REAL  array  (NOE);  an  array  large  enough  to 

store  NOE  elements 

FGET  -  INTEGER;  the  number  of  real  elements  returned 
to  the  calling  program.  FGET  returns 
'1  if  an  end-of-file  is  encountered 


ALGORITHM  /  NOTES: 

This  routine  has  the  following  named  COMMON  blocks: 

FACT  -  the  File  Access  and  Control  Table  which 
is  described  in  the  EASSON  Final  Report, 
Section  3.3. 

REFERENCED  BY: 

All  level  II  file  reading  routines. 

SEE  ALSO: 

FPUT 


HISTORY: 


designed  by  Steve  Haehn  July  4,  1978 
programmed  by  Donna  Morris  February  10,  1979 
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PROGRAM  NAME:  FILEIN 

CATEGORY:  Utility  Command  (system  dependent) 

PROGRAM  DESCRIPTION: 

FILEIN  takes  a  '’system"  file  in  the  user's  directory  of 
a  specified  format  (see  below)  and  uses  it  to  create  an 
OLPARS  tree  within  an  OLPARS  user's  directory. 

PROGRAM  USAGE: 

User  types  in  'FILEIN'. 

USER  INTERACTION: 

The  user  is  asked: 

1)  for  a  file  name  -  the  name  of  the  file  to  be 

converted  to  an  OLPARS  data  tree. 

2)  for  a  tree  name  -  the  name  of  the  OLPARS  data  tree 

to  be  created. 

3)  whether  or  not  there  is  a  numeric  vector  identifier 
on  each  vector. 

4)  for  the  number  of  keywords  found  on  each  vector. 

5)  for  the  dimensionality  of  the  data  set. 

ALGORITHM  /  NOTES: 

Erase  screen. 

Ask  user  for  a  tree  nkme  and  a  file  name. 

WHILE  (the  tree  name  is  not  unique  within  the  TL  file) 
Tell  the  user  about  it  and  ask  for  a  new  name. 

ENE  ,'HILE 

Ask  user  if  a  vector  id.  is  present  on  each  vector. 

Ask  user  for  the  number  of  keywords  present  on  each 
vector . 

Ask  user  for  the  dimensionality  of  the  vectors. 
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REPEAT 

Obtain  a  class  name  from  the  raw  vector. 

Ignore  any  optional  vector  id.  or  optional  keywords. 

Read  a  vector  and  write  it  to  the  class  name  file. 

IF  (the  class  name  is  not  the  same  as  the  previous 
class  name) 

Close  the  previous  class  name  file. 

Open  new  class  name  file 
IF  ('open*  fails) 

Create  a  new  class  name  file. 

Set  the  number  of  vectors  counter  to  zero. 
ENDIF 
ENDIF 

Increment  the  number  of  vectors  counter. 

Write  vector  to  class  name  file 
UNTIL(end  of  file  on  user's  input) 

Close  the  last  opened  class  name  file. 

Create  a  tree  file  pair. 

Create  a  senior  node  (without  means  and  covs.) 
in  the  TI  file. 

Create  lowest  nodes  (without  means  and  covs.) 

WHILE  (not  all  class  name  files  have  been  used) 

Obtain  a  class  name. 

Open  a  class  name  file 

Put  vectors  in  the  TV  file. 

Compute  means  'and  covariances  for  a  class 
and  the  senior  node. 

Place  means  and  covariances  in  TI  file  entry 
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Close  and  delete  class  name  file. 

ENDWHILE 

Place  the  means  and  covs.  for  the  senior  node  in 
TI  file. 

Put  up  menu. 

END 


NOTE 

Since  vectors  may  be  read  in  any  order,  a  separate 
file  is  used  to  gather  the  vectors  of  a  class  into  a 
contiguous  group.  (Each  vector  is  appended  to  its 
appropriate  CLASSNAME  file.)  Once  the  OLPARS  tree  is 
created,  the  CLASSNAME  files  should  be  destroyed. 
Also,  FILEIN  can  currently  create  what  can  be 
considered  an  'invalid*  OLPARS  data  tree.  The  tree 
consists  of  a  senior  node  and  one  lowest  node  (usually 
there  must  be  at  least  two  lowest  nodes  under  any 
intermediate  node) .  Throughout  OLPARS  there  is  no 
other  way  to  obtain  a  tree  with  only  one  lowest  node 
under  an  intermediate  node.  This  type  of  tree  is 
being  allowed  so  that  single  vectors  or  classes  may  be 
added  to  existing  trees  via  the  APPEND  command. 


OLPARS  data  file  input  format 


- >  1-4  character  class  name, 

i  optional  vector  identifier, 

!  optional  keyword  1  , 

i  .  (Keywords  have  an  arbitrary 

i  .  length  and  may  be  imbedded 

!  .  with  blanks) 

!  optional  keyword  N, 

!  XI , 

I 

I  • 

!  .  (vector  elements) 

I 

I  i 

one  vector  ->  Xndim; 


/*  (end  of  file  indicator) 

(optional  under  RSX-11) 
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FILES: 

TI  -  tree  information  'N*  classname  files 

TV  -  tree  vector  CM  -  communication 

TL  -  tree  list  user  input  file 

HS  -  history 

REFERENCED  BY: 

OLPARS  user 

SUBPROGRAMS  REFERENCED: 

CLOSBL,  CLOSE,  CLOSFX,  CLOSTR ,  CMGOTH ,  CREATR ,  FMNCOV, 
GETVEC ,  INSINI ,  INSINT,  INSRET,  MENU,  OEXIT,  OPENBL , 
OPENFX,  TIPCAP,  TIPET,  TIPHDR ,  TIPNAM,  TRMPUT ,  TVGVEC, 
TVPHDR ,  TVPVEC ,  USRI01 

DIAGNOSTICS: 

Only  the  first  5  vectors  with  invalid  dimensionalities 
will  be  reported  to  the  user.  Any  errors  occurring 
after  the  first  five  will  not  be  listed,  but  the  total 
number  of  "bad"  vectors  will  be  given. 

SEE  ALSO: 

FILEOUT 

HISTORY: 

designed  by  Steven  Haehn  July  17,  1978 
programmed  by  Steven  Haehn  June-July  1979 


l 
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PROGRAM  NAME:  FILEOUT 


CATEGORY:  Utility  Command  (system  dependent) 


PROGRAM  DESCRIPTION: 

FILEOUT  takes  an  OLPARS  data  tree  structure  (2  files)  and 
converts  it  to  a  "system”  file  of  a  specified  format  (see 
below) .  The  "system"  file  will  be  left  in  the  OLPARS 
user's  directory. 


PROGRAM  USAGE: 

User  types  'FILEOUT' 

USER  INTERACTION: 

The  user  specifies: 

1.  the  tree  to  be  converted  to  a  "system"  file 

2.  the  "system"  file  name 

3.  the  field  width  of  a  vector  measurement 

4.  the  number  of  decimal  positions  in  the 
measurement  output  field  (precision) 

ALGORITHM  /  NOTES: 

OLPARS  data  file  output  format 


>  1-4  character  class  name, 
xl 

.  (vector  elements) 


one  vector  ->  xndim; 


/*  (end  of  file  indicator) 


FILES: 

TI  -  tree  information  user  vector  text  file 

TV  -  tree  vector  HS  -  history 

TL  -  tree  list  Instrumentation 

OLPARS  option 
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REFERENCED  BY: 

OLPARS  user 

SUBPROGRAMS  REFERENCED: 

CLOSTR ,  CLOS$,  CMGCDS,  CMGOTH,  EQUALA,  ERASE,  ERRSET, 
GNXTND,  GTLUN ,  INSINI,  INSINT,  INSRET,  MENU,  OEXIT, 
OPENFX ,  OPENTR ,  OPEN*,  PACKB ,  PROMPT,  TIGET,  TIGHDR , 
TRMGET ,  TRMPUT ,  TVGVEC 

SEE  ALSO: 

FILEIN 


HISTORY: 


designed  by  Steven  Haehn  July  19,  1978 
programmed  by  Steven  Haehn  September  30,  1981 
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PROGRAM  NAME:  FILGET 


CATEGORY:  FILE  I/O  (system  dependent) 


PROGRAM  DESCRIPTION: 

FILGET  reads  a  "system"  file  and  interprets  the  data 
within  it  via  a  format  string.  Its  functions  are 
identical  with  TRMGET,  except  that  the  input  comes 
from  a  file  instead  of  a  terminal. 

PROGRAM  USAGE: 

INTEGER  FILGET 

K  =  FILGETCLUN, ' format  string' ,arg1  ,arg2  ,.. .) 


INPUT  ARGUMENTS: 

LUN  -  INTEGER;  logical  unit  number  of  input 
file 

format  string  -  CHARACTER;  string  containing  conversion 
specifications  for  variables  to  be  read 

argl ,  arg2,  ...  -  addresses  of  arguments  to  be  read 


OUTPUT  ARGUMENTS: 

FILGET  -  INTEGER;  the  number  of  successfully 

matched  and  assigned  input 
items 

-1  ;  end  of  file  reached 

'  -2  ;  universal  help  symbol  was  read 

ALGORITHM  /  NOTES: 

See  ALGORITHM/NOTES  section  of  TRMGET 
REFERENCED  BY: 

FILEIN 

SUBPROGRAMS  REFERENCED: 

$FCHNL 


279 


OLPARS  Program  Specifications 
FILGET 


DIAGNOSTICS: 

FILGET  will  return  a  -1  value  on  end-of-file. 

SEE  ALSO: 

FILPUT,  TRMGET,  TRMPUT 

HISTORY: 

designed  by  Steven  Haehn 
programmed  by  Curry  Bartlett 
modified  by  Dave  Tipton 

KNOWN  BUGS: 

For  each  logical  unit  that  FILGET  accesses,  there  must 
be  a  separate  input  buffer  (e.g.,  buffi,  buff2...)  and 
set  of  buffer  character  pointers  (e.g.,  lcoul-bcoul .  .  . 
see  code).  Thus,  currently,  FILGET  can  only  read  i  input 
file  at  a  time,  without  problems. 

(SOLUTION:  Create  a  separate  .PSECT  region  for  these 
buffers,  which  is  expandable  at  task  build 
time.  Then  use  an  indexing  function  that 
will  return  the  address  of  the  appropriate 
buffer  when  needed.) 


July  24,  1978 
Feb.  22,  1979 
May  14,  1979 
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PROGRAM  NAME:  FILPUT 

CATEGORY:  FILE  I/O  (system  dependent) 

PROGRAM  DESCRIPTION: 

FILPUT  formats  and  writes  data  to  a  "system”  file. 

I  functions  are  identical  to  TRMPUT,  except  that 
t*.j  output  goes  to  a  file  instead  of  a  terminal. 

PROGRAM  USAGE: 

CALL  FILPUTCLUN, • format  string'  ,arg1 ,arg2  ,.. .) 

INPUT  ARGUMENTS: 

LUN  -  INTEGER;  logical  unit  number  of  output 
file 

format  string  -  HOLLERITH  character  string 

argl ,arg2 , . . .  -  address  of  arguments  to  be  written  out 

ALGORITHM  /  NOTES: 

See  ALGORITHM/NOTES  section  of  TRMPUT 
REFERENCED  BY: 

FILEOUT 

SUBPROGRAMS  REFERENCED: 

$FCHNL 
SEE  ALSO: 

FILGET,  TRMGET,  TRMGLB,  TRMPUT 

HISTORY: 

designed  by  Steven  Haehn  July  24,  1978 
programmed  by  Curry  Bartlett  Jan.  15,  1979 
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PROGRAM  NAME:  FISH 

CATEGORY:  Logic  Design  Routine 

PROGRAM  DESCRIPTION: 

FISH  projects  an  unknown  vector  on  the  Fisher  direction 
and  determines  which  class  of  a  class  pair  the  vector 
should  receive  a  vote  for. 

PROGRAM  USAGE: 

INTEGER  FUNCTION  FISH 

I  =  FISHCVEC , NUM ,THRSHD , N DIM, FISH DR) 

INPUT  ARGUMENTS: 

VEC  -  REAL  array  (NDIM);  the  vector 

NUM  -  INTEGER;  the  number  of  thresholds  to  use 

THRSHD  -  REAL  array  (5);  the  five  Fisher  thresholds 

NDIM  -  INTEGER;  the  dimension 

FISHDR  -  REAL  array  (NDIM);  the  coefficients  of  the 

Fisher  direction 

OUTPUT  ARGUMENTS: 

FISH  -  INTEGER;  1  =  class  1 

2  =  class  2 

3  =  neither  class 

REFERENCED  BY: 

PAIRLG 
SEE  ALSO: 

FISHER 

HISTORY: 

designed  by  John  W.  Tenney  July  2,  1981 
programmed  by  John  W.  Tenney  Oct.  9,  1981 
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PROGRAM  NAME: 


FISHER 


CATEGORY: 


Logic  Design  Command 


PROGRAM  DESCRIPTION: 


FISHER  constructs  and  evaluates  the  Fisher  pairwise  dis¬ 
criminant  logic.  It  calculates  the  pairwise  discriminant 
vector  as  well  as  the  orthogonal  discriminant  vector  for 
each  pair  of  classes.  The  latter  is  saved  for  possible 
future  use.  Five  thresholds  for  each  pair  of  classes  are 
also  calculated  at  this  time.  The  Fisher  discriminant 
may  be  calculated  using  either  the  sum  of  the  scatter 
matrices  or  the  sum  of  the  covariance  matrices;  also,  any 
measurements  may  be  eliminated  from  the  calculation. 

After  the  logic  has  been  evaluated,  the  user  may  choose 
to  change  the  number  of  thresholds  or  the  minimum  vote 
count  and  reevaluate  the  logic.  A  description  of  the 
Fisher  pairwise  logic  follows. 

Fisher  pairwise  discriminant  logic  (fisher)  is  con¬ 
structed  by  computing  optimal  linear  discriminants  and 
thresholds  to  distinguish  between  every  pair  of  classes 
(subclasses)  within  a  designated  group.  The  linear 
discriminant  is  the  Fisher  linear  discriminant  given  by: 

d(ij)  =  alpha  *  INVERSE(W( ij ) )  *  delta(ij) 
where 

delta(ij)  =  Mean(i)  -  Mean(j) 


W( ij )  = 


(Nvec( i)-1 ) 
(Nvec( j)-1) 


=  sum  of 


I  *  Cov(i)  + 

>  *  Cov(j) 

within-class  scatter  matrices 


W(  ij )  =  Cov(i)  +  Cov(j) 

=  sura  of  the  within-class 
covariance  matrices 


Mean(i)  =  mean  vector  of  class  I 
Cov(i)  =  covariance  matrix  for  class  I 
Nvec(i)  =  number  of  vectors  in  class  I 
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alpha  =  a  normalizing  constant  such  that 

the  length  of  d(ij)  is  1.  The  numeric 
sign  of  ’alpha’  is  chosen  such  that  the 
projected  mean  of  class(i)  is  greater  than 
the  projected  mean  of  class(j)  for  all  i<j 

(e.g.  for  3  classes  Cl,  C2,  and  C3  there  are  3 
possible  class  pairings;  Cl  vs  C2,  Cl  vs  C3 , 
and  C2  vs  C3  (C2  vs  Cl  is  not  allowed).  Note, 
first  class  subscript  is  always  less  than 
second  class  subscript.  The  numeric  sign  of 
’alpha'  is  such  that  the  projected  mean  of  Cl, 
(d( 1 ,2) ,Mean( Cl ) ) ,  is  greater  than  the  projected 
mean  of  class  C2,  ( d( 1 ,2) ,Mean( C2) ) ,  that  is, 
the  projected  mean  of  the  first  class  of  a  class 
pair  is  greater  than  the  projected  mean  of  the 
second  class  of  the  class  pair. 

To  continue: 


( d( 1 ,3) ,Mean(C1)) 
( d( 2 , 3) , Mean( C2) ) 


>  (d( 1 ,3) ,Mean(C3) ) 

>  (d(2,3) ,Mean(C3) ) 


(d(ij) ,Mean( i) ) 


>  (d( ij) ,Mean( j)  ) 


) 


Once  the  within-group  pairwise  discrimination  is 
complete,  the  pairwise  decisions  are  combined  to  produce 
a  final  decision.  The  group  of  classes  might  be  the 
original  K  classes  of  the  "current  data  set,"  or  the 
group  might  be  composed  of  a  subset  of  K.  In  the  case 
where  the  user  does  not  subdivide  the  K  classes, 


(s)he  would  compute  K[(K  -  1)/2]  pairwise  dis¬ 
criminants.  The  resultant  logic  for  this  example  is 
shown  in  Figure  1 . 

The  output  from  the  '  i j '  box  for  a  vector  X  is  either  a 
zero  or  a  one,  depending  on  the  value  of  (d(ij),  X)  and 
the  threshold  option  chosen.  A  one  is  a  vote  for  class 
'i'  and  a  zero  is  a  vote  for  class  'j*.  If  ( d ( i j )  ,  X) 
lies  outside  the  specified  region,  a  vote  for  neither 
class  is  obtained. 
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VOTE  COUNTERS 


d(1 ,2) 

1 

1 

1  1 

1  1 

1 

1  ----- 

- j  CLASS  Cl  I 

i\ 

/{  ! 

C1/C2 

i  \ 

/  !  I 

\  / 
\  / 

\ 

/  \ 


/  \ 

/  \ 


I  d(  1 ,3) 

!  / 

\J 

1 

1 

!  CLASS  C2  ! 

i\ 

1  1 

1  1 

i  C1/C3 

I  \ 

1  1 

1  1 

\ 

\ 

\ 

\ 

\ 

\ 

\ 


/ 

/ 

/ 

/ 

/ 

/ 

/ 


i  d(k-1,k)  1/ 

1 

1 

1  1 

,  , ------ 

1  1 

- !  CLASS 

1 

ck  : 

i  CCk-1 ) /Ck  i 

1 

1 

1 

MAXIMUM  | 

I 

I 

j 

VOTE  -> 

I 

I 

I 

SELECTOR  ! 


Figure  1 


Pairwise  Logic 


OLPARS  Program  Specifications 
FISHER 


The  votes  for  each  class  are  collected  and  a  final 
decision  is  made  according  to  the  class  with  the  most 
votes.  If  there  is  a  tie,  the  decision  is  made  for  the 
class  with  the  largest  apriori  probability.  If  the 
apriori  probabilities  of  the  tied  classes  are  equal,  the 
vector  is  rejected.  The  vector  is  also  rejected  if  the 
maximum  class  vote  is  less  than  a  minimum  vote  count. 

Under  the  Fisher  discriminant  logic  option,  the  user  can 
select  1,  2,  3,  or  4  threshold  options  which  result  in 
the  different  boundaries  shown  in  Figure  2. 

In  Figure  2,  'm(O)'  is  the  estimated  mean  of  class  'O’ 
projected  onto  the  discriminant  direction  *D*,  i.e., 


m(0)  =  transpose(D)  *  Mean(O) 

=  (d(ij),  Mean(O)) 

If  is  considered  the  first  class  and  'O'  considered 
the  second  class  of  a  class  pair,  OLPARS  will 
automatically  set  the  thresholds: 


t ( 1 )  S  Mean(O)  -  delta(E,0)/2 
t( 2)  =  Mean(O)  +  delta(E,0)/3 
t(3)  =  Mean(O)  +  delta(E,0)/2 
t(4)  =  Mean(E)  -  delta(E,0)/3 
t(5 )  =  Mean(E)  +  delta(E,0)/2 


Notational  Description  for  Figure  2: 
m(0)  -  mean  of  class  'O' 

t(1)  -  first  threshold  (5  thresholds  total) 

d(ij)  -  discriminant  vector  of  the  ith  and  jth  class 

D  -  d(ij) 

X  -  arbitrary  class  vector 

(D,X)  -  vector  X  evaluated  against  discriminant 

>  -  relational  operator  ’greater  than' 

=>  -  relational  operator  'greater  than  or  equal  to' 

<  -  relational  operator  'less  than' 

<s  -  relational  operator  'less  than  or  equal  to’ 
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a)  One  Threshold  for  class  pair  (E  vs  0) 


o  0  o 


e  E  e 


o  e 
o  e 
e  o 


m(0) 


t  C  3 ) 


m(E) 


Vote  for  class  ’E’  if  (D,X)  >  t(3> 

Vote  for  class  'O’  if  (D,X)  <=  t(3) 


b)  Two  Thresholds  for  class  pair  (E  vs  0) 


o  0  o 


e  E  e 


o  e 

o  e 

o  e 
oe 
eo 

e  o 


m(0)  i  !  m(E) 

t( 2 )  t(4) 


Vote  for  class  *E'  if  (D,X)  >  t(4) 

Vote  for  class  »0’  if  (D,X)  <  t(2) 


HO  VOTE  if 


t(2)  <=  (D,X)  <=  t(4) 


Figure  2  -  Threshold  Options  for  Fisher  Pairwise 
Logic  (Here  class  pair  E  vs  0) 
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c)  Three  Thresholds  for  class  pair  (E  vs  0) 


o  0  o 


e  E  e 


o  e 

o  e 

o  e 

o  e 
o  e 
e  o 


E 

t(5 ) 


t(1) 


m(0)  t  C  3  >  m(E) 


Vote  for  class  »E'  if  t(3)  <  (D,X)  <  t(5) 

Vote  for  class  'O’  if  t(1)  <  (D,X)  <=  t(3) 

NO  VOTE  if  (D,X)  <=  t(1)  or  (D,X)  =>  t(5) 


d)  Four  Thresholds  for  class  pair  (E  V3  0) 


o  0  o 


e  E  e 


o  e 

o  e 
o  e 
oe 
eo 

e  o 

I  „ 


I  * 


'  I  ' 


t(1) 


m(0) 


t(2)  t(4) 


m(E) 


t(5 ) 


Vote  for  class  »E*  if  t(4>  <  (D,X)  <  t(5) 

Vote  for  class  'O’  if  tC 1 )  <  CD,X)  <  t(2) 

NO  VOTE  if  (D,X)  <s  t(1)  or  t(2)  <=  (D,X)  <=  t(4) 
or  (D,X)  =>  t(5 ) 


Figure  2  -  Threshold  Options  for  Fisher  Pairwise 
Logic  (continued) 
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PROGRAM  USAGE: 

User  types  in  'FISHER'. 

ALGORITHM  /  NOTES: 

Erase  screen  and  home  the  cursor  (ERASE) . 

Get  set  up  for  logic  operation  (SETUP). 

Set  up  logic  block  for  Fisher  pairwise.  This  includes 
determining  which  measurements  and  vectors  to  use, 
computing,  if  necessary,  the  covariance  matrices  of  the 
classes,  computing  the  Fisher  and  orthogonal  directions 
and  storing  these  quantities  in  the  pairwise  lr<gic  block 
(FISHSUjFISHSL) . 

Prompt  user  for  number  of  thresholds  and  insert  this 
number  in  the  proper  entry  for  each  class  pair 
(FISHTH) . 

Prompt  user  for  minimum  vote  count  and  insert  in 
pairwise  logic  block  (entry  1)  (FISHVC) . 

Reset  the  logic  elements  in  the  TV  file  (KILLND). 

Put  up  option  list  at  user's  terminal  (MENU). 

END 


SUBPROGRAMS  REFERENCED: 

CHKEXS,  CMGCDS,  CMGLOG ,  CMPLOG,  ERASE,  FISHSL,  FISHSU, 

FISHTH,  FISHVC,  INSINI,  INSRET,  KILLND,  LIPCOP,  MENU, 

OEXIT,  OPENFX,  SETUP,  TRMPUT 


HISTORY: 


designed  by  John  W.  Tenney  Sept.  2,  1981 
programmed  by  John  W.  Tenney  Oct.  9,  1981 
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PROGRAM  NAME:  FISHMOD 

CATEGORY:  Logic  Design  Command 

PROGRAM  DESCRIPTION: 

FISHMOD  is  designed  to  modify  an  existing  FISHER  logic 
node.  The  user  is  given  a  list  of  logic  nodes  with 
FISHER  logic.  After  the  node  is  selected,  the  user  is 
prompted  for  a  new  minimum  vote  count  and  number  of 
thresholds . 

To  evaluate  the  modified  logic,  use  PWEVAL. 

PROGRAM  USAGE: 

User  types  in  'FISHMOD'. 

ALGORITHM  /  NOTES: 

Erase  screen  and  home  cursor  (ERASE). 

Display  a  list  of  PAIRWISE  logic  nodes  (GETLST, TRMPUT) . 

Ask  user  to  enter  a  PAIRWISE  logic  node  number  (PROMPT) 

Save  old  mini  um  vote  count  (GTRGNI) . 

Prompt  user  for  a  new  minimum  vote  count  and  set 
corresponding  flag  in  LV  file  (FISHVC) . 

Prompt  user  for  number  of  thresholds  and  store  in  logic 
block  (FISHTH). 

IF  (user  wishes  to  quit)  THEN 

save  old  minimum  vote  count  (PTRGNI). 

Fix  temporary  logic  elements  in  the  TV  file  (KILLND) . 

Put  up  option  list  at  user's  terminal  (MENU) 

END 

REFERENCED  BY: 

OLPARS  user 
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SUBPROGRAMS  REFERENCED: 

CHKEXS ,  CMGCDS ,  CMGLOG,  CMGOTH,  ERASE,  FISHTH,  FISHVC 

GETLST,  GTRGNI ,  INSINI,  INSRET,  KILLND,  LIGCOP,  LIGSTR 

MENU,  OEXIT,  OPENFX,  OPENTR,  PROMPT,  PTRGNI,  TRMGET 

TRMPUT 

SEE  ALSO: 

FISHER,  THRESHMOD,  OPTIMLMOD,  PWEVAL 

HISTORY: 

designed  by  John  W.  Tenney  Sept.  2,  1981 
programmed  by  John  W.  Tenney  Oct.  9,  1981 
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PROGRAM  NAME: 


FISHSL 


CATEGORY: 


Logic  Design  Routine 


PROGRAM  DESCRIPTION: 

FISHSL  sets  up  the  LI  portion  of  the  Logic  Block, 
and  also  stores  the  node  numbers  in  the  LV  file. 

PROGRAM  USAGE: 

SUBROUTINE  FISHSL  (FIDLI , FIDLV , NODNUM ,TRUCLS, LVNEL, ENT1 ) 
INPUT  ARGUMENTS: 

file  descriptor  for  logic  information 
file  descriptor  for  logic  value  file 
current  logic  node  number 
number  of  clas3e3  at  the  logic  node 
number  of  elements  in  LV  file  entry 
pointer  to  first  LV  entry 


FIDLI  -  INTEGER 
FIDLV  -  INTEGER 
NODNUM  -  INTEGER 
TRUCLS  -  INTEGER 
LVNEL  -  INTEGER 
ENT1  -  INTEGER 
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ALGORITHM  /  MOTES: 

Get  LI  entries  for  the  logic  node  corresponding  to 
each  class  plus  the  reject  node  (GNLIAE). 

Store  the  node  numbers  in  the  LV  file  (PTRGNI) 

DO  WHILE  (there  are  more  classes  +  1  for  the  reject  node) 
(reject  node  is  done  first) 

In  this  entry  set  the  following  (LIPENT): 

Logic  code  type  =  0  (undefined) . 

Logic  subtype  =  0 

Option  Number  s  0 

Node  level  =  node  level  of  pairwise  node  plus  1 
Number  of  nodes  below  =  0 
Entry  number  of  parent  =  NODNUM 
Entry  of  first  child  =  0 

Entry  in  LV  of  start  of  decision  logic  s  o 
Entry  of  reject  strategy  =  0 
Data  class  name 

Reassociated  name  =  data  class  name 
Modified  logic  flag  =  0 
Number  of  classes  =  1 
Bit  Map  (EVALBM) 

ENDDO 

RETURN 

FILES: 

LI  -  logic  information 
LV  -  logic  value 

REFERENCED  BY: 

FISHER 
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SUBPROGRAMS  REFERENCED: 

EVALBM,  GNLIAE,  GTRGNI,  INSINT,  INSPGM,  INSRET,  LIGCLP 
LIGCNM ,  LIGENT,  LIGSTR ,  LIPENT,  PTRGNI 


SEE  ALSO: 


FISHSU 


HISTORY: 

designed  by  John  W.  Tenney  Sept.  10,  1981 
programmed  by  John  W.  Tenney  Oct.  9,  1981 
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PROGRAM  NAME:  FISHSU 

CATEGORY:  Logic  Design  Routine 

PROGRAM  DESCRIPTION: 

FISHSU  sets  up  the  LV  portion  of  the  Logic  Block 
for  FISHER  logic. 

PROGRAM  USAGE: 

SUBROUTINE  FISHSU  ( FIDCM , FIDLI , FIDLV , FIDTI , FIDTV , NODNUM , 

ALLVEC , ET, N DIM , TRUCLS, CLIST, PMODE , 

QFLAG , LVNEL , ENT1 ) 

INPUT  ARGUMENTS: 


FIDCM  -  INTEGER; 

file 

descriptor 

for 

CM 

file 

FIDLI  -  INTEGER; 

file 

descriptor 

for 

LI 

file 

FIDLV  -  INTEGER; 

file 

descriptor 

for 

LV 

file 

FIDTI  -  INTEGER; 

file 

descriptor 

for 

TI 

file 

FIDTV  -  INTEGER; 

file 

descriptor 

for 

TV 

file 

NODNUM  -  INTEGER; 

current  logic  node 

number 

ALLVEC  -  LOGICAL; 

true 

that 

if  user  wants  to 
lie  at  the  logic 

use  all  vectors 
node . 

ET  -  INTEGER  array  (TABSIZ);  the  entry  table 
NDIM  -  INTEGER;  the  dimensionality 
TRUCLS  -  INTEGER;  number  of  classes  at  the  logic  node 
CLIST  -  INTEGER  array  (TRUCLS);  entry  table  slot  numbers 
PMODE  -  INTEGER;  the  prompt  mode  flag 
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OUTPUT  ARGUMENTS: 

QFLAG  -  LOGICAL;  False  if  the  user  wants  to  quit 
LVNEL  -  INTEGER;  number  of  elements  in  LV  file  entry 
ENT1  -  INTEGER;  pointer  to  first  LV  entry 

ALGORITHM  /  NOTES: 

Save  the  number  of  classes  for  the  logic  block. 

Allocate  an  LV  entry  for  the  first  entry  in  the  block. 
(GNLVAE) 

Allocate  space  for  node  numbers  and  pointers  (PTRGNI). 

Set  first  four  elements  of  first  entry 
DO  WHILE  (there  are  more  class  pairs) 

Set  up  pointers  to  the  classes 

Get  the  fisher  and  orthogonal  directions  ( DCRIM) 

Retrieve  the  means  and  compute  the  thresholds  (LOGMN , 
TIGMN , PROJCT) 

Store  the  LV  entries  for  this  class  pair  (PTRGNR) 
ENDDO 

Terminate  the  LV  region  (LVPLNK) . 

Store  the  first  LV  entry  (PTRGNI). 

RETURN 

FILES: 

CM  -  communications 
LI  -  logic  information 
LV  -  logic  value 
PV  -  projection  vector 
TI  -  tree  information 
TV  -  tree  vector 

REFERENCED  BY: 

FISHER 
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SUBPROGRAMS  REFERENCED: 

CLOSFX,  DCRIM,  ELIMEA,  GNLVAE,  INSPGM,  INSRET,  LIGCOP, 
LOGMN ,  LVPLNK,  OPENFX,  PROJCT,  PTRGNI ,  PTRGNR ,  SETOPT, 
TIGMN ,  TRMPUT 


SEE  ALSO: 


FISHSL 


HISTORY: 

designed  by  John  W.  Tenney  Sept.  10,  1981 
programmed  by  John  W.  Tenney  Oct.  9,  1981 
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PROGRAM  NAME:  FISHTH 

CATEGORY:  Logic  Design  Routine 

PROGRAM  DESCRIPTION: 

FISHTH  prompts  the  user  for  the  number  of  thresholds  and 
inserts  this  number  into  the  pairwise  logic  block  for 
every  class  pair. 

PROGRAM  USAGE: 

LOGICAL  FUNCTION  FISHTH 

QUIT  =  FISHTH(FIDLV, ENT1 ,LVNEL,TRUCLS,PMODE) 

INPUT  ARGUMENTS: 

FIDLV  -  INTEGER;  the  file  descriptor  of  the  LV  file 

ENT1  -  INTEGER;  the  entry  number  in  LV  of  the  first 
class  pair 

LVNEL  -  INTEGER;  number  of  elements  in  LV  file  entry 
TRUCLS  -  INTEGER;  number  of  classes  at  logic  node 
PMODE  -  INTEGER;  the  prompt  mode  flag 
USER  INTERACTION: 

Asks  user  for  the  number  of  thresholds. 

FILES: 

LV  -  logic  value 
REFERENCED  BY: 

FISHER,  FISHMOD 
SUBPROGRAMS  REFERENCED: 

DLREGN,  GTRGNI ,  GTRGNR,  INSPGM,  INSRET,  PROMPT,  PTRGNR, 
TRMGET 
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DIAGNOSTICS: 

If  the  user  wishes  to  quit,  FISHTH  is  set  equal  to  TRUE. 

HISTORY: 

designed  by  David  A.  Birnbaum  September  27,  1978 
programmed  by  John  W.  Tenney  Oct.  9,  1981 
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PROGRAM  NAME:  FISHVC 

CATEGORY:  Logic  Design  Routine 

PROGRAM  DESCRIPTION: 

FISHVC  prompts  the  user  for  a  minimum  vote  count  and 
inserts  it  into  the  first  entry  in  a  pairwise  logic 
block. 

PROGRAM  USAGE: 

LOGICAL  FUNCTION  FISHVC 
QUIT  =  FISHVCC FIDLV, ENT1 , LVNEL , PMODE) 

INPUT  ARGUMENTS: 

FIDLV  -  INTEGER;  the  file  descriptor  of  the  LV  file 

ENT1  -  INTEGER;  the  entry  number  in  LV  of  entry  1  of 

the  pairwise  logic  block 

LVNEL  -  INTEGER;  the  number  of  elements  in  an  LV  entry 
PMODE  -  INTEGER;  the  prompt  mode  flag 

FILES: 

LV  -  logic  value 
REFERENCED  BY: 

FISHER,  PAIRMOD 
SUBPROGRAMS  REFERENCED: 

GTRGNI ,  INSPGM ,  INSRET,  PROMPT,  PTRGNI ,  TRMGET,  TRMPUT 
DIAGNOSTICS: 

FISHVC  returns  a  value  of  TRUE  if  the  user  wishes  to  quit 

HISTORY: 

designed  by  David  A.  Birnbaum  September  27,  1978 
programmed  by  John  W.  Tenney  Oct.  9,  1981 
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PROGRAM  NAME:  FIXKLV 


CATEGORY:  Data  Tree  Access  Routine 


PROGRAM  DESCRIPTION: 

FIXKLV  is  passed  the  file  descriptor  of  the  TI  file 
being  updated,  the  entry  table( EnTble) ,  the  slot 
number  of  the  new  node(NewNod) ,  the  number  of  lowest 
nodes  to  add(NlowNd),  the  number  of  kids  to  add(Nkids) 
and  the  number  of  vectors  to  add  (Nvecs) . 

It  adds  'Nkids'  to  the  number  of  children  at  the 
parent  node  of  the  new  node,  then  traverses  the  tree 
via  parent  pointers  adding  'NlowNd'  to  the  number  of 
lowest  nodes  beneath  the  present  node,  and  'Nvecs'  to 
the  number  of  vectors  at  the  present  node. 

PROGRAM  USAGE: 


CALL  FIXKLV(FDTI,  ENTBLE,  NEWNOD,  NLOWND,  NKIDS,  NVECS) 


INPUT  ARGUMENTS: 

FDTI  -  INTEGER 
ENTBLE  -  INTEGER 
NEWNOD  -  INTEGER 
NLOWND  -  INTEGER 
NKIDS  -  INTEGER 
NVECS  -  INTEGER 


the  file  descriptor  of  the  TI  file 
the  entry  table  of  the  updated  tree 
the  slot  number  of  the  new  node 
the  number  of  lowest  nodes  to  be  added 
the  number  of  children  to  be  added 
the  number  of  vectors  to  be  added 
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ALGORITHM  /  NOTES: 

Get  the  parent  pointer  of  the  new  node 

Update  the  number  of  children  at  the  parent  node 

WHILE(parent  ptr .  ne.  no  more  parents) 

Update  the  number  of  lowest  nodes  at  current  node 
Update  the  number  of  vectors  at  the  current  node 
Obtain  a  new  parent 
ENDWHILE 
END 

FILES: 

TI  -  tree  information 
REFERENCED  BY: 

APPEND,  COMNOD 
SUBPROGRAMS  REFERENCED: 

INSINT,  INSPGM ,  INSRET,  TIGCOP,  TIPCOP 

HISTORY: 

designed  by  Mark  Maginn  August  22,  1980 
programmed  by  Mark  Maginn  August  22,  1980 


302 

i 


OLPARS  Program  Specifications 

FLUSHB 


PROGRAM  NAME:  FLUSHB 

CATEGORY:  Utility  subroutine  (system  dependent) 

PROGRAM  DESCRIPTION: 

FLUSHB  (flush  block  buffer)  is  used  where  it’s  important 
to  cause  a  file's  'in  memory*  buffer  to  be  written  to 
the  file. 

PROGRAM  USAGE: 

CALL  FLUSHB(FD) 

INPUT  ARGUMENTS: 

FD  -  INTEGER;  file  descriptor  of  the  block  I/O  file  to 

be  flushed. 

ALGORITHM  /  NOTES: 

This  program  should  be  compiled  with  the  F4P  compiler’s 
/-CK  switch  (i.e.f  that  is  array  checking  is  turned  off). 
This  allows  access  to  the  PRBUFF  of  the  File  Access 
Control  Table  outside  of  its  declared  size  (because  it 
can  be  expanded  at  task  build  time) . 

REFERENCED  BY: 

GETHST,  PUTHST 

SUBPROGRAMS  REFERENCED: 

WRITEB 

DIAGNOSTICS: 

Bad  file  descriptors  and  write  failures  are  mentioned  to 
user. 


HISTORY: 


f  i 

;  f 
i  i 


designed  by  Steven  Haehn  July  20,  1979 
programmed  by  Steven  Haehn  Aug  21,  1979 
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PROGRAM  NAME:  FLUSHF,  FLUSHT 


CATEGORY:  File,  Terminal  I/O  (system  dependent) 


PROGRAM  DESCRIPTION: 

FLUSHF  flushes  (cleans  out,  clobbers,  essentially 
eradicates)  the  file  I/O  input  buffer  accessed  by  the 
FILGET  subroutine  (useful  when  ignoring  current  lines  are 
desired) . 

FLUSHT  flushes  (and  all  the  above)  the  terminal  I/O  input 
buffer  accessed  by  the  TRMGET  subroutine  (usefulness,  same). 


PROGRAM  USAGE: 

CALL  FLUSHF(LUN) 

CALL  FLUSHT 

INPUT  ARGUMENTS: 

for  FLUSHF  —  LUN  -  INTEGER;  the  logical  unit  of  the 

file  line  to  be  flushed 


ALGORITHM  /  NOTES: 

These  calls  are  global  entry  points  into  the  TRMGET  module. 
REFERENCED  BY: 

Any  file  or  terminal  accessing  routine,  in  particular, 
MAKOPT. 


HISTORY: 


designed  by  Steven  Haehn  Aug.  28,  1979 
programmed  by  Steven  Haehn  Sept.  4,1979 
KNOWN  BUGS: 

SEE  FILGET  SPECIFICATIONS 
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PROGRAM  NAME:  FOPEN 

CATEGORY:  OLPARS  utility  (system  dependent) 

PROGRAM  DESCRIPTION: 

FOPEN  will  use  RSX-11M  V3.1  file  control  service  routines 
to  open  a  block  I/O  file  for  read,  update,  or  append. 

PROGRAM  USAGE: 

INTEGER  FOPEN 
N  =  FOPEN  (FILNAM, ACCESS) 

INPUT  ARGUMENTS: 

FILNAM  -  LOGICAL*1  array;  file  name  represented  by  ASCII 

characters 

ACCESS  -  INTEGER;  0  =  file  open  for  read  only 

1  =  file  open  for  write  (update  under 

RSX-1 1M) 

2  =  file  open  for  append 

ALGORITHM  /  NOTES: 

The  logical  unit  number  is  the  function  value  returned. 

If  an  error  is  found,  the  value  returned  is  -1. 

REFERENCED  BY: 

Level  I  subroutines  and  utility  programs 

HISTORY: 

designed  by  Steve  Haehn  January  19,  1979 
programmed  by  Dave  Tipton  March  12,  1979 
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PROGRAM  NAME:  FPUT 

CATEGORY:  Level  I  File  Access  Subroutine  (system  dependent) 

PROGRAM  DESCRIPTION: 

FPUT  writes  out  to  an  OLPARS  user  file  the  number  of 
FORTRAN  REAL  elements  given  to  it  by  the  calling  program. 

PROGRAM  USAGE: 

CALL  FPUT(FID,LEN,FEN,NOE, RBUF) 

INPUT  ARGUMENTS: 

FID  -  INTEGER;  FACT  entry  for  the  file 

LEN  -  INTEGER;  the  logical  entry  number  within  file 
(0  indicates  header) 

FEN  -  INTEGER;  first  element,  within  the  logical  entry, 
to  be  written  out 

NOE  -  INTEGER;  the  number  of  elements  to  be  written  out 

RBUF  -  REAL  array  (NOE);  an  array  large  enough  to 

store  NOE  elements 


ALGORITHM  /  NOTES: 

This  routine  has  the  following  named  COMMON  blocks: 

FACT  -  the  File  Access  and  Control  Table 
which  is  described  in  the  EASSON 
Final  Report,  Section  3.3. 

REFERENCED  BY: 

All  level  II  file  writing  routines. 

SEE  ALSO: 

FGET 
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HISTORY: 


designed  by  Steven  Haehn  July  4,  1978 
programmed  by  Donna  Morris  February  10,  1979 
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PROGRAM  NAME:  FXLTMP 


CATEGORY:  Logic  Design  Routine 


PROGRAM  DESCRIPTION: 

FXLTMP  is  called  to  adjust  (fix)  the  temporary  logic  ele¬ 
ments  in  the  vectors  stored  in  the  TV  file.  It  is  needed 
any  time  a  modification  to  a  logic  at  a  node  takes  place. 

FXLTMP  searches  the  TV  file  for  all  vectors  whose 
temporary  logic  elements  are  equal  to  logic  nodes  below 
the  given  node.  It  changes  their  elements  to  the  given 
logic  node  number. 

PROGRAM  USAGE: 

CALL  FXLTMPC FDLI , FDLV , FDTI , FDTV , CRNTLG , NODLST , NODCNT) 
INPUT  ARGUMENTS: 


FDLI  -  INTEGER 
FDLV  -  INTEGER 
FDTI  -  INTEGER 
FDTV  -  INTEGER 
CRNTLG  -  INTEGER 


the  file  descriptor  of  the  LI  file 
the  file  descriptor  of  the  LV  file 
the  file  descriptor  of  the  TI  file 
the  file  descriptor  of  the  TV  file 
the  current  logic  node  number 


OUTPUT  ARGUMENTS: 


NODLST  -  INTEGER  array(MAXCLS*(MAXCLS+1 ) /2) ; 

list  of  logic  nodes  below  current  logic  node 

NODCNT  -  INTEGER;  number  of  logic  nodes  below  current 
logic  node 


ALGORITHM  /  NOTES: 

Get  a  list  of  logic  node  numbers  below  the  given  logic 
node  (GNXTLN) . 

Get  a  list  of  classes  at  the  given  logic  node  (GCLIST) 

For  each  class  present  at  the  logic  node  make  changes  to 
all  those  vectors  of  that  class  that  lie  at  a  lower  logic 
node  ( TVGLOG , T VPLOG ) 

RETURN 
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FXLTMP 


FILES: 


LI  -  logic  information 
LV  -  logic  value 
TI  -  tree  information 
TV  -  tree  vector 

REFERENCED  BY: 

KILLND 

SUBPROGRAMS  REFERENCED: 

EQUALA,  GCLIST ,  GNXTLN ,  INSPGM,  INSRET,  TIGCOP,  TIGET, 
TIGHDR ,  TIGNAM,  TVGLOG,  TVPLOG 

HISTORY: 

designed  by  David  A.  Birnbaum  September  25,  1978 
programmed  by  Steven  Haehn  April  1,  1981 
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PROGRAM  NAME:  GARBND 

CATEGORY:  Data  Tree  File  Access  Routine 

PROGRAM  DESCRIPTION: 

GARBND  (garbage  node)  adds  a  node  entry  of  the  TI  file  to 
the  II  file  free  list. 

PROGRAM  USAGE: 

CALL  GARBND( FID ,  SLTNO,  ENTTBL) 

INPUT  ARGUMENTS: 

FID  -  INTEGER;  the  file  descriptor  of  the  TI  file 

SLTNO  -  INTEGER;  the  entry  table  slot  number  of  the 
entry  to  be  added  to  the  TI  file  free  list 

ENTTBL  -  INTEGER  ARRAY;  the  entry  table  of  the  TI 
file  header 


FILES: 

TI  -  tree  information 
REFERENCED  BY: 

COMNOD 

SUBPROGRAMS  REFERENCED: 

INSINT,  INSPGM ,  INSRET,  TIGHDR,  TIPCOP 
TIPET,  TIPHDR 

HISTORY: 

designed  by  David  A.  Birnbaum  August  23»  1978 
programmed  by  David  J.  Tipton  October  31,  1980 
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GCLIST 


PROGRAM  NAME:  GCLIST 


CATEGORY:  Logic  Design  Routine 


PROGRAM  DESCRIPTION: 

GCLIST  gets  the  list  of  class  names  that  are  at  a 
logic  node. 

PROGRAM  USAGE: 

CALL  GCLIST( FDLI , NODNUM , CLIST , NCLAS) 

INPUT  ARGUMENTS: 

FDLI  -  INTEGER;  the  file  descriptor  of  the  LI  file 
NODNUM  -  INTEGER;  the  log,.-  node  number 

OUTPUT  ARGUMENTS: 

CLIST  -  INTEGER  array  ( NODLEN , MAXCLS) ;  the  class  list 
NCLAS  -  INTEGER;  the  number  of  classes  in  this  list 

ALGORITHM  /  NOTES: 

The  algorithm  used  in  this  program  relies  on  the 
evaluating  bitmap  routine  generating  its 
1 classes-present*  list  in  numerical  ascending  order. 


FILES: 


LI  -  logic  information 
REFERENCED  BY: 

SETUP 

SUBPROGRAMS  REFERENCED: 

EVALBM,  INSINT,  INSPGM,  INSRET,  LIGCLP,  LIGCNM 

HISTORY: 

designed  by  David  BirnBaura  Sept.  14,  1978 
programmed  by  Steven  Haehn  Dec.  6,  1980 
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PROGRAM  NAME:  GDSTRC 


CATEGORY:  Data  Tree  File  Access  Routine 


PROGRAM  DESCRIPTION: 

GDSTRC  obtains  the  tree  structure  of  an  OLPARS  data 
set  (treename,  nodenarae  pair).  The  elements  of  the 
tree  structure,  returned,  are  those  that  are  necessary 
for  making  a  display  of  the  tree  structure  at  the 
user’s  terminal.  GDSTRC  returns  the  lowest  level  of 
nodes  found  in  the  tree  as  its  function  value. 

PROGRAM  USAGE: 

INTEGER  GDSTRC 


LOWEST  =  GDSTRC(FDTI,ENTBLE,STRTND, CUTOFF, NAMES, LEVELS, 

NODPTR ,  PARENT,  NUMVEC,  NODCNT ,  LOWCNT) 


INPUT  ARGUMENTS: 

FDTI  -  INTEGER;  the  file  descriptor  of  the  TI  file 
being  accessed 

ENTBLE  -  INTEGER  array(TABSIZ) ;  the  entry  table  of  TI 

file 

STRTND  -  INTEGER;  slot  number  of  the  starting  node  in  the 

traversal  of  the  data  set 

CUTOFF  -  INTEGER;  the  lowest  level  of  the  structure  to  be 

returned 

OUTPUT  ARGUMENTS: 

NAMES  -  INTEGER  array  ( NODLEN , MAXCLS*2) ;  names  of  all 

the  nodes  in  the  structure  returned 

LEVELS  -  INTEGER  array  (LEVMAX  +1);  pointers  into  NODPTR 

(see  ALGORITHM/NOTES) 

NODPTR  -  INTEGER  array  (MAXCLS»2);  pointers  into  NAMES, 

NUMVEC,  PARENT  arrays 
(see  ALGORITHM/NOTES) 

PARENT  -  INTEGER  array  (MAXCLS*2);  parent  pointers  of  the 

nodes  within  the  desired  tree  structure 


312 


OLPARS  Program  Specifications 

GDSTRC 


NODCNT  -  INTEGER;  total  number  of  nodes  found 
LOWCNT  -  INTEGER;  total  number  of  lowest  nodes  found 
ALGORITHM  /  NOTES: 

If  a  cutoff  level  has  been  specified  by  setting  'CUTOFF' 
to  a  value  other  than  zero,  any  nodes  at  the  cutoff 
level,  as  well  as  any  lowest  nodes  above  that  level, 
will  be  returned  as  lowest  nodes. 

The  value  of  the  index  into  the  'LEVELS'  array  represents 
the  node  level  of  the  data  tree  being  drawn. 

Example:  LEVELS(2) ,  shows  we  are  dealing  with  the  second 

level  of  nodes  in  the  data  tree. 

Note,  the  level  being  considered  will  only  agree  with  the 
actual  level  value  found  in  the  node  if  the  'current 
node'  is  the  senior  node  of  the  tree.  Therefore,  the 
index  into  the  'LEVELS'  array  may  be  considered  the 
'relative'  level  of  the  current  data  set. 

The  'LEVELS'  array  contains  pointers  to  the  ’ NODPTR ' 
array.  The  values  in  'LEVELS'  point  to  the  first  node 
found  at  the  given  level. 

The  expression  'LEVELS(i+1)  -  LEVELS(i)'  for  values  of  i 
from  1  to  MAXIMUM  LEVEL  +  1  will  yield  the  number  of 
nodes  found  at  'LEVELS(i)'. 

The  'NODPTR'  array  contains  pointers  to  the  'tree 
information'  arrays  ('NAMES',  'NUMVEC',  'PARENT')  The 
contents  of  the  'tree  information'  arrays  are  in  the 
order  as  obtained  by  the  'gnxtnd'  subprogram.  The 
'NODPTR'  values  can  be  considered  pointers  to  a  record 
containing  the  following  information  about  a  node  in  a 
data  tree: 

1)  name  of  a  data  node 

2)  parent  pointer  of  a  node 

3)  number  of  vectors  that  lie  at  a  data  node 
(0  if  not  a  lowest  node) 
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'  CDSTRC 

i 

i 

P 

The  following  figure  shows  the  relationship  between  the 
’LEVELS',  'NODPTR',  and  'tree  information'  arrays  for 
the  given  tree. 
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FILES: 

TI  -  tree  information 
REFERENCED  BY: 

DRAWTREE 

SUBPROGRAMS  REFERENCED: 

GNXTND,  INSINT,  INSPGM,  INSRET,  TIGCAP,  TIGNAM 
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DIAGNOSTICS: 

If  the  tree  structure  of  the  data  tree  is  corrupted, 
GDSTRC  will  return  a  -1  as  its  function  value. 

SEE  ALSO: 

GLSTRC 

HISTORY: 

designed  by  Steven  Haehn  August  4,  1978 

programmed  by  Mark  Maginn  and  Steve  Haehn  Dec.  16,  1980 
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PROGRAM  NAME:  GEN 


CATEGORY:  OLPARS  Programmer  Aids  (system  dependent) 


PROGRAM  DESCRIPTION: 

The  GEN  utility  will  create  all  the  necessary  OLPARS 
’fixed'  files  that  are  required  by  an  OLPARS  user  and 
set  up  the  user's  File  Code  Table  which  specifies  the 
total  number  of  trees  (data  logic)  an  OLPARS  user  is 
allowed  to  have  in  his  directory. 

PROGRAM  USAGE: 

See  Algorithms/Notes 

ALGORITHM  /  NOTES: 

Initiating  syntax  for  GEN  is: 

/EX:n  expand  old  user  by  n-trees 
GEN  /NW:n  create  new  user  with  n-trees 

/LI  print  out  a  user's  tree  capacity 


NOTE 


Gen  must  be  used  while  in  an  OLPARS  user's 
directory. 


FILES: 

Sets  up  a  user's  File  Code  Table  and 
Creates  all  OLPARS  'fixed'  files 

CM  -  communications 

TL  -  tree  list 

LL  -  logic  list 

DI  -  display  information 

DV  -  display  value 

PV  -  projection  vector 

SI  -  scratch  1 

SV  -  saved  vector 

SM  -  saved  transformation  matrix 

HS  -  history  file 

REFERENCED  BY: 

OLPARS  user 
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GEN 


SUBPROGRAMS  REFERENCED: 

ASCDEC , CLOSE , CLOSFX , CREAFX , EQUALS , FCGENT , FCGHDR , 
FCPENT , FCPHDR , FCREAT , FCTOPN , FPUT , GETMCR , GETSTR , 

HSPHDR , HSPREC , INDEX, LENGTH, NBLANK , OCLOSE , OEXIT , TRMPUT 

SEE  ALSO: 

Appendix  C  of  the  OLPARS  Programmer  and  System 
Maintenance  Manual 

HISTORY: 

designed  by  Steven  Haehn  September  25,  1978 
programmed  by  Donna  Morris  Feb.  28,  1979 
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PROGRAM  NAME:  GETFID 

CATEGORY:  Utility  Subroutine  (system  dependent) 

PROGRAM  DESCRIPTION: 

GETFID  searches  the  file  access  and  control  table 
for  a  free  file  descriptor 

PROGRAM  USAGE: 

CALL  GETFIDC  FID) 

OUTPUT  ARGUMENTS: 

FID  -  INTEGER;  file  descriptor  to  the  file 
access,  and  control  table 

ALGORITHM  /  NOTES: 

This  routine  has  the  following  named  common  block 
FACT  -  The  File  Access  and  Control  Table 
REFERENCED  BY: 

GEN 

SUBPROGRAMS  REFERENCED: 

TRMPUT,  OEXIT 
DIAGNOSTICS: 

If  there  are  no  logical  unit  numbers  available, 
GETFID  prints  out  a  message  and  exits. 

HISTORY: 

designed  by  Steve  Haehn  January  30,1979 
programmed  by  Donna  Morris  March  2,1979 


318 


OLPARS  Program  Specifications 

GETHST 


PROGRAM  NAME:  GETHST 


CATEGORY:  Utility  subroutine  (system  dependent) 


PROGRAM  DESCRIPTION: 

GETHST  retrieves  a  history  file  record  from  the 
instrumentation  package  history  file,  increases  the  tally 
portion  of  the  record  (this  signifies  that  the  program 
referred  to  by  the  given  'NAME'  argument,  has  been 
entered  or  is  now  executing),  and  writes  this  record  back 
into  the  history  file. 

PROGRAM  USAGE: 

CALL  GETHST ( N AME, NAMLEN) 

INPUT  ARGUMENTS: 

NAME  -  L0GICAL*1  ARRAY;  a  Hollerith  string  representing 

the  name  of  the  program 
entered . 

NAMLEN  -  INTEGER;  length  of  the  'NAME'  character  string 


ALGORITHM  /  NOTES: 

The  folowing  variables  within  the  common  area  'HISTRY' 
are  changed. 

HSLINK(HSP) ,  HSNMLN(HSP) ,  HSTALY(HSP) ,  HSTNAM( 1 -9 , HSP) , 
HSTPTR(HSP) ,  HSP 


REFERENCED  BY: 

I 


CONCAT , EQUALS , FLUSHB , HASH , HSGHDR , HSGREC , HSPHDR , HSPLNK , 
HSPREC ,OEXIT, TRMPUT 

SEE  ALSO: 


INSPGM 

SUBPROGRAMS  REFERENCED: 


PUTHST 


OLPARS  Program  Specifications 
GETHST 

HISTORY: 

designed  by  Steven  Haehn  Feb.  23,  1979 
programmed  by  Steven  Haehn  Apr.  6,  1979 
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PROGRAM  NAME:  GETLST 


CATEGORY:  Logic  Tree  File  Access  Routine 


PROGRAM  DESCRIPTION: 


GETLST  retrieves  a  list  of  logic  nodes  of  a  particular 
type  according  to  the  value  of  TYPE. 


TYPE 

PROPERTY  OF  LOGIC  NODE 

0 

Incomplete 

1 

Pairwise 

2 

Group  logic  (one-space 
Boolean) 

3 

NMV 

4 

Closed  decision  bounda 

5 

Nearest  Neighbor 

6 

Lowest 

two-space 


y 


> 


An  incomplete  logic  node  is  one  that  has  no  decision 
logic  and  has  more  than  one  class  assigned  to  it. 

A  lowest  logic  node  has  no  children  below  it  in  the 
tree  structure. 

PROGRAM  USAGE: 

CALL  GETLST( FDLI , TYPELN , NODLST , NODCNT) 


INPUT  ARGUMENTS: 

FDLI  -  INTEGER;  the  file  descriptor  of  the  LI  file 

TYPELN  -  INTEGER;  the  type  of  logic  node  to  be 

retrieved 
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OUTPUT  ARGUMENTS: 

NODLST  -  INTEGER  array  (MAXCLS);  the  list  of  nodes 

(node  numbers)  that  have  been 
requested 

NODCNT  -  INTEGER;  the  number  of  nodes  retrieved 
ALGORITHM  /  NOTES: 

This  routine  traverses  the  logic  tree  using  GNXTLN 
to  pick  out  the  set  of  nodes  specified  by  TYPELN. 

FILES: 

LI  -  logic  information 
REFERENCED  BY: 

FORTLOGC ,  NMVMOD ,  SETUP 
SUBPROGRAMS  REFERENCED: 

GNXTLN,  INSINT,  INSPGM,  INSRET,  LIGLOG,  LIGSTR 

HISTORY: 

designed  by  David  BirnBaum  September  25,  1978 
programmed  by  Steven  Haehn  Nov.  25,  1980 
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PROGRAM  NAME:  GETOPT 


CATEGORY:  Utility  Subroutine  (system  dependent) 


PROGRAM  DESCRIPTION: 

GETOPT  returns  to  the  calling  program  the  list  of  options 
of  the  current  OLPARS  command.  The  OPTION  array  wi.'l 
contain  the  option  names  retrieved  from  the  OLPARS  option 
file.  OPTCNT  will  be  the  total  number  of  options  in  the 
OPTION  list.  OPTNO  is  the  option  number  of  an  OLPARS 
program.  MENUNO  is  the  menu  number  of  the  option  given. 
The  combined  numbers,  OPTNO  and  MENUNO,  determine  the 
option  list  to  be  returned  to  the  calling  program. 

If  the  given  option  number  does  not  have  an  option  list, 
OPTCNT  will  equal  1  and  the  option  name  'ANYTHING*  will 
be  returned  in  OPTION. 

PROGRAM  USAGE: 

CALL  GETOPT (OPTION, OPTCNT , OPTNO, MENUNO) 

INPUT  ARGUMENTS: 

OPTNO  -  INTEGER;  option  number  of  an  OLPARS  command 
MENUNO  -  INTEGER;  the  menu  number  of  the  given  option 

OUTPUT  ARGUMENTS: 

OPTION  -  LOGICAL  *1  (10,15);  the  array  of  option  names 
OPTCNT  -  INTEGER;  total  number  of  options  in  the  option 

list 

FILES: 

OLPARS  option  file  (OPTION. OLP) 

REFERENCED  BY: 

MENU 

SEE  ALSO: 

Appendix  B,  OLPARS  Programmer  and  System  Maintenance 
Manual,  for  format  of  option  file 


OLPARS  Program  Specifications 
GETOPT 

HISTORY: 

designed  by  Steve  Haehn  June  28,  1978 
programmed  by  Donna  Morris  August  31,1979 
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PROGRAM  NAME:  GETPR 

CATEGORY:  Utility  Routine 

PROGRAM  DESCRIPTION: 

GETPR  displays  a  list  of  class  symbols  on  the  screen  and 
prompts  the  user  for  a  pair  of  symbols.  The  user  may 
also  enter  a  ' for  the  next  class  pair  in  sequence, 

(if  this  is  the  first  time  the  routine  is  called,  the 
first  pair  is  returned),  or  a  to  exit  (successfully). 

PROGRAM  USAGE: 

INTEGER  GETPR 

NPA I R=GETPR (TRUCLS , N AML ST) 

INPUT  ARGUMENTS: 

TRUCLS  -  INTEGER;  The  number  of  classes  at  the  logic  node 

NAMLST  -  INTEGER  array  ( NODLEN , TRUCLS) ;  the  li„t  of  class 

names 

OUTPUT  ARGUMENTS: 

NPAIR  -  INTEGER;  the  index  to  the  class  pair  in  a  lower 

triangular  matrix 

REFERENCED  BY: 

THRESHMOD,  OPTIMLMOD 
SUBPROGRAMS  REFERENCED: 

EQUALA,  ERASE,  FLUSHT,  INSPGM,  INSRET,  TRMGET,  TRMPUT 


HISTORY: 


designed  by  John  W.  Tenney  Sept.  10,  1981 
programmed  by  John  W.  Tenney  Oct.  9,  1981 
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PROGRAM  NAME:  GETSTR 

CATEGORY:  Utility  Subroutine  (system  dependent) 

PROGRAM  DESCRIPTION: 

GETSTR  reads  a  character  string  from  the  terminal 

PROGRAM  USAGE: 

INTEGER  GETSTR 
N  =  GETSTR(LINE) 

OUTPUT  ARGUMENTS: 

LINE  -  LOGICAL  *1  ARRAY;  character  string  read 

from  the  terminal 

ALGORITHM  /  NOTES: 

The  value  of  the  function  is  the  number  of  successfully 
matched  and  assigned  input  items.  A  negative  one 
indicates  a  null  line  or  carriage  return. 

REFERENCED  BY: 

GEN 

SUBPROGRAMS  REFERENCED: 

TRMGET 


HISTORY: 

designed  by  Steven  Haehn  January  30,1979 
programmed  by  Donna  Morris  March  2,1979 


OLPARS  Program  Specifications 

GIN 


PROGRAM  NAME:  GIN 

CATEGORY:  Terminal  I/O  (graphic,  system  dependent) 

PROGRAM  DESCRIPTION: 

GIN  places  the  graphic  terminal  into  graphics  input 
mode  and  waits  for  the  return  of  a  graphics  screen 
coordinate  and  the  character  that  was  typed  in  to 
send  the  coordinate. 

PROGRAM  USAGE: 

CALL  GINCX , Y , CHAR) 

INPUT  ARGUMENTS: 

X  -  INTEGER;  the  X  graphics  screen  coordinate 
Y  -  INTEGER;  the  Y  graphics  screen  coordinate 
CHAR  -  INTEGER;  the  character 

REFERENCED  BY: 

DRAWBNDY ,  SCALZM 


HISTORY: 

designed  by  Steven  E.  Haehn  April  6,  1978 
programmed  by  David  J.  Tipton  June  28,  1979 
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PROGRAM  NAME:  GLONOD 


CATEGORY:  Data  Tree  File  Access  Routine 


PROGRAM  DESCRIPTION: 

GLONOD  gets  the  list  of  lowest  nodes  underneath  a  given 
node  (whose  entry  slot  number  is  passed  in  SLTNO) . 

GLONOD  is  also  passed  the  file  descriptor  of  the  TI 
file  and  its  entry  table  (in  ET) .  It  returns  the  number 
of  lowest  nodes  (NLOWND),  the  entry  slot  numbers  (in 
Sna)  and  the  names  of  the  nodes  (in  NMA) . 

GLONOD  operates  as  follows.  It  gets  the  number  of  lowest 
nodes  underneath  the  given  node  directly  from  element  6 
of  the  TI  file  entry  for  the  given  node.  From  element  12 
of  that  entry  it  goes  to  the  first  lowest  node  beneath 
the  given  node.  Using  the  lowest  node  link  pointers 
(element  13),  the  rest  of  the  lowest  nodes  can  be 
retrieved . 

PROGRAM  USAGE: 

CALL  GLONOD( FIDTI , ET , SLTNO , NLOWND , SNA , NMA) 

INPUT  ARGUMENTS: 

FIDTI  -  INTEGER;  the  file  descriptor  of  the  TI  file 

ET  -  INTEGER  array;  the  entry  table  of  the  TI  file 

SLTNO  -  INTEGER;  entry  table  slot  number  of  the  given 

node 


OUTPUT  ARGUMENTS: 

NLOWND  -  INTEGER;  number  of  lowest  nodes 

SNA  -  INTEGER  array;  slot  numbers  of  the  lowest  nodes 
NMA  -  INTEGER  array(4,50);  names  of  the  lowest  nodes 


FILES: 


TI  -  tree  information 
Instrumentation  files 

REFERENCED  BY: 


COMNOD , DSPROJ 


OLPARS  Program  Specifications 
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SUBPROGRAMS  REFERENCED: 

TIGCOP,  TIGNAM 

HISTORY: 

designed  by  Dave  Birnbaum  June  5,  1978 
programmed  by  Donna  Morris  June  1,1979 
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PROGRAM  NAME:  GLSTRC 


CATEGORY:  Logic  Tree  File  Access  Routine 


PROGRAM  DESCRIPTION: 

GLSTRC  retrieves  from  the  logic  information  (LI)  file 
the  desired  structural  information  to  be  used  in 
drawing  a  portion  of  a  logic  tree. 

PROGRAM  USAGE : 

INTEGER  GLSTRC 


LOWEST  sGLSTRC  ( FDLI ,  STRTND,  CUTOFF,  NXSTRT,  LEVELS, 
NODPTR,  PARENT,  LOGNOD,  KIDFLG,  OPTION,  LTYPE , 
REJECT,  NODCNT ,  LOWCNT) 

INPUT  ARGUMENTS: 

FDLI  -  INTEGER;  the  file  descriptor  of  the  LI  file 
being  accessed 

STRTND  -  INTEGER;  the  entry  (logic  node)  number  of  the 

node  that  represents  the  root  of  the 
tree  (or  substructure)  desired 

CUTOFF  -  INTEGER;  the  lowest  level  of  the  structure  to 

be  returned 

NXSTRT  -  INTEGER;  the  entry  (logic  node)  number  of  the 

first  node  to  be  returned  on  the 
next  level  after  STRTND 

OUTPUT  ARGUMENTS: 

LEVELS  -  INTEGER  array  (LEVMAX  +1);  pointers  into  NODPTR 

(see  ALGORITHM/NOTES) 

NODPTR  -  INTEGER  array  (MAXCLS*2);  pointers  into  PARENT, 

LOGNOD,  KIDFLG,  REJECT,  OPTION,  and 
LTYPE  arrays  (see  ALGORITHM/NOTES) 

PARENT  -  INTEGER  array  <MAXCLS*2);  parent  pointers  of  the 

logic  nodes  within  the  desired  logic 
tree  structure 

LOGNOD  -  INTEGER  array  (MAXCLS*2);  logic  node  numbers 

KIDFLG  -  INTEGER  array  (MAXCLS*2);  numbers  of  children 
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GLSTRC 


or  MORE  if  children  exist  but  the  logic 
node  is  on  the  CUTOFF  level 

OPTION  -  INTEGER  array  (MAXCLS*2);  option  numbers  in 

OLPARS  option  file  associated  with  the 
logic  nodes  (logic  nodes  without  logic 
have  0  in  their  entry) 

LTYPE  -  INTEGER  array;  (MAXCLS«2);  logic  types  (logic 

nodes  that  are  incomplete  or  complete 
have  0  for  their  entry) 

REJECT  -  INTEGER  array;  (MAXCLS*2);  independent  Boolean 

reject  logic  indicators  f'*'  or  blank) 

NODCNT  -  INTEGER;  total  number  of  nodes  found 

LOWCNT  -  INTEGER;  total  number  of  lowest  nodes  found 

ALGORITHM  /  NOTES: 

If  a  cutoff  level  has  been  specified  by  setting  ’CUTOFF’ 
to  a  value  other  than  zero,  any  logic  nodes  at  the  cutoff 
level,  as  well  as  any  lowest  logic  nodes  above  that 
level,  will  be  returned  as  lowest  nodes. 

The  value  of  the  index  into  the  'LEVELS'  array  represents 
the  logic  node  level  of  the  logic  tree  being  drawn. 

Example:  LEVELS(2),  shows  we  are  dealing  with  the  second 

level  of  nodes  in  the  logic  tree. 

Note,  the  level  being  considered  will  only  agree  with  the 
actual  level  value  found  in  the  node  if  the  ’current 
node’  is  the  senior  node  of  the  tree.  Therefore,  the 
index  into  the  'LEVELS'  array  may  be  considered  the 
'relative'  level  of  the  current  data  set. 

The  'LEVELS'  array  contains  pointers  to  the  TiODPTR' 
array.  The  values  in  'LEVELS'  point  to  the  first  logic 
node  found  at  the  given  level. 

The  expression  ' LEVELS( i+1 )  -  LEVELS(i)'  for  values  of  i 
from  1  to  MAXIMUM  LEVEL  +  1  will  yield  the  number  of 
nodes  found  at  ’LEVELS(i)'. 

The  'NODPTR'  array  contains  pointers  to  the  'logic  tree 
information'  arrays  ('PARENT',  'LOGNOD',  'KIDFLG' , 
'OPTION',  'LTYPE',  'REJECT').  The  contents  of  the 
'tree  information’  arrays  are  in  the  order  as  obtained 
by  the  'gnxtnd'  subprogram.  The  'NODPTR'  values  can  be 
considered  pointers  to  a  record  containing  the  following 
information  about  a  node  in  a  logic  tree: 
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1)  parent  pointer  of  a  logic  node 

2)  logic  node  number 

3)  number  of  children  (or  ’MORE'  flag) 

4)  option  number  (if  logic  exists) 

5)  logic  type  (if  logic  exists) 

6)  independent  Boolean  reject  logic  indicator 

The  following  figure  shows  the  relationship  between  the 
'LEVELS',  'NODPTR',  and  'logic  tree  information'  arrays 
for  the  structure  beginning  at  logic  node  5.  STRTND  is 
set  to  5,  CUTOFF  is  set  to  3>  and  NXSTRT  is  0. 
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The  following  example  shows  how  'NXSTRT'  may  be  used  in 
order  to  retrieve  a  specific  node  on  the  level  below 
'STRTND' .  Using  the  same  start  logic  node  (STRTND  =  5), 
CUTOFF  again  set  to  3»  and  NXSTRT  now  at  10,  the 
following  will  be  returned  by  'GLSTRC'. 
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FILES: 

LI  -  logic  information 
REFERENCED  BY: 

DRAWLOG 

SUBPROGRAMS  REFERENCED: 

GNXTLN  INSINT  INSPGM  INSRET  LIGLOG  LIGSTR  TRMPUT 
DIAGNOSTICS: 

If  the  tree  structure  of  the  logic  tree  is  corrupted, 
GLSTRC  will  return  a  -1  as  its  function  value. 

SEE  ALSO: 

GDSTRC 

HISTORY: 

designed  by  Steven  Haehn  December  16,  1980 
programmed  by  Dave  Tipton  May  29,  1981 
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PROGRAM  NAME:  GNLIAE 

CATEGORY:  Logic  Tree  File  Access  Routine 

PROGRAM  DESCRIPTION: 

GNLIAE  gets  the  next  available  entry  in  the  LI  file.  It 
returns  the  entry  number  as  its  value  and  updates  the 
free  entry  list. 

PROGRAM  USAGE: 

INTEGER  GNLIAE 
• 

NXTAVN  =  GNLIAE(FIDLI) 

INPUT  ARGUMENTS: 

FIDLI  -  INTEGER;  the  file  descriptor  of  the  LI  file 
OUTPUT  ARGUMENTS: 

GNLIAE  -  INTEGER;  the  entry  number  of  the  next  available 

logic  node 

ALGORITHM  /  NOTES: 

Get  head  and  tail  pointers  to  LI  free  list 
Set  GNLIAE  =  head  ptr . 

IF  (next  available  node  entry  (head)  equals  next  open 
entry  at  end  of  file  (tail))  THEN 

Increment  head  and  tail  by  1  and  write  back  into  file 
(LIPCOP) . 

ELSE 


Get  entry  link  from  the  entry  pointed  to  by  head 
(LIGLOG) . 

Set  head  equal  to  the  negative  value  of  this  entry 
link  and  write  into  LI  header  (LIPCAP). 

(Remember,  free  list  links  are  negative  values. 
That’s  why  we  have  to  use  negative  value  above) 

ENDIF 

RETURN 
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FILES: 

LI  -  logic  information 
SUBPROGRAMS  REFERENCED: 

LIGCAP ,  LIPCOP,  LIGLOG 

HISTORY: 

designed  by  David  Birnbaum  September  19,  1978 
programmed  by  Steven  Haehn  March  15,  1981 


OLPARS  Program  Specifications 

GNLVAE 


PROGRAM  NAME:  GNLVAE 


CATEGORY:  Logic  Tree  File  Access  Routine 


PROGRAM  DESCRIPTION: 

GNLVAE  gets  the  next  available  entry  (or  entries)  in  the 
LV  file.  It  returns  a  pointer  to  the  first  entry  it  has 
obtained  and  the  next  available  entry  (link  of  the  last 
entry  obtained).  The  free  list  is  updated  and  all  the 
obtained  entries  are  automatically  linked  together. 

PROGRAM  USAGE: 

INTEGER  GNLVAE 


NXTAVR  =  GNLVAE  (FDLV,  WANTED,  LSTLNK) 

INPUT  ARGUMENTS: 

FDLV  -  INTEGER;  the  file  descriptor  of  the  LV  file 
WANTED  -  INTEGER;  the  number  of  entries  wanted 
LSTLNK  -  INTEGER;  pointer  to  the  next  available  entry 

(link  of  last  entry  in  obtained  region) 

OUTPUT  ARGUMENTS: 

GNLVAE  -  INTEGER;  pointer  to  first  entry,  of  obtained 

entries 

ALGORITHM  /  NOTES: 

Obtain  the  free  list  control  variables  and  immediately 
set  our  function  value  to  the  head  of  the  free  list 
(LVGHDR) 

WHILE  (there  are  more  entries  to  be  obtained) 

IF  (there  are  no  entries  in  the  free  list)  THEN 
Obtain  the  entry  at  the  end  of  the  file 


ELSE 

Pull  next  entry  from  free  list 
ENDIF 

Put  next  available  entry  value  into  entry  itself 
(LVPLNK) 
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ENDWHILE 

Now  its  time  to  update  the  LV  header  with  the  number 
of  entries  in  use  and  the  new  free  list  pointers 

RETURN 

FILES: 

LV  -  logic  value 
SUBPROGRAMS  REFERENCED: 

INSINT,  INSPGM ,  INSRET,  LVGHDR ,  LVGLNK,  LVPHDR,  LVPLNK 

HISTORY: 

designed  by  David  BirnBaum  September  19,  1978 
programmed  by  Steven  Haehn  April  1,  1981 
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PROGRAM  NAME:  GNSMAE 

CATEGORY:  Level  II  File  Access  Routine 

PROGRAM  DESCRIPTION: 

GNSMAE  gets  the  next  available  entry  in  the  saved 
transformation  matrix  (SM)  file.  It  returns  the 
vector's  entry  number  as  its  value  and  updates  the 
free  list  pointers. 

PROGRAM  USAGE: 

INTEGER  GNSMAE 

I  =  GNSMAE  ( FDSM ,  WANTED,  LSTLNK) 

INPUT  ARGUMENTS: 

FDSM  -  INTEGER;  the  file  descriptor  of  the  SM  file 

WANTED  -  INTEGER;  the  number  of  available  entries  to 

be  retrieved 

OUTPUT  ARGUMENTS: 

LSTLNK  -  INTEGER;  the  last  link  pointer  retrieved 
GNSMAE  -  INTEGER;  the  first  link  pointer  retrieved 
ALGORITHM  /  NOTES: 

Retrieve  the  SM  file  header  (SMGHDR). 

DO  i=1  ,  number  of  available  entry  numbers  to  return 
IF  (there  are  no  entries  in  the  free  list)  THEN 
Obtain  the  entry  at  the  end  of  the  file 
ELSE 

Retrieve  the  next  entry  from  the  free  list 
(SMGLNK) . 

ENDIF 

Fix  the  free  list  links  ( SMPLNK) . 

ENDDO 
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Update  the  SM  file  header  'SMPHDR). 
RETURN 


FILES: 

SM  -  saved  transformation  matrix  file 
instrumentation  fi^e 

SUBPROGRAMS  REFERENCED: 

INSINT,  INSPGM ,  INSRET,  SMGHDR ,  SMGLNK,  SMPHDR , 
SMPLNK 

HISTORY: 

designed  by  Jill  King  March  13,1981 
programmed  by  Jill  King  March  13,1981 
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PROGRAM  NAME:  GNXTAN 

CATEGORY:  Data  Tree  File  Access  Routine 

PROGRAM  DESCRIPTION: 

GNXTAN  returns  the  slot  number  of  the  next  available 
node  within  the  entry  table  (ENTBLE)  of  a  tree 
information  file.  The  entry  table  slot  will  be  filled, 
by  GNXTAN,  with  the  next  available  node  (initially, 
the  slot  contains  zero) .  If  there  is  no  available  room 
in  the  entry  table,  GNXTAN  returns  zero. 

PROGRAM  USAGE: 

INTEGER  GNXTAN 

* 

SLOTNO  =  GNXTAN(FDTI, ENTBLE) 

INPUT  ARGUMENTS: 

FDTI  -  INTEGER;  file  descriptor  of  the  TI  file 
ENTBLE  -  INTEGER  array  (TABSIZ);  the  entry  table 

OUTPUT  ARGUMENTS: 

GNXTAN  -  INTEGER;  next  available  slot  number 

within  the  entry  table 

ENTBLE  -  INTEGER  array  (TABSIZ);  the  next  available  node 

number  is  written  to  the  first  empty 
slot 

i 

ALGORITHM  /  NOTES: 

DO,  slot  pointer  s  1,  TABSIZ  (100) 

Look  for  an  empty  slot. 

IF  (at  end  of  table)  RETURN. 


ENDDO 
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I F (  HEAD  POINTER  .EQ.  TAIL  POINTER)  THEN 

Obtain  the  next  available  node  entry  from  the  TI  file 
and  put  in  the  empty  slot. 

Update  the  node  free  list  in  the  TI  file. 

ELSE  (HEAD  POINTER  DID  NOT  EQUAL  TAIL  POINTER) 

Fill  the  entry  table  slot  with  the  pointer  to  the 
head  of  the  free  list 

Update  the  node  free  list  in  the  TI  file 

ENDIF 

RETURN 

FILES: 

TI  -  tree  information 
REFERENCED  BY: 

APPEND 

SUBPROGRAMS  REFERENCED: 

INSINT,  INS PGM  ,  INSRET ,  TIGCOP,  TIGHDR ,  TIPHDR 

HISTORY: 

designed  by  Steven  Haehn  June  8,  1978 
programmed  by  Mark  Maginn  August  8,  1980 
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PROGRAM  NAME: 


GNXTLN 


CATEGORY: 


Logic  Tree  File  Access  Routine 


PROGRAM  DESCRIPTION: 


GNXTLN  obtains  the  structure  of  the  "next”  node  within 
the  given  logic  tree.  The  '’next”  node  is  defined  to 
be  the  child  of  the  current  node;  the  sibling  of  the 
current  node,  when  there  are  no  children;  or  the 
sibling  of  the  parent  node,  when  the  current  node  has 
no  sibling  and  is  not  the  ’’starting”  node.  The 
"starting”  node  is  the  first  node  in  the  tree 
structure  that  GNXTLN  is  to  look  under  for  more  nodes. 


PROGRAM  USAGE: 


LOGICAL  GNXTLN 


IF(GNXTLN(FDLi , STRTND , CRNTND , STRUCT) ) 


INPUT  ARGUMENTS: 

FDLI  - 


STRTND  - 


CRNTND  - 


'STRUCT  - 


INTEGER;  file  descriptor  of  the  LI  file 
being  accessed 

INTEGER;  the  starting  node  number  (entry 

number)  of  the  logic  tree  traversal 

INTEGER;  the  node  number  of  the  previously 
retrieved  (or  initial))  node; 
represents  the  current  node  in  the 
tree  traversal  algorithm 

INTEGER  array  (LSTRSZ);  the  structure 

pointer  variables  of  the  current 
node 


•  The  table  is  optionally  initialized,  see 
Algorithras/Notes . 
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OUTPUT  ARGUMENTS: 

CRNTND  -  INTEGER;  the  entry  (node)  number  of  the 

current  node  just  retrieved 

STRUCT  -  INTEGER  array  (LSTRSZ) ;  the  structure 

pointer  variables  of  the  current 
node 

ALGORITHM  /  NOTES: 

GNXTLN  =  .TRUE. 

IF  (the  current  node  has  a  value  less  than  zero)  THEN 
Retrieve  the  starting  node  before  continuing  on. 
ENDIF 

IF  (children  exist)  THEN 

Make  first  child  present  node. 

ELSEIF  (present  node  is  not  starting  node  and  a 
sibling  exists) 

Make  sibling  present  node. 

ELSE 

WHILE  (present  node  is  not  starting  node  and 
present  node  has  no  siblings) 

Make  parent  of  present  node,  the  present  node 

ENDWHILE 

IF  (present  node  is  not  starting  node)  THEN 
Make  sibling  present  node. 

ELSE 

GNXTLN  =  .FALSE. 

ENDIF 

ENDIF 


RETURN 
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NOTE 

If  the  calling  program  doesn't  happen  to  have  the 
structure  elements  of  the  starting  node,  it  should  set 
the  current  node  variable  equal  to  the  negative  value 
of  the  starting  node,  so  that  GNXTLN  will  obtain  the 
starting  node  structure  elements. 


FILES: 

LI  -  logic  information 
REFERENCED  BY: 

GLSTRC 

SUBPROGRAMS  REFERENCED: 

INSINT,  INSLOG,  INSPGM,  INSRET,  LIGSTR 
DIAGNOSTICS: 

If  there  is  no  next  node,  i.e.,  all  nodes  after  the 
starting  node  have  been  seer.,  GNXTLN  will  return  a 
'false'  value. 

SEE  ALSO: 

GNXTND  (for  pictorial  example  of  tree  traversal 
algorithm) 


HISTORY: 


designed  by  Steven  Haehn 
progammed  by  Steven  Haehn 


September  19,  1978 
Nov.  19,  1980 
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PROGRAM  NAME:  GNXTND 

CATEGORY:  Data  Tree  File  Access  Routine 


PROGRAM  DESCRIPTION: 

GNXTND  obtains  the  name  and  the  counts  and  pointers  of 
the  "next"  node  within  the  given  data  tree.  The  "next” 
node  is  defined  to  be  the  child  of  the  current  node; 
the  sibling  of  the  current  node,  when  there  are  no 
children;  or  the  sibling  of  the  parent  node,  when  the 
current  node  has  no  sibling  and  is  not  the  '’starting" 
node.  The  "starting"  node  is  the  first  node  in  the 
tree  structure  that  GNXTND  is  to  look  under  for  more 
nodes . 
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PROGRAM  USAGE: 

LOGICAL  GNXTND 


IF  ( GNXTND (TIFD, ENTAB, STRTND, CRNTND, NODN AM , CAPTBL) ) 

INPUT  ARGUMENTS: 

TIFD  -  INTEGER;  file  descriptor  of  the  TI  file  being 
looked  at 

ENTAB  -  INTEGER  ARRAY  (TABSIZ);  entry  table  of  the  current 

TI  file  being  accessed 

STRTND  -  INTEGER;  an  entry  table  slot  number  representing 

the  starting  point  of  the  tree  traversal 

CRNTND  -  INTEGER;  an  entry  table  slot  number  representing 

the  current  node  to  be  used 

CAPTBL  -  INTEGER  ARRAY  (CAPSIZ);  counts  and  pointers  of 

the  current  node  (NOTE:  The  table  is 
optionally  initialized,  see  NOTES.) 


OUTPUT  ARGUMENTS: 

CRNTND  -  INTEGER;  an  entry  table  slot  number  representing 

the  current  node  obtained 

NODNAM  -  INTEGER  ARRAY;  node  name  of  the  current  node 

CAPTBL  -  INTEGER  ARRAY  (CAPSIZ);  counts  and  pointers  of 

the  current  node 

i 

ALGORITHM  /  NOTES: 

GNXTND  s  .TRUE. 

IF  (the  current  node  has  a  value  less  than  zero)  THEN 
Retrieve  the  starting  node  before  continuing  on. 


ENDIF 
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IF  (children  exist)  THEN 

Make  first  child  present  node. 

ELSEIF  (present  node  is  not  starting  node  and  a  sibling 
exists) 

Make  sibling  present  node. 

ELSE 

WHILE  (present  node  is  not  starting  node  and  present 
node  has  no  siblings) 

Make  parent  of  present  node,  the  present  node. 
ENDWHILE 

IF  (present  node  is  not  starting  node)  THEN 
Make  sibling  present  node. 

ELSE 

GNXTND  =  .FALSE. 

(No  more  nodes  in  the  tree) 

ENDIF 

ENDIF 

RETURN 


NOTE 

If  the  calling  program  does  not  happen  to  have  the 
counts  and  pointers  of  the  starting  node,  it  should 
set  the  current  node  variable  equal  to  the  negative 
value  of  the  starting  node,  so  that  GNXTND  will  obtain 
the  starting  node  counts  and  pointers. 


FILES: 

TI  -  tree  information 
REFERENCED  BY: 


TISRCH ,  GDSTRC ,  UNIQND 


OLPARS  Program  Specifications 

GNXTND 


SUBPROGRAMS  REFERENCED: 

TIGCAP ,  TIGNAM 
DIAGNOSTICS: 

If  there  is  no  next  node,  i.e.  all  nodes  after  the 
starting  node  have  been  seen,  GNXTND  will  return  with 
a  'false'  value. 

HISTORY: 

designed  by  Steven  Haehn  August  3,  1978 
programmed  by  Steven  Haehn  Sept.  13,  1979 
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PROGRAM  NAME:  GOPTNM 


CATEGORY:  Utility  Subroutine  (system  dependent) 


PROGRAM  DESCRIPTION: 

GOPTNM  returns  to  the  calling  program  the  option  name 
in  the  OLPARS  option  file  header  that  corresponds  to 
the  option  number  passed  to  GOPTNM.  If  the  given  option 
number  can  not  be  found,  the  option  name  will  be  set 
to  blanks. 

PROGRAM  USAGE: 

CALL  GOPTNM  ( FDCM ,  OPTNUM,  OPTNAM) 

INPUT  ARGUMENTS: 

FDCM  -  INTEGER;  file  descriptor  of  the  communications 

(CM)  file 

OPTNUM  -  INTEGER;  option  number  of  an  OLPARS  command 


OUTPUT  ARGUMENTS: 

OPTNAM  -  INTEGER  ARRAY  (PGMLEN+1);  option  name  that 

corresponds  to  OPTNUM 

FILES: 


OLPARS  option  file  (OPTION. OLP) 

SUBROUTINES  REFERENCED: 

CLOSBL  CMGDIR  FGET  INSINT  INSPGM 
INSRET  OEXIT  OPENBL  TRMPUT 

REFERENCED  BY: 

GLSTRC  OLTDMP 

SEE  ALSO: 

Appendix  B,  OLPARS  Programmer  and  System  Maintenance 
Manual,  for  format  of  option  file 

HISTORY: 

designed  by  Dave  Tipton  April  28,  1981 
programmed  by  Dave  Tipton  April  28,  1981 
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PROGRAM  NAME:  GRIDIS 


CATEGORY:  Terminal  Display  Routine 


PROGRAM  DESCRIPTION: 

GRIDIS  is  passed  the  set  of  screen  coordinates  in 

ISCREN  and  the  grid  matrix  in  GRIDMX.  It  displays 

the  grid  matrix  on  the  screen. 

PROGRAM  USAGE: 

CALL  GRIDISUSCREN, GRIDMX) 

INPUT  ARGUMENTS: 

ISCREN  -  INTEGER  array  (S'"2NUM);  screen  coordinates  at 

user's  terminal 

GRIDMX  -  INTEGER  array  (number  of  rows  in  the  cluster 

plot  grid, number  of  columns 
in  the  cluster  plot  grid); 
cluster  matrix  to  be 
displayed  at  user's  terminal 


SUBPROGRAMS  REFERENCED: 
MARK 

REFERENCED  BY: 

CLUS 


HISTORY: 


designed  by 
programmed  by 


Dave  Birnbaum 
David  Tipton 


June  23,  1978 
June  13,  1979 
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PROGRAM  NAME:  GTLUN 

CATEGORY:  Utility  Subroutine  (system  dependent) 

PROGRAM  DESCRIPTION: 

GTLUN  searches  through  the  logical  unit  number  table 
(LUNTBL)  found  in  the  CALUN  (currently  available 
logical  unit  numbers)  common  area  for  an  available 
logical  unit  that  can  be  used  by  the  requesting  program. 
Once  it  finds  an  available  unit,  GTLUN  marks  it  as  being 
used . 

PROGRAM  USAGE: 

CALL  GTLUN(LUN) 

OUTPUT  ARGUMENTS: 

LUN  -  INTEGER;  an  available  logical  unit  number 
REFERENCED  BY: 

VCREAT ,  FCREAT,  VOPEN,  FOPEN 
DIAGNOSTICS: 

GTLUN  will  return  a  -1  (an  invalid  LUN)  when  there  are  no 
available  logical  units 

SEE  ALSO: 

RELUN 

HISTORY: 

designed  by  Steven  Haehn  Dec.  15,  1978 
programmed  by  Steven  Haehn  Feb.  28,  1979 
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PROGRAM  NAME:  GTRGNI 


CATEGORY:  UTILITY  SUBROUTINE 


PROGRAM  DESCRIPTION: 

GTRGNI  (get  region,  convert  retrieved  elements  to 
integers)  retrieves  a  region  (a  series  of 
entries)  from  a  Logic  Value  file.  The  regions 
obtained  represent  specific  entities  used  by  the 
individual  calling  programs  (i.e.,  pointers  to 
linked  lists) . 

PROGRAM  USAGE: 

CALL  GTRGNI ( FDLV , ELEMCT , LVETSZ , REGION, RGNPTR , NXTRGN) 
INPUT  ARGUMENTS: 

FDLV  -  INTEGER;  File  descriptor  of  the  LV  file 

ELEMCT  -  INTEGER;  the  number  of  elements  to  be  read 

from  the  LV  region. 

LVETSZ  -  INTEGER;  logic  value  entry  size  (found  in  Logic 

Information  file  header) 

RGNPTR  -  INTEGER;  pointer  to  the  region  to  be  read 


OUTPUT  ARGUMENTS: 

REGION  -  INTEGER  array( ELEMCT) ;  the  place  to  store  the 

region  found  in  the  LV  file 

NXTRGN  -  INTEGER;  pointer  to  the  next  region  following 

the  current  region  (or  an  end-of-region 
link) 

FILES: 

LV  -  logic  value 
REFERENCED  BY: 

CREATLOG 

SUBPROGRAMS  REFERENCED: 

INSINT,  INSPGM ,  INSRET,  LVGENT 
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SEE  ALSO: 

GTRGNR ,  PTRGNI,  PTRGNR 

HISTORY: 

designed  by  Steven  Haehn  March  5 
programmed  by  Steven  Haehn  April 


1981 
,  1981 
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PROGRAM  NAME:  GTRGNR 

CATEGORY:  UTILITY  SUBROUTINE 

PROGRAM  DESCRIPTION: 

GTRGNR  (get  region  of  real  elements)  retrieves  a  region 
(a  series  of  entries)  from  a  Logic  Value  file.  The 
regions  obtained  represent  specific  entities  used  by  the 
individual  calling  programs  (i.e.,  group  logic 
discriminant  vectors) . 

PROGRAM  USAGE: 

CALL  GTRGNR ( FDLV , ELEMCT , LVETSZ , REGION, RGNPTR , NXTRGN) 

INPUT  ARGUMENTS: 

FDLV  -  INTEGER;  File  descriptor  of  the  LV  file 

ELEMCT  -  INTEGER;  the  number  of  elements  to  be  read 

from  the  LV  region. 

LVETSZ  -  INTEGER;  logic  value  entry  size  (found  in  Logic 

Information  file  header) 

RGNPTR  -  INTEGER;  pointer  to  the  region  to  be  read 
OUTPUT  ARGUMENTS: 

REGION  -  REAL  array( ELEMCT) ;  the  place  to  store  the 

region  found  in  the  LV  file 

NXTRGN  -  INTEGER;  pointer  to  the  next  region  following 

the  current  region  (or  an  end-of-region 
link) 

FILES: 

LV  -  logic  value 
REFERENCED  BY: 

CREATLOG 

SUBPROGRAMS  REFERENCED: 

INSINT,  INSPGM,  INSRET,  LVGENT 
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PROGRAM  NAME:  HASH 

CATEGORY:  Utility  Subroutine  (system  dependent) 

PROGRAM  DESCRIPTION: 

HASH  computes  an  integer  number  in  the  range  of  1  to 
TBLSIZ  (table  size)  by  ’hashing'  the  given  character 
string  using  a  division-remainder  algorithm. 

PROGRAM  USAGE: 

INTEGER  HASH 


IPTR  =  HASH(STRING,LNGTH, TBLSIZ) 

INPUT  ARGUMENTS: 

STRING  -  LOGICAL  «1  ARRAY(LNGTH) ;  character  string  to  be 

hashed  (system  dependent 
data  type) 

LNGTH  -  INTEGER;  length  of  string  to  be  hashed 

TBLSIZ  -  INTEGER;  a  prime  number  representing  the  maximum 

number  ’HASH’  can  generate 

OUTPUT  ARGUMENTS: 

HASH  -  INTEGER;  an  integer  number  in  the  range  of  1  to 

TBLSIZ 

ALGORITHM  /  NOTES: 

The  FORTRAN  found  on  the  RSX-11M  operating  system  (in 
this  case,  FORTRAN  IV  PLUS)  gives  a  user  the 
capability  of  addressing  a  single  character  (clearly 
compiler  dependent) .  This  feature  is  used  in  the  HASH 
algorithm.  The  algorithm  consists  of  treating  each 
character  as  a  number,  creating  a  sum  from  the  characters 
(numbers)  in  the  string  (including  information  about 
the  position  of  the  character)  ,  and  finally  creating 
a  number  that  lies  between  1  and  the  given  table  size, 
using  modular  arithmetic.  Note,  the  character  (byte) 
data  is  coerced  into  an  integer  data  type.  Sign 
extension  (i.e.,  the  sign  of  the  byte  data  (the  eighth 
bit)  is  propagated  thru  the  high  order  byte  of  the 
integer  into  the  sign  portion  of  the  integer)  occurs  in 
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the  integer  during  the  data  type  conversion,  but  a 
negative  number  will  not  appear  because  all  legitimate 
ASCII  characters  use  only  7  bits  out  of  an  eight  bit 
byte  (the  eighth  bit  is  the  sign  bit  and  it  has  a 
value  of  zero).  For  further  details,  consult  an  RSX-11M 
FORTRAN  user’s  guide. 

Using  the  fact  that  the  maximum  legitimate  ASCII 
character  (MAXCHAR)  value  is  equivalent  to  the  decimal 
number  127,  and  the  maximum  size  positive  decimal  number 
a  16  bit  integer  (using  2's  complement  notation)  can 
contain  is  32767,  it  was  estimated  that  a  character 
string  consisting  of  only  MAXCHARs  could  hold  256 
characters  without  causing  an  overflow  condition  during 
the  summation  portion  of  the  algorithm  (i.e.,  32767/128 
is  approximately  equal  to  256)  .  This  is  definitely  an 
adequate  length  for  the  character  strings  being  used. 
(Under  RSX-11M  FORTRAN,  a  literal  string  can  only  have 
a  maximum  length  of  256). 

The  table  size  input  variable  should  be  a  prime  number 
because  this  will  reduce  the  frequency  of  'collisions' 
(or  repetitions)  of  the  values  generated  by  HASH. 

REFERENCED  BY: 

GETHST 


HISTORY: 

designed  by  Steven  Haehn  Dec.  2,  1978 
programmed  by  Steven  Haehn  Apr.  4,  1 978 
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PROGRAM  NAME:  HELOLP 

CATEGORY:  Utility  Command  (system  dependent) 

PROGRAM  DESCRIPTION: 

HELOLP  will  "sign"  a  user  on  to  OLPARS,  i.e.  it  will 
validate  his/her  presence  on  OLPARS,  place  the  user 
in  their  own  directory,  and  perform  file  initializations 
within  that  directory. 

PROGRAM  USAGE: 

User  types  in  'HELOLP'. 

USER  INTERACTION: 

The  user  types  in  a  "login  id.",  the  terminal  being 
used,  and  any  other  initializing  information  needed 
to  start  up  OLPARS. 

ALGORITHM  /  NOTES: 

The  HELOLP  function  is  completely  described  in  the 
OLPARS  VI  Programmer's  Reference  Manual  in  appendix  A. 

It  is  implemented  via  an  RSX-11M  command  file. 

REFERENCED  BY: 

OLPARS  user. 

SEE  ALSO: 

BYEOLP 


HISTORY: 


designed  by  Steven  Haehn  July  28,  1978 
programmed  by  Steven  Haehn  June  19,  1981 
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PROGRAM  NAME:  HELP 


CATEGORY:  Utility  Command  (system  dependent) 


PROGRAM  DESCRIPTION: 

HELP  gives  the  OLPARS  user  a  helpful  description  of 
an  OLPARS  subject  or  of  a  specific  OLPARS  command. 

The  user  may  also  obtain  a  listing  of  all  available 
help  files.  All  help  is  written  to  the  terminal. 

PROGRAM  USAGE: 

User  types  in  'HELP'. 

USER  INTERACTION: 

The  user  types  in  a  character  string  which  may  be 
one  of  the  following: 

(1)  a  command  name 

(2)  the  name  of  an  OLPARS  subject 

(3)  the  initial  characters  (sub-string)  of  a  command 
name  or  subject  name 

(4)  'ALL' 

Typing  'ALL'  will  give  the  user  a  listing  of  all 
available  help  files.  To  leave  the  HELP  program, 
the  user  types  in  the  OLPARS  'exit  command'  character. 

ALGORITHMS  /  NOTES: 

Read  the  OLPARS  directory  string  from  the  CM  file. 

Use  the  OLPARS  directory  string  to  create  the  complete 
pathname  to  the  help  dictionary  file  (HELP.TXT) 
and  to  the  file  containing  the  directory  string  and 
file  extension  of  the  OLPARS  help  files  (HELPDIR.TXT). 

If  (HELP.TXT  and  HELPDIR.TXT  are  successfully  opened) 

Read  the  character  string  in  HELPDIR.TXT.  It  should 
contain  a  directory  string  indicating  where  the 
help  files  are  located,  along  with  the  filename 
extension  of  the  help  files. 

Search  for  a  right  bracket  (])  in  the  character 
string,  which  indicates  the  end  of  the  directory 
string . 
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Starting  at  the  position  after  the  right  bracket 
(in  case  the  directory  string  contains  a  period), 
search  for  a  period  (.),  which  indicates  the 
beginning  of  the  filename  extension. 

DONE  =  .FALSE. 

REPEAT 

Get  the  request  for  help  from  the  user. 

IF(  the  user  wants  to  exit)  break 

Create  the  pathname  to  the  help  file  to  be 
accessed : 

IF(the  user-typed  string  is  in  help  dictionary) 
the  user  may  have  typed  a  sub-string  of  a 
subject  -  get  the  entire  name  from  the  help 
dictionary  and  append  it  to  the  help  directory 
string . 

ELSE 

append  the  user-typed  character  string  to 
the  help  directory  string 

ENDIF 

To  complete  creation  of  the  pathname  of  the 
help  file  to  be  accessed,  append  the  help 
filename  extension  plus  a  null  byte  to  the 
end  of  the  character  string. 

IF(help  file  is  opened  successfully) then 

copy  each  line  of  the  help  file  to  the 
terminal . 

NEXT 

ELSE 

give  user  a  message  -  'NO  HELP  AVAILABLE 

FOR  THE  USER  REQUEST' 


ENDIF 

UNTIL(DONE) 

ENDIF 
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FILES: 

Block  I/O  Record  I/O 


CM  Terminal 

OPTION. OLP  HELP . TXT 

HELPDIR.TXT 
the  help  file 

REFERENCED  BY: 

OLPARS  user. 

DIAGNOSTICS: 

If  a  legitimate  'RSX'  filename  cannot  be  created 
from  the  user-typed  character  string,  or  if  the 
help  file  does  not  exist  or  cannot  be  opened,  the 
user  will  be  notified  that  no  help  is  available 
for  the  given  request. 

HISTORY: 

designed  by  Steve  Haehn  June  30,  1978 
programmed  by  Donna  Morris  July  29,  1981 
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PROGRAM  NAME:  HSGHDR 


CATEGORY:  Utility  subroutine  (system  dependent) 


PROGRAM  DESCRIPTION: 

HSGHDR  retrieves  the  header  portion  of  the 
instrumentation  package’s  historic  records  file. 

The  header  currently  contains  the  pointer  to  the 
overflow  (collision)  area  of  the  historic 
records  file. 

PROGRAM  USAGE: 

CALL  HSGHDR (HISTFD, NXTR EC) 

INPUT  ARGUMENTS: 

HISTFD  -  INTEGER;  historic  records  file  descriptor 
OUTPUT  ARGUMENTS: 

NXTREC  -  INTEGER;  next  available  record  in  the  historic 

file's  overflow  area  (i.e.,  the  end 
of  the  file) 


ALGORITHM  /  NOTES: 

Integer  'OVF'  is  equivalenced  over  real  variable  'OVFLPT' 
(system  dependent)  (i.e.,  we're  mapping  an  integer 
variable  onto  a  real  variable  so  there  is  no  real 
conversion  step;  FGET  can  only  read  real  elements) . 

REFERENCED  BY: 

GETHST 

SUBPROGRAMS  REFERENCED: 

FGET 

SEE  ALSO: 

HSPHDR 

HISTORY: 

designed  by  Steven  Haehn  Feb.  7  1979 
programmed  by  Steven  Haehn  Apr.  6  1979 
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PROGRAM  NAME:  HSGREC 

CATEGORY:  Utility  Subroutine  (system  dependent) 

PROGRAM  DESCRIPTION: 

HSGREC  retrieves  a  record  from  the  instrumentation 
historic  records  file 

PROGRAM  USAGE: 

CALL  HSGREC(HSFD,RECPTR, LINK, TALLY, NAMLEN, NAME) 

INPUT  ARGUMENTS: 

HSFD  -  INTEGER;  historic  records  file  descriptor 

RECPTR  -  INTEGER;  record  pointer  to  historic  record 

to  be  read 

OUTPUT  ARGUMENTS: 

LINK  -  INTEGER;  collision  linkage  pointer  (when 

zero,  no  collisions  have  occurred) 

TALLY  -  INTEGER;  number  of  times  to  print  out 

debug  information 

NAMLEN  -  INTEGER;  length  of  'name' 

NAME  -  LOGICAL  *1  ARRAY;  name  of  historic  record 

ALGORITHM  /  NOTES: 

NOTE:  equivalences  of  real  and  integer  variables 
are  being  done.  This  is  a  system  dependent 
attribute . 

a  history  record  looks  like  this: 
overflow 

<Link>  <TallyXName  length>  <Name> 

1  REL.  1  REL.  3  REL. 

REL.  =  Real  element 
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FILES: 

HS  -  Instrumentaton  History 
REFERENCED  BY: 

GEN,  GETHST 

SUBPROGRAMS  REFERENCED: 

FGET 

HISTORY: 

designed  by  Steve  Haehn  February  7,1979 
programmed  by  Steve  Haehn  February  7,1979 
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PROGRAM  NAME:  HSPHDR 

CATEGORY:  Utility  Subroutine  (system  dependent) 

PROGRAM  DESCRIPTION: 

HSPHDR  writes  the  header  portion  of  the  instrumentation 
debug  package's  historic  records  file. 

PROGRAM  USAGE: 

CALL  HSPHDR(HISTFD,NXTREC) 

INPUT  ARGUMENTS: 

HISTFD  -  INTEGER;  historic  records  file  descriptor 

NXTREC  -  INTEGER;  next  available  record  in  the 

historic  files  overflow  area 

ALGORITHM  /  NOTES: 

NOTE:  integer  array  'ovf'  is  equivalenced  over 

real  variable  'ovflpt'  (system  dependent) 

(i.e,, we're  mapping  an  integer  variable  into 
a  real  variable  so  no  time  is  taken  for  a 
'integer  to  real'  conversion) 

FILES: 

HS  -  Instrumentation  Historic  File 
REFERENCED  BY: 

GEN,  GETHST 

SUBPROGRAMS  REFERENCED: 

FPUT 


HISTORY: 


designed  by  Steve 
programmed  by  Steve 


Haehn  February  7,1979 
Haehn  February  7,1979 
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PROGRAM  NAME:  HSPLNK 

CATEGORY:  Utility  subroutine  (system  dependent) 

PROGRAM  DESCRIPTION: 

HSPLNK  writes  out  the  linkage  portion  of  a  historic 
record  in  the  instrumentation  package  history  file. 

PROGRAM  USAGE: 

CALL  HSPLNKCHISTFD , HRECPT , LINK) 

INPUT  ARGUMENTS: 

HISTFD  -  INTEGER;  historic  records  file  descriptor 
HRECPT  -  INTEGER;  historic  record  pointer 

LINK  -  INTEGER;  link  to  be  written  into  the  historic 

record  pointed  to  by  'HRECPT* 


ALGORITHM  /  NOTES: 

Integer  array  'ILInK'  is  equivalenced  over  real  variable 
'RLINK'  (system  dependent)  (i.e.,  we're  mappping  an 
integer  variable  onto  a  real  variable  so  that  there  is 
no  integer  to  real  conversion) . 

REFERENCED  BY: 

GETHST 

SUBPROGRAMS  REFERENCED: 

FPUT 


HISTORY: 


designed  by 
programmed  by 


Steven  Haehn 
Steven  Haehn 


Feb.  24,  1979 
Apr.  6,  1979 
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PROGRAM  NAME:  HSPREC 

CATEGORY:  Utility  Subroutine  (system  dependent) 

PROGRAM  DESCRIPTION: 

HSPREC  writes  a  record  to  the  instrumentation 
historic  records  file. 

PROGRAM  USAGE: 

CALL  HSPREC(HSFD,RECPTR, LINK, TALLY, NAMLEN, NAME) 

INPUT  ARGUMENTS: 

HSFD  -  INTEGER;  historic  records  file  descriptor 

RECPTR  -  INTEGER;  record  pointer  to  historic  record 

to  be  read 

OUTPUT  ARGUMENTS: 

LINK  -  INTEGER;  collision  linkage  pointer  (when 

zero,  no  collisions  have  occurred) 

TALLY  -  INTEGER;  number  of  times  to  print  out 

debug  information 

NAMLEN  -  INTEGER;  length  of  ’name’ 

NAME  -  LOGICAL  *1  ARRAY;  name  of  historic  record 

ALGORITHM  /  NOTES: 

NOTE:  equivalences  of  real  and  integer  variables 
are  being  done.  This  is  a  system  dependent 
attribute . 

a  history  record  looks  like  this: 
overflow 

<Link>  <TallyXName  length>  <Name> 

1  REL.  1  REL.  3  REL. 

REL.  =  Real  element 

FILES: 

HS  -  Instrumentaton  history 
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REFERENCED  BY: 

GEN,  GETHST 

SUBPROGRAMS  REFERENCED: 

FGET 

HISTORY: 

designed  by  Steve  Haehn  February 

programmed  by  Steve  Haehn  February 


,1979 

,1979 
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PROGRAM  NAME:  IDCHK 


CATEGORY:  Utility  Routine 


PROGRAM  DESCRIPTION: 

IDCHK  checks  the  validity  of  the  character  string  (NAME), 
according  to  the  options  given  within  its  argument  list. 
The  character  string  MUST  be  terminated  by  a  zero  (the 
end-of-str ing  character)  when  'LNGTH'  is  equal  to  zero. 

If  the  length  of  the  character  string  is  important, 
i.e.,  the  character  string  in  'NAME'  must  contain  1  to 
'MXLEN'  characters  in  order  to  be  a  valid  identifier, 
then  the  'REQUIR'  switch  is  set  to  true.  When  the 
'REQUIR'  switch  is  set  to  false,  the  length  of  the 
character  string  maybe  less  than  or  equal  to  ’MXLEN’  for 
'NAME'  to  be  a  valid  identifier. 

'FCHTYP'  and  'RESTYP'  are  numeric  codes  indicating  the 
valid  type  of  characters  allowed  in  the  identifier. 

FCHTYP  is  the  code  used  for  the  first  character  in  the 
string  'NAME'.  'RESTYP'  is  the  code  used  for  the  rest 
of  the  character  string.  The  type  codes  are  as  follows: 

1  -  alphabetic 

2  -  alphanumeric 

3  -  any  visible  ASCII  character  (includes  'blank') 

PROGRAM  USAGE: 

LOGICAL  IDCHK 
• 

IF(IDCHK(NAME, LNGTH, REQUIR, MXLEN, FCHTYP, RESTYP) ) 


INPUT  ARGUMENTS: 

NAME  -  INTEGER  (MAXLIN)  ARRAY;  the  character  string 
LNGTH  -  INTEGER;  the  length  of  the  character  string 

REQUIR  -  LOGICAL;  .true,  indicates  that  given  'LNGTH' 

must  be  equal  to  'MXLEN',  .false, 
means  that  the  the  given  'LNGTH' 
maybe  less  than  or  equal  to  'MXLEN' 

MXLEN  -  INTEGER;  the  maximum  length  'NAME'  may  have 
FCHTYP  -  INTEGER;  first  character  of  string  type  code 
RESTYP  -  INTEGER;  rest  of  string  type  code 
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IDCHK 

ALGORITHM  /  NOTES: 

Assume  that  the  "NAME”  given  is  not  a  legal  identifier 
(IDCHK  =  false) . 

IF  (the  length  of  the  "NAME”  is  OKEY-DOKEY)  THEN 

IF  (the  first  character  of  "NAME"  is  of  the  type 
"FCHTYP")  THEN 

IF  (the  rest  of  the  characters  in  "NAME"  are  of 
type  "RESTYP")  THEN 

"NAME”  is  a  legal  identifier 
(IDCHK  =  true) . 

ENDIF 

ENDIF 

ENDIF 

RETURN 

REFERENCED  BY: 

LGLTRE ,  LGLNOD 
SUBPROGRAMS  REFERENCED: 

TYPE 

HISTORY: 

designed  by  Steven  Haehn  June  1,  1978 
programmed  by  Steven  Haehn  April  8,  1980 
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PROGRAM  NAME:  IDX 

CATEGORY:  Utilities  Subroutine 

PROGRAM  DESCRIPTION: 

Given  the  row  and  column  values  of  a  position  in  a 
symetric  square  matrix,  IDX  computes  the  corresponding 
position  of  the  same  matrix  when  stored  as  a  vector 
using  only  the  lower  triangular  elements. 

PROGRAM  USAGE: 

INTEGER  IDX 


POSITION  =  IDX  (ROW, COL , NDIM) 

INPUT  ARGUMENTS: 

ROW  -  INTEGER;  the  row  value  of  the  position  requested 

COL  -  INTEGER;  the  column  value  of  the  position 
requested 

NDIM  -  INTEGER;  the  order  of  the  matrix 
OUTPUT  ARGUMENTS: 

IDX  -  INTEGER;  the  position  of  the  requested  element  in 
the  lower  triangular  portion  of  the  symetric 
square  matrix,  stored  as  a  vector 

ALGORITHM  /  NOTES: 

Check  for  valid  input  data 

IF  (row  value .ge .column  value)  THEN 

IDX  =  Col  »  Ndim  -  Col  *  (Col-1)  /  2  -  Ndim  +  Row 
ELSE 

IDX  =  Row  «  Ndim  -  Row  «  (Row-1)  /  2  -  Ndim  +  Row 
ENDIF 
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RETURN 
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REFERENCED  BY: 

L2FSHP ,  S2FSHP 
SUBPROGRAMS  REFERENCED: 

TRMPUT 

HISTORY: 

designed  by  Jill  King  November  3,  1980 
programmed  by  Jill  King  November  3,  1980 
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PROGRAM  NAME:  INDEX 


CATEGORY:  Utility  Subroutine  (system  dependent) 


PROGRAM  DESCRIPTION: 

INDEX  finds  a  character  ’Char'  in  string  'String'. 

If  'Char'  is  found,  a  character  position  pointer  is 
returned.  Otherwise,  a  zero  is  returned.  If  the 
character  string  being  scanned  does  not  have  an  end- 
of-string  symbol  (0)  appended  to  it,  INDEX  looks  at 
MAXLIN-1  characters. 

Note:  INDEX  will  return  0  if  'Char'  is  the  eos  symbol, 

(i.e.,  you  are  not  allowed  access  to  the  eos 
symbol) . 

PROGRAM  USAGE: 

INTEGER  INDEX 


N=INDEX( STRING, CHAR) 

INPUT  ARGUMENTS: 

STRING  -  LOGICAL  «1  ARRAY;  character  string  for  which  to 

find  the  position  of  a  given 
character 

CHAR  -  LOGICAL  *1;  character  for  which  to  find  the 

position  in  a  character  string 

OUTPUT  ARGUMENTS: 

INDEX  -  LOGICAL;  character  position  pointer,  index 

will  return  zero  if  the  given  character 
is  not  found  in  the  character  string. 

REFERENCED  BY: 

Level  I  Routines 

HISTORY: 

designed  by  Steve  Haehn  January  1,1979 
programmed  by  Steve  Haehn  January  1,1979 
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PROGRAM  NAME:  INITD 


CATEGORY:  Display  File  Access  Routine  (system  dependent) 


PROGRAM  DESCRIPTION: 

INITD  is  passed  the  ID's  of  the  DI ,  DV,  PV,  SI  and  CM 
files.  INITD  initializes  the  headers  of  the  DI ,  DV,  PV 
and  SI  files  according  to  the  following  table. 


FILE  ITEM  ACTION 


DI,  DV,  PV, 

si! 

i 

l 

i 

Display  Code 

1 

1 

i  Set  to  0  (invalid 

j  display  code) 

1 

DI,  DV,  SI 

l 

l 

1 

i 

l 

l 

1 

\ 

OLPARS  Option  No. 

i 

i  Set  to  option  no. 

I  of  calling 

!  command 

1 

DI,  PV 

l 

i 

1 

i 

l 

i 

Data  Set 

i 

j  Insert  data  set 

!  names  in  file 

1 

DI,  PV 

l 

i 

1 

i 

l 

l 

1 

i 

Dimension 

i 

!  Insert  dimension 

of  data  set  in 

I  file 

1 

DI 

1 

» 

1 

i 

Number  of  Boundaries 

1 

1  Set  equal  to  0 

i 

DI 

l 

i 

1 

l 

1 

! 

Type  of  Scaling 

i 

!  Set  equal  to  1 

!  (counts/square) 

1 

DI 

i 

i 

i 

i 

Zoom  Flag 

1 

!  Set  equal  to  0 

1 

DI 

i 

i 

l 

i 

Intensity  Flag 

1 

1  Set  equal  to  0 

i 

DV 

1 

i 

i 

i 

Next  Available  Entry 

i 

!  Set  equal  to  1 

1 

DV 

i 

i 

l 

i 

i 

■ 

i 

Screen  coordinate 
flag 

I  Set  to  0  (off) 

1 

1 

1 

1 

PROGRAM  USAGE: 

CALL  INITD(FIDDI ,FIDDV,FIDPV, F1DS1 , FIDCM , PGMNAM) 
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INPUT  ARGUMENTS: 

FIDDI  -  INTEGER;  the  file  descriptor  of  the  DI  file 

FIDDV  -  INTEGER;  the  file  descriptor  of  the  DV  file 

FIDPV  -  INTEGER;  the  file  descriptor  of  the  PV  file 

FIDS1  -  INTEGER;  the  file  descriptor  of  the  SI  file 

FIDCM  -  INTEGER;  the  file  descriptor  of -the  CM  file 
PGMNAM  -  LOGICAL  *1  array  ( CMDLEN) ;  program  name  of 

calling  program 

FILES: 

DI  -  display  information 
DV  -  display  value 
PV  -  projection  vector 
SI  -  scratch  1 
CM  -  communication 

REFERENCED  BY: 

Structure  analysis  and  logic  design  commands 
SUBPROGRAMS  REFERENCED: 

CMGCDS , DIPHDI , DIPN AM , DVPHDR , PVPHDR , PVPNAM , SETOPT , SI PHDR 

HISTORY: 

designed  by  Dave  Birnbaum  June  26,  1978 
programmed  by  Donna  Morris  May  7,1979 
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PROGRAM  NAME:  INSCHR 

CATEGORY:  Programmer's  Aid  (system  dependent) 

PROGRAM  DESCRIPTION: 

INSCHR  (instrumentation  character  variable  dump)  prints 
out  the  given  variable  name  and  the  character  string 
stored  there.  There  should  only  be  one  character  stored 
per  integer. 

PROGRAM  USAGE: 

CALL  INSCHR(NAME, VALUE, LNGTH) 

INPUT  ARGUMENTS: 

NAME  -  LOGICAL*1  ARRAY ( VRNLEN+1 ) ;  HOLLERITH  field 

containing  the  name  of  the  variable 
to  be  printed. 

VALUE  -  INTEGER  ARRAY(MAXLIN) ;  character  string  to  be 

printed . 

LNGTH  -  INTEGER;  length  of  character  string  to  be 

printed.  If  less  than  or  equal  to 
zero  then  a  null  character  string 
is  expected  to  terminate  the  string. 

REFERENCED  BY: 

Any  OLPARS  system  independent  programs 
SUBPROGRAMS  REFERENCED: 

FILPUT,  OEXIT ,  TRMPUT 
SEE  ALSO: 

INSDBL ,  INSFLT,  INSINT,  INSLOG 

HISTORY: 

designed  by  Steven  Haehn  Mar.  19,  1979 
programmed  by  Steven  Haehn  Apr.  20,  1979 
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PROGRAM  NAME:  INSDBL 

CATEGORY:  Programmer’s  Aid  (system  dependent) 

PROGRAM  DESCRIPTION: 

INSDBL  (instrumentation  double  precision  floating  point 
variable  dump)  prints  out  the  given  variable  name  and 
the  value  of  the  floating  point  number  stored  there. 

PROGRAM  USAGE: 

CALL  INSDBL(NAME, VALUE) 

INPUT  ARGUMENTS: 

NAME  -  LOGICAL* 1  ARRAY(VRNLEN+1 ) ;  HOLLERITH  string 
containing  name  of  the  variable  to  be 
printed . 

VALUE  -  REAL;  floating  point  number  to  be  printed. 
REFERENCED  BY: 

All  OLPARS  system  independent  programs 
SUBPROGRAMS  REFERENCED: 

FILPUT,  OEXIT,  TRMPUT 
SEE  ALSO: 

INSCHR ,  INSFLT,  INSINT,  INSLOG 


HISTORY: 


designed  by  Steven  Haehn  Mar.  19,  1979 
programmed  by  Steven  Haehn  Apr.  20,  1979 
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PROGRAM  NAME:  INSFLT 

CATEGORY:  Programmer’s  Aid  (system  dependent) 

PROGRAM  DESCRIPTION: 

INSFLT  (instrumentation  single  precision  floating  point 
variable  dump)  prints  out  the  given  variable  name  and 
the  value  of  the  floating  point  number  stored  there. 

PROGRAM  USAGE: 

CALL  INSFLT (NAME , VALUE ) 

INPUT  ARGUMENTS: 

NAME  -  L0GICAL*1  ARRAY(VRNLEN+1 ) ;  HOLLERITH  string 
containing  name  of  the  variable  to  be 
printed . 

VALUE  -  REAL;  floating  point  number  to  be  printed. 
REFERENCED  BY: 

All  OLPARS  system  independent  programs 
SUBPROGRAMS  REFERENCED: 

FILPUT,  OEXIT ,  TRMPUT 
SEE  ALSO: 

INSCHR ,  INSDBL ,  INSINT,  INSLOG 

HISTORY: 

designed  by  Steven  Haehn  Mar.  19,  1979 
programmed  by  Steven  Haehn  Apr.  20,  1979 
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PROGRAM  NAME:  INSINI 


CATEGORY:  Programmer's  aid  (system  dependent) 


PROGRAM  DESCRIPTION: 

INSINI  initializes  the  disabling  flag  and  indentation 
level  of  the  OLPARS  programmer's  instrumentation 
package.  When  instrumentation  is  enabled,  two  files 
will  be  opened;  the  instrumentation  output  (debug) 
file  and  the  instrumentation  history  file. 

PROGRAM  USAGE: 

CALL  INSINI(NAME) 

INPUT  ARGUMENTS: 

NAME  -  L0GICAL*1  ARRAY;  Hollerith  string  containing  the 

name  of  the  program  that  has 
called  INSINI. 


ALGORITHM  /  NOTES: 

Under  RSX-11M,  programs  do  not  always  abort  after  an 
error  has  occurred.  Therefore,  INSINI  sets  the 
'continuation'  bit  in  DEC'S  FORTRAN  OBJECT  TIME  SYSTEM 
(OTS)  error  facility  to  'false'  for  all  errors  that 
will  not  halt  program  execution,  (see  RSX-11M  FORTRAN 
IV  (F4P)  user's  guide,  under  'ERR3ET'.) 


FILES: 


CM  -  communications 
HS  -  history 

'INSTRU.DAT'  the  instrumentation  output  (debug  ii.fo.) 
file 


OLPARS  Program  Specifications 

INSINI 


REFERENCED  BY: 

All  OLPARS  commands 
SUBPROGRAMS  REFERENCED: 

CLOSFX ,  CMGOTH,  EQUALS,  ERRSET,  INSPGM,  OEXIT,  OPENFX, 
OPENS,  TRMPUT 

DIAGNOSTICS: 

Will  notify  programmer  when  it  can’t  open  any  of  the 
files  mentioned  above. 


HISTORY: 


designed  by  Steven  Haehn  Dec.  4,  1978 
programmed  by  Steven  Haehn  Apr.  20,  1979 
modified  by  Donna  Morris  Nov.  28,  1979 

(I  removed  the  user  interaction  section 
which  asked  the  user  if  instrumentation  was 
to  be  'ON',  and  replaced  it  with  code  that 
reads  the  instrumentation  flag  from  the  CM 
file) . 
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PROGRAM  NAME:  INSINT 

CATEGORY:  Programmer's  Aid  (system  dependent) 

PROGRAM  DESCRIPTION: 

INSINT  (instrumentation  INTEGER  variable  dump)  prints  out 
the  given  variable  name  and  the  value  of  the  integer 
number  stored  there. 

PROGRAM  USAGE: 

CALL  INSINT(NAME, VALUE) 

INPUT  ARGUMENTS: 

NAME  -  LOGICAL*1  ARRAY(VRNLEN+1 ) ;  HOLLERITH  string 
containing  name  of  the  variable  to  be 
printed . 

VALUE  -  INTEGER;  integer  number  to  be  printed. 

REFERENCED  BY: 

All  OLPARS  system  independent  programs 
SUBPROGRAMS  REFERENCED: 

FILPUT,  OEXIT,  TRMPUT 
SEE  ALSO: 

INSCHR,  INSDBL,  INSFLT,  INSLOG 

HISTORY: 

designed  by  Steven  Haehn  Mar.  19,  1979 
programmed  by  Steven  Haehn  Apr.  20,  1979 
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PROGRAM  NAME:  INSLOG 

CATEGORY:  Programmer's  Aid  (system  dependent) 

PROGRAM  DESCRIPTION: 

INSLOG  (instrumentation  logical  variable  dump)  prints  out 
the  given  variable  name  and  the  value  of  the  given 
variable  as  "true”  or  "false". 

PROGRAM  USAGE: 

CALL  INSLOG(NAME, VALUE) 

INPUT  ARGUMENTS: 

NAME  -  LOGICAL*1  ARRAY( VRNLEN+1 ) ;  HOLLERITH  field 

containing  the  name  of  the  variable  to 
be  printed.  (VRNLEN  =  variable  name 
length,  a  PARAMETER) 

VALUE  -  LOGICAL;  logical  value  to  be  printed. 

REFERENCED  BY: 

Any  OLPARS  system  independent  programs. 

SUBPROGRAMS  REFERENCED: 

FILPUT,  OEXIT ,  TRMPUT 
SEE  ALSO: 

INSCHR,  INSDBL,  INSFLT,  INSINT 

HISTORY: 

designed  by  Steven  Haehn  Mar.  19,  1979 
programmed  by  Steven  Haehn  Apr.  20,  1979 
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PROGRAM  NAME:  INSPGM 


CATEGORY:  Programmer's  aid  (system  dependent) 


PROGRAM  DESCRIPTION: 

INSPGM  increments  the  indentation  level  of  the  debug 
printout  and  prints  out  the  name  (preferably  the 
subroutine  name  of  the  routine  entered  before  INSPGM) 
given  to  it.  INSPGM  also  retrieves  the  history  record, 
associated  with  the  given  NAME,  from  the  user's  History 
file  and  updates  it. 

PROGRAM  USAGE: 

CALL  INSPGM (NAME , PGMTYP ) 

INPUT  ARGUMENTS: 

NAME  -  CHARACTER;  Hollerith  string,  terminated  by  a 

null  (0)  character,  containing  the 
name  of  the  subroutine  previously 
entered . 

PGMTYP  -  INTEGER;  Type  of  program  that  is  using  the 

instrumentation  package.  Zero  (0), 
means  calling  program  is  of  type 
'MAIN'.  One  (1),  means  program  is 
of  type  'SUBPROGRAM' . 


FILES: 

HS  -  instrumentation  history 
REFERENCED  BY: 

All  OLPARS  system  independent  programs 
SUBPROGRAMS  REFERENCED: 

GETHST, FILPUT 
DIAGNOSTICS: 

An  error  message  will  appear  at  the  user's  terminal 
indicating  that  the  programmer  has  called  INSPGM  with 
a  name  that  has  too  many  characters. 

SEE  ALSO: 

INSRET 
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PROGRAM  NAME:  INSRET 

CATEGORY:  Programmer's  aid  (system  dependent) 

PROGRAM  DESCRIPTION: 

INSRET  writes  out  the  history  record  (indirectly)  of  the 
current  instrumentation  level.  It  also  decrements  the 
indentation  level  of  the  debug  printout. 

PROGRAM  USAGE: 

CALL  INSRET 

FILES: 

HS  -  history 

'IN^TRU.DAT'  the  instrumentation  (debug)  output  file 
REFERENCED  BY: 

All  OLPARS  system  independent  programs 
SUBPROGRAMS  REFERENCED: 

FILPUT,  OEXIT ,  PUTHST,  TRMPUT 
DIAGNOSTICS: 

Tells  user  that  the  instrumentation  package  is  not 
initialized.  Warns  user  of  instrumentation  underflow 
(when  INSRET  is  called  more  than  INSPGM) . 

SEE  ALSO* 

INSPGM 


HISTORY: 


designed  by  Steven  Haehn  Feb.  20,  1979 
programmed  by  Steven  Haehn  Apr.  19,  1979 
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PROGRAM  NAME:  INSSET 


CATEGORY:  Programmer's  aid  (system  dependent) 


PROGRAM  DESCRIPTION: 

INSSET  is  used  to  force  the  instrumentation  package  to  a 
desired  state  (i.e.,  either  'ON*  or  'OFF').  The  previous 
state  of  the  package  is  returned  to  the  calling  program. 
This  allows  the  program  to  reset  the  old  state  of  the 
instrumentation  package. 

PROGRAM  USAGE: 

LOGICAL  INSSET 


STATE  =  INSSET(NWSTAT, THRSH) 

INPUT  ARGUMENTS: 

NWSTAT  -  LOGICAL;  New  state  of  the  instrumentation 

package  (false=0FF,  true=ON) 

THRSH  -  INTEGER;  threshold  for  debug  printout  to  start 

at  (and  of  times  to  print  info,  out, 
once  the  threshold  is  exceeded) . 


OUTPUT  ARGUMENTS: 

INSSET-  LOGICAL;  value  of  the  previous  state  of  the 

instrumentation  package. 


ALGORITHM/NOTES: 

This  routine  should  not  be  permanently  left  in  any  of 
the  OLPARS  programs.  It's  usage  is  of  a  temporary 
nature  only,  forcing  debug  printout  where  normally  it 
would  not  be  seen. 

REFERENCED  BY: 

Any  OLPARS  system  independent  program. 

SUBPROGRAMS  REFERENCED: 

OEXIT ,  OPENFX,  TRMPUT 
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HISTORY: 


designed  by 

Steven 

Haehn 

Mar . 

20 

programmed  by 

Steven 

Haehn 

Apr . 

20 

I 

I 

\ 


1979 

1979 
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PROGRAM  NAME:  INTENSIFY 


CATEGORY:  Utility  Command 


PROGRAM  DESCRIPTION: 

INTENSIFY  highlights  a  class  or  classes  currently 
displayed  by  drawing  a  solid  outline  around  the 
given  class  distributions.  It  should 
be  noted  that,  unless  classes  are  well  separated, 
if  more  than  two  classes  are  concurrently  intensified, 
then  the  display  itself  becomes  cluttered  with  lines 
and  it  is  hard  to  observe  the  distributions.  This 
routine  is  applicable  to  one-space  micro  displays  only. 
(If  used  on  a  one-space  macro  plot,  a  micro-plot  will 
be  generated  on  the  terminal.) 

PROGRAM  USAGE: 

User  types  'INTENSIFY'. 

USER  INTERACTION: 

User  specifies  the  classes  (via  class  display 
symbol)  to  be  intensified.  (OBTCLS) 

ALGORITHM  /  NOTES: 

.  Make  sure  display  file  contains  only  a  one-space 
display  plots. 

REPEAT 

Ask  user  for  classes  to  be  intensified  (OBTCLS) 

Mark  classes  to  be  intensified. 

Put  up  display  with  the  chosen  classes  (MICMAC) 

Ask  user  if  he  wants  to  intensify  again 
UNTIL  (intensifing  is  complete) 

Put  up  option  list  only  if  'erase'  was  called(MENU) 


OLPARS  Program  Specifications 
INTENSIFY 


FILES: 


CM  -  communications  file 
DI  -  display  information 
DV  -  display  value 
PV  -  projection  vector 
SI  -  scratch  1 
OLPARS  option  file 
Instrumentation  file 

REFERENCED  BY: 

OLPARS  user 

SUBPROGRAMS  REFERENCED: 

CLOSFX,  CMGOTH ,  DIGHDI,  DIPENT,  EQUALA,  ERASE,  INSINI, 
INSINT,  INSRET,  MENU,  MICMAC,  OBTCLS,  OEXIT,  OPENFX, 
TRMPUT 

SEE  ALSO: 

SELECT,  CDISPLAY 

HISTORY: 


designed 

by 

Steve  Haehn 

October 

3,  1978 

programmed 

by 

Mark  Maginn 

October 

15,  1980 

i 

f 

t 
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PROGRAM  NAME:  INVERT 


CATEGORY:  Numerical  Computation  Algorithm 


PROGRAM  DESCRIPTION: 

This  routine  calculates  the  inverse  of  a  symetric 
square  matrix  A,  which  is  stored  as  a  vector 
containing  the  lower  triangular  portion  of  the  matrix. 
If  a  linearly  dependent  row  is  encountered,  the 
program  ends  and  the  row  at  which  this  occurred  is 
returned  along  with  the  original  matrix,  unchanged. 

At  this  point,  the  DITHER  routine  may  be  called  to 
slightly  alter  the  pivot  element  in  the  linearly 
dependent  row.  As  an  added  dividend,  the  determinate 
of  the  matrix  is  returned  as  the  value  of  the  function. 


PROGRAM  USAGE: 

REAL  FUNCTION  INVERT 

DET=INVERT(A,NDIM, THRESH, ERROW) 

INPUT  ARGUMENTS: 

A  -  REAL  array  ( (Ndim*(Ndim+1 ) )/2) ; 

the  lower  triangular  portion  of  the 
symmetric  square  matrix  to  be  inverted, 
stored  as  a  vector 

NDIM  -  INTEGER;  the  order  of  matrix  A 

THRESH  -  REAL;  the  minimum  allowable  value  for  the 

pivot  element 

OUTPUT  ARGUMENTS: 

A  -  REAL  array  ( (Ndim*(Ndim+1 )  )/2) ;  the  lower 
triangular  portion  of  the  inverse 
matrix,  stored  as  a  vector 

ERROW  -  INTEGER;  the  row  number  of  the  linearly 
dependent  row  found,  0  if  there 
was  none 

INVERT  -  REAL;  if  ERROW  is  0,  then  invert  is  the  value 
of  the  determinant  of  the  matrix,  other¬ 
wise  it  is  set  equal  to  0. 


391 


OLPARS  Program  Specifications 
INVERT 

ALGORITHM/NOTES: 

Expand  the  matrix  and  place  it  into  a  working  array. 

DO  1=1 , Nd im 

Locate  the  element  of  largest  magnitude  in  row  I. 

IF  (pivot  element .  It .  threshold  value',  THEN 

a  linear  dependency  occurs  in  this  row,  and  thus 
no  inverse  matrix  exists.  Goto  BYEBYE. 

ENDIF 

Save  the  pivot  column. 

Move  the  Ith  column  to  the  pivot  column. 

Compute  the  partial  column  inverse. 

Adjust  the  Ith  row  and  save  it. 

Adjust  the  remaining  matrix  with  the  row  multiplier. 
ENDDO 

Reorder  the  matrix  columns. 

Collapse  the  inverse  matrix  into  a  vector. 

RETURN 

FILES: 

instrumentation  file 
SUBPROGRAMS  REFERENCED: 

INSINT,  INSPGM ,  INSRET 
REFERENCED  BY: 

L2FSHP ,  NMVBSU ,  S2FSHP 

HISTORY: 

designed  by  Jill  King  September  29,  1980 
programmed  by  Jill  King  September  29,  1980 
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PROGRAM  NAME:  ITREAL 

CATEGORY:  Utility  Subroutine  (system  dependent) 

PROGRAM  DESCRIPTION: 

ITREAL  moves  integer  words  to  real  elements.  Transfer 
of  words  continues  until  the  number  of  integers  to 
transfer  is  exhausted  or  until  the  first  null 
character  has  been  transferred,  depending  on  whether 
or  not  the  stop  transferring  flag  has  been  set.  The 
actual  number  of  integers  transferred  is  returned. 

PROGRAM  USAGE: 

CALL  ITREAL (INTGRS, REALS, NUMBER, NXFERD, STOP) 

INPUT  ARGUMENTS: 

INTGRS  -  INTEGER  array  (NUMBER  +  1);  integers  to  transfer 

REALS  -  REAL  array  (NUMBER  +  1);  output  buffer  for 

integers 

NUMBER  -  INTEGER;  number  of  integers  to  transfer 

STOP  -  LOGICAL;  stop  transferring  flag.  if  true, 

stop  transferring  integers  after  the 
first  null  character  has  been  trans¬ 
ferred.  if  false,  continue  moving 
integers  until  'NUMBER'  is  exhausted. 

OUTPUT  ARGUMENTS: 

NXFERD  -  INTEGER;  the  number  of  integers  actually 

transferred 

REFERENCED  BY: 

Level  I  Routines 
SEE  ALSO: 

PACKB , PACKW 

HISTORY: 

designed  by  Donna  Morris  March  9,1979 
programmed  by  Donna  Morris  May  9,1979 
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PROGRAM  NAME:  KILLND 


CATEGORY:  Utility  Subroutine 


PROGRAM  DESCRIPTION: 

KILLND  deletes  logic  nodes  below  a  give  logic  node 
(in  Logic  Information  file)  and  any  decision  logic 
regions  (Logic  Value  file  entries)  associated  with 
logic  nodes.  The  decision  logic  for  the  given  node 
is  deleted,  if  the  kill-current-decision-logic  flag 
is  set  to  '  true'  . 

The  data  vectors  that  lie  at  the  logic  nodes  (Tree 
Vector  file  entries)  below  the  given  logic  node  are 
sent  back  to  the  given  logic  node  (i.e.,  the 
temporary  logic  elements  found  in  the  data  vectors 
of  the  classes  present  at  the  given  logic  node  are 
set  to  the  value  of  the  given  logic  node) . 

(Example  use:  when  user  does  not  finish  creating 
decision  logic  for  a  logic  node,  the  altered  data 
set  and  uncompleted  logic  node  must  be  cleaned  up.) 

PROGRAM  USAGE: 

CALL  KILLND(FDLI , FDLV, FDTI , FDTV, CRNTLG, KILLDL) 

INPUT  ARGUMENTS: 

FDLI  -  INTEGER;  Logic  Information  file  descriptor 
FDLV  -  INTEGER;  Logic  Value  file  descriptor 
FDTI  -  INTEGER;  Tree  Information  file  descriptor 
FDTV  -  INTEGER;  Tree  Vector  file  descriptor 
CRNTLG  -  INTEGER;  current  logic  node 
KILLDL  -  LOGICAL;  kill-decision-logic-at-current- 

logic-node  flag 

FILES: 

LI  -  logic  information 
LV  -  logic  value 
TI  -  tree  information 
TV  -  tree  vector 

REFERENCED  BY: 

All  Logic  Design  Commands 
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SUBPROGRAMS  REFERENCED: 

DLREGN ,  ELIFRE ,  FXLTMP ,  GTRGNI ,  INSINT,  INSPGM,  INSRET, 
LIGCOP ,  LIGLOG,  LIGSTR ,  LIPLOG,  LIPSTR 

HISTORY: 

designed  by  Steven  Haehn  Mar.  5,  1981 
programmed  by  Steven  Haehn  Apr.  1,  1981 
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PROGRAM  NAME:  L1ASDG 


CATEGORY:  Logic  Design  Command 


PROGRAM  DESCRIPTION: 

L1ASDG  projects  a  data  set  onto  the  Fisher  direction 
associated  with  two  algebraically-assigned  groupings 
of  data  classes  at  an  incomplete  logic  node.  It  is 
the  one-space  analogue  of  L2ASDG  and  is  the  same 
except  for  obvious  one-space  modifications. 

PROGRAM  USAGE: 

User  types  in  'L1ASDG'. 

ALGORITHM  /  NOTES: 

Erase  screen  and  home  cursor  (ERASE). 

Make  sure  the  current  data  set  is  not  in  excess 
measurement  mode  (CHKEXS). 

Get  set  up  for  the  projection  of  the  set  of  vectors 
at  a  logic  node  (SETUP). 

Initialize  DI ,  DV,  PV  and  file  SI  headers  ( INITD) . 
Call  UILASD  to 

Retrieve  or  compute  the  class  mean  vectors 
(TIGMN ,  LOGMN)  . 

Divide  the  classes  at  the  specified  logic  node 
into  two  groups,  determined  by  the  euclidean 
distance  between  the  mean  vectors.  First,  all 
class  mean  vectors  are  compared,  and  the  two 
classes  with  the  largest  euclidean  distance 
between  the  means  are  saved.  Then,  one  at  a  time, 
each  class  mean  vector  is  compared  with  each  of 
the  two  saved  class  mean  vectors.  If  the  mean  is 
closer  to  the  mean  of  saved  class  1,  then  the 
class  belongs  to  the  first  group.  Otherwise,  the 
class  belongs  to  the  second  group  (DISTEU). 

Display  the  two  groups  of  classes  (TRMPUT). 
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IF  (the  user  is  not  satisfied)  THEN 

Request  group  modifications  (SELCLS). 

Redisplay  modified  groups  (TRMPUT). 

ENDIF 

Ask  the  user  if  measurements  are  to  be  eliminated 
( ELIMEA) . 

Ask  the  user  if  scatter  or  covariance  matrices  are 
to  be  used  in  the  computations  (PROMPT). 

Compute  optimal  discriminant  plane  ( DCRIM) . 

Store  them  in  the  PV  file  (PVPENT,  PVPHDR). 

Project  the  vectors  (LNPROJ). 

Create  the  display  (MICMAC). 

Put  up  option  list  at  user's  terminal  (MENU). 

END 

REFERENCED  BY: 

OLPARS  user 

SUBPROGRAMS  REFERENCED: 

CHKEXS,  CLOSFX ,  CMGCDS,  DCRIM,  DIPHDI,  DIPNAM 

ERASE,  INITD,  INSINI,  INSINT,  INSRET,  LNPROJ 

MENU,  MICMAC,  MODDFS,  OEXIT,  OPENFX,  PVPENT 

PVPHDR,  SETUP,  TRMPUT,  UILASD 


HISTORY: 


designed  by  David  Birnbaum  September  13,  1978 
programmed  by  Jill  King  May  6,  1981 
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PROGRAM  NAME:  L1CRDV 


CATEGORY:  Logic  Design  Command 


PROGRAM  DESCRIPTION: 

L1CRDV  is  the  one-space  coordinate  projection  routine 
for  use  in  logic  design.  It  is  the  same  as  L2CRDV 
except  for  obvious  one-space  modifications. 

PROGRAM  USAGE: 

User  types  in  'L1CRDV'. 

ALGORITHM  /  NOTES: 

Erase  screen  and  home  cursor  (ERASE). 

Get  set  up  for  the  projection  of  the  set  of  vectors 
at  a  logic  node  (SETUP). 

Ask  user  to  select  one  coordinate  on  which  to  project 
the  data  set. 

Initialize  DI ,  DV,  PV  and  SI  files  ( INITD) . 

Enter  the  coordinate  in  DI  file  (DIPHDI) . 

For  each  vector,  store  the  projected  coordinate  in  the 
DV  file  and  set  up  DI  file  entries  (LCPROJ). 

Create  one-space  plot  (MICMAC). 

Put  up  option  list  at  user's  terminal  (MENU). 

END 

FILES: 

CM  -  communications 
DI  -  display  information 
DV  -  display  value 
PV  -  projection  vector 
SI  -  scratch  1 
TL  -  tree  list 
LL  -  logic  list 


HS  -  history 

TI  -  tree  information 

TV  -  tree  vector 

OLPARS  option  file 

Instrumentation 

LI  -  logic  information 

LV  -  logic  value 
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REFERENCED  BY: 

OLPARS  user 

SUBPROGRAMS  REFERENCED: 

CLOSFX,  CLOSTR ,  CMGCDS,  CMGOTH,  DIPHDI,  DIPNAM,  ERASE, 
INITD,  INSINI,  INSRET,  LCPROJ,  MENU,  MICMAC,  OEXIT, 
OPENFX,  PROMPT,  SETUP,  TRMGET,  TRMPUT 

SEE  ALSO: 

L2CRDV 


HISTORY: 

designed  by  David  BirnBaum  September  28,  1978 
programmed  by  Steven  Haehn  Dec.  9,  1980 
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PROGRAM  NAME:  L1EIGV 

CATEGORY:  Logic  Design  Command 

PROGRAM  DESCRIPTION: 

L1EIGV  projects  the  set  of  vectors  at  an  incomplete 
logic  node  onto  an  eigenvalue  of  that  data  set  that 
is  selected  by  the  user.  It  is  the  same  as  L2EIGV 
except  for  obvious  one-space  modifications. 

PROGRAM  USAGE: 

User  types  in  'L1EIGV'. 

ALGORITHM  /  NOTES: 

Erase  screen  and  home  cursor  (ERASE). 

Get  set  up  for  the  projection  of  the  set  of  vectors 
at  a  logic  node  (SETUP). 

Initialize  DI ,  DV,  PV  and  SI  headers  ( INITD)  . 

Measurements  to  be  ignored?  (ELIMEA). 

Compute  eigenvalues  and  eigenvectors  and  insert  into 
PV  file  ( EIGLPV) . 

Printout  of  eigenvectors  desired  (EIGPRT)? 

Ask  user  to  select  one  eigenvalue  for  use  in  the 
projection  (SLTEIG). 

Project  the  data  set  (LNPROJ). 

Create  display  (MICMAC). 

Put  up  option  list  at  user's  terminal  (MENU). 

END 


FILES: 


PV  -  projection  vector 
REFERENCED  BY. 

OLPARS  user 
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SUBPROGRAMS  REFERENCED: 

ERASE,  SETOPT,  SETUP,  INITD,  ELIMEA, 
EIGLPV ,  EIGPRT,  SLTEIG ,  LNPROJ,  MICMAC, 
MENU,  PVPHDR ,  PVPENT 


HISTORY: 


designed  by  David  A.  Birdbaum  September  13,  ,1978 
programmed  by  David  J.  Tipton  December  22,  1981 
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PROGRAM  NAME:  L2ASDG 


CATEGORY:  Logic  Design  Command 


PROGRAM  DESCRIPTION: 

L2ASDG  projects  a  data  set  on  to  the  optimal 
discriminant  plane  associated  with  two  algebraically- 
assigned  groupings  of  data  classes  at  an  incomplete 
logic  node.  The  calculations  proceed  as  in  S2ASDG. 

PROGRAM  USAGE: 

User  types  in  'L2ASDG'. 

ALGORITHM  /  NOTES: 

Erase  screen  and  home  cursor  (ERASE). 

Make  sure  the  current  data  set  is  not  in  excess 
measurement  mode  (CHKEXS). 

Get  set  up  for  the  projection  of  the  set  of  vectors 
at  a  logic  node  (SETUP). 

Initialize  DI ,  DV,  PV  and  file  SI  headers  ( INITD) . 
Call  UILASD  to 

Retrieve  or  compute  the  class  mean  vectors 
(TIGMN,  LOGMN)  . 

Divide  the  classes  at  the  specified  logic  node 
into  two  groups,  determined  by  the  euclidean 
distance  between  the  mean  vectors.  First,  all 
class  mean  vectors  are  compared,  and  the  two 
classes  with  the  largest  euclidean  distance 
between  the  means  are  saved.  Then,  one  at  a  time, 
each  class  mean  vector  is  compared  with  each  of 
the  two  saved  class  mean  vectors.  If  the  mean  is 
closer  to  the  mean  of  saved  class  1,  then  the 
class  belongs  to  the  first  group.  Otherwise,  the 
class  belongs  to  the  second  group  (DISTEU) . 


Display  the  two  groups  of  classes  (TRMPUT) . 


OLPARS  Program  Specifications 

L2ASDG 


IF  (the  user  is  not  satisfied)  THEN 

Request  group  modifications  (SELCLS). 

Redisplay  modified  groups  (TRMPUT). 

ENDIF 

Ask  the  user  if  measurements  are  to  be  eliminated 
( ELIMEA) . 

Ask  the  user  if  scatter  or  covariance  matrices  are 
to  be  used  in  the  computations  (PROMPT). 

Compute  optimal  discriminant  plane  (DCRIM) . 

Store  them  in  the  PV  file  (PVPENT,  PVPHDR). 

Project  the  vectors  (LNPROJ) . 

Create  the  display  (CLSCAT). 

Put  up  option  list  at  user's  terminal  (MENU). 

END 

REFERENCED  BY: 

OLPARS  user 

SUBPROGRAMS  REFERENCED: 

CHKEXS,  CLOSFX ,  CLSCAT,  CMGCDS,  DCRIM,  DIPHDI, 

DIPNAM,  ERASE,  INITD,  INSINI,  INSINT,  INSRET, 

LNPROJ,  MENU,  MODDFS,  OEXIT,  OPENFX,  PVPENT, 

PVPHDR,  SETUP,  TRMPUT,  UILASD 

SEE  ALSO: 

S2ASDG 


HISTORY: 


designed  by  David  Birnbaura  September  1 3 ,  1978 
programmed  by  Jill  King  May  5,  1981 
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PROGRAM  NAME:  L2CRDV 

CATEGORY:  ■  Logic  Design  Command 

PROGRAM  DESCRIPTION: 

L2CRDV  is  the  two-space  coordinate  projection  routine 
for  use  in  logic  design. 

PROGRAM  USAGE: 

User  types  in  ' L2CRDV ' . 

USER  INTERACTION: 

Prompts  for  coordinates  to  project  on. 

ALGORITHM  /  NOTES: 

Erase  screen  and  home  cursor  (ERASE). 

Get  set  up  for  the  projection  of  the  set  of  vectors 
at  a  logic  node  (SETUP). 

Initialize  DI ,  DV,  PV  and  SI  files  ( INITD) . 

Ask  user  to  select  two  coordinates  to  project  on. 

Enter  these  coordinates  in  DI  file  (DIPHDI). 

For  each  vector,  store  those  coordinates  in  the 
DV  file  and  set  up  DI  file  entries  (LCPROJ). 

Create  two-space  plot  (CLSCAT). 

Put  up  option  list  at  user’s  terminal  (MENU). 

END 

REFERENCED  BY: 

OLPARS  user 

SUBPROGRAMS  REFERENCED: 

CLOSFX,  CLOSTR ,  CLSCAT,  CMGCDS,  CMGOTH,  DIPHDI 
DIPNAM,  ERASE,  INITD,  INSINI,  INSRET,  LCPROJ 
MENU,  OEXIT ,  OPENFX ,  OPENTR ,  PROMPT,  PVPENT 
PVPHDR ,  SETUP,  TIGCOP 
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HISTORY: 

designed  by  David  A.  Birnbaum  September  28,  1978 
programmed  by  David  J.  Tipton  February  18,  1981 
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PROGRAM  NAME:  L2EIGV 

CATEGORY:  Logic  Design  Command 

PROGRAM  DESCRIPTION: 

L2EIGV  projects  the  set  of  vectors  at  an  incomplete 
logic  node  onto  two  eigenvalues  of  that  data  set  that 
are  selected  by  the  user. 

PROGRAM  USAGE: 

User  types  in  'L2EIGV'. 

ALGORITHM  /  NOTES: 

Erase  screen  and  home  cursor  (ERASE). 

Get  set  up  for  the  projection  of  the  set  of  vectors 
at  a  logic  node  (SETUP). 

Initialize  DI ,  DV,  PV  and  SI  headers  ( INITD) . 

Measurements  to  be  ignored?  (ELIMEA) . 

Compute  eigenvalues  and  eigenvectors  and  insert  into 
PV  file  ( EIGLPV) 

Printout  of  eigenvectors  desired  (EIGPRT) ? 

Ask  user  to  select  two  eigenvalues  for  use  in  the 
projection  (SLTEIG). 

Project  the  data  set  (LNPROJ). 

Create  display  (CLSCAT). 

Put  up  option  list  at  user's  terminal  (MENU). 

END 


FILES: 


DI  -  display  information 
DV  -  display  vector 
PV  -  projection  vector 
TI  -  tree  information 
TV  -  tree  vector 

REFERENCED  BY: 
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OLPARS  user 

SUBPROGRAMS  REFERENCED: 

CLSCAT ,  EIGLPV ,  EIGPRT ,  ELIMEA ,  ERASE,  INITD 
LNPROJ,  MENU,  PVPENT,  PVPHDR,  SETUP,  SLTEIG 

SEE  ALSO: 

S2EIGV 


HISTORY: 


designed  by  David  A.  Birnaum  September  13.  1978 
programmed  by  David  J.  Tipton  Januray  27,  1981 
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PROGRAM  NAME:  L2FSHP 

CATEGORY:  Logic  Design  Command 

PROGRAM  DESCRIPTION: 

L2FSHP  projects  the  vectors  at  an  incomplete  logic 
node  on  two  Fisher  directions,  which  correspond  to 
two  pairs  of  data  classes  at  the  node. 

PROGRAM  USAGE: 

User  types  in  'L2FSHP'  . 

USER  INTERACTION: 

The  user  is  prompted  for: 

1.  An  incomplete  logic  node  number  (done  in  SETUP) 

2.  The  first  class  pair. 

3.  The  second  class  pair. 

4.  Scatter  or  covariance  matrix  options. 

5.  Whether  or  not  to  eliminate  some  measurements 
in  the  computation,  and  the  number  of  these 
measurements. 


ALGORITHM  /  NOTES: 

Erase  screen  and  home  cursor  (ERASE). 

Call  UIL2FS  to 

Get  set  up  for  the  projection  of  vectors  at  an 
incomplete  logic  node  (SETUP). 

Initialize  DI ,  DV,  PV,  and  SI  file  headers  ( INITD) . 
Call  SLPAIR  to 

Display  list  of  classes  that  lie  at  the  logic 
node  (these  were  retrieved  in  SETUP). 

Request  first  pair  of  classes  (SELCLS). 

Request  second  pair  of  classes  (SELCLS). 
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Scatter  or  covariance  option  (PROMPT). 

Eliminate  any  measurements  (ELIMEA). 

Compute  Fisher  discriminant  for  first  pair  of  classes 
(DCRIM) . 

Compute  Fisher  discriminant  for  second  pair  of  classes 
(DCRIM) . 

Orthogonal ize  the  twc  discriminants. 

Store  the  discriminants  in  the  PV  file  making  sure 
pointers  to  the  projection  vectors  ar  correct  (PVPENT). 

Project  set  of  classes  (LNPROJ). 

Modify  the  display  flag  symbol  (MODDFS). 

Create  two-space  display  (CLSCAT). 

Put  up  option  list  at  user's  terminal  (MENU). 

END 


FILES: 

CM  -  communication  file 

DI  -  display  information  file 

DV  -  display  vector  file 

HS  -  history  file 

LI  -  logic  information  file 

LV  -  logic  vector  file 

PV  -  projection  vector  file 

TI  -  tree  information  file 

TV  -  tree  vector  file 

instrumentation  file 

option  file 

REFERENCED  BY: 


OLPARS  user 
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SUBPROGRAMS  REFERENCED: 

CHKEXS ,  CLSCAT,  CMGCDS,  DCRIM ,  DIPHDI,  DIPNAM,  ERASE 
INSINI ,  INSINT,  INSLOG,  INSRET,  LNPROJ,  MENU,  MODDFS 
OEXIT,  OPENFX ,  PVPENT,  PVPHDR,  TRMPUT,  UIL2FS ,  $SQRT 


HISTORY: 


designed  by  David  Birnbaum  September  14,  1978 
programmed  by  Jill  King  December  11,  1980 
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PROGRAM  NAME:  LCPROJ 


CATEGORY:  Display  Files  Access  Routine 


PROGRAM  DESCRIPTION: 

If  ALLVEC  =  TRUE,  LCPROJ  stores  in  the  DV  file  the 
selected  coordinate( s)  for  each  vector  from  the 
set  of  classes  whose  entry  table  slot  numbers  are 
passed  in  SLOTS.  If  ALLVEC  =  FALSE,  LCPROJ  stores 
only  those  vectors  that  lie  at  the  logic  node 
number  passed  in  NODNUM. 

PROGRAM  USAGE: 

CALL  LCPROJ( FIDTI , FIDTV , FI DDI , FIDDV, ENTABL , N CLASS, 
SLOTS , ALLVEC , NODNUM , COORDS) 

INPUT  ARGUMENTS: 


FIDTI  -  INTEGER 
FIDTV  -  INTEGER 
FIDDI  -  INTEGER 
FIDDV  -  INTEGER 
ENTABL  -  INTEGER 


NCLASS  -  INTEGER 


SLOTS  -  INTEGER 


the  file  descriptor  of  the  TI  file 

the  file  descriptor  of  the  TV  file 

the  file  descriptor  of  the  DI  file 

the  file  descriptor  of  the  DV  file 

array  (100);  the  entry  table 
the  number  of  classes 

array  (NCLASS);  the  list  of  entry  table 
slot  numbers  of  the  classes  at  the 
logic  node 


ALLVEC  -  LOGICAL;  TRUE  means  use  all  vectors; 

FALSE  means  use  only  those  vectors 
that  lie  at  the  logic  node 


NODNUM  -  INTEGER;  the  logic  node  number 

COORDS  -  INTEGER  array  (2);  the  coordinates  (measurement 

numbers);  if  COORDS  (2)  =  0 
then  this  is  a  one-space 
projection 


- - - '  —  —  —  —  - - * - - 
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ALGORITHM  /  NOTES: 

DO  WHILE  (there  are  more  classes  to  be  projected) 

Get  class  counters  and  pointers  (TIGCOP)  and 
class  name  (TIGNAM) 

IF  (all  vectors  of  the  classes  are  to  be  used)  THEN 
IF(not  in  excess  measurement  mode)THEN 

Get  mean  vector  of  the  class  (TIGMN) . 

ENDIF 

DO  WHILE  (there  are  more  vectors  in  the  class) 

Get  a  vector  and  store  selected  coordinates 
in  DV  file. 

IF(we  are  in  excess  measurement  mode)THEN 
Update  the  mean  vector  computation. 

ENDIF 

Update  x(min) ,  x(max)  ,  (y(min),  y(max)). 

ENDDO 

Store  selected  coordinate  of  mean  vector 
in  DV  file. 

Create  a  DI  file  entry  for  the  class. 

ELSE 

DO  WHILE  (there  are  more  vectors  in  the  class 
that  lie  at  the  specified  logic  node) 

Get  a  vector  and  store  selected  coordinates 
in  DV  file. 

Update  mean  vector  computation  and  the  vector 
count . 

Update  x(rain) ,  x(max),  (y(min),  y(max)). 

ENDDO 


412 


OLPARS  Program  Specifications 

LCPROJ 


Calculate  the  new  mean  vector. 

Store  selected  coordinates  of  mean  vector 
in  DV  file. 

Create  a  DI  file  entry  for  the  class. 

Update  the  total  vector  count 
ENDIF 
ENDDO 

Store  x(min) ,  x(max),  (y(min),  y(max))  values  in  DI 
file  as  original  and  current  (DIPMAX). 

Store  total  number  of  vectors  in  DI  file  header  (DIPHDI). 
Update  the  next  available  entry  in  the  DV  file  header. 
RETURN 


FILES: 


TI  -  tree  information 
TV  -  tree  vector 
DI  -  display  information 
DV  -  display  value 

REFERENCED  BY: 

L1CRDV,  L2CRDV,  CRPROJ 

SUBPROGRAMS  REFERENCED: 

DIPENT,  DIPHDI,  DIPMAX,  DVPHDR ,  DVPVEC,  INSINT, 
INSPGM ,  INSRE7,  TIGCOP,  TIGHDR ,  TIGMN,  TIGNAM, 
TVGVEC ,  TVPVEC 


HISTORY: 


designed  by  Dave  Birnbaum  September  26,  1978 
programmed  by  Donna  Morris  October  1,  1980 
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PROGRAM  NAME:  LENGA 


CATEGORY:  Utility  Subroutine 


PROGRAM  DESCRIPTION: 

LENGA  determines  the  length  of  a  character  string. 
The  maximum  size  string  allowed  is  determined  by 
'MAXLIN'.  The  string  must  have  and  end-of-str ing 
symbol  (0)  appended  to  its  end.  If  no  eos  symbol 
is  found,  LENGTH  will  return  'MAXLIN-1'. 

PROGRAM  USAGE: 

INTEGER  LENGA 


NsLENGAC  STRING) 

INPUT  ARGUMENTS: 

STRING  -  INTEGER  array  (MAXLIN);  the  character  string 

for  which  to  determine  the  length 

OUTPUT  ARGUMENTS: 

LENGA  -  INTEGER;  the  length  of  the  character  string 
REFERENCED  BY: 

SETDS 

HISTORY: 

designed  by  Steve  Haehn  September  7,1979 
programmed  by  Steve  Haehn  September  7,1979 
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PROGRAM  NAME:  LENGTH 


CATEGORY:  Utility  Subroutine  (system  dependent) 


PROGRAM  DESCRIPTION: 

LENGTH  determines  the  length  of  a  character  string. 
The  maximum  size  string  allowed  is  determined  by 
’MAXLIN’.  The  string  must  have  and  end-of-str ing 
symbol  (0)  appended  to  its  end.  If  no  eos  symbol 
is  found,  LENGTH  will  return  ’MAXLIN-1'. 

PROGRAM  USAGE: 

INTEGER  LENGTH 


N  =  LENGTH  (STRING) 

INPUT  ARGUMENTS: 

STRING  -  LOGICAL  *1  ARRAY;  the  character  string  for 

which  to  determine  the  length 

OUTPUT  ARGUMENTS: 

LENGTH  -  INTEGER;  the  length  of  the  character  string 
REFERENCED  BY: 

GEN 

HISTORY: 

designed  by  Steve  Haehn  January  1,1979 


programmed  by  Steve  Haehn  January  1,1979 
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PROGRAM  NAME:  LESS 


CATEGORY:  Utility  Subroutine  (system  dependent) 


PROGRAM  DESCRIPTION: 

LESS  determines  the  lexigraphical  order  of  two  given 
character  strings.  When  the  first  string  is  ’less  than 
the  second  string,  LESS  returns  a  ’true'  value. 
Otherwise,  LESS  returns  ’false’.  The  'case'  of  the 
alphabetical  characters  may  or  may  not  be  used  in 
determining  the  lex.  order. 

PROGRAM  USAGE: 

LOGICAL  LESS 


IF(LESS(STR1 ,LEN1 , STR2 ,LEN2 , CASE) ) 

INPUT  ARGUMENTS: 

STR1  -  LOGICAL  *1  ARRAY( MAXLIN ) ;  string  1  in  ’less’ 

comparison 

LEN1  -  INTEGER:  length  of  the  first  string 

STR2  -  LOGICAL  »1  ARRAY(MAXLIN) ;  string  2  in  ’less’ 

comparison 

LEN2  -  INTEGER;  length  of  the  second  string 

CASE  -  LOGICAL;  determines  whether  or  not  the  case 
of  the  alphabetic  characters  is 
important  in  the  string  comparison, 
(true  -  case  important 
false  -  case  unimportant) 

OUTPUT  ARGUMENTS: 

LESS  -  LOGICAL;  ’TRUE'  if  STR1  is  less  than  STR2 

’FALSE'  if  STR1  is  greater  than  or 
equal  to  STR2. 


REFERENCED  BY: 


MAKOPT 


OLPARS  Program  Specifications 

LESS 


SUBPROGRAMS  REFERENCED: 

LENGTH,  VALUES 
SEE  ALSO: 

EQUALS 

HISTORY: 

designed  by  Steven  Haehn  Aug.  17,  1979 
programmed  by  Steven  Haehn  Aug.  24,  1979 
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LGLNOD 

PROGRAM  NAME:  LGLNOD 

CATEGORY:  Utility  Subroutine 

PROGRAM  DESCRIPTION: 

Given  the  character  string  contained  in  the  variable 
NODNAM,  LGLNOD  determines  if  NODNAM  is  a  legal  OLPARS 
node  name.  Legal  node  names  may  not  start  with  a  blank 
or  have  any  commas  in  them.  Other  printable  ASCII 
characters  are  OK. 

PROGRAM  USAGE: 

LOGICAL  LGLNOD 

IFUGLNOD(NODNAM)) 

INPUT  ARGUMENTS: 

NODNAM  -  INTEGER  ARRAY( NODLEN) ;  the  node  name 
OUTPUT  ARGUMENTS: 

LGLNOD  -  LOGICAL;  true  if  NODNAM  is  a  legal  OLPARS 

node  name;  otherwise  false. 


ALGORITHM  /  NOTES: 

IF  (the  node  name  contains  any  digit,  letter,  or 
other  printable  ASCII  characters)  THEN 

IF  (the  display  symbol  is  not  a  blank)  THEN 

IF(there  are  no  commas  in  the  node  name)  THEN 

NODNAM  is  a  valid  OLPARS  node  name 
(LGLNOD  =  true)  . 

ENDIF 

ENDIF 

ELSE 


NODNAM  is  not  a  valid  OLPARS  node  name 
(LGLNOD  a  false)  . 

ENDIF 

RETURN 
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LGLNOD 


REFERENCED  BY: 

APPEND 

SUBPROGRAMS  REFERENCED: 

EQUALA,  IDCHK,  INSLOG,  INSPGM,  INSRET 

HISTORY: 

designed  by  Steven  Haehn  June  1,  1978 
programmed  by  Steven  Haehn  April  8,  1980 
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LGLTRE 


PROGRAM  NAME:  LGLTRE 

CATEGORY:  Utility  Subroutine 

PROGRAM  DESCRIPTION: 

Given  the  character  string  contained  in  the  variable 
TRENAM,  LGLTRE  determines  if  TRENAM  is  a  legal  QLPARS 
tree  name. 

PROGRAM  USAGE: 

LOGICAL  LGLTRE 

IF (LGLTRE (TRENAM) ) 

INPUT  ARGUMENTS: 

TRENAM  -  INTEGER  array  (TRELEN  +  1);  the  tree  name 
ALGORITHM  /  NOTES: 

IF  (the  "TRENAM'"  s  first  character  is  alphabetic 
and  the  rest  of  the  name  is  alphanumeric)  THEN 

"TRENAM"  is  a  valid  OLPARS  tree  name  (LGLTRE  =  true 

ELSE 

"TRENAM"  is  not  a  valid  OLPARS  tree  name 
(LGLTRE  =  false) . 

ENDIF 

RETURN 

REFERENCED  BY: 

APPEND 

SUBPROGRAMS  REFERENCED: 


IDCHK 


OLPARS  Program  Specifications 

LGLTRE 


HISTORY: 

designed  by  Steven  Haehn  June  1,  1978 
programmed  by  Steven  Haehn  April  8,  1980 
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OLPARS  Program  Specif ioations 
LIGCAP 


PROGRAM  NAME:  LIGCAP 


CATEGORY:  Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 

LIGCAP  obtains  from  the  Logic  Information  (LI)  file 

header  the  counts  and  pointers  of  the  logic  tree. 

PROGRAM  USAGE: 

CALL  LIGCAP{ FIDLI , NDIM , NLOWND , NXTLND , NOPENT , NLNOD , 

CRNTND, ALIAS , NLVELM , NILN) 

INPUT  ARGUMENTS: 

FIDLI  -  INTEGER;  file  descriptor  of  LI  file  to  be 

accessed 

OUTPUT  ARGUMENTS: 

NDIM  -  INTEGER;  dimensionality  of  vectors  in  design 
data  set 

NLOWND  -  INTEGER;  number  of  lowest  nodes  in  the  design 

data  set 

NXTLND  -  INTEGER;  next  available  logic  node  entry  in  LI 

file 

NOPENT  -  INTEGER;  the  'next  open  entry  on  end  of  file' 

element  in  the  LI  file 

NLNOD  -  INTEGER;  number  of  logic  nodes  currently  in 

logic  tree 

CRNTND  -  INTEGER;  the  current  logic  node  (for  group  1  and 

2-space  logic  only) 

ALIAS  -  INTEGER;  the  reassociated  class  name  flag  (for 

evaluation)  determines  whether  or  not 
the  class  name  to  be  used  is  the 
original  class  name  or  its  alias 

NLVELM  -  INTEGER;  number  of  elements  in  an  LV  file  entry 
NILN  -  INTEGER;  number  of  incomplete  logic  nodes 
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OLPARS  Program  Specifications 

LIGCAP 


FILES: 

LI  -  logic  information 
SUBPROGRAMS  REFERENCED: 

FGET,  INSPGM,  INSRET 
SEE  ALSO: 

LIPCAP 

HISTORY: 

designed  by  Steve  Haehn  September  13,  1978 
programmed  by  Bonn?  Morris  August  12,  1980 
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OLPARS  Program  Specifications 
LIGCLP 


PROGRAM  NAME:  LIGCLP 


CATEGORY:  Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 

LIGCLP  returns  to  the  calling  program  the  bit  map 
representing  the  classes  present  at  a  logic  node 
in  a  logic  tree. 

PROGRAM  USAGE: 

CALL  LIGCLP ( FDLI , ENTNO , CPRSNT , NCPRS) 

INPUT  ARGUMENTS: 

FDLI  -  INTEGER;  file  descriptor  of  the  LI  file 
being  accessed 

ENTNO  -  INTEGER;  entry  number  of  the  logic  entry  that 

contains  the  classes-present  bit  map 

OUTPUT  ARGUMENTS: 

CPRSNT  -  REAL  array  (BMPSIZ);  bit  map  designating  the 

number  of  classes  present  (residing) 
at  a  logic  node 

NCPRS  -  INTEGER;  the  number  of  classes  present  at  a 

logic  node 


FILES: 


LI  -  logic  information 
REFERENCED  BY: 

GCLIST 

SUBPROGRAMS  REFERENCED: 

FGET,  INSINT,  INSPGM ,  INSRET,  OEXIT,  TRMPUT 
SEE  ALSO: 

LIPCLP 


'J 
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LIGCLP 


HISTORY 


designed  by  Steven  Haehn  September  14,  1978 
programmed  by  Steven  Haehn  Nov.  25,  1980 
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LIGCNM 


PROGRAM  NAME:  LIGCNM 


CATEGORY:  Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 

LIGCNM  obtains  the  class  names  of  the  lowest  nodes  of  a 
design  data  tree  from  the  logic  information  (LI)  file 
header  of  a  logic  tree.  It  will  also  return  the  number 
of  class  names  of  these  lowest  nodes  found  in  the  design 
data  set. 

PROGRAM  USAGE: 

CALL  LIGCNM( FIDLI , CLSNAM  f  NCLAS) 

INPUT  ARGUMENTS: 

FIDLI  -  INTEGER;  file  descriptor  of  the  LI  file  being 

accessed 


OUTPUT  ARGUMENTS: 

CLSNAM  -  INTEGER  array  (4,50);  storage  area  for  class 

names  to  be  read  from  LI  file  header 

NCLAS  -  INTEGER;  the  number  of  class  names  found  in  the 

LI  file  header 


FILES: 

LI  -  logic  information 
SUBPROGRAMS  REFERENCED: 

FGET,  INSPGM ,  INSRET  s 

SEE  ALSO: 

LIPCNM 

HISTORY: 

designed  by  Steve  Haehn  September  12,  1978 
programmed  by  Donna  Morris  August  11,  1980 
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OLPARS  Program  Specifications 

LIGCOP 


PROGRAM  NAME:  LIGCOP 


CATEGORY:  Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 

LIGCOP  retrieves  from  an  LI  file  header  a  count  or 
pointer  data  value.  The  count  or  pointer  to  be 
referenced  is  specified  by  a  code.  (The  code 
information  can  be  found  in  the  program  description 
section  of  LIPCOP.) 

PROGRAM  USAGE: 

INTEGER  LIGCOP 

« 

NUMRET  =  LIGCOP(FDLI, OPCODE) 

INPUT  ARGUMENTS: 

FDLI  -  INTEGER;  file  descriptor  of  LI  file  being 

accessed 

CPCODE  -  INTEGER;  count  or  pointer  code  representing  data 

to  be  accessed 


OUTPUT  ARGUMENTS: 

LIGCOP  -  INTEGER;  count  or  pointer  retrieval  from  the  LI 

file  header 


FILES: 

LI  -  logic  information 
SUBPROGRAMS  REFERENCED: 

FGET,  INSINT,  INSPGM,  INSRET,  OEXIT,  TRMPUT 
SEE  ALSO: 

LIPCOP 
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LIGCOP 


HISTORY 


designed  by  Steven  Haehn  September  18,  1978 
programmed  by  Mark  Maginn  July  17,  1980 
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OLPARS  Program  Specifications 

LIGDCN 


PROGRAM  NAME:  LIGDCN 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

LIGDCN  gets  the  original  design  data  set 
class  name  and  the  reassociated  class  name 
from  a  logical  information  file  entry. 

PROGRAM  USAGE: 

CALL  LIGDCN  (FID,  ENTNO ,  ODCN,  RCN) 

INPUT  ARGUMENTS: 

FID  -  INTEGER;  LI  file  descriptor 

ENTNO  -  INTEGER;  LI  file  entry  number  (or 
logic  node  number) 


OUTPUT  ARGUMENTS: 

ODCN  -  INTEGER  (NODLEN)  array;  the  original 
design  data  set  class  name  for  this 
logic  node  (ENTNO) 

RCN  -  INTEGER  (NODLEN)  array;  the 

reassociated  class  name  for  this 
logic  node  (ENTNO) 

SUBPROGRAMS  REFERENCED: 

FGET 


HISTORY: 


designed  by  David  Tipton  September  20,  1978 
programed  by  David  Tipton  May  7,  1981 
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OLPARS  Program  Specifications 
LIGDSN 

PROGRAM  NAME:  LIGDSN 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

LIGDSN  obtains  the  design  data  set  name  from  the  logic 
information  (LI)  file  header  of  a  user's  logic  tree. 

PROGRAM  USAGE: 

CALL  LIGDSN ( FI DL I ,DSNAME)  - 
INPUT  ARGUMENTS: 

FIDLI  -  INTEGER;  file  descriptor  of  the  LI  file  being 

accessed 

OUTPUT  ARGUMENTS: 

DSNAME  *  INTEGER  array(12);  name  of  the  logic  tree's 

design  data  set,  which 
is  a  treenarae,  nodename  pair 

FILES: 

LI  -  logic  information 
SUBPROGRAMS  REFERENCED: 

FGET ,  INSPGM ,  INSRET 
SEE  ALSO: 

LIPDSN 

HISTORY: 

designed  by  Steve  Haehn  September  12,  1978 
programmed  by  Donna  Morris  August  11,  1980 
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LIGENT 


PROGRAM  NAME:  LIGENT 


CATEGORY:  Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 

LIGENT  retrieves  a  logic  information  (LI)  file 

entry  from  a  logic  tree. 

PROGRAM  USAGE: 

CALL  LIGENT ( FIDLI , ENTNO , LOGCD , STRUCT, ODCNAM , RCNAM , 

MLFLAG , NUMCLS , BITMAP ) 

INPUT  ARGUMENTS: 

FIDLI  -  INTEGER;  file  descriptor  of  LI  file  to  be 

accessed 

ENTNO  -  INTEGER;  entry  number  of  the  LI  entry  to  be 

retr ieved 

OUTPUT  ARGUMENTS: 

LOGCD  -  INTEGER  array  (3);  logic  code  array: 

o  element  1  -  logic  type  code  of  this  node 

(i.e.  logic  that  produced 
the  nodes  immediately  under 
this  node) 

o  or  -  entry  link  (to  a  deleted 

node)  in  free  node  list 

o  element  2  -  logic  subtype  code 

o  element  3  -  option  number  of  creating 

routine 

STRUCT  -  INTEGER  array  (7);  storage  area  for  the  logic 

node  structure  pointers 

ODCNAM  -  INTEGER  array(4);  original  design  data  set 

class  name  for  the  node  entry 
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LIGENT 


RCNAM  -  INTEGER  array(4);  reassociated  class  name 

(ALIAS)  is  used  when  the 
reassociate  name  flag  (RNF 
or  ALIAS  flag,  in  the  LI 
file  header)  is  turned  on 

MLFLAG  -  INTEGER;  modified  logic  flag 

NUMCLS  -  INTEGER;  number  of  classes  present  (residing)  at 

this  node 

BITMAP  -  REAL  array  (2);  bit  map  representing  the  classes 

present  (residing)  at  this  node 


FILES: 

LI  -  logic  information 
SUBPROGRAMS  REFERENCED: 

FGET,  INSPGM ,  INSRET,  PACKW . 

SEE  ALSO: 

LIPENT 

HISTORY: 

designed  by  Steve  Haehn  September  13,  1978 
programmed  by  Donna  Morris  August  11,  1980 
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LIGLOG 


PROGRAM  NAME:  LIGLOG 


CATEGORY:  Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 

LIGLOG  retrieves  the  logic  code  information  and  the 
modified  logic  flag  of  a  logic  entry  from  the  logic 
information  (LI)  file.  (The  type  code  portion  of  the 
logic  code  information  may  be  a  "free"  list  link 
pointer . ) 

PROGRAM  USAGE: 

CALL  LIGLOG( FDLI , ENTNO , TYPECD , SUBTYP , OPTNO , MODLF) 

INPUT  ARGUMENTS: 

FDLI  -  INTEGER;  file  descriptor  of  the  LI  file  being 

accessed 

ENTNO  -  INTEGER;  entry  number  of  the  logic  entry 

desired 

OUTPUT  ARGUMENTS: 

TYPECD  -  INTEGER;  logic  type  code  of  this  node 

(i.e.,  logic  that  produced  the 
nodes  immediately  under  this 
node) 

or:  entry  link  (to  a  deleted  node) 

in  free  node  list 

SUBTYP  -  INTEGER;  logic  subtype  code 
OPTNO  -  INTEGER;  option  number  of  creating  routine 
MODLF  -  INTEGER;  modified  logic  flag 

FILES: 

LI  -  logic  information 
REFERENCED  BY: 


ELIFRE 


OLPARS  Program  Specifications 
LIGLOG 


SUBPROGRAMS  REFERENCED: 

FGET,  INSINT,  INSPGM,  INSRET,  OEXIT,  TRMPUT 
SEE  ALSO: 

LIPLOG 

HISTORY: 

designed  by  Steven  Haehn  September  19,  1978 
programmed  by  Steven  Haehn  Dec.  3,  1980 
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LIGPRB 


PROGRAM  NAME:  LIGPRB 


CATEGORY:  Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 

LIGPRB  obtains  the  a  priori  probabilities,  found  in  the 
logic  information  (LI)  file  header,  of  the  lowest  nodes 
of  a  design  data  set.  It  also  returns  the  number  of 
classes  that  have  a  probability  number. 

PROGRAM  USAGE: 

CALL  LIGPRBC  FIDLI , PROB , NCLAS) 

INPUT  ARGUMENTS: 

FIDLI  -  INTEGER;  file  descriptor  of  the  LI  file  being 

accessed 

OUTPUT  ARGUMENTS: 

PROB  -  REAL  array  (50);  storage  area  for  the  a 

priori  probability  numbers 
found  in  the  LI  file  header 

NCLAS  -  INTEGER;  the  number  of  classes  that  have  a  proba¬ 
bility  number  (or  the  number  of  probabilities)  to 
be  read  from  the  LI  file  header 


FILES: 


LI  -  logic  information 
SUBPROGRAMS  REFERENCED: 

FGET ,  INSPGM,  INSRET 
SEE  ALSO: 

LIPPRB 

HISTORY: 

designed  by  Steve  Haehn  September  12,  1978 
programmed  by  Donna  Morris  August  11,  1980 
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LIGSTR 


PROGRAM  NAME:  LIGSTR 

CATEGORY:  Level  II  File  Ac-  '-s  Subroutine 

PROGRAM  DESCRIPTION: 

LIGSTR  gets  structural  information  from  an  LI  file 
entry.  It  places  them  in  an  array  STRUCT  as  follows: 


POSITION 

IN  STRUCT 

DATA 

1 

1 

1 

1 

1 

ELEMENT  IN 
LI  ENTRY 

1 

Node  level 

1 

1 

t 

1 

1 

4 

2 

Number  of  nodes  below  this 
node  at  next  level 

1 

1 

1 

1 

1 

1 

5 

3 

Entry  number  of  parent 
node 

1 

1 

1 

1 

1 

1 

6 

4 

Entry  of  first  child 

1 

1 

1 

1 

7 

5 

Entry  number  of  next 
sibling 

I 

1 

1 

1 

1 

1 

8 

6 

Entry  number  in  LV  for 
start  of  decision  logic 

1 

1 

1 

1 

1 

1 

9 

7 

Entry  number  in  LV  for 
reject  strategy 

1 

1 

1 

1 

1 

I 

1 

10 

PROGRAM  USAGE: 

CALL  LIGSTR(FDLI,ENTNO, STRUCT) 

INPUT  ARGUMENTS: 

FDLI  -  INTEGER;  the  file  descriptor  of  the  LI  file 
ENTNO  -  INTEGER;  the  entry  number 

OUTPUT  ARGUMENTS: 

STRUCT  -  INTEGER  array  (LSTRSZ);  the  structural  info. 


f 

I 


OLPARS  Program  Specifications 

LIGSTR 


SUBPROGRAMS  REFERENCED: 

FGET,  INSPGM ,  INSRET,  OEXIT,  PACKW,  TRMPUT 

HISTORY: 

designed  by  David  BirnBaum  September  20,  1978 
programmed  by  Steven  Haehn  Dec.  4,  1980 
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LINSEG 


PROGRAM  NAME:  LINSEG 


CATEGORY:  Terminal  I/O  (graphic,  system  dependent) 


PROGRAM  DESCRIPTION: 


LINSEG  draws  a  line  having  texture  ITEX  between  the 
points  (XI, Y1)  and  (X2,Y2).  These  points  are  actual 
screen  coordinates.  (ITEX  will  probably  not  be  used, 
but  is  included  to  be  compatible  with  the  PLTMAP 
FORTRAN  subroutine . ) 

PROGRAM  USAGE: 

CALL  LINSEG(X 1 ,  Y1 ,X2,Y2,ITEX) 

INPUT  ARGUMENTS: 


XI  -  INTEGER 
Y 1  -  INTEGER 
X2  -  INTEGER 
Y2  -  INTEGER 
ITEX  -  INTEGER 


the  X  coordinate  of  the 
the  Y  coordinate  of  the 
the  X  coordinate  of  the 
the  Y  coordinate  of  the 
the  texture  of  the  line 


first  point 
first  point 
second  point 
second  point 
to  be  drawn 


HISTORY: 


designed  by  Steve  Haehn  April  13,  1978 
programmed  by  Steve  Haehn  April  1,  1981 
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OLPARS  Program  Specifications 

LIPCAP 


PROGRAM  NAME:  LIPCAP 


CATEGORY:  Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 

LIPCAP  writes  the  counts  and  pointers  of  a  logic  tree 
into  the  logic  information  (LI)  file  header.  This  pro¬ 
gram  will  also  calculate  the  number  of  elements  in  an 
LV  file  entry  if  the  parameter  NLVELM  is  set  to  zero 
(the  dimensionality,  i.e.  NDIM ,  is  used  in  this  calcu¬ 
lation)  . 

PROGRAM  USAGE: 

CALL  LIPCAP (FIDLI, NDIM, NLOWND, NXTLND, NOPENT , NLNOD, 
CRNTND, ALIAS, NLVELM, NILN) 


INPUT  ARGUMENTS: 


FIDLI  -  INTEGER;  file  descriptor  of  LI  file  to  be 

accessed 

NDIM  -  INTEGER;  dimensionality  of  vectors  in  design 
data  set 

NLOWND  -  INTEGER;  number  of  lowest  nodes  in  the  design 

data  set 


NXTLND  -  INTEGER;  next  available  logic  node  entry  in  LI 

file 


NOPENT  -  INTEGER;  the  'next  open  entry  on  end  of  file' 

element  in  the  LI  file 


NLNOD  -  INTEGER;  number  of  logic  nodes  currently  in 

logic  tree 

CRNTND  -  INTEGER;  the  current  logic  node  (for  group  1  and 

2-space  logic  only) 

ALIAS  -  INTEGER;  the  reassociated  class  name  flag  (for 

evaluation)  determines  whether  or  not 
the  class  name  to  be  used  is  the 
original  class  name  or  its  alias 

NLVELM  -  INTEGER;  number  of  elements  in  an  LV  file  entry 


NILN  -  INTEGER;  number  of  incomplete  logic  nodes 


OLPARS  Program  Specifications 
LIPCAP 

FILES: 

LI  -  logic  information 
SUBPROGRAMS  REFERENCED: 

FPUT,  INSPGM ,  INSRET 
SEE  ALSO: 

LIGCAP 

HISTORY: 

designed  by  Steve  Haehn  September  13,  1978 
programmed  by  Donna  Morris  July  17,  1980 
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LIPCLP 


PROGRAM  NAME:  LIPCLP 


CATEGORY:  Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 

LIPCLP  writes  out  the  classes-pr esent  bit  map  of  a 

logic  entry  to  a  logic  tree. 

PROGRAM  USAGE: 

CALL  LIPCLP (FDLI , ENTNO, CPRSNT, NCPRS) 

INPUT  ARGUMENTS: 

FDLI  -  INTEGER;  file  descriptor  of  the  LI  file 

being  accessed 

ENTNO  -  INTEGER;  entry  number  of  the  logic  entry  to 

which  the  classes-present  bit  map 
will  be  written 

CPRSNT  -  REAL  array  (BMPSIZ);  bit  map  designating  the 

classes  present  (residing)  at  a 
logic  node 

NCPRS  -  INTEGER;  the  number  of  classes  present  at  a 

logic  node 


FILES: 

LI  -  logic  information 
SUBPROGRAMS  REFERENCED: 

FPUT ,  INSINT,  INSPGM ,  INSRET 
SEE  ALSO: 

LIGCLP 

HISTORY: 

designed  by  Steven  Haehn  September  HI,  1978 
programmed  by  Steven  Haehn  Dec.  4?  1980 
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LIPCNM 

PROGRAM  NAME:  LIPCNM 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

LIPCNM  writes  out  the  class  names  of  the  lowest  nodes 
of  a  design  data  set  to  the  logic  information  (LI) 
file  header  of  a  logic  tree. 

PROGRAM  USAGE: 

CALL  LIPCNMC  FIDLI , CLSNAM , NCLAS) 

INPUT  ARGUMENTS: 

FIDLI  -  INTEGER;  file  descriptor  of  the  LI  file  being 
accessed 

CLSNAM  -  INTEGER  array  (4,NCLAS+1);  storage  area  for 
class  names  to  be  written  out  to  the  LI  file 
header  (+1  to  fool  array  checking  if  ever 
NCLAS  equals  zero) 

NCLAS  -  INTEGER;  the  number  of  class  names  being  written 
out  to  the  LI  file  header 

FILES: 

LI  -  logic  information 
SUBPROGRAMS  REFERENCED: 

FPUT ,  INSPGM,  INSRET 
SEE  ALSO: 

LIGCNM 

HISTORY: 

designed  by  Steve  Haehn  September  12,  1978 
programmed  by  Donna  Morris  July  17,  1980 
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PROGRAM  NAME:  LIPCOP 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

LIPCOP  writes  out  to  an  LI  file  header  a  count  or 
pointer  data  value.  The  count  or  pointer  to  be 
written  is  given  by  one  of  the  following  codes: 


CODE 

!  INFORMATION  REQUESTED  ! 

i  i 

•  i 

ELEMENT  IN 
LI  HEADER 

1 

i  i 

l  » 

i  Dimensionality  of  design  ! 

!  data  set  I 

i  i 

13 

2 

i  i 

j  Number  of  lowest  nodes  in  ! 

!  design  data  set  ! 

1  1 

14 

3 

\  1 

!  Next  available  node  entry  ! 

»  1 

15 

4 

i  i 

!  Next  open  node  entry  at  end  i 

!  of  file  ! 

1  1 

16 

5 

*  » 

i  Number  of  nodes  actively  i 

!  used  in  logic  tree  ! 

•  i 

17 

6 

>  i 

i  Current  logic  node  ! 

■  i 

18 

7 

■  1 

!  Alias  flag  i 

!  i 

19 

8 

*  1 

i  Number  of  elements  in  LV  i 

!  file  entry 

•  i 

20 

9 

i  i 

i  Number  of  incomplete  logic  i 

!  nodes  ! 

1  1 

1  1 

21 

PROGRAM  USAGE: 

CALL  LIPCOP(FDLI, OPCODE, CNTPTR) 
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r 


INPUT  ARGUMENTS: 

FDLI  -  INTEGER;  file  descriptor  of  the  LI  file  being 

accessed 

CPCODE  -  INTEGER;  count  or  pointer  code  representing 

data  to  be  accessed 

CNTPTR  -  INTEGER;  count  or  pointer  to  be  written  to 

LI  file  header 

FILES: 

LI  -  logic  information 
SUBPROGRAMS  REFERENCED: 

FPUT ,  INSPGM ,  INSRET 
SEE  ALSO: 

LIGCOP 

HISTORY: 

designed  by  Steven  Haehn  September  18,  1978 
programmed  by  Steven  Haehn  Dec.  4,  1980 
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PROGRAM  NAME:  LIPDCN  .. 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

LIPDCN  writes  the  design  data  set  class  name  and  the 
reassociated  class  name  into  an  LI  file  entry. 

PROGRAM  USAGE: 

CALL  LIPDCNCFIDLI , ENTNO, ODCN , RCN) 

INPUT  ARGUMENTS: 

FIDLI  -  INTEGER;  the  file  descriptor  of  the  LI  file 
ENTNO  -  INTEGER;  the  entry  number 
ODCN  -  INTEGER  array  (NODLEN);  the  design  data  set  name 
RCN  -  INTEGER  array  (NODLEN);  the  reassociated  name 

SUBPROGRAMS  REFERENCED: 

FPUT ,  INSPGM ,  INSRET,  ITREAL 

HISTORY: 

designed  by  David  Birnbaum  September  20,  1978 
programmed  by  Donna  Morris  July  2,  1981 
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PROGRAM  NAME:  LIPDSN 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

LIPDSN  writes  the  design  data  set  name  into  the  logic 
information  (LI)  file  header  of  a  user's  logic  tree. 

PROGRAM  USAGE: 

CALL  LIPDSN ( FIDLI , DSNAME) 

INPUT  ARGUMENTS: 

FIDLI  -  INTEGER;  file  descriptor  of  the  LI  file  being 

accessed 

DSNAME  -  INTEGER ( 1 2) array ;  name  of  the  logic  tree's 

design  data  set,  which  is 
a  treename,  nodename  pair 

FILES: 

LI  -  logic  information 
SUBPROGRAMS  REFERENCED: 

FPUT ,  INSPGM ,  INSRET 
SEE  ALSO: 

LIGDSN 

HISTORY: 

designed  by  Steve  Haehn  September  12,  1978 
programmed  by  Donna  Morris  July  17,  1980 
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PROGRAM  NAME:  LIPENT 


CATEGORY:  Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 

LIPENT  writes  out  a  logic  information  (LI)  file  entry 

into  a  logic  tree. 

PROGRAM  USAGE: 

CALL  LIPENT ( FIDLI , ENTNO , LOGCD, STRUCT , ODCNAM , RCNAM , 

MLFLAG , NUMCLS , BITMAP ) 

INPUT  ARGUMENTS: 

FIDLI  -  INTEGER;  file  descriptor  of  LI  file  to  be 

accessed 

ENTNO  -  INTEGER;  entry  number  of  the  LI  entry  to  be 

written 

LOGCD  -  INTEGER  array  '3);  logic  code  array: 

o  element  1  -  logic  type  code  of  this  node 

(i.e.  logic  that  produced  the 
nodes  immediately  under  this 
node) 

o  or  -  entry  link  (to  a  deleted 

node)  in  free  node  list 

o  element  2  -  logic  subtype  code 

o  element  3  -  option  number  of  creating 

routine 

STRUCT  -  INTEGER  array  (7);  storage  area  for  the  logic 

node  structure  pointers 

ODCNAM  -  INTEGER  array  (4);  original  design  data  set 

class  name  for  the  node  entry 

RCNAM  -  INTEGER  array  (4);  reassociated  class  name 

(ALIAS)  is  used  when  the 
reassociate  name  flag  ( RNF 
or  ALIAS  flag,  in  the  LI 
file  header)  is  turned  on 
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MLFLAG  -  INTEGER;  modified  logic  flag 

NUMCLS  -  INTEGER;  number  of  classes  present  (residing)  at 

this  node 

BITMAP  -  REAL  array  (2);  bit  map  representing  the  classes 

present  (residing)  at  this  node 

FILES: 

LI  -  logic  information 
SUBPROGRAMS  REFERENCED: 

FPUT ,  INSPGM ,  INSRET,  ITREAL 
SEE  ALSO: 

LIGENT 

HISTORY: 

d.esigned  by  Steve  Haehn  September  13,  1978 
programmed  by  Donna  Morris  July  28,  1980 
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PROGRAM  NAME:  LIPLOG 


CATEGORY:  Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 

LIPLOG  writes  out  the  logic  code  information  and  the 
modified  logic  flag  of  a  logic  entry  to  the  logic 
information  (LI)  file.  (The  type  code  portion  of  the 
logic  code  information  may  be  a  "free”  list  link 
pointer . ) 

PROGRAM  USAGE: 

CALL  LIPLOG ( FDLI , ENTNO , TYPECD, SUBTYP , OPTNO , MODLF) 

INPUT  ARGUMENTS: 

FDLI  -  INTEGER;  file  descriptor  of  the  LI  file  being 

accessed 

ENTNO  -  INTEGER;  entry  number  of  the  logic  entry 

desired 

TYPECD  -  INTEGER;  logic  type  code  of  this  node 

(i.e.,  logic  that  produced  the 
nodes  immediately  under  this 
node) 

or:  entry  link  (to  a  deleted  node) 

in  free  node  list 

SUBTYP  -  INTEGER;  logic  subtype  code 
OPTNO  -  INTEGER;  option  number  of  creating  routine 
MODLF  -  INTEGER;  modified  logic  flag 

FILES: 

LI  -  logic  information 
REFERENCED  BY: 

ELIFRE 

SUBPROGRAMS  REFERENCED: 


FPUT ,  INSINT,  INSPGM ,  INSRET 
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SEE  ALSO: 

LIGLOG 

HISTORY: 

designed  by  Steven  Haehn  September  19,  1978 
programmed  by  Steven  Haehn  Dec.  3,  1980 
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PROGRAM  NAME:  LIPPRB 


CATEGORY:  Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 

LIPPRB  writes  out  the  a  priori  probabilities  of  the 
lowest  nodes  of  a  design  data  set  to  the  LI  file 
header  . 

PROGRAM  USAGE: 

CALL  LIPPRB(FIDLI,PROB,NCLAS) 

INPUT  ARGUMENTS: 

FIDLI  -  INTEGER;  file  descriptor  of  the  LI  file  being 

accessed 

NCLAS  -  INTEGER;  the  number  of  classes  that  have  a 

probability  number  (or  the  number 
of  probabilities)  to  be  written  in 
the  LI  file  header 

PROB  -  REAL  array  (NCLAS+1);  storage  area  for  the  a 
priori  probability  numbers  to  be 
written  to  the  LI  file  header  (+1 
to  fool  array  checking  if  ever 
NCLAS  equals  zero 


FILES: 


LI  -  logic  information 
SUBPROGRAMS  REFERENCED: 

FPUT ,  INSPGM,  INSRET 
SEE  ALSO: 

LIGPRB 


HISTORY: 

designed  by  Steve  Haehn  September  12,  1978 
programmed  by  Donna  Morris  July  17,  1980 
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PROGRAM  NAME:  LIPSTR 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

LIPSTR  puts  structural  information  into  the  LI  file 
entry.  It  places  them  in  an  array  STRUCT  as  follows: 


POSITION 

IN  STRUCT 

DATA 

ELEMENT  IN 
LI  ENTRY 

1 

Node  level 

4 

2 

Number  of  nodes  below  this 
node  at  next  level 

5 

3 

Entry  number  of  parent 
node 

6 

4 

Entry  of  first  child 

7 

5 

Entry  number  of  next 
sibling 

8 

6 

Entry  number  in  LV  for 
start  of  decision  logic 

9 

7 

Entry  number  in  LV  for 
reject  strategy 

10 

PROGRAM  USAGE: 

CALL  LIPSTR(FDLI,ENTNO, STRUCT) 

INPUT  ARGUMENTS: 

FDLI  -  INTEGER;  the  file  descriptor  of  the  LI  file 
ENTNO  -  INTEGER;  the  entry  number 
STRUCT  -  INTEGER  array  (LSTRSZ);  the  structural  info. 

SUBPROGRAMS  REFERENCED: 

FPUT ,  INSPGM ,  INSRET,  ITREAL 
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HISTORY: 

designed  by  David  BirnBaum  September  20,  1978 
programmed  by  Steven  Haehn  Dec.  4,  1980 
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PROGRAM  NAME:  LISTLOGS 

CATEGORY:  Utility  Command 

PROGRAM  DESCRIPTION: 

LISTLOGS  displays  the  list  of  logics  along  with  their 
design  sets. 

PROGRAM  USAGE: 

User  types  in  ’LISTLOGS’  . 

ALGORITHMS  /  NOTES: 

Erase  screen  and  home  cursor  (ERASE). 

IF  (number  of  logics  =  0)  THEN 

Print  message  (TRMPUT) . 

ELSE 

Display  all  logic  names  together  with  the  design  sets 
of  those  logics  and  whether  or  not  logic  is  complete. 

ENDIF 

Put  up  option  list  at  user’s  terminal  (MENU). 

END 

FILES: 

LI  -  logic  information 
LL  -  logic  list 
CM  -  communication 

REFERENCED  BY: 

OLPARS  U3er. 

SUBPROGRAMS  REFERENCED: 

ERASE,  INSCHR ,  INSINI,  INSRET,  LLGENT,  LLGHDR , 

MENU,  OEXIT ,  OOPEN,  OPENFX,  TRMPUT,  WRTNOW 


454 


OLPARS  Program  Specifications 

LISTLOGS 


HISTORY: 

designed  by  Dave  Birnbaum 
programmed  by  Mark  Maginn  July  22,  1980 
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PROGRAM  NAME:  LISTREES 

CATEGORY:  Utility  Command 

PROGRAM  DESCRIPTION: 

LISTREES  displays,  at  the  terminal,  the  names  of  all  the 
trees  in  the  user’s  TREELIST  file. 

PROGRAM  USAGE: 

User  types  in  'LISTREES'. 

ALGORITHM  /  NOTES: 

Erase  screen  and  home  cursor  (ERASE). 

IF  (number  of  trees  in  TL  file  =  0)  THEN 
Print  message  (TRMPUT)  . 

ELSE 

Display  at  terminal  all  treenames  in  the  TL  file. 
ENDIF 

Put  up  option  list  at  user's  terminal  (MENU). 

END 

FILES: 

CM  -  communication 
TL  -  treelist 

REFERENCED  BY: 

OLPARS  user. 

SUBPROGRAMS  REFERENCED: 

ERASE,  INSINI ,  INSRET,  MENU,  OEXIT,  OPENFX,  TLGENT, 
TLGHDR ,  TRMPUT,  WRTNOW 

HISTORY: 

designed  by  Dave  Birnbaum  March  7,  1978 
programmed  by  Mark  Maginn  July  21,  1980 
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PROGRAM  NAME:  LLGENT 


CATEGORY:  Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 

LLGENT  obtains  an  entry  within  the  Logic  List  file. 
LLGENT  is  passed  the  file  descriptor  of  the  Logic  List 
(LL)  file  and  the  number  of  an  entry  within  the  LL  file. 
It  returns  to  the  calling  program  the  file  codes  for  the 
Logic  Information  and  Logic  Value  files,  the  logic  name, 
the  number  of  dimensions  in  the  design  data  set,  the 
link  pointer,  the  tree  and  class  name  of  the  design 
data  set,  and  the  incomplete  logic  flag. 

PROGRAM  USAGE: 

CALL  LLGENT( FIDLL , ENTNO , FDCLI , FCDLV , LOGNAM , NDIM , LNKPTR , 
DSNAME, INCLOG) 


INPUT  ARGUMENTS: 

FIDLL  -  INTEGER;  file  descriptor  of  the  logic  list  file 

ENTNO  -  INTEGER;  entry  number  of  the  LL  entry  desired 

OUTPUT  ARGUMENTS: 

FCDLI  -  INTEGER;  file  code  of  the  logic  information  file 

FCDLV  -  INTEGER;  file  code  of  the  logic  value  file 

LOGNAM  -  INTEGER  array  (TRELEN);  name  of  the  logic  tree 

NDIM  -  INTEGER;  the  dimensionality  of  the  design  data 

set 

LNKPTR  -  INTEGER;  the  link  pointer  -  points  to  the 

next  entry  in  the  alphabetcally 
linked  list 


DSNAME  -  INTEGER  array  (TRELEN  +  NODLEN) ;  design  data 

set  name 

INCLOG  -  INTEGER;  incomplete  logic  flag 
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FILES: 

LL  -  logic  list 
Instrumentation  files 

REFERENCED  BY: 

LLSRCH,  DELETR 

SUBPROGRAMS  REFERENCED: 

FGET,  PACKW 

SEE  ALSO: 

TLGENT 

HISTORY: 

designed  by  Steve  Haehn  September  1,  1978 
programmed  by  Donna  Morris  July  27,1979 
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PROGRAM  NAME:  LLGHDR 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

LLGHDR  obtains  the  number  of  entries  element  (NOE) 
and  the  alphabetic  link  pointer  element  (LNKPTR) 
from  the  LL  file  header. 

PROGRAM  USAGE: 

CALL  LLGHDRCFIDLL, NOE, LNKPTR) 

INPUT  ARGUMENTS: 

FIDLL  -  INTEGER;  file  descriptor  of  the  LL  file 
OUTPUT  ARGUMENTS: 

NOE  -  INTEGER;  the  number  of  entries 

LNKPTR  -  INTEGER;  the  link  pointer  which  points  to 

the  first  entry  in  the  alphabetically 
linked  list 

FILES: 

LL  -  logic  list 
Instrumentation  files 

REFERENCED  BY: 

LLSRCH,  DELETR,  DLOGTREE 

SUBPROGRAMS  REFERENCED: 

FGET.TRMPUT 

HISTORY: 

designed  by  Steve  Haehn  September  5,  1978 
programmed  by  Donna  Morris  July  27,1979 
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PROGRAM  NAME:  LLPENT 


CATEGORY:  Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 

LLPENT  writes  an  entry  into  the  Logic  List  (LL)  file. 

It  is  passed  the  file  descriptor  of  the  LL  file 
(FIDLL),  the  logical  entry  number  (ENTNO),  and  the 
information  on  the  tree  to  be  placed  in  the  LL  file. 

PROGRAM  USAGE: 

CALL  LLPENT (FIDLL, ENTNO, FCDLI , FCDLV , LOGNAM , NDIM , LNKPTR , 
DSNAME, INCLOG) 

INPUT  ARGUMENTS: 

FIDLL  -  INTEGER;  file  descriptor  of  the  logic  list  file 

ENTNO  -  INTEGER;  entry  number  of  the  LL  entry  to  be 

written 

FCDLI  -  INTEGER;  file  code  of  the  logic  information  file 

FCDLV  -  INTEGER;  file  code  of  the  logic  value  file 

LOGNAM  -  INTEGER  array  (TRELEN);  name  of  the  logic  tree 

NDIM  -  INTEGER;  the  dimensionality  of  the  design  data 

set 

LNKPTR  -  INTEGER;  the  link  pointer  -  points  to  the 

next  entry  in  the  alphabetically 
linked  list 

DSNAME  -  INTEGER  array(TRELEN  +  NODLEN);  design  data 

set  name 

INCLOG  -  INTEGER;  incomplete  logic  flag 
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FILES: 

LL  -  logic  list 
Instrumentation  files 

SUBPROGRAMS  REFERENCED: 

FPUT,  ITREAL 

SEE  ALSO: 

TLPENT 

HISTORY: 

designed  by  Steve  Haehn  September  5, 
programmed  by  Donna  Morris  July  27,1979 
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PROGRAM  NAME:  LLPHDR 


CATEGORY:  Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 

LLPHDR  writes  the  number  of  entries  element  (NOE) 
and  the  alphabetic  link  pointer  element  (LNKPTR) 
to  the  LL  file  header. 

PROGRAM  USAGE: 

CALL  LLPHDR(FILlL, NOE, LNKPTR) 

INPUT  ARGUMENTS: 

FIDLL  -  INTEGER;  file  descriptor  of  the  logic  list  file 

NOE  -  INTEGER;  the  number  of  entries  in  the  logic 
list  file 

LNKPTR  -  INTEGER;  the  link  pointer  which  points  to 

the  first  entry  in  the  alphabetically 
linked  list 


FILES: 

LL  -  logic  list 
SUBPROGRAMS  REFERENCED: 
FPUT 


HISTORY: 

designed  by  Steve  Haehn  September  5,  1978 
programmed  by  Donna  Morris  July  27,1979 
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PROGRAM  NAME:  LLSRCH 


CATEGORY:  Logic  List  File  Access  Routine 


PROGRAM  DESCRIPLION : 

LLSRCH  is  passed  the  file  descriptor  (in  FIDLL)  of 
the  logic  list  file  and  the  name  of  a  tree  (in  NAME). 
LLSRCH  then  searches  the  logic  list  for  a  tree  with 
the  same  name.  If  a  match  is  found,  LLSRCH  is  set 
equal  to  true  and  the  file  codes  and  dimension  of 
the  tree  are  placed  in  FCDLI,  FDCLV  and  NDIM, 
respectively.  If  no  match  is  found,  NDIM  and  ENTNO 
are  set  to  zero  and  FCDLI  and  FCDLV  are  set  to  equal 
the  entry  number  and  link  pointer,  respectively, 
needed  to  update  the  logic  list  file  alphabetic 
linked  list  when  a  new  entry  with  the  given  name 
(NAME)  is  added  to  the  logic  list. 

PROGRAM  USAGE: 

LOGICAL  LLSRCH 


IF  (LLSRCH (FIDLL, ENTNO, NAME, FCDLI, FCDLV, NDIM) ) 

INPUT  ARGUMENTS: 

FIDLL  -  INTEGER;  the  file  descriptor  of  the  LL  file 

NAME  -  INTEGER  array  (TRELEN);  name  of  the  logic  tree 

to  search  for 


OUTPUT  ARGUMENTS: 

ENTNO  -  INTEGER;  if  llsrch  is  true,  ENTNO  contains 

the  entry  number  of  the  LL  entry 
found . 

FCDLI  -  INTEGER;  if  llsrch  is  true,  FCDLI  is 

the  file  code  of  the  LI  file, 
if  llsrch  is  false,  FCDLI  is 
the  entry  number  of  the  treename 
that  alphabetically  precedes  the 
position  where  NAME  belongs  in 
the  linked  list  and  is  used  by 
the  calling  routine  to  update 
the  list  if  the  entry  NAME  is 
added  to  the  logic  list. 
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FCDLV  -  INTEGER;  if  llsrch  is  true,  FCDLV  is 

the  file  code  of  the  LV  file, 
if  llsrch  is  false,  FCDLV  is 
the  link  pointer  that  should 
be  written  to  the  entry  NAME 
in  the  event  that  the  calling 
routine  adds  the  entry  NAME  to 
the  logic  list. 

NDIM  -  INTEGER;  if  llsrch  is  true,  NDIM  is  the 
dimension  of  the  data  set.  if 
llsrch  is  false,  NDIM  is  set  to 
zero . 

ALGORITHM  /  NOTES: 

LLsrch  searches  the  tree  alphabetically  by  following 
the  linked  list  pointers. 

Read  in  the  LL  file  header  to  get  the  first  link 
pointer 

I  =  link  pointer 

while  (I  is  not  equal  to  the  last  link  pointer  (-1)) 

get  entry  I  (we  will  use  its  name  and  link 
pointer) 

if  (treenames  match)  then 

llsrch  =.true. 
break 

elseif  (NAME  >  the  LL  entry  name)  then 
I  =  link  pointer 

stay  in  the  loop  to  get  the  next  entry 

else 

llsrch  =  .false. 

return  the  link  information  in  FCDLI  and  FCDLV 

set  NDIM  to  zero 

break 

endif 

endwhile 
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if  ( link  pointer  =  -1 ) 
llsrch  =  .false. 

return  the  link  information  in  FCDLI  and  FCDLV 
set  NDIM  to  zero 


endif 


FILES: 


LL  -  logic  list 
REFERENCED  BY: 

Any  routine  that  must  check  to  see  that  a  logic 
tree  exists  or  must  use  a  logic  set. 

SUBPROGRAMS  REFERENCED: 

LLGHDR ,  LLGENT 


HISTORY: 

designed  by  Dave  Birnbaum  May  19,  1978 
programmed  by  Donna  Morris  July  10,  1979 
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PROGRAM  NAME:  LNPROJ 


CATEGORY:  Display  File  Access  Routine 


PROGRAM  DESCRIPTION: 

LNPROJ  projects  the  vectors  at  a  logic  node  (or  all  of 
the  vectors  in  the  classes  at  that  logic  node)  onto  a 
projection  vector  or  projection  vectors  for  one-space 
or  two-space  displays.  LNPROJ  is  called  by  the  LI  and 
L2  commands  (except  CRDV) .  The  results  are  stored  in 
the  DI  and  DV  files  and  original  maximum,  minimum  values 
are  computed. 

PROGRAM  USAGE: 

CALL  LNPROJ  (  FIDTI , FIDTV , FIDDI , FIDDV , FIDPV , CLIST , NCLASS , 
ALLVEC , ET, PRO JT Y , LOGNOD) 

INPUT  ARGUMENTS: 


FIDTI  -  INTEGER; 

the 

file 

descriptor 

of 

the 

TI 

file 

FIDTV  -  INTEGER; 

the 

file 

descriptor 

of 

the 

TV 

file 

FIDDI  -  INTEGER; 

the 

file 

descriptor 

of 

the 

DI 

file 

FIDDV  -  INTEGER; 

the 

file 

descriptor 

of 

the 

DV 

file 

FIDPV  -  INTEGER; 

the 

file 

descriptor 

of 

the 

PV 

file 

CLIST  -  INTEGER  array  (MAXCLS);  the  slot  numbers 

corresponding  to  each  of  the  classes 

NCLASS  -  INTEGER;  the  number  of  classes  which  lie  at 

the  logic  node 

ALLVEC  -  LOGICAL;  TRUE  means  all  vectors  to  be  projected 

FALSE  means  only  vectors  at  logic  node 

ET  -  INTEGER  array  (TABSIZ);  the  TI  file  entry  table 

PROJTY  -  INTEGER;  the  projection  type 

1  for  one-space,  2  for  two-space 

LOGNOD  -  INTEGER;  the  logic  node  number 
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ALGORITHM  /  MOTES: 

Get  the  first  projection  vector  (PVGENT). 

IF  (two-space  display)  get  the  second  projection 
vector  (PVGENT). 

DO  1=1 ,  number  of  classes  to  be  projected 

Get  the  number  of  vectors  in  the  class  (TIGCOP). 

IF  (not  all  the  vectors  are  to  be  used)  THEN 
Initialize  the  mean  vector  to  zero. 

ELSE 

Get  the  mean  vector  (TIGMN). 

ENDIF 

DO  J=1 ,  number  of  vectors  in  the  class 
Get  the  next  vector. 

IF  (not  all  vectors  are  to  be  used)  THEN 

IF  (this  vector  lies  at  the  logic  node)  THEN 
Compute  a  ’running’  mean  vector. 

ELSE 

Next 

ENDIF 

ENDIF 

Project  the  vector  onto  the  projection 
vector(s)  (PROJCT). 

Update  x(min),  x(max),  y(min) ,  y(max) . 

Store  the  projected  vector  in  the  DV  file  (DVPVEC). 
ENDDO 

Project  the  mean  vector  onto  the  projection 
vector ( s)  (PROJCT). 


467 


OLPARS  Program  Specifications 
LNPROJ 


Store  the  projected  mean  vector  in  the  DV 
file  ( DVPVEC) . 

Create  a  DI  file  logical  entry  for  this 
class  (DIPENT). 

Put  blanks  in  the  display  flag  symbol  (DIPEFS). 

Calculate  the  total  number  of  vectors  used  in  the 
projection . 

ENDDO 

Store  xmin,  xmax,  ymin,  ymax  values  in  the  DI  file  header 
as  original  and  current  (DIPMAX). 

Store  the  total  number  of  vectors  in  the  DI  file 
header  (DIPHDI). 

Update  the  next  available  entry  in  the  DV  file 
header  ( DVPHDR ) . 

RETURN 


FILES: 


DI  -  display  information  file 
DV  -  display  value  file 
PV  -  projection  vector  file 
TI  -  tree  information  file 


TV  -  tree  vector 
instrumentation 

REFERENCED  BY: 

file 

file 

L1ARBV,  L2ARBV, 
L2EIGV,  L2FSHP , 

SUBPROGRAMS  REFERENCED: 

L1ARDG, 

L2GNDV, 

L2ARDG , 
L2GNDV 

L1ASDG, 

L2ASDG, 

L1EIGV, 

DIPEFS,  DIPENT, 

DIPHDI, 

DIPMAX, 

DVPHDR, 

DVPVEC, 

INSINT, 

INSPGM ,  INSRET, 
TVGVEC 

PROJCT , 

PVGENT , 

PVGHDR , 

TIGCOP, 

TIGMN , 

HISTORY: 

designed  by  David  Birnbaum  September  12,  1978 
programmed  by  Jill  King  December  12,  1980 
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PROGRAM  NAME:  LOGEVAL 


CATEGORY:  Logic  Design  Command 


PROGRAM  DESCRIPTION: 

LOGEVAL  enables  the  user  to  test  any  logic,  complete  or 
incomplete,  against  a  data  set  or  vector  having  the  same 
dimensionality.  The  logic  used  is  the  current  logic,  and 
the  data  set  used  is  the  current  data  set.  When  LOGEVAL 
works  with  a  data  set,  it  always  sets  the  temporary  logic 

element  of  each  vector  it  evaluates  to  the  value  of  the 

logic  node  at  which  the  vector  was  placed. 

LOGEVAL  operates  in  four  modes  which  are  described 
as  follows: 

1.  Complete.  In  this  mode  a  data  set  (the  test  set) 

is  run  against  a  completed  logic  and  a  confusion 
matrix  display  is  created.  Vectors  from  a  class 
are  incorrectly  classified  if  they  are  assigned 
to  a  logic  node  of  a  different  class.  In  the 
event  that  the  class  names  of  the  test  set  are 
not  the  same  as  the  class  names  of  the  data  set 

on  which  the  logic  was  designed  (the  design  set)  , 

the  command  REASNAME  may  be  invoked  before 
proceeding  with  logic  evaluation.  The  user  may 
have  the  confusion  matrix  and  error  information 
output  on  a  line  printer. 

2.  Restore.  The  restore  mode  is  used  to  restore  the 
temporary  logic  elements  of  the  vectors  in  the  TV 
file  of  the  design  data  set  to  the  correct  logic 
node  number  in  an  incomplete  logic  (although  it 
is  possible  to  restore  a  data  set  to  a  completed 
logic) .  It  is  envisioned  that  this  mode  would  be 
called  in  the  following  circumstances.  Suppose 
that  a  user  begins  a  logic  design  on  a  data  set 
but  does  not  complete  it.  Suppose  further,  that 

a  different  logic  is  designed  or  evaluated 
against  the  same  data  set.  Before  the  first 
logic  is  completed,  the  user  must  reset  the 
temporary  logic  elements  so  that  the  logic 
design  programs  will  know  what  vectors  fall  at 
what  logic  nodes.  This  is  the  purpose  of  the 
restore  mode  of  LOGEVAL.  No  confusion  matrix  or 
error  information  is  available  for  this  mode. 
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3.  Classifier.  In  this  mode  a  test  data  set  is 
evaluated  against  a  complete  or  incomplete  logic 
to  determine  the  number  of  vectors  assigned  to 
each  node  in  the  logic.  The  classes  that  the 
vectors  might  have  come  from  in  the  data  set  are 
disregarded.  The  output  is  a  table,  which  lists 
(for  each  lowest  logic  node)  the  logic  node 
number,  the  class  associated  with  that  node 
number  (*#**  if  the  node  is  a  reject  node  or 
•INCOMPLETE’  if  the  node  is  incomplete)  and 

the  number  of  vectors  from  the  data  set  falling 
at  the  node.  This  table  can  be  reproduced  on  the 
line  printer.  A  listing  of  vector  ID’s,  along 
with  the  logic  nodes  to  which  the  vectors  were 
assigned,  may  also  be  printed. 

4.  Single  Vector.  In  single  vector  mode  the  user 
may  pass  a  single  vector  through  a  logic  and  have 
the  result  displayed  on  the  screen.  The  vector 
may  come  from  the  current  data  set,  in  which  case 
it  would  be  identified  by  its  vector  ID,  or  the 
vector  may  be  given  directly  to  LOGEVAL  by  the 
user . 

All  four  modes  call  the  program  EVALU8  to  perform  the 
evaluation  of  a  vector  against  a  logic.  EVALU8  returns 
the  logic  node  number  to  which  the  vector  was  assigned 
and  any  pertinent  error  information. 

PROGRAM  USAGE: 

User  types  in  ’LOGEVAL'. 

USER  INTERACTION: 

See  Algorithm/Notes. 

ALGORITHM  /  NOTES: 

Erase  the  screen  and  home  the  cursor  (ERASE). 

Retrieve  the  current  data  set  and  current  logic 
information  from  the  CM  file  ( CMGCDS , CMGLOG) . 

Prompt  user  for  ,the  mode  of  operation  ( UILGE1 )  . 

Get  the  option  number  of  'LOGEVAL'  for  the  DI 
confusion  matrix  file  (SETOPT). 

Open  the  logic  file  (OPENTR)  and  get  the  dimension  and 
name  of  the  design  data  set  from  its  LI  file  header 
(LIGCOP ,  LIGDSN) . 
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IF  (single  vector  mode  was  chosen)  THEN 

Find  out  if  the  vector  to  be  used  is  coming 
from  the  current  data  set  or  will  be  typed 
in  by  the  user.  This  is  done  so  we  can 
determine  whether  we  need  the  current  data  set. 

ENDIF 

IF  (we  will  be  using  the  current  data  set)  THEN 

Open  the  current  data  tree  files  (OPENTR) 

IF  (the  dimension  of  the  current  data  set  does  not 
equal  the  dimension  of  the  logic)  THEN 

Print  error  message  and  exit 

ENDIF 

LNDIF 

Initialize  common  variables  to  be  used  in  the 
logic  evaluation. 


COMPLETE  MODE: 

IF  (complete  mode  is  chosen)  THEN 

IF  (there  are  reassociated  class  names  in  the  LI 
header) 

Ask  user  if  he  wishes  to  use  the  reassociated 
class  names. 

ENDIF 

Open  the  DI  file  for  a  confusion  matrix  display. 

Open  an  error  (misclassification)  file  (OPENS). 
Write  out  a  header  to  the  error  file  -  include 
current  data  set  name,  design  data  set  name,  and 
current  logic  name  (FILPUT). 

IF  (we  will  not  be  using  the  reassociated  class 
names) 

Read  the  design  data  set  class  names  in  the  LI 
header  (LIGCNM)  . 
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ELSE 


Search  the  logic  tree  for  lowest  nodes  in  order 
to  get  their  reassociated  class  names  (LIGCOP, 
GNXTLN ,  LIGCLP ,  LIGDCN) . 

ENDIF 

Get  the  number  of  lowest  nodes,  their  entry  table 
slot  numbers,  and  their  names  (TRUE  CLASS  NAMES) 
(GLONOD) . 

DO  WHILE  (there  are  more  classes  in  the  data  set) 

Get  the  number  of  vectors  and  the  vector  pointer 
for  the  current  lowest  node  (TIGCOP). 

Write  the  name  of  the  data  class  to  the  error 
file  (FILPUT). 

DO  WHILE  (there  are  more  vectors  in  the  class) 

Get  a  vector  (TVGVEC)  . 

Evaluate  it  against  the  logic  (EVALU8) . 

Write  new  temporary  logic  element  for  the 
vector  into  the  TV  file  (TVPVEC) . 

IF  (the  vector  was  rejected)  THEN 

Update  the  reject  counts. 

Place  vector  ID  and  any  pertinent  error 
information  in  the  error  file  (FILPUT). 

ELSEIF  (the  vector  was  assigned  to  the 
correct  class)  THEN 

Update  the  'number  of  correctly  assigned 
vectors'  count. 


ELSE 


Update  the  ’number  of  incorrectly 
assigned  vectors’  count. 

Place  vector  ID  and  any  pertinent  error 
information  in  the  error  file  (FILPUT). 

ENDIF 


ENDDO 
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Calculate,  for  this  data  class,  the  percent 
correct,  the  percent  error,  and  the  percent 
rejects . 

Write  a  DI  logical  entry  for  the  confusion  matrix 
display  for  this  class  (DIPCME). 

Write  'total  number  of  errors'  and  'total  number 
of  rejects'  for  this  class  to  the  error  file 
(FILPUT) . 

ENDDO 

Write  the  logic  name  and  logic  tree  file  codes  to  the 
TV  file  (TVPHDR) . 

Calculate  the  total  percents  for  correct,  error,  and 
reject  vectors  and  write  the  DI  file  header  for  the 
confusion  matrix  display  (DIPCMH). 

Present  the  confusion  matrix  at  the  terminal 
( CMDISP) . 

IF  (user  wishes  a  printout  of  the  confusion  matrix  or 
the  error  listing)  THEN 

Print  them  (CMPRT,  PRINTR)  . 

ENDIF 


RESTORE  MODE: 

ELSEIF  (restore  mode  is  chosen)  THEN 

IF  (the  current  data  set  name  is  not  the  same  as  the 
design  data  set  name)  THEN 

Print  an  error  message  and  exit. 

ENDIF 

Get  the  number  of  lowest  nodes,  their  entry  table 
slot  numbers,  and  their  names  (GLONOD). 

DO  WHILE  (there  are  more  classes  in  the  data  set) 

Get  the  number  of  vectors  and  the  vector  pointer 
for  the  current  lowest  node  (TIGCOP) . 
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DO  WHILE  (there  are  more  vectors  in  the  class) 

Get  a  vector  (TVGVEC) . 

Evaluate  it  against  the  logic  (EVALU8). 

Write  new  temporary  logic  element  for  the 
vector  into  the  TV  file  (TVPVEC). 

ENDDO 

ENDDO 

CLASSIFIER  MODE: 

ELSEIF  (classifier  mode  is  chosen)  THEN 

IF  (there  are  reassociated  class  names  in  the  LI 
header) 

Ask  user  if  he  wishes  to  use  the  reassociated 
class  names. 

ENDIF 

Get  the  number  of  lowest  nodes,  their  entry  table 
slot  numbers,  and  their  names  (GLONOD). 

Get  a  list  of  lowest  logic  node  numbers  (GETLST). 

DO  WHILE  (there  are  more  classes  in  the  data  set) 

Get  the  number  of  vectors  and  the  vector  pointer 
for  the  current  lowest  node  (TIGCOP). 

DO  WHILE  (there  are  more  vectors  in  the  class) 

Get  a  vector  (TVGVEC). 

Evaluate  it  against  the  logic  ( EVALU8 )  . 

Write  new  temporary  logic  element  for  the 
vector  into  the  TV  file  (TVPVEC) . 

Update  the  count  of  the  number  of  vectors 
assigned  to  the  logic  node  number  returned 
by  ' EVALU8 '  . 

ENDDO 


ENDDO 
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Present  tabular  output  at  terminal  ( TRMPUT) . 

Include  the  logic  node  number,  associated  class 
(or  ****  (for  reject  node)  or  INCOMPLETE  (for 
more  than  1  class  at  a  node)),  and  the  number 
of  vectors  from  the  data  set  assigned  to  the 
logic  node. 

IF  (user  desires  a  printout  of  the  table)  THEN 
Open  a  sequential  file  (OPENS). 

Write  table  into  it  (FILPUT). 

Print  the  file  ( PRINTR)  . 

ENDIF 

IF  (user  desires  a  printout  of  vector  ID'S  and  the 
logic  node  numbers  to  which  the  vectors  were 
assigned)  THEN 

Open  a  sequential  file  (OPENS). 

DO  WHILE  (there  are  more  classes  in  the  data  set) 

Get  number  of  vectors  and  vector  pointer  of 
the  class  (TIGCOP) . 

DO  WHILE  (there  are  more  vectors  in  the 
class) 

Get  the  vector  ID  and  temporary  logic 
element  of  the  vector  (TVGVEC) . 

Determine  if  the  logic  node  is  complete 
(LIGCLP)  . 

IF  (the  logic  node  is  complete)  THEN 

Get  i.e  associated  class  name  from 
the  LI  file. 

ENDIF 

Write  the  vector  ID,  the  temporary  logic 
element,  and  the  associated  class  name 
(or  'INCOMPLETE')  to  the  sequential  file 
(FILPUT) . 

ENDDO 

ENDDO 
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Print  the  file  (PRINTR)  . 

ENDIF 

SINGLE  VECTOR  MODE: 

ELSEIF  (single  vector  mode  chosen)  THEN 

IF  (there  are  reassociated  class  names  in  the  LI 
header) 

Ask  user  if  he  wishes  to  use  the  reassociated 
class  names. 

ENDIF 

Get  the  vector  to  be  used  (UILGE3)  .  The  vector 
will  either  come  from  the  current  data  set  or  will 
be  typed  in  by  the  user . 

ALGORITHM  FOR  MODULE  UILGE3 : 

IF  (vector  to  be  used  is  from  current  data  set) 
REPEAT 

Prompt  for  the  class  symbol. 

Prompt  for  the  vector  id. 

UNTIL  (the  vector  is  found) 

ELSE 

REPEAT 

REPEAT 

Prompt  for  a  vector  element. 

UNTIL  (vector  element  is  valid) 

UNTIL  (the  number  of  elements  entered  equals 
the  logic  tree  dimensionality) 

ENDIF 

END  OF  UILGE3  ALGORITHM, 

Evaluate  the  vector  against  the  logic  (EVALU8). 
Display  the  results  at  the  user's  terminal. 

ENDIF 
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Put  up  option  list  at  user's  terminal  (MENU). 
END 


FILES: 


BLOCK  I/O  FILES 

RECORD  I/O 

FILES 

HS  -  history 

INSTRU.DAT 

CM  -  communications 

MISCLASS. 

(error  file) 

OPTION. OLP  -  option  file 

CONMAT. 

( confusion 

LI  -  logic  information 

matrix) 

LV  -  logic  value 

CLASIFY 1 . 

(classifier 

TI  -  tree  information  (CDS) 
TV  -  tree  vector  (CDS) 

DI  -  display  file 

CLASIFY2 . 

mode  files) 

TI  -  reference  pattern  data 

tree 

TV  -  reference  pattern  data 

REFERENCED  BY: 

tree 

OLPARS  user 

SUBPROGRAMS  REFERENCED: 

CLFYMD,  CLOSTR ,  CMPMOD,  ERASE,  INSINI,  INSRET, 
LSETUP ,  MENU,  OEXIT,  OPENFX,  RSTORE ,  SINGLE,  TRMPUT 


HISTORY: 


designed  by  Dave  Birnbaum  October  12,  1978 
programmed  by  Donna  Morris  April  15,  1981 
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PROGRAM  NAME:  LOGMN 


CATEGORY:  Numerical  Computation  Algorithm 


PROGRAM  DESCRIPTION: 

LOGMN  computes  the  mean  array  of  all  vectors  in  a 
class  that  lie  at  a  particular  node.  These  vectors 
are  retrieved  one  at  a  time  to  save  storage  space,  so 
instead  of  using  the  standard  formula  for  computing 
the  mean  array,  a  'running'  mean  array  is  computed  in 
order  to  update  it  after  retrieving  each  vector. 

PROGRAM  USAGE: 

CALL  LOGMN ( FDTI , FDTV , LOGNOD , NDIM , ENTNO , MEAN , NVEC) 


INPUT  ARGUMENTS: 


FDTI  -  INTEGER; 

the 

FDTV  -  INTEGER; 

the 

LOGNOD  -  INTEGER; 

the 

NDIM  -  INTEGER; 

the 

ENTNO  -  INTEGER; 

the 

the 

file  descriptor  of  the  TI  file 

file  descriptor  of  the  TV  file 

logic  node  number 

dimension  of  the  data  set 

entry  number  of  the  class  in 
TI  file 


OUTPUT  ARGUMENTS: 

MEAN  -  REAL  array  (Ndim);  the  mean  vector 

NVEC  -  INTEGER;  the  actual  number  of  vectors  used 

in  the  computations 

ALGORITHM/NOTES: 

Retrieve  the  number  of  vectors  and  the  entry  number 
of  the  first  vector  in  the  class  (TIGCOP). 

Initialize  the  mean  array. 

DO  1=1 .number  of  vectors  in  class 

Retrieve  the  next  vector  from  the  TV  file 
(TVGVEC) . 
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IF  (the  vector  is  at  the  node  specified)  THEN 

Update  the  'running'  mean  array  to  include  the 
new  vector . 

ENDIF 

ENDDO 

RETURN 

FILES: 

TI  -  tree  information  file 
TV  -  tree  vector  file 
instrumentation  file 

REFERENCED  BY: 

L1ASDG,  L2ASDG 

SUBPROGRAMS  REFERENCED: 

INSFLT,  INSINT,  INSPGM,  INSRET,  TIGCOP,  TVGVEC 

HISTORY: 

designed  by  Jill  King  May  4,  1981 
programmed  by  Jill  King  May  4,  1981 
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PROGRAM  NAME:  LOGMNC 


CATEGORY:  Numerical  Computation  Algorithm 

PROGRAM  DESCRIPTION: 

LOGMNC  computes  the  mean  and  covariance  of  all 
vectors  in  a  class  that  lie  at  a  particular  node. 

These  vectors  are  retrieved  one  at  a  time  to  save 
storage  space,  so  instead  of  using  the  standard 
formulas  for  computing  the  mean  and  covariance 
arrays,  a  'running'  factor  variation  array  is 
computed  so  that  it  can  be  updated  after  retrieving 
each  vector. 

PROGRAM  USAGE: 

CALL  LOGMNC ( FDTI , FDTV , LOGNOD , NDIM , ENTNO , MEAN , COV , NVEC) 


INPUT  ARGUMENTS: 


FDTI  -  INTEGER; 

the 

file  descriptor  of 

the 

TI 

file 

FDTV  -  INTEGER; 

the 

file  descriptor  of 

the 

TV 

file 

LOGNOD  -  INTEGER; 

the 

logic  node  number 

NDIM  -  INTEGER; 

the 

dimension  of  the  data 

set 

ENTNO  -  INTEGER; 

the 

entry  number  of  the 

class 

in  the 

TI 

file 

OUTPUT  ARGUMENTS:  ' 

MEAN  -  REAL  array  (Ndim);  the  mean  vector 

COV  -  REAL  array  ( (Nd im* (Ndim+1 ) ) /2 ) ,  the  lower 

triangular  portion  of  the  covariance 
matrix,  stored  as  a  vector 

NVEC  -  INTEGER;  the  actual  number  of  vectors  used 
in  the  computations 
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ALGORITHM/NOTES: 

Retrieve  the  number  of  vectors  and  the  entry  number 
of  the  first  vector  in  the  class  (TIGCOP). 

Initialize  the  factor  variation  and  mean  arrays. 

DO  1=1, number  of  vectors  in  class 

Retrieve  the  next  vector  from  the  TV  file  (TVGVEC). 

IF  (the  vector  is  at  the  node  specified)  THEN 

update  the  'running'  factored  variation  arrays 
to  include  the  new  vector. 

ENDIF 

ENDDO 

Compute  the  final  covariance  array  using  the  finished 
mean  vector. 

RETURN 


FILES: 

TI  -  tree  information  file 
TV  -  tree  vector  file 
instrumentation  file 

REFERENCED  BY: 

NMVBSU ,  S2FSHP ,  L2FSHP 

SUBPROGRAMS  REFERENCED: 

INSFLT,  INSINT,  INSPGM,  INSRET,  TIGCOP,  TVGVEC 

HISTORY: 

designed  by  David  Birnbaum  September  27,  1978 
programmed  by  Jill  King  October  16,  1980 
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PROGRAM  NAME:  LTRENAME 


CATEGORY:  Utility  Command 


PROGRAM  DESCRIPTION: 

Change  the  name  of  an  OLPARS  logic  tree. 
PROGRAM  USAGE: 

User  types  in  ’LTRENAME*. 

USER  INTERACTION: 

The  name  of  the  logic  tree  to  be  changed  is 
requested  from  the  user,  along  with  the  new 
name  of  the  tree. 


FILES: 

CM  -  communications 

LL  -  logic  list 

LI  -  logic  information 

LV  -  logic  value 

HS  -  history 

OLPARS  option 

Instrumentation 

REFERENCED  BY: 

OLPARS  user 

SUBPROGRAMS  REFERENCED: 

CLOSFX,  CLOSTR ,  CMGOTH ,  EQUALA,  ERASE,  INSINI,  INSRET, 
LGLTRE,  LLSRCH,  MENU,  OEXIT,  OPENFX,  OPENTR ,  PROMPT 
RENAMT,  TRMGET,  TRMPUT 

SEE  ALSO: 

DTRENAME 

HISTORY: 

designed  by  Steven  Haehn  Aug.  15,  1981 
programmed  by  Steven  Haehn  Sept.  28,  1981 
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PROGRAM  NAME:  LVGENT 


CATEGORY:  Level  II  File  Access  Routine 

PROGRAM  DESCRIPTION: 

LVGENT  is  used  to  retrieve  an  entire  Logic  Value  entry. 
PROGRAM  USAGE: 

CALL  LVGENT ( FDLV , ENTNO , NBRELM , ENTRY , LNKVAL) 

INPUT  ARGUMENTS: 

FDLV  -  INTEGER;  file  descriptor  of  Logic  Value  file 
ENTNO  -  INTEGER;  entry  to  be  accessed 
NBRELM  -  INTEGER;  number  of  elements  to  access  in  the 

entry  (less  than  or  equal  to  entry 
size) 

OUTPUT  ARGUMENTS: 

ENTRY  -  REAL  array( NBRELM) ;  elements  to  access 
LNKVAL  -  INTEGER;  link  value  of  entry 

FILES: 


LV  -  logic  value 
REFERENCED  BY: 

GTRGNI,  GTRGNR 
SUBPROGRAMS  REFERENCED: 

FGET,  INSINT,  INSPGM,  INSRET,  OEXIT,  TRMPUT 
SEE  ALSO: 

LVPENT 


HISTORY: 


designed  by  Steven  Haehn  Mar.  5,  1981 
programmed  by  Steven  Haehn  Mar.  11,  1981 


k&jjasdfete&i  -  ' _ _ _  •  i  nan 
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PROGRAM  NAME:  LVGHDR 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

LVGHDR  retrieves  the  logic  value  (LV)  file  header 
for  the  calling  program. 

PROGRAM  USAGE: 

CALL  LVGHDR (FIDLV,NEU,NOE,NETU) 

INPUT  ARGUMENTS: 

FIDLV  -  INTEGER;  the  file  descriptor  of  the  LV  file 
OUTPUT  ARGUMENTS: 

NEU  -  INTEGER;  the  total  number  of  entries  actively 
used 

NOE  -  INTEGER;  next  open  entry  at  end  of  file 
NETU  -  INTEGER;  next  entry  to  use 

FILES: 

LV  -  logic  value 
SUBPROGRAMS  REFERENCED: 

FGET,  INSPGM ,  INSRET 
SEE  ALSO: 

LVPHDR 

HISTORY: 

designed  by  Dave  Birnbaum  September  19,  1978 
programmed  by  Donna  Morris  August  11,  1980 
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PROGRAM  NAME:  LVGLNK 

CATEGORY:  Level  II  File  Access  Routine 

PROGRAM  DESCRIPTION: 

LVGLNK  retrieves  the  link  element  found  in  a  Logic  Value 
file  entry. 

PROGRAM  USAGE: 

CALL  LVGLNK ( FDLV , ENTRY.LNKVAL) 

INPUT  ARGUMENTS: 

FDLV  -  INTEGER;  file  descriptor  for  Logic  Value  file 
ENTRY  -  INTEGER;  entry  to  be  accessed 

OUTPUT  ARGUMENTS: 

LNKVAL  -  INTEGER;  link  value 

FILES: 

LV  -  logic  value 
REFERENCED  BY: 

PTRGNI,  PTRGNR 
SUBPROGRAMS  REFERENCED: 

FGET,  INSINT,  INSPGM,  INSRET,  OEXIT,  TRMPUT 
SEE  ALSO: 

LVPENT 

HISTORY: 

designed  by  Steven  Haehn  Mar.  5,  1981 
programmed  by  Steven  Haehn  Mar.  11,  1981 
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PROGRAM  NAME:  LVPENT 


CATEGORY:  Level  II  File  Access  Routine 


PROGRAM  DESCRIPTION: 

LVPENT  is  used  to  write  an  entire  Logic  Value  entry, 
(does  not  alter  link  value  of  an  entry) 

PROGRAM  USAGE: 

CALL  LVPENT(FDLV,ENTNO,NBRELM, ENTRY) 

INPUT  ARGUMENTS: 

FDLV  -  INTEGER;  file  descriptor  of  Logic  Value  file 
ENTNO  -  INTEGER;  entry  to  be  accessed 
NBRELM  -  INTEGER;  number  of  elements  to  access  in  the 

entry  (less  than  or  equal  to  entry 
size) 

ENTRY  -  REAL  array( NBRELM) ;  elements  to  access 

FILES: 


LV  -  logic  value 
REFERENCED  BY: 

PTRGNI ,  PTRGNR 
SUBPROGRAMS  REFERENCED: 

FPUT ,  INSINT,  INSPGM ,  INSRET 


SEE  ALSO: 

LVGENT 


HISTORY: 

designed  by  Steven  Haehn  Mar.  5,  1981 
programmed  by  Steven  Haehn  Mar.  11,  1981 
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PROGRAM  NAME:  LVPHDR 


CATEGORY:  Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 

LVPHDR  writes  the  Logic  Value  File  header. 

PROGRAM  USAGE: 

CALL  LVPHDR (FIDLV,N£U,NO£,NETU) 

INPUT  ARGUMENTS: 

FIDLV  -  INTEGER;  the  file  descriptor  of  the  LV  file 
NEU  -  INTEGER;  the  total  number  of  entries  actively 
used 

NOE  -  INTEGER;  next  open  entry  at  end  of  file 
NETU  -  INTEGER;  next  entry  to  use 


FILES: 

LV  -  logic  value 
SUBPROGRAMS  REFERENCED: 

FPUT,  INSPGM ,  INSRET 
SEE  ALSO: 

LVGHDR 

HISTORY: 

designed  by  Dave  Birnbaum  September  19,1978 
programmed  by  Donna  Morris  July  28,  1980 
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PROGRAM  NAME:  LVPLNK 

CATEGORY:  Level  II  File  Access  Routine 

PROGRAM  DESCRIPTION: 

LVPLNK  writes  the  link  element  found  in  a  Logic  Value 
fi_  entry. 

PROGRAM  USAGE: 

CALL  LVPLNK(FDLV, ENTRY, LNKVAL) 

INPUT  ARGUMENTS: 

FDLV  -  INTEGER;  file  descriptor  for  Logic  Value  file 
ENTRY  -  INTEGER;  entry  to  be  accessed 
LNKVAL  -  INTEGER;  link  value 

FILES: 

LV  -  logic  value 
REFERENCED  BY: 

PTRGNI ,  PTRGNR ,  NMVBSU 
SUBPROGRAMS  REFERENCED: 

FPUT ,  INSINT,  INSPGM ,  INSRET 
SEE  ALSO: 

LVGENT 

HISTORY: 

designed  by  Steven  Haehn  Mar.  5,  1981 
programmed  by  Steven  Haehn  Mar.  11,  1981 
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PROGRAM  NAME:  MACROP 


CATEGORY:  Terminal  Display  Routine 


PROGRAM  DESCRIPTION: 

MACROP  produces  a  one-space  MACRO  plot.  MACROP 
computes  screen  coordinates,  if  necessary,  and  then 
displays  the  projected  vectors  one  class  at  a  time. 

PROGRAM  USAGE: 

CALL  MACROP ( FDCM , FDDI , FDDV , FDS1 , SCRN , PAGING , NXTCLS) 
INPUT  ARGUMENTS: 


FDCM  - 

INTEGER; 

the 

file 

descriptor 

of 

the 

CM 

file 

FDDI  - 

INTEGER; 

the 

file 

descriptor 

of 

the 

DI 

file 

FDDV  - 

INTEGER; 

the 

file 

descriptor 

of 

the 

DV 

file 

FDS1  - 

INTEGER; 

the 

file 

descriptor 

of 

the 

SI 

file 

SCRN  - 

INTEGER 

array 

(19);  the  OLPARS  ; 

screen 

coordinates 


NXTCLS  -  INTEGER;  next  class  to  be  displayed  on  the 

macro  plot  page 

OUTPUT  ARGUMENTS: 

PAGING  -  LOGICAL;  set  to  'true'  if  more  classes  are  to 

be  displayed  and  there  is  no  more 
room  on  the  current  page. 

NXTCLS  -  INTEGER;  next  class  to  be  displayed  on  the 

macro  plot  page  (used  only  if 
'PAGING'  is  true) 


489 


OLPARS  Program  Specifications 
MACROP 


ALGORITHM  /  NOTES: 

Determine  the  bins  into  which  the  vectors  of  the  given 
data  set  fall  ( CNT1SP) 

WHILE  (there  are  classes  to  be  displayed) 

Retrieve  next  class  entry  from  DI  file  (DIGENT) 

IF  (the  class  should  be  displaye*1)  THEN 

IF  (the  current  display  page  is  full)  THEN 
Indicate  more  pages  exist. 

BREAK  out  of  this  display  loop. 

ELSE 

IF  (probabilities  are  requested)  THEN 
Convert  bin  counts  to  probabl ities . 
Display  class  bin  probabilities. 

ELSE 

Display  class  bin  counts 
ENDIF 
ENDIF 
ENDIF 
ENDWHILE 
RETURN 

FILES: 

CM  -  communications 
DI  -  display  information 
DV  -  display  value 
SI  -  scratch  1 
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REFERENCED  3Y: 

MICMAC 

SUBPROGRAMS  REFERENCED: 

CMGOTH ,  CNT1SP,  DIGENT,  DIGHDI ,  DIGMAX,  DIPHDI,  DVGHDR 
DVPHDR ,  INSINT.  INSPGM,  INSRET,  LINSEG ,  S1GBC ,  TEXT 
TRMPUT 


HISTORY: 

designed  by  David  BirnBaum  July  18,  1978 
programmed  by  Steven  Haehn  Oct.  16,  1980 


491 


•'VmWf 


OLPARS  Program  Specifications 
MAKETREE 


PROGRAM  NAME:  MAKETREE 


CATEGORY:  Utility  Command 


PROGRAM  DESCRIPTION: 

MAKETREE  is  used  to  create  a  new  tree  from  nodes  of 
existing  trees. 

To  COMBINE  trees: 

MAKETREE  can  create  a  new  data  tree  with  copies  of 
the  lowest  nodes  of  up  to  ten  trees.  In  the  process, 
if  any  display  symbols  are  duplicated,  new  display 
symbols  will  be  substituted  (display  symbols  of 
lowest  data  nodes  must  always  be  unique) . 

To  MERGE  trees: 

MAKETREE  can  create  a  new  data  tree  by  merging  all  of 
the  vectors  from  similarly-named  nodes  of  various 
trees  into  nodes  (with  the  same  names)  in  the  new 
tree.  A  maximum  of  ten  trees  can  be  merged. 

PROGRAM  USAGE: 

User  types  in  ’MAKETREE’. 

USER  INTERACTION: 

o  User  specifies  the  tree  name  of  the  new  tree 
to  be  created. 

o  User  specifies  how  the  tree  is  to  be  created 
(combined  or  merged). 

o  User  specifies  the  names  of  the  trees  that  will 
be  used  in  making  up  the  new  tree. 

o  User  specifies  whether  or  not  the  vectors  are 
to  be  resequenced. 

ALGORITHM  /  NOTES: 

In  the  following  diagram,  the  data  trees  GRAINS1  and 
GRAINS2  are  going  to  be  merged  into  the  new  tree, 
GRAINS3.  Note  that  the  node  names  and 
the  number  of  lowest  nodes  (M)  are  identical  in  both 
GRAINS1  and  GRAINS2  (GRAINS1  has  a  total  of  6  nodes, 
Including  the  intermediate  nodes  (marked  ’O'),  while 
GRAINS2  has  only  5;  this  example  shows  that  the 
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structure  of  the  two  data  trees  being  merged  is 
irrelevant  to  the  merging  operation).  In  the  diagram, 
the  numbers  in  parenthesis  represent  the  number  of 
vectors  residing  at  each  of  the  data  nodes. 


GRAINS1 

0 

/  ;  \ 

soy  0  rye 

(6)  /  \  (9) 

alfa  weat 
(21)  (11) 


GRAINS2 

0 

/  7  \  \ 

saw  r 
o  1  e  y 

y  f  a  e 

a  t 

(10)  (5)  (8)  (6) 


GRAINS3 

0 

/  7  \  \ 

s  a  w  r 

o  1  e  y 

y  f  a  e 

a  t 

(16) (26) (19) (15) 


In  the  next  example,  the  two  data  trees,  GRAINS1  and 
GRAINS2,  are  to  be  combined  to  form  the  new  data  tree, 
GRAINS3  (see  diagram).  The  symbol  'O’,  occurring  by 
itself,  represents  an  intermediate  data  node  (i.e.,  not 
a  lowest  node).  The  data  structure  of  the  component 
trees  is  irrelevant  to  MAKETREE. 


GRAINS1 

♦ 

GRAINS2  = 

GRAINS3 

0 

0 

0 

/  :  \ 

/  \ 

/  /  / 

\  \  \ 

soy  0  rye 

/  \ 

saw 

r  o 

c 

/  \ 

oats  corn 

ole 

y  a 

o 

alfa  weat 

y  f  a 

e  t 

r 

a  t 

s 

n 

Ask  user  for  the  name  of  the  new  tree  to  be  created. 

Ask  user  if  (s)he  wants  to: 

1.  Place  all  the  lowest  nodes  of  different  trees 
under  the  senior  node  of  the  new  tree 
(combination  mode) . 

2.  Same-named  lowest  nodes  of  different  trees  are 
merged  together  and  placed  under  the  senior  node 
of  the  new  tree  (merge  mode). 


A3k  user  for  the  number  of  trees  to  be  used  in  making  the 
new  tree. 
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REPEAT 

Ask  user  for  the  name  of  a  tree  to  be  used  in  making 
up  the  new  tree. 

Optain  the  dimensionality  of  the  tree  from  the  tree 
list  file  (TLSRCH) . 

IF  (this  is  the  first  tree  name  typed  in)  THEN 
Save  the  tree  dimensional ity . 

IF  (the  dimensionality  of  the  tree  exceeds  the 
maximum  allowed  for  covariance  and  mean  calcula¬ 
tion)  THEN 

The  tree  is  the  "excess  measurement"  mode. 
(Indicate  a  'NO  GO'  situation.) 

ENDIF 

ELSEIF  (the  dimensionality  of  this  tree  is  not  equal 
to  the  dimensionality  of  the  first  tree) 

Tell  user  that  this  tree  will  not  be  used  in  the 
tree  creation  process  because  of  mismatch  in  the 
vector  dimensionality. 

Decrement  the  number  of  trees  to  be  used  in  the 
tree  creation  process  by  1. 

ENDIF 

UNTIL  (all  the  tree  names  have  been  typed  in). 

IF  (the  user  chose  merge  mode)  THEN 

Ask  user  if  the  vector  ID  r  umbers  should  be 
sequenced  (given  new  ID  numbers)  as  they  are 
processed . 

IF  (user  asked  for  new  ID  numbers)  THEN 

Ask  user  if  (s)he  wants  a  printer  listing  of  the 
vector  number  changes. 

ENDIF 

ENDIF 
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IF  (user  requested  combination  mode)  THEN  (MAKCM8) 

Create  senior  node  of  new  tree  (with  empty  means 
and  covariances) 

WHILE  (there  are  still  nodes  to  process  from 
existing  trees) 

Get  next  node  from  an  existing  tree. 

Make  sure  class  display  symbol  is  unique. 

Adjust  counts  and  pointers  of  new  node, 
(indicating  a  lowest  node  under  a  senior  node) 

Copy  means,  covariances  and  vectors  of  existing 
node  to  new  tree. 

ENDWHILE 

Create  TI  and  TV  headers  for  new  tree. 

ELSE  ( MAKMRG) 

Create  senior  node  of  new  tree  (with  empty  means 
and  covariances) 

WHILE  (there  are  lowest  nodes  in  the  first  data  tree) 

Save  next  node  name  (to  be  compared  against  later 
tree  node  names)  and  vector  counts. 

Create  new  tree's  counts  and  pointers. 

Copy  existing  tree's  means  and  covariances. 

ENDWHILE 

WHILE  (there  are  more  trees) 

Make  sure  next  tree  has  same  number  of  lowest 
nodes  as  first  tree. 

WHILE  (there  are  lowest  nodes  in  present  tree) 

Obtain  name  of  next  node  and  verify  that 
this  node  was  found  in  the  first  tree. 

IF  (node  is  present  in  first  tree)  THEN 

Save  vector  count. 

ENDIF 
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ENDWHILE 

IF  (tree  is  OK)  THEN 

Add  saved  vector  counts  to  previously 
collected  vector  counts. 


ENDIF 

ENDWHILE 

From  summed  vector  count  information,  compute  vector 
pointers  for  new  data  tree  (We  save  and  sum  vector 
counts,  to  compute  vector  pointers,  because 
the  vectors  of  a  node  in  a  data  tree  must  be 
contiguous) . 

Now  copy  vectors  from  old  data  tree(s)  to  new 
data  tree. 


'Add  in'  means  and  covariances  of  each  node  of  all 
but  the  first  data  tree  (that  has  already  been  taken 
care  of  by  a  previous  copy) . 

Create  TI  and  TV  headers  for  new  tree. 

ENDIF 

END 


FILES: 

old  TI  -  tree  information 
old  TV  -  tree  vector 
new  TI  -  tree  information 
new  TV  -  tree  vector 
TL  -  tree  list  file 
HS  -  history 


Instrumentation 
OLPARS  option 
VECIDS  -  resequenced 
vector  ids. 


REFERENCED  BY: 


OLPARS  user 
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SUBPROGRAMS  REFERENCED: 

ADUPCM ,  CLOSFX ,  CMGOTH ,  CREATR ,  EQUALA,  ERASE,  FILPUT, 
INSINI,  INSRET ,  LGLTRE ,  MAKCMB ,  MAKMRG ,  MENU,  OEXIT, 
OPENFX ,  OPENS,  PROMPT,  TLSRCH ,  TRMGET ,  TRMPUT 

hISTORY: 

designed  by  Steven  Haehn  September  24,  1978 
programmed  by  Steven  Haehn  August  31,  1981 


497 


OLPARS  Program  Specifications 
MAKOPT 


PROGRAM  NAME:  MAKOPT 


CATEGORY:  OLPARS  Programmer  Aids  (system  dependent) 


PROGRAM  DESCRIPTION: 

MAKOPT  creates  the  OLPARS  option  file  (OPTION. OLP) 
within  the  OLPARS  directory.  THIS  PROGRAM  SHOULD 
BE  USED  ONLY  BY  OLPARS  PROGRAMMERS/MAINTAINERS  TO 
CREATE  THE  PROPER  OPTION  FILE. 

PROGRAM  USAGE: 

An  OLPARS  programmer/maintainer  places  him(her)self 
in  the  OLPARS  directory  and  types  'RUN  MAKOPT'. 

ALGORITHM  /  NOTES: 

There  are  2  'option'  files  opened  by  MAKOPT.  They 
are  the  text  input  (OPTION.TXT)  file  and  the 
OLPARS  option  output  (OPTION. OLP)  file. 

(IF  FOR  ANY  REASON  the  number  of  maximum  programs 
( MAXPGM  parameter)  is  altered,  then  the  programs 
'GETOPT'  and  ’SETOPT'  must  be  recompiled  with  the 
new  MAXPGM  parameter.) 

The  format  of  the  source  text  is: 

PGM.  NAME  :  OPT.  #  :  MENU  »  :  [OPT1]  ...  [OPT153  / 

([  ]  means  optional) 


The  program  name  refers  to  the  OLPARS  command. 

The  maximum  length  of  a  program  name  allowed  in 
OPTION. OLP  (OPTION.TXT,  too)  is  10  characters. 

The  option  number  is  an  arbitrarily  assigned  number. 

NOTE:  Once  the  option  number  is  assigned  to  a  program, 
that  program  should  ALWAYS  retain  the  same  option 
number.  (See  Appendix  A  section  3.2  of  OLPARS 
final  report.) 

The  menu  number  represents  the  different  possible 
menus  a  single  OLPARS  command  might  have. 

The  option  list  is  a  list  of  OLPARS  commands  that  may  be 
used  after  'PROGRAM  NAME'  has  completed  computations. 
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The  command  names  in  the  option  list  must  be  separated  by 
blanks  or  tabs.  The  last  option  must  be  followed  by  a 
space  or  tab  and  a  slash  (/)  character. 

Comments  are  denoted  by  a  ' ; ’  in  column  one  of  the  input 
record . 

FILES: 

OPTION. OLP  (output) 

OPTION . TXT  (input) 

HS  history 

INSTRU.OLP  instrumentation 

REFERENCED  BY: 

OLPARS  programmer  or  system  maintainer 
SUBPROGRAMS  CALLED: 

CONC AT f  EQUALS,  FILGET,  FLUSHF ,  FPUT,  INSCHR,  INSINI, 
INSINT,  MAX  (FORTRAN  FUNC.),  OEXIT,  OPENBL ,  PSORT,  TRMPUT 

HISTORY: 

designed  by  Steven  Haehn  October  25,  1978 
programmed  by  Steven  Haehn  Aug.  20,  1979 
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PROGRAM  NAME:  MARK 

CATEGORY:  Terminal  I/O  (graphic,  system  dependent) 

PROGRAM  DESCRIPTION: 

MARK  places  a  given  marker  at  screen  coordinates 
x,y.  The  marker  codes  (i.e.,  values  of  MARKER) 
can  be: 


1  for  plus  sign 

2  for  cross 

3  for  triangle 

4  for  square 

5  for  dot 

To  obtain  ascii  character,  the  decimal  number 
representing  the  ascii  code  should  be  used. 

INDIC  is  ignored,  but  presently  for  compatibility 
with  Tektronix  PLTMAP  routines. 


PROGRAM  USAGE: 

CALL  MARKCX.Y.MARKER, INDIC) 


INPUT  ARGUMENTS: 


X 

Y 

MARKER 

INDIC 


INTEGER 

INTEGER 

INTEGER 

INTEGER 


the  X  screen  coordinate 
the  Y  screen  coordinate 
the  marker  code 
ignored 


HISTORY: 

designed  by  Steve  Haehn  April  6,  1978 
programmed  by  Steve  Haehn  April  1,  1981 
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PROGRAM  NAME:  MATRIX 


CATEGORY:  Utility  Command 


PROGRAM  DESCRIPTION: 

MATRIX  enables  the  user  to  save  or  delete 
transformation  matrices  from  the  saved  transformation 
matrix  (SM)  file  or  to  obtain  information  about 
that  file. 

PROGRAM  USAGE: 

User  types  in  ’MATRIX'  . 

USER  INTERACTION: 

MATRIX  gives  the  user  the  five  following  options  (with 
additional  interactions  for  each  option,  if  necessary). 

1.  Delete  a  saved  matrix.  (Additional  interaction: 

Enter  the  name  of  the  matrix  to  be  deleted.) 

2.  Print  a  line  printer  listing  of  one  or  all  matrices 

in  the  SM  file.  (Additional  interaction:  Enter  the 
name  of  the  matrix(s)  to  be  listed.) 

3.  Dump  at  the  terminal  one  or  all  matrices  in  the  SM 

file.  (Additional  interaction:  Enter  the  name  of 
the  matrix(s)  to  be  dumped.) 

M.  List  at  the  terminal  the  names,  number  of  row  vectors, 
and  dimensions  of  all  saved  matrices  in  the  SM 
file.  (Additional  interaction:  none). 

5.  Enter  a  user-supplied  matrix.  (Additional  interaction: 
Enter  the  name,  type,  dimension,  and  matrix  to  be 
saved  in  the  SM  file.) 

ALGORITHM  /  NOTES: 

Erase  screen  and  home  cursor  (ERASE). 

Display  option  list  (TRMPUT). 
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REPEAT 

Request  option  number  (PROMPT,  TRMGET) . 

IF  (option  is  to  QUIT)  THEN 
Exit  program. 

ELSEIF  (option  is  DELETE)  THEN 

Delete  the  matrix(s)  specified  ( MTRXDE)  . 
ELSEIF  (option  is  PRINT)  THEN 

Print  the  matrix(s)  specified  (MTRXDP). 
ELSEIF  (option  is  DUMP)  THEN 

Dump  the  matrix(s)  specified  (MTRXDP). 

ELSEIF  (option  is  LIST)  THEN 

List  the  saved  matrix  descriptions  (MTRXLI). 
ELSEIF  (option  is  ENTER)  THEN 

Enter  a  matrix  to  be  saved  ( MTRXEN) . 

ENDIF 

UNTIL  (user  asks  to  quit) 

END 

FILES: 

CM  -  communication  file 
HS  -  history  file 

SM  -  saved  transformation  matrix  file 
instrumentation  file 
option  file 

SUBPROGRAMS  REFERENCED: 

CMGOTH,  EQUALA,  ERASE,  INSINI,  INSRET,  MENU, 
MTRXDE,  MTRXDP,  MTRXEN,  MTRXLI,  OEXIT,  OPENFX, 
PROMPT,  TRMGET,  TRMPUT 

HISTORY: 

designed  by  David  Birnbaum  September  30,  1978 
programmed  by  Jill  King  March  16,  1981 
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PROGRAM  NAME:  MATXFRM 

CATEGORY:  Transformation  Command 

PROGRAM  DESCRIPTION: 

MATXFRM  asks  the  user  for  the  name  of  a  saved  trans¬ 
formation  matrix  stored  in  the  saved  tr ansformation 
matrix  (SM)  file.  It  then  transforms  the  current 
data  set  into  a  new  tree  using  that  saved  matrix. 

PROGRAM  USAGE: 

User  types  in  'MATXFRM'. 

USER  INTERACTION: 

The  user  is  asked  for  the  name  of  a  saved  transforma¬ 
tion  matrix  and  a  new  tree  name. 

ALGORITHM  /  NOTES: 

Erase  the  screen  and  the  home  cursor  (ERASE). 

Make  sure  the  current  data  set  is  not  in  excess 
measurement  mode  (CHKEXS). 

REPEAT 

Ask  the  user  for  the  name  of  the  saved  transforma¬ 
tion  matrix  to  be  used  in  computations  (PROMPT). 

DO  i  s  1 , MAXMTR 

Retrieve  the  i-th  matrix  description  (SMGMDS). 

IF  (this  is  the  specified  matrix)  THEN 

IF  (dimen.  of  current  data  set  is  not  equal 
to  dimension  of  specified  matrix)  THEN 

Print  error  message  and  reprompt. 

ELSEIF  (the  specified  matrix  is  an  eigen¬ 
vector  transformation  matrix  using  only 
one  eigenvalue)  THEN 
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Print  message  informing  user  that  the 
transformed  matrix  will  be  a  simple 
scalar  value. 

ENDIF 

ELSEIF  (this  is  last  time  through  loop)  THEN 
Print  error  message  and  reprompt. 

ENDIF 

ENDDO 

UNTIL  (transformation  matrix  has  been  chosen) 
Retrieve  specified  matrix  from  the  SM  file  (SMGENT) 
Ask  user  for  name  of  the  new  data  tree  (UIXFRM) . 
Perform  the  matrix  tr ansformation  ( EXFRM , NXFRM) . 

Put  up  option  list  at  user's  terminal  (MENU). 

END 

FILES: 

CM  -  communications  file 
HS  -  history  file 

SM  -  saved  transformation  matrix  file 
TI  -  tree  information  file 
TL  -  tree  list  file 
TV  -  tree  vector  file 
instrumentation  file 
option  file 

REFERENCED  BY: 

OLPARS  user 

SUBPROGRAMS  REFERENCED: 

CHARFL,  CHKEXS ,  CLOSFX,  CMGCDS,  CMGOTH ,  EQUALA, 
ERASE,  EXFRM ,  INSFLT ,  INSINI,  OPENFX,  PROMPT, 
SMGENT,  SMGMDS ,  TRMGET,  TRMPUT,  UIXFRM 

HISTORY: 

designed  by  David  Birnbaum  September  30,  1978 
programmed  by  Jill  King  April  22,  1981 
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PROGRAM  NAME:  MEAN  1 

CATEGORY:  Terminal  Display  Routine 

PROGRAM  DESCRIPTION: 


MEAN1  displays  the  set  of  mean  vectors  for  the  classes 
that  are  being  displayed  on  a  one-space  plot. 

PROGRAM  USAGE: 

CALL  MEAN1(FDDI, FDDV , SC REN) 

INPUT  ARGUMENTS: 

FDDI  -  INTEGER;  the  file  descriptor  of  the  DI  file 

FDDV  -  INTEGER;  the  file  descriptor  of  the  DV  file 

SCREN  -  INTEGER  array  (NOSCRN);  the  one-space  screen 

parameters 

ALGORITHM  /  NOTES: 

Get  the  number  of  bins  in  the  display  and  the  number  of 
classes  in  the  DI  file  ( DIGHDI ) . 

DO  i=1,  the  number  of  classes 

Get  the  DI  file  entry  for  the  next  class  (DIGENT). 

IF  (this  class  is  to  be  projected)  THEN 

Get  the  screen  coordinate  (bin  number)  of  the 
mean  vector  (DVGVEC)  . 

IF  (the  bin  number  is  >  0)  THEN 

Adjust  the  screen  coordinates  to  reflect  the 
actual  coordinates  instead  of  the  bin  number. 

Move  the  cursor  to  the  position  at  which  the 
class  symbol  is  to  appear  (MOVE). 

Display  the  class  symbol  at  the  bottom  of  the 
proper  bin  (TRMPUT) . 

ENDIF 
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ENDIF 

ENDDO 

RETURN 

END 

FILES: 

DI  -  display  information  file 
DV  -  display  vector  file 
instrumentation  file 

REFERENCED  3Y: 

PROJMN 

SUBPROGRAMS  REFERENCED: 

DIGENT,  DIGHDI ,  DVGVEC ,  INSINT,  INSPGM,  INSRET, 
MOVE,  TRMPUT 

HISTORY: 

designed  by  David  Birnbaum  July  18,  1978 
programmed  by  Jill  King  January  1,  1981 


PROGRAM  NAME: 


MEAN2 


CATEGORY:  Terminal  Display  Routine 

PROGRAM  DESCRIPTION: 

MEAN2  displays  the  set  of  mean  vectors  for  the  classes 
that  are  being  displayed  on  a  two-space  plot. 

PROGRAM  USAGE: 

CALL  MEAN2( FDDI , FDDV , SCREN ) 

INPUT  ARGUMENTS: 

FDDI  -  INTEGER;  the  file  descriptor  of  the  DI  file 

FDDV  -  INTEGER;  the  file  descriptor  of  the  DV  file 

SCREN  -  INTEGER  array  (NOSCRN);  the  two-space  screen 

parameter s 

ALGORITHM  /  NOTES: 

Get  the  number  of  classes  in  the  DI  file  (DIGHDI). 

DO  isl,  the  number  of  classes 

Get  the  DI  file  entry  for  the  next  class  (DIGENT). 

IF  (this  class  is  to  be  projected)  THEN 

Get  the  screen  coordinates  of  the  mean  vector 
( DVGVEC) . 

IF  (the  coordinates  are  >  0)  THEN 

Display  the  class  symbol  at  those  screen 
coordinates  (MARK). 

Draw  a  rectangle  around  the  mean  vector 
symbol  ( RTANGL) . 


ENDIF 
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ENDIF 

ENDDO 

RETURN 

END 

FILES: 

DI  -  display  information  file 
DV  -  display  vector  file 
instrumentation  file 

REFERENCED  BY: 

PROJMN 

SUBPROGRAMS  REFERENCED: 

DIGENT,  DIGHDI ,  DVGVEC,  INSINT,  INSPGM,  INSRET, 
MARK,  RTANGL 

HISTORY: 

designed  by  David  Birnbaum  July  18,  1978 
programmed  by  Jill  King  January  1,1981 
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PROGRAM  NAME:  MEASXFRM 

CATEGORY:  Transformation  Command  (system  dependent) 


PROGRAM  DESCRIPTION: 

MEASXFRM  gives  the  user  the  capability  of  transforming  a 
given  data  set  into  a  new  data  set.  This  transformation 
takes  the  form  of  FORTRAN  statements  which  are  a  function 
of  the  measurements  from  the  original  data  set  (e.g., 

NM( 1 )  =  0M(1)  +  0M(2)  states  that  measurement  1  of  the 
new  data  set  equals  the  sum  of  measurements  1  and  2  of 
the  old  data  set) .  The  user  must  create  a  FORTRAN 
subroutine  called  XFORM  using  the  following  template: 


SUBROUTINE  XFORM  (OM,  OLNGTH ,  NM ,  NLNGTH) 

C============:=====rr====r===::======:===========:======= 

C  THIS  IS  A  MEASUREMENT  TRANSFORMATION  SUBROUTINE 
C  USED  BY  THE  OLPARS  'MEASXFRM'  COMMAND. 

C 

C  (NOTE,  WHEREVER  THE  SYMBOL  OF  TWO  QUESTION  MARKS 
C  APPEAR,  THE  DIMENSION  OF  THE  NEW  VECTOR  MUST  BE 
C  SUPPLIED  BY  THE  USER.) 

INTEGER  OLNGTH,  NLNGTH 
REAL  OM(OLNGTH) ,  NM( ??) 

C 

C  ((  TELL  MEASXFRM  THE  SIZE  OF  THE  NEW  DATA  SET  ))) 

IF( NLNGTH  .GT.  0)  GOTO  1000 
NLNGTH  =  ?? 

RETURN 

C  ENDIF 

1000  CONTINUE 
C 

C  ••  USER  SUPPLIED  VECTOR  TRANSFORMATION 

C  SHOULD  APPEAR  BELOW  ** 

C 


transformation  statements 


C 

C  *•  USER  SUPPLIED  VECTOR  TRANSFORMATION 

C  SHOULD  APPEAR  ABOVE  *» 

C 

RETURN 

END 
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where 

OM  represents  the  old  measurement  vector  of  length 
OLNGTH ,  and 

NM  represents  the  new  measurement  vector  of  length 
NLNGTH . 

NLNGTH  is  initially  an  output  variable  (tells  MEASXFRM 
the  size  of  the  new  vectors) .  On  all  subsequent  calls 
to  XFCRM;  OM ,  OLNGTH,  and  NLNGTH  are  considered  input 
variables,  while  NM  is  an  output  variable  of  XFORM. 

PROGRAM  USAGE: 

User  types  in  'MEASXFRM'. 

USER  INTERACTION: 

1.  The  user  must  first  create  a  FORTRAN  subroutine 
called  XFORM.  This  is  the  subroutine  that  will 
perform  the  actual  vector  transformation. 

2.  Once  the  subroutine  is  compiled,  the  user  must 
respond  to  queries  asking  if  the  compilation 
and  program  linking  were  successful. 

3.  If  both  compilation  and  linking  were  successful, 
the  user  will  be  asked  to  specify  a  new  tree  name 
fcr  the  transformed  data  set. 

4.  The  user  will  be  asked  if  the  transformation 
should  be  saved. 

ALGORITHM  /  NOTES: 

Erase  screen  and  home  cursor  (ERASE). 

Get  the  current  data  set  (CMGCDS). 

Ask  user  to  enter  a  new  treename  (UIXFRM). 

Create  new  TI  and  TV  files  (CREATR). 

Set  up  new  TI  header: 

Dimensionality  of  data  set. 

Zero  the  new  entry  table. 


i 
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Transfer  the  current  node  and  make  it  the 
new  senior  node. 

Set  name  to  *•**. 

Set  senior  node  pointer  in  TI  header. 

Set  entry  table  slot  number  of  new  senior  node  to  be 
same  as  before. 

Node  level  may  need  adjustment. 

IF  (current  node  is  a  lowest  node)  THEN 

Transfer  the  vectors  (transforming  them  using  the 
subroutine  XFORM) . 

Set  vector  pointer. 

ELSE 

DO  WHILE  (there  are  more  nodes  to  transfer) 

Get  next  node  (GNXTND) . 

Transfer  the  TI  file  entry  keeping  the  entry 
table  slot  number  of  the  node  the  same. 

IF  (node  is  a  lowest  node)  THEN 

Transform  and  transfer  vectors. 

Compute  means  and  covariances  (if  the 
dimension  of  the  data  set  is  less  than 
or  equal  to  50)  . 

Set  vector  pointer. 

ENDIF 

ENDDO 

Compute  means  and  covariances  for  all  nodes  above  the 
lowest  nodes. 

ENDIF 

Put  up  option  list  (MENU). 

END 
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NOTE 

Under  RSX-11M  the  MEASXFRM  command  is  imple¬ 
mented  via  a  command  file.  In  Step  1  (of  user 
interaction)  above,  an  editor  is  initiated  for 
the  user  to  type  in  his  transformation  subrou¬ 
tine.  (This  step  can  be  bypassed  if  a  trans¬ 
formation  subroutine  already  exists.)  The  com¬ 
mand  file  then  initiates  the  FORTRAN  compiler. 
The  command  file  asks  the  user  if  the  compila¬ 
tion  was  successful.  If  it  was,  the  command 
file  initiates  the  "task  builder"  to  link  to¬ 
gether  the  user's  XFORM  subroutine  with  the 
tree  building  portion  of  this  measurement 
transformation  function.  (The  algorithm  above 
is  for  the  tree  building  portion  of  the  meas¬ 
urement  transformation  function.)  Step  3  above 
occurs  when  the  newly  created  (or  previously 
created)  task  is  initiated  by  the  command  file 
processor.  Finally,  the  Step  4  query  is  issued 
by  the  command  file. 

FILES: 

CM  -  communication  instrumentation 

HS  -  history  OLPARS  options 

TI  -  tree  information  (2) 

TV  -  tree  vector  (2) 

REFERENCED  BY: 

OLPARS  user 

SUBPROGRAMS  REFERENCED: 

ADUPCM ,  CLOSFX ,  CLOSTR ,  CMGCDS,  CMGOTH,  CREATR ,  ERASE, 

GNXTND,  INSCHR ,  INSFLT,  INSINI,  INSINT,  INSRET,  MENU, 

OEXIT,  OPENFX ,  OPENTR ,  TIGCAP,  TIGCOP,  TIGET,  TIPCAP, 

TIPCOP,  TIPCOV,  TIPET,  TIPHDR ,  TIPMN ,  TIPNAM,  TRMPUT , 

TVGVEC ,  TVPHDR ,  TVPVEC ,  UIXFRM,  XFORM 

HISTORY: 

designed  by  Steven  Haehn  September  11,  1978 
programmed  by  Steven  Haehn  August  14,  1981 
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PROGRAM  NAME: 


MENU 


CATEGORY:  Terminal  Display  Routine  (system  dependent) 


PROGRAM  DESCRIPTION: 

MENU  displays  at  the  user's  terminal  a  set  of  options 
available  to  the  OLPARS  user.  When  the  SETOPT  flag  is 
is  set  to  ’true',  MENU  uses  the  program  name  argument  to 
determine  the  option  number  to  be  placed  in  the  CM  file. 
It  then  uses  the  option  number  and  menu  number  to 
determine  which  option  list  to  display  at  the  user 
terminal.  When  the  SETOPT  flag  is  'false',  MENU 
determines  which  option  list  to  display  by  using 
the  option  number  found  in  the  CM  file  and  the  given 
menu  number.  The  option  number  in  the  CM  file  is  not 
changed  in  this  case. 

PROGRAM  USAGE: 

CALL  MENU( FIDCM , PGMNAM , MENUNO , SET OP) 

INPUT  ARGUMENTS: 

FIDCM  -  INTEGER;  file  descriptor  of  the  CM  file 

PGMNAM  -  LOGICAL  *1  (10);  the  program  name  of  the  calling 

program 

MENUNO  -  INTEGER;  menu  number  of  the  option  list  (menu) 

to  be  displayed 

SETOP  -  LOGICAL;  set-the-option-number-in-the-CM-f ile 

flag 


FILES: 


CM  -  communications 

OLPARS  option  file  (OPTION. OLP) 

REFERENCED  BY: 

All  OLPARS  commands 

SUBPROGRAMS  REFERENCED: 

CMGCDS , CMGOTH , CMGSCN,GET0PT , SETOPT , TEXT 
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HISTORY: 

designed  by  Steve  Haehn  September  21,  1978 
programmed  by  Donna  Morris  August  31,1979 
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PROGRAM  NAME:  MICMAC 


CATEGORY:  Terminal  Display  Routine 


PROGRAM  DESCRIPTION: 

MICMAC  produces  a  one-space  display.  It  assumes  that 
the  vectors  iave  already  been  projected  onto  a 
projection  vector  and  are  stored  in  the  DV  file. 
MICMAC  determines  whether  a  macro  or  micro  plot  is 
to  be  displayed . 

PROGRAM  USAGE: 

CALL  MICMAC( FDCM ,FDDI,FDDV,FDPV,FDS1 , CFLAG , PMODE , 
PGMNAM) 


INPUT  ARGUMENTS: 


FDCM  -  INTEGER; 

the 

file 

descriptor 

of 

the 

CM 

file 

FDDI  -  INTEGER; 

the 

file 

descriptor 

of 

the 

DI 

file 

FDDV  -  INTEGER; 

the 

file 

descriptor 

of 

the 

DV 

file 

FDPV  -  INTEGER; 

the 

file 

descriptor 

of 

the 

PV 

file 

FDS1  -  INTEGER; 

the 

file 

descriptor 

of 

the 

SI 

file 

CFLAG  -  INTEGER; 

0  indicates  no  change  in  type 
plot,  1  indicates  change  from 
macro  to  micro  or  vise  versa 

of 

PMODE  -  INTEGER;  OLPARS  ’short'  or  'long'  prompt  flag 

(used  only  in  macro  plots  containing 
multiple  pages) 

PGMNAM  -  INTEGER  array  (10);  Name  to  be  placed  under 

’CURRENT  OPTION: '  on 
display. 

(NOTE,  when  PGMNAM( 1 )  =  0 
the  current  option  name 
found  in  the  CM  file  is 
used  instead.) 
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ALGORITHM  /  NOTES: 

Erase  screen  (ERASE). 

Get  screen  coordinate  information  (CMGSCN). 

Obtain  display  code  (DC)  from  DI  header  (DIGHDI). 
IF  (DC  =  0,  i.e.,  this  display  is  brand  new)  THEN 
IF  (#  of  classes  in  DI  header  <=  3)  THEN 
Create  micro  plot. 

Set  DC  =  6. 

ELSE 

Create  macro  plot. 

Set  DC  =  5. 

ENDIF 


ELSEIF  (DC 

=  6  and  CF  = 

0) 

THEN 

Create 

micro  plot. 

ELSEIF  (DC 

=  6  and  CF  = 

1) 

THEN 

Create 

macro  plot. 

Set  DC 

=  5. 

ELSEIF  (DC 

=  5  and  CF  = 

0) 

THEN 

Create 

macro  plot. 

ELSEIF  (DC 

=  5  and  CF  = 

1) 

THEN 

Create 

micro  plot. 

Set  DC 

=  6. 

ELSE 

Send  error  message  to  user. 
ENDIF 


I  . 
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Write  DC  out  to  DI  header. 

Retrieve  the  projection  vector  pointer,  the  scale  type 
flag  (indicating  counts  or  probabilities),  200m  flag, 
and  the  number  of  bins  displayed  from  the  DI  header. 

Show  user: 

classes  being  displayed  (DISPCL), 

name  of  plot  displayed  (micro  or  macro  plot) , 

range  of  display  values, 

mode  of  scaling  (zoom  or  global), 

type  of  scaling  (counts  or  probabilities)  , 

bin  size  and  number  of  bins. 

IF  (multiple  pages  are  to  be  displayed, 

(MACRO  plots  only))  THEN 

Perform  'Show  user’  for  each  page  and 
include  current  option  and  current  data  set. 

ENDIF 

RETURN 


FILES: 


CM  -  communications 
DI  -  display  information 
DV  -  display  value 
PV  -  projection  vector 
SI  -  Scratch  1 


REFERENCED  BY: 


All  cne-space  structure  analysis  and  logic  design 
routines,  along  with  various  display  utility  programs. 

SUBPROGRAMS  REFERENCED: 

CMGSCN ,  DIGHDI ,  DIGMAX,  DIPHDI,  DISPCL,  DVPHDR , 

EQUALA,  ERASE,  INSINT,  INSPGM ,  INSRET,  MACROP, 

MICROP,  PROMPT,  PVPHDR ,  TEXT,  TRMGET,  TRMPUT, 

WRTNOW ,  WRTODS 


HISTORY: 


designed  by  David  Birnbaum  July  20,  1978 
programmed  by  Steven  Haehn  Oct.  16,  1980 
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PROGRAM  NAME:  MICROP 

CATEGORY:  Terminal  Display  Routine 


PROGRAM  DESCRIPTION: 

MICROP  produces  a  one-space  MICRO  plot.  MICROP 
computes  screen  coordinates,  if  necessary,  and  then 
displays  the  MICRO  plot. 

PROGRAM  USAGE: 

CALL  MICROP(FDCM , FDDI , FDDV , FDS1 ,SCRN) 

INPUT  ARGUMENTS: 

FDCM  -  INTEGER;  file  descriptor  of  the  CM  file 

FDDI  -  INTEGER;  file  descriptor  of  the  DI  file 

FDDV  -  INTEGER;  file  descriptor  of  the  DV  file 

FDS1  -  INTEGER;  file  descriptor  of  the  SI  file 

SCRN  -  INTEGER  array  (19),*  the  OLPARS  screen 

coordinates 


ALGORITHM  /  NOTES: 


Determine  which  bins  the  vector  of  the 
given  data  set  fall  (CNT1SP) 

Determine  vertical  scale  on  display. 
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WHILE  (there  are  classes  to  be  displayed) 

Retrieve  next  class  entry  from  the  DI  file. 

IF  (class  should  be  displayed)  THEN 

IF  (probabilities  are  requested)  THEN 

Convert  bin  counts  to  probabilities. 

Display  class  bin  probabilities. 

ELSE 

Display  class  bin  counts. 

ENDIF 

ENDIF 

ENDWHILE 

IF  (probabilities  are  requested)  THEN 
Label  probability  bin  heights. 

ELSE 

Label  vector  count  bin  heights. 

ENDIF 

RETURN 

FILES: 

CM  -  communications 
DI  -  display  information 
DV  -  display  value 
SI  -  scratch  1 

REFERENCED  BY: 


MICMAC 
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SUBPROGRAMS  REFERENCED: 

CMGOTH ,  CNT1SP ,  DIGENT,  DIGHDI ,  DIGMAX,  DIPHDI, 
DVGHDR ,  DVPHDR ,  INSINT,  INSPGM,  INSRET,  LINSEG , 
MARK,  S1GBC ,  TEXT,  TRMPUT 

HISTORY: 

designed  by  David  Birnbaum  July  21,  1978 
programmed  by  Steven  Haehn  Oct.  17,  1980 
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PROGRAM  NAME:  MODDFS 


CATEGORY:  Utilities  Subroutine 


PROGRAM  DESCRIPTION: 

MODDFS  modifies  the  current  display  flag  symbol  for 
the  classes  entered.  If  the  old  display  flag  symbol 
was  a  blank,  the  class  was  not  used  in  a  previous 
projection,  and  so  the  new  display  flag  symbol  will 
replace  the  old.  Else  if  the  old  symbol  was  not  a 
blank,  the  class  was  used  in  multiple  projections, 
and  so  the  display  flag  substitute  symbol  will 
replace  the  old  symbol. 

PROGRAM  USAGE: 

CALL  MODDFS  ( FDD I , FDTI , ET, NCLASS , NOSYMB , CLSMOD, 
DFSYMB,DFSUBS,DSPTYP) 

INPUT  ARGUMENTS: 

FDDI  -  INTEGER;  the  file  descriptor  of  the  PV  file 

FDTI  -  INTEGER;  the  file  descriptor  of  the  TI  file 

ET  -  INTEGER  array  (TABSIZ);  the  TI  file  entry  table 

NCLASS  -  INTEGER;  the  total  number  of  classes  at  the  node 

NOSYMB  -  INTEGER;  the  number  of  classes  whose  display 

flag  symbol  is  to  be  modified 

CLSMOD  -  INTEGER  array  (NOSYMB);  the  TI  file  slot  numbers 
of  the  classes  whose  display  flag  symbol 
is  to  be  modified 

DFSYMB  -  INTEGER;  the  new  display  flag  symbol  indicating 

singular  use  of  this  class  for 
projections 

DFSUBS  -  INTEGER;  the  substitute  display  flag  symbol 

indicating  multiple  use  of  this  class  for 
projections 

DSPTYP  -  INTEGER;  the  display  type  -  1  for  one-space 

-  2  for  two-space 
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ALGORITHM  /  NOTES: 

DO  1=1 , NoSymb 

Get  the  name  of  the  Ith  class  from  the  TI  file 
(TIGNAM) . 

DO  J=1 , Nclass 

Get  the  name  of  the  Jth  class  from  the  DI  file 
(DIGENT) . 

IF  (the  names  are  the  same)  THEN 

Get  the  old  display  flag  symbol  (DIGEFS). 

IF  (the  old  symbol  is  a  blank)  THEN 

Replace  the  old  display  flag  symbol  with  the 
new  display  flag  symbol  (DIPEFS). 

ELSE 

Replace  the  old  display  flag  symbol  with  the 
display  flag  substitute  symbol  (DIPEFS). 

ENDIF 

Break 

ENDIF 

ENDDO 

IF  (the  class  name  was  not  found  in  the  DI  file)  THEN 
Display  an  error  message. 

Goto  BYEBYE. 

ENDIF 

ENDDO 

RETURN 

FILES: 


DI  -  display  information  file 
TI  -  tree  information  file 
instrumentation  file 
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REFERENCED  BY: 

L2FSHP,  S2FSHP 
SUBPROGRAMS  REFERENCED: 

DIGEFS,  DIGENT,  DIPEFS,  EQUALA,  INSPGM,  INSRET, 
OEXIT ,  TIGNAM,  TRMPUT 

HISTORY: 

designed  by  Jill  King  December  12,  1980 
programmed  by  Jill  King  December  12,  1980 
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PROGRAM  NAME:  MODINI 


CATEGORY:  Logic  Design  Routine  (system  dependent) 


PROGRAM  DESCRIPTION: 

MODINI  can  be  called  by  logic  design  modification 
commands  to  check  the  current  data  set  and  current 
logic  and  to  obtain  necessary  information  from  the  user. 
If  there  is  more  than  one  logic  node  of  a  particular 
requested  type,  it  asks  the  user  to  specify  which  node 
is  to  be  used. 

PROGRAM  USAGE: 

LOGICAL  MODINI 


« 

IF  (  MODINI ( FDCM , COMAND , NODTYP , NODNUM , CLIST, NOCLS , ENTAB , 
FDLI , FDLV, FDTI , FDTV, LOGNAM) ) 


INPUT  ARGUMENTS: 

FDCM  -  INTEGER;  the  file  descriptor  of  the  CM  file 

COMAND  -  LOGICAL  *1  array( CMDLEN) ;  the  name  of  the 

calling  command 

NODTYP  -  INTEGER;  code  representing  the  type  of  logic 

that  is  to  be  modified 


OUTPUT  ARGUMENTS: 

NODNUM  -  INTEGER;  the  logic  node  number  on  which  to 

operate 

CLIST  -  INTEGER  array( MAXCLS) ;  the  list  of  classes 

(slot  numbers)  that  lie  at  logic  node 
’NODNUM' 

NOCLS  -  INTEGER;  number  of  classes  in  'CLIST' 

ENTAB  -  INTEGER  array(TABSIZ) ;  the  entry  table  of  the 

current  data  set 
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FDLI  -  INTEGER;  logic  information  file  descriptor 

FDLV  -  INTEGER;  logic  value  file  descriptor 

FDTI  -  INTEGER;  tree  information  file  descriptor 

FDTV  -  INTEGER;  tree  value  file  descriptor 

LOGNAM  -  INTEGER  array(TRELEN) ;  most  recent  logic 

evaluated  on  current  data  set 

USER  INTERACTION: 

User  is  asked  for  a  logic  node  number  (if  there  is  more 
than  one  node  of  the  specified  type)  . 


ALGORITHM  /  NOTES: 

MODINI  =  -FALSE. 

Get  current  logic  from  CM  file  (CMGLOG). 

Get  current  data  set  from  CM  file  (CMGCDS), 

Open  logic  and  data  set  files  (OPENTR). 

IF  (current  logic  or  current  data  set  does  not  exists) 
THEN 


Print  error  message  to  user. 

ELSEIF  (design  set  from  current  logic  is  not  the  same 
as  current  data  set)  THEN 

Print  error  message  to  user. 

ELSEIF  (last  logic  run  on  the  data  set  was  not  the 
current  logic  (TVGHDR) )  THEN 

Print  error  message  -  tell  user  that  the  last 
logic  applied  to  the  data  set  was  not  the  current 
logic.  In  order  to  proceed,  the  user  must  evaluate 
the  current  data  set  by  the  current  logic. 

ELSEIF  (there  has  been  a  change  in  the  data  as  denoted 
in  the  TV  header)  THEN 

Print  error  message  -  tell  user  logic  can  no 
longer  be  used  on  that  data  set  due  to  a  change 
in  the  data  set. 
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ELSE 

Display  a  list  of  logic  nodes  (GETLST). 

REPEAT 

Prompt  for  an  logic  node  number. 

UNTIL  (a  correct  logic  node  number  is 
entered  or  user  quits) . 

Get  a  list  of  classes  at  the  requested  logic  node 
(GCLIST) . 

ENDIF 

RETURN 


FILES: 

CM  -  communications 
LI  -  logic  information 
LV  -  logic  value 
TI  -  tree  information 
TV  -  tree  vector 


REFERENCED  BY: 


NNMOD 


SUBPROGRAMS  REFERENCED: 


DIAGNOSTICS: 

If  MODINI  =  .FALSE.,  the  calling  program  quits. 

HISTORY: 

designed  by  Steven  Haehn  Dec.  2,  1981 
programmed  by  Steven  Haehn  Dec.  2,  1981 
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PROGRAM  NAME:  MOVE 

CATEGORY:  TERMINAL  I/O  (graphics) 

PROGRAM  DESCRIPTION: 

MOVE  moves  the  cursor  to  the  input  x  and  y  coordinates. 

PROGRAM  USAGE: 

CALL  MOVE(XCOORD, YCOORD) 

INPUT  ARGUMENTS: 

XCOORD  -  INTEGER;  the  x  coordinate  of  the  position  at 

which  the  cursor  is  to  be  placed 

YCOORD  -  INTEGER;  the  y  coordinate  of  the  position  at 
which  the  cursor  is  to  be  placed 

ALGORITHM  /  NOTES: 

* 

Convert  the  input  x  and  y  coordinates  to  real 
plotIO  coordinates. 

IF  (the  plot 1 0  coordinates  lie  within  the  range  of 
the  terminal  coordinates)  THEN 

Convert  the  real  plotIO  coordinates  into  integers. 

ENDIF 

Move  the  cursor  (TEKTXT) . 

RETURN 

END 

REFERENCED  BY:  ' 

PROJMN 

SUBPROGRAMS  REFERENCED: 

TEKTXT 


i 
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PROGRAM  NAME:  MOVEC 


CATEGORY:  Utility  Command 

PROGRAM  DESCRIPTION: 

MOVEC  permits  the  user  to  reorient  data  vectors  by  moving 
their  projected  points  on  a  two-space  coordinate  vector 
scatter  display,  which  is  currently  displayed  at  the 
terminal . 

This  routine  is  intended  for  use  with  trees  which  contain 
nearest  neighbor  reference  patterns. 

PROCRAM  USAGE: 

Called  by  OLPARS  user. 

USER  INTERACTION: 

User  identifies  the  vector  to  be  moved  by  placing  the 
graphics  cursor  'over'  the  corresponding  display 
character  and  typing  in  any  alphabetic  character 
(except  'Q'  or  'R'). 

After  the  vector  is  identified,  the  user  moves  the 
graphics  cursor  to  the  position  the  vector  is  to  be 
placed,  and  types  in  another  alphabetic  character 
(except  'Q'). 

The  character  'Q',  typed  after  the  first  prompt, 
terminates  (quits)  the  process.  The  character  'R' 
redisplays  the  current  display. 

The  character  'Q',  typed  after  the  second  prompt, 
sends  the  program  back  to  the  first  prompt  to  start 
vector  selection  over  (i.e.,  the  current  vector 
chosen  is  not  the  one  to  be  moved)  .  The  character 
'R',  typed  after  the  second  prompt,  places  the  vector 
at  its  new  location  and  redisplays  the  current  display. 

ALGORITHM  /  NOTES: 

All  the  projected  points  (except  the  projected  means) 
found  in  the  display  vector  file  are  updated  to 
reflect  vector  movement. 

Since  only  two  measurements  are  altered  with  MOVEC, 
only  those  statistics  incorporating  the  specified 
measurements  are  updated.  Consequently,  two  measurements 
in  the  mean  vector  are  modified,  and  two  'rows'  and  two 
'columns'  of  the  covariance  matrix  are  modified. 
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To  modify  the  existing  mean,  we  must  subtract  out  the 
measurements  of  the  user  chosen  vector  and  add  back  in 
the  measurements  representing  the  vector's  new  position. 
Note,  the  total  number  of  vectors  remains  constant. 
Therefore , 

NewMn(X)  s  OldMn(X)  +  ( NewVec ( X ) -OldVec ( X ) ) /  totVec 


Where,  NewMn(X) 
OldMn(X) 
NewVec(X) 
OldVec(X) 
totVec 


is  the  new  mean  for  measurement  X 
is  the  old  mean  for  measurement  X 
is  the  new  measurement  X 
is  the  old  measurement  X 
is  the  total  number  of  vectors 
in  the  class 


We  need  to  perform  a  similar  operation  to  modify  the 
existing  class  covariances.  The  following  equation 
shows  how  to  obtain  a  new  covarinace  element  for 
measurements  X  and  Y. 

NewCov(XY)  = 

OldCov(XY)  -  OldVec(X) *01dVec (Y)/totVec 
+  OldMn  (X)*01dMn  (Y) 

+  NewVec ( X ) *NewVec ( Y ) /totVec 
-  NewMn  (X)*NewMn  (Y) 

Remember,  the  entire  covariance  matrix  is  not  recomputed. 
The  effect  of  the  vector  movement  ripples  along  the 
column  and  row  of  the  matrix  corresponding  to  the 
projected  measurements.  For  instance,  suppose  the  current 
data  set  has  five  measurements  per  vector  and  the 
projected  measurements  are  two  and  four.  The  column  and 
row  to  be  modified  can  be  seen  in  the  following  figure. 
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Since  the  covariance  matrix  is  a  symmetric  matrix,  the 
reflective  elements  of  the  modified  row  and  column  must 
also  be  changed  (see  next  figure). 


(1,1)  (1 
(2,1)  — (2 

(3.1)  (3 

(4.1)  — (4 

(5.1)  (5 


2)  (1,3)  (1 

2)  —  (2,3)  — (2 
2)  (3,3)  (3 

2)  — (4,3)  — (4 
2)  (5,3)  (5 


4)  (1,5) 

4)  — (2,5)—  row  to  modify 
4)  (3,5) 

4) — (4 ,5)--  reflective  row 
4)  (5,5) 


reflective 

column 


column  to  modify 


Be  aware  that  the  intersecting  row-column  elements 
(e.g.  (2,2),  (2,4))  should  be  updated  only  once. 

A  special  case  occurs  when  the  non-ref lective 
intersecting  row-column  element  falls  on  the  diagonal  of 
the  covariance  matrix  (i.e.,  the  X  and  Y  projection 
is  determined  by  a  single  measurement)  .  In  this  case, 
the  intersecting  row  column  element  is  the  also  the 
reflective  intersecting  element.  Only  one  row  and 
column  should  be  modified  (see  next  figure). 
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In  OLPARS,  the  'upper  triangular'  portion  covariance 
matrix  is  all  that  is  stored  because  of  the  symmetric 
property  of  the  matrix.  Therefore,  the  total  number  of 
elements  generally  modified  is  equal  to  twice  the 
dimensionality  (ndim)  of  the  matrix  minus  1  (for  the 
intersecting  row-coluir  clement).  See  the  next  figure. 


(1,1) 
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|  I 
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When  the  row-column  element  happens  to  be  the  diagonal 
element  of  the  matrix,  only  'ndim'  elements  are  modified. 
See  next  figure. 
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Make  sure  MOVEC  can  operate  on  current  display. 

(Was  display  created  by  coordinate  projection  command? 
Is  display  a  scatter  plot?  Make  sure  data  set  is  not 
in  excess  measurement  mode.) 

Open  current  data  tree  and  ... 

...  get  1st  lowest  node  pointer  from  senior  node 
...  obtain  data  class  starting  vector  pointers 
and  slot  numbers  of  lowest  nodes  (node  list 
of  displayed  data  classes)  . 
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REPEAT 

Tell  user  to  choose  a  vector  for  moving. 

Get  user’s  selected  vector  coordinates. 

(If  given  character  is  *Q',  exit  program. 

If  character  is  '  R ’ ,  put  up  display  again.) 

Get  vectors  that  fall  near  point,  and  find  closest 
(only  look  at  the  classes  that  are  currently  being 
displayed,  and  never  look  at  mean  vector  found  in 
display  file)  . 

IF  (vector  can  not  be  found  at  requested  position) 
THEN 


Tell  user  about  it  and  continue  to  next 
vector  position  query. 

ENDIF 

Draw  rectangle  around  vector  to  be  moved. 

Tell  user  to  place  the  chosen  vector  at  new  location. 

IF  (user  did  not  enter  'Q')  THEN 

Compute  new  data  coordinates  for  screen 
coordinates  received  and  place  saved  class 
symbol  up  on  the  display. 

IF  (the  newly  chosen  vector  is  not  from  the  class 
of  the  vector  chosen  immediately  before  this 
one)  THEN 

IF  (this  is  not  the  very  first  vector  chosen) 
THEN 

Replace  old  means  and  covariances  in 
lowest  node  and  all  ancesteral  nodes. 

Read  in  mean  vector  and  covariance 
matrix  of  user  chosen  class. 

ENDIF 

ENDIF 

Read  in  chosen  vector  (the  vectors  in  the  TV 
file  should  correspond,  in  order,  to  those 
found  in  the  DV  file)  and  copy  to  new  vector. 

Calculate  new  means  for  user  supplied  point. 
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Adjust  covariance  matrix  for  use  supplied 
coordinates . 


Save  altered  vector  and  projection  point. 

IF  (the  user  typed  'R')  THEN 
Put  up  a  new  display. 

ENDIF 

ENDIF 

UNTIL  (NEVER) 

IF  (any  vectors  were  moved)  THEN 

Make  sure  class  statistics  reflect  modifications. 
ENDIF 
END 


FILES: 


TI  -  tree  information  HS  -  history 

TV  -  tree  vector  CM  -  communication 

DI  -  display  information  OLPARS  options 

DV  -  display  value  Instrumentation 


PV  -  projection  vector 
REFERENCED  BY: 

OLPARS  user 

SUBPROGRAMS  REFERENCED: 

ADUPCM,  BOUND,  CHKEXS, 
CMGSCN,  DIGDC ,  DIGENT, 
DVGVEC ,  DVPVEC ,  EQUALA, 
INSINT,  INSRET,  MARK, 
OPENTR ,  RCTNGL ,  SBUPMC, 
TIGHDR ,  TIGMN ,  TIPCOV, 


CLOSFX , 

CLOSTR , 

CLSCAT , 

CMGCDS 

DIGHDI , 

DIGMAX, 

DISTEU , 

DVGHDR 

ERASE, 

GIN, 

IDX, 

INSINI 

MENU, 

MOVE, 

OEXIT , 

OPENFX 

SETOPT, 

TIGCOP , 

TIGCOV, 

TIGET, 

TIPMN , 

TRMPUT , 

TVGVEC , 

TVPVEC 
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SEE  ALSO: 

NRSTNBR,  S2CRDV 

HISTORY: 

designed  by  Steven  Haehn  December  3,  1981 
programed  by  Steven  Haehn  December  22,  1981 


535 


OLPARS  Program  Specifications 
MTRXDE 

PROGRAM  NAME:  MTRXDE 

CATEGORY:  UTILITY  SUBROUTINE 

PROGRAM  DESCRIPTION: 

MTRXDE  deletes  a  saved  matrix  from  the  Saved 
Transformation  Matrix  (SM)  file. 

PROGRAM  USAGE: 

INTEGER  MTRXDE 

N  =  MTRXDE  ( FDSM ,  PMODE ) 

INPUT  ARGUMENTS: 

FDSM  -  INTEGER;  the  file  descriptor  of  the  SM  file 

PMODE  -  INTEGER;  the  prompt  mode  f 1 3g  from  the 
communications  (CM)  file 

OUTPUT  ARGUMENTS: 

MTRXDE  -  INTEGER;  indicates  the  successfulness  of  the 

program's  completion 

USER  INTERACTION: 

SEE  ALGORITHM  /  NOTES 
ALGORITHM  /  NOTES: 

Retrieve  the  SM  file  header  (SMGHDR). 

IF  (there  are  no  saved  matrices  in  the  file)  THEN 
Print  error  message  and  exit  program  (TRMPUT) . 
ENDIF 
REPEAT 

Prompt  the  user  for  the  name  of  the  matrix  to  be 
deleted  (PROMPT,  TRMGET) . 

IF  (or.'y  one  matrix  is  to  be  deleted)  THEN 
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DO  i  =  1 , MAXMTR 

Retrieve  the  ith  matrix  description  ( SMGMDS) . 

IF  (the  ith  matrix  description  is  the  matrix 
to  be  deleted)  THEN 

Set  the  entry  number  equal  to  i. 

ELSEIF  (this  is  the  last  time  through  the 
loop)  THEN 

Print  message  indicating  that  the  specified 
matrix  has  not  been  found  in  the  file. 

ENDIF 

ENDDO 

ENDIF 

UNTIL  (reply  is  OK) 

Adjust  the  header  information  (SMPHDR). 

Delete  the  matrix  description  (SMPMDS). 

Delete  the  matrix  (SMPLNK). 

RETURN 

FILES: 

SM  -  saved  transformation  matrix  file 
intrumentation  file 

REFERENCED  BY: 

MATRIX 

SUBPROGRAMS  REFERENCED: 

CHARFL,  EQUALA,  INSPGM,  INSRET,  LENGA,  PROMPT, 

SMGHDR ,  SMGLNK,  SMGMDS,  SMPHDR,  SMPLNK,  SMPMDS, 

TRMGET,  TRMPUT 

HISTORY: 

designed  by  Jill  King  March  16,  1981 
programmed  by  Jill  King  March  16,  1981 
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PROGRAM  NAME:  MTRXDP 

CATEGORY:  UTILITY  SUBROUTINE 

PROGRAM  DESCRIPTION: 

Depending  on  the  option  chosen  by  the  user,  MTRXDP  will 
either  'dump'  at  the  terminal  all  or  just  one  saved 
matrix  from  the  saved  tr ansformation  matrix  (SM)  file, 
or  MTRXDP  will  ’print’  at  the  line  printer  all  or  just 
one  saved  matrix  from  the  SM  file. 

PROGRAM  USAGE: 

INTEGER  MTRXDP 

N  =  MTRXDP  ( FDCM ,  FDSM ,  OPTION,  PMODE ) 

INPUT  ARGUMENTS: 

FDCM  -  INTEGER;  the  file  descriptor  of  the 
communications  (CM)  file 

FDSM  -  INTEGER;  the  file  descriptor  of  the  SM  file 

OPTION  -  INTEGER;  the  option  number  chosen  by  the  user; 

2  for  print,  3  for  dump 

PMODE  -  INTEGER;  the  prompt  mode  flag  from  the  CM  file 
OUTPUT  ARGUMENTS: 

MTRXDP  -  INTEGER;  indicates  the  successfulness  of  the 

program's  completion 

USER  INTERACTION: 

SEE  ALGORITHM  /  NOTES 
ALGORITHM  /  NOTES: 

Make  sure  the  SM  file  is  not  empty  (SMGHDR). 

Prompt  the  user  for  the  name  of  the  matrix  to  be 
dumped  or  printed  (PROMPT,  TRMGET) . 
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IF  (only  one  matrix  is  to  be  deleted)  THEN 

Find  the  entry  number  of  that  matrix  (SMGMDS). 

IF  (the  specified  matrix  has  not  been  found  in  the 
file)  Print  error  message  and  exit  (TRMPUT). 

ENDIF 

Get  the  screen  coordinates  and  determine  the  maximum 
number  of  values  per  row  and  the  maximum  number  of 
rows  per  screen  allowed  (CMGSCN). 

DO  i  =  1 , MAXMTR 

IF  (the  present  matrix  is  to  be  shown)  THEN 
Retrieve  the  matrix  description  (SMGMDS). 

IF  (the  matrix  description  is  empty)  THEN 
next 
ELSE 

Erase  the  screen  or  initialize  the  paper. 

Display  or  dump  the  matrix  description  (FILPUT). 

DO  j  s  1 .number  of  vectors  in  matrix 

Display  or  dump  the  jth  row  of  the  matrix 
(FILPUT,  SMGENT) . 

IF  (the  cursor  now  lies  at  the  bottom  of  the 
screen  and  the  whole  matrix  has  not  yet 
been  shown)  THEN 

Ask  the  user  if  she  wants  to  see  the  next 
page  (PROMPT,  TRMGET) . 

ENDIF 

Fix  the  pointers  for  retrieval  of  the  next 
vector . 

ENDDO 

ENDIF 
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IF  (that  was  not  the  last  matrix  to  be  shown)  THEN 

Ask  the  user  if  she  wants  to  see  the  next 
matrix  (PROMPT,  TRMGET) . 

ENDIF 

ENDIF 

ENDDO 

IF  (the  'print'  option  has  been  chosen)  THEN 

Print  the  matrix(s)  at  the  line  printer  (PRINTR). 
ENDIF 
RETURN 

FILES: 

CM  -  communication  file 

SM  -  saved  transformation  matrix  file 

instrumentation  file 

REFERENCED  BY: 

MATRIX 

SUBPROGRAMS  REFERENCED: 

CHARFL,  CLOSE,  CMGSCN,  EQUALA,  ERASE,  FILPUT, 

INSPGM ,  INSRET,  LENGA,  OPENS,  PRINTR,  PROMPT, 

SMGENT,  SMGHDR ,  SMGMDS ,  TRMGET,  TRMPUT 

HISTORY: 

designed  by  Jill  King  March  19,1981 
programmed  by  Jill  King  March  19,1981 
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PROGRAM  NAME:  MTRXEN 

CATEGORY:  UTILITY  SUBROUTINE 

PROGRAM  DESCRIPTION: 

MTRXEN  allows  the  user  to  enter  a  matrix  into  the  Saved 
Transformation  Matrix  (SM)  file.  This  can  be  done  either 
directly  from  the  terminal  or  from  a  file  already 
containing  the  required  information. 

PROGRAM  USAGE: 

INTEGER  MTRXEN 


N  =  MTRXEN  ( FDSM ,  PMODE) 

INPUT  ARGUMENTS: 

FDSM  -  INTEGER;  the  file  descriptor  of  the  SM  file 

PMODE  -  INTEGER;  the  prompt  mode  flag  from  the 
communications  (CM)  file 

OUTPUT  ARGUMENTS: 

MTRXEN  -  INTEGER;  indicates  the  successfulness  of  the 

program's  completion 

USER  INTERACTION: 

SEE  ALGORITHM  /  NOTES 
ALGORITHM  /  NOTES: 

Retrieve  the  SM  file  header  (SMGHDR). 

Make  sure  there  is  at  least  one  saved  matrix  in  the 
file. 

Prompt  the  user  for  the  name  of  the  matrix  to  be 
entered  (PROMPT,  TRMGET) . 
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Make  sure  the  matrix  name  is  a  legal  OLPARS  name 
and  that  it  is  unique  within  the  SM  file  (IDCHK, 

EQUALA,  SMGMDS) . 

Find  the  first  available  empty  location  for  the  new 
matrix  description  (SMGMDS). 

Prompt  the  user  for  the  type  and  dimensionality  of 
the  matrix  to  be  saved  (PROMPT,  TRMGET) . 

Ask  the  user  whether  the  matrix  will  be  entered  from 
the  terminal  or  from  a  file  (PROMPT,  TRMGET). 

IF  (matrix  to  be  entered  from  file)  THEN 

Ask  the  user  for  the  file  name  (PROMPT). 

ELSE 

Print  instructions  for  entering  the  matrix  (TRMPUT) . 
ENDIF 

DO  row  =  1 , MAXMTR 

IF  (matrix  to  be  entered  from  terminal)  Ask  user 
for  the  row  vector  (TRMPUT). 

DO  entry  =  1, matrix  dimensionality 

Retrieve  the  entry  of  the  row  vector  (FILGET). 

IF  (reply  to  prompt  is  QUIT)  THEN 

IF  (QUIT  is  not  first  entry  of  row  vector)  THEN 

Fill  the  remaining  elements  of  the  row  vector 
with  zeros. 

ELSEIF  (QUIT  is  first  entry  of  first  row)  THEN 

Print  message  telling  user  that  no  matrix  has 
been  saved  in  the  file  (TRMPUT). 

ELSEIF  (QUIT  is  first  entry  of  any  but  first  row 
vector)  THEN 

Break 

ENDIF 

ENDIF 
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ENDDO 

IF  (the  user  is  still  entering  vectors)  THEN 

Find  the  next  available  location  for  the  new  row 
vector  (GNSMAE) . 

Enter  the  vector  and  link  pointer  (SMPENT). 

ENDIF 

ENDDO 

Put  the  matrix  description  into  the  file  (SMPMDS). 

Put  the  header  information  into  the  file  (SMPHDR). 

RETURN 

FILES: 

SM  -  saved  transformation  matrix  file 
instrumentation  file 

REFERENCED  BY: 

MATRIX 

SUBPROGRAMS  REFERENCED: 

CHARFL,  CLOSE,  ERASE,  EQUALA,  FILGET,  FLUSHF , 

GNSMAE,  IDCHK,  INSPGM ,  INSRET,  LENGA,  OPENS, 

PROMPT,  SMGHDR ,  SMGLNK ,  SMGMDS,  SMPENT,  SMPHDR, 

SMPLNK ,  SMPMDS,  TRMGET,  TRMPUT 

HISTORY: 

designed  by  Jill  King  March  16,  1981 
programmed  by  Jill  King  March  16,  1981 
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PROGRAM  NAME:  MTRXLI 

CATEGORY:  UTILITY  SUBROUTINE 

PROGRAM  DESCRIPTION: 

MTRXLI  displays  at  the  terminal  the  saved  transformation 
matrix  description  information  for  all  matrices  in  the 
saved  transformation  matrix  (SM)  file. 

PROGRAM  USAGE: 

CALL  MTRXLI  ( FDSM) 

INPUT  ARGUMENTS: 

FDSM  -  INTEGER;  the  file  descriptor  of  the  SM  file 


FILES: 


SM  -  saved  transformation  matrix  file 
instrumentation  file 

REFERENCED  BY: 

MATRIX 

SUBPROGRAMS  REFERENCED: 

INSPGM ,  INSRET,  SMGHDR ,  SMGMDS ,  TRMPUT 

HISTORY: 

designed  by  Jill  King  March  13,  1981 
programmed  by  Jill  King  March  13,  1981 
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PROGRAM  NAME:  MXFRM 


CATEGORY:  TRANSFORMATION  ROUTINE 


PROGRAM  DESCRIPTION: 

MXFRM  transforms  a  symetric  matrix  according  to  the 

formula  below: 

New  Matrix  A(mn)  =  (TvecM)  *  (Old  Matrix  A)  *  (TvecN) 

where  Old  Matrix  A  =  the  input  matrix  to  be 
transformed 

TvecM  =  the  m-th  vector  of  the  transformation 
matrix 

TvecN  =  the  n-th  vector  of  the  transformation 
matrix ,  and 

New  Matrix  A(mn)  =  the  mn-th  element  of  the 
newly  transformed  matrix. 


PROGRAM  USAGE: 

REAL  MXFRM 


N  =  MXFRM(NDIM, A, TVECM, TVECN) 

INPUT  ARGUMENTS: 

NDIM  -  INTEGER;  the  dimension  of  the  transformation 
matrix 

A  -  REAL  array  ( NDIM* ( NDIM+1 ) /2 ) ;  the  symetric 
matrix  to  be  transformed 

TVECM  -  REAL  array  (NDIM);  the  m-th  vector  of  the 
transformation  matrix  to  be  used  in 
the  computations 

TVECN  -  REAL  array  (NDIM);  the  n-th  vector  of  the 
transformation  matrix  to  be  used  in 
the  computations 


OUTPUT  ARGUMENTS: 

MXFRM  -  REAL;  the  mn-th  element  of  the  newly  trans¬ 
formed  matrix 
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FILES: 

instrumentation  file 
REFERENCED  BY: 

EXFRM 

SUBPROGRAMS  REFERENCED: 

INSPGM ,  INSRET 

HISTORY: 

designed  by  Jill  King  April  21,  1981 
programmed  by  Jill  King  April  21,  1981 
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PROGRAM  NAME:  NAMELOG 


CATEGORY:  Utility  Command 


PROGRAM  DESCRIPTION: 

NAMELOG  creates  a  new  logic  tree  file  and  makes  it  the 
'current  logic'  being  used. 

PROGRAM  USAGE: 

User  types  in  'NAMELOG'. 

USER  INTERACTION: 

User  is  asked  for  name  of  the  logic  tree  that  is  to  be 
created . 

ALGORITHM  /  NOTES: 

Erase  the  screen  (ERASE),  get  the  current  data  set 
information  (CMGCDS),  and  get  the  prompt  flag  from 
the  CM  file  ( CMGOTH) . 

Open  the  data  tree  files  (OPENTR),  get  the  TI  file 
header  entry  table  (TIGET) ,  get  the  number  of  low 
nodes,  their  entry  table  slot  numbers,  and  class 
names  (GLONOD) . 

Get  the  number  of  vectors  at  each  lowest  node(TIGCOP) 
and  calculate  the  total  number  of  vectors  in  the 
design  data  set. 

REPEAT 

Ask  user  for  name  of  a  new  logic  tree  that  he  wants 
to  make  the  current  logic  tree  (PROMPT,  TRMGET, 
LGLTRE) 

IF  (logic  name  already  exists)THEN 

Ask  user  if  the  existing  logic  name  is  to 
be  destroyed. 

ENDIF 

UNTIL  (the  logic  tree  name  is  legal  and  unique). 

Create  the  new  logic  tree  files  (CREATR)  and  read  the 
LI  and  LV  file  codes  from  the  LL  file  (LLSRCH). 
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Initialize  data  set  name  in  LI  header  (LIPDSN). 
Initialize  the  counts  and  pointers  in  the  LI  file 
(LIPCAP) . 

Put  class  names  of  the  lowest  nodes  into  the  LI  header 
(LIPCNM) . 

Calculate  the  a  priori  probability  of  a  class  of  vectors 
residing  at  a  particular  data  tree's  lowest  node. 

Store  probabilities  in  LI  file  header  (LIPPRB). 

Create  the  classes  present  bit  map  (EVALBM). 

Create  first  LI  entry  (LIPENT). 

Initialize  LV  file  header  (LVPHDR). 

Set  all  temporary  logic  elements  of  the  data  tree 
vectors  (TV  file)  to  1  because  all  vectors  are 
considered  to  reside  at  the  root  logic  node  of  the 
new  logic  tree  (TIGCOP,  TVGVEC,  TVPVEC) . 

Set  the  latest  logic  information  in  the  TV  file  header 
(TVGHDR ,  TVPHDR) . 

Write  the  current  logic  information  into  the  CM  file 
( CMPLOG) . 

END 


NOTE 

The  a  priori  probability  mentioned  in  the  above 
algorithm  is  defined  by: 


a  priori  prob. 


the  number  of  vectors  in  a  class 


the  number  of  vectors  in  the  design 
data  set 
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FILES: 

CM  -  communications 

HS  -  history  (indirectly  used) 

LI  -  logic  information 

LL  -  logic  list 

LV  -  logic  value 

OP  -  option  (indirectly  used) 

TI  -  tree  information 

TL  -  tree  list  (indirectly  used) 

TV  -  tree  vector 

REFERENCED  BY: 

OLPARS  user 

SUBPROGRAMS  REFERENCED: 

CLOSFX,  CLOSTR ,  CMGCDS,  CMGOTH ,  CMPLOG,  CREATR , 
EQUALA,  ERASE,  EVALBM ,  GLONOD,  INSCHR ,  INSFLT, 
INSINI ,  INSINT,  INSRET,  LGLTRE,  LIPCOP,  LIPCNM, 
LIPDSN ,  LIPENT,  LIPPRB,  LLSRCH,  LVPHDR ,  MENU, 
OEXIT ,  OPENFX ,  OPENTR ,  PROMPT,  SETOPT,  TIGCOP, 
TIGET,  TRMGET ,  TRMPUT ,  TVGHDR ,  TVGVEC,  TVPHDR , 
TVPVEC 


SEE  ALSO: 

SETLOG 

HISTORY: 

designed  by  Steve  Haehn  September  14,  1978 
programmed  by  Donna  Morris  July  1,  1980 
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PROGRAM  NAME:  NBLANK 


CATEGORY:  Utility  Subroutine  (system  dependent) 


PROGRAM  DESCRIPTION: 

NBLANK  checks  a  character  string  for  blanks.  If  all 
characteres  are  blank,  the  function  returns  true.  If 
a  non-blank  character  is  encountered,  the  function 
returns  false. 

PROGRAM  USAGE: 

LOGICAL  NBLANK 


IF( NBLANKUINE, LENGTH,  INDEX, NCHAR) ) 
INPUT  ARGUMENTS: 


LINE  -  LOGICAL  *1  ARRAY;  character  string  to  check 

LENGTH  -  INTEGER;  length  of  'LINE ’ 

INDEX  -  INTEGER;  pointer  in  character  string  at  which 

to  start  checking  for  blanks 

NCHAR  -  INTEGER;  number  of  characters  to  check 

OUTPUT  ARGUMENTS: 


NBLANK  -  LOGICAL;  'true'  if  all  characters  are  blank; 

'false'  if  a  non-blank  character  is 
encountered 


REFERENCED  BY: 

GEN 

HISTORY: 

designed  by  Donna  Morris  March  16,1979 
programmed  by  Donna  Morris  March  16,1979 
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PROGRAM  NAME:  NMDIST 


CATEGORY:  Logic  Design  Routine 


PROGRAM  DESCRIPTION: 

NMDIST  applies  an  NMV  logic  at  a  logic  node  to  a  vector 
and  determines  to  which  logic  node  the  vector  should  be 
assigned.  The  function  is  set  to  the  proper  index  into 
the  array  of  logic  node  numbers.  NMDIST  also  returns  the 
set  of  distances  for  error  information. 

PROGRAM  USAGE: 

INTEGER  FUNCTION  NMDIST 

NODNUM  =  NMDIST(FIDLV, NDIM, VECTOR, LVNEL , DISTS , RE JNOD , 

PROB ,LVPTRS,IGNMS,REJCTS,DET) 


INPUT  ARGUMENTS: 

FIDLV  -  INTEGER;  the  file  descriptor  of  the  LV  file 

NDIM  -  INTEGER;  the  dimension  of  the  vector 

VECTOR  -  REAL  array  (NDIM);  the  vector 

LVNEL  -  INTEGER;  the  number  of  elements  in  an  LV  entry 

PROB  -  REAL  array  (MAXCLS);  the  a  priori  probabilities 

LVPTRS  -  INTEGER  array  (9);  the  LV  file  first  entry 

IGNMS  -  INTEGER  array  (MAXDIM);  the  ignore  measurement 

mask  array 

REJCTS  -  REAL  array  (MAXCLS);  the  reject  distances 

DET  -  REAL  array  (MAXCLS);  the  determinants  of  classes 
OUTPUT  ARGUMENTS: 

NMDIST  -  INTEGER;  the  index  of  the  logic  node  number  to 

which  the  vector  is  assigned. 

DISTS  -  REAL  array  (NCLAS);  the  set  of  distances 

REJNOD  -  LOGICAL;  'true'  means  the  vector  was  assigned  to 

the  reject  node. 
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ALGORITHM  /  NOTES: 

DO  I  =  1  to  NCLAS 

Call  one  of  DISTEU,  DISTVA,  DISTMA,  DISTQC,  to 
compute  the  distance  from  the  vector  to  the  mean  of 
the  class  (or  the  quadratic  classifier  discriminant 
function)  . 


END 

IF  (the  quadratic  classifier  was  not  chosen)  THEN 

Set  NMDIST  =  logic  node  number  of  the  class  cor¬ 
responding  to  th'j  minimum  distance. 


ELSE 


Set  NMDIST  =  logic  node  of  class  corresponding  to  the 
greatest  discriminant  function  evaluation. 

ENDIF 

IF  (the  quadratic  classifier  was  not  chosen)  THEN 
IF  (reject  distances  are  in  use)  THEN 

IF  (the  distance  is  greater  than  the  reject)  THEN 
Set  REJNOD  =  .TRUE. 

ENDIF 

ENDIF 

ENDIF 

RETURN 


FILES: 

LV  -  logic  value 
REFERENCED  BY: 

PENMV ,  LOGEVAL 
SUBPROGRAMS  REFERENCED: 

DISTEU,  DISTMA,  DISTQC,  DISTVA,  GTRGNR ,  INSPGM,  INSRET 
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SEE  ALSO: 

NMV 

HISTORY: 

designed  by  John  W.  Tenney  March  17,  1981 
programmed  by  John  W.  Tenney  May  25,  1981 
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PROGRAM  NAME:  NMEVAL 


CATEGORY:  Logic  Design  Command 


PROGRAM  DESCRIPTION: 

NMEVAL  does  a  partial  evaluation  of  NMV  logic. 
The  logic  must  first  be  created  by  NMV.  NMEVAL 
can  also  be  used  after  NMVMOD. 

PROGRAM  USAGE: 

User  types  in  ’NMEVAL' . 


ALGORITHM  /  NOTES: 

Erase  screen  and  home  cursor  (ERASE). 

Get  a  list  of  NMV  logic  nodes.  If  there  is  more  than 
one,  ask  the  user  for  a  node  number  from  the  list. 

Perform  a  partial  evaluation  of  the  NMV  logic  and 
display  a  confusion  matrix  (PENMV). 

Put  up  option  list  at  user's  terminal  (MENU). 

j  END 

|  REFERENCED  BY: 

!  OLPARS  user 

SUBPROGRAMS  REFERENCED: 

'  i' 

CHKEXS,  CLOSFX ,  CMGCDS,  CMGLOG,  CMGOTH ,  CMPLOG,  ERASE, 

1 1  GETLST,  GTRGNI ,  GTSLOT ,  INSINI,  INSRET,  LIGCOP,  LIGSTR , 

'  LIPCOP,  MENU,  OEXIT ,  OPENFX,  OPENTR ,  PENMV,  PROMPT, 

M  TIGET,  TRMGET,  TRMPUT 

SEE  ALSO: 

NMV,  NMVMOD 


HISTORY: 


designed  by  John  W.  Tenney  Sept.  2,  1981 
programmed  by  John  W.  Tenney  Oct.  9,  1981 


■  - 
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PROGRAM  NAME:  NMV 


CATEGORY:  Logic  Design  Command 


PROGRAM  DESCRIPTION: 

NMV  generates  nearest  mean  vector  logic  based  on  various 
user-specified  options. 

The  first  three  options  of  NMV  classify  an  unknown  vector 
from  the  feature  space  according  to  a  metric  which  is 
computed  from  the  unknown  vector  to  the  mean  vectors  of 
the  classes  of  the  design  set.  The  decision  is  in  favor 
of  the  class  which  produces  the  minimum  value  of  the 
metric.  The  fourth  option  is  the  quadratic  classifier, 
which  chooses  that  class  that  minimizes  a  set  of 
discriminant  functions. 

The  user  is  also  given  the  following  choices: 

a.  Set  reject  distances  for  all  classes  or  a 
specific  reject  distance  for  each  class.  This 
choice  is  not  available  for  option  4. 

b.  Base  the  computations  on  a  subset  of  the  measure¬ 
ments. 

c.  Base  the  computations  on  all  vectors  in  the 
classes  that  have  vectors  at  the  logic  node  or 
just  those  vectors  that  lie  at  the  logic  node. 

OPTIONS: 

1.  The  simple  nearest  mean  vector  option  causes  a 

vector  to  be  assigned  to  the  class  whose  mean 
vector  is  the  closest  in  Euclidean  distance. 

The  metric  d(i)  (for  class  i)  is 

n 

d(i)  =  SUM  <X(j)  -  Mean( j)  )**2 

j=1 

where 

X  =  ( x 1 ,x2 , . . . ,xn)  is  the  unknown  vector 


and  n  =  number  of  measurements 
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2.  The  weighting  vector  option  uses  the  metric 

n  ( x( j)  -  Mean( j) )  »*2 

d(i)  s  SUM - - 

j=1  Var ( j  ,  i ) 

where 

Var(i,j)  =  the  variance  of  the  jth  feature  of 
the  ith  class. 

3.  The  Mahalonobis  distance  option  uses  the  inverse 
covariance  matrix  of  class  i  in  the  computation 
of  the  metric 

d(i)  s  (X  -  Mean(i))  InCov(i)  (X  -  Mean(i)) 
where 

InCov(i)  =  the  inverse  of  the  covariance  for 
class  i. 

and 

Mean(i)  r  the  mean  for  class  i. 
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4.  This  option  is  the  quadratic  classifier.  Given 

the  unknown  feature  vector  X,  the  quadratic 
classifier  is  defined  as  follows.  For  each  class 
i,  compute  the  discriminant  function 

Gi(X)  =  -  ( .5)  (X)  (InCov(i) )  (X) 

+  (Mean(i))  (InCov(i))  (X) 

-  (.5)  (Mean(i))  (InCov(i))  (Mean(i)) 

-  (.5)  log(Det(i))  +  log(P( i) ) 

=  -  (.5)  [  (X)  (InCov(i))  (X) 

-  2  (X)  (InCov(i))  (Mean(i)) 

+  (Mean(i))  (InCov(i))  (Mean(i))  ] 

-  (.5)  log(Det(i))  +  log( P ( i) ) 

where 

InCov(i)  s  the  inverse  covariance  of  class  i 

Det(i)  =  the  determinant  of  class  i 

Gi(X)  s  the  discriminate  result  for  vector 
X  with  respect  to  class  i. 

and 

P(i)  =  the  a  priori  probability  of  class  i 

The  vector  X  is  assigned  to  that  class  i  such 
that: 

Ci(X)  >  Gj(X)  for  all  j  not  equal  to  i 
To  evaluate  the  logic,  use  NMEVAL. 
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PROGRAM  USAGE: 

User  types  in  ' NMV' . 

USER  INTERACTION: 

User  is  asked  to  input  the  various  NMV  options  via  calls 
to  subroutines. 

ALGORITHM  /  NOTES: 

Erase  screen  and  home  cursor  (ERASE). 

Set  up  for  logic  design;  prompt  user  for  an  incomplete 
node  (SETUP) . 

Set  up  logic  block  for  NMV.  This  includes  determining 
which  measurements  and  which  vectors  to  use  in  the 
computations,  computing,  if  necessary,  the  means, 
variances,  the  inverses  of  covariance  matrices,  and  the 
determinants  of  the  covariance  matrices,  and  storing 
these  quantities  in  the  logic  block.  All  of  this  is  done 
in  NMVBSU . 

Prompt  user  for  an  option  number  and  set 
corresponding  flag  in  LV  file  (NMVOPT). 

IF  (option  1,  2  or  3  was  chosen)  THEN 

Prompt  user  for  reject  boundaries  if  desired,  and 
store  in  logic  block  (NMVRJT). 

ENDIF 

Adjust  temporary  logic  elements  in  TV  file  (KILLND). 

Put  up  option  list  at  user's  terminal  (MENU). 

END 
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REFERENCED  BY: 


OLPARS  user 

SUBPROGRAMS  REFERENCED: 

CHKEXS ,  CMGCDS,  CMGOTH ,  ERASE,  INSINI,  INSRET,  KILLND, 
MENU,  NMVBSU ,  NMVOPT,  NMVRJT,  OEXIT,  OPENFX,  SETUP, 
TRMPUT 

SEE  ALSO: 

NMVMOD,  NMEVAL 


HISTORY: 


designed  by  John  Tenney  Sept.  10,  1981 
programmed  by  John  W.  Tenney  Oct.  9,  1981 
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PROGRAM  NAME:  NMVBSU 


CATEGORY:  Logic  Design  Routine 


PROGRAM  DESCRIPTION: 

NMVBSU  sets  up  a  NMV  logic  block.  It  determines  if  a 
user  wants  to  ignore  any  measurements  and  fills  in  the 
corresponding  NMV  logic  block  entry  (which  is  entry  2). 

It  obtains  node  numbers  for  the  classes  and  stores  them. 
It  obtains  LV  entries  for  reject  distances  and  links  them 
with  the  other  entries  in  the  proper  order.  It  obtains 
entries  from  the  statistical  data,  computes  the  data  and 
stores  the  data  in  the  entries. 

PROGRAM  USAGE: 

CALL  NMVBSUC  FIDLI , FIDLV , FIDTI , FIDTV, NODNUM , ALLVEC , ET, 

NDIM , TRUCLS , CLIST , PMODE , QFLAG , LVNEL , ENT  1 ) 

INPUT  ARGUMENTS: 

FIDLI  -  INTEGER;  the  file  descriptor  of  the  LI  file 

FIDLV  -  INTEGER;  the  file  descriptor  of  the  LV  file 

FIDTI  -  INTEGER;  the  file  descriptor  of  the  TI  file 

FIDTV  -  INTEGER;  the  file  descriptor  of  the  TV  file 

NODNUM  -  INTEGER;  the  logic  node  number 

ALLVEC  -  LOGICAL;  TRUE  means  all  vectors  from  the  classes 

FALSE  means  only  those  vectors  at  the 
logic  node 

ET  -  INTEGER  array  (TABSIZ);  the  TI  file  slot  number 

array . 

NDIM  -  INTEGER;  the  dimensionality  of  the  dataset 

TRUCLS  -  INTEGER;  the  number  of  classes  at  the  logic  node 

CLIST  -  INTEGER  array  (NCLAS);  the  list  of  class  slot 
numbers  at  the  logic  node 
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PMODE  -  INTEGER; 
LVNEL  -  INTEGER; 
ENT1  -  INTEGER; 
OUTPUT  ARGUMENTS: 

QF  -  LOGICAL; 


the  prompt  mode  flag 

the  number  of  elements  in  an  LV  entry 
the  entry  number  of  the  LV  first  entry 

'true'  means  user  wishes  to  quit 


USER  INTERACTION: 

NMVBSU  calls  UIGNOR  to  see  if  the  user  wants  to  ignore 
measurements  and  if  he  wishes  to  use  all  vectors  from  the 
classes  at  a  node  or  just  those  falling  at  the  logic  node 

ALGORITHM  /  NOTES: 

Get  a  LV  entry  for  the  first  entry  in  the  NMV 
logic  block  (GNLVAE). 

Set  number  of  classes  and  link  element  in  entry  one. 

IF  (user  wishes  to  ignore  measurements)  THEN 
Ask  for  which  ones  to  be  ignored  (UIGNOR). 

Store  in  second  entry  (PTRGNI). 

Set  ignore  measurement  flag  in  entry  1  to  1  (ignore 
some) . 


ELSE 


Set  ignore  measurement  flag  in  entry  1  to  0  (use  all) 
ENDIF 


Get  node  numbers  (LI  entries)  for  the  classes  (GNLIAE). 

Store  these  node  numbers  in  the  LV  entries  (PTRGNI). 

Set  up  child  entries  in  LI  file  (LIGCLP,  LIGSTR,  EVALBM, 
LIPENT) . 

Set  up  parent  entry  in  LI  file  (LIGCLP,  LIGSTR,  EVALBM, 
LIPENT) 


NMVBSU 
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Allocate  reject  distance  entries  (PTRGNI). 

Set  link  word  (in  entry  1  of  the  NMV  block)  to  first 
entry  of  this  group. 

DO  WHILE  (There  are  more  classes  to  process) . 

IF  (user  desires  to  use  all  vectors  from  the  classes 
at  the  logic  node  in  his  computations,  or  the  logic 
node  is  1)  THEN 

Retrieve  the  means  of  the  classes  from  the  TI  file 
(TIGMN)  and  store  ir.  the  NMV  logic  block  ( PTRGNR)  . 

Retrieve  the  covariance  matrices  (TIGCOV). 

ELSE 

Compute  mean  vector  and  covariance  matrix  of  set  of 
vectors  from  this  class  that  fall  at  the  logic  node 
(LOGMNC)  and  store  means  in  the  LV  file  (PTRGNR). 

ENDIF 

Set  link  pointer  in  LV  file. 

IF  (measurements  were  ignored)  collapse  the  covariance 
matrix  (COLAPS). 

Invert  the  covariance  matrices  ( INVERT, DITHER)  and 
store  inverse  in  NMV  logic  block  (PTRGNR). 

IF  (measurements  were  ignored)  re-expand  the  matrix 
(EXPAND) . 

Set  link  pointer  in  LV  file. 

Store  the  determinant  of  the  covariance  matrices 
returned  from  INVERT  in  a  temporary  array. 

ENDDO 

Store  the  determinants  in  the  logic  block  (PTRGNR). 

RETURN 
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NMV8SU 


FILES: 


TI  -  tree  information 
TV  -  tree  vector 
LI  -  logic  information 
LV  -  logic  value 

REFERENCED  BY: 

NMV 


SUBPROGRAMS  REFERENCED: 


COLAPS,  DITHER, 
INSINT,  INSPGM , 
LIGENT,  LIGSTR , 
TIGCOV ,  TIGMN , 


EVALBM ,  EXPAND, 
INSRET,  INVERT, 
LIPENT,  LOGMNC , 
TRMPUT ,  UIGNOR 


GNLIAE,  GNLVAE ,  INSFLT, 
LIGCLP ,  LIGCNM ,  LIGCOP, 
LVPLNK ,  PTRGNI ,  PTRGNR , 


HISTORY: 


designed  by  John  W.  Tenney  March  22,  1981 
programmed  by  John  W.  Tenney  May  25,  1981 
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PROGRAM  NAME:  NMVMOD 


CATEGORY:  Logic  Design  Command 


PROGRAM  DESCRIPTION: 

NMVMOD  is  designed  to  modify  an  existing  NMV  logic  node. 
The  user  is  giving  a  list  of  nodes  with  nearest  mean 
vector  logic.  If  there  are  no  nodes,  or  no  logic  tree, 
the  program  exits.  After  the  user  enters  the  node  number 
the  NMV  logoc  at  the  node  is  modified. 

NOTE:  To  evaluate  the  logic  use  NMEVAL. 

PROGRAM  USAGE: 

User  types  in  'NMVMOD'. 
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NMVMOD 


ALGORITHM  /  NOTES: 

Erase  screen  and  home  cursor  (ERASE). 

Display  a  list  of  NMV  logic  nodes  (GETLST,TRMPUT) . 

Ask  user  to  enter  a  NMV  logic  node  number  (PROMPT). 

Save  old  distance  option  (GTRGNI). 

Prompt  user  for  an  option  number  and  set 
corresponding  flag  in  LV  file  (NMVOPT). 

IF  (option  1,  2,  or  3  was  chosen)  THEN 

Prompt  user  for  reject  boundaries,  if  desired, 
and  store  in  logic  block  (NMVRJB). 

IF  (user  wishes  to  quit)  save  old  option  number 
(PTRGNI) 

ENDIF 

Fix  temporary  logic  elements  in  the  TV  file  (FXLTMP). 
Put  up  option  list  at  user's  terminal  (MENU) 

END 


565 


uLt'HMi  program  specii ications 
NMVMOD 

REFERENCED  BY: 

OLPARS  user 

SUBPROGRAMS  REFERENCED: 

CHKEXS,  CMGCDS,  CMGLOG,  CMGOTH,  ERASE,  GETLST,  GTRGNI 

GTSLOT ,  INSINI ,  INSRET,  KILLND,  LIGCOP,  LIGSTR ,  MENU, 

NMVOPT ,  NMVRJT,  OEXIT,  OPENFX,  OPENTR ,  PROMPT,  PTRGNI 

TIGET,  TRMGET,  TRMPUT 

HISTORY: 

designed  by  John  W.  Tenney  Sept.  2,  1981 
programmed  by  John  W.  Tenney  Oct.  8,  1981 


uurAno  rrogram  ipeuu  luanuns 

NMVOPT 


PROGRAM  NAME:  NMVOPT 

CATEGORY:  Logic  Design  Routine 

PROGRAM  DESCRIPTION: 

NMVOPT  requests  the  user  to  enter  an  NMV  option  number. 
It  sets  the  weignt  flag  in  the  NMV  logic  block 
accordingly.  If  the  user  wishes  to  quit  NMVOPT  is  set 
equal  to  TRUE. 

PROGRAM  USAGE: 

Q  =  NMVOPT( FIDLV , ENTNO , LVNEL , OPT NMV , PM ODE) 

LOGICAL  FUNCTION  NMVOPT 

INPUT  ARGUMENTS: 

FIDLV  -  INTEGER;  the  file  descriptor  of  the  LV  file 

ENTNO  -  INTEGER;  the  entry  number  of  the  first  entry  in 

the  NMV  logic  block 

LVNEL  -  INTEGER;  the  number  of  elements  in  an  LV  entry 
PMODE  -  INTEGER;  the  prompt  mode  flag 

OUTPUT  ARGUMENTS: 

OPTNMV  -  INTEGER;  the  option  number  chosen  by  the  user 

USER  INTERACTION: 

Asks  user  to  enter  an  NMV  option. 
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ALGORITHM  /  NOTES: 

NMVOPT  =  FALSE 

Prompt  user  until  a  valid  NMV  option  number  is  entered 
(PROMPT) . 

IF  (user  wishes  to  quit)  THEN 
Set  NMVOPT  =  .TRUE. 

ELSE 

Set  weight  flag  in  first  entry  of  NMV  logic  block 
(LVPINT) . 

ENDIF 

RETURN 

FILES: 

LV  -  logic  value 
REFERENCED  BY: 

NMV,  NMVMOD 

SUBPROGRAMS  REFERENCED: 

GTRGNI ,  INSPGM ,  INSRET,  PROMPT,  PTRGNI,  TRMGET,  TRMPUT 
DIAGNOSTICS: 

If  NMVOPT  is  set  to  TRUE,  the  user  has  chosen  to  quit. 

HISTORY: 

designed  by  David  Birnbaura  September  22,  1978 
programmed  by  John  Tenney  Oct.  9,  1981 
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PROGRAM  NAME:  NMVRJT 


CATEGORY:  Logic  Design  Routine 


PROGRAM  DESCRIPTION: 

NMVRJT  asks  the  user  if  he  desires  reject  distances  for 
NMV  logic.  If  so,  it  prompts  the  user  for  the  distances 
and  stores  them  in  the  NMV  logic  block. 

The  nits  the  distances  are  stored  in  is  dependent  on  the 
distance  option  chosen  (NMVOPT).  In  the  case  of  option 
1),  Euclidean,  the  distance  is  stored  in  the  same  units 
as  the  data.  In  the  case  of  options  2),  and  3),  the  dis¬ 
tance  is  stored  as  a  number  of  variances.  This  is 
because  the  distance  function  for  these  two  returns  a 
multiplier  of  variances  ( DISTVA , DISTMA) .  In  actuality, 
the  reject  distance  is  a  multiplier  of  standard 
deviations,  however,  since  the  square  of  the  distances 
is  used  rather  than  the  distance  itself.  This  saves 
computational  time.  (Variance  =  Standard  Dev.  squared). 

PROGRAM  USAGE: 

LOGICAL  FUNCTION  NMVRJT 

Q  =  NMVRJT ( FIDLV, ENTNO , PMODE , LVNEL , NDIM , TRUCLS) 


INPUT  ARGUMENTS: 

FIDLV  -  INTEGER;  the  file  descriptor  of  the  LV  file 

ENTNO  -  INTEGER;  the  entry  number  of  the  first  entry  in 

the  NMV  logic  block 

PMODE  -  INTEGER;  the  prompt  mode  flag 

LVNEL  -  INTEGER;  the  number  of  elements  in  an  LV  entry 

NDIM  -  INTEGER;  the  dimensionality  of  the  dataset 

TRUCLS  -  INTEGER;  the  number  of  classes  at  the  logic  node 

USER  INTERACTION: 

Asks  user  for  reject  distances. 
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ALGORITHM  /  NOTES: 

NMVRJT  =  .FALSE. 

IF  (user  wishes  reject  distances)  (TRMGET). 

IF  (user  wishes  to  quit)  THEN 
Set  NMVRJT  =  .TRUE. 

ELSE 

IF  (user  wishes  a  reject  distance  for  all  classes) 
Prompt  for  a  multiplier. 

ELSE 

Prompt  for  a  multiplier  for  each  class. 

ENDIF 

IF  (Euclidean  option  was  chosen)  THEN 

Retrieve  variances  from  LV  block  (GTRGNR). 

Save  reject  distance  as  multiplier  *  average 
variance. 

ELSE 

Save  reject  distance  as  multiplier. 

ENDIF 

Set  reject  flag  in  first  entry  to  1 . 

Store  reject  distances  (PTRGNR). 

ENDIF 

ELSE 

Set  reject  flag  to  0. 

ENDIF 


RETURN 


uurano  rr ogram  opecxi  lucM-i-una 

NMVRJT 


FILES: 

LV  -  logic  value 
REFERENCED  BY: 

NMV ,  NMVMOD 

SUBPROGRAMS  REFERENCED: 

ERASE,  GTRGNI ,  GTRGNR ,  INSFLT,  INSINT,  INSPGM,  INSRET, 
PTRGNI ,  PTRGNR ,  TRMGET ,  TRMPUT 

DIAGNOSTICS: 

If  the  user  wishes  to  quit,  NMVRJT  is  set  equal  to  TRUE. 

HISTORY: 

designed  by  John  W.  Tenney  Sept.  22,  1981 
programmed  by  John  W.  Tenney  Oct.  9,  1981 
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NNBREV 


PROGRAM  NAME:  NNBREV 


CATEGORY:  Logic  Design  Routine 


PROGRAM  DESCRIPTION: 

NNBREV  (Nearest  Neighbor  Evaluator)  evaluates  a  vector 
against  all  the  vectors  (reference  patterns)  in  a 
reference  pattern  tree.  It  returns  the  class  display 
symbol  associated  with  the  reference  pattern(s)  closest 
to  the  input  vector. 

PROGRAM  USAGE: 

INTEGER  NNBREV 

CLSIDX  =  NNBREV ( RFDTV ,RPTRS,RCLSCT,NDIM,IGNOR, IGNMES , 
NNBRCT, VECTOR , REJECT , CSYMBL) 

INPUT  ARGUMENTS: 

RFDTV  -  INTEGER;  reference  pattern  TV  file  descriptor 

RPTRS  -  INTEGER  ARRAY(MAXCLS,2) ;  vector  pointers  and 

counts  of  r.p.  classes 

RCLSCT  -  INTEGER;  r.p.  cla^s  count  -  number  of  classes 

in  reference  pattern  tree 

NDIM  -  INTEGER;  number  of  measurements  in  r.p.  vector 

IGNOR  -  INTEGER;  ignore  measurements  switch 

1  -  means  ignore  some  measurements 
0  -  use  all  measurements 

IGNMES  -  INTEGER  ARRAY( MAXDIM) ;  measurements-to-ignore 

mask  vector 

NNBRCT  -  INTEGER;  nearest  neighbor  count  -  the  number 

of  nearest  neighbors  to  choose  from 
when  classifying  vector 

VECTOR  -  REAL  array  (NDIM);  vector  to  be  evaluated 
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NNBREV 


OUTPUT  ARGUMENTS: 

NNBREV  -  INTEGER;  index  to  the  reference  pattern  class 

’closest’  to  the  given  vector 

REJECT  -  LOGICAL;  vector-was-re jected  flag  (when  true) 

CSYMBL  -  INTEGER;  class  symbol  of  reference  pattern 

'closest’  to  given  vector 


ALGORITHM  /  NOTES: 

WHILE  (there  are  reference  pattern  classes) 

WHILE(there  is  a  reference  pattern  in  r.p.  class) 

Find  the  distance  between  the  reference 
pattern  and  the  vector. 

Save  the  first  ’NnbrCt*  nearest  neighbor 
distances . 

Search  for  furthest  neighbor  in  saved  nearest 
neighbor  list. 

IF  (the  most  recent  reference  pattern  is  closer 
to  the  vector  than  the  vector's  furthest 
neighbor)  THEN 

Replace  furthest  neighbor  with  the 
new  closer  neighbor. 

ENDIF 

ENDWHILE 

ENDWHILE 

At  this  point  we  have  the  nearest  neighbor(s) 

IF  (we  are  supposed  to  look  at  more  than  1  nearest 
neighbor  (  K  nearest  neighbor  rule))  THEN 

To  classify  the  vector,  the  reference  pattern 
class  which  occurs  most  frequently  must  be 
found  (first  tally  up  votes). 

Now  see  if  there  is  a  tie  vote  to  the  maximum  vote. 


OLPAKS  program  specifications 
NNBREV 


IF  (there  are  no  tie  votes)  THEN 

The  vector  has  been  classified  through  the 
above  vote  count. 

ELSE 

A  tie  was  found,  so  now  break  the  tie  by 
locating  the  set  of  reference  patterns 
that  are  closest  to  the  vector. 

ENDIF 

ENDIF 

RETURN 


FILES: 


TV  -  tree  vector  (reference  patterns) 
REFERENCED  BY: 

EVALU8 

SUBPROGRAMS  REFERENCED: 

DISTEU,  INSCHR ,  INSINT,  INSPGM,  INSRET,  TVGVEC 

HISTORY: 

designed  by  Steven  Haehn  November  9,  1981 
programmed  by  Steven  Haehn  November  18,  1981 
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NNLBSU 


PROGRAM  NAME:  NNLBSU 


CATEGORY:  Logic  Design  Routine 


PROGRAM  DESCRIPTION: 

NNLBSU  (nearest  neighbor  logic  block  set  up)  creates  the 
nearest  neighbor  logic  block  in  the  logic  value  portion 
of  an  OLPARS  logic  tree.  It  also  allocates  and  links 
the  logic  information  entries  that  represent  the  children 
of  the  node  at  which  nearest  neighbor  logic  is  being 
generated . 

PROGRAM  USAGE: 

CALL  NNLBSUC FDLI , FDLV, LOGNOD, NDIM , NCLS , TREENM , PMODE , 
ASOCND , CONTI N ) 

INPUT  ARGUMENTS: 

FDLI  -  INTEGER;  descriptor  for  logic  information  file 

FDLV  -  INTEGER;  descriptor  for  logic  value  file 

LOGNOD  -  INTEGER;  logic  node  at  which  NN  logic  is  being 

created 

NDIM  -  INTEGER;  number  of  measurements  in  data  set 
vectors 

NCLS  -  INTEGER;  number  of  classes  in  data  set 

TREENM  -  INTEGER  ARRAY(TRELEN) ;  name  of  data  tree 

containing  reference  patterns 

PMODE  -  INTEGER;  OLPARS  prompt  mode 


OUTPUT  ARGUMENTS: 

ASOCND  -  INTEGER  ARRAY( MAXCLS+2 ) ;  logic  nodes  associated 

with  data  set  classes 

CONTIN  -  LOGICAL;  continuation  flag  - 

when  true,  keep  going 
when  false,  abort  program 

USER  INTERACTION: 

This  program  calls  'UIGNOR'  to  obtain  the  measurements 

to  be  ignored  when  evaluating  nearest  neighbor  logic. 
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ALGORITHM  /  NOTES: 

Ask  user  for  measurements  to  ignore 

Allocate  a  Logic  Information  entry  (node)  for  each 
class  present  at  the  logic  node,  plus  1  for  a  reject 
node. 

Create  nearest  neighbor  logic  entries  in  Logic  Value  fil 

1.  (allocate  NN  block  header,  1  entry  -  fill  in  header) 

2.  (create  reference  pattern  tree  name  entry) 

3.  (create  ignore  measurement  vector  entry) 

4.  (create  associated  logic  node  list  entry(ies)) 

5.  (write  out  NN  block  header) 

Obtain  the  names  of  the  classes  present  in  the 
design  data  set  along  with  the  indices  of  the 
classes  present  at  the  NN  logic  node  (to  be  used 
when  creating  each  child  node  of  the  NN  logic  node) . 

Obtain  NN  node  structure  for  use  in  creation 
of  a  child  node  structure  template. 

Complete  and  write  out  each  child  logic  node 

Update  the  NN  node  so  it  ’knows’  about  its  children 
and  logic  region. 


FILES: 


LI  -  logic  information 
LV  -  logic  value 

REFERENCED  BY: 

NRSTNBR 

SUBPROGRAMS  REFERENCED: 

EVALBM,  GNLIAE,  GNLVAE ,  INSCHR,  INSINT,  INSPGM,  INSRET, 
LIGCLP ,  LIGCNM ,  LIGCOP,  LIGENT,  LIGSTR ,  LIPENT,  PTRGNI , 
UIGNOR 


HISTORY: 


designed  by  Steven  Haehn  November  9,  1981 
programmed  by  Steven  Haehn  November  19,  1981 
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NNMEAN 


PROGRAM  NAME : 


NNMEAN 


CATEGORY: 


Logic  Design  Routine 


PROGRAM  DESCRIPTION: 


NNMEAN  creates  a  reference  pattern  tree  using  the  means 
of  the  design  data  set  classes  present  at  the  current 
logic  node.  Each  reference  pattern  class  has  a  complete 
node  created  for  it.  The  class  means  are  placed  in  tree 
vector  file  entries  (and  the  mean  vector  areas  of  the 
tree  information  file).  The  individual  class  covariances 
are  set  to  zero.  The  entire  tree  is  created  by  NNMEAN 
except  for  the  senior  node's  means  and  covariances 
(these  are  zeroed  out). 


PROGRAM  USAGE: 


CALL  NNMEAN  ( NEWT I , NEWTV, OLDTI , OLDTV , CLIST, NCLIST , NDIM , 
LASTND, ENTBLE) 


INPUT  ARGUMENTS: 


NEWTI  -  INTEGER;  file  descriptor  for  ref.  pat.  TI  file 

NEWTV  -  INTEGER;  file  descriptor  for  ref.  pat.  TV  file 

OLDTI  -  INTEGER;  file  descriptor  of  data  TI  file 

OLDTV  -  INTEGER;  file  descriptor  of  data  TV  file 

CLIST  -  INTEGER  ARRAY( MAXCLS) ;  slot  numbers  of  classes 

present  at  logic  node 

NCLIST  -  INTEGER;  number  of  classes  present 

NDIM  -  INTEGER;  number  of  measurements  in  data  vector 
ENTBLE  -  INTEGER  ARRAY(TABSIZ) ;  entry  table  of  data  tree 


OUTPUT  ARGUMENTS: 


LASTND  -  INTEGER;  entry  of  last  node  in  ref.  pat.  tree 

ENTBLE  -  INTEGER  ARRAY(TABSIZ) ;  entry  table  of  reference 

pattern  tree 


577 


OLPARS  Program  Specifications 
NNMEAN 


ALGORITHM  /  NOTES: 

Create  senior  node  of  new  tree 
(with  empty  means  and  covs.). 

WHILE  (there  are  low  nodes  in  the  existing  data  tree) 
Write  out  new  node  name. 

Obtain  and  update  counts  and  pointers  for  new  node. 
Write  out  node's  new  counts  and  pointers. 

Write  out  node's  means. 

Write  out  node's  covariances. 

Write  out  node's  vector  (the  mean  vector). 

ENDWHILE 

Fix  last  lowest  node's  lowest-node-link-pointer 
(LNLP  of  this  node  must  indicate  there  are  no 
more  lowest  nodes  in  tree)  ,  and  sibling  pointer 
(SP  must  show  there  are  no  siblings  to  last  node). 

Create  new  tree's  entry  table. 

Create  new  tree's  header  sections  (TI  and  TV) 
and  make  sure  senior  node  knows  about  its  kids. 

RETURN 


FILES: 


TI  -  tree  information  (2) 

TV  -  tree  vector  (2) 

REt-L  "NCED  BY: 

NRSTNBR 

SUBPROGRAMS  REFERENCED: 

INSCHR ,  INSINT,  INSPGM,  INSRET,  TIGCAP,  TIGCOP,  TIGHDR , 
TIGMN ,  TIGNAM,  TIPCAP,  TIPCOP,  TIPCOV,  TIPET,  TIPHDR, 
TIPMN ,  TIPNAM,  TVPHDR ,  TVPVEC 

HISTORY: 

designed  by  Steven  Haehn  November  9,  1981 
programmed  by  Steven  Haehn  November  18,  1981 
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PROGRAM  NAME:  NNMNCV 


CATEGORY:  Logic  Design  Routine 


PROGRAM  DESCRIPTION: 

NNMNCV  computes  the  means  and  coavariances  for  the 
reference  pattern  vectors  found  in  the  nearest  neighbor 
(NN)  rule  'store'.  The  vectors  are  transferred  to  the 
reference  pattern  tree  vector  file  currently  being 
created . 

PROGRAM  USAGE: 

CALL  NNMNCV ( STORFD , RPFDTV , NDIM , FRSTVC , NXTVEC , MEAN,  COV, 
NVEC) 

INPUT  ARGUMENTS: 

STORFD  -  INTEGER;  file  descriptor  of  the  CNN  rule  'store' 
RPFDTV  -  INTEGER;  ref.  pat.  tree  vector  file  descriptor 
NDIM  -  INTEGER;  number  of  measurements  in  r.p.  vector 
FRSTVC  -  INTEGER;  'store'  pointer  to  first  vector  of 

reference  pattern  class 

OUTPUT  ARGUMENTS: 

NXTVEC  -  INTEGER;  pointer  to  next  vector  in  r.p.  tree 
MEAN  -  REAL  ARRAYC MAXDIM) ;  class  mean  vector 
COV  -  REAL  ARRAY( MAXDIM* ( MAXDIM+1 )/2) ;  class  covs. 

NVEC  -  INTEGER;  number  of  vectors  in  given  r.p.  class 


ALGORITHM  /  NOTES: 

Read  each  vector  from  the  reference  pattern  'store' 
(following  links  to  obtain  each  vector),  write 
each  vector  to  the  reference  pattern  tree  vector 
file,  and  compute  the  'running'  means  and  covariances. 

FILES: 

'store'  (see  NNPASS) 

TV  -  tree  vector 

REFERENCED  BY: 


NNSORT 


OLPAKS  Program  Specifications 
NNMNCV 

SUBPROGRAMS  REFERENCED: 

INSFLT,  INSINT,  INSPGM,  INSRET,  TVGVEC,  TVPVEC 
SEE  ALSO: 

NNPASS 

HISTORY: 

designed  by  Steven  Haehn  November  9,  1981 
programmed  by  Steven  Haehn  November  19,  1981 
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PROGRAM  NAME:  NNMOD 


CATEGORY:  Logic  Design  Command 


PROGRAM  DESCRIPTION: 

NNMOD  modifies  nearest  neighbor  logic  at  a  user  chosen 
logic  node.  The  user  has  the  option  of  changing  the 

1)  number  of  neighbc-s  being  used  during  evaluation, 

2)  the  reference  pattern  tree  to  be  used  during 
evaluation,  and  3)  the  set  of  measurements  to  be  ignored 
during  evaluation. 

This  command  can  only  be  used  after  the  NRSTNBR  command 
has  created  nearest  neighbor  logic  in  the  current  logic 
tree. 

PROGRAM  USAGE: 

User  types  ’NNMOD’, 


USER  INTERACTION: 

The  user  is  asked: 

1.  which  nearest  neighbor  (NN)  logic  node  should  be 
changed  (providing  there  is  more  than  one  NN  logic 
in  the  current  logic  tree) . 

2.  for  the  modification  option  to  be  used 

(a)  neighbor  count  modification  - 
(queried  for  neighbor  count) 

(b)  use  of  different  reference  pattern  tree  - 
(queried  for  tree  name) 

(c)  measurements  to  be  ignored  - 
(asked  if  any  measurements  are  to  be 

ignored  and  for  index  of  measurement  to 
be  ignored) 
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ALGORITHM  /  MOTES: 

Ask  user  to  choose  which  NN  logic  node  is  to  be  modified, 
(only  if  more  than  one  exists  in  tree). 

WHILE  (user  has  not  requested  the  program  exit) 

Ask  user  for  modification  option. 

IF  (the  neighbor  count  is  to  be  changed)  THEN 

Ask  user  for  new  neighbor  count. 

Update  NN  logic  block. 

ELSEIF  (R.P.  tree  name  is  to  be  changed)  THEN 

Ask  user  for  name  of  tree  to  be  used  in 
subsequent  evaluations. 

Update  NN  logic  block. 

ELSEIF  (measurements  are  to  be  ignored)  THEN 

Ask  user  if  any  measurements  are  to  be  ignored. 

IF  (there  are  any  meas.  to  be  ignored)  THEN 

Ask  user  for  index  of  meas.  to  be  ignored. 
ENDIF 

Update  NN  logic  block. 

ENDIF 

ENDWHILE 


FILES: 


CM  -  communications 
HS  -  history 

TI  -  tree  information  (2) 
TV  -  tree  vector  (2) 

REFERENCED  BY: 

OLPARS  user 


LI  -  logic  information 
LV  -  logic  value 
Instrumentation 
OLPARS  options 
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SUBPROGRAMS  REFERENCED: 

CLOSTR ,  CMGCDS ,  CMGOTH ,  ERASE,  GTRGNI,  INSINI,  INSRET, 
LIGCOP ,  LIGSTR;  MENU,  MODINI,  OEXIT,  OPENFX,  OPENTR , 
PROMPT,  PTRGNI ,  TRMGET ,  TRMPUT ,  UIGNOR 

SEE  ALSO: 

NRSTNBR 


HISTORY: 


designed  by  Steven  Haehn  November  30,  1981 
programmed  by  Steven  Haehn  December  7,  1981 
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PROGRAM  NAME:  NNPASS 


CATEGORY:  Logic  Design  Routine 


PROGRAM  DESCRIPTION: 

NNPASS  cycles  through  all  the  vectors  of  the  design 
tree  ('grab  bag')  classifying  them  using  the  vectors 
(reference  patterns)  in  'store.'  Those  incorrectly 
classified  are  removed  from  'grab  bag'  and  added  to 
'store.'  After  a  complete  pass  thru  the  'grab  bag’, 
the  user  is  shown  how  many  vectors  have  been  added 
to  'store'  before  the  next  pass  through  'grab  bag.’ 

If  no  vectors  have  been  added,  the  program  is  done 
processing  the  data  tree. 

PROGRAM  USAGE: 

CALL  NNPASS( DSTI , DSTV , CLIST , NCLIST , NDIM , ENTBLE , ASKOK, 
STORFD, LINKS, CONTIN) 

INPUT  ARGUMENTS: 

DSTI  -  INTEGER;  descriptor  of  data  set  tree 

information  file 

DSTV  -  INTEGER;  descriptor  of  data  set  tree 
vector  file 

CLIST  -  INTEGER  ARRAY ( MAXCLS) ;  slot  numbers  of  the 

classes  present  at  the  NN  logic  node 

NCLIST  -  INTEGER;  number  of  classes  present  at  the  NN 

logic  node 

NDIM  -  INTEGER;  number  of  measurements  in  a  data  vector 

ENTBLE  -  INTEGER  ARRAY(TABSIZ) ;  entry  table  of  design 

data  tree 

ASKOK  -  LOGICAL;  user  interaction  switch: 

true  -  means  user  wants  to  be  able 
to  abort  creation  of  nearest 
neighbor  logic 

false  -  means  user  does  not  interact 
with  program  after  each  pass 
through  ' grab  bag'  . 
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OUTPUT  ARGUMENTS: 

STORFD  -  INTEGER;  file  descriptor  of  reference  pattern 

*  store ' 

LINKS  -  INTEGER  AR RAY( MAXCLS ) ;  pointers  to  linked 

reference  pattern  vectors 

CONTIN  -  LOGICAL;  program  continuation  switch: 

true  -  means  finish  creating  r.p.  tree 
false  -  means  do  not  create  r.p.  tree 

ALGORITHM  /  NOTES: 

Create  the  ’store'  and  'grab  bag'  vector  areas. 

Copy  the  tree  vectors  to  the  'grab  bag'  region. 

Place  the  last  vector  read  into  the  'store'  region. 

WHILE  (there  is  a  vector  in  the  'grab  bag'  and 
the  'store'  has  been  modified) 

Look  thru  the  grab  bag  for  a  vector  that  can 
not  be  classified  by  the  reference  patterns 
currently  found  in  the  'store'. 

IF  (the  reference  pattern  closest  to  the  vector 
does  not  belong  to  that  vector's  class)  THEN 

Move  that  vector  from  the  'grab  bag'  to  the 
reference  pattern  'store'. 

ENDIF 

Tell  user  about  this  pass's  results. 

Query  user  if  requested  to  and  there  has 
been  a  change  in  the  reference  pattern  'store'. 

ENDWHILE 

RETURN 


FILES: 

TI  -  tree  information 
TV  -  tree  vector 
' store' 

'grab  bag' 
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REFERENCED  3Y: 

NRSTNBR 

SUBPROGRAMS  REFERENCED: 

CLOSFX ,  DISTEU ,  EQUALA,  INSCHR,  I  SINT,  INSPGM, 
OPNTMP ,  TIGCOP ,  TIGHDR ,  TRMGET,  TRMPUT,  TVGVEC  , 

SEE  ALSO: 

NRSTNBR 

HISTORY: 

designed  by  Steven  Haehn  November  9,  1981 
programmed  by  Steven  Haehn  November  18,  1981 
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TVPVEC 
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PROGRAM  NAME:  NNSORT 


CATEGORY:  Logic  Design  Routine 


PROGRAM  DESCRIPTION: 


NNSORT  sorts  the  reference  patterns  placed  in  the 
condensed  nearest  neighbor  'store'  (really  NNPASS  has 
already  performed  an  insertion  sort;  NNSORT  simply 
'sorts’  by  following  sort  ordered  links)  into  class 
order  and  stores  them  in  a  tree  vector  file.  It  also 
computes  the  means  and  covariances  of  each  class  and 
stores  them  in  the  corr espond ing  tree  information  file, 
along  with  the  proper  header  entries. 

PROGRAM  USAGE: 

CALL  NNSORT(RPTI, RPTV , DSTI , STORFD , CLIST , NCLIST , NDIM  , 
LINKS, ENTABL.LASTND) 

INPUT  ARGUMENTS: 


RPTI 

RPTV 

DSTI 

STORFD 

CLIST 

NCLIST 

NDIM 

LINKS 

ENTABL 


INTEGER;  file  descriptor  of  reference  pattern 
tree  information  file 

INTEGER;  file  descriptor  of  reference  pattern 
tree  vector  file 


INTEGER 


file  descriptor  of  data  set  tree 
information  file 


INTEGER 


file  descriptor  of  CNN  rule  'store' 


INTEGER  ARRAY(MAXCLS) ;  slot  numbers  of  the 

classes  present  at  the  NN  logic  node 


INTEGER;  number  of  classes  present  at  the  NN 
logic  node 


INTEGER;  number  of  measurements  in  data  vector 

INTEGER  ARRAY(MAXCLS) ;  links  to  first  vector 
of  each  reference  pattern  class 


INTEGER  ARRAY(TABSIZ) ;  data  tree  entry  table 
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OUTPUT  ARGUMENTS: 

ENTABL  -  INTEGER  ARRAY(TABSIZ) ;  reference  pattern  tree 

entry  table 

LASTND  -  INTEGER;  entry  (and  slot)  number  of  the  last 

node  in  the  reference  pattern  tree 

ALGORITHMS  /  NOTES: 

Create  senior  node  of  new  tree 
(with  empty  means  and  covariances). 

Pick  up  the  first  lowest  node  in  the  given  data  tree. 

WHILE  (there  are  low  nodes  in  the  existing  data  tree) 

Write  out  new  node  name. 

Compute  the  means  and  covariances  of  the 
reference  pattern  class  and  move  the 
reference  pattern  vectors  to  their  tree 
vector  file. 

Write  out  node's  means  and  covariances. 

Update  counts  and  pointers  for  new  node. 

ENDWHILE 

Fix  last  lowest  node's  lowest-node-link-pointer 
(LNLP  of  this  node  must  indicate  there  are  no 
more  lowest  nodes  in  tree)  ,  and  sibling  pointer 
(SP  must  show  there  are  no  siblings  to  last  node) . 

Create  new  tree's  entry  table. 

Create  new  tree's  header  sections  (TI  and  TV) 
and  make  sure  senior  node  knows  about  its  kids. 

RETURN 

FILES: 

TI  -  tree  information  (reference  pattern  tree) 

TV  -  tree  vector  (reference  pattern  tree) 

TI  -  tree  information  (design  data  tree) 

' store' 

REFERENCED  BY: 

NRSTNBR 
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Progr am  specific at 1 on s 

NNSORT 


SUBPROGRAMS  REFERENCED: 

f 

J  INSCHR ,  INSINT,  INSPGM,  INSRET,  NNMNCV ,  TIGCAP,  TIGCOP, 

TIGHDR ,  TIGNAM,  TIPCAP,  TIPCOP,  TIPCOV,  TIPET,  TIPHDR , 
TIPMN ,  TIPNAM,  TVPHDR 


HISTORY: 


designed  by  Steven  Haehn  November  9,  1981 
programmed  by  Steven  Haehn  November  18,  1981 
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PROGRAM  NAME:  NODCOM 


CATEGORY:  Data  Tree  File  Access  Routine 


PROGRAM  DESCRIPTION: 

NODCOM  creates  the  counts  and  pointers,  and  the  mean  vector  and 
covariance  matrix  for  a  TI  file  entry  for  a  set  of  combined 
nodes.  NODCOM  follows  the  linked  list  of  lowest  nodes  beneath 
the  parent  node  and  picks  out  those  nodes  that  are  to  be 
combined.  The  counts  and  pointers  of  the  new  combined  node  are 
placed  in  the  TI  file  entry  of  the  first  node  to  be  combined 
(first  in  the  sense  of  the  lowest  node  linked  list).  The  reason 
for  this  is  that  any  nodes  that  point  to  the  first  combined  node 
do  not  have  to  be  altered.  NODCOM  adjusts  the  counts  and 
pointers  of  all  entries  of  the  TI  file  affected  by  the 
combining.  NODCOM  returns  the  slot  number  of  the  new  node  in 
SLTNEW . 

PROGRAM  USAGE: 

CALL  "NODCOM  (FID,  NDIM ,  ET,  TABLE,  NUM,  SLTPAR ,  SLTNEW) 

INPUT  ARGUMENTS: 

FID  -  INTEGER;  the  file  descriptor  of  the  TI  file 
NDIM  -  INTEGER;  the  dimensionality  of  the  dataset 
ET  -  INTEGER  array;  the  entry  table 

TABLE  -  INTEGER  array;  slot  numbers  of  nodes  to  be 

combined 

NUM  -  INTEGER;  number  of  nodes  to  be  combined 

SLTPAR  -  INTEGER;  slot  number  of  the  parent  node 
OUTPUT  ARGUMENTS; 

SLTNEW  -  INTEGER;  slot  number  of  the  new  node 
ALGORITHM  /  NOTES: 

In  order  to  understand  the  algorithm  for  NODCOM,  we 

need  to  define  two  words: 

Contiguous  -  Two  siblings  in  a  data  tree  are 

continguous  if  one's  sibling  pointer 
points  to  the  other  sibling. 
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Chain  -  A  chain  is  a  list  N(1),  N(k)  of 

nodes  that  are  siblings  and  such  that 
N(c)  is  contiguous  with  N(c+1)  for 
c  =  1,  . ..,  k-1 .  In  general,  chains  will 
satisfy  some  sort  of  property,  e.g.,  a 
chain  of  nodes  to  be  combined.  When 
considering  chains  that  satisfy  this 
property,  we  will  operate  on  th-  largest 
chains  possible. 

NODCOM  works  on  chains  of  nodes  to  be  combined.  For 
example,  in  the  diagram  below,  nodes  1,  3,  4 ,  and  5 
are  to  be  combined.  NODCOM  would  first  operate  on 
the  chain  [1]  and  then  on  the  chain  [31^,53.  All  the 
results  would  be  placed  in  the  entry  for  node  1 . 
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IF  (parent’s  first  child  is  not  the  first  node  to 
combine)  THEN 

Check  parent's  children  starting  with  the  sibling 
of  the  first  child  until  the  first  node  to  combine 
is  found. 

ENDIF 

Get  the  sibling  of  the  first  node  to  combine. 
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WHILE  (the  sibling  is  a  node  to  combine) 

Add  the  mean  vector  and  covariance  matrix  of  the 
sibling  to  the  mean  vector  and  covariance  matrix 
of  the  first  node  to  combine. 

IF  (we  still  have  more  nodes  to  combine) 

Get  the  next  sibling. 

ENDIF 

ENDWHILE 

IF  (there  are  at  least  two  nodes  in  the  first  chain)  THEN 

Update  the  SP  and  LNLP  of  the  first  node  in  the  chain: 

SP  (=  SP  of  last  node  in  chain) 

LNLP  (=  LNLP  of  last  node  in  chain) 

IF  (last  node  in  chain  is  not  last  lowest  node)  THEN 

Adjust  LNBP  of  the  lowest  node  following  last 
node  in  chain  (=entry  slot  of  first  node  in 
chain) 

ENDIF 

ENDIF 

WHILE  (there  are  more  nodes  to  be  combined) 

Get  the  next  sibling  and  find  the  first  node  of  the 
new  chain. 

Get  the  sibling  of  the  first  node  of  the  new  chain. 

WHILE  (the  sibling  is  a  node  to  combine) 

Add  the  mean  vector  and  covariance  matrix  of  the 
sibling  to  the  mean  vector  and  covariance  matrix 
of  the  first  node  to  combine. 

Get  the  next  sibling. 

ENDWHILE 

For  the  sibling  preceding  the  chain,  adjust  the: 

SP  (=  SP  of  last  node  in  chain) 

For  the  lowest  node  preceding  the  chain,  adjust  the: 
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LNLP  (=  LNLP  of  last  node  in  chain) 

For  the  lowest  node(if  any)  following  the  chain, 
adjust  the: 

LNBP  (=LMBP  of  first  node  in  chain) 

ENDWHILE 

Set  SLTNEW  =  BPET  of  first  node  to  combine 

For  the  first  node  to  combine,  adjust  the: 

NOVECS  (=  total  number  of  vectors  combined) 

VP  (=  1) 

Adjust  the  number  of  chidren  count  of  the  parent  entry 
and  the  lowest  node  count  of  the  parent  entry  and  of 
the  parent's  ancestors'  entries. 


FILES: 


TI  -  tree  information 
REFERENCED  BY: 

COMNOD 

SUBPROGRAMS  REFERENCED: 

ADDMCV ,  FIXKLV,  INSINT,  INSLOG,  INSPGM 
INSRET,  OEXIT,  TIGCAP,  TIGCOP,  TIGCOV 
TIGMN ,  TIPCAP,  TIPCOP,  TRMPUT 


HISTORY: 


designed  by  David  Tipton  August  16,  1980 
programmed  by  David  J.  Tipton  October  30,  1980 
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PROGRAM  NAME:  NORMXFRM 


CATEGORY:  Transformation  Command 


PROGRAM  DESCRIPTION: 

NORMXFRM  creates  a  new  data  tree  which  is  a  normalized 
version  of  the  current  data  set.  NORMXFRM  calculates 
the  standard  deviations  of  the  entire  current  data  set 
(root  node)  and  calls  'NXFRM'  to  do  the  transformation. 
The  normalization  procedure  involves  dividing  each 
measurement  of  each  vector  by  the  standard  deviation 
of  that  measurement  for  the  entire  current  data  set. 

The  variance  of  each  measurement  in  the  new  data  tree 
is,  therefore,  one. 

PROGRAM  USAGE: 

User  types  in  'NORMXFRM'. 

USER  INTERACTION: 

Prompts  for  a  new  treename.  At  end  asks  user  if  he 
wishes  to  save  transformation  matrix. 

FILES: 

CM  -  Communications 

HS  -  History  (indirectly  used) 

INSTRU.DAT  -  Instrumentation  (indirectly  used) 

OPTION. OLP  -  Option  (indirectly  used) 

SM  -  Saved  Matrix 

TI  -  Tree  Information  (current  tree  and  new  tree) 

TL  -  Tree  List 

TV  -  Tree  Vector  (current  tree  and  new  tree) 

REFERENCED  BY: 

OLPARS  user 

SUBPROGRAMS  REFERENCED: 

CHKEXS ,  CLOSFX ,  CLOSTR,  CMGCDS,  CMGOTH , 

ERASE,  INSINI ,  INSINT,  INSRET,  MENU,  NXFRM, 

OEXTT ,  OPENFX ,  OPENTR ,  SAVMAT ,  TIGET, 

TIGVAR ,  TRMPUT ,  UIXFRM, 
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HISTORY: 

designed  by  Dave  Birnbaum  September  7,  1978 
programmed  by  Donna  Morris  March  1,  1981 
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PROGRAM  NAME: 


NRSTNBR 


CATEGORY: 


Logic  Design  Command 


PROGRAM  DESCRIPTION: 


NRSTNBR  creates  a  nearest  neighbor  logic  at  the  specified 
node  of  the  current  logic  tree.  The  resultant  logic 
consists  of  a  reference  tree  created  by  1)  using  the 
entire  data  tree,  2)  the  mean  vectors  of  a  data  tree,  or 
3)  the  "condensed  nearest  neighbor"  rule  of  Hart. 

(See  HART,  P.  E.,  "The  Condensed  Nearest  Neighbor  Rule," 
IEEE  Trans.  Info.  Th.,vol.  IT  14,  pp.  515-516,  May  1968.) 

No  partial  evaluation  is  performed  for  this  logic. 

Partial  evaluations  are  not  needed  for  the  CNN  rule 
or  when  using  the  entire  data  tree  because  classification 
is  defined  to  be  100  percent  for  the  design  data  classes 
present  at  the  logic  node. 

For  the  CNN  rule,  statistics  are  presented  to  the  user 
(e.g.,  number  of  passes,  number  of  vectors  in  classes 
present  at  logic  node,  and  number  of  reference  patterns 
selected) . 

This  program  can  be  expanded  or  changed  to  incorporate 
additional  nearest  neighbor  rules. 


PROGRAM  USAGE: 

User  types  in  ’ NRSTNBR'  . 

USER  INTERACTION: 

o  Select  logic  node  (if  more  than  one  incomplete 
logic  node  exists  in  the  logic  tree). 

o  Select  reference  pattern  tree  generation  rule. 

o  Name  reference  pattern  tree  (if  rule  dictates 
creation  of  new  tree) 

o  If  CNN  rule  is  chosen: 

oo  Select  interaction  at  each  iteration  of  rule, 
oo  Abort  generation  of  NN  logic 
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ALGORITHM  /  NOTES: 

Erase  screen  and  home  cursor  (ERASE). 

Ask  user  to  select  an  NN  rule. 

Ask  user  for  ref.  pat.  tree  name,  if  needed. 
(Ask  if  interaction  is  desired;  CNN  rule  only). 
Create  logic  node  in  logic  tree  (NNLBSU). 

Create  reference  pattern  tree  if: 

1.  using  means  of  data  tree,  or 

2.  using  CNN  rule. 

Put  up  option  list  at  user's  terminal  (MENU). 
RETURN 


NOTE 

If  the  current  logic  node  does  not  contain  the  entire 
set  of  classes  found  in  the  design  data  set  (i.e.,  NN 
logic  is  not  being  created  at  the  senior  logic  node) , 
only  the  classes  present  at  the  logic  node  will  be 
found  in  the  reference  pattern  tree's  set  of  classes. 
This  is  only  true  when  the  means  of  the  design  data 
set  or  the  condensed  nearest  neighbor  rule  is  used 
to  generate  the  reference  pattern  tree.  If  the  entire 
data  tree  is  used,  all  the  classes  in  the  data  tree 
will  be  there.  Thus,  there  will  be  more  reference 
pattern  classes  than  classes  present  at  the  logic 
node.  The  only  problem  this  may  cause  during 
evaluation  is  slower  execution  time. 


FILES: 

CM  -  communication 
LI  -  logic  information 
LV  -  logic  value 

TI  -  tree  information  (2) 

TV  -  tree  vector  (2) 

TL  -  tree  list 


'grab  bag'  -  temporary 
'store'  -  temporary 
Instrumentation 
OLPARS  option  file 
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REFERENCED  BY: 

OLPARS  user 

SUBPROGRAMS  REFERENCED: 

ADUPCM ,  CHKEXS,  CLOSFX,  CLOSTR,  CMGCDS,  CMGLOG , 

CMPLOG ,  CREATR ,  DELETR ,  ERASE,  INSINI,  INSRET, 

LIGLOG,  LIPCOP,  MENU,  NNLBSU ,  NNMEAN ,  NNPASS, 

OEXIT ,  OPENFX ,  OPENTR ,  SETUP,  TRMPUT ,  UINN3R 

HISTORY: 

designed  by  Steven  Haehn  November  9,  1981 
programmed  by  Steven  Haehn  November  18,  1981 


CMGOTH , 
KILLND , 
NNSORT, 


ulpa  Kb  program  bpeci  t  ications 

NXFRM 


PROGRAM  NAME:  NXFRM 


CATEGORY :  TRANSFORMATION  ROUTINE 


PROGRAM  DESCRIPTION: 

NXFRM  produces  a  new  data  tree  which  is  a  normalized 
version  of  the  current  data  set.  The  normalization  pro¬ 
cedure  involves  dividing  each  measurement  of  each  vector 
by  the  tr ansformation  vector  and  adjusting  the  means 
and  covariances  of  all  nodes. 

PROGRAM  USAGE: 

LOGICAL  NXFRM 


IF( NXFRM( CDTREE , SLOT NO , NDTREE , NDIM , XVECTR ) ) 

INPUT  ARGUMENTS: 

CDTREE  -  INTEGER  array  (TRELEN);  the  current  data  tree 

name 

SLOTNO  -  INTEGER;  the  entry  table  slot  number  of 

the  current  node 

NDTREE  -  INTEGER  array  (TRELEN);  the  new  data  tree  name 

NDIM  -  INTEGER;  the  vector  dimensionality  of  both 
the  current  and  the  new  tree 

XVECTR  -  REAL  array  (NDIM);  the  vector  that  will  be 

used  to  normalize  (transform) 
the  current  data  set 

OUTPUT  ARGUMENTS: 

NXFRM  -  LOGICAL;  if  'true1,  indicates  the  tr ansformation 

was  successful.  if  'false'  indicates 
the  calling  routine  should  exit. 

ALGORITHM  /  NOTES: 

A  key  feature  of  the  following  algorithm  is  that  the 
entry  table  slot  numbers  with  which  nodes  are 
identified  do  not  change  in  the  new  tree.  This  way 
a  minimum  number  of  pointers  in  the  TI  file  entries 
need  to  be  adjusted.  (See  section  in  Programmer’s 
Reference  Manual  on  'Creating  New  Trees  from  Old  Trees’). 
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Open  the  current  data  set  tree  files  and  create 
the  new  data  tree  files  (OPENTR,  CREATR) 

Read  in  the  counts  and  pointers  of  the  current  node 
(senior  node  in  the  new  tree). 

Save  the  total  number  of  vectors  in  the  current  tree. 

INTI ALIZE: 

NUMBER  OF  NODES  =  0 

NODE  LEVEL  =  1 

SAVE  CURRENT  NODE  LEVEL 

VECTOR  POINTER  IN  THE  NEW  TREE  =  1 

SET  SENIOR  NODE  NAME  TO  BE  '****’ 

PARENT  POINTER  s  0 
SIBLING  POINTER  =  0 

REPEAT 

NUMBER  OF  NODES  =  NUMBER  OF  NODES  +  1 

Transfer  the  TI  file  entry  of  the  node. 

Adjust  the  node  level  if  necessary 

entry  table  slot  number  of  the  current 
node  =  NUMBER  OF  NODES 

IF  (node  is  a  lowest  node)  THEN 

Adjust  vectors  and  transfer 
DO  I  a  1 , NUMBER  OF  VECTORS  IN  THIS  NODE 
VECTOR  (I)  =  VECTOR  (I)  /  SD  (I) 

ENDDO 

Set  vector  pointer. 

IF(this  is  th<  first  lowest  node  encountered) 
lowest  node  back  pointer  =  -1 
ENDIF 

ENDIF 
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Adjust  the  means  and  covariances 
DO  I  =  1 , NDIM 

DO  J  =  I, NDIM 

COV  MATRIX(I,J)  s  COV  MATRIX(I,J)  / 
(SD  (I)  *  SD  (J)) 

ENDDO 

MEAN  (I)  =  MEAN  (I)  /  SD  (I) 

ENDDO 

UNTIL(THERE  ARE  NO  MORE  NODES  TO  BE  TRANSFORMED) 

Set  the  lowest  node  link  pointer  of  the  last 
lowest  node  =  -1 

Write  the  new  TI  and  TV  file  headers. 

Senior  node  pointer  in  TI  header  =  slot  number 
of  the  current  data  set  node. 

END 


FILES: 

TI  -  Tree  Information  (current  tree  and  new  tree) 
TV  -  Tree  Vector  (current  tree  and  new  tree) 

REFERENCED  BY: 

NORMXFRM ,  MATXFRM 

SUBPROGRAMS  REFERENCED: 

CLOSTR,  CREATR,  GNXTND ,  INSINT,  INSPGM, 

INSRET,  OPENTR ,  TIGCAP,  TIGCOV,  TIGET,  TIGMN 
TIPCAP,  TIPCOP,  TIPCOV,  TIPET,  TIPHDR,  TIPMH, 
TIPNAM,  TRMPUT ,  TVGVEC,  TVPHDR ,  TVPVEC 

HISTORY: 

designed  by  Donna  Morris  March  1,  1980 
programmed  by  Donna  Morris  March  1,  1980 
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PROGRAM  NAME:  OBFGEN 


CATEGORY:  OLPARS  Programmer  Aids  (system  dependent) 


PROGRAM  DESCRIPTION: 

OBFGEN  (Olpars  Binary  File  GENerator)  creates  a  binary 
file  using  a  text  file  and  a  format  file.  The  text  file 
contains  the  information  to  be  placed  in  the  binary 
file.  The  format  file  is  used  to  direct  the  conversion  of 
the  contents  of  the  text  file  into  the  binary  file. 

PROGRAM  USAGE: 

User  types  ’RUN  <optional  path  name>OBFGEN’ 

USER  INTERACTION: 

The  user  is  queried  for  a  file  output  name  (the 
binary  file),  text  file  name,  and  a  format  file  name. 

NOTE  -  To  obtain  a  new  version  of  an  already  existing 
file,  make  sure  to  specify  * ; 0 ’  explicitly  as 
the  file's  version  number. 

ALGORITHM  /  NOTES: 

The  contents  of  the  format  file  consists  of 
conversion  specifications,  found  one  per  line.  A 
conversion  specification  consists  of  the  character 
'$’,  an  optional  assignment  suppressing  character 
'/',  an  optional  initial-space-skipping  suppressing 
character  a  conversion  character  (upper  case  only), 

and  an  optional  numerical  MAXIMUM  field  width  specifier 
(i.e.,  the  field  width  may  actually  be  smaller  than 
specified,  but  not  larger  than  specified). 

CONVERSION  SPECIFICATION 

$  C / 3  [-]  conversion-character  [MAX  field  width] 


A  conversion  specification  is  used  to  direct  the 
conversion  of  the  next  input  field;  the  result  is  placed 
within  the  binary  file  unless  assignment  suppresion  was 
indicated  by  the  '/'  character.  The  assignment 
suppression  character  '/'  directs  OBFGEN  to  skip  over 
the  specified  type  of  field  in  the  input  stream. 

An  input  field  is  defined  as  a  string  of  non-space 
characters.  However,  an  exception  can  occur  when  using 
an  'A'  or  'S'  conversion  specification. 
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See  'A'  description. 

The  following  conversion  characters  are  permissable: 


I  indicates  that  a  decimal  integer  is  expected  in 

the  input  stream;  the  value  in  the  binary  file 
will  be  word  aligned. 

H  indicates  that  a  decimal  integer  (BYTE  size) 

is  expected  in  the  input  stream;  the  value 
in  the  binary  file  is  NOT  word  aligned. 

L  indicates  that  a  decimal  integer  is  expected  in 

the  input  stream;  the  value  in  the  binary  file 
is  word  aligned  and  takes  up  2  words. 

A  indicates  that  a  character  string  is  expected  in 

the  input  stream;  word  aligned,  1  char. /word. 

If  an  optional  field  width  is  not  specified,  the 
input  record  is  terminated  by  either  a  space 
character  or  a  newline. 

If  an  optional  field  width  is  specified,  only 
a  newline  may  terminate  the  input  record  before 
the  end  of  the  field  is  reached.  Thus,  space 
characters  may  be  embedded  in  the  output  field 
only  if  a  field  width  is  specified. 

S  indicates  that  a  character  string  is  expected; 

this  specification  is  identical  to  the  ’A' 
specification  except  that  the  string  is  NOT 
word  aligned  in  the  binary  file  and  there  are 
2  chars. /word. 

or  indicates  that  a  floating  point  number  is  ex¬ 
pected  in  the  input  stream;  word  aligned  in 
binary  file  with  a  length  of  two  words. 

The  input  format  for  a  floating  point 
number  is  a  string  of  numbers,  possibly  contain¬ 
ing  a  leading  minus  sign,  followed  by  an  optional 
exponent  field  containing  an  ’E'  or  ’ D ' ,  fol¬ 
lowed  by  a  possible  signed  integer. 

D  indicates  that  a  floating  point  number  is  ex¬ 

pected  in  the  input  stream;  word  aligned  in  the 
binary  file  with  a  length  of  four  words. 

The  input  format  is  identical  to  that 
of  the  'E',  'F'  format. 

C  indicates  that  a  single  character  is  expected  in 

the  input  stream;  word  aligned  in  binary  file, 
with  a  length  of  one  word. 
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Two  special  escape  characters  are  allowed  on  the  line 
containing  a  conversion  specification.  They  are: 

:P[n]  places  the  read-cursor  to  the  ’n’th  char. 

position  within  the  current  (buffer)  line. 

:X[n]  skips  over  the  next  ’n'  chars,  in  the 

current  (buffer)  line. 

Note,  if  *n'  is  missing  in  either  of  the  above,  1  is 
assumed . 

When  OBFGEN  reaches  the  last  conversion  specifier 
(during  binary  file  creation)  it  starts  over  again  with 
the  first-conversion-specifier  remembered. 

A  '/'  character  found  on  a  line  as  the  first  character 
effectively  tells  OBFGEN  to  forget  all  the  previously 
used  conversion  formats.  Consequently,  the  first 
conversion  specification  found  after  the  V  becomes 
the  first-conversion-specifier  remembered.  If  a 
positive  integer  is  specified  immediately  after  the  '/' 
(eg.  / 3 M )  the  following  format  strings  (to  the  next  '/') 
are  repeated  the  specified  number  of  times  before  the 
next  set  of  format  strings  are  used. 


FILES: 


Binary  output  file 
Text  input  file 
Format  input  file 

REFERENCED  BY: 


OLPARS  programmer/maintainer 
SUBPROGRAMS  REFERENCED: 

CLOSE,  EQUALS,  FILGET,  FPUT,  INDEX,  INSSET,  LENGA, 
LENGTH  OEXIT,  OPENBL,  OPENS,  TRMGET,  TRMPUT 

SEE  ALSO: 

FXDUMP 


HISTORY: 


designed  by  Steven  Haehn  June  23,  1980 
programmed  by  Steven  Haehn  June  25,  1980 
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PROGRAM  NAME:  OBTCLS 


CATEGORY:  Utility  Subroutine 


PROGRAM  DESCRIPTION: 

OBTCLS  is  used  to  obtain  a  list  of  class  symbols  from 
the  user.  It  uses  information  from  the  diplay  files 
only.  A  class  select  list  of  valid  node  names  (found 
in  the  DI  file)  is  displayed  at  the  users  terminal. 
From  these  names  the  user  is  asked  to  select  valid 
class  symbols. 

OBTCLS  returns  to  the  calling  program  the  number  of 
valid  class  symbols  typed  by  the  user  (NUMSYM),  the 
array  containing  the  valid  symbols  (SYMBOL),  and  a 
flag  indicating  whether  a  minus  sign  was  entered  as 
the  first  character  of  the  input  string  (NEGATE). 

A  minus  sign  entered  means  all  the  symbols  in  the 
class  list  EXCEPT  the  ones  entered  should  be  selected 
by  the  calling  program.  The  ’negate'  flag  (when  set 
to  true)  indicates  that  the  user  typed  a  minus  sign. 

If  the  input  obtained  from  the  user  is  a  star 
then  the  calling  program  is  returned  the  entire  select 
list.  A  minus  sign  with  a  star  indicates  that  no 

class  symbols  should  be  selected  by  the  calling 
program  (the  'negate'  flag  is  true,  and  the  SYMBOL 
array  is  empty) . 

PROGRAM  USAGE: 

INTEGER  OBTCLS 


N  =  OBTCLS  ( FDDI , NC LASS , CLASS , PMODE , ONETWO , CLSFLG , 
NUMSYM , SYMBOL, NEGATE) 

INPUT  ARGUMENTS: 

FDDI  -  INTEGER;  file  descriptor  of  the  DI  file 

NCLASS  -  INTEGER;  the  number  of  classes  in  the  DI  file 

CLASS  -  INTEGER  array  dimension( MAXCLS) ;  contains 

the  selected  class  symbols  from  the 
DI  file 

PMODE  -  INTEGER;  the  prompt  mode  from  the  CM  file 

ONETWO  -  INTEGER;  flag  indicating  whether  it  is  a  one 

or  two  space  display 
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CLSFLG  -  LOGICAL;  flag  indicating  wnether  the  calling 

program  wants  all  classes  or  just 
the  ones  with  the  display  flag  'on'. 


OUTPUT  ARGUMENTS: 

NUMSYH  -  INTEGER;  number  of  valid  symbols  typed  by  the 

user 

SYMBOL  -  INTEGER  array  dimensionC MAXCLS) ;  array 

containing  the  valid  class  symbols 
typed  by  the  user 

NEGATE  -  LOGICAL;  flag  indicating  whether  a  minus  sign 

was  entered  as  the  first  character 
of  the  input  string 


ALGORITHM  /  NOTES: 

Obtain  the  valid  class  symbols  from  the  DI  file 
Print  out  the  select  list  header  at  users  terminal 
REPEAT 

Obtain  class  symbols  from  the  user 
IF(input  .eq.  or  input  .eq.  ,-*,)TH£N 
Select  either  all  or  no  class  symbols 
ELSE 

Check  for  minus  sign  as  first  character 
If  just  a  minus  sign  was  typed,  do  prompt 
IF(number  of  symbols  is  more  than  one)THEN 
Set  negate  to  true 

Fill  symbol  array  with  symbols  typed  (not 
incuding  the  minus  sign) 
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Check  to  see  if  symbols  exist 

IFCsymbols  bo  not  exist)  THEN 

If  it  is  the  first  occurence  of  the  symbol 
print  error  message  to  user 

Prompt  user  again 

ENDIF 

ENDIF 

ENDIF 

UNTIL 

FILES: 

DI  -  Display  Information 
Instrumentation  file 

REFERENCED  BY: 

INTENSIFY,  SELECT 

SUBPROGRAMS  REFERENCED: 

DIGENT,  EQUALA,  INSINT,  INSPGM,  INSRET,  LENGA,  PROMPT, 
TRMGET ,  TRMPUT 

SEE  ALSO: 

SELCLS 

HISTORY: 

designed  by  Mark  Maginn  October  15,  1980 
programmed  by  Mark  Maginn  October  17,  1980 
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PROGRAM  NAME:  OCLOSE 


CATEGORY: 


Level  I  File  Manipulation  Subroutine 
(system  dependent) 


PROGRAM  DESCRIPTION: 

After  it  checks  the  "put"  flag  entry  in  the  FACT 
(for  the  given  FID)  to  decide  whether  it  needs 
to  write  out  the  current  buffered  record,  OCLOSE 
frees  the  portion  of  the  FACT,  pointed  to  by 
FID,  and  performs  a  "system"  file  close.  (Refer 
to  Section  3  of  the  EASSON  Final  report.) 

PROGRAM  USAGE: 

CALL  OCLOSE(FID) 

INPUT  ARGUMENTS: 


FID  -  INTEGER;  the  file  descriptor  of  the  file  to  be 
closed 


ALGORITHMS  /  NOTES: 


This  routine  has  the  following  named  COMMON  block: 

FACT  -  the  File  Access  and  Control  Table 
which  is  described  in  the  EASSON 
Final  report.  Section  3-3. 


FILES: 


FCT  -  File  Code  Table 
Any  OLPARS  files 

REFERENCED  BY: 

CLOSTR ,  CLOSFX 

SEE  ALSO: 

ODELET 


HISTORY: 


designed  by  Steven  Haehn  June  27,  1978 
programmed  by  Donna  Morris  February  21,  1979 
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PROGRAM  NAME:  OCREAT 

CATEGORY:  Level  I  File  Manipulation  Subroutine 

(system  dependent) 


PROGRAM  DESCRIPTION: 

OCREAT  creates  a  new  "system”  file  for  OLPARS  program 
use.  NAME  specifies  the  OLPARS  name  of  the  file  being 
created.  TYPE  indicates  that  the  file  is  one  of  the 
following : 

1.  tree  information  file 

2.  tree  vector  file 

3.  logic  information  file 

4.  logic  value  file 

5.  fixed  file 

All  the  above  types  have  entries  placed  in  the  file 
portion  of  the  File  Code  Table  (FCT).  The  entry  in 
the  FCT  is  a  "system"  file  name  created  using  the 
NAME  and  TYPE  arguments  of  OCREAT.  The  file  code 
is  returned  in  FCD.  OCREAT  fills  in  the  FACT 
entries  the  same  as  OOPEN  does  and  returns  a  FACT 
pointer  in  FID.  (Refer  to  Section  3  of  the  EASSON 
Final  report.) 

PROGRAM  USAGE: 

LOGICAL  OCREAT 


IF(OCREAT( FID, FCD, NAME, TYPE , HENE , LENOE) ) 

INPUT  ARGUMENTS: 

NAME  -  LOGICAL  *1  ARRAY;  the  OLPARS  name  of  the  file 
TYPE  -  INTEGER;  the  file  type 

HENE  -  INTEGER;  the  number  of  elements  in  the  header 
LENOE  -  INTEGER;  the  number  of  elements  in  a  logical 

entry 
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OUTPUT  ARGUMENTS: 

FID  -  INTEGER;  the  file  descriptor  of  the  newly 
created  file 

FCD  -  INTEGER;  the  file  code  of  the  file  (simply  a 
pointer  into  the  file  code  table) 

ALGORITHMS  /  NOTES: 

This  routine  has  the  following  named  COMMON  block: 

FACT  -  the  File  Access  and  Control  Table 
which  is  described  in  the  EASSON 
Final  report,  Section  3-3. 

FILES: 

FCT  -  File  Code  Table 
Any  OLPARS  files 

REFERENCED  BY: 

CREATR ,  CREAFX 

SUBPROGRAMS  REFERENCED: 

PACKB , CONCAT, FCREAT , SEARCH , FCTOPN , FCGHDR , FCGENT , FCPENT , 
FCPHDR , OCLOSE ,GETFID, TRMPUT 

DIAGNOSTICS: 

If  the  file  cannot  be  created,  OCREAT  will  return 
with  a  'false'  value. 

SEE  ALSO: 

OOPEN 


HISTORY: 

designed  by  Steve  Haehn  June  27,  1978 
programmed  by  Donna  Morris  March  12,1979 
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ODELET 

PROGRAM  NAME:  ODELET 

CATEGORY:  Level  I  File  Manipulation  Subroutine  (system 

dependent) 


PROGRAM  DESCRIPTION: 

ODELET  removes  an  existing  "system"  file  from  the 
computer  operating  system's  file  structure.  It 
also  removes  an  entry  in  the  File  Code  Table  file 
pointed  to  by  FCD,  if  the  file  is  not  a  fixed 
file. 

PROGRAM  USAGE: 

CALL  ODELET(FCD) 

INPUT  ARGUMENTS: 

FCD  -  INTEGER;  the  file  code  of  the  file  to  be  deleted 

FILES: 

FCT  -  File  Code  Table 
Any  OLPARS  files 

REFERENCED  BY: 

DELETR,  DELEFX 

SUBPROGRAMS  REFERENCED: 

DELETE,  FCGENT ,  FCGHDR ,  FCPENT ,  FCPHDR ,  FCTOPN,  INSINT, 
INSPGM ,  INSRET,  OCLOSE,  TRMPUT 

DIAGNOSTICS: 

ODELET  will  usually  be  silent  when  possible  errors  occur, 
but  instrumentation  will  show  the  problem.  However,  if 
the  system  file  delete  fails,  ODELET  will  scream. 

SEE  ALSO: 

OCLOSE 

HISTORY: 

designed  by  Steven  Haehn  June  27,  1978 
programmed  by  Steven  Haehn  Aug.  21,  ’980 
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PROGRAM  NAME:  OEXIT 


CATEGORY:  Utility  subroutine  (system  dependent) 


PROGRAM  DESCRIPTION: 

OEXIT  closes  all  open  files,  thus  releasing  all  logical 
unit  numbers.  Under  the  separate  program  approach  (see 
EASSON  Final  Report),  OEXIT  will  halt  execution  of  the 
calling  program.  (Under  the  "executive  approach", 

OEXIT  should  close  all  the  open  files  and  return  to  its 
calling  routine. 

PROGRAM  USAGE: 

CALL  OEXIT 


ALGORITHM  /  NOTES: 

NOTE:  The  block  I/O  file  buffers  must  be  explicitly 

flushed  because  the  RSX-11M  FCS  routines  will 
not  perform  this  function.  The  FCS  routines 
will  flush  all  record  I/O  buffers,  however. 
Therefore,  any  record  I/O  files  left  open 
(not  including  the  terminal)  will  simply  be 
closed . 

There  was  an  attempt  made  here  to  give 
programmers  a  warning  message  about  non¬ 
completing  program  instrumentation  (see 
OLPARS  final  report).  This  will  help  notify 
the  programmer  that  the  number  of  calls  to 
’INSPGM'  and  'INSRET'  are  unmatched  (not  the 
same) . 

The  subroutine  call  to  ’GETBUF’,  found  in  OEXIT, 
must  -NEVER-  be  executed.  It  is  put  in  OEXIT 
only  to  generate  a  global  symbol  that  will  be 
resolved  at  task  build  (link)  time. 

REFERENCED  BY: 

Probably  all  programs  within  OLPARS. 

SUBPROGRAMS  REFERENCED: 

CLOSE,  EXIT,  (GETBUF),  TRMPUT ,  WRITEB 
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DIAGNOSTICS: 

Write  errors  to  any  of  the  block  I/O  files  will  be 
mentioned.  As  mentioned  above,  notice  of  incomplete 
instrumentation  will  be  given. 


HISTORY: 


designed  by 

Steven 

Haehn 

Dec  . 

15, 

1978 

programmed  by 

Steven 

Haehn 

Apr . 

17, 

1979 
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PROGRAM  NAME:  OMOVE 

CATEGORY:  Level  I  File  Manipulation  Subroutine  (system 

dependent) 


PROGRAM  DESCRIPTION: 

OMOVE  switches  the  file  name  portions  of  two  filename 
records  (logical  entries)  of  variable  files  within 
the  file  code  table  (FCT). 

PROGRAM  USAGE: 

LOGICAL  OMOVE 
IF(OMOVE(FCD1 , FCD2 ) ) 

INPUT  ARGUMENTS: 

FCD1  -  INTEGER;  FCT  filename  record  pointer  (also  known 

as  a  file's  'file  code') 

FCD2  -  INTEGER;  FCT  filename  record  pointer 

FILES: 

FCT  -  File  Code  Table 
REFERENCED  BY: 

RENAMT 

DIAGNOSTICS: 

OMOVE  returns  FALSE  if  a  FCD  points  to  a  fixed  file 
or  to  a  free  list  entry. 

SEE  ALSO: 

ORENAM 


HISTORY: 

designed  by  Steven  E.  Haehn  June  27,  1978 
programmed  by  David  J.  Tipton  October  31,  1980 


614 


OLPARS  Program  Specifications 

OOPEN 


PROGRAM  NAME:  OOPEN 


CATEGORY:  Level  I  File  Manipulation  Subroutine 

(system  dependent) 

PROGRAM  DESCRIPTION: 

OOPEN  locates  the  first  empty  entry  in  the  FACT  and 
sets  FID  so  it  points  to  that  entry.  The  file  code 
(FCD)  for  variable  files  is  obtained  from  the  tree 
or  logic  list  files  before  calling  OOPEN.  The  header 
size  (HNE)  and  logical  entry  size  (LENE)  of  the  file 
must  be  given  so  they  can  be  entered  into  the  FACT. 
The  "put  flag"  (PF)  and  the  number  of  the  current 
physical  record  (CPRN)  entries  of  the  FACT  will  be 
set  to  zero.  OOPEN  obtains  a  "system"  file  name  from 
the  File  Code  Table  ( FCT)  via  the  FCD  and  performs 
a  "system"  file  open.  The  logical  unit  number  entry 
within  the  FACT  is  also  set  by  OOPEN.  (Refer  to 
Section  3  of  OLPARS  Final  Report.) 

PROGRAM  USAGE: 

LOGICAL  OOPEN 


IF  (OOPEN(FID,FCD,HLEN, LELEN) ) 


INPUT  ARGUMENTS: 

FCD  -  INTEGER;  the  file  code  of  the  file  to  be  opened 

HLEN  -  INTEGER;  the  number  of  elements  in  the  header 

LELEN  -  INTEGER;  the  number  of  elements  in  a  logical 

entry 

OUTPUT  ARGUMENTS: 

FID  -  INTEGER;  the  file  descriptor  of  the  opened  file 


ALGORITHMS  /  NOTES: 

This  routine  has  the  following  named  COMMON  block: 

FACT  -  the  File  Access  and  Control  TaDle 
which  is  described  in  the  OLPARS 
Final  report,  Section  3-3. 
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FILES: 


FCT  -  File  Code  Table 
Any  OLPARS  files 

REFERENCED  BY: 

OPENTR ,  OPENFX 

DIAGNOSTICS: 

If  the  file  cannot  be  opened,  OOPEN  will  return  a 
'false'  value. 

SEE  ALSO: 

OCREAT 

HISTORY: 

designed  by  Steven  Haehn  June  27,  1978 
programmed  by  Steven  Haehn  March  27,  1979 
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PROGRAM  NAME:  OPENBL 


CATEGORY:  File  I/O  (system  dependent) 


PROGRAM  DESCRIPTION: 

OPENBL  opens  a  "system  file  for  "block"  access.  The 
program  sets  up  all  the  necessary  information  in  the 
File  Access  and  Control  Table  (FACT)  and  returns  a 
file  descriptor  (subscript  pointer  into  the  FACT) 
to  the  calling  program.  Note  that  OPENBL  does  not 
use  the  File  Code  Table  ( FCT)  like  OOPEN  and  OCREAT. 

PROGRAM  USAGE: 

INTEGER  OPENBL 


IFD  =  OPENBL( FYLENM ,NAMLEN,HLEN,LELEN,ACCESS,FILTYP) 


INPUT  ARGUMENTS: 

FYLENM  -  INTEGER  ARRAY( NAMLEN) ;  File  name  of  the  system 

file  to  be  opened. 

1  char ./ integer 

NAMLEN  -  INTEGER;  length  of  the  given  file  name 

HLEN  -  INTEGER;  number  of  real  elements  in  the  file 

header 

LELEN  -  INTEGER;  number  of  real  elements  in  the  file’s 

logical  entry  (record). 

ACCESS  -  INTEGER;  0  -  file  is  to  be  opened  for  reading 

1  -  file  is  to  be  opened  for  writing 

FILTYP  -  INTEGER;  0  -  file  is  an  existing  (OLD)  file 

1  -  file  is  a  NEW  file 


OUTPUT  ARGUMENTS: 

OPENBL  -  INTEGER;  file  descriptor  of  the  opened  file  or 

a  -1  when  file  fails  to  open 


OLPARS  Program  Specifications 
OPENBL 

ALGORITHM  /  NOTES: 

This  routine  alters  the  contents  of  the  FACT  when  the 
’file  open’  succeeds. 

REFERENCED  BY: 

FILEIN 

SUBPROGRAMS  REFERENCED: 

CONCAT,  FOPEN,  FCREAT,  GETFID,  PACKB 
DIAGNOSTICS: 

A  -1  is  returned  when  the  file  fails  to  open. 

SEE  ALSO: 

CLOSBL 

HISTORY: 

designed  by  Steven  Haehn  June  12,  1979 
programmed  by  Steven  Haehn  June  19,  1979 
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PROGRAM  NAME:  OPENFX 


CATEGORY:  Level  II  File  Manipulation  Subroutine 


PROGRAM  DESCRIPTION: 

OPENFX  opens  an  OLPARS  "fixed"  file.  The  fixed  file 
is  referenced  by  its  file  code  (FCD).  The  file 
descriptor  (FID)  of  the  opened  file  is  returned.  For 
the  user's  fixed  files  that  depend  on  the 
dimensionality  of  the  data  vectors  (such  as  DI  and 
DV) ,  NDIM  should  contain  the  value  of  the  vector 
dimensionality  and  DSPTYP  should  contain  the  display 
type.  For  the  fixed  files  that  do  not  depend  on 
vector  dimensionality,  NDIM  and  DSPTYP  are  ig  iored. 

PROGRAM  USAGE: 

LOGICAL  OPENFX 


IF  (OPENFX  (FID,FCD, NDIM, DSPTYP)) 


INPUT  ARGUMENTS: 

FCD  -  INTEGER;  the  file  code  of  the  fixed  file  to  be 
opened  (see  CREAFX) 

NDIM  -  INTEGER;  the  dimensionality  of  the  data  set 

DSPTYP  -  INTEGER;  the  display  type  code 

0:  Unknown 
1:  2-space  cluster 

2:  2-space  scatter 

3:  rank  order 
4:  confusion  matrix 
5:  1-space  macro 

6:  1-space  micro 

OUTPUT  ARGUMENTS: 

FID  -  INTEGER;  the  file  descriptor  of  the  opened  file 


OIPARS  Program  Specifications 
OPENFX 

FILES: 

All  the  OLPARS  "fixed”  files. 

SUBPROGRAMS  REFERENCED: 

OOPEN 

DIAGNOSTICS: 

If  the  fixed  file  cannot  be  opened,  OPENFX  will  return 
with  a  'false'  value. 

SEE  ALSO: 

CREAFX ,  CLOSFX,  DELEFX 

HISTORY: 

designed  by  Steven  Haehn  June  26,  1978 
programmed  by  Steven  Haehn  February  5,  1979 
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PROGRAM  NAME:  OPENS 


CATEGORY:  File  I/O  (system  dependent) 


PROGRAM  DESCRIPTION: 

OPENS  gives  a  program  access  to  a  "system”  sequential 
file.  The  file  will  be  pointed  to  by  a  logical  unit 
number . 

PROGRAM  USAGE: 

INTEGER  OPENS 


LUN  =  OPENS(FILENM, ACCESS, TYPE) 

INPUT  ARGUMENTS: 

FILENM  -  CHARACTER  String;  the  name  of  the  file  to  be 

’opened . ' 

ACCESS  -  INTEGER;  0  -  represents  read  access  to  the  file 

1  -  represents  write  access  to  the  file 

2  -  represents  append  access  to  the 

file 

TYPE  -  INTEGER;  0  -  represents  that  the  file  already 

exists  (an  ’old’  file  type) 

1  -  represents  that  the  file  is  to  be 
created  (a  ’new’  file  type) 

OUTPUT  ARGUMENTS: 

OPENS  -  INTEGER;  the  logical  unit  number  of  the  sequen¬ 
tial  file  ’opened’ 

REFERENCED  BY: 

Programs  that  will  create  printer  output 
SUBPROGRAMS  REFERENCED: 

VCREAT,  VOPEN 
DIAGNOSTICS: 

A  negative  one  will  be  returned  if  the  file  could  not  be 
opened  or  there  were  no  available  logical  unit  numbers. 
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SEE  ALSO: 

CLOSE 

HISTORY: 

designed  by  Steven  Haehn  September  6,  1978 
programmed  by  Steven  Haehn  April  25,  1979 
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PROGRAM  NAME: 


OPENTR 


CATEGORY: 


Level  II  File  Manipulation  Subroutine 


PROGRAM  DESCRIPTION: 


OPENTR  obtains  the  file  descr iptor( s)  (IFID,  VFID)  of 
the  tree/logic  information  file  and/or  the  tree  vector/ 
logic  value  file  (OLPARS  data  or  logic  tree  files) . 

OPENTR  searches  the  tree  list  or  logic  list  file 
depending  on  which  TYPE  of  tree  is  being  opened.  If 
the  NAME  of  the  tree  does  not  appear  in  the  appropriate 
file,  then  OPENTR  will  return  with  a  'false'  value. 

If  the  NAME  of  the  tree  is  found,  OPENTR  will  proceed 
to  open  the  tree  files  as  specified  in  the  ACCESS 
parameter.  IFID  is  the  file  descriptor  for  the  tree/ 
logic  information  file  and  VFID  is  the  file  descriptor 
for  the  tree  vector/logic  value  file.  NDIM ,  the 
dimensionality  of  the  tree,  is  obtained  from  the 
tree/logic  list  file  and  returned  to  the  calling  program. 


Value  of  tree  TYPE:  1 

2 


data  tree 
logic  tree 


Value  of  ACCESS: 


open  information  file  only 
open  vector/value  file  only 
open  both  files  of  tree 


PROGRAM  USAGE: 


LOGICAL  OPENTR 


IF  (OPENTR (IFID, VFID, NDIM, NAME, TYPE, ACCESS)) 


INPUT  ARGUMENTS: 


NAME  -  INTEGER;  name  of  the  tree 
TYPE  -  INTEGER;  see  program  description 
ACCESS  -  INTEGER;  see  program  description 
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OUTPUT  ARGUMENTS: 

NDIM  -  INTEGER;  dimension  of  the  data  set 

IFID  -  INTEGER;  the  file  descriptor  of  the  TI  or  LI 
file 

VFID  -  INTEGER;  the  file  descriptor  of  the  TV  or  LV 

file 


FILES: 


TI  -  tree  information 
TV  -  tree  vector 
TL  -  tree  list 
LI  -  logic  information 
LV  -  logic  value 
LL  -  logic  list 

SUBPROGRAMS  REFERENCED: 

TLSRCH,  OOPEN,  LLSRCH,  OPENFX,  TRMPUT ,  CLOSFX,  MAXO 
DIAGNOSTICS: 

When  any  portion  of  the  tree  cannot  be  opened,  OPENTR 
returns  with  a  'false'  value. 


SEE  ALSO: 


CREATR ,  CLOSTR ,  DELETR 

HISTORY: 

designed  by  Steve  Haehn  June  21,  1978 
programmed  by  Donna  Morris  July  10,1979 
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PROGRAM  NAME:  OPNTMP 


CATEGORY:  FILE  I/O  (system  dependent) 


PROGRAM  DESCRIPTION: 

OPNTMP  opens  a  "system"  file  for  temporary  use.  The  file 
does  not  have  an  entry  in  the  FCT  file  and  it  will 
disappear  from  the  "system"  after  it  is  closed.  TMPFD 
will  point  to  the  FACT  entry  of  the  temporary  file.  If 
OLDFD  is  not  zero,  then  OPNTMP  assumes  that  the  temporary 
file  has  the  format  of  a  previously  opened  file  (pointed 
to  by  OLDFD)  and  copies  the  header  and  logical  entry 
sizes  of  OLDFD  to  the  appropriate  places  in  the  FACT 
entry,  pointed  to  by  TMPFD.  The  name  of  the  temporary 
file  is  found  in  NAME. 

(Refer  to  Section  3  of  the  EASSON  Final  Report.) 


PROGRAM  USAGE: 

LOGICAL  FUNCTION  OPNTMP 


IF  (OPNTMP (TMPFD, OLDFD, NAME, NEWHSZ , NWLESZ) ) 

INPUT  ARGUMENTS: 

OLDFD  -  INTEGER;  the  file  descriptor  of  a  previously 
opened  file  (or  zero) 

NAME  -  INTEGER  array  ( FNMLEN) ;  the  name  of  the 
temporary  file 

NEWHSZ  -  INTEGER;  the  number  of  elements  in  the  header 
of  the  temporary  file.  Used  only  when 
there  are  no  previously  opened  files. 

NWLESZ  -  INTEGER;  the  number  of  elements  in  a  logical 
entry  of  the  temporary  file.  Used  only 
when  there  are  no  previously  opened  files 

OUTPUT  ARGUMENTS: 

TMPFD  -  INTEGER;  file  descriptor  of  the  temporary  file 
being  created 
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ALGORITHMS  /  NOTES: 

This  routine  has  the  following  named  COMMON  blocks: 

FACT  -  the  File  Access  and  Control  Table 
which  is  described  in  the  EASSON 
Final  report,  Section  3-3. 

SUBPROGRAMS  REFERENCED: 

FCREAT ,  GETFID,  PACKB 
DIAGNOSTICS: 

If  OPNTMP  cannot  open  up  the  temporary  file,  then 
it  will  return  to  the  calling  program  with  a  'false' 
value . 


HISTORY: 

designed  by  Steve  Haehn  June  27,  1978 
programmed  by  Jill  King  January  15,  1981 
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PROGRAM  NAME:  OPTDSP 


CATEGORY:  Logic  Design  Routine 


PROGRAM  DESCRIPTION: 

OPTDSP  does  the  modifications  for  OPTIMLMOD  on  a  pair 
wise  logic  node.  The  vectors  are  projected  onto  the 
optimal  discriminate  plane  (Fisher  Direction  X  Orthogonal 
Direction)  and  displayed  on  the  screen.  The  user  is 
asked  to  enter  a  boundary  (GIN).  The  orthogonal 
components  to  each  segment  of  the  boundary  are  stored  in 
the  LV  file  (PTRGNR),  along  with  a  threshold  for  each 
segment.  The  user  is  asked  for  the  class  symbol  of  the 
convex  region.  This  is  used  to  determine  which  node 
should  be  assigned  to  the  convex  side  of  the  boundary. 


PROGRAM  USAGE: 

CALL  OPTDSP(FIDCM,FIDLV,FIDTI,FIDTV,LVNEL,TRUCLS,NDIM, 
PMODE , POINTS , NXTCLS , ET, CLIST , OPTNO , NODNUM) 

INPUT  ARGUMENTS: 

FIDCM  -  INTEGER;  file  descriptor  of  the  CM  file 

FIDLV  -  INTEGER;  file  descriptor  of  the  LV  file 

FIDTI  -  INTEGER;  file  descriptor  of  the  TI  file 

FIDTV  -  INTEGER;  file  descriptor  of  the  TV  file 

LVNEL  -  INTEGER;  number  of  elements  in  an  LV  file  entry 

TRUCLS  -  INTEGER;  number  of  true  classes  at  logic  node 

NDIM  -  INTEGER;  dimensionality  of  dataset 

PMODE  -  INTEGER;  the  prompt  mode  flag 

POINTS  -  INTEGER  array  ( (TRUCLS* ( TRUCLS- 1 )) /2 ) ;  the 

pointers  to  the  class  pairs 

NXTCLS  -  INTEGER;  the  index  of  this  class  pair 

ET  -  INTEGER  array  (TABSIZ);  the  entry  table 
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CLIST  -  INTEGER  array  (TRUCLS);  slot  numbers  of  classes 

at  logic  node 

OPTNO  -  INTEGER;  the  option  number  of  OPTIMLMOD 
NODNUM  -  INTEGER;  the  logic  node  number  being  modified 

ALGORITHM  /  NOTES: 

Erase  °creen  and  home  cursor  (ERASE). 

Put  header  and  rectangle  up  on  screen. 

Retrieve  the  vectors  from  the  TV  file  (TVGVEC). 

Project  the  vectors  for  this  class  pair  onto  the  plane. 
Prompt  the  user  for  a  boundary  (GIN)  . 

Ask  for  a  convex  point  (GIN). 

Ask  for  the  class  symbol  of  the  class  associated  with  the 
convex  region  ( TRMGET) . 

Store  the  boundary  (by  segments  and  thresholds)  in  the  LV 
file  ( PTRGNR) . 

Return  to  main  program. 

REFERENCED  BY: 

OPTIMLMOD 

SUBPROGRAMS  REFERENCED: 

BOUND,  CLOSFX ,  CMGSCN,  DIGHDI,  DIPEFS,  DIPENT,  DIPHDI 

DIPMAX,  DSCVTH ,  DVPHDR ,  DVPVEC,  EQUALA,  ERASE,  GIN 

GTRGNR ,  INSPGM ,  INSRET,  LINSEG,  LVPLNK ,  MARK,  MOVE 

OPENFX ,  PROJCT ,  PROMPT,  PTRGNR,  RCTNGL ,  SCAT,  TEXT 

TIGCOP ,  TIGNAM,  TRMGET,  TRMPUT ,  TVGVEC,  WRTNOW 

SEE  ALSO: 

THRDSP,  OPTIMLMOD 

HISTORY: 

designed  by  John  W.  Tenney  Sept.  2,  1981 
programmed  by  John  W.  Tenney  Oct.  9,  1981 
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PROGRAM  NAME:  OPTIMLMOD 


CATEGORY:  Logic  Design  Command 


PROGRAM  DESCRIPTION: 

OPTIMLMOD  is  designed  to  modify  an  existing  FISHER  or 
OPTIML  logic  node.  The  user  is  given  a  list  of  logic 
nodes  with  FISHER  or  OPTIML  logic.  After  the  node  is 
selected,  the  user  is  prompted  for  a  class  pair.  The 
projections  of  the  vectors  onto  the  optimal  two-space 
plane  are  displayed  on  the  screen  and  the  user  is 
prompted  for  a  boundary.  Then  the  user  is  prompted  for 
the  class  symbol  of  the  class  associated  with  the  convex 
point.  The  logic  is  stored  in  the  LV  file.  The  user 
is  then  prompted  for  another  class  pair. 

To  evaluate  the  modified  logic,  use  PWEVAL. 

PROGRAM  USAGE: 

User  types  in  ’OPTIMLMOD'. 

ALGORITHM  /  NOTES: 

Erase  screen  and  home  cursor  (ERASE). 

Display  a  list  of  PAIRWISE  logic  nodes  ( GETLST , TRMPUT) . 
Ask  user  to  enter  a  PAIRWISE  logic  node  number  (PROMPT). 
REPEAT 

Prompt  user  for  a  class  pair  (GETPR). 

Project  and  display  the  vectors  on  the  screen,  get 
the  boundary  from  the  user,  and  store  the  logic  in 
the  LV  file  (OPTDSP) . 

UNTIL  (user  is  satisfied) 

Fix  temporary  logic  elements  in  the  TV  file  ( KILLND) . 

Put  up  option  list  at  user's  terminal  (MENU) 

END 

REFERENCED  BY: 

OLPARS  user 
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SUBPROGRAMS  REFERENCED: 

CHKEXS ,  CLOSTR ,  CMGCDS,  CMGLOG ,  CMGOTH,  DLREGN ,  ERASE, 

GETLST,  GETPR ,  GTRGNI ,  GTRGNR ,  GTSLOT ,  INSINI,  INSRET, 

KILLND,  LIGCOP ,  LIGLOG,  LIGSTR ,  LIPIOG,  MENU,  OEXIT, 

OPENFX ,  OPENTR ,  OPTDSP,  PROMPT,  SETOPT,  T1GET,  TIGNAM, 

TRMGET ,  TRMPUT 

SEE  ALSO: 

FISHER,  FISHMOD,  THRESHMOD,  PWEVAL 

HISTORY : 

designed  by  John  W.  Tenney  Sept.  2,  1981 
programmed  by  John  W.  Tenney  Oct.  9,  1981 
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PROGRAM  NAME:  ORENAM 

CATEGORY:  Level  I  File  Manipulation  Subroutine 

(system  dependent) 


PROGRAM  DESCRIPTION: 

ORENAM  changes  the  name  of  the  "system"  filename  within 
the  FCT  file,  pointed  to  by  FCD  (for  variable  files). 
TYPE  is  the  same  as  in  OCREAT.  NAME  and  TYPE  are 
used  together  to  create  the  new  "system"  name.  (Refer 
to  Section  3  of  the  EASSON  Final  Report.) 

PROGRAM  USAGE: 

LOGICAL  ORENAM 

IF  (ORENAM(FCD, NAME, TYPE) ) 

INPUT  ARGUMENTS: 

FCD  -  INTEGER;  file  code  of  the  file  to  be  renamed 

NAME  -  INTEGER  ARRAY;  new  name  of  file  (with  a  null 
character  following) 

TYPE  -  INTEGER;  the  file  type 


FILES: 


FCT  -  File  Code  Table 
REFERENCED  BY: 

RENAMT 
DIAGNOSTICS: 

ORENAM  returns  FALSE  if  the  FCD  points  to  a  fixed 
_  file  or  to  a  free  list  pointer  of  the  FCT.  ORENAM 

1  also  returns  false  if  the  new  name  and  type  already 

I  exists  in  the  FCT,  or  if  the  system  rename  fails. 

In  the  case  of  system  failure,  ORENAM  lets  the  user 

know  via  a  terminal  message. 
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SEE  ALSO: 

OMOVE,  OCREAT 

HISTORY: 

designed  by  Steven  E.  Haehn  June  27,  1978 
programed  by  David  J.  Tipton  October  31,  1980 
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PROGRAM  NAME:  PACKB 


CATEGORY:  Utility  Subroutine  (system  dependent) 


PROGRAM  DESCRIPTION: 

PACKB  packs  an  integer  array  of  characters  into 
a  logical  *1  array.  Packing  continues  until  the 
number  of  integers  to  pack  is  exhausted,  or  until 
the  first  null  character  encountered  has  been 
packed,  depending  on  whether  or  not  the  stop 
packing  flag  has  been  set.  The  actual  number 
of  characters  packed  is  returned. 

PROGRAM  USAGE: 

CALL  PACKB(  WORD, BYTE , NCHAR , NPACKD , STOP ) 

INPUT  ARGUMENTS: 

WORD  -  INTEGER;  array  of  characters  to  pack 

BYTE  -  LOGICAL  *1  ARRAY;  output  buffer  for 

packed  characters 

NCHAR  -  INTEGER;  number  of  characters  to  pack 

STOP  -  LOGICAL;  if  true,  stop  packing  characters 
after  the  first  null  character 
has  been  packed.  if  false,  continue 
packing  characters  until  'NCHAR' 
is  exhausted. 


OUTPUT  ARGUMENTS: 

NPACKD  -  INTEGER;  number  of  characters  packed 
REFERENCED  BY: 

Level  I  Routines 
SEE  ALSO: 

PACKW 

HISTORY: 


designed  by  Steve  Haehn  March  9,1979 
programmed  by  Donna  Morris  March  12,1979 
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PROGRAM  NAME:  PACKW 


CATEGORY:  Utility  Subroutine  (system  dependent) 

PROGRAM  DESCRIPTION: 

PACKW  packs  real  elements  into  integer  words.  Packing 
continues  until  the  number  of  real  elements  to  pack 
is  exhausted  or  until  the  first  null  character  encounter¬ 
ed  has  been  packed,  depending  on  whether  or  not  the  stop 
packing  flag  has  been  set.  The  actual  number  of  real 
elements  packed  is  returned. 

PROGRAM  USAGE: 

CALL  PACKW( REALS, INTGRS, NUMBER, NPACKD, STOP) 

INPUT  ARGUMENTS: 

REALS  -  REAL;  array  of  real  elements  to  pack 

INTGRS  -  INTEGER;  array;  output  buffer  for  packed 

elan  ents 


NUMBER  -  INTEGER;  number  of  real  elements  to  pack 

STOP  -  LOGICAL;  stop  pack  ing  flag.  if  true,  stop 

packing  real  elements  after  the 
first  null  character  has  been  packed, 
if  false,  continue  packing  real 
elements  until  'NUMBER'  is  exhausted. 


OUTPUT  ARGUMENTS: 

NPACKD  -  INTEGER;  the  number  of  real  elements  actually 

packed 

REFERENCED  BY: 

Level  I  Routines 
SEE  ALSO: 

PACKB 


HISTORY: 


designed  by  Steve  Haehn  March  9,1979 
programmed  by  Donna  Morris  May  9,1979 
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PROGRAM  NAME:  PAIRLG 

CATEGORY:  Logic  Design  Routine 

PROGRAM  DESCRIPTION: 

PAIRLG  computes  the  vote  count  for  a  vector  run  through 
pairwise  logic.  It  goes  through  the  logic  block, 
retrieving  necessary  data  for  each  class  pair,  and 
computing  a  vote  for  that  class  pair. 

PROGRAM  USAGE: 

INTEGER  FUNCTION  PAIRLG 

NODNUM=PAIRLG(FIDLI , FIDLV, TRUCLS , VTCNT , PNTR , NDIM , VEC , 
LVNEL, VOTES, REJNOD) 

INPUT  ARGUMENTS: 

FIDLI  -  INTEGER;  the  file  descriptor  of  the  LI  file 
FIDLV  -  INTEGER;  the  file  descriptor  of  the  LV  file 
The  next  three  are  the  LV  first  entry 

TRUCLS  -  INTEGER;  the  number  of  classes  at  the  logic  node 
VTCNT  -  INTEGER;  the  minimum  vote  count 
PNTR  -  INTEGER;  the  link  to  the  first  class  pair  (LV) 

NDIM  -  INTEGER;  the  dimensionality 
VEC  -  REAL  array  (NDIM);  the  vector 
LVNEL  -  INTEGER;  the  number  of  elements  in  an  LV  entry 

OUTPUT  ARGUMENTS: 

VOTES  -  INTEGER  array  (NCLAS);  the  vote  count 

NODNUM  -  INTEGER;  the  logic  node  number  to  which  the 

vector  was  assigned 

REJNOD  -  LOGICAL;  'true'  means  that  the  vector  was 

rejected 
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ALGORITHM  /  NOTES: 

Initialize  REJNOD  to  'false*. 

DO  WHILE  (there  are  more  class  pairs) 

Get  first  entry  for  the  class  pair  to  determine  the 
decision  criteria. 

Get  proper  parameters  from  LV  file.  (GTRGNI , GTRGNR) 

Call  proper  decision  routine:  FISH  for  Fisher 
and  EV2SP  for  optimal  discriminant  plane. 

Update  vote  counts. 

ENDDO 

IF  (maximum  class  vote  count  is  greater  than  or  equal  to 
the  minimum)  THEN 

IF  (maximum  class  vote  count  ocurred  at  only  one 
class)  THEN 

Set  NODNUM  =  the  logic  node  number  associated 
with  that  class. 

ELSE 

Get  a  priori  probabil ities  for  all  classes  where 
the  maximum  vote  count  occurred. 

IF  (largest  a  priori  probabilities  are  not  tied) 
THEN 

Set  NODNUM  =  logic  node  number  associated 
with  class  with  largest  a  priori  probability. 

ELSE 

Set  NODNUM  =  logic  node  number  associated 
with  reject  region.  Set  REJNOD  to  'true'. 

ENDIF 


ENDIF 
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ELSE 

Set  NODNUM  =  logic  node  number  associated  with  the 
reject  region.  Set  REJNOD  to  'true'. 

ENDIF 

RETURN 

FILES: 

LI  -  logic  information 
LV  -  logic  value 

REFERENCED  BY: 

PEPAIR,  LOGEVAL 

SUBPROGRAMS  REFERENCED: 

FISH,  GTRGNI ,  GTRGNR ,  INSINT,  INSPGM,  INSRET,  LIGPRB , 
TRMPUT 

SEE  ALSO: 

PWEVAL ,  PEPAIR,  LOGEVAL 

HISTORY; 

designed  by  John  W.  Tenney  Sept.  20,  1981 
programmed  by  John  W.  Tenney  Oct.  9,  1981 
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PROGRAM  NAME:  PENMV 

CATEGORY:  Logic  Design  Routine 

PROGRAM  DESCRIPTION: 

PENMV  performs  an  evaluation  of  a  user-designed  NMV  logic 
at  a  logic  node.  It  sets  up  the  DI  file  for  display  of 
a  confusion  matrix  and  then  displays  the  confusion  matrix 

PROGRAM  USAGE: 

CALL  PENMV (FIDCM,FIDDI,FIDLI,FIDLV,FIDTI,FIDTV,ENTNO, 

ET, NODNUM ,LVNEL , NASCLS , CLIST, PROGNM , PMODE) 

INPUT  ARGUMENTS: 


FIDCM 

- 

INTEGER; 

the 

file  descriptor  of 

the  CM  file 

FIDDI 

- 

INTEGER; 

the 

file  descriptor  of 

the  DI  file 

FIDLI 

- 

INTEGER; 

the 

file  descriptor  of 

the  LI  file 

FIDLV 

- 

INTEGER; 

the 

file  descriptor  of 

the  LV  file 

FIDTI 

- 

INTEGER; 

the 

file  descriptor  of 

the  TI  file 

FIDTV 

- 

INTEGER; 

the 

file  descriptor  of 

the  TV  file 

ENTNO 

- 

INTEGER; 

the 

number  of  the  LV  file  entry 

ET 

- 

INTEGER 

array  (TABSIZ) ;  TI  file 

slot  numbr  array 

NODNUM 

INTEGER; 

the 

logic  node  number 

which  equals  the 

LI 

file  entry  of  the  logic  node 

LVNEL 

- 

INTEGER; 

number  of  elements  in 

LV  file  entry 

NASCLS 

- 

INTEGER; 

the 

number  of  assigned 

classes 

CLIST 

_ 

INTEGER 

array  (NCLAS);  the  slots  of  classes  at 

the 

logic  node 

PROGNM 

INTEGER 

array  (10);  the  name  of 

the  calling 

program 

PMODE 

- 

INTEGER; 

the 

prompt  mode  flag 

OLPARS  Program  Spec  i  f  ic  at  ior. 
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USER  INTERACTION: 

Asks  user  if  he  wishes  a  printout  of  the  confusion  matrix 
and  error  listing. 

ALGORITHM  /  NOTES: 

Obtain  the  weight  flag  and  reject  flag  from  the  LV  file 
NMV  logic  block  (GTRGNI)  . 

Get  necessary  statistical  information  and  reject 
distances  from  NMV  logic  block  (GTRGNI , GTRGNR) . 

Get  neccesary  tree  information  from  TI  file  (TIGHDR, 
TIGHT, TIGCOP) 

Open  an  error  listing  file  (OPENS). 

DO  (while  there  are  more  classes  to  process) 

Get  vector  pointer  of  next  class  from  TI  file 
(TIGCOP) . 

Get  vector  (1 ;GVEC) . 

For  each  vector  in  that  class  that  is  at  the  logic 
node,  determine  which  class  it  should  be  assigned  to 
or  if  it  should  be  rejected  ( NMDIST) .  If  in  error, 
or  rejected,  enter  an  entry  in  error  file  (FILPUT). 

Set  temporary  logic  elements  in  TV  for  each  vector 
(TVPVEC) . 

Update  totals  for  the  class. 

Insert  a  DI  file  entry  for  this  class  (DIPCME). 

ENDDO 

Compute  totals  for  confusion  matrix. 

Set  up  DI  file  header  (DIPCMH).  Use  SETOPT  to  get  the 
option  number  and  CMGLOG  to  get  the  logic  name. 

Diplay  confusion  matrix  on  screen  (CMDISP). 
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IF  (user  desires  a  printout  of  the  confusion  matrix) 
Print  it  ( CMPRT) . 

IF  (user  desires  a  printout  of  the  error  listings) 

Print  error  file  (PRINTR). 

RETURN 

FILES: 

DI  -  display  information 
LI  -  logic  information 
LV  -  logic  value 
TI  -  tree  information 
TV  -  tree  vector 

REFERENCED  BY: 

NMV,  NMVMOD 

SUBPROGRAMS  REFERENCED: 

CLOSE,  CMDISP ,  CMGCDS ,  CMGLOG ,  CMPRT,  DIPCME,  DIPCMH, 

EQUALA,  FILPUT,  GTRGNI ,  GTRGNR ,  INSCHR,  INSINT,  INSPGM, 

INSRET,  LIGPRB ,  NMDIST ,  OPENS,  PRINTR,  PROMPT,  SETOPT, 

TIGCOP ,  TIGHDR ,  TIGNAM,  TRMGET,  TRMPUT ,  TVGVEC,  TVPLOG 

HISTORY: 

designed  by  John  W.  Tenney  April  9,  1981 
prorammed  by  John  W.  Tenney  May  24,  1981 
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PROGRAM  NAME:  PEPAIR 


CATEGOR":  Logic  Design  Routine 


PROGRAM  DESCRIPTION: 

PEPAIR  performs  a  partial  pairwise  evaluation  at  a  pair¬ 
wise  logic  node.  The  results  of  the  evaluation  are  pre¬ 
sented  on  the  screen  in  confusion  matrix  format  and  the 
user  may  request  a  detailed  error  listing  to  be  printed. 

PROGRAM  USAGE: 

CALL  PEPAIR ( FIDCM, FIDDI , FIDL I, FIDLV, FIDTI, FIDTV, ENT  1 , 

ET , NODNUM ,  LVNEL , LOGCLS , CLIST, PROGNM , PMODE ) 

INPUT  ARGUMENTS: 

FIDCM  -  INTEGER;  the  file  descriptor  of  the  CM  file 

FIDDI  -  INTEGER;  the  file  descriptor  of  the  DI  file 

FIDLI  -  INTEGER;  the  file  descriptor  of  the  LI  file 

FIDLV  -  INTEGER;  the  file  descriptor  of  the  LV  file 

FIDTI  -  INTEGER;  the  file  descriptor  of  the  TI  file 

FIDTV  -  INTEGER;  the  file  descriptor  of  the  TV  file 

ENT1  -  INTEGER;  the  first  LV  file  entry  pointer 

NODNUM  -  INTEGER;  the  current  logic  node  number 

LVNEL  -  INTEGER;  the  number  of  elements  in  an  LV  entry 

LOGCLS  -  INTEGER;  the  number  of  classes  at  the  logic  node 

CLIST  -  INTEGER  array  (NCLAS);  the  list  of  slot  numbers 
PROGNM  -  INTEGER  array  (CMDLEN);  the  calling  program  name 
PMODE  -  INTEGER;  the  prompt  mode  flag 
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ALGORITHM  /  NOTES: 

Create  a  temporary  error  file  (OPENS). 

DO  WHILE  (there  are  data  classes  at  the  pairwise  node) 

Get  vector  pointer  and  number  of  vectors  from  class 
(TIGCOP) . 

DO  WHILE  (there  are  vectors  in  the  class  that  fall 
at  the  logic  node) . 

Get  next  vector. 

Determine  which  logic  node  the  pairwise  logic 
votes  for  ( PAIRLG) . 

IF  (error  has  been  made)  THEN 

Insert  information  into  logic  error  file. 

ENDIF 

Update  total  statistics. 

ENDDO 

Update  total  statistics. 

ENDDO 

Set  up  display  file  for  confusion  matrix. 

Store  confusion  matrix  data  in  DI  file  (DIPCMH,  DIPCME) . 
Display  confusion  matrix  (CMDISP). 

i 

IF  (user  desires  a  printout  of  the  confusion  matrix)  THEN 
Print  it  ( CMPRT) . 

ENDIF 

IF  (user  desires  a  printout  of  the  error  listings)  THEN 
Print  error  file  (PRINTR). 

ENDIF 


RETURN 


OLPARS  Program  Specificatio 
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FILES: 

DI  -  display  information 

CONMAT  -  confusion  matrix 
MISCLASS  -  error  listing 

REFERENCED  BY: 

PWEVAL 

SUBPROGRAMS  REFERENCED: 

CLOSE,  CLOSFX ,  CMDISP,  CMGCDS,  CMGLOG ,  CMPRT,  DIPCME, 

DIPCMH ,  EQUALA,  FILPUT,  GTRGNI ,  INSCHR,  INSINT,  INSPGM, 

INSRET,  OPENFX,  OPENS,  PAIRLG,  PRINTR ,  PROMPT,  SETOPT, 

TIGCOP ,  TIGNAM,  TRMGET ,  TRMPUT ,  TVGVEC,  TVPLOG 

HISTORY: 

designed  by  John  W.  Tenney  Sept.  20,  1981 
programmed  by  John  W.  Tenney  Oct.  9,  1981 
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PROGRAM  NAME:  PRECPT 


CATEGORY:  Measurement  Evaluation  Subroutine 


PROGRAM  DESCRIPTION: 

PRECPT  prints  exception  conditions  to  'DSCRMEAS' 
calculations,  that  is,  it  prints  information  associated 
with  class  pairs  whose  discriminant  measurement  was  set 
to  zero  because  the  denominator  in  the  calculation  was 
zero.  A  zero  value  in  the  denominator  implies  that 
either  the  variances  are  equal  to  zero  or  the  number  of 
vectors  used  in  the  weighting  of  the  classes  is  zero. 

PROGRAM  USAGE: 

LOGICAL  PRECPT 


IF(PRECPT(FIDCM,  PMODE ,  ASK,  PRINT,  NLINES ,  NCHARS, 
PAGNUM,  LINCNT ,  MEASNO,  CLASS1 ,  NVECS1 , 
CLASS2 ,  NVECS2 , MEANDF) ) 

INPUT  ARGUMENTS: 


FIDCM  -  INTEGER;  the  file  descriptor  of  the  CM  file 

PMODE  -  INTEGER;  the  prompt  mode 

ASK  -  LOGICAL;  if  ’true’,  indicates  ask  the  user  if 

exception  conditions  are  to  be  printed, 
ask  is  set  to  'false'  once  the  user 
has  been  asked 


PRINT  -  LOGICAL;  if  'ASK'  equals  'true'  and  the  user 

responds  with  a  'yes’,  PRINT  is  set 
to  equal  'true';  else  PRINT  is  set 
to  'false'.  if  'ASK'  equals  'false', 
the  value  of  PRINT  is  not  changed, 
and  if  PRINT  equals  'true',  a  line 
is  printed;  else  PRECPT  just  returns. 
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NLINES  -  INTEGER;  the  number  of  lines  that  fit  on  a 

page,  excluding  header  lines,  this 
variable  is  calculated  the  first  time 
PRECPT  is  called  and  must  be  passed 
on  all  remaining  calls. 

NCHARS  -  INTEGER;  the  number  of  characters  that  fit  on 

a  line,  this  variable  is  calculated 
the  first  time  PRECPT  is  called  and 
must  be  passed  on  all  remaining  calls. 

PAGNUM  -  INTEGER;  the  current  page  number,  this  variable 

is  initialized  and  updated  by  PRECPT 

LINCNT  -  INTEGER;  the  current  line  number  (excludes 

header  lines) .  this  variable  must 
be  initialized  to  '1'  the  first  time 
PRECPT  is  called  and  will  be  updated 
before  returning  from  each  call  to 
PRECPT.  LINCNT  should  be  set  to 
'O'  at  the  end  of  calculations  (last 
page)  so  that  the  user  will  be  asked 
if  he  wants  to  continue. 

MEASNO  -  INTEGER;  the  measurement  number  to  be  output 

CLASS1  -  INTEGER;  the  first  class  symbol  to  be  output 

NVECS1  -  INTEGER;  the  number  of  vectors  used  in  weighting 

class  1  variances 

CLASS2  -  INTEGER;  the  second  class  symbol  to  be  output 

NVECS2  -  INTEGER;  the  number  of  vectors  used  in  weighting 

>  class  2  variances 

MEANDF  -  REAL;  the  difference  between  the  means  of  class 
1  and  class  2 

OUTPUT  ARGUMENTS: 

NLINES,  NCHARS,  PAGNUM,  LINCNT  -  INTEGER; 

ASK,  PRINT  -  LOGICAL; 

(see  INPUT  ARGUMENTS) . 

PRECPT  -  LOGICAL;  if  'false'  indicates  that  execution 

of  the  main  command  should  terminate 
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USER  INTERACTION: 

The  calling  program  should  initialize  the  ’ASK'  flag  to 
•true*.  If  'ASK'  is  ’true',  the  user  is  asked  if  he 
wants  a  listing  of  exception  conditions,  and  then  ’ASK' 
is  set  to  'false'.  If  the  user  responds  with  yes  ('Y'), 
a  line  of  information  will  be  printed  for  each  exception 
condition  that  occurs;  if  the  user  responds  with  a  no 
('N'),  he  is  then  asked  if  he  wants  to  continue  execution 
of  the  command.  If  he  responds  with  no,  PRECPT  returns 
a  'false'  value,  and  the  calling  routine  should  exit. 

If  there  is  more  than  one  page  of  output  (information), 
the  user  is  asked  at  the  end  of  each  page  if  he  wants 
to  see  the  next  page.  A  yes  response  results  in  the 
next  page  being  shown  and  continued  execution  of  the 
main  command.  A  no  response  results  in  a  prompt  to 
the  user  asking  if  he  wishes  to  continue  execution  of 
the  command.  Again,  if  he  responds  with  no,  PRECPT 
returns  a  'false'  value,  and  the  calling  routine  should 
exit.  If  the  user  types  the  'OLPARS  standard  character 
for  exiting  commands'  in  response  to  any  of  the  prompts, 
PRECPT  will  return  with  a  'false'  value,  and  the  calling 
routine  should  exit. 

ALGORITHM  /  NOTES: 

PRECPT  prints  the  following  information:  the  measurement 
number,  the  first  class  (of  the  class/pair)  and  the 
number  of  vectors  associated  with  that  class,  the  second 
class  (of  the  class/pair)  and  the  number  of  vectors 
associated  with  that  class,  and  the  difference  between 
the  means  of  the  2  classes  for  the  given  measurement 
number.  It  should  be  noted  that  the  number  of  vectors 
printed  is  the  same  as  the  number  of  vectors  that  are  in 
the  class  only  when  the  user  chooses  to  weight  classes  by 
the  number  of  vectors  in  each  class,  otherwise,  the 
number  of  vectors  printed  is  equal  to  the  total  number 
of  vectors  in  the  data  set  divided  by  the  number  of 
classes . 

FILES: 


CM  -  Communications  File 
REFERENCED  BY: 

DSCRMEAS 

SUBPROGRAMS  REFERENCED: 

CMGSCN ,  INSPGM ,  INSRET,  PROMPT,  TRMGET ,  TRMPUT 
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HISTORY: 


designed  by  Donna  Morris  January  30,  1981 
programmed  by  Donna  Morris  January  30,  1 9 8 1 
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PROGRAM  NAME:  PRINTR 

CATEGORY:  File  I/O  (system  dependent) 

PROGRAM  DESCRIPTION: 

PRINTR  submits  a  "system”  sequential  file  to  a  "system" 
printing  device.  Thus,  the  file's  contents  are  written 
out  to  the  "printer." 

PROGRAM  USAGE: 

CALL  PRINTR(FILENM) 

INPUT  ARGUMENTS: 

FILENM  -  LOGICAL  *1;  file  name  of  the  "system" 
file  to  be  printed  out 


REFERENCED  BY: 

PRTCM ,  PRTIDX ,  PRTOSP,  PRTRNK ,  PRTLOG ,  PRTDS ,  EIGPRT 

HISTORY: 

designed  by  Steve  Haehn  September  6,  1978 
programmed  by  Donna  Morris  July  10,1979 
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PROGRAM  NAME:  PROJCT 

CATEGORY:  Numerical  Computation  Algorithm 

PROGRAM  DESCRIPTION: 

PROJCT  projects  a  data  vector  onto  a  projection 
vector 

PROGRAM  USAGE: 

REAL  PROJCT 

COORD  =  PROJCT(DVEC,PVEC,NDIM) 

INPUT  ARGUMENTS: 

DVEC  -  REAL  array;  the  data  vector 
PVEC  -  REAL  array;  the  projection  vector 
NDIM  -  INTEGER;  the  vector  dimensionality 

I 

[  OUTPUT  ARGUMENTS: 

COORD  -  REAL;  the  result  of  the  projection 
ALGORITHM  /  NOTES: 

the  length  of  the  projection  of  vector  'DATA'  onto 
vector  'PROJECTION'  is  given  by: 

COORDINATE  s  the  dot  product  of  vector  DATA  divided 
by  the  square  root  of  the  dot  product 
of  vector  PROJECTION 


REFERENCED  BY: 

DSPROJ 

SUBPROGRAMS  REFERENCED: 
SORT 

HISTORY: 


designed  by  Donna  Morris  June  1,1979 
programmed  by  Donna  Morris  June  1,1979 
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PROGRAM  NAME:  PROJMN 

CATEGORY:  Utility  Command 

PROGRAM  DESCRIPTION: 

After  a  one-space  or  two-space  display  is  created, 
a  user  can  involve  PROJMN  to  have  the  mean  vectors 
for  the  classes  displayed  superimposed  on  the 
screen.  A  rectangle  is  drawn  around  the  projection 
of  each  mean  vector  on  a  two-space  display. 

PROGRAM  USAGE: 

User  types  in  ’PROJMN’. 

ALGORITHM  /  NOTES: 

Get  the  screen  parameters  from  the  CM  file  (CMGSCN). 
Get  the  display  code  (DIGDC). 

IF  (display  is  MACRO  or  MICRO)  THEN 

Display  the  one-space  mean  vectors  ( MEAN1 ) . 

ELSE 

Display  the  two-space  mean  vectors  (MEAN2). 

ENDIF 

Force  the  cursor  to  viewable  position  for  the  next 
OLPARS  command. 

END 


FILES: 


CM  -  communications  file 
DI  -  display  information  file 
DV  -  display  vector  file 
instrumentation  file 
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REFERENCED  BY: 

OLPARS  user  . 

SUBPROGRAMS  REFERENCED: 

CLOSFX ,  CMGCDS ,  CMGSCN,  DIGDC ,  ERASE,  INSINI, 
INSINT,  INSRET,  MEAN1 ,  MEAN2 ,  MENU,  OEXIT, 
OPENFX ,  TEXT,  TRMPUT 

HISTORY: 

designed  by  David  Birnbaum  July  18,  1978 
programmed  by  Jill  King  January  1,  1931 
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PROGRAM  NAME:  PROMPT 


CATEGORY:  Terminal  I/O  (character)  (system  dependent) 


PROGRAM  DESCRIPTION: 

PROMPT  is  a  terminal  output  routine  used  by  all  pro¬ 
grams  expecting  input  from  an  OLPARS  user.  The  pro¬ 
gram  checks  the  prompting  state  of  OLPARS,  i.e.  if  it 
is  in  long  or  short  prompt  mode.  If  OLPARS  is  in 
short  prompt  mode,  SHRTMG  is  printed  at  the  user's 
terminal.  If  OLPARS  is  in  long  prompt  mode,  LNGMSG  is 
printed  at  the  user's  terminal. 

The  help  flag  (HLPFLG)  only  affects  the  message  printed 
out  when  it  is  set  to  the  value  of  -2.  (Note:  -2  hap¬ 
pens  to  be  the  function  value  that  TRMGET,  the  terminal 
input  subroutine,  returns  when  it  receives  the  universal 
help  symbol.  '?',  from  the  user.)  When  OLPARS  is  in 
short  prompt  mode,  and  the  help  flag  is  set  to  -2,  PROMPT 
will  print  LNGMSG  at  the  user's  terminal.  When  OLPARS 
is  in  long  prompt  mode,  and  the  help  flag  is  set  to  -2, 
PROMPT  will  print  the  message,  'USE  THE  OLPARS  HELP 
COMMAND  FOR  FURTHER  INFORMATION. » 

PROGRAM  USAGE: 

CALL  PROMPT  (HLPFLG , PMODE ,' SHRTMG ',' LNGMSG • ) 

INPUT  ARGUMENTS: 

HLPFLG  -  INTEGER;  the  help  flag 

PMODE  -  INTEGER;  the  prompt  mode  of  OLPARS 

(the  prompt  flag  is  read 
from  the  communications 
file  by  the  calling  routine) 

SHRTMG  -  CHARACTER;  the  short  prompt 

LNGMSG  -  CHARACTER;  the  long  prompt 

REFERENCED  BY: 

All  OLPARS  commands  that  interact  with  user 
SUBPROGRAMS  REFERENCED: 

TRMPUT  -  used  for  actual  output  of  prompt  message 
to  terminal 
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SEE  ALSO: 

TRMGET . TRMPUT 

HISTORY: 

designed  by  Steve  Haehn  May  18,  1978 
programmed  by  Donna  Morris  May  24,1979 
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PROGRAM  NAME:  PRTCM 

CATEGORY:  Utility  Command 

PROGRAM  DESCRIPTION: 

PRTCM  produces  a  printout  of  a  confusion  matrix  stored 
in  the  DI  file. 

PROGRAM  USAGE: 

User  types  in  'PRTCM'. 

ALGORITHM  /  NOTES: 

IF  (display  code  =  6,  i.e.,  confusion  matrix)  THEN 
Call  CMPRT. 


ELSE 

Print  error  message. 
ENDIF 
END 


FILES: 


DI  -  display  information  CM  -  communications 
HS  -  history  confusion  matrix  listing 

Instrumentation  (CONMAT) 

OLPARS  option  file 

REFERENCED  BY: 

OLPARS  user 

SUBPROGRAMS  REFERENCED: 

CMPRT,  DIGDC ,  ERASE,  INSINI,  INSRET,  MENU,  OEXIT, 
OPENFX ,  TRMPUT 


HISTORY: 


designed  by  David  Birnbaura  September  16,  1978 
programmed  by  Steven  Haehn  May  14,  1981 
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PROGRAM  NAME:  PRTDS 


CATEGORY:  Utility  Command 


PROGRAM  DESCRIPTION: 

PRTDS  prints  basic  statistical  information  about  a  data 
set.  There  are  eight  options  and  two  viewing  choices 
that  the  user  can  select  from  to  help  them  look  at  the 
data  set. 

PROGRAM  USAGE: 

User  types  in  'PRTDS'. 

USER  INTERACTION: 

The  user  is  first  prompted  for  a  tree  name  for  which 
the  statistical  information  to  be  printed.  This  is  then 
followed  by  a  list  of  eight  options  that  appears  at  the 
users  terminal,  from  which  the  user  can  select  any 
combinaion.  Once  the  options  nave  been  selected  and 
are  valid,  the  user  determines  the  type  of  output 
to  be  used,  and  whether  the  entire  data  set  is  to  be 
used  in  the  processing  of  the  statistical  information. 

ALGORITHM  /  NOTES: 

Ask  user  for  a  tree  name. 

Put  up  options  at  terminal  and  have  user  select  the 
ones  to  be  processed. 

Ask  user  for  type  of  output  format  to  be  used. 

Floating  point  is  used  unless  specified  otherwise. 

Ask  user  if  they  wish  to  select  a  subset  of  the 
data  set  to  be  processed. 

Obtain  tree  information  to  be  used  in  processing 
the  desired  options. 

Perform  options  until  all  selected  are  processed 
Print  output  file 
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FILES: 


CM  -  Communications  file 
TL  -  Tree  List  file 
TI  -  Tree  Information  file 
TV  -  Tree  Vector  file 
TREEDUMP  -  output  file 
HS  -  History  file 
OLPARS  Option  file 
Instrumentation  file 
Temporary  file 

SUBPROGRAMS  REFERENCED: 


ALLVEC ,  CLOSE.  CLCSFX, 
ERASE,  GNXTND ,  INSINI, 
MENU,  MNSTDV ,  MNVECD , 
OPENTR ,  PRINTR ,  PROMPT, 
TLSRCH ,  TRESTR ,  TRMGET , 


CMGOTH , 
INSINT, 
OEXIT , 
RNGLAP, 
TRMPUT 


CORMAT, 
INSLOG, 
ONEVEC  , 
SELCLS , 


COVMAT , 
INSRET. 
OPENFX , 
TIGET, 


EQUALA, 
LENGA  , 
OPENS, 
TIGHDR , 


HISTORY: 


designed  by  David  Birnbaum 
programmed  by  Mark  Maginn 


September  18,  1978 
July  16,  1981 
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PROGRAM  NAME :  PRTIDX 


CATEGORY:  Utility  Command 


PROGRAM  DESCRIPTION : 

PRTIDX  identifies  a  class  symbol  found  on  a  terminal 
two-space  or  one-space  micro  plot  display.  Either 
vector  id’s  or  the  number  of  vectors  within  a  certain 
area  will  be  displayed  to  the  user. 

PROGRAM  USAGE: 

User  types  in  'PRTIDX'. 

USER  INTERACTION: 

The  user  is  asked  if  (s)he  wants  the  output  to  appear 
on  the  display  terminal  or  in  a  file.  If  a  file  is 
requested,  then  the  user  is  asked  for  a  file  name  and 
whether  or  not  the  file  is  to  be  printed. 

When  indexing  a  cluster  plot,  the  user  moves  the 
graphics  cursor  to  the  center  of  the  desired  display 
symbol  and  types  in  a  letter  or  space.  If  the  letter 
typed  is  an  'I,'  the  user  will  see  the  identity  of  the 
vector(s)  that  are  in  the  specified  grid  of  the  cluster 
plot.  Any  other  letter  (or  space)  typed  in  will  tell 
the  program  to  show  the  user  the  "count"  of  the  vectors 
within  the  cluster  plot  grid. 

For  indexing  a  scatter  plot,  the  user  enters  two  points 
(via  graphics  cursor)  that  represent  the  opposite  cor¬ 
ners  of  a  rectangle.  All  the  display  symbols  within 
the  interior  of  the  rectangle  will  have  their  identi¬ 
ties  made  known  to  the  user. 

For  a  one-space  micro  plot  (histogram),  the  user  enters 
(via  the  graphic  cursor)  the  bin  from  which  (s)he  wants 
vector  counts  and  percentages. 
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ALGORITHM  /  NOTES: 

IF  (the  display  file  does  not  contain  a  proper 
display)  THEN 

Tell  user  that  "index”  only  works  with  a  two-space 
plot  and  a  one-space  micro  plot  in  the  display  file. 

QUIT. 

ENDIF 

REPEAT 

IF  (the  display  file  contains  a  one-space 
micro  display)  THEN 

IF  (output  is  sent  to  terminal)  THEN 

ReDisplay  the  micro  plot  (via  MICMAC) . 

ENDIF 

Ask  the  user  to  specify  (via  graphics  cursor)  the 
particular  "bin"  from  which  information  is  to  be 
obtained . 

Convert  screen  coordinates  to  "bin"  number. 

Obtain  the  number  of  vectors  in  the  "bin." 

Show  information  at  user's  terminal. 

Ask  user  if  micro-plot  is  to  be  redisplayed. 

ELSEIF  (the  display  file  contains  a  two-space  scatter 
plot)  THEN 

IF  (output  is  sent  to  terminal)  THEN 

ReDisplay  the  scatter  plot  (via  CLSCAT) . 

ENDIF 

Ask  user  to  "draw"  a  box  around  the  vector  symbol(s) 
that  are  to  be  indexed. 

Obtain  the  vector  id's  of  the  vectors  within  the 
"box"  from  the  DV  file  and  display  them  at  the 
user's  terminal  (or  line  printer). 

Ask  user  if  scatter  plot  is  to  be  redisplayed. 
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ELSEIF  (the  display  file  contains  a  two-space  cluster 
plot)  THEN 

IF  (output  is  sent  to  terminal)  THEN 

ReDisplay  the  cluster  plot  (via  CLSCAT) . 

ENDIF 

Ask  user  to  specify  (via  the  graphics  cursor)  which 
portion  of  the  cluster  plot  is  to  be  identified/ 
counted . 

IF  (user  wants  id  of  vectors  in  cluster  plot,  i.e., 
'I*  was  typed  when  graphics  cursor  was 
displayed)  THEN 

Obtain  the  vector  id's  of  the  vectors  within  the 
cluster  plot  grid  from  the  DV  file  and  display 
them  at  the  user's  terminal  (or  line  printer). 


ELSE 


User  is  only  getting  the  total  number  of  vectors 
for  each  class  present  in  the  grid. 

ENDIF 

Ask  user  if  cluster  plot  is  to  be  redisplayed. 

ENDIF 

UNTIL  (user  says  QUIT) 

Put  up  the  user's  option  list. 

END 

NOTE 

PRTIDX  must  know  which  logical  unit  belongs  to 
the  terminal.  Therefore,  if  the  current  terminal 
logical  unit  (1)  of  OLPARS  changes,  PRTIDX  must 
be  modified. 

FILES: 


CM  - 

communications 

HS  -  history 

DI  - 
DV  - 

display  information 
display  value 

OLPARS  option  file 

PV  - 

projection  vector 

Instrumentation 

SI  - 

scratch  1 

User  output  file 
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REFERENCED  BY: 

OLPARS  user. 

SUBPROGRAMS  REFERENCED: 

CLOSE,  CLOSFX ,  CLSCAT,  CMGCDS,  CMGOTH,  CMGSCN,  DIGDC , 

DIGENT,  DIGHDI ,  DVGVEC,  EOUALA,  ERASE,  FILPUT,  GIN, 

INSINI,  INSINT,  INSRET,  MENU,  MICMAC,  MOVE,  OEXIT, 

OPENFX ,  OPENS,  PRINTR ,  PROMPT,  RCTNGL ,  S1GBC ,  TRMGET , 

TRMPUT 


HISTORY: 

designed  by  Steven  Haehn  August  14,  1978 
programmed  by  Steven  Haehn  Feb.  10,  1981 


OLPARS  Program  Specifications 

PRTLOG 


PROGRAM  NAME:  PRTLOG 

CATEGORY:  Utility  Command 

PROGRAM  DESCRIPTION: 

PRTLOG  will  give  the  user  a  printer  listing  of  the 
description  of  any  OLPARS  logic  tree. 

PROGRAM  USAGE: 

User  types  in  'PRTLOG'. 

ALGORITHM  /  NOTES: 

Give  user  listing  showing: 

o  Logic  tree  name. 

o  Design  data  set  name. 

o  Dimensionality  of  the  design  data  set. 

o  Total  number  of  nodes  used  in  logic  tree, 

o  Number  of  data  class  nodes, 

o  Number  of  incomplete  logic  nodes, 

o  Structure  of  the  logic  tree, 

o  For  each  logic  node: 

o  Type  of  logic. 

o  Parent  Node. 

o  Number  of  nodes  immediately  below 

the  node. 

o  Names  of  classes  present  (residing) 

at  the  node. 

o  Apriori  probabilities  of  the  classes 

present  (residing)  at  the  node,  if 
the  node  is  the  senior  node. 

o  Reassociated  class  name,  if  the  node  is  a 

lowest  node  and  the  reas jociated  class 
name  is  different  from  the  original 
design  data  set  name. 
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o  Reject  strategy  of  the  logic  node,  if 

one  exists. 

o  Option  creating  the  logic  at  the  node, 

o  Parameters  for  the  logic  at  the  node. 


FILES: 

Record  I/O 


terminal 
instru  .dat 
logdump.  -  printer 
listing 

REFERENCED  BY: 


Block  I/O 


HS  -  history 
CM  -  communications 
LI  -  logic  information 
LV  -  logic  value 
OPTION. OLP  -  option 


OLPARS  user 

SUBPROGRAMS  REFERENCED: 

CLOSE,  CMGLOG,  CMGOTH ,  EQUALA,  ERASE,  EVALBM , 
FILPUT,  GOPTNM ,  GP1PRT,  GP2PRT,  INSINI,  INSINT, 
INSRET,  LIGCAP ,  LIGCLP,  LIGCNM ,  LIGDCN ,  LIGDSN , 
LIGLOG,  LIGPRB ,  LIGSTR ,  MENU,  NMVPRT ,  NNBPRT , 
OEXIT ,  OPENFX ,  OPENS,  OPENTR ,  PROMPT,  PRTSTR , 
PWSPRT,  TRMGET,  TRMPUT 

SEE  ALSO: 

PRTDS 


HISTORY: 


designed  by  Steve  Hachn  October  2,  1978 

programmed  by  Donna  Morris  October  1,  1981 
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PROGRAM  NAME:  PSORT 


CATEGORY:  Utility  Subroutine 


PROGRAM  DESCRIPTION: 


PSORT  (permutation  sort)  creates  a  permutation  vector 
with  elements  that  point  to  the  elements  of  the  given 
vector  in  ascending  order.  For  example,  if  the  elements 
of  the  input  vector  are  4,  6,  2,  0,  9  (in  that  order) 
then  the  elements  of  the  permutation  vector  are  4,  3, 

1,  2,  5.  Therefore,  to  access  the  elements  of  the 
given  vector  in  numerical  ascending  order,  the  elements 
of  the  vector  must  be  referenced  like  so, 


Vec( PrmVec( 1 ) ) 
Vec( PrmVec( 2) ) 
Vec( PrmVec( 3 ) ) 
Vec( PrmVec( 4  ) ) 
Vec( PrmVec(5 ) ) 


Vec ( 4 ) 
Vec( 3) 
Vec(  1 ) 
Vec ( 2 ) 
Vec ( 5 ) 


0 

2 

4 

6 

9 


PROGRAM  USAGE: 


CALL  PSORT (VEC ,PRMVEC,NELEM) 


INPUT  ARGUMENTS: 

VEC  -  INTEGER  ARRAY(NELEM) ;  the  given  vector  to  be 

sorted 


NELEM  -  INTEGER;  the  number  of  elements  in  the  given 

vector 


OUTPUT  ARGUMENTS: 


PRMVEC  -  INTEGER  ARRAY( NELEM) ;  the  permutation  vector 

described  above 


ALGORITHM  /  NOTES: 

This  sorting  method  is  non-destructive  to  the  given 
vector.  It  would  generally  be  used  where  there  are 
many  separate  arrays  with  information  tied  together 
via  the  array  index,  with  one  of  the  array  elements 
used  as  a  'sort  key'd. e.,  the  only  way  to  simulate 
a  multifield  record  in  FORTRAN). 

The  sorting  algorithm  is  the  basically  the  'Shell' 
sort  as  described  in  Knuth's  'The  Art  of  Computer 
Programming'  Vol.  3  'SORTING  AND  SEARCHING’  p.84. 
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REFERENCED  BY: 

MAKOPT 

SUBPROGRAMS  REFERENCED: 

INSPGM ,  INSRET 

HISTORY: 


designed  by 

Steven 

Haehn 

Aug . 

20, 

1979 

programmed  by 

Steven 

Haehn 

Aug . 

21, 

1979 
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PROGRAM  NAME:  PTRGNI 


CATEGORY:  UTILITY  SUBROUTINE 


PROGRAM  DESCRIPTION: 

PTRGNI  (put  region,  convert  elements  from  integer  to 
real)  writes  a  region  (a  series  of  entries)  to  a  Logic 
Value  file.  The  regions  written  represent  specific 
entities  created  by  the  individual  calling  programs 
(i.e.,  group  logic  discriminant  vectors). 

PROGRAM  USAGE: 

CALL  PTRGNI (FDLV, ELEMCT , LVETSZ , RGNTYP , TRMLNK , REGION , 
RGNPTR , NXTRGN) 

INPUT  ARGUMENTS: 

FDLV  -  INTEGER;  File  descriptor  of  the  LV  file 

ELEMCT  -  INTEGER;  the  number  of  elements  to  be  written 

to  the  LV  region. 

LVETSZ  -  INTEGER;  logic  value  entry  size  (found  in  Logic 

Information  file  header) 

RGNTYP  -  INTEGER;  type  of  region  to  be  written, 

NEW  or  OLD  (1  =  NEW,  0  =  OLD) 

TRMLNK  -  LOGICAL;  terminal  link  flag,  when  'true' 

indicates  that  the  last  entry  is 
supposed  to  contain  th  LV  region 
termination  link  (0).  Only  has 
meaning  when  creating  a  NEW  region. 

REGION  -  INTEGER  array( ELEMCT) ;  information  to  be  written 

into  LV  region 

RGNPTR  -  INTEGER;  pointer  to  the  region  to  be  written 

(Note,  the  value  of  this  argument 
is  needed  for  input  only  when  the 
region  being  written  is  OLD) 

OUTPUT  ARGUMENTS: 

RGNPTR  -  INTEGER;  pointer  to  the  region  to  be  written 

(Note,  this  argument  becomes  an  output 
argument  only  when  the  region  being 
written  is  OLD) 
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NXTRGN  -  INTEGER;  pointer  to  the  next  region  following 

the  current  region  (or  an  end-of-region 
link) 

FILES: 

LV  -  logic  value 
REFERENCED  BY: 

CREATLOG 

SUBPROGRAMS  REFERENCED: 

GNLVAE ,  INSINT,  INSLOG,  INSPGM,  INSRET,  LVGLNK,  LVPENT , 
LVPLNK 

SEE  ALSO: 

GTRGNI ,  GTRGNR ,  PTRGNR 

HISTORY: 

designed  by  Steven  Haehn  March  5,  1981 
programmed  by  Steven  Haehn  April  1,  1981 
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PROGRAM  NAME:  PTRGNR 


CATEGORY:  UTILITY  SUBROUTINE 


PROGRAM  DESCRIPTION: 

PTRGNR  (put  region  of  real  elements)  writes  a  region 
(a  series  of  entries)  to  a  Logic  Value  file.  The 
regions  written  represent  specific  entities  created 
by  the  individual  calling  programs  (i.e.,  group  logic 
discriminant  vectors). 

PROGRAM  USAGE: 

CALL  PTRGNR ( FDLV, ELEMCT, LVETSZ , RGNTYP , TRMLNK .REGION , 
RGNPTR , NXTRGN) 

INPUT  ARGUMENTS: 

FDLV  -  INTEGER;  File  descriptor  of  the  LV  file 

ELEMCT  -  INTEGER;  the  number  of  elements  to  be  written 

to  the  LV  region. 

LVETSZ  -  INTEGER;  logic  value  entry  size  (found  in  Logic 

Information  file  header) 

RGNTYP  -  INTEGER;  type  of  region  to  be  written, 

NEW  or  OLD  (1  =  NEW,  0  =  OLD) 

TRMLNK  -  LOGICAL;  terminal  link  flag,  when  'true' 

indicates  that  the  last  entry  is 
supposed  to  contain  th  LV  region 
termination  link  (0).  Only  has 
'f-^ning  when  creating  a  NEW  region. 

REGION  -  REAL  array( ELEMCT) ;  information  to  be  written 

into  LV  region 

RGNPTR  -  INTEGER;  pointer  to  the  region  to  be  written 

(Note,  the  value  of  this  argument 
is  needed  for  input  only  when  the 
region  being  written  is  OLD) 

OUTPUT  ARGUMENTS: 

RGNPTR  -  INTEGER;  pointer  to  the  region  to  be  written 

(Note,  this  argument  becomes  an  output 
argument  only  when  the  region  being 
written  is  OLD) 
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NXTRGN  -  INTEGER;  pointer  to  the  next  region  following 

the  current  region  (or  an  end-of-regio 
link) 

FILES: 

LV  -  logic  value 
REFERENCED  BY: 

CREATLOG 

SUBPROGRAMS  REFERENCED: 

GNLVAE ,  INSINT,  INSLOG,  INSPGM,  INSRET,  LVGLNK,  LVPENT, 
LVPLNK 

SEE  ALSO: 

GTRGNI ,  GTRGNR ,  PTRGNI 

HISTORY: 

designed  by  Steven  Haehn  March  5,  1981 
programmed  by  Steven  Haehn  April  1,  1981 
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PROGRAM  NAME:  PUTHST 

CATEGORY:  Utility  subroutine  (system  dependent) 

PROGRAM  DESCRIPTION: 

PUTHST  alters  the  tally  of  the  current  instrumentation 
level's  history  file  record  and  writes  out  that  record 
to  the  history  file. 

PROGRAM  USAGE: 

CALL  PUTHST 

ALGORITHM  /  NOTES: 

Essentially,  the  tally  of  the  current  history  record  is 
decremented  by  1 .  If  the  tally  becomes  negative,  it  is 
set  to  zero. 

REFERENCED  BY: 

INSRET 

SUBPROGRAMS  REFERENCED: 

FLUSHB,  FPUT ,  MAX 
SEE  ALSO: 

GETHST 


HISTORY: 


designed  by  Steven 
programmed  by  Steven 


Haehn 

Mar . 

10,  1979 

Haehn 

Apr . 

** ,  1979 
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PROGRAM  NAME:  PVGENT 


CATEGORY:  Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 

PVGENT  gets  an  entry  from  the  PV  file  for  one-  or  two- 
space  displays.  It  is  passed  the  file  descriptor  of  the 
the  PV  file,  the  entry  number  in  PV  to  be  read,  and 
the  number  (NUM)  of  elements  to  get  from  that  entry. 

In  general,  NUMsNDIM  since  the  length  of  the  pro¬ 
jection  vectors  will  always  be  the  dimension  of  the 
data  set  (which  is  also  the  length  of  a  PV  file 
entry).  However,  when  retrieving  eigenvalues,  NUM 
equals  the  number  of  measurements  used,  which  may  be 
smaller  than  NDIM . 

The  entry  is  placed  in  the  real  array  VEC. 

PROGRAM  USAGE: 

CALL  PVGENT ( FID , ENTNO , NUM , VEC) 

INPUT  ARGUMENTS: 

FID  -  INTEGER;  the  file  descriptor  of  the  PV  file 
ENTNO  -  INTEGER;  the  entry  number 

NUM  -  INTEGER;  the  number  of  elements  (coordinates) 
to  get 

OUTPUT  ARGUMENTS: 

VEC  -  REAL  array  (MAXCLS);  the  projection  vector 
SUBPROGRAMS  REFERENCED: 

FGET,TRMPUT 

HISTORY: 

designed  by  Dave  Birnbaum  September  12,  1978 
programmed  by  Donna  Morris  May  7,1979 
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PROGRAM  NAME:  PVGHDR 


CATEGORY:  Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 

PVGHDR  gets  elements  from  a  PV  file  header  for  one  and 
two  space  displays.  It  is  passed  the  file  descriptor 
of  the  PV  file  and  an  information  array  (INFO).  The 
information  array  is  both  an  input  and  an  output  array. 
Non-negative  values  in  INFO  are  replaced  with  the  item 
referred  to  by  the  INFO  array  subscript  (code). 

The  codes  are  the  same  as  in  PVPHDR. 

PROGRAM  USAGE: 

CALL  PVGHDR( FID , INFO) 

INPUT  ARGUMENTS: 

FID  -  INTEGER;  file  descriptor  of  the  PV  file 
INFO  -  INTEGER  array  (PVNITM);  array  indicating  which 

items  to  retrieve,  this  array 
is  overwritten  with  the  values 
of  the  items  retrieved 

FILES: 

PV  -  projection  vector 
SUBPROGRAMS  REFERENCED: 

FGET , TRMPUT 
SEE  ALSO: 

PVPHDR 


HISTORY: 

designed  by  Dave  Birnbaum  June  16,  1978 
programmed  by  Donna  Morris  May  7,1979 
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PROGRAM  NAME:  PVGNAM 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

PVGNAM  gets  the  current  data  set  (treename  and 
nodename)  from  the  PV  file  header 

PROGRAM  USAGE: 

CALL  PVGNAM(FIDPV, NAMES) 

INPUT  ARGUMENTS: 

FIDPV  -  INTEGER;  the  file  descriptor  of  the  PV  u’e 
OUTPUT  ARGUMENTS: 

NAMES  -  INTEGER  arrayCTRELEN  +  NODLEN);  treename  and 

nodenarae  of  the  current  data  set 

FILES: 

PV  -  projection  vector  file 
REFERENCED  BY: 

Display  File  Access  Routines 
SUBPROGRAMS  REFERENCED: 

FGET,  PACKW ,  TRMPUT ,  OEXIT 
SEE  ALSO: 

PVPNAM 

HISTORY: 

designed  by  Donna  Morris  May  15,  1979 
programmed  by  Donna  Morris  May  15,  1979 
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PROGRAM  NAME:  PVPENT 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

PVPENT  puts  an  entry  into  the  PV  file  for  one-  or 
two-space  displays.  It  is  passed  the  file  descriptor  of 
the  PV  file,  the  entry  number  to  be  used,  the  number 
(NUM)  of  elements  to  be  put  and  a  vector  (VEC)  to  be 
placed  in  entry  ENTNO. 

PROGRAM  USAGE: 

CALL  PVPENTCFID, ENTNO, NUM, VEC) 

INPUT  ARGUMENTS: 

FID  -  INTEGER;  file  descriptor  of  the  PV  file 

ENTNO  -  INTEGER;  the  entry  number  to  be  used 

NUM  -  INTEGER;  the  number  of  elements  to  write  (i.e. 
the  length  of  the  vector) 

VEC  -  REAL  arrau  ( MAXDIM) ;  the  projection  vector 

FILES: 

PV  -  projection  vector 
SUBPROGRAMS  REFERENCED: 

FPUT 

SEE  ALSO: 

PVGENT 

HISTORY: 

designed  by  Dave  Birnbaum  June  19,  1978 
programmed  by  Donna  Morris  May  7,1979 
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PROGRAM  NAME:  PVPHDR 


CATEGORY:  Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 

PVPHDR  puts  elements  into  a  PV  file  header  for  one- 
and  two-space  displays.  It  is  passed  the  file  descriptor 
of  the  PV  file  and  an  information  array  (INFO).  The 
INFO  array  subscript  represents  the  code  of  an  item 
that  can  be  referenced  by  PVPHDR.  A  negative  value  in 
the  array  indicates  that  the  item  specified  by  the  code 
(subscript)  is  not  to  be  written.  The  codes  are  as 
follows : 


CODE  INFORMATION  ELEMENT  PV  FILE  HEADER 


1 

1 

1 

1 

1 

1 

1 

1 

Display  Code  ! 

1 

1 

2 

1 

1 

1 

i 

NDIM  i 

1 

14 

3 

1 

1 

1 

1 

1 

» 

1 

Number  of  i 

measurements  usedj 

1 

15 

4 

1 

1 

1 

1 

1 

1 

t 

Number  of  Proj  | 

vecto  s  J 

1 

16 

5 

1 

1 

1 

1 

1 

1 

i 

Pointer  to  First  J 

Proj.  Vector  J 

1 

17 

6 

1 

1 

1 

1 

1 

1 

1 

1 

Pointer  to  Second', 

Proj.  Vector  | 

1 

1 

18 

PROGRAM  USAGE: 

CALL  PVPHDR (FID , INFO) 

INPUT  ARGUMENTS: 

FID  -  INTEGER;  the  file  descriptor  of  the  PV  file 
INFO  -  INTEGER  array  (PVNITM);  input  integer  data 
SUBPROGRAMS  REFERENCED: 

FPUT 
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PVPHDR 


HISTORY: 


designed  by  Dave  Birnbaura  June  16,  1978 
programmed  by  Donna  Morris  May  7,1979 
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PROGRAM  NAME:  PVPNAM 

CATEGORY:  Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 

PVPNAM  writes  the  current  data  set  (treename  and 
nodename)  to  the  PV  file  header 

PROGRAM  USAGE: 

CALL  PVPNAMCFIDPV, NAMES) 

INPUT  ARGUMENTS: 

FIDPV  -  INTEGER;  the  file  descriptor  of  the  PV  file 

NAMES  -  INTEGER  array  (TRELEN  +  NODLEN);  treename  and 

nodename  of  the  current  data  set 

FILES: 

PV  -  projection  vector  file 
REFERENCED  BY: 

Display  File  Access  Routines 
SUBPROGRAMS  REFERENCED: 

FPUT ,  ITREAL 
SEE  ALSO: 

PVGNAM 

HISTORY: 

designed  by  Donna  Morris  May  15,  1979 
programmed  by  Donna  Morris  May  15,  1979 
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PROGRAM  NAME:  PWEVAL 

CATEGORY:  Logic  Design  Command 

PROGRAM  DESCRIPTION: 

PWEVAL  does  a  partial  evaluation  of  PAIRWISE  logic. 

The  logic  must  first  be  created  by  FISHER.  PWEVAL 

can  also  be  used  after  FISHMOD,  THRESHMOD,  and  OPTIMLMOD. 

PROGRAM  USAGE: 

User  types  in  'PWEVAL*. 

ALGORITHM  /  NOTES: 

Erase  screen  and  home  cursor  (ERASE). 

Get  a  list  of  PAIRWISE  logic  nodes.  If  there  is  more  than 
one,  ask  the  user  for  a  node  number  from  the  list. 

Perform  a  partial  evaluation  of  the  PAIRWISE  logic  and 
display  a  confusion  matrix  (PEPAIR)  . 

Put  up  option  list  at  user's  terminal  (MENU). 

END 

REFERENCED  BY: 

OLPARS  user 

SUBPROGRAMS  REFERENCED: 

CHKEXS ,  CLOSFX ,  CMGCDS,  CMGLOG ,  CMGOTH ,  ERASE,  GETLST, 

GTRGNI ,  GTSLOT ,  INSINI,  INSRET,  LIGCOP,  LIGSTR ,  MENU, 

OEXIT ,  OPENFX,  OPENTR ,  PEPAIR,  PROMPT,  TIGET,  TRMGET, 

TRMPUT 

SEE  ALSO: 

FISHER,  FISHMOD,  THRESHMOD,  OPTIMLMOD 

HISTORY: 

designed  by  John  W.  Tenney  Sept.  2,  1981 
programmed  by  John  W.  Tenney  Oct.  9,  1981 


OLPARS  Program  Specifications 
RANK 


PROGRAM  NAME:  RANK 


CATEGORY:  Measurement  Evaluation  Command  (subsidiary) 


PROGRAM  DESCRIPTION: 

RANK  checks  the  validity  of  the  DI  file.  It  asks 
the  user  to  specify  the  type  of  ranking  (and 
necessary  parameters) .  It  also  sets  up  an  array 
of  values,  sorts  them,  and  stores  in  the  DI  file. 
It  calls  RODISP  to  cause  a  display  of  values. 

PROGRAM  USAGE: 

User  types  in  'RANK'. 

USER  INTERACTION: 

The  user  selects  the  rank  type  and  parameters. 
RANK  TYPE  PARAMETERS 


OVERALL  none 

Measurement  by  class  class 

Measurement  by  class  class  1  and  class  2 

pair 

Class  by  measurement  measurement  number 

Class  pair  by  measurement  number 

measurement 

FILES: 

CM  -  communication 

DI  -  display  information 

DV  -  display  values 

HS  -  history  (indirectly) 

OPTION  -  option  (indirectly) 

REFERENCED  BY: 


OLPARS  user. 


HANK 


SUBPROGRAMS  REFERENCED: 

CDSCHK ,  CMGCDS ,  CMGOTH ,  DIGROH ,  DIPROE,  DIPROH, 
DVGROE ,  ERASE,  INSINI,  INSINT,  INSRET,  MENU,  OEXIT, 
OPENFX ,  PROMPT,  RODCLS,  RODISP,  RSORTA ,  RSORTD , 
TRMGET ,  TRMPUT 

HISTORY: 

designed  by  Kermit  Klingbail  April  10,  1978 
programmed  by  Donna  Morris  January  15,  1981 
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PROGRAM  NAME:  RCTNGL 


CATEGORY:  Terminal  I/O  (graphic,  system  dependent) 


PROGRAM  DESCRIPTION: 

RCTNGL  displays  a  rectangle  on  the  display  screen 
accoi-.ng  to  the  coordinates  passed  to  it  of  the 
lower  left  corner  and  of  the  upper  right  corner. 
If  the  tic  indicator  is  set  to  true,  then  tic 
marks  will  appear  on  the  inside  of  the  rectangle. 
The  tic  marks  break  the  rectangle  up  into  ten 
equal  units  on  each  border. 

PROGRAM  USAGE: 

CALL  RCTNGL ( IX 1 , I Y 1 , 1X2 , I Y2 , TIC IND) 

INPUT  ARGUMENTS: 


IX  1 

INTEGER; 

the  x  coordinate 
left  corner 

of 

the 

lower 

I Y 1 

INTEGER; 

the  y  coordinate 
left  corner 

of 

the 

lower 

1X2 

INTEGER; 

the  x  coordinate 
right  corner 

of 

the 

upper 

IY2 

INTEGER; 

the  y  coordinate 
right  corner 

of 

the 

upper 

TICIND  - 

INTEGER; 

tic  indicator, 

specifies  whether 

not  tic  marks  are  to  appear  inside 
the  rectangle  to  be  drawn. 

ALGORITHM  /  NOTES: 

The  coordinates  passed  to  RCTNGL  are  the  actual 
display  screen  coordinates  of  the  rectangle  to 
be  displayed. 

FILES: 

Instrumentation  file 
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;;C"D  3Y : 


CLSCAT 


GG  AMS  REFERENCED: 

INSPGM ,  INSRET,  LINSEG 


designed  by  Dave  Tipton  June  19,  1979 
programmed  by  Dave  Tipton  June  19,  1979 
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PROGRAM  NAME:  RDISPLAY 

CATEGORY:  Utility  Command 

PROGRAM  DESCRIPTION: 

RDISPLAY  regenerates  the  most  recent  one-space,  two-space 
or  confusion  matrix  display. 

PROGRAM  USAGE: 

User  types  in  'RDISPLAY'. 

ALGORITHM  /  NOTES: 

Erase  screen  and  home  cursor  (ERASE). 

Get  display  code  from  DI  file  header  (DIGDC). 

IF  (display  code  =  1  or  2  for  cluster  or  scatter)  THEN 
CALL  CLSCAT . 

ELSEIF  (display  code  =  5  or  6  for  macro  or  micro)  THEN 
CALL  MICMAC . 

ELSEIF  (display  code  =  4  for  cluster  plot)  THEN 
CALL  CMDISP . 

ELSE 

Print  error  message. 

ENDIF 

Put  up  option  list  at  user's  terminal  (MENU). 

END 


FILES: 


CM  -  communications 
DI  -  display  information 
DV  -  display  value 
PV  -  projection  vector 


SI  -  scratch  1 
HS  -  history 
Instrumentation 
OLPARS  option  file 
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EF.lNCED  BY: 


I  OLPARS  user 
3PR0GRAMS  REFERENCED: 

CLOSFX ,  CLSCAT ,  CMDISP,  CMGCDS,  CMGOTH,  DIGDC,  ERASE, 
INSINI,  INSRET,  MENU,  MICMAC,  OEXIT,  OPENFX,  TRMPUT 

S  DRY: 

designed  by  David  Birnbaum  September  20,  1978 
programmed  by  Steven  Haehn  May  27,  1981 
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PROGRAM  NAME:  READB 


CATEGORY:  Utility  subroutine  (system  dependent) 


PROGRAM  DESCRIPTION: 

READB  (read  block)  performs  the  actual  disk  read  of  all 
OLPARS  fixed  length  record  files.  Under  RSX-11M,  this 
routine  is  an  assembly  routine.  The  type  of  reading 
being  done  is  called  a  block  read.  For  further  informa¬ 
tion,  see  an  RSX-11M  I/O  operations  manual. 

PROGRAM  USAGE: 

CALL  READB( LUN , BLKNO , BUFFER , BUFSIZ , IOSB) 

INPUT  ARGUMENTS: 

LUN  -  INTEGER;  logical  unit  number  of  file  being  read 

BLKNO  INTEGER  *4;  an  RSX-11M  long  integer  representing 

the  virtual  block  to  be  read 

BUFSIZ  -  INTEGER;  size  (IN  BYTES)  of  the  virtual  block  to 

be  read 


OUTPUT  ARGUMENTS: 

BUFFER  -  INTEGER  ARRAY ( BUFSIZ  /  2);  the  virtual  block 

read  is  stored 
here 

IOSB  -  INTEGER  ARRAY ( 2 ) ;  the  I/O  status  block 

I0SB(1)  =  File  Control  Services  (FCS) 
error  code  in  lower  byte 

I0SB(2)  =  actual  number  of  bytes  read 
(it  will  be  equal  to  BUFSIZ 
unless  an  end-of-file  read 
is  attempted;  in  this  case, 
I0SB(2)  contains  the  'short' 
read  byte  count.  The  next 
read  will  return  an  end-of- 
file  code  (-10)  in  the  low 
byte  of  I0SB( 1 ) . ) 


READB 

I 

ALGORITHM  /  NOTES: 

A  requirement  for  usage  will  be  that  the  files  to  be  read 
must  be  'opened'  with  'BUFFER  COUNT  =  -1’  in  a  DEC  F4P 
open  statement,  or  that  a  -1  is  placed  in  the  offset 
F.MBCT  in  the  file  descriptor  block  (FDB)  of  the  file 
from  an  assembly  'open'  program.  (Refer  to  an  RSX-1 1M 
FORTRAN  IV  user's  guide.) 

REFERENCED  BY: 

FGET,  FPUT 

SUBPROGRAMS  REFERENCED: 

$FCHNL  -  obtains  FORTRAN  FDB,  when  given  a  logical  unit 
number 

.READ  -  assembly  'block'  read  program 

.WAIT  -  causes  READB  to  wait  until  BUFFER  is  filled 

DIAGNOSTICS: 

If  an  invalid  logical  unit  number  is  encountered,  READB 
will  abort. 

SEE  ALSO: 

WRITEB 

HISTORY: 


designed  by 

Steven 

Haehn 

Dec.  15, 

1978 

programmed  by 

Steven 

Haehn 

Jan.  15, 

1979 
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PROGRAM  NAME:  REARR 


CATEGORY:  Data  Tree  File  Access  Routine 


PROGRAM  DESCRIPTION: 


REARR  rearranges  the  TI  file  so  as  to  delete  a 
lowest  node  from  a  data  tree.  It  makes  appropriate 
changes  to  the  set  of  counts  and  pointers  md  the 
means  and  covariances  for  all  affected  nodes. 

When  the  node  to  be  deleted  has  at  least  two  siblings, 
the  legality  of  the  tree  structure  is  not  affected  by 
the  deletion  of  the  node.  But,  when  the  deletion  of 
the  node  leaves  only  one  child  at  the  parent,  this 
is  not  a  legal  tree  structure.  At  this  point,  the  node 
is  deleted  and  the  remaining  node  is  'combined'  with 
the  parent  node.  The  parent  takes  the  remaining  node's 
name.  For  example: 


With  2  siblings,  where  X  is  the  node  to  be  deleted  - 


0 

/  \ 

0  0 
/ :  \ 

X  Y  Z 


0 

/  \ 

>00 
/  \ 

Y  Z 


With  1  sibling,  where  X 
0 

/  \ 

0  0  =  =  = 
/  \ 

X  Y 
/  \ 

0  0 


is  the  node  to  be  deleted  - 
0 

/  \ 

=  =  =  =  >  Y  0 
/  \ 

0  0 


PROGRAM  USAGE: 


CALL  REARR  ( FDTI , FDTV , ET, NODSLT , NDIM) 


GLPARS  Program  Specifications 

REARR 


INFUT  ARGUMENTS: 


FDTI  - 

INTEGER 

;  the 

file  descriptor  of 

the  TI  file 

FDTV  - 

INTEGER 

;  the 

file  descriptor  of 

the  TV  file 

ET  - 

INTEGER 

array 

table 

(TABSIZ) ;  the  TI 

file  entry 

NODSLT  - 

INTEGER 

:  the 

slot  number  of  the 

node  to  be 

deleted 

NDIM  - 

INTEGER 

;  the 

dimensionality  of 

the  current 

data  set 


ALGORITHM  /  NOTES: 

Retrieve  the  TI  file  counts  and  pointers  of  node  to 
be  deleted  and  its  parent  node  (TIGCAP), 

IF  (the  node  being  has  at  least  two  siblings)  THEN 

Adjust  the  parent  node's  counts  and  pointers 
(TIPCAP) . 

Adjust  the  deleted  node's  sibling  pointers  to 
point  around  the  deleted  node  (TIPCOP). 

Adjust  the  first  lowest  node  pointers  of  all 
ancestors  in  the  tree  which  point  to  the  deleted 
node  (TIPCOP) . 

Adjust  the  low  node  link  pointers  and  low  node 
back  pointers  of  all  nodes  pointing  to  the  deleted 
node  (TIPCOP) . 

Traverse  the  tree,  adjusting  the  mean  and 
covariance  arrays  of  all  ancestors  of  the  deleted 
node  ( S3UPMC) . 

Traverse  the  tree,  adjusting  the  number  of  lowest 
nodes  beneath  the  present  node,  the  number  of 
vectors  beneath  the  present  node,  and  the  number 
of  children  at  the  parent  node  of  the  node  being 
deleted  (FIXKLV). 


Add  the  deleted  node  to  the  TI  file  free  list 
(GARBND) . 
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ELSE 

Adjust  the  parent  node's  counts  and  pointers 
(TIPCAP) . 

Adjust  the  first  lowest  node  pointers  of  all 
ancestors  in  the  tree  which  point  to  the  deleted 
node  (TIPCOP) . 

Adjust  the  low  node  link  pointers  and  low  node 
back  pointers  of  all  nodes  pointing  to  the  deleted 
node  (TIPCOP) . 

Change  the  parent's  node  name  to  the  name  of  the 
remaining  node  to  insure  uniqueness  within  the 
data  tree  (TIGNAM,  7IPNAM)  . 

Traverse  the  tree,  adjusting  the  mean  and 
covariance  arrays  of  all  ancestors  of  the  deleted 
node  ( SBUPMC) . 

Traverse  the  tree,  adjusting  the  number  of  lowest 
nodes  beneath  the  present  node,  the  number  of 
vectors  beneath  the  present  node,  and  the  number 
of  children  at  the  parent  node  of  the  node  being 
deleted  (FIXKLV). 

Add  the  deleted  node  and  its  remaing  sibling  node 
to  the  TI  file  free  list  (GARBND) . 

ENDIF 

RETURN 

END 


SPECIAL  NOTE 

If  there  is  only  one  node  left  below  the  senior  node 
during  the  node  deletion,  that  node  will  in  essence 
become  the  senior  node.  Tnis  means  the  name  of  the 
node  must  be  changed  to  ’****’  and  all  the  vector 
display  symbols  in  the  tree  vector  file  will  have  to 
be  changed  to  ’ * ’ . 


f  OLPARS  Program  Specification 

:  REAR 

REFERENCED  BY: 

DDATANOD,  DVEC 
SUBPROGRAMS  REFERENCED: 

FIXKLV,  GARBND,  CNXTND,  INSPGM,  INSRET,  SBUPMC, 

TIGCAP,  TIGCOP,  TIGNAM,  TIPCAP,  TIPCOP,  TIPNAM, 

TVPCLS 

HISTORY: 

designed  by  David  Birnbaum  August  23,  1978 
programmed  by  Jill  King  May  13,  1981 
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PROGRAM  NAME:  REASNAME 


CATEGORY:  Utility  Command 


PROGRAM  DESCRIPTION: 

REASNAME  displays  a  table  containing  lowest  logic  node 
numbers,  original  design  data  set  class  names  and 
reassociated  class  names.  The  user  may  then  change  any 
reassociated  names.  The  routine  redisplays  the  table 
with  the  modifications  and  allows  corrections.  When 
the  user  is  satisfied,  the  routine  exits. 

The  reassociated  name  capability  is  useful  in  cases  where 
a  test  data  set  is  to  be  evaluated  against  logic  designed 
on  a  tree  whose  class  names  are  different  from  the  test 
data  set. 

REASNAME  operates  only  on  a  completed  logic  which  must  be 
the  current  logic. 

PROGRAM  USAGE: 

User  types  in  ’REASNAME*. 

ALGORITHM  /  NOTES: 

Get  current  logic  from  CM  file  (CMGLOG). 

IF  (logic  is  not  complete)  THEN 
Print  error  message. 


ELSE 


Get  list  of  lowest  logic  node  numbers  (GETLST). 
Eliminate  reject  nodes  from  the  list. 

Get  the  original  design  data  set  class  names 
and  the  reassociated  class  names  for  the  nodes 
(LIGDCN) . 

Erase  screen  and  home  cursor  (ERASE). 

Display  list  on  screen. 
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REPEAT 

REPEAT 

Ask  user  for  a  logic  node  number  and  a 
new  reassociated  class  name. 

Write  new  reassociated  name  into  LI  file 
(LIPDCN) . 

UNTIL  (logic  node  equals  zero) 

Redisplay  the  table  with  modifications. 

UNTIL  (user  is  satisfied). 

ENDIF 

Set  the  reassociated  class  names  flag  in  the  LI 
file  header  to  indicate  that  there  are  reassociated 
class  names  (LIPCOP) . 

Put  up  option  list  at  user's  terminal  (MENU). 

END 

FILES: 

CM  -  communications 

HS  -  history  (indirectly  used) 

INSTRU.DAT  -  instrumentation  file  (indirectly  used) 

LI  -  logic  information 

LL  -  logic  list  (indirectly  used) 

OPTION. OLP  -  option  file  (indirectly  used) 

REFERENCED  BY: 

OLPARS  user 

SUBPROGRAMS  REFERENCED: 

CHARFL ,  CMGLOG ,  CMGOTH ,  CMGSCN,  EQUALA,  ERASE, 
GETLST,  INSINI,  INSRET,  LENGA,  LGLNOD ,  LIGDCN, 
LIPCOP,  LIPDCN,  MENU,  OEXIT,  OPENFX,  OPENTR, 

PROMPT,  TRMGET ,  TRMPUT 

HISTORY: 

designed  by  Dave  Birnbaum  September  IS,  1 9 7 S 
programmed  by  Donn3  Morris  July  8,  1981 
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PROGRAM  NAME:  REDRAW 


CATEGORY:  Utility  Command 


PROGRAM  DESCRIPTION: 

REDRAW  is  used  to  put  up  an  existing  decision  boundary 
at  an  OLPARS  user's  terminal  after  a  display  has  been 
redisplayed  as  a  result  from  a  scale  or  class  change. 

PROGRAM  USAGE: 

User  types  in  'REDRAW'. 

ALGORITHM  /  NOTES: 

Obtain  boundary  pointers  from  DI  file. 

Obtain  screen  coordinates  from  CM  file 

Obtain  boundaries  from  DV  file. 

Determine  wheher  both  points  of  a  segment  are 
inside  the  'window',  1st  point  in  -  2nd  out, 

2nd  point  in  -  1st  out,  or  both  points  outside 
the  display  window. 

IF  (the  decision  boundary  lies  outside  the  user's 
display  window)  THEN 

"Clip"  off  the  portion  of  the  boundary  that  is 
outside  the  window  and  extend  the  line  segment 
to  the  border.  Then  draw  the  line  segment. 


ELSE 


Extend  the  first  and  last  segments  of  the  boundary 
to  the  border  and  draw  the  decision  boundary. 

ENDIF 


NOTE 

"Window"  refers  to  both  one-space  and  two-space 
display  windows. 
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FILES: 

CM  -  communications  file 
DI  -  display  information 
DV  -  display  value 
Instr umentation  file 

REFERENCED  3Y: 

OLPARS  user 

SUBPROGRAMS  REFERENCED: 

CLOSFX ,  CMGSCN ,  DIGHDI,  DIGMAX,  DVGVEC,  EXTLST , 

EXT  1  ST ,  INSFLT ,  INSINI,  INSINT,  INSPGM,  INSRET, 

LINSEG ,  OEXIT,  OPENFX,  RXINT,  RYINT .  SCATR , 

TEXT,  TRMPUT 

HISTORY: 

designed  by  Steve  Haehn  September  27,  1978 
programmed  by  Mark  Maginn  September  9,  1980 
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PROGRAM  NAME:  REDVEC 


CATEGORY:  UTILITY  SUBROUTINE 


PROGRAM  DESCRIPTION: 

REDVEC  (reduce  vector  dimensionality)  eliminates  those 
measurements  specified  by  the  calling  routine  from  a 
vector . 

PROGRAM  USAGE: 

CALL  REDVEC ( VECTOR ,MVEC,NDIM) 

INPUT  ARGUMENTS: 

VECTOR  -  REAL  array(150);  the  vector  for  which 

measurements  are  to  be 
eliminated 

MVEC  -  REAL  array(150);  the  measurement  vector  - 

the  subscript  (index)  in 
'MVEC*  represents  the 
measurement  number. 

0  =  eliminate  the  given 
meas.  from  'VECTOR' 

1  =  include  the  given 
meas.  in  'VECTOR' 

OUTPUT  ARGUMENTS: 

VECTOR  -  REAL  array(150);  the  vector  after  specified 

measurements  have  been 
eliminated 


REFERENCED  BY: 

TRANSFORM 

SUBPROGRAMS  REFERENCED: 

INSPGM ,  INSRET 

HISTORY: 


designed  by 
programmed  by 


Donna  Morris 
Donna  Morris 


March  10,  1981 
March  10,  1981 
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PROGRAM  NAME:  RELUN 


CATEGORY:  Utility  Subroutine 


PROGRAM  DESCRIPTION: 

RELUN  marks  a  logical  unit  number,  found  in  the  logica 
unit  table,  as  being  released  from  active  use.  RELUN 
references  the  'Luntbl'  array  found  in  the  CALUN 
(currently  available  logical  unit  numbers)  common  area. 

PROGRAM  USAGE: 

CALL  RELUN ( L UN ) 


INPUT  ARGUMENTS: 


LUN  -  INTEGER;  logical  unit  number  to  be  released  from 
use 

ALGORITHM  /  NOTES; 

This  routine  contains  the  common  block 

CALUN  -  a  list  of  currently  available  logical 
unit  numbers 


REFERENCED  SY: 

CLOSE 

SUBPROGRAMS  REFERENCED: 

TRMPUT  for  an  error  message 
DIAGNOSTICS: 

When  an  invalid  logical  unit  number  is  encountered  (i.e., 
it  can’t  be  found  in  the  'Luntbl'),  RELUN  will  print  an 
error  message  to  that  effect. 

SEE  ALSO: 

GTLUN 


HISTORY: 


designed  by 

Steven 

Haehn 

Feb.  15, 

1979 

programmed  by 

Steven 

Ha  ehn 

Mar.  9, 

1979 
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PROGRAM  NAME:  RENAME 

CATEGORY:  OLPARS  utility  (system  dependent) 

PROGRAM  DESCRIPTION: 

RENAME  changes  a  filename  in  an  RSX11-M  directory  to 
another  name. 

PROGRAM  USAGE: 

INTEGER  RENAME 

N  =  RENAME  ( NAME1 ,  NAME2 ,  ERR) 

INPUT  ARGUMENTS: 

NAME1  -  LOGICAL  *1  ARRAY;  NAME  TO  BE  CHANGED 
NAME2  -  LOGICAL  *1  ARRAY;  NEW  NAME 

OUTPUT  ARGUMENTS: 

RENAME  -  INTEGER;  FUNCTION  VALUE:  0  INDICATES  SUCCESS, 
-1  INDICATES  ERROR 

ERR  -  INTEGER;  RETURNED  WHEN  RENAME=- 1 ,  IT  IS 

THE  FILE  CONTROL  SERVICE  (FCS)  ERROR  CODE 

ALGORITHM  /  NOTES: 


RENAME  requests  two  logical  units  numbers  via  'GTLUN' 
in  order  to  obtain  two  file  descriptor  blocks  via 
'$FCHNL'.  One  FDB  stores  filename  information  of 
the  original  file,  and  the  other  stores  information 
about  the  new  filename. 

Note:  the  file  to  be  renamed  should  be  'closed'  prior 
to  calling  'RENAME'.  The  reason  is  that  on  an 
unsuccessful  rename,  the  file  will  automatically  be 
closed  by  the  system. 


REFERENCED  BY: 

ORENAM 
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SUBPROGRAMS  REFERENCED: 

GTLUN  ,  RELUN 

HISTORY: 

designed  by  David  J.  Tipton 
programmed  by  David  J.  Tipton 
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PROGRAM  NAME:  RENAMT 


CATEGORY:  Level  II  File  Manipulation  Subroutine 


PROGRAM  DESCRIPTION: 


RENAMT  can  be  used  for  either  of  two  purposes: 


1).  To  rename  an  existing  OLPARS  tree  (a  tree  can 
be  renamed  to  the  name  of  an  existing  tree 
only  if  privilege  to  delete  the  tree  with  the 
duplicate  name  is  given  to  RENAMT  (see 
FORCE  argument)). 


2).  To  replace  the  file  code  table  entry  of  a  tree's 
TI,  LI,  TV,  or  LV  file  with  the  file  code  table 
entry  of  another  tree's  corresponding  TI,  LI,  TV, 
or  LV  file.  The  tree  having  an  FCT  entry  used 
as  a  replacement  will  be  deleted. 


Value  of  tree  TYPE:  1 

2 


data  tree 
logic  tree 


Value  of  ACCESS:  1  -  replace  the  TI  or  LI  FCT  entry 

of  a  tree  with  another's  and 
delete  the  other  tree 


2  -  replace  the  TV  or  LV  FCT  entry 

of  a  tree  with  another's  and 
delete  the  other  tree 


3  -  rename  both  FCT  entries  of  a 

tree  and  rename  the  tree  entry 
in  the  TL  or  LL  file;  if 
another  tree  exists  with  the 
new  name  and  same  TYPE,  see 
FORCE  for  course  of  action 


Value  of  FORCE  (used  only  when  ACCESS  =  3): 

TRUE  -  delete  an  existing  tree  with 
the  new  name  and  same  TYPE 

FALSE  -  do  not  delete  an  existing  tree 
with  the  new  name  and  same  TYPE 
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PROGRAM  USAGE: 

LOGICAL  RENAMT 

IF  (RENAMT(NAME1 ,NAME2, TYPE, ACCESS, FORCE) ) 

INPUT  ARGUMENTS: 

NAME1  -  INTEGER  ARRAY;  name  of  tree  to  rename  or  to 
have  one  of  its  FCT  entries  replaced 

NAME2  -  INTEGER  ARRAY;  new  name  or  name  of  tree  having 
the  replacement  FCT  entry  (this  tree  will  be 
deleted  if  ACCESS:)  or  2,  or  if  it  exists  and 
ACCESS=3  and  FORCE  is  TRUE) 

TYPE  -  INTEGER;  see  program  description 
ACCESS  -  INTEGER;  see  program  description 
FORCE  -  LOGICAL;  see  program  description 

FILES: 

TI  -  tree  information 
TV  -  tree  vector 
TL  -  tree  list 
LI  -  logic  information 
LV  -  logic  value 
LL  -  logic  list 
FCT  -  file  code  table 

SUBPROGRAMS  REFERENCED: 

DELETR,  INSCHR ,  INSINT,  INSLOG,  INSPGM,  INSRET,  LLGENT , 
LLGHDR ,  LLPENT ,  LLPHDR ,  LLSRCH ,  OCLOSE,  OMOVE ,  OPENFX, 
ORENAM,  TLGENT ,  TLGHDR ,  TLPENT ,  TLPHDR ,  TLSRCH ,  TRMPUT 

DIAGNOSTICS: 

RENAMT  will  return  with  a  false  value  for  three  reasons: 

1) .  The  tree  to  be  renamed  (or  to  have  an  FCT  entry 

replaced)  does  not  exist. 

2) .  The  tree  with  the  replacement  FCT  entry  does  not 

exist  ( ACCESS= 1  or  2). 

3) .  A  tree  already  exists  with  the  same  name  and  TYPE 

but  deletion  of  it  is  denied  (ACCESS=3;  FORCE=FALSE) . 


OLPARS  Program  Specifications 
RENAMT 


SEE  ALSO: 

DELETR 

HISTORY: 

designed  by  Steven  E.  Haehn  August  29,  1980 
programmed  by  David  J.  Tipton  October  31,  1980 
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PROGRAM  NAME: 


REPROJECT 


I 

i  CATEGORY:  Utility  Command 


PROGRAM  DESCRIPTION: 

REPROJECT  enables  a  user  to  project  a  data  set  on 
different  eigenvectors  after  an  EIGV  or  GNDV  projection 
routine  has  created  a  one-space  or  two-space  display. 

A  list  of  eigen  values  appears  and  the  user  is  asked 
to  choose  one  or  two  values. 

PROGRAM  USAGE: 

User  types  in  ’ REPROJECT'. 

ALGORITHM  /  NOTES: 

Erase  screen  and  home  cursor  (ERASE). 

Check  display  code  (DIGDC)  to  make  sure  a  one-  or 
two-space  display  is  stored. 

Get  OLPARS  option  number  (CMGOTH)  and  make  sure  it  is 
equal  to  the  option  number  of  one  of  the  EIGV  or  GNDV 
commands.  The  option  numbers  of  these  eight  routines 
can  be  gotten  by  using  SETOPT . 

Check  current  data  set;  must  be  equal  to  data  set  in  DI 
header  (CDSCHK). 

Display  set  of  eigenvalues  from  PV  file  (EIGPRT). 

Ask  user  to  choose  one  or  two  (SLTEIG). 

Project  the  data  (DSPROJ  or  LNPROJ). 

Create  display  ( CLSCAT  or  MICMAC) . 

Put  up  option  list  at  user's  terminal  (MENU). 

END 
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FILES: 


CM  -  communications 

LI  - 

logic  information 

DI  -  display  information 

TI  - 

tree  information 

DV  -  display  value 

TV  - 

tree  value 

PV  -  projection  vector 

HS  - 

history 

SI  -  scratch  1 

OLPARS  option  file 

TL  -  tree  list 

LL  - 

logic  list 

OLPARS  instrumentation 


REFERENCED  BY: 

OLPARS  user 

SUBPROGRAMS  REFERENCED: 

CDSCHK ,  CLOSFX ,  CLSCAT,  CMGCDS,  CMGLOG,  CMGOTH,  DIGDC , 

DIGHDI ,  DSPROJ ,  EIGPRT ,  EQUALA ,  ERASE,  GCLIST,  INSINI, 

INSRET,  LIGCOP ,  LNPROJ,  MENU,  MICMAC,  OEXIT,  OPENFX, 

OPENTR ,  PROMPT ,  SETOPT,  SLTEIG,  TIGCOP,  TIGET,  TIGNAM, 

TRMGET,  TRMPUT 

HISTORY: 

designed  by  David  BirnBaum  September  20,  1978 
programmed  by  Steven  Haehn  February  18,  1981 
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PROGRAM  NAME:  RESTRUCT 


CATEGORY:  Structure  Analysis  Command 


PROGRAM  DESCRIPTION: 

RESTRUCT  (restructure  data  set)  relabels  a  class  of 
the  current  data  set  according  to  the  boundary(s) 
drawn  on  a  one-spaoe  or  two-space  plot.  RESTRUCT 
renames  the  class  using  the  information  found  in  one 
of  the  four  following  displays: 

ONE-SPACE  DISPLAY  TWO-SPACE  DISPLAY 


1 

1 

1 

1  1 

1  t 

1  1 

i  1 

1 

1 

!  !  / 

\  REMAINING 

1 

1 

2 

l  1 

1  1 

\  REGION 

1 

1 

!  !  FIRST 

\ 

;  LEFT 

1 

1 

!  i  CONVEX 

\  2 

1 

1 

RIGHT 

!  !  REGION 

\ 

t 

1 

t  1 

1  1 

/  . 

1 

1 

:  i  ^ 

/ 

1  t  1 

1  1  1 

\  2 

13  1  I 

.  \  SECOND 

1  !  2  i 

/  \  \  CONVEX 

1  1  1 

1  1  1 

\  \  REGION 

!  MIDDLE  !  ! 

FIRST  \  \ 

LEFT  !  ! RIGHT  I 

CONVEX  \  - 

«  1  1 

1  1  1 

REGION  \  REMAINING 

1  1  1 

1  1  1 

/  REGION 

1  1  1 

f  1  1 

1  /  3 

RESTRUCT  presents  a  list  of  data  classes  displayed  and 
asks  the  user  to  choose  one.  RESTRUCT  then  asks  the 
user  to  input  2  or  3  unique  four  character  node  names. 
Temporary  files  are  then  created  and  the  vectors  of  the 
data  set  being  divided  are  sorted  according  to  the 
drawn  boundaries. 

If  any  new  data  class  contains  no  vectors,  RESTRUCT  will 
present  a  message  informing  the  user  of  this,  and  then 
check  to  see  if  enough  non-empty  nodes  are  left  to  be 
legally  added  to  the  OLPARS  data  tree. 
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If  the  display  is  two-space,  RESTRUCT  will  not  divide  a 
class  correctly  if: 

(1)  any  boundary  is  not  convex 

(2)  the  so-called  "convex  point"  is  not  on  the  convex 
side  of  a  boundary 

(3)  two  boundaries  intersect  within  the  range  of  the 
vectors  being  separated. 

RESTRUCT  checks  to  be  sure  that  the  projection  being  used 
has  been  created  by  a  structure  analysis  routine. 

RESTRUCT  creates  new  TI  file  entries  for  the  new  classes 
and  reinserts  the  vectors,  now  sorted  by  the  new  classes, 
into  the  TV  file,  using  the  exact  set  of  entries  from 
which  the  vectors  came. 

PROGRAM  USAGE: 

User  types  in  'RESTRUCT'. 

USER  INTERACTION: 

See  Algorithm 

ALGORITHM  /  NOTES: 

Call  UIRSTR  to 

Make  sure  the  projection  being  used  has  been  created 
by  a  structure  analysis  routine  (CMGOPT). 

Check  to  see  that  a  one-  or  two-space  display  is 
stored  in  the  display  files  and  that  there  are 
boundaries  (D1GDC , DIGHDI) . 

Display  the  list  of  lowest  nodes  (OBTCLS)  and  prompt 
the  user  for  the  display  symbol  of  one  class  to  be 
restructured  (PROMPT,  TRMGET) . 

Prompt  the  user  for  the  new  lowest  node  names 
(PROMPT,  TRMGET). 

Check  these  names  for  legality  (LGLNOD)  and  to  make 
sure  that  they  are  unique  within  the  tree  (UNIQND). 

Get  the  boundary  line  segment  endpoints  and  the  convex 
points  for  the  boundary(s)  from  DV  file  (DVGVEC). 

Open  temporary  files  to  store  the  vectors  of  the  new 
classes  (OPNTMP). 
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Get  the  projection  vector(s)  (PVGVEC) . 

IF  (display  is  two-space)  THEN 

DO  i=1,the  total  number  of  line  segments 

Compute  a  discriminant  vector  and  a  threshold 
value  (DSCVTH) . 

ENDDO 

ENDIF 

Get  the  TI  file  information  for  the  class  being 
restructured  (TIGCAP,  TIGNAM)  . 

DO  i=1, number  of  vectors  in  the  restructured  class 

Get  the  next  vector  (TVGVEC). 

Determine  which  region  the  vector  lies  in 
(EV1SP,  EV2SP) . 

Place  the  vector  in  the  proper  temporary  file 
(TVPVEC) . 

Update  a  count  if  vectors  in  that  temporary  file. 

ENDDO 

Check  for  empty  regions  and  display  the  proper  message. 

IF  (the  present  class  is  not  empty)  THEN 

Get  entry  table  slots  and  entry  numbers  in  the  TI  file 
for  the  new  nodes  (GNXTAN).  If  there  are  not  enough 
print  error  message  and  return. 

Create  TI  entries  for  the  new  nodes  (CLNODE). 

IF  (this  new  node  is  not  the  first  lowest  node  at  this 
parent)  fix  the  number  of  children  and  lowest 
nodes  which  lie  at  this  parent  (FIXKLV). 


ENDIF 

Store  the  vectors  from  the  temporary  files  in  the  TV 
(TVPVEC).  Make  sure  to  change  the  class  symbols  of  the 
vectors  and  to  update  the  vector  pointers  of  the  new 
nodes.  The  vectors  should  be  stored  in  the  same  set  of 
TV  entries  that  they  came  from. 
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IF  (not  in  excess  measurement  mode)  THEN 

Compute  the  means  and  covariances  for  the  new  nodes 
and  store  in  the  TI  file  entries  ( TIPMN ,  TIPCOV) . 

ENDIF 

Put  up  option  list  at  user's  terminal  (MENU). 


ELD 

FILES: 

CM  -  communications  file 
DI  -  display  information  file 
DV  -  display  vector  file 
HS  -  history  file 
PV  -  projection  vector  file 
TI  -  tree  information  file 
TV  -  tree  vector  file 
instrumentation  file 
option  file 

REFERENCED  BY: 

OLPARS  user 

SUBPROGRAMS  REFERENCED: 

CLNODE,  CLOSFX,  CMNCOV,  DIGHDI ,  DSCVTH,  DVGVEC,  ERASE, 
EV1SP ,  EV2SP,  FIXKLV,  GNXTAN,  INSINI,  INSINT,  INSRET, 
MENU,  OEXIT,  OPNTMP ,  PVGENT,  TIGCAP,  TIGNAM,  TIPCOV, 
TIPMN,  TRMPUT,  TVGVEC,  TVPVEC,  UIRSTR 


HISTORY: 


designed  by  David  Birnbaura  October  10,  1978 
programmed  by  Jill  King  February  13,  1981 
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PROGRAM  NAME:  RODCLS 


CATEGORY:  Display  File  Access  Routine 


PROGRAM  DESCRIPTION: 

RODCLS  looks  through  the  ordered  list  of  class  display 
characters  in  the  Display  Information  (DI)  file  and 
searches  for  the  class  symbol  stored  in  'DSCHAR'. 

If  the  class  symbol  is  found,  RODCLS  returns  an  index 
to  the  display  character,  residing  in  the  ordered  list 
of  class  display  characters,  that  matched  the  character 
stored  in  'DSCHAR',  otherwise  RODCLS  return  a  zero. 

PROGRAM  USAGE: 

INTEGER  RODCLS 


INDEX  =  RODCLS(FIDDI, DSCHAR) 

INPUT  ARGUMENTS: 

FIDDI  -  INTEGER;  the  file  descriptor  of  the  DI  file 

DSCHAR  -  INTEGER;  the  class  symbol  for  which  to  search 

OUTPUT  ARGUMENTS: 

RODCLS  -  INTEGER;  if  'DSCHAR'  is  found  in  the  DI  file 

header,  RODCLS  is  the  index  into  the 
ordered  list  of  class  display, 
otherwise  RODCLS  is  zero 

FILES: 

DI  -  display  information 

REFERENCED  BY: 

RANK 

SUBPROGRAMS  REFERENCED: 

DIGROH ,  EQUALA,  INSPGM,  INSRET 
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HISTORY: 

designed  by  Kermit  Klingbail  April  10,  1978 
programmed  by  Donna  Morris  Jam  iry  29 »  1981 
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PROGRAM  NAME:  RODISP 

CATEGORY:  Measurement  Evaluation  Routine 


PROGRAM  DESCRIPTION: 

RODISP  formats  a  tabular  display  and  presents  it  to 
the  user.  The  display  contains  the  results  of  the 
various  ranking  options  which  are  available  to  the 
user  in  conjunction  with  the  measurement  evaluation 
routines . 

The  discriminant  values  to  be  displayed  will  have 
been  sorted,  by  RSORTA  or  RSORTD,  and  stored  in 
entry  1  of  the  DI  file.  The  rank  option  number, 
in  element  17  of  the  DI  file  header,  determines 
the  title,  header  and  line  format  (see  Algorithm 
/Notes) . 

PROGRAM  USAGE: 

CALL  RODISP( FDCM , FDDI , PMODE , PGMNAM) 


INPUT  ARGUMENTS: 


FDCM  -  INTEGER;  the  file  descriptor  of  the  CM  file 
FDDI  -  INTEGER;  the  file  descriptor  of  the  DI  file 
PMODE  -  INTEGER;  the  prompt  mode 


PGMNAM  -  INTEGER  array;  the  name  of  the  calling  program. 

this  argument  is  used  when 
there  is  more  than  1  page,  if 
PGMNAM  =  0,  the  current  option 
name  in  the  CM  file  will  be 
used  instead. 


USER  INTERACTION: 

If  there  are  more  lines  to  be  displayed  than  fit  on 
the  display,  the  user  is  asked  if  he  wishes  to  see 
the  remaining  values. 
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ALGORITHM  /  NOTES: 

RANK  OPTION  TITLE  HEADER 

NUMBER  (I,  J  and  N  are  variables  stored 

in  the  rank  option  parameters) 


1 

2 

3 

4 

5 


overall  ranking 

asterisk  measurement  value  best  best 

flag  number  class  classpair 

a  measurement  ranking  for  class  I 
asterisk  measurement  value 

flag  number 

a  measurement  ranking  for  classpair  I/J 
asterisk  measurement  alue 

flag  number 

a  class  ranking  for  measurement  N 

class  value 

symbol 

a  classpair  ranking  for  measurement  N 

classpair  value 

symbol 


FILES: 

DI  -  display  information 
CM  -  communications 

REFERENCED  BY: 

RANK,  DSCRMEAS,  PROBCONF 

SUBPROGRAMS  REFERENCED: 

CMGSCN ,  DIGROE,  DIGROH,  DIGROI,  ERASE,  INSINT, 
INSPGM ,  INSRET,  PROMPT,  TEXT,  TRMGET,  TRMPUT, 
WRTNOW ,  WRTODS 

HISTORY: 

designed  by  Kermit  Klingbail  August  17,  1978 
programmed  by  Donna  Morris  January  1,  1981 
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PROGRAM  NAME: 


RSORTA 


CATEGORY: 


Measurement  Evaluation  Routine 


PROGRAM  DESCRIPTION: 


Upon  entry,  BUFFER  contains  NUMBER  pairs  of  words.  The 
first  of  each  pair  is  a  value  and  the  second  is  a  tag. 
RSORTA  sorts  these  pairs  (in  ascending  order)  based  on 
the  value. 


If  FULSRT  equals  ’ fa), 
returned  as  the  first 
'true',  the  entire  li 
partition  sort  (’quic 
Booth  and  Chien  in  a 
Fundamentals  and  Appl 
California,  1974,  pp . 
"The  Art  of  Computer 
and  Searching")  (Addi 
1973,  PP-  114-123). 


se’ ,  the  minimum  value/tag  pair  is 
entry  of  BUFFER.  If  FULSRT  equals 
st  of  pairs  is  sorted  using  the 
ksort')  method  as  described  by 
book  entitled  "Computing: 
ications"  (Hamilton  Publishing  Co., 
253-257),  and  by  Knuth  in  a  book 
Programming"  ("Volume  3  /  Sorting 
son  -  Wesley  Publishing  Co.,  Inc., 


PAIR 


BUFFER 


Value  a 


Tag  a 


Value  b 


Tag  b 


Value  N 


Tag  N 
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PROGRAM  USAGE: 

CALL  RSORTA( BUFFER , NUMBER , FULSRT) 

INPUT  ARGUMENTS: 

BUFFER  -  REAL  array;  2  *  NUMBER  words  long  containing 

value/tag  pairs  to  be  sorted  (see 
picture) 

NUMBER  -  INTEGER;  the  number  of  value/tag  pairs  to  be 

sorted 

FULSRT  -  LOGICAL;  if  ’true’,  do  a  full  sort;  if  'false* 

return  the  minimum  value  only 

OUTPUT  ARGUMENTS: 

BUFFER  -  REAL  array;  contains  sorted  value/tag  pairs 
REFERENCED  BY: 

DSCRMEAS ,  PROBCONF ,  RANK,  UNION 
SEE  ALSO: 

RSORTD 

HISTORY: 


designed 

by 

Donna  Morris 

April  7, 

1978 

programmed 

by 

Donna  Morris 

January  1, 

1981 
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PROGRAM  NAME:  RSORTD 


CATEGORY:  Measurement  Evaluation  Routine 


PROGRAM  DESCRIPTION: 

Upon  entry,  BUFFER  contains  NUMBER  pairs  of  words.  The 
first  of  each  pair  is  a  value  and  the  second  is  a  tag. 
RSORTD  sorts  these  pairs  (in  descending  order)  based  on 
the  value. 

If  FULSRT  equals  'false',  the  maximum  value/tag  pair  is 
returned  as  the  first  entry  of  BUFFER.  If  FULSRT  equals 
'true',  the  entire  list  of  pairs  is  sorted  using  the 
partition  sort  ('quicksort')  method  as  described  by 
Booth  and  Chien  in  a  book  entitled  "Computing: 
Fundamentals  and  Applications"  (Hamilton  Publishing  Co., 
California,  1974,  pp.  253-257),  and  by  Knuth  in  a  book 
"The  Art  of  Computer  Programming"  ("Volume  3  /  Sorting 
and  Searching")  (Addison  -  Wesley  Publishing  Co.,  Inc., 
1973,  PP-  114-123). 


PAIR  BUFFER 


1 


2 


Value  a 
Tag  a 
Value  b 

v  _  .  •  — ■ ■ 

Tag  b 


Value  N 
Tag  N 
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PROGRAM  USAGE: 

CALL  RSORTD( BUFFER , NUMBER , FULSRT) 

INPUT  ARGUMENTS: 

BUFFER  -  REAL  array;  2  *  NUMBER  words  long  containing 

value/tag  pairs  to  be  sorted  (see 
picture) 

NUMBER  -  INTEGER;  the  number  of  value/tag  pairs  to  be 

sorted 

FULSRT  -  LOGICAL;  if  'true*,  do  a  full  sort;  if  'false' 

return  the  maximum  value  only 

OUTPUT  ARGUMENTS: 

BUFFER  -  REAL  array;  contains  sorted  value/tag  pairs 
REFERENCED  BY: 

DSCRMEAS,  PROBCONF ,  RANK,  UNION 
SEE  ALSO: 

RSORTA 

HISTORY: 

designed  by  Donna  Morris  April  7,  1978 

programmed  by  Donna  Morris  January  1,  1981 
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PROGRAM  NAME:  RXINT 

CATEGORY:  Numerical  Computation  Algrithm 

PROGRAM  DESCRIPTION: 

RXINT  finds  the  intersection  of  any  line  with  a 
horizontal  line. 

PROGRAM  USAGE: 

CALL  RXINT( C RNTPT , BNDYY , BNDYX , YCONST , XLOC) 

INPUT  ARGUMENTS: 

CRNTPT  -  INTEGER;  the  current  point  in  both 

point  arrays 

BNDYY  -  REAL;  the  ' y’  boundary  point  array 

BNDYX  -  REAL;  the  'x'  boundary  point  array 

YCONST  -  REAL;  the  » y*  screen  coordinate, 

either  the  maxium  or  minimum 
'y'  value 

OUTPUT  ARGUMENTS: 

XLOC  -  REAL;  the  1  x’  intersection  point 


ALGORITHM  /  NOTES: 

Calculate  the  'x*  intersection  point 

First  we  want  to  fin  the  slope  of  the  line. 

The  point  slope  form  will  be  used. 

(Y1  -Y2)  =  (XI  -  X2)M  where  M  is  the  slope 

This  breaks  down  to: 

Y1  -  Y2 


XI  -  X2 


=  M 


The  y  -  intercept  form  is  now  used  to  find 
the  y  intercept. 


Y  =  MX  +  B 


where  B  is  the  intercept 
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Y2  =  MX2  +  B 
Y2  -  MX2  =  D 

Now  put  the  slope  in  for  M: 

( Y 1  -  Y2) 

Y2 - X2  =  B 

(XI  -  X2) 

Now  find  a  common  denominator: 

X2Y 1  -  X2Y2 

Y2 . . . =  B 

XI  -  X2 

Multiply  each  term  by  the  denominator: 

Y2(X1  -  X2)  -  X2Y 1  -  X2Y2 

-  - -  B 

XI  -  X2  XI  -  X2 


Distribute  and  add  together: 


Y2X1  -  Y2X2  -  X2Y 1  +  X2Y2 
XI  -  X2 


B 


Y2X1  -  X2Y1 

- - - -  B 

XI  -  X2 

Now  fill  in  the  equation  Y  =  MX  +  B  and 
solve  for  x  by  substituting  M,  B,  and  Y: 

Y  -  B 

X  - - 

M 


Y2X1  -  Y1X2 

YC  -  - — 

XI  -  X2 

Y1  -  Y2 


XI  -  X2 


Now  invert  the  denominatior  and  multiply: 


YC(X1  -  X2) 

Y  - 

Y2X1 

-  Y1X2  XI 

.  « 

-  X2 

Y 1  - 

►« 

XI 

>> 

CM 

X 

1 

-  Y2 

Now  cancel  and 

add 

togther 

with  common 

denominator 
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X 


YC( X 1  -  X2)  -  Y2X 1  +  Y 1X2 
Y 1  -  Y2 


This  is  now  the  dereived  equation  for  the  ’x*  intercept. 

Check  the  value  of  the  result  and  set  output 
argument  according  to  the  size  of  the  result 


FILES: 

Instrumentation  file 

REFERENCED  BY: 

REDRAW 

SUBPROGRAMS  REFERENCED: 

INSFLT ,  INSINT,  INSPGM,  INSRET 


HISTORY: 

designed  by  Mark  Maginn  September  18,  1980 
programmed  by  Mark  Maginn  September  18,  1980 
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PROGRAM  NAME:  RYINT 

CATEGORY:  Numerical  Computation  Algrithm 

PROGRAM  DESCRIPTION: 

RYINT  finds  the  intersection  of  any  line  with  a 
vertical  line. 

PROGRAM  USAGE: 

CALL  RYINT (CRNTPT, BNDYY , BNDYX , XCONST , YLOC) 

INPUT  ARGUMENTS: 

CRNTPT  -  INTEGER;  the  current  point  in  both 

point  arrays 

BNDYY  -  REAL;  the  * y’  boundary  point  array 

BNDYX  -  REAL;  the  *  x'  boundary  point  array 

XCONST  -  REAL;  the  'x1  screen  coordinate, 

either  the  maxium  or  minimum 
*xf  value 

OUTPUT  ARGUMENTS: 

YLOC  -  REAL;  the  ’  y'  intersection  point 
ALGORITHM  /  NOTES: 

Calculate  the  * y*  intersection  point 

First  we  want  to  fin  the  slope  of  the  line. 

The  point  slope  form  will  be  used. 

(Y1  -Y2)  =  (XI  -  X2)M  where  M  is  the  slope 

This  breaks  down  to: 

Y1  -  Y2 

- -  M 

XI  -  X2 

The  y  ~  intercept  form  is  now  used  to  find 
the  y  intercept. 

Y  s  MX  ♦  B  where  B  is  the  intercept 


Y  -  MX  =  B 

Now  put  the  slope  in  for  M: 
C Y 1  -  Y2) 

Y 1 - XI  =  B 

(XI  -  X2) 


Now  find  a  common  denominator 
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Y 1  - 


X1Y 1  -  X 1Y2 
XI  -  X2 


Multiply  each  term  by  the  denominator: 
Y1  (XI  -  X2)  -  X1Y1  -X1Y2 


XI  -  X2 


XI  -  X2 


Distribute  and  add  together: 

Y1X1  -  Y 1X2  -  X1Y1  +  X1Y2 

-  =  B 

XI  -  X2 

X1Y2  -  X2Y 1 

- =  B 

XI  -  X2 

Now  fill  in  the  equation  Y  =  MX  +  B  by 
by  substituting  M,  B,  and  X: 

Y1  -  Y2  Y2X1  -  Y 1X2 

Y  =  - (XC)  + - 

XI  -  X2  XI  -  X2 

Add  together  because  of  common  denominator: 

( Y 1  -Y2)XC  +  Y2X1  -  Y 1X2 


XI  -  X2 

This  is  now  the  dereived  equation  for  the  ' y’ 
intercept . 

Check  the  value  of  the  result  and  set  output 
argument  according  to  the  size  of  the  result 


FILES: 


Instrumentation  file 
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REFERENCED  BY: 

REDRAW 

SUBPROGRAMS  REFERENCED: 

INSFLT ,  INSINT,  INSPGM,  INSRET 

HISTORY: 

designed  by  Mark  Maginn  September  17,  1980 
programmed  by  Mark  Maginn  September  17,  1980 
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PROGRAM  NAME:  S1CRDV 


CATEGORY:  Structure  Analysis  Command 


PROGRAM  DESCRIPTION: 

S1CRDV  allows  a  user  to  project  the  current  data  set 
onto  one  coordinate.  A  one-space  display  is  created 
at  the  terminal.  (NOTE,  this  program  can  be  used  in 
'excess  measurement  mode.) 

PROGRAM  USAGE: 

User  types  'S1CRDV'. 

ALGORITHM  /  NOTES: 

Erase  screen  and  home  cursor  (ERASE). 

Ask  user  to  select  one  projection  coordinate 
Enter  this  coordinate  into  the  DI  file. 

Open  display  files. 

Initialize  DI,  DV,  PV  and  SI  file  headers  (INITD). 

For  each  vector,  store  the  coordinate  in  DV  file  and 
set  up  DI  file  entries  (CRPROJ). 

Create  a  micro  or  macro  plot  (MICMAC) . 

Put  up  option  list  at  user's  terminal  (MENU). 

END 


FILES: 

HS  -  history 
TI  -  tree  information 
TV  -  tree  vector 
OLPARS  option  file 
Instrumentation 


REFERENCED  BY: 

OLPARS  user 


CM  -  communications 
DI  -  display  information 
DV  -  display  value 
PV  -  projection  vector 
SI  -  scratch  1 
TL  -  tree  list 
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SUBPROGRAMS  REFERENCED: 

CLOSFX ,  CMGCDS ,  CMGOTH ,  CRPROJ,  DIPHDI,  ERASE, 
INITD,  INSINI ,  INSRET,  MENU,  MICMAC,  OEXIT, 
OPENFX ,  OPENTR ,  PROMPT,  PVPENT,  PVPHDR,  TIGCOP, 
TIGET,  TRMGET ,  TRMPUT 

SEE  ALSO: 

S2CRDV 

HISTORY: 

designed  by  David  Birnbaum  August  24,  1978 
programmed  by  Steven  Haehn  Oct.  16,  1980 
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PROGRAM  NAME:  S1EIGV 

CATEGORY:  Structure  Analysis  Command 

PROGRAM  DESCRIPTION: 

S1EIGV  projects  the  current  data  set  onto  a  user- 
chosen  eigenvector. 

PROGRAM  USAGE: 

User  types  in  'S1EIGV'. 

USER  INTERACTION: 

Done  in  subroutines. 

ALGORITHM  /  NOTES: 

Erase  screen  and  home  cursor  (ERASE). 

Initialize  DI ,  DV,  PV,  and  Si  file  headers  ( INITD) . 

Eliminate  any  measurements  (ELIMEA). 

Compute  eigenvalues  and  eigenvectors  and  insert 
them  into  PV  file  (EIGNPV)  . 

Ask  user  if  he  requires  a  printout  of  the  eigen¬ 
values  and  eigenvectors  (EIGPRT). 

Ask  user  to  select  one  eigenvalue  for  use  in  the 
projection  (SLTEIG). 

Project  data  set  onto  corresponding  eigenvector 
and  store  results  in  DV  file  (D3PR0J) . 

Create  a  one-dimensional  micro  or  macro  plot 
( MICMAC) . 

Put  up  option  list  at  user's  terminal  (MENU). 

FILES: 


CM  -  communications  file 
DI  -  display  information 
DV  -  display  vector 
PV  -  projection  vector 
SI  -  scratch  1 
TI  -  tree  information 
TV  -  tree  vector 
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EIGPRT  -  eigenvalue  listing 

REFERENCED  BY: 

OLPARS  user. 

SUBPROGRAMS  REFERENCED: 

DSPROJ ,  EIGPR”  EIGNPV,  ERASE,  INITD 
MENU,  MICMAC 

HISTORY: 

designed  by  David  A.  Birnbaum  July  19,  1978 
programmed  by  David  J.  Tipton  December  4,  1980 
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PROGRAM  NAME: 


S1GBC 


CATEGORY: 


Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 

S1GBC  gets  the  bin  counts  for  a  class  from  the  SI 
file.  (ONE  SPACE  PROJECTIONS  ONLY) 

PROGRAM  USAGE: 

CALL  S1GBC(FDS1 , ENTNO , NBINS , BINCNT) 


INPUT  ARGUMENTS: 

FDS1  -  INTEGER;  the  file  descriptor  of  SI 
NBINS  -  INTEGER;  the  number  of  bins 
ENTNO  -  INTEGER;  the  entry  number  in  SI 

OUTPUT  ARGUMENTS: 

BINCNT  -  REAL  array  (NBINS);  the  bin  counts 

for  a  single  class 

FILES: 

SI  -  scratch  1 
REFERENCED  BY: 

MICROP,  MACROP 
SUBPROGRAMS  REFERENCED: 

FGET,  INSPGM,  INSRET,  OEXIT,  TRMPUT 

HISTORY: 

designed  by  David  Birnbaum  July  7,  1978 
programmed  by  Steven  Haehn  Oct.  1,  1980 
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PROGRAM  NAME:  S1GHDR 


CATEGORY:  Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 

S1GHDR  retrieves  header  elements  of  the  SI  file 
when  set  up  for  one-space  displays.  S1GHDR  is  passed 
the  file  descriptor  of  the  SI  file  and  an  information 
array  (INFO).  The  information  array  is  both  an  input 
and  an  output  array.  Non-negative  values  in  INFO  are 
replaced  with  the  item  referred  to  by  the  INFO  array 
subscript  (code).  The  codes  are  the  same  as  in  S1PHDR. 

PROGRAM  USAGE: 

CALL  S1GHDR(FID,INF0) 

INPUT  ARGUMENTS: 

FID  -  INTEGER:  the  file  descriptor  of  SI 

INFO  -  INTEGER  array  (S1NITM);  array  indicating  which 

items  to  retrieve,  this 
array  is  overwritten  with 
the  values  of  the  items 
retrieved 

FILES: 

SI  -  scratch  1 
SUBPROGRAMS  REFERENCED: 

FGET,TRMPUT 

HISTORY: 

designed  by  Dave  Birnbaum  July  21,  1978 
programmed  by  Donna  Morris  May  17,1979 
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PROGRAM  NAME:  S1PBC 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

S1PBC  puts  the  bin  counts  for  a  class  into  the  SI 
file.  (ONE  SPACE  PROJECTIONS  ONLY) 

PROGRAM  USAGE: 

CALL  S1PBC( FDS1 , E NTNO, NBINS, BINC NT) 

INPUT  ARGUMENTS: 

FDS1  -  INTEGER;  the  file  descriptor  of  SI 

NBINS  -  INTEGER;  the  number  of  bins 

ENTNO  -  INTEGER;  the  entry  number  in  SI 

BINCNT  -  REAL  array  (NBINS);  the  bin  counts 

for  a  single  class 

FILES: 

SI  -  scratch  1 
REFERENCED  BY: 

MICROP,  MACRO? 

SUBPROGRAMS  REFERENCED: 

FPUT ,  INSPGM,  INSRET 

HISTORY: 

designed  by  David  Birnbaum  July  21,  1978 
programmed  by  Steven  Haehn  Oct.  1,  1980 
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PROGRAM  NAME:  S1PHDR 


CATEGORY  Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 

S1PHDR  stores  elements  in  the  one-space  formatted  SI 
file  header.  S1PHDR  is  passed  the  file  descriptor  of 
the  SI  file  and  an  information  array  (INFO).  The 
INFO  array  subscript  represents  the  code  of  an  item 
that  can  be  referenced  by  S1PHDR.  A  negative  value 
in  the  array  indicates  that  the  item  specified  by  the 
code  (subscript)  is  not  to  be  written.  The  codes  are 
as  follows. 


CODE  INFO  INSERTED  INTO 


1 

1 

1 

1 

1 

1 

Display  Code 

2 

1 

1 

1 

1 

OLPARS  Option  Number 

3 

1 

1 

I 

I 

Number  of  Bins 

n 

1 

1 

1 

Maximum  Bin  Count 

PROGRAM  USAGE: 

CALL  S1PHDR(FIDS1 ,INF0) 

INPUT  ARGUMENTS: 

FIDS1  -  INTEGER;  the  file  descriptor  of  SI 

INFO  -  INTEGER  array  ( S1NITM) ;  the  information  to  be 
stored 


FILES: 

SI  -  scratch  1 
SUBPROGRAMS  REFERENCED: 
FPUT 


HISTORY: 

designed  by  Dave  Birnbaum  July  21,  ,1978 
programmed  by  Donna  Morris  May  7,1979 
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PROGRAM  NAME:  S2CRDV 

CATEGORY:  Structure  Analysis  Command 

PROGRAM  DESCRIPTION: 

S2CRDV  allows  a  user  to  project  the  current  data  set 
onto  two  coordinates.  A  two-space  display  is  created 
at  the  terminal.  This  command  can  run  in  excess 
measurement  mode. 

PROGRAM  USAGE: 

User  types  in  'S2CRDV'. 

USER  INTERACTION: 

The  user  is  requested  to  choose  two  coordinate 
(measurement)  numbers  to  be  used. 

ALGORITHM  /  NOTES: 

Erase  screen  and  home  cursor  (ERASE). 

Ask  user  to  select  two  coordinates  to  project  on 
(these  are  measurement  numbers). 

Initialize  DI,  DV,  PV  and  SI  file  headers  ( INITD) . 

For  each  vector  in  each  lowest  node,  store  those 
coordinates  that  the  user  has  specified  in  the 
DV  file  and  set  up  the  DI  file  entries  (CRPROJ). 

Set  up  the  DI  and  PV  file  headers. 

Create  a  scatter  or  cluster  plot  (CLSCAT). 

Put  up  option  list  at  user's  terminal  (MENU). 

END 
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FILES: 

CM  -  Communication  File 

DI  -  Display  Information  File 

DV  -  Display  Vector  File 

HS  -  History  File  (Indirectly  Used) 

OP  -  Option  File  (Indirectly  Used) 

PV  -  Projection  Vector  File 

SI  -  Scratch  1  File 

TI  -  Tree  Information  File 

TL  -  Tree  List  File  (Indirectly  Used) 

TV  -  Tree  Vector  File 

REFERENCED  BY: 

OLPARS  user 

SUBPROGRAMS  REFERENCED: 

CLOSFX,  CLSCAT,  CMGCDS,  CMGOTH,  CRPROJ,  DIPHDI,  ERASE, 

INITD ,  INSINI ,  INSRET,  MENU,  OEXIT,  OPENFX,  OPENTR 

PROMPT,  PVPENT ,  PVPHDR,  TIGCOP,  TIGET,  TRMGET,  TRMPUT 

HISTORY: 

designed  by  Dave  Birnbaum  September  27,  1978 
programmed  by  Donna  Morris  Septeir-  ‘-r  10,  1980 
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PROGRAM  NAME:  S2EIGV 

CATEGORY:  Structure  Analysis  Command 

PROGRAM  DESCRIPTION: 

S2EIGV  projects  a  data  set  onto  a  pair  of  eigen¬ 
vectors  for  use  in  structure  analysis.  This 
program  is  essentially  a  sequence  of  calls  to 
subprograms  that  carry  out  the  work. 

PROGRAM  USAGE: 

User  types  in  ' S2EIGV'. 

USER  INTERACTION: 

Done  in  the  subprograms. 

ALGORITHM  /  NOTES: 

Erase  screen  and  home  cursor  (ERASE). 

Set  option  in  communications  file  and 
initialize  DI ,  DV,  PV  and  SI  file  headers 
( INITD) . 

Eliminate  any  measurements?  (ELIMEA) 

Compute  eigenvalues  and  eigenvectors  and  insert 
them  into  the  PV  file  (EIGNPV). 

Ask  user  if  he  desires  a  printout  of  the  eigen¬ 
values  and  eigenvectors  (EIGPRT). 

Ask  user  to  select  two  eigenvalues  for  use  in 
the  projection  (SLTEIG). 

Project  data  set  onto  eigenvectors  corresponding 
to  selected  eigenvalues  and  store  results  in  the 
DV  file  (DSPROJ) . 

Create  a  scatter  or  cluster  plot  (CLSCAT). 

Put  up  option  list  at  user's  terminal  (MENU). 

REFERENCED  BY: 

OLPARS  user. 
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SUBPROGRAMS  REFERENCED: 

CLOSFX, CLSCAT , CMGCDS , DIPHDI , DSPROJ , DVPHDR , EIGNPV , 
EIGPRT.ELIMEA, ERASE, INITD, MENU, OEXIT , OPENFX , OPENTR , 
PVPHDR , SLTEIG , TIGCOP , TIGET , TRMPUT 

HISTORY: 

designed  by  Dave  Birnbaum  June  26,  1978 
programmed  by  Donna  Morris  May  7,1979 
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PROGRAM  NAME:  S2FSHP 

CATEGORY:  Structure  Analysis  Command 

PROGRAM  DESCRIPTION: 

S2FSHP  projects  the  selected  data  set  on  two  Fisher 
directions  which  correspond  to  two  pairs  of  data 
classes  within  the  selected  data  set. 

PROGRAM  USAGE: 

User  types  ' S2FSHP '  . 

USER  INTERACTION: 

The  user  is  asked  for  the  following  information: 

1.  The  first  class  pair. 

2.  The  second  class  pair. 

3.  Scatter  or  covariance  matrix  option. 

4.  Whether  or  not  to  eliminate  some  measurements 
from  the  computation,  and  the  numbers  of  these 
measur ements. 

ALGORITHM  /  NOTES: 

Erase  screen  and  home  cursor  (ERASE). 

Call  UIS2FS  to 

Initialize  DI,  DV,  PV  and  SI  file  headers  (INITD). 

Display  the  list  of  lowest  nodes  from  the  current  data 
set  (SELCLS). 

Request  the  first  pair  of  nodes  (SELCLS). 

Request  the  second  pair  of  nodes  (SELCLS). 

Scatter  or  covariance  matrix  option?  (PROMPT). 

Eliminate  any  measurements?  (ELIMEA) 

Compute  Fisher  discriminant  for  first  pair  of  classes 
(DCRIM ) . 
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Compute  Fisher  discriminant  for  second  pair  of  classes 
(DC RIM)  . 

Or thogonalize  the  two  discriminants. 

Store  the  discriminants  in  the  PV  file  making  sure  the 
pointers  to  the  projection  vectors  are  correct  (PVPENT) 

Project  the  data  set  (DSPROJ). 

Moddfy  the  display  flag  symbols  (MODDFS). 

Create  the  two-space  display  (CLSCAT). 

Put  up  option  list  at  user's  terminal  (MENU). 

END 


FILES: 

CM  -  communications  file 
DI  -  display  information  file 
DV  -  display  vector  file 
HS  -  history  file 
PV  -  projection  vector 
TI  -  tree  information  file 
TV  -  tree  vector  file 
instrumentation  file 
option  file 

REFERENCED  BY: 


OLPARS  user 

SUBPROGRAMS  REFERENCED: 

CLSCAT,  CMGCDS,  DCRIM ,  DIPHDI,  DSPROJ,  ERASE,  INSINI, 
INSINT,  INSRET,  MENU,  MODDFS,  OEXIT,  OPENFX,  PVPENT, 
TRMPUT ,  UIS2FS,  $SQRT 


HISTORY: 


designed  by  David  Birnbaum  August  17,  1978 
programmed  by  Jill  King  November  3,  1980 
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PROGRAM  NAME:  SAVMAT 


CATEGORY:  TRANSFORMATION  ROUTINE 


PROGRAM  DESCRIPTION: 

SAVMAT  may  be  called  by  Transformation  Commands  (NORMXFRM 
and  EIGNXFRM)  to  save  a  tr ansformation  matrix  that  was 
used  in  a  normalization  or  an  eigenvector  tr ansformation . 

PROGRAM  USAGE: 

CALL  SAVM AT( FDSM , PMODE , TYPE , NDIM , MATRIX) 

INPUT  ARGUMENTS: 

FDSM  -  INTEGER;  the  file  iescriptor  of  the  SM  file 

PMODE  -  INTEGER;  the  prompt  mode 

TYPE  -  INTEGER;  the  type  of  transformation  which  was 

performed  to  get  the  resulting  matrix, 
a  -1  indicates  a  normalization 
transformation;  a  positive  value 
represents  the  number  of  eigenvalues 
used  in  an  eigen  transformation. 

NDIM  -  INTEGER;  the  dimensionality  of  the  vectors  in 

the  matrix  to  be  saved 

MATRIX  -  REAL(50,50);  the  matrix  to  be  saved 
USER  INTERACTION: 

The  user  is  asked  if  s(he)  wants  to  save  a  transformation 
matrix.  If  the  user  responds  with  'Y'  (for  yes),  s(he) 
is  then  asked  to  assign  a  name  to  the  transformation 
matrix  to  be  saved.  The  matrix  is  then  stored  in  the 
SM  file  and  all  the  links  and  header  information  are 
updated.  If  the  user  indicates  that  s(he)  does  not 
want  to  save  a  matrix,  SAVMAT  returns  to  the  calling 
program.  It  is  therefore  assumed  that  calling  SAVMAT 
will  be  the  last  thing  a  Transformation  Command  does 
before  calling  the  menu. 
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FILES: 

SM  -  Saved  Matrix  File 
REFERENCED  BY: 

EIGNXFRM ,  NORMXFRM 
SUBPROGRAMS  REFERENCED: 

EQUALA,  GNSMAE ,  IDCHK ,  INSINT,  INSPGM,  INSRET,  PROMPT 
SMGHDR ,  SMGLNK ,  SMGMDS ,  SMPENT ,  SMPHDR ,  SMPLNK ,  SMPMDS 
TRMGET,  TRMPUT 

DIAGNOSTICS: 

If  there  is  no  available  space  in  the  SM  file, 

SAVMAT  will  give  an  error  message  and  return  to 
the  calling  routine.  If  the  user  enters  an 
invalid  matrix  name,  or  if  the  name  entered 
already  exists  in  the  SM  file,  SAVMAT  will  give 
an  error  message  and  prompt  the  user  for  another 
name . 

HISTORY: 

designed  by  Donna  Morris  March  15,  1981 
programmed  by  Donna  Morris  March  15,  1981 
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PROGRAM  NAME:  SBUPMC 


CATEGORY:  Utilities  Subroutine 


PROGRAM  DESCRIPTION: 

SBUPMC  traverses  a  data  tree,  'subtracting'  the  mean 
and  covariance  arrays  of  the  deleted  node  from  all  of 
the  node’s  ancestors.  Also,  the  total  number  of 
vectors  at  the  ancestors  is  adjusted.  This  routine  is 
used  when  a  data  tree  node  is  deleted. 

PROGRAM  USAGE: 

CALL  SBU PMC ( FDTI , ET , NODSLT) 

INPUT  ARGUMENTS: 

FDTI  -  INTEGER;  the  file  descriptor  of  the  TI  file 

ET  -  INTEGER  array  (TABSIZ);  the  TI  file  entry 
table 

NODSLT  -  INTEGER;  the  slot  number  of  the  node  whose 
mean  and  covariance  arrays  must  be 
subtracted  from  its  ancestor  nodes 


FILES: 

TI  -  tree  information  file 
instrumentation  file 

REFERENCED  BY: 

REARR 

SUBPROGRAMS  REFERENCED: 

INSINT,  INSPGM ,  INSRET,  SUBMNC,  TIGCOP,  TIGCOV 
TIGHDR ,  TIGMN 

HISTORY: 

designed  by  Jill  King  May  13,  1981 
programmed  by  Jill  King  May  13,  1981 
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PROGRAM  NAME:  SCALRET 

CATEGORY:  Utility  Command 

PROGRAM  DESCRIPTION: 

SCALRET  allows  the  user,  upon  completion  of  one 
or  several  zooming  operations,  to  return  to  the 
display  with  the  original  x-  and  y-  ranges. 

PROGRAM  USAGE: 

User  types  in  ’SCALRET’. 

ALGORITHM  /  NOTES: 

Get  original  min , max  values  from  DI  header  and 
store  them  as  current  min, max  values  (DIGMAX,  DIPMAX). 

Get  the  display  code,  zoom  flag,  and  type  of 
scaling  flag  from  the  DI  header  (Make  sure 
code  represents  a  one-  or  two-space  display.) 

Set  display  flag  in  DV  header  to  0  (i.e.  new 
screen  coordinates  must  be  computed) (DVPHDR) . 

Set  the  zoom  flag  to  no  -  zoom. 

Set  the  type  of  scaling  flag  to  equal  square. 

IF  (the  old  display  code  was  for  a  two-space  display) 

Put  up  two-space  display  (CLSCAT). 


ELSE 


Obtain  the  prompt  flag 

Put  up  a  one-space  display  (MICMAC). 

ENDIF 

Put  up  option  list  at  user's  terminal  (MENU). 
END 
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REFERENCED  BY: 

OLPARS  user 

SUBPROGRAMS  REFERENCED: 

CLOSFX ,  CLSCAT ,  CMGOTH ,  DIGHDI,  DIGMAX,  DIPHDI, 
DIPMAX,  DVPHDR ,  ERASE,  INSINI,  INSINT,  INSRET, 
MENU,  MXCMAC ,  OEXIT,  OPENFX,  TRMPUT 

HISTORY: 

designed  by  David  Birnbaum  August  24,  1978 
programmed  by  Mark  Maginn  October  9,  1930 
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PROGRAM  NAME:  SCALZM 


CATEGORY:  Utility  Command 


PROGRAM  DESCRIPTION: 

SCALZM  determines  whether  the  display  is  a  one  or 
two  space  display,  then  calls  the  corresponding 
calculation  routine  to  do  the  zooming  if  the 
diplay  is  a  valid  one  or  two  space  display. 

PROGRAM  USAGE: 

User  types  in  'SCALZM'. 

USER  INTERACTION:  NONE 

ALGORITHM  /  NOTES: 

Obtain  the  display  code,  dimensionality,  number  of 
bins,  3cale  type,  and  the  status  of  hte  zoom  flag 
from  the  DI  header  (DIGHDI). 

Obtain  screen  coordinate  information  (DIGMAX). 

IF  (  display  code  indicates  that  it  is  not  a  one  - 
or  two  space  display)  THEN 

Print  message  and  exit  the  program. 

ELSEIF(  display  code  indicates  that  it  is  a  two  - 
space  display)  THEN 

call  two  space  calculation  routine  (Z0M2SP) 
ELSEC  it  was  a  one  space  display) 

call  one  space  calculation  routine  (Z0M1SP) 


ENDIF 

Put  up  option  list  at  user's  terminal  (MENU). 
END 
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CM  -  communications  file 
DI  -  display  information 
DV  -  display  value 
P V  -  projection  file 
SI  -  scracth  1  file 
Instrumentation  file 
History  file 
Option  file 

REFERENCED  BY: 

OLPARS  user 

SUBPROGRAMS  REFERENCED: 

CLOSFX,  CMGSCN ,  DIGHDI,  DIGMAX,  INSFLT , INSINI ,  INSINT 
INSRET,  MENU,  OEXIT,  TRMPUT ,  ZOM1SP,  Z0M2SP 

HISTORY: 

designed  by  Steve  Haehn  October  3,  1978 
programmed  by  Mark  Maginn  October  3,  1980 
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PROGRAM  NAME:  SCAT 


CATEGORY:  Terminal  Display  Routine 


PROGRAM  DESCRIPTION: 

After  a  data  set  or  a  set  of  vectors  at  a  logic  node  is 
projected  on  to  a  pair  of  projection  vectors,  SCAT  is 
called  to  produce  a  scatter  plot.  SCAT  computes  the 
scatter  screen  coordinates  of  each  vector,  stores  them 
in  the  DV  file  and  displays  the  class  symbol  of  that 
vector  at  the  terminal  screen. 

PROGRAM  USAGE: 

CALL  SCAT(FIDDI , FIDDV, I SC REN) 

INPUT  ARGUMENTS: 

FIDDI  -  INTEGER;  the  file  descriptor  of  the  DI  file 

FIDDV  -  INTEGER;  the  file  descriptor  of  the  DV  file 

ISCREN  -  INTEGER  array  (SC2NUM);  the  set  of  two-space 

screen  coordinates 


ALGORITHM  /  NOTES: 

Get  original  min/max  values,  number  of  classes, 
and  type  of  scaling  from  DI  file  ( DIGMAX , DIGHDI ) . 

Compute  the  X  and  Y  ranges  (depending  on  whether 
the  type  of  scaling  is  SQUARE  or  RECTANGULAR)  to 
be  used  in  the  calculation  of  screen  coordinates. 

Rewrite  the  current  min/max  values  so  that  they 
reflect  the  type  of  scaling  being  used. 

IF  (screen  coordinate  flag  from  DV  header  is  off) 
THEN 


Obtain  pointers  to  decision  boundary  points 
(DIGHDI) 

IF  (there  are  any  decision  boundaries)  THEN 
Recompute  the  screen  coordinates  for  the  boundary. 
ENDIF 
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DO  WHILE  (there  are  more  classes) 

Get  next  class  from  DI  file  (DIGENT). 

Compute  scatter  screen  coordinates  for  the 
mean  vector  and  store  in  DV. 

IF  (class  is  ON)  THEN 

DO  WHILE  (there  are  more  vectors  in 
the  class) 

Get  next  vector. 

Compute  and  store  in  DV  the  scatter 
screen  coordinates. 

IF  (both  screen  coordinates  are  >  0) 
THEN 


Send  display  symbol  to  terminal  via 
MARK 

ENDIF 

ENDDO 


ELSE 


DO  WHILE  (there  are  more  vectors  in 
the  class) 

Ge  t  nex  t  vect  or  . 

Compute  and  store  in  DV  the  scatter 
screen  coordinates. 

BID  DO 

EM)  IF 


ENDDO 
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ELSE 

DO  WHILE  (there  are  more  classes) 

Get  next  class  from  DI  file. 

IF  (class  is  ON)  THEN 

DO  WHILE  (there  are  more  vectors  in) 
the  class) 

Get  next  vector  fr  om  DV. 

IF  (both  screen  coordinates  are  >  0) 
THEN 

Send  display  symbol  to  terminal 
via  MARK 

ENDIF 

ENDDO 

EN  KF 

ENDDO 

ENDIF 

Set  screen  coordinate  flag  to  ON. 

RET  URN 

FI  LES  : 

DI  -  di  splay  information 
DV  -  display  value 

REFERENCED  BY: 

CLSCAT 

SU  BPROGRAMS  REFE  RENCE  D: 

DIGENT,  DIGMAX,  DVGHDR ,  DVGVEC,  DVPHDR ,  DV  PVEC  ,  MARK 


OLPARS  Program  Specifications 

SCAT 


SEE  ALSO: 

CLUS 

HISTORY: 

designed  by  David  Birnbaum  July  17,  1978 
programmed  by  David  Tipton  MAY  30,  1979 


7  45 


OLPARS  Program  Specifications 
SCATR 


PROGRAM  NAME:  SCATR 

CATEGORY:  Numerical  Computation  Algorithm 

PROGRAM  DESCRIPTION: 

SCATR  computes  a  new  screen  coordinate  from  a  given 
data  value.  If  the  projected  value  is  outside  of  the 
'window',  'scatr'  is  set  to  zero,  otherwise  'scatr' 
obtans  a  valid  screen  coordinate  value. 

PROGRAM  USAGE: 

INTEGER  SCATR 


N  =  SCATR  (PV, 
INPUT  ARGUMENTS: 


PV 

-  REAL; 

MINV 

-  REAL; 

MAXV 

-  REAL; 

RANGE 

-  REAL; 

WIDTH 

-  REAL; 

BCOORD 

-  REAL; 

MINV ,  MAXV ,  RANGE,  WIDTH,  BCOORD) 


projected  value 

minimum  projected  value  that  can  be 
dislayed 

maximum  projected  value  that  can  be 
displayed 

the  range  to  use  for  scaling 

display  units  of  the  axis  upon  which 
the  screen  coordinate  being  computed 
lies 

data  coordinate  (x  or  y)  of  bottom  of 
display  rectangl  plus  1 


ALGORITHM  /  NOTES: 

Find  where  the  projection  value  lies 
IF(  pv  .LT.  minimum  .OR.  pv  ,GT .  maximumM)  THEN 
'scatr'  =  zero 
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ELSEIF(  range  equals  zero)  THEN 

'scatr'  =  bottom  coord.  +  width 
ELSE 

compute  the  scatter  plot  screen  coordinate  value 
END1F 

REFERENCED  BY: 

REDRAW,  CLUS,  SCAT,  CUT  ISP 
SUBPROGRAMS  REFERENCED: 

INSFLT,  INSINT,  INSPGM,  INSRET 

HISTORY: 

designed  by  David  Tipton  May  30,  1979 
programmed  by  David  Tipton  May  30,  1979 
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PROGRAM  NAME:  SEARCH 

CATEGORY:  Utility  Subroutine  (system  dependent) 

PROGRAM  DESCRIPTION: 

SEARCH  searches  the  file  code  table  for  a  given  filename. 
If  the  filename  is  found,  the  file  code  (Fed)  is 
returned.  Otherwise,  if  the  filename  is  not  found, 

Fed  is  set  to  zero. 

PROGRAM  USAGE: 

LOGICAL  SEARCH 


IF  (SEARCH(FID, NAME, FCD) ) 

INPUT  ARGUMENTS: 

FID  -  INTEGER;  file  descriptor  of  the  file  code  table 
NAME  -  LOGICAL*!  ARRAY;  filename  for  which  to  search 
OUTPUT  ARGUMENTS: 

FCD  -  INTEGER;  the  file  code  of  the  entry  'NAME' 

(if  found)  in  the  file  code  table 

ALGORITHM  /  NOTES: 

SEARCH  returns  a  true  value  if  the  given  filename  exists 
in  the  file  code  table,  and  a  false  value  if  the  filename 
does  not  exist  in  the  file  code  table.  The  file  code 
table  must  be  opened  by  the  calling  program. 


FILES: 

FCT  -  File  Code  Table 
REFERENCED  BY: 

OCREAT 

SUBPROGRAMS  REFERENCED: 

FCGHDR  ,FCGENT,  EQUALS 


7^8 


OLPARS  Program  Specifications 

SEARCH 


HISTORY 


designed  by  Donna  Morris  March  3,1979 
programmed  by  Donna  Morris  March  8,1979 
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PROGRAM  NAME:  SELCLS 


CATEGORY:  Utility  Subroutine 


PROGRAM  DESCRIPTION: 

SELCLS  sends  to  the  terminal  a  list  of  node 
names  which  it  labels  'CLASS  SELECT  LIST'. 

It  then  accepts  from  the  user  his  choice 
of  classes,  entered  as  a  string  of  class 
symbols.  SELCLS  verifies  that  each  symbol 
entered  exists  in  the  'CLASS  SELECT  LIST'. 

It  then  outputs  a  list  of  indices  that  shows 
the  position  within  the  'CLASS  SELECT  LIST'  of 
each  node  name  that  corresponds  with  a  chosen 
class  symbol. 

PROGRAM  USAGE: 

INTEGER  SELCLS 

REPLY  =  SELCLS(NAMLST,  NUMNAM,  INDLST,  NUMIND) 

note:  SELCLS  returns  with  the  same  value 
received  from  its  call  to  TRMGET,  i.  e. 
QUIT,  HELP,  or  • 1  *  if  successful. 

INPUT  ARGUMENTS: 

NAMLST  -  INTEGER  ARRAY  (2  DIMENSIONAL): 

(i.  e.  NAMLST(NODLEN,  MAXCLS))  the  list 
of  node  names  to  be  displayed  as  the 
'CLASS  SELECT  LIST* 

NUMNAM  -  INTEGER;  the  number  of  node  names  in 
NAMLST 


OUTPUT  ARGUMENTS: 

INDLST  -  INTEGER  ARRAY;  (i.e.  INDLST( MAXCLS ) ) 

the  list  of  indices  returned  by  SELCLS 

NUMIND  -  INTEGER;  the  number  of  indices  returned 
in  INDLST 
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USER  INTERACTION: 

Assume  the  'CLASS  SELECT  LIST’  is  as  follows: 
axyz  buvw  erst  dopq  elmn  fijk  gfgh 

The  user  has  a  choice  of  three  ways  of  entering 
class  symbols: 

1) .  a  string  of  class  symbols  (e.g.  'abdfg') 

2) .  a  string  of  class  symbols  preceded  by  a 

minus  sign  meaning  'I  want  every  node 
in  the  'CLASS  SELECT  LIST'  except  these’ 
(e.g.  *-ce'  equals  'abdfg') 

3) .  a  star  (a  '*'  with  no  other  characters)  , 

represents  all  nodes  in  the  'CLASS 
SELECT  LIST’  (e.g.  equals  'abedefg') 


ALGORITHM  /  NOTES: 

Print  out  the  'CLASS  SELECT  LIST’  on  the 
terminal  (TRMPUT )  . 

Accept  user  input  (TRMGET)  . 

Return  all  indices  if  is  the  only  character. 

Check  for  . 

Verify  that  symbols  entered  belong  to  the  'CLASS 
SELECT  LIST'  . 

IF  (a  minus  sign  was  NOT  entered)  THEN 

Match  user  input  with  'CLASS  SELECT  LIST'  and 
load  matched  positions  in  index  list  (INDLST). 

ELSE 

Match  symbols  of  'CLASS  SELECT  LIST'  with 
symbols  following  minus  sign.  Load  index 
list  only  when  a  symbol  does  NOT  match. 

ENDIF 

NUMIND  =  number  of  indices  in  INDLST. 


REFERENCED  BY: 

COMNOD 
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SUBPROGRAMS  REFERENCED: 

EQUALA,  FLUSHT,  INSCHR,  INSPGM  ,  INSRET 
TRMGET,  TRMPUT 

HISTORY: 


designed  by  David  J.  Tipton  October  31,  1980 
programmed  by  David  J.  Tipton  October  31.  1980 
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PROGRAM  NAME:  SELECT 


CATEGORY:  Utility  Command 


PROGRAM  DESCRIPTION: 

SELECT  gives  the  user  the  ability  to  determine  which 
class  symbols  are  to  be  displayed  at  the  OLPARS  user's 
terminal,  in  a  one-  or  two-space  display. 

PROGRAM  USAGE: 

User  types  in  'SELECT' . 

USER  INTERACTION: 

User  specifies  (via  class  display  symbol)  the  classes 
to  be  displayed  . 

ALGORITHM  /  NOTES: 

Ask  user  for  classes  to  be  di spl ayed . (OBTCLS ) 

Display  the  classes  requested. 

Put  up  option  list. 


NOTE 

Classes  to  be  displayed  are  typed  on  a  single  line 
with  no  spaces  (e.g.,  'abc...').  For  classes  'not'  to 
be  displayed,  the  user  places  a  minus  sign  ('-') 
before  the  list  of  class  symbols  (e.g.,  '-abc...'). 


FILES: 

DI  -  display  information 

DV  -  display  value 

CM  -  communications 

PV  -  projection  vector 

31  -  scratch  1  (for  one-space  only) 

REFERENCED  BY: 


OLPARS  user 


OLPARS  Program  Specifications 
SELECT 


SUBPROGRAMS  REFERENCED; 

CLOSFX,  CLSCAT,  CMGOTH,  DIGENT,  DIGHDI,  DIPENT 
EQUALA,  ERASE,  INSINI,  INSINT,  INSLOG,  INSRET 
MENU,  MICMAC ,  OBTCLS,  OEXIT,  OPENFX,  TRMPUT 

SEE  ALSO: 

INTENSIFY 

HISTORY: 

designed  by  Steve  Haehn  October  2,  1978 
programmed  by  Donna  Morris  August  15,  1979 
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PROGRAM  NAME:  SETDS 

CATEGORY:  Utility  Command 


PROGRAM  DESCRIPTION: 

SETDS  sets  the  current  data  set  structure  within  the 
communications  file  with  a  user-defined  value.  (i.e, 
it  puts  a  tree  name/node  name  pair,  representing  the 
current  data  set  being  worked  upon  during  an  OLPARS 
user's  session,  along  with  the  data  set  dimensionality, 
data  set  node  pointer,  and  data  tree  file  codes, 
into  the  CM  file.) 

PROGRAM  USAGE: 

User  types  in  'SETDS'. 

USER  INTERACTION: 

The  user  is  prompted  for  a  treename  and  a  node  name. 

If  either  does  not  exist  within  OLPARS,  the  user 
will  be  prompted  for  another  value  of  each.  If  a 
colon  is  typed  before  the  treename,  the  node  name 
will  not  be  asked  for.  The  senior  node  will  be 
used . 

ALGORITHM  /  NOTES: 

Erase  the  terminal  screen. 

REPEAT. 

Ask  user  for  new  data  set  name 
(tree  name  and  node  name). 

IF  (tree  does  not  exist)  THEN 

Tell  user  'tree  not  found'. 

ENDIF 

UNTIL(tree  is  found  or  user  quits) 

Retrieve  Tree  header  information. 

(used  to  traverse  tree  structure) 
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REPEAT 

Ask  user  for  node  name  portion  of  the 
current  data  set  if  the  senior  node 
was  not  indicated  in  the  tree  prompt. 

Search  for  the  node. 

IF  (the  node  was  nonexistent)  THEN 

Tell  user  'node  not  in  tree'. 

ENDIF 

UNTIL(node  name  is  found  or  user  quits) 
Retrieve  file  codes  from  the  TL  file. 

Place  current  data  set  info,  into  the  CM  file. 
Show  user  the  option  list. 

END 


FILES: 


CM  -  communications  Instrumentation  file 

TI  -  user  tree  info,  file 
TL  -  tree  list 
HS  -  history 
OLPARS  option  file 

REFERENCED  BY: 


OLPARS  user . 

SUBPROGRAMS  REFERENCED: 

ERASE,  EQUALA,  PROMPT,  TRMGET,  TLSRCH,  OPENFX, 
CMPCDS,  TISRCH,  MENU,  TIGENT 


HISTORY: 


designed  by  Steven  Haehn  May  22,  1978 
programmed  by  Steven  Haehn  Sept.  13,  1979 
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PROGRAM  NAME:  SETLOG 

CATEGORY:  Utility  Command 

PROGRAM  DESCRIPTION: 

SETLOG  takes  an  existing  logic  tree  and  makes  it  the 
current  logic  tree( restores  old  logic). 

PROGRAM  USAGE: 

User  types  in  'SETLOG'. 

USER  INTERACTION: 

The  user  is  asked  for  the  name  of  the  logic  tree  he  wants 
to  be  the  current  logic  tree. 

ALGORITHM  /  NOTES: 

Ask  user  for  the  name  of  an  existing  logic  tree  that  he 
wants  to  make  the  current  logic  tree. 

IF  (the  logic  tree  does  not  exist)  THEN 

Tell  the  user  that  the  tree  does  not  exist. 

Prompt  the  user  again. 


ELSE 

Get  the  LI  and  LV  file  codes. 

Get  the  number  of  incomplete  logic  nodes. 

Put  the  logic  name,  LI  ,  LV  file  codes  and  the 
number  of  incomplete  logic  nodes  in  the  CM  file. 

ENDIF 

Display  the  options  list. 

END 


FILES: 


CM  -  communications 
LI  -  logic  information 
LL  -  logic  list 

REFERENCED  BY: 


OLPARS  user 
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SUBPROGRAMS  REFERENCED: 

CLOSFX,  CMGOTH,  INSINI,  INSRET,  LGLTRE,  MENU,  OEXIT 
OPENFX,  OPENTR,  PROMPT,  TRMGET ,  TRMPUT 


SEE  ALSO: 


NAMELOG 


HISTORY: 

designed  by  Steven  Haehn  August  2,  1978 
programmed  by  Mark  Maginn  July  17,  1980 
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PROGRAM  NAME:  SETOPT 

CATEGORY:  Communication  File  Access  Routine 

(system  dependent) 


PROGRAM  DESCRIPTION: 

SETOPT  obtains  the  option  number  of  a  program  from  the 
OLPARS  options  file.  SETOPT  opens  the  options  file, 
using  a  "system  open"  subroutine,  and  searches  for  the 
giver,  program  name.  If  the  name  is  found,  SETOPT 
obtains  the  name's  corresponding  option  number. 

If  the  name  is  not  found,  SETOPT  returns  the  option 
number  of  the  program  'ANYTHING'. 

When  the  PUTCM  (put  into  CM  file)  flag  is  set  to  'true,' 
SETOPT  will  place  the  option  number  and  the  corresponding 
option  name  in  the  commmunication  file  (referenced  by 
FIDCM ,  the  CM  file  descriptor).  Whether  or  not  the 
PUTCM  flag  is  set  to  'true',  SETOPT  always  returns 
the  option  number  to  its  calling  program. 

PROGRAM  USAGE: 

INTEGER  SETOPT 


OPT NO  =  SETOPT ( FIDCM, PGMNAM, PUTCM) 


INPUT  ARGUMENTS: 

FIDCM  -  INTEGER;  file  descriptor  of  the  CM  file 
PUTCM  -  LOGICAL;  put-option-into-CM-f ile  flag 
PGMNAM  -  LOGICAL  *1  ARRAY  (10);  the  program  name 


FILES: 


CM  -  communications 

OLPARS  option  file  (OPTION. OLP) 

SUBPROGRAMS  REFERENCED: 


CMPOTH,  EQUALS,  FGET,  OEXIT,  OPENBL,  PACKW ,  TRMPUT 


OLPARS  Program  Specifications 
SETOPT 


SEE  ALSO: 

MENU 

HISTORY: 

designed  by  Steve  Haehn  June  28,  1978 
programmed  by  Donna  Morris  August  27,  1979 
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PROGRAM  NAME:  SETUP 


CATEGORY:  Logic  Design  Routine  (system  dependent) 


PROGRAM  DESCRI  ION: 

SETUP  is  called  by  all  LI  and  L2  logic  design  routines 
to  check  the  current  data  set  and  current  logic  and  to 
obtain  necessary  information  from  the  user.  If  there 
is  more  than  one  incomplete  logic  node,  it  asks  the 
user  to  specify  which  node  is  to  be  used.  For  those 
logic  routines  that  perform  computations  on  means 
or  covariances,  SETUP  asks  if  all  the  vectors  in 
the  data  class(es)  (classes  that  lie  at  the  incomplete 
logic  node)  are  to  be  used  in  the  computation  or  just 
those  vectors  falling  at  the  logic  node. 

PROGRAM  USAGE: 

LOGICAL  SETUP 


IF  ( SETUP ( FDCM , COM  AND, ALLVEC, NODNUM , CLIST, NOCLS , ENTAB, 
FDLI , FDLV, FDTI , FDTV , LOGNAM) ) 


INPUT  ARGUMENTS: 

FDCM  -  INTEGER;  the  file  descriptor  of  the  CM  file 

COMAND  -  LOGICAL  *1  arr ay( CMDLEN ) ;  the  name  of  the 

calling  command 

ALLVEC  -  LOGICAL;  TRUE  means  to  ask  the  question  con¬ 
cerning  all  vectors,  FALSE  means 
do  not  ask  the  question 


OUTPUT  ARGUMENTS: 

ALLVEC  -  LOGICAL;  TRUE  means  all  vectors,  FALSE  means 

only  vectors  at  logic  node 

NODNUM  -  INTEGER;  the  logic  node  number  on  which  to 

operate 

CLIST  -  INTEGER  array(MAXCLS);  the  list  of  classes 

(slot  numbers)  that  lie  at  logic  node 
'NODNUM' 
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NOCLS  - 
ENTAB  - 

FDLI  - 
FDLV  - 
FDTI  - 
FDTV  - 
LOGNAM  - 


INTEGER;  number  of  classes  in  'CLIST' 

INTEGER  array (TABSIZ ) ;  the  entry  table  of  the 
current  data  set 

INTEGER;  logic  information  file  descriptor 

INTEGER;  logic  value  file  descriptor 

INTEGER;  tree  information  file  descriptor 

INTEGER;  tree  value  file  descriptor 

INTEGER  array(TRELEN);  most  recent  logic 
evaluated  on  current  data  set 


USER  INTERACTION: 

User  is  asked  for: 

o  An  incomplete  logic  node  number  (if  there  is 

more  than  one)  . 

o  Whether  to  use  all  vectors  of  a  class  or  just 

those  that  fall  at  the  logic  node. 


ALGORITHM  /  NOTES: 

SETUP  =  .FALSE. 

Get  current  logic  from  CM  file  (CMGLOG). 

Get  current  data  set  from  CM  file  (CMGCDS). 

Open  logic  and  data  set  files  (OPENTR). 

IF  (current  logic  or  current  data  set  does  not  exists) 
THEN 

Print  error  message  to  user. 

ELSEIF  (design  set  from  current  logic  is  not  the  same 
as  current  d^ta  set)  THEN 

Print  error  message  to  user. 
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ELSEIF  (last  logic  run  on  the  data  set  was  not  the 
current  logic  (TVGHDR ) )  THEN 

Print  error  message  -  tell  user  that  the  last 
logic  applied  to  the  data  set  was  not  the  current 
logic.  In  order  to  proceed,  the  user  must  evaluate 
the  current  data  set  by  the  current  logic. 

ELSEIF  (there  has  been  a  change  in  the  data  as  denoted 
in  the  TV  header)  THEN 

Print  error  message  -  tell  user  logic  can  no 
longer  be  used  on  that  data  set  due  to  a  change 
in  the  data  set. 

ELSE 

Display  a  list  of  incomplete  logic  nodes  (GETLST). 
REPEAT 

Prompt  for  an  incomplete  logic  node  number. 

UNTIL  (a  correct  incomplete  logic  node  number  is 
entered  or  user  quits) . 

Insert  logic  node  number  as  current  logic  node 
in  LI  file  header  (LIPCOP). 

Insert  option  number  in  LI  file  entry  (SETOPT, 

LIPLOG)  . 

Get  a  list  of  classes  at  the  incomplete  logic  node 
(GCLIST) . 

IF  ( ALLVEC  =  TRUE)  THEN 

Ask  user  to  specify  all  vectors  of  the  classes 
or  just  those  that  fall  at  the  logic  node. 

Set  ALLVEC  accordingly. 

ENDIF 

ENDIF 

RETURN 
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FILES: 

CM  -  communications 
LI  -  logic  information 
LV  -  logic  value 
TI  -  tree  information 
TV  -  tree  vector 

REFERENCED  BY: 

All  LI ,  L2  routines 

SUBPROGRAMS  REFERENCED: 

CMGCDS ,  CMGLOG,  CMGOTH,  EQUALA,  GC LIST, 

GETLST,  GLONOD,  INSPGM,  INSRET,  LIGDSN ,  LIPCOP, 
LIPLOG,  OPENTR,  PROMPT,  SETOPT,  TIGET,  TIGNAM, 
TRMGET ,  TRMPUT ,  TVGHDR 

DIAGNOSTICS: 

If  SETUP  =  .FALSE.,  the  calling  program  quits. 

HISTORY: 

designed  by  David  BirnBaum  September  11,  1978 
programmed  by  Steven  Haehn  Nov.  23,  1980 
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PROGRAM  NAME:  SLCTMEAS 


CATEGORY:  Measurement  Evaluation  Command  (subsidiary) 


PROGRAM  DESCRIPTION: 

SLCTMEAS  checks  to  see  that  the  DI  file  is  in  rank 
order  format  and  that  the  current  data  set  name  in 
the  DI  and  CM  files  are  the  same.  The  user  is  then 
asked  if  he  wishes  to  enter  a  threshold  value  or 
specific  measurements. 

If  a  threshold  is  entered,  it  is  compared  to  all  the 
ranked  measurement  values;  those  measurements  whose 
value  is  greater  (if  DSCRMEAS  is  the  command  creating 
the  display)  or  less  than  (if  PROBCONF  is  the  command 
creating  the  display)  the  threshold  are  "selected"  or 
"asterisked ." 

If  individual  measurements  are  specified,  then  the 
asterisk  flag  for  these  measurements  is  set  if 
currently  unset,  or  unset  if  currently  set. 

Finally,  RODISP  is  called  to  display  the  ranked 
values  according  to  the  rank  options  specified  in 
the  DI  file. 

PROGRAM  USAGE: 

User  types  in  'SLCTMEAS'. 

USER  INTERACTION: 

The  user  is  asked  if  he  wants  to  select  a  threshold  value 
or  specific  measurements.  Depending  upon  which  he 
selects,  he  is  prompted  for  those  values. 

FILES: 

BLOCK  I/O  RECORD  I/O 


HS  -  history  terminal 

CM  -  communication  instru.dat 

DI  -  display  information 
OPTION. OLP  -  option  file 

REFERENCED  BY: 

OLPARS  u  ser . 
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SUBPROGRAMS  REFERENCED: 

CDSCHK,  CMGCDS ,  CMGOTH,  DIGROE,  DIGROH,  DIGROI, 

DIPROI,  ERASE,  INSFLT ,  INSINI,  INSINT,  INSRET, 

MENU,  OEXIT ,  OPENFX,  PROMPT,  RODISP,  TRMGET ,  TRMPUT 

DIAGNOSTICS: 

If  the  user  wishes  to  enter  a  threshold,  the  ranked 
values  in  the  DI  file  must  be  measurement  numbers, 
that  is,  the  type  of  ranking  in  the  DI  file  must  be 
either  (1)  overall,  (2)  measurement  by  class,  or  (3) 
measurement  by  class  pair.  SLCTMEAS  will  exit  if  the 
type  of  ranking  is  not  1,  2,  or  3.  If  the  user  wishes 
to  enter  specific  measurements,  the  type  of  ranking 
is  unimportant,  but  if  the  type  of  ranking  is  not  1, 

2,  or  3,  the  user  will  receive  a  message  saying  that 
the  current  display  will  not  indicate  which 
measurements  have  been  selected. 

HISTORY: 

designed  by  Kermit  Klingbail  April  10,  1978 
programmed  by  Donna  Morris  December  29,  1981 
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PROGRAM  NAME:  SLTEIG 


CATEGORY:  Display,  Projection  Vector  File  Access  Routine 


PROGRAM  DESCRIPTION: 

SLTEIG  is  passed  the  file  descriptor's  of  the  DI  and  PV 
file  and  a  flag  (ONETWC)  indicating  one-  or  two-space. 

It  asks  the  user  to  select  one  or  two  eigenvalues 
depending  on  whether  a  one-space  or  two-space  display 
is  going  to  be  presented.  SLTEIG  sets  the  necessary 
pointers  to  the  selected  vectors  in  the  DI  and  PV  files. 
If  the  value  of  SLTEIG  is  TRUE,  the  calling  routine 
quits. 

PROGRAM  USAGE: 

LOGICAL  SLTEIG 


IF( SLTEIG (FIDCM,FIDDI,FIDPV,ONETWO)) 
INPUT  ARGUMENTS: 


FIDCM  -  INTEGER; 

the 

file 

descriptor 

of 

the 

CM 

file 

FIDDI  -  INTEGER; 

the 

file 

descriptor 

of 

the 

DI 

file 

FIDPV  -  INTEGER; 

the 

file 

descriptor 

of 

the 

PV 

file 

ONETWO  -  INTEGER; 

1  stands 
for  two-. 

for  one-space, 
space 

2  ; 

stands 

ALGORITHM  /  NOTES: 

Ask  user  to  select  one  or  two  eigenvalues  (PROMPT). 

IF  (user  gives  correct  response)  THEN 

Set  the  number  of  projection  vectors  in  the 
PV  file  header  (PVPHDR). 

Set  pointers  in  elements  17  and  18  of  PV  file 
header  (PVPHDR). 

Set  pointers  to  these  vectors  in  the  DI  file 
header  (DIPHDI). 
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ELSE 

Again,  ask  user  to  select  one  or  two  eigenvalues. 
ENDIF 
RETURN 

FILES: 

CM  -  communications  file 
DI  -  display  information 
PV  -  projection  vector 

REFERENCED  BY: 

S2EIGV,  S2EIGV,  L1EIGV,  L2EIGV 
SUBPROGRAMS  REFERENCED: 

DlPHDI ,  PROMPT,  TRMGET,  PVPHDR,  PVGHDR 

HISTORY: 

designed  by  Dave  Birnbaum  September  6,  1978 
programmed  by  Donna  Morris  May  24,1979 


i  i 
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PROGRAM  NAME:  SMGF.NT 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

SMGENT  gets  an  entry  from  the  Saved  Transformation  Matrix 
(SM)  file. 

PROGRAM  USAGE: 

CALL  SMGENT ( FDSM , ENTNO , NDIM , LNKPT R , VECTOR ) 

INPUT  ARGUMENTS: 

FDSM  -  INTEGER;  the  file  descriptor  of  the  SM  file 

ENTNO  -  INTEGER;  the  entry  number  of  the  vector  being 
retrieved  from  the  SM  file 

NDIM  -  INTEGER;  the  dimensionality  of  the  matrix  to 
be  retrieved  from  the  SM  file 

OUTPUT  ARGUMENTS: 

LNKPTR  -  INTEGER;  the  link  pointer  to  the  next  vector 
of  the  matrix 

VECTOR  -  REAL  array  (NDIM);  the  saved  vector  to  be 

retrieved  from  the  SM  file 

FILES: 

SM  -  the  saved  transformation  matrix  file 
instrumentation  file 

SUBPROGRAMS  REFERENCED: 

FGET,  INSPGM,  INSRET,  OEXIT,  TRMPUT 

HISTORY: 

designed  by  David  Birnbaum  September  30,  1978 
programmed  by  Jill  King  March  3,  1981 


769 


OLPARS  Program  Specifications 
SMGHDR 

PROGRAM  NAME:  SMGHDR 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

SMGHDHR  retrieves  the  first  portion  of  the  header  from 
the  Saved  Transformation  Matrix  (SM)  file. 

PROGRAM  USAGE: 

CALL  SMGHDR (FDSM , NSMTRX, PTRHED, PTREND, NVECS) 

INPUT  ARGUMENTS: 

FDSM  -  INTEGER;  the  file  descriptor  of  the  SM  file 
OUTPUT  ARGUMENTS: 

NSMTRX  -  INTEGER;  the  number  of  saved  matrices 

PTRHED  -  INTEGER;  the  pointer  to  the  head  of  the  free 
list 

PTREND  -  INTEGER;  the  pointer  to  the  end  of  the  free  list 
NVECS  -  INTEGER;  the  number  of  vectors  in  the  SM  file 

FILES: 

SM  -  savec  transformation  matrix 
instrumentation  file 

SUBPROGRAMS  REFERENCED: 

FGET,  INSPGM ,  INSRET,  OEXIT,  TRMPUT 

HISTORY: 

designed  by  David  Birnbaum  September  30,  1978 
programmed  by  Jill  King  March  3,  1981 
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PROGRAM  NAME:  SMGLNK 

CATEGORY:  LEVEL  II  FILE  ACCESS  SUBROUTINE 

PROGRAM  DESCRIPTION: 

SMGLNK  reads  the  link  pointer  from  a  Saved 
Transformation  Matrix  (SM)  file  entry. 

PROGRAM  USAGE: 

INTEGER  SMGLNK 
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PROGRAM  NAME:  SMGMDS 


CATEGORY:  Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 

SMGMDS  retrieves  the  matrix  description  information  from 
the  Saved  Transformation  Matrix  (SM)  file. 

PROGRAM  USAGE: 

CALL  SMGMDS ( FDSM ,ENTNO, MATNAM .TYPE , NDIM .MATPTR) 

INPUT  ARGUMENTS: 

FDSM  -  INTEGER;  the  file  descriptor  of  the  SM  file 

ENTNO  -  INTEGER;  the  entry  number  of  the  matrix 
description  information 

OUTPUT  ARGUMENTS: 

MATNAM  -  INTEGER  array  (TRELEN);  the  name  of  the  saved 

transformation  matrix 

TYPE  -  INTEGER;  the  type  of  transformation  which  was 

performed  to  get  the  resulting  matrix.  A 
-1  indicates  a  normal  transformation;  a 
positive  value  indicates  an  eigenvector 
transformation  where  the  value  represents 
the  number  of  eigenvalues  used. 

NDIM  -  INTEGER;  the  dimensionality  of  the  saved  matrix 
MATPTR  -  INTEGER;  pointer  to  first  vector  of  saved  matrix 


FILES: 


SM  -  saved  transformation  matrix 
instrumentation  file 

SUBPROGRAMS  REFERENCED: 

FGET.  INSPGM ,  INSRET,  OEXIT,  PACKW,  TRMPUT 

HISTORY: 

designed  by  David  Birnbaum  September  30,  1978 
programmed  by  Jill  King  March  3,  1981 
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PROGRAM  NAME:  SMPENT 

CATEGORY:  Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 

SMPENT  writes  an  entry  into  the  saved 

transformation  matrix  (SM)  file. 

PROGRAM  USAGE: 

CALL  SMPENT(FDSM ,ENTNO , NDIM .LNKPTR , VECTOR ) 

INPUT  APGUMENTS : 

FDSM  -  INTEGER;  the  file  descriptor  of  the  SM  file 

ENTNO  -  INTEGER;  the  entry  number  of  the  vector  to  be 
saved  in  the  SM  file 

NDIM  -  INTEGER;  the  dimensionality  of  the  matrix  to  be 
saved  in  the  SM  file 

LNKPTR  -  INTEGER;  the  link  pointer  to  the  next  vector  of 
the  matrix 

VECTOR  -  REAL  array  (NDIM);  the  vector  to  be  saved  in 

the  SM  file 


FILES: 


SM  -  saved  transformation  matrix  file 
instrumentation  file 


SUBPROGRAMS  REFERENCED: 

FPUT,  INSPGM ,  INSRET 

HISTORY: 

designed  by  David  Birnbaum  September  30,  1978 
programmed  by  Jill  King  March  3,  1981 
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PROGRAM  NAME:  SMPHDR 


CATEGORY:  Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 

SMPHDR  writes  the  first  portion  of  the  header  into  the 
Saved  Transformation  Matrix  (SM)  file. 


PROGRAM  USAGE: 

CALL  SMPHDR(FDSM,NSMTRX,PTRHED,PTREND,NVECS) 

INPUT  ARGUMENTS: 

FDSM  -  INTEGER;  the  file  descriptor  of  the  SM  file 

NSMTRX  -  INTEGER;  the  number  of  saved  matrices  in  the 
SM  file 


PTRHED  -  INTEGER;  the  pointer  to  the  head  of  the  free 
list 

PTREND  -  INTEGER;  the  pointer  to  the  end  of  the  free  list 
NVECS  -  INTEGER;  the  number  of  vectors  in  the  SM  file 


FILES: 


SM  -  saved  tr ansformation  matrix  file 
instrumentation  file 

SUBPROGRAMS  REFERENCED: 

FPUT ,  INSPGM  ,  INSRET 


HISTORY: 


designed  by  David  Birnbaum  September  30,  1978 
programmed  by  Jill  King  March  3,  1981 
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PROGRAM  NAME:  SMPLNK 

CATEGORY:  LEVEL  II  FILE  ACCESS  SUBROUTINE 

PROGRAM  DESCRIPTION: 

SMPLNK  writes  the  link  pointer  to  the  Saved 
Transformation  Matrix  (SM)  file  entry. 

PROGRAM  USAGE: 

CALL  SMPLNK  ( FDSM  .  ENTNO ,  LNKPTR ) 

INPUT  ARGUMENTS: 

FDSM  -  INTEGER;  the  file  descriptor  of  the  SM  file 

ENTNO  -  INTEGER;  the  entry  number  of  the  vector  whose 
link  pointer  is  being  written 

LNKPTR  -  INTEGER;  the  link  pointer  value  to  be  written 

FILES: 

SM  -  saved  transformation  matrix  file 
instrumentation  file 

SUBPROGRAMS  REFERENCED: 

FPUT ,  INSPGM  ,  INSRET 

HISTORY: 

designed  by  Jill  King  March  13,1981 
programmed  by  Jill  King  March  13,1981 
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PROGRAM  NAME:  SMPMDS 


CATEGORY:  Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 

SMPMDS  writes  the  matrix  description  information  into 

the  saved  transformation  matrix  (SM)  file  header. 

PROGRAM  USAGE: 

CALL  SMPMDS (FDSM  , ENTNO , M ATNAM ,TYPE , NDIM .MATPTR) 

INPUT  ARGUMENTS: 

FDSM  -  INTEGER;  the  file  descriptor  of  the  SM  file 

ENTNC  -  INTEGER;  the  entry  number  of  the  matrix 

description  information 

MATNAM  -  INTEGER  array  (TRELEN);  the  name  cf  the  saved 
transformation  matrix 

TYPE  -  INTEGER;  the  type  of  transformation  which  was 

performed  to  get  the  resulting  matrix.  A 
-1  indicates  a  normal  transformation;  a 
positive  value  indicates  an  eigenvector 
transformation  where  the  value  represents 
the  number  of  eigenvalues  used. 

ND*M  -  INTEGER;  the  dimensionality  of  the  saved  matrix 

MATPTR  -  INTEGER;  the  pointer  to  the  first  vector  of  the 

saved  matrix 


FILES: 


SM  -  saved  transformation  matrix  file 
instrumentation  file 

SUBPROGRAMS  REFERENCED: 

FPUT ,  INSPGM  ,  INSRET,  ITREAL 


HISTORY: 


designed  by  David  Birnbaum  September  30,  1978 
programmed  by  Jill  King  March  3,  1981 
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PROGRAM  NAME:  SORT 

CATEGORY:  Support  Routine 

PROGRAM  DESCRIPTION: 

SORT  returns  the  descending  order  pointers  (array 
positions)  of  the  elements  of  a  real  array. 

PROGRAM  USAGE: 

CALL  SORT(NSORTD,SIZE, ORDER) 

INPUT  ARGUMENTS: 

NSORTD  -  REAL  array;  the  array  for  which  pointers  are 
returned 

SIZE  -  INTEGER;  the  size  of  the  array 
OUTPUT  ARGUMENTS: 

ORDER  -  INTEGER  array;  the  order  array  -  contains  the 

array  positions  of  the  elements 
of  the  array  in  descending  order 


REFERENCED  BY: 

EIGPRT 


HISTORY: 

designed  by  Donna  Morris  June  18,1979 
programmed  by  Donna  Morris  June  18,1979 
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PROGRAM  NAME:  SU1SP 


CATEGORY: 


Logic  Design  Routine 


PROGRAM  DESCRIPTION: 


SU1SP  (set  up  one-space  logic  block)  retrieves  one 
space  projection  logic  from  the  LV  file  and  stores 
it  in  a  common  area  for  use  by  logic  routines. 

PROGRAM  USAGE: 


CALL  SU1SPCFDLV, 
INPUT  ARGUMENTS: 

FDLV  -  INTEGER 
LVPTR  -  INTEGER 

NDIM  -  INTEGER 
LVETSZ  -  INTEGER 
OUTPUT  ARGUMENTS: 


LVPTR, NDIM , LVETSZ) 

;  the  file  descriptor  of  the  LV  file 

;  entry  number  in  LV  file  of  first  block 
of  the  one-space  logic 

;  data  set  dimensionality 

;  logic  value  file's  entry  size 


Common  block,  named  GP1BLK,  containing  number  of 
boundaries,  logic  nodes  associated  with  regions,  a 
discriminant  vector  and  thresholdC s) . 


FILES: 

LV  -  logic  value 
REFERENCED  BY: 

EVALU8,  GP1PRT 
SUBPROGRAMS  REFERENCED: 

GTRGNR ,  INSFLT,  INSINT,  INSPGM ,  INSRET 
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HISTORY: 

designed  by  Kermit  Klingbail  October  3,  1978 
programmed  by  Donna  Morris  June  1,  1981 
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PROGRAM  NAME:  SU2SP 

CATEGORY:  Logic  Design  Routine 


PROGRAM  DESCRIPTION: 

SU2SP  (set  up  two-space  logic  block)  retrieves 
two-space  projection  logic  from  the  LV  file  and 
stores  it  in  a  COMMON  area  for  use  by  logic  routines. 


PROGRAM  USAGE: 

CALL  SU2SP(FDLV,LVPTR, NDIM.LVETSZ) 

INPUT  ARGUMENTS: 

FDLV  -  INTEGER;  the  file  descriptor  of  the  LV  file 

LVPTR  -  INTEGER;  entry  number  in  LV  file  of  first  block 

of  the  two-space  logic 

NDIM  -  INTEGER;  data  set  dimensionality 

LVETSZ  -  INTEGER;  logic  value  file's  entry  size 


OUTPUT  ARGUMENTS: 

Common  block,  named  GP2BLK,  containing  number  of 
boundaries,  logic  nodes  associated  with  regions, 
discriminant  vector(s),  and  threshold(  s) . 


FILES: 


LV  -  logic  value 
REFERENCED  BY: 

EVALU8,  GP2PRT ,  PWSPRT 
SUBPROGRAMS  REFERENCED: 

GTRGNI,  GTRGNR ,  INSFLT,  INSINT,  INSPGM,  INSRET 
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SU2SP 


HISTORY: 

designed  by  Kermit  Klingbail  October  3,  1978 
programmed  by  Donna  Morris  June  1,  1981 
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PROGRAM  NAME:  SUBMNC 


CATEGORY:  Utilities  Subroutine 


PROGRAM  DESCRIPTION: 

SUBMNC  'subtracts'  a  covariance  or  scatter  array  and 
its  corresponding  mean  vector  from  the  parent  node  mean 
and  covariance  or  scatter  arrays.  Also,  the  total 
number  of  vectors  at  the  parent  node  is  adjusted.  This 
routine  is  used  when  a  data  tree  node  is  deleted. 

The  formulas  are  given  below: 

LET  MeanA  =  the  mean  vector  of  the  node  to  be 

deleted 

MeanAB  =  the  mean  vector  of  the  parent  node 
of  the  node  to  be  deleted 

MeanB  =  the  mean  vector  of  the  remaining 
nodes  at  the  parent  node 
A  =  the  covariance  or  scatter  array  of 
the  node  to  be  deleted 
AB  =  the  covariance  or  scatter  array  of 
the  parent  node 

B  =  the  covariance  or  scatter  array  of 
the  remaining  nodes  at  the  parent 
node 

NvecA  =  the  number  of  vectors  used  to 

compute  the  arrays  at  the  node  to 
be  deleted 

NvecAB  =  the  number  of  vectors  used  to 

compute  the  arrays  at  the  parent 
node 

NvecB  =  the  number  of  vectors  used  to 

compute  the  arrays  of  the  remaining 
nodes  at  the  parent  node 

COMBINED  MEAN  VECTOR: 


MeanB  =  ( (NvecAB*MeanAB)  -  (NvecA*MeanA) )  /  NvecB 
COMBINED  COVARIANCE  OR  SCATTER  ARRAY: 


B  =  [NvecAB  *  (AB(i,j)  +  MeanAB(i)  *  MeanAB(j))  + 

NvecA  *  (A(i,j)  +  MeanA(i)  *  MeanA(j))j  /  NvecB 
-  [MeanB(i)  *  MeanB(j)] 
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PROGRAM  USAGE: 

CALL  SUBMNC ( FDTI , DESNOD, NDIM ,NVEC A, ME ANA , COVA) 


INPUT  ARGUMENTS: 


FDTI  -  INTEGER;  the  file  descriptor  of  the-  TI  file 

DESNOD  -  INTEGER;  the  entry  number  of  the  node  whose 
mean  and  covariance  arrays  are  being 
adjusted 


NDIM  -  INTEGER;  the  dimension  of  the  vectors 

NVECA  -  INTEGER;  the  number  of  vectors  being  deleted 

MEANA  -  REAL  array  (NDIM);  the  mean  vector  of  the 

vectors  deleted 


COVA  -  REAL  array  (NDIM* (NDIM  +  1 ) /2 ) ;  the  covariance 

matrix  of  vectors  deleted 


FILES: 

TI  -  tree  information  file 
instrumentation  file 

REFERENCED  BY: 

SBUPMC 

SUBPROGRAMS  REFERENCED: 

INSFLT,  INSINT,  INSPGM,  INSRET,  TIGCOP,  TIGCOV 
TIGMN,  TIPCOP,  TIPCOV,  TIPMN 

HISTORY: 

designed  by  Jill  King  May  13,  1981 
programmed  by  Jill  King  May  13,  1981 
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PROGRAM  NAME:  SUFISH 


CATEGORY:  Logic  Design  Routine 


PROGRAM  DESCRIPTION: 

SUFISH  (set  up  pairwise  ljgic  block)  retrieves 
pairwise  logic  from  the  LV  file  and  stores  it  in 
a  COMMON  area  for  use  by  logic  routines. 

PROGRAM  USAGE: 

CALL  SUFISH( FDLV, LVETSZ ,LVPTR 1 ) 

INPUT  ARGUMENTS: 

FDLV  -  INTEGER;  the  file  descriptor  of  the  LV  file 

LVETSZ  -  INTEGER;  logic  value  file's  entry  size 

LVPTR1  -  INTEGER;  entry  number  in  LV  file  of  first  block 

of  the  pairwise  logic 

OUTPUT  ARGUMENTS: 

Common  block,  named  FSHBLK,  containing  the  LV  file  first 
entry  for  the  paiiwise  logic  (includes  the  number  of 
classes,  minimum  vote  count,  and  link  element  to  the 
first  entry  containing  the  class  pair  links)  ,  and  the 
the  logic  node  numbers  associated  with  data  classes 
at  the  node. 

FILES: 


LV  -  logic  value 
REFERENCED  BY: 

EVALU8, 

SUBPROGRAMS  REFERENCED: 

GTRGNI ,  INSPGM  ,  INSRET 
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SUFISH 


HISTORY 


designed  by  Donna  Morris  October 
programmed  by  Donna  Morris  June  1, 


3,  1978 
1981 


OLPARS  Program  Specifications 
SUMMCM 

PROGRAM  NAME:  SUMMCM 

CATEGORY:  Utility  Command 

PROGRAM  DESCRIPTION: 

SUMMCM  causes  a  summary  of  a  confusion  matrix, 
stored  in  the  DI  file,  to  be  displayed  at  the  terminal. 

PROGRAM  USAGE: 

User  types  in  'SUMMCM*. 

ALGORITHM  /  NOTES: 

IF  (display  code  =  4,  i.e.,  confusion  matrix)  THEN 
Print  summary. 

ELSE 

Print  error  message. 

ENDIF 

Put  up  option  list  at  user's  terminal  (MENU). 

END 

REFERENCED  BY: 

OLPARS  user 

SUBPROGRAMS  REFERENCED: 

DIGCMH ,  DIGDC,  ERASE,  INSINI,  INSRET,  MENU,  OEXIT, 
OPENFX,  TRMPUT 

HISTORY: 

designed  by  David  BirnBaum  September  25,  1978 
programmed  by  Steven  Haehn  May  29,  1981 
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SUNMV 

PROGRAM  NAME:  SUNMV 

CATEGORY:  Logic  Design  Routine 

PROGRAM  DESCRIPTION: 

SUNMV  (set  up  nearest  mean  vector  logic  block)  retrieves 
nearest  mean  vector  logic  from  the  LV  file  and  stores  it 
in  a  COMMON  area  for  use  by  logic  routines. 

PROGRAM  USAGE: 

CALL  SUNM V( FDL V, NDIM , L VETS2 , L VPTR  1 ) 

INPUT  ARGUMENTS: 

FDLV  -  INTEGER;  the  file  descriptor  of  the  LV  file 

NDIM  -  INTEGER;  data  set  dimensionality 

LVETSZ  -  INTEGER;  logic  value  file's  entry  size 

LVPTR1  -  INTEGER;  entry  number  in  LV  file  of  first  block 

of  the  nearest  mean  vector  logic 

OUTPUT  ARGUMENTS: 

Common  block,  named  NMVBLK,  containing  the  LV  file  first 
entry  for  the  NMV  logic,  the  logic  nodes  associated  with 
data  classes,  the  ignore  measurements  mask  array,  the 
reject  boundary  distance  values,  and  the  determinants 
of  the  covariance  matrix. 

FILES: 

LV  -  logic  value 
REFERENCED  BY: 

EVALU8,  NMVPRT 
SUBPROGRAMS  REFERENCED: 

GTRGNI,  GTRGNR ,  INSPGM,  INSRET 
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HISTORY: 

designed  by  Donna  Morris  October  3,  1978 

programmed  by  Donna  Morris  June  1,  1981 
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PROGRAM  NAME: 


TEXT 


CATEGORY: 


Terminal  I/O  (graphic,  system  dependent) 


PROGRAM  DESCRIPTION: 


This  routine  places  a  string  of  text  on  the 
graphics  display,  starting  at  screen  coordinates  (X,Y) 

The  screen  coordinates  are  relative  screen  co¬ 
ordinates,  used  to  redefine  the  origin. 

STRING  must  be  dimensioned  in  the  calling  pro¬ 
gram  to  at  least  the  number  of  characters  in 
STRING.  In  other  words,  each  character  in  the 
string  takes  up  one  integer  in  the  array. 

(HGT , WID, ANGLE , INDIC  have  no  use  and  are  only 
included  to  be  compatible  with  the  PLTMAP 
FORTRAN  subroutine). 

The  last  character  in  the  text  string  must  be 
a  null  character  (i.e.  a  zero). 


PROGRAM  USAGE: 


CALL  TEXT (X,Y, STRING, HGT, WID, ANGLE, INDIC) 


INPUT  ARGUMENTS: 

X  -  INTEGER 
Y  -  INTEGER 
STRING  -  INTEGER 
HGT  -  INTEGER 
WID  -  INTEGER 
ANGLE  -  INTEGER 
INDIC  -  INTEGER 

REFERENCED  BY: 


the  starting  x  screen  coordinate 

the  starting  y  screen  coordinate 

the  character  string 

ignored 

ignored 

ignored 

ignored 


MENU 


HISTORY: 


designed  by  Steve  Haehn  April  14,  1978 
programmed  by  Steve  Haehn  April  1,  1981 
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PROGRAM  NAME:  THRDSP 

CATEGORY:  Logic  Design  Routine 

PROGRAM  DESCRIPTION: 

THRDSP  does  the  modifications  for  THRESHMQD  on  a  pair¬ 
wise  logic  node.  The  vectors  are  projected  onto  the 
Fisher  direction  and  displayed  on  the  screen.  The  user 
is  prompted  for  a  threshold  number  to  modify,  and  is 
asked  to  enter  a  new  threshold  (GIN).  The  new  threshold 
is  stored  in  the  LV  file  (PTRGNR)  when  the  user  is  satis¬ 
fied  with  the  changes. 

PROGRAM  USAGE: 

CALL  THRDSP (FIDCM ,FIDLV, FIDTI , FIDTV , LVN EL , TRUCLS , NDIM , 

+  PMODE, POINTS, NXTCLS.ET, CLIST, OPT  NO) 

INPUT  ARGUMENTS: 


FIDCM 

- 

INTEGER; 

file  descriptor 

of 

the 

CM 

file 

FIDLV 

- 

INTEGER; 

file  descriptor 

of 

the 

LV 

file 

FIDTI 

- 

INTEGER; 

file  descriptor 

of 

the 

TI 

file 

FIDTV 

- 

INTEGER; 

file  descriptor 

of 

the 

TV 

file 

LVNEL 

- 

INTEGER; 

number  of  elements 

in 

an 

LV  file  entry 

TRUCLS 

- 

INTEGER; 

number  of  true 

classes 

at 

logic  node 

NDIM 

- 

INTEGER; 

dimensionality 

of 

dataset 

PMODE 

— 

INTEGER; 

the  prompt  mode 

flag 

POINTS  -  INTEGER  array  ( (TRUCLS*(TRUCLS-1 ) )/2) ;  the 

pointers  to  the  class  pairs 

NXTCLS  -  INTEGER;  the  index  of  this  class  pair 

ET  -  INTEGER  array  (TABSIZ);  the  entry  table 

CLIST  -  INTEGER  array  (TRUCLS);  slot  numbers  of  classes 

at  logic  node 

OPT NO  -  INTEGER;  option  number  of  THRESHMOD 
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ALGORITHM  /  NOTES: 

Erase  screen  and  home  cursor  (ERASE). 

Put  header  and  base  line  up  on  screen. 

Retrieve  the  vectors  from  the  TV  file  (TVGVEC) . 

Project  the  vectors  for  this  class  pair  onto  the  line. 
Project  the  means  for  this  class  pair  onto  the  base  line. 
Prompt  the  user  for  a  threshold  number. 

Prompt  the  user  for  a  new  threshold  position  (GIN). 

Store  the  thresholds  in  the  LV  file  (PTRGNR). 

Return  to  main  progrr- . 

REFERENCED  BY: 

THRESHMOD 

SUBPROGRAMS  REFERENCED: 

CMGSCN ,  DLREGN ,  ERASE,  GIN,  GTRGNR ,  INSPGM,  INSRET 

LINSEG,  MOVE,  PROJCT,  PROMPT,  PTRGNR ,  TIGCOP,  TIGHDR 
TIGMN ,  TRMGET ,  TRMPUT ,  TVGVEC,  WRTNOW 

SEE  ALSO: 

OPT  DSP ,  THRESHMOD 

HISTORY: 

designed  by  John  W.  Tenney  Sept.  2,  1981 
programmed  by  John  W.  Tenney  Oct.  9,  1981 
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PROGRAM  NAME:  THRESHMOD 


CATEGORY:  Logic  Design  Command 


PROGRAM  DESCRIPTION: 

THRESHMOD  is  designed  to  modify  an  existing  FISHER  or 
OPTIML  logic  node.  The  user  is  given  a  list  of  logic 
nodes  with  FISHER  or  OPTIML  logic.  After  the  node  is 
selected,  the  user  is  prompted  for  a  class  pair.  The 
projections  of  the  vectors  onto  the  Fisher  direction 
are  displayed  on  the  screen  and  the  user  is  prompted  for 
a  threshold  number.  Then  the  user  is  prompted  for  the 
threshold's  new  position  (GIN).  The  logic  is  stored  in 
the  LV  file.  The  user  is  then  prompted  for  another  class 
pair . 

To  evaluate  the  modified  logic,  use  PWEVAL 
PROGRAM  USAGE: 

User  types  in  'THRESHMOD'. 

ALGORITHM  /  NOTES: 

Erase  screen  and  home  cursor  (ERASE). 

Display  a  list  of  PAIRWISE  logic  nodes  (GETLST, TRMPUT ) . 
Ask  user  to  enter  a  PAIRWISE  logic  node  number'  (PROMPT). 
REPEAT 

Prompt  user  for  a  class  pair  (GETPR). 

Project  and  display  the  vectors  on  the  screen,  get 
the  threshold  number  and  location  from  the  user,  and 
store  the  logic  in  the  LV  file  (THRDSP). 

UNTIL  (user  is  satisfied) 

Fix  temporary  logic  elements  in  the  TV  file  (KILLND). 

Put  up  option  list  at  user's  terminal  (MENU) 

END 

REFERENCED  BY: 

OLPARS  user 
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THRESHMOD 


SUBPROGRAMS  REFERENCED: 

CHKEXS ,  CLOSTR,  CMGCDS,  CMGLOG,  CMGOTH,  ERASE,  GETLST, 

GETPR ,  GTRGNI,  GTSLOT,  INSINI,  INSRET,  KILLND,  LIGCOP, 

LIGSTR ,  MENU,  OEXIT,  OPENFX,  OPENTR ,  PROMPT,  SETOPT , 

THRDSP ,  TIGET,  TIGNAM,  TRMGET ,  TRMPUT 

SEE  ALSO: 

FISHER,  FISHMOD,  OPT IMLMOD,  PWEVAL 

HISTORY: 

designed  by  John  W.  Tenney  Sept.  2,  1981 
programmed  by  John  W.  Tenney  Oct.  9,  1981 
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PROGRAM  NAME:  TIGCAP 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

TIGCAP  gets  the  counts  and  pointers  from  a  node  entry 
in  TI.  It  is  passed  the  file  descriptor  (FID)  of  the 

TI  file  and  an  entry  number  in  that  file  (ENTNO).  It 

returns  (in  ICAP)  the  set  of  counts  and  pointers  (el¬ 
ements  5  through  16  of  a  TI  file  (entry))  from  that 
entry  number. 

PROGRAM  USAGE: 

CALL  TIGCAP(FID, ENTNO, ICAP) 

INPUT  ARGUMENTS: 

FID  -  INTEGER;  the  file  descriptor  of  the  TI  file 

ENTNO  -  INTEGER;  the  entry  number  of  the  node 

OUTPUT  ARGUMENTS: 

ICAP  -  INTEGER  array(12);  the  set  of  counts  and 

pointers 

REFERENCED  BY: 

TISRCH,  GNXTND 
SUBPROGRAMS  REFERENCED: 

FGET 


HISTORY: 


designed  by  David  A.  Birnbaum  August  29,  1978 
programmed  by  Dave  Tipton  June  20,  1979 
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PROGRAM  NAME:  TIGCOP 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

TIGCOP  gets  a  count  or  pointer  from  a  TI  file  entry. 

It  is  passed  the  file  descriptor  (FID),  entry  number 
(ENTNO)  and  a  code  (ICODE)  specifying  what  to  get  from 
the  TI  file.  TIGCOP  is  set  equal  to  the  value 
requested.  The  code  is  given  by  the  following  table: 


CODE  INFORMATION  REQUESTED  ELEMENT  NO. 

1  No.  of  vectors  at  a  node  5 

2  No.  of  lowest  nodes  beneath  6 

a  node 

3  No.  of  children  7 

4  Node  level  (NL)  8 

5  Parent  pointer  (PP)  9 

6  Sibling  pointer  (SP)  10 

7  First  child  point  (FCP)  11 

8  First  lowest  node  pointer  12 

(FLNP) 

9  Lowest  node  link  pointer  (LNLP)  13 

10  Lowest  node  back  pointer  (LNBP)  14 

11  Vector  pointer  to  TV  file  (VP)  15 

12  Back  pointer  to  entry  table  16 

(BPET ) 

13  Free  list  pointer  (FRELST)  1 


PROGRAM  USAGE: 

INTEGER  TIGCOP 

PTR  =  TIGCOP(FID,ENTNO, ICODE) 


795 


OLPARS  Program  Specifications 
TIGCOP 


INPUT  ARGUMENTS: 


FID  -  INTEGER;  the  file  descriptor  of  the  TI  file 
ENTNO  -  INTEGER;  the  entry  number  of  a  node 
ICODE  -  INTEGER;  a  code 

OUTPUT  ARGUMENTS: 


TIGCOP  -  INTEGER;  the  count  or  pointer  from  a  TI  file 
entry 


FILES: 


TI  -  tree  information 
REFERENCED  BY: 

TISRCH 

SUBPROGRAMS  REFERENCED: 

FGET 

HISTORY: 

designed  by  Dave  Birnbaum  May  18,  1978 
programmed  by  David  Tipton  June  7,1979 
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PROGRAM  NAME:  TIGCOV 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

TIGCOV  gets  the  entire  lower  triangular  portion  of  the 
covariance  matrix  whose  size  is  ( NDIM* (NDIM+1 ) )/2 . 

The  matrix  is  placed  in  VEC. 

PROGRAM  USAGE: 

CALL  TIGCOV(FID,ENTNO, NDIM, VEC) 

INPUT  ARGUMENTS: 

FID  -  INTEGER;  the  file  descriptor  of  the  TI  file 
ENTNO  -  INTEGER;  the  entry  number  of  the  node 
NDIM  -  INTEGER;  the  vector  dimensionality 

OUTPUT  ARGUMENTS: 

VEC  -  REAL  array  ( (MAXDIM* (MAXDIM+1 ) )/2); 

the  covariances 

FILES: 


TI  -  tree  information 
Instrumentation  files 

REFERENCED  BY: 

APPEND,  COPYND ,  DCRIM ,  EIGNPV,  NODCOM 
SUBPROGRAMS  REFERENCED: 

FGET, TRMPUT 
SEE  ALSO: 

TIGMN 


HISTORY; 


designed  by  Dave  Birnbaum  May  31,  1978 
programmed  by  Donna  Morris  May  17,1979 
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PROGRAM  NAME:  TIGET 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

TIGET  gets  one  or  all  entries  of  the  entry  table  from  a 
TI  file.  If  FIRST=0,  then  all  entries  will  be  returned 
to  ENTTBL;  otherwise,  only  that  entry  specified  by  FIRST 
will  be  returned  to  ENTTBL.  The  file  descriptor  of  the 
TI  file  is  passed  to  TIGET  in  FID. 

PROGRAM  USAGE: 

CALL  TIGEKFID,  FIRST,  ENTTBL) 

INPUT  ARGUMENTS: 

FID  -  INTEGER;  the  file  descriptor  of  the  TI  file 

FIRST  -  INTEGER;  first  element  of  entry  table  to  be 

extracted 

OUTPUT  ARGUMENTS: 

ENTTBL  -  INTEGER  array  (TABSIZ);  the  entry  table 


FILES: 


TI  -  tree  information 
REFERENCED  BY: 

SETDS 

SUBPROGRAMS  REFERENCED: 

FGET 


HISTORY: 

designed  by  Dave  Birnbaum  May  24,  1978 
programmed  by  David  Tipton  June  7,  1979 


.• .  .'-•.-y-ttfe. a- 


798 


OLPARS  Program  Specifications 

TIGHDR 


PROGRAM  NAME:  TIGHDR 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

TIGHDR  gets  the  first  five  elements  of  the  header  of 
the  TI  file.  It  places  the  following  quantities  in  the 
NUM(5)  array: 

o  Number  of  nodes  in  tree, 

o  Dimension. 

o  Next  available  node  pointer, 

o  Next  open  entry  at  end  of  file, 

o  Senior  node  pointer. 

PROGRAM  USAGE: 

CALL  TIGHDR ( FID , NUM ) 

INPUT  ARGUMENTS: 

FID  -  INTEGER;  the  file  descriptor  of  the  TI  file 
OUTPUT  ARGUMENTS: 

NUM  -  INTEGER  array  (5);  the  output  information 

FILES: 

TI  -  tree  information 
REFERENCED  BY: 

COPYND 

SUBPROGRAMS  REFERENCED: 

FGET 

HISTORY: 

designed  by  David  A.  Birnbaum  August  30,  1978 
programmed  by  Dave  Tipton  June  20,  1979 
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PROGRAM  NAME:  TIGMN 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

TIGMN  gets  that  portion  of  the  mean  vector  from 
coordinate  IBEG  to  coordinate  IEND.  TIGMN  places 
the  means  in  VEC.  The  number  50  is  chosen  as  a 
compromise  between  many  disk  accesses  and  a  large 
"in-core"  storage  requirement. 

PROGRAM  USAGE: 

CALL  TIGMN(FID,ENTNO, IBEG, IEND, VEC) 

INPUT  ARGUMENTS: 

FID  -  INTEGER;  the  file  descriptor  of  the  TI  file 
ENTNO  -  INTEGER;  the  entry  number  of  the  node 
IBEG  -  INTEGER;  the  beginning  coordinate 
IEND  -  INTEGER;  the  end  coordinate 

OUTPUT  ARGUMENTS: 

VEC  -  Real  array  ( MAXDIM ) ;  the  coordinates  of  the  mean 

vector 

FILES: 

TI  -  tree  information 
Instrumentation  files 

REFERENCED  BY: 

COPYND,  NODCOM 

SUBPROGRAMS  REFERENCED: 

FGET 

SEE  ALSO: 

TIPMN 
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TIGMN 


HISTORY: 

designed  by  Dave  Birnbaum  May  25,  1978 
programmed  by  David  Tipton  June  7,  1979 
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PROGRAM  NAME:  TIGNAM 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

TIGNAM  gets  the  name  of  a  node  in  a  data  set.  It  is 
passed  the  file  descriptor  (FID)  of  a  TI  file  and  the 
number  of  an  entry  (ENTNO)  in  that  file.  It  retrieves 
the  nodename  of  that  entry  and  places  it  in  NAME. 

PROGRAM  USAGE: 

CALL  TIGNAM(FID, ENTNO, NAME) 

INPUT  ARGUMENTS: 

FID  -  INTEGER;  the  file  descriptor  of  the  TI  file 
ENTNO  --INTEGER;  the  entry  number  of  the  node 

OUTPUT  ARGUMENTS: 

NAME  -  INTEGER  array  (NODLEN);  nodename 

FILES: 


TI  -  tree  information 
Instrumentation  files 

REFERENCED  BY: 

TISRCH 

SUBPROGRAMS  REFERENCED: 

FGET 

HISTORY: 

designed  by  Dave  Birnbaum  May  19,  1978 
programmed  by  David  Tipton  July  10,  1979 
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PROGRAM  NAME:  TIGVAR 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

TIGVAR  uses  NDIM  calls  to  FGET  to  build  up  variance 
array  from  covariance  matrix. 

PROGRAM  USAGE: 

CALL  TIGVAR ( FIDTI , ENTNO, NDIM , VARRAY) 

INPUT  ARGUMENTS: 

FIDTI  -  INTEGER;  the  file  descriptor  of  the  TI  file 
ENTNO  -  INTEGER;  the  entry  number  of  the  node 
NDIM  -  INTEGER;  the  dimension  of  the  data  set 

OUTPUT  ARGUMENTS: 

VARRAY  -  REAL  array(NDIM);  the  variances 

FILES: 

TI  -  tree  information 
REFERENCED  BY: 

DSCRMEAS 

SUBPROGRAMS  REFERENCED: 

FGET,  INSPGM ,  INSRET,  OEXIT,  TRMPUT 

HISTORY: 

designed  by  Kermit  Klingbail  April  17,  1978 
programmed  by  Donna  Morris  December  1,  1980 
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TIPCAP 

PROGRAM  NAME:  TIPCAP 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

TIPCAP  inserts  elements  5  through  16  into  a  TI 
file  entry. 

PROGRAM  USAGE: 

CALL  TIPCAP(FID,ENTNO,ICAP) 

INPUT  ARGUMENTS: 

FID  -  INTEGER;  the  file  descriptor  of  the  TI  file 
ENTNO  -  INTEGER;  the  entry  number  of  the  node 
ICAP  -  INTEGER  array  (12);  the  counts  and  pointers 


FILES: 


TI  -  tree  information 
SUBPROGRAMS  REFERENCED: 

FPUT 


HISTORY: 


designed  by  David  A.  Birnbaum 
programmed  by  Dave  Tipton 


August  30,  1978 
June  21  ,  1979 
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PROGRAM  NAME:  TIPCOP 


CATEGORY:  Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 

TIPCOP  puts  a  count  or  pointer  into  a  TI  file  entry. 

It  is  passed  the  file  descriptor,  the  entry  number,  a 
code  specifying  what  to  put  into  the  TI  file,  and  the 
count  or  pointer.  The  codes  are  the  same  as  in  TIGCOP. 

PROGRAM  USAGE: 

CALL  TIPCOP(FID,ENTNO, ICODE, COUNT) 

INPUT  ARGUMENTS: 

FID  -  INTEGER;  the  file  descriptor  of  the  TI  file 
ENTNO  -  INTEGER;  the  entry  number  of  the  node 
ICODE  -  INTEGER;  a  code 
COUNT  -  INTEGER;  the  count  or  pointer 


FILES: 


TI  -  tree  information 
SUBPROGRAMS  REFERENCED: 

FPUT 

SEE  ALSO: 

TIGCOP 


HISTORY: 


designed  by  David  A.  Birnbaum  May  25,  1978 
programmed  by  Dave  Tipton  June  21,  1979 
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TIPCOV 

PROGRAM  NAME:  TIPCOV 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

TIPCOV  puts  the  entire  lower  triangular  portion 
of  the  covarialnce  matrix,  whose  size  is 
(NDIM*  (NDIM+1 ) )/2,  into  the  tree  information 
file. 

PROGRAM  USAGE: 

CALL  TIPCOVCFID, ENTNO, NDIM ,VEC) 

INPUT  ARGUMENTS: 

FID  -  INTEGER;  the  file  descriptor  of  the  TI  file 

ENTNO  -  INTEGER;  the  entry  number  of  the  node 

NDIM  -  INTEGER;  the  vector  dimensionality. 

VEC  -  REAL  array  ( MAXDIM* { MAXDIM +1 )/2); 
the  covariances 


FILES: 

TI  -  tree  information 
REFERENCED  BY: 

COPYND 

SUBPROGRAMS  REFERENCED: 

FPUT 

SEE  ALSO: 

TIGCOV 

HISTORY: 

designed  by  Dave  Birnbaum  May  31,  1978 
programmed  by  David  Tipton  July  10,1979 
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PROGRAM  NAME:  TIPET 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

TIPET  writes  one  or  all  entries  of  the  entry  table  to 
a  TI  file.  If  FIRST  is  zero,  then  all  100  entries 
will  be  written;  otherwise,  only  that  entry  specified 
by  FIRST  will  be  written.  The  file  descriptor  of  the 
TI  file  is  passed  to  TIPET  in  FID. 

PROGRAM  USAGE: 

CALL  TIPET(FID, FIRST, ENTTBL) 

INPUT  ARGUMENTS: 

FID  -  INTEGER;  the  file  descriptor  of  the  TI  file 

FIRST  -  INTEGER;  element  number  to  be  written  to  the 

entry  table  of  the  TI  header;  if  0, 
then  write  all  elements  of  the  entry 
table  to  the  TI  header 

ENTTBL  -  INTEGER  array  (TABSIZ);  the  entry  table 

FILES: 

TI  -  tree  information 
SUBPROGRAMS  REFERENCED: 

FPUT 

HISTORY: 

designed  by  David  A.  Birnbaum  May  24,  1978 
programmed  by  Dave  Tipton  June  21,  1979 
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PROGRAM  NAME:  TIPHDR 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

TIPHDR  writes  the  first  five  elements  of  the  header  of 
the  TI  file.  The  following  quantities  are  put  in  the 
TI  header. 

o  Number  of  nodes  in  tree, 

o  Dimension. 

o  Next  available  node  pointer, 

o  Next  open  entry  at  end  of  file, 

o  Senior  node  pointer. 

PROGRAM  USAGE: 

CALL  TI PHDR ( FID, NODCNT, NDIM .NXTAVL , ENDPTR, SENIOR) 

INPUT  ARGUMENTS: 

FID  -  INTEGER;  the  file  descriptor  of  the  TI  file 

NODCNT  -  INTEGER;  the  number  of  nodes  in  the  data  tree 

NDIM  -  INTEGER;  the  data  set  dimensionality 

NXTAVL  -  INTEGER;  the  next  available  node  position 

ENDPTR  -  INTEGER;  the  next  open  entry  at  the  end  of  the 

file 

SENIOR  -  INTEGER;  the  senior  node  pointer 

FILES: 

TI  -  tree  information 
SUBPROGRAMS  REFERENCED: 

FPUT 
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T I  PH  DR 

HISTORY: 

designed  by  David  A.  Birnbaum  August  30,  1978 

programmed  by  David  J.  Tipton  June  22,  1979 
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PROGRAM  NAME:  TIPMN 

CATEGORY:  Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 

TIPMN  places  into  entry  number  ENTNQ  the  mean  vector 
from  measurements  IBEG  to  IEND. 

PROGRAM  USAGE: 

CALL  TIPMN(FID,ENTNO, IBEG, IEND, MEAS) 

INPUT  ARGUMENTS: 

FID  -  INTEGER;  the  file  descriptor  of  the  TI  file 
ENTNO  -  INTEGER;  the  entry  number  of  the  node 
IBEG  -  INTEGER;  the  beginning  measurement 
IEND  -  INTEGER;  the  ending  measurement 
MEAS  -  REAL  array  (MAXDIM);  the  mean  vector 

FILES: 


TI  -  tree  information 
REFERENCED  BY: 

COPYND 

SUBPROGRAMS  REFERENCED: 

FPUT 

SEE  ALSO: 

TIGMN 

HISTORY: 

designed  by  David  A.  BIrnbaum  May  26,  1978 
programmed  by  David  J.  Tipton  June  22,  1979 


I 


i 
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TIPNAM 

PROGRAM  NAME:  TIPNAM 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

TIPNAM  inserts  a  four  character  node  name  into  a 
TI  file  entry. 

PROGRAM  USAGE: 

CALL  TIPNAM (FID, ENTNO, NAME) 

INPUT  ARGUMENTS: 

FID  -  INTEGER;  the  file  descriptor  of  the  TI  file 
ENTNO  -  INTEGER;  the  entry  number  of  the  node 
NAME  -  INTEGER  array  (NODLEN);  the  name  of  the  node 

FILES: 

TI  -  tree  information 
SUBPROGRAMS  REFERENCED: 

FPUT 

HISTORY: 

designed  by  David  A.  Birnbaum  August  30,  1978 

programmed  by  David  J.  Tipton  June  22,  1979 
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PROGRAM  NAME:  TISRCH 


CATEGORY:  Data  Tree  File  Access  Routine 


PROGRAM  DESCRIPTION: 

TISRCH  searches  a  TI  file  for  a  nodename.  It  is  passed 
the  file  descriptor  (TIFD)  of  the  TI  file,  the  node  name 
(NAME),  the  entry  table  of  the  TI  file  (ENTAB) ,  and  the 
entry  table  slot  number  (ISTART)  of  the  node  where  the 
search  begins.  TISRCH  searches  for  a  nodename  match 
only  for  nodes  underneath  the  beginning  one.  TISRCH 
returns  0  if  no  match  is  found,  or  it  returns  the  entry 
table  slot  number  of  the  matching  node.  The  starting 
node  does  not  have  to  be  the  senior  node  of  a  data  tree. 

PROGRAM  USAGE: 

INTEGER  TISRCH 


ISLOT  =  TISRCH(TIFD, NAME, ENTAB, ISTART) 

INPUT  ARGUMENTS: 

TIFD  -  INTEGER;  the  file  descriptor  of  the  TI  file 
NAME  -  CHARACTER  STRINGS);  the  name  of  a  node  to  find 
ENTAB  -  INTEGER  array;  the  entry  table 
ISTART  -  INTEGER;  the  starting  point  of  the  search 
OUTPUT  ARGUMENTS: 

TISRCH  -  INTEGER;  the  entry  table  slot  number  of  the 

matching  node 


OLPARS  Program  Specifications 

TISRCH 


ALGORITHM  /  NOTES: 

TISRCH  =  0 
MATCH  =  .FALSE. 

Make  starting  node  the  present  node. 

WHILE  (MATCH  =  .FALSE,  and  there  is  a  present  node  to  be 
compared) 

IF  (present  nodename  =  the  correct  nodename)  THEN 
MATCH  =  .TRUE. 

TISRCH  =  entry  slot  number  of  present  node. 

ELSEIF  (there  is  no  next  node)  THEN 

Indicate  that  there  is  no  present  node  to  be 
compared . 

ENDIF 

ENDWHILE 

FILES: 

TI  -  tree  information 
Instrumentation  files 

REFERENCED  BY: 

SETDS 

SUBPROGRAMS  REFERENCED: 

TIGNAM,  TIGCAP,  EQUALA,  GNXTND  (get  next  node) 

HISTORY: 

designed  by  David  Birnbaum  May  19,  1978 
programmed  by  Steven  Haehn  Sept.  10,  1979 
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PROGRAM  NAME:  TLGENT 

CATEGORY:  Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 


TLGENT  is  passed  the  file  descriptor  (FIDTL)  of 
the  TL  file  and  the  entry  number  (ENTNO)  in  that 
file  to  be  read.  TLGENT  returns  the  file  code 
of  the  TI  file  ( FCDTI) ,  the  file  code  of  the  TV 
file  (FCDTV),  the  data  set  dimensionality  (NDIM) , 
the  link  pointer  (LNKPTR),  and  the  name  of  the 
data  set  (NAME)  . 


PROGRAM  USAGE: 


CALL  TLGENT (FIDTL, ENTNO, FCDTI, FCDTV, NDIM , LNKPTR, NAME) 


INPUT  ARGUMENTS: 


FIDTL  -  INTEGER;  the  file  descriptor  of  the  TL  file 
ENTNO  -  INTEGER;  entry  number  in  the  TL  file 


OUTPUT  ARGUMENTS: 


FCDTI  -  INTEGER;  the  file  code  of  the  TI  file 

FCDTV  -  INTEGER;  the  file  code  of  the  TV  file 

NDIM  -  INTEGER;  the  dimension  of  the  data  set 

LNKPTR  -  INTEGER;  the  link  pointer 

NAME  -  INTEGER  array  (TRELEN);  the  name  of  the 

data  set 


FILES: 


TL  -  tree  list 
Instrumetation  files 


REFERENCED  BY: 


TLSRCH,  DELETR 
SUBPROGRAMS  REFERENCED: 


FGET, PACKW ,TRMPUT 


HISTORY: 


designed  by  Dave  Birnbaun:  August  17,  1978 
programmed  by  Donna  Morris  July  26,1979 
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TLGHDR 


PROGRAM  NAME:  TLGHDR 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

TLGHDR  gets  the  number  of  entries  element  (NOE) 
and  the  alphabetic  link  pointer  element  (LNKPTR) 
from  the  TL  file  header. 

PROGRAM  USAGE: 

CALL  TLGHDR ( FI DTL, NOE, LNKPTR) 

INPUT  ARGUMENTS: 

FIDTL  -  INTEGER;  the  file  descriptor  of  the  TL  file 
OUTPUT  ARGUMENTS: 

NOE  -  INTEGER;  the  number  of  entries 

LNKPTR  -  INTEGER;  the  link  pointer  which  points  to 

the  first  entry  in  the  alphabetically 
linked  list 

FILES: 

TL  -  tree  list 
Instrumentation  files 

REFERENCED  BY: 

TLSRCH,  DDATATREE ,  DELETR 

SUBPROGRAMS  REFERENCED: 

FGET,  TRMPUT 


HISTORY: 


designed  by  Dave  Birnbaum  May  19,  1978 
programmed  by  Donna  Morris  July  26,1979 
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PROGRAM  NAME:  TLPENT 


CATEGORY:  Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 

TLPENT  writes  a  logical  entry  to  the  TL  file.  It 
is  passed  the  file  descriptor  of  the  TL  file  (FIDTL), 
the  logical  entry  number  (ENTNO),  and  the  information 
on  the  tree  to  be  placed  in  the  TL  file. 

PROGRAM  USAGE: 

CALL  TLPENT (FIDTL, ENTNO ,FCDT I, FCDTV,NDIM ,LNKPTR, NAME) 
INPUT  ARGUMENTS: 


FIDTL 

ENTNO 

FCDTI 

FCDTV 

NDIM 

LNKPTR 

NAME 


INTEGER 

INTEGER 

INTEGER 

INTEGER 

INTEGER 

INTEGER 

INTEGER 


the  file  descriptor  of  the  TL  file 
the  logical  entry  number 
the  file  code  of  the  TI  file 
the  file  code  of  the  TV  file 
the  dimension  of  the  data  set 
the  link  pointer 
array  (TRELEN);  the  name  of  the 
data  set 


REFERENCED  BY: 


COPY,  CRANDTS,  CREATR,  DELETR 
SUBPROGRAMS  REFERENCED: 


FPUT ,  ITREAL 


HISTORY: 


designed  by  Dave  Birnbaum  May  24,  1978 
programmed  by  Donna  Morris  July  26,1979 
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TLPHDR 

PROGRAM  NAME:  TLPHDR 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

TLPHDR  writes  the  number  of  entries  element  (NOE) 
and  the  alphabetic  link  pointer  element  (LNKPTR) 
to  the  TL  file  header. 

PROGRAM  USAGE: 

CALL  TLPHDRCFIDTL, NOE, LNKPTR) 

INPUT  ARGUMENTS: 

FIDTL  -  INTEGER;  the  file  descriptor  of  the  TL  file 

NOE  -  INTEGER;  the  number  of  entries 

LNKPTR  -  INTEGER;  the  link  pointer  which  points  to 

the  first  entry  in  the  alphabetically 
linked  list 

FILES: 

TL  -  tree  list 
Instrumetation  files 

REFERENCED  BY: 

TLADD,  CREATR,  DELETR 

SUBPROGRAMS  REFERENCED: 

FPUT 

HISTORY: 

designed  by  Dave  Birnbaum  July  5,  1978 
programmed  by  Donna  Morris  July  26,1979 
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PROGRAM  NAME:  TLSRCH 


CATEGORY:  Tree  List  File  Access  Routine 


PROGRAM  DESCRIPTION: 

TLSRCH  is  passed  the  file  descriptor  (in  FIDTL)  of 
the  tree  list  file  and  the  name  of  a  tree  (in  NAME). 
TLSRCH  then  searches  the  tree  list  for  a  tree  with 
the  same  name.  If  a  match  is  found,  TLSRCH  is  set 
equal  to  true  and  the  file  codes  and  dimension  of 
the  tree  are  placed  in  FCDTI,  FDCTV  ana  NDIM, 
respectively.  If  no  match  is  found,  NDIM  and  ENTNO 
are  set  to  zero  and  FCDTI  and  FCDTV  are  set  to  equal 
the  entry  number  and  link  pointer,  respectively, 
needed  to  update  the  tree  list  file  alphabetic 
linked  list  when  a  new  entry  with  the  given  name 
(NAME)  is  added  to  the  tree  list. 

PROGRAM  USAGE: 

LOGICAL  TLSRCH 


IF  (TLSRCH( FIDTL, ENTNO, NAME, FCDTI, FCDTV, NDIM)) 

INPUT  ARGUMENTS: 

FIDTL  -  INTEGER;  the  file  descriptor  of  the  TL  file 
NAME  -  INTEGER  array  (TRELEN);  name  of  the  data  tree 
OUTPUT  ARGUMENTS: 

ENTNO  -  INTEGER;  if  tlsrch  is  true,  ENTNO  contains 

the  entry  number  of  the  TL  entry 
found . 

FCDTI  -  INTEGER;  if  tlsrch  is  true,  FCDTI  is 

the  file  code  of  the  TI  file, 
if  tlsrch  is  false,  FCDTI  is 
the  entry  number  of  the  treename 
that  alphabetically  precedes  the 
position  where  NAME  belongs  in 
the  linked  list  and  is  used  by 
the  calling  routine  to  update 
the  list  if  the  entry  NAME  is 
added  to  the  tree  list. 
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FCDTV  -  INTEGER;  if  tlsrch  is  true,  FCDTV  is 

the  file  code  of  the  TV  file, 
if  tlsrch  is  false,  FCDTV  is 
the  link  pointer  that  should 
be  written  to  the  entry  NAME 
in  the  event  that  the  calling 
routine  adds  the  entry  NAME  to 
the  tree  list. 

NDIM  -  INTEGER;  if  tlsrch  is  true,  NDIM  is  the 
dimension  of  the  data  set.  if 
tlsrch  is  false,  NDIM  is  set  to 
zero . 


ALGORITHM  /  NOTES: 

Tlsrch  searches  the  tree  alphabetically  by  following 
the  linked  list  pointers. 

Read  in  the  TL  file  header  to  get  the  first  link 
pointer 

I  =  link  pointer 

while  (I  is  not  equal  to  the  last  link  pointer  (-1)) 

get  entry  I  (we  will  use  its  name  and  link 
pointer ) 

if  (treenames  match)  then 

tlsrch  = .true . 
break 

elseif  (NAME  >  the  TL  entry  name)  then 
I  =  link  pointer 

stay  in  the  loop  to  get  the  next  entry 


else 


tlsrch  =  .false. 

return  the  link  information  in  FCDTI  and  FCDTV 

set  NDIM  to  zero 

break 


endif 

endwhile 
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if  (link  pointer  =  -1) 
tlsrch  =  .false 

return  the  link  information  in  FCDTI  and  FCDTV 
set  NDIM  to  zero 

endif 

FILES: 

TL  -  t  ’■•e  list 
REFERENCED  BY: 

Any  routine  that  must  check  to  see  that  a  data 
set  exists  or  must  use  a  data  set. 

SUBPROGRAMS  REFERENCED: 

TLGHDR ,  TLGENT 

HISTORY: 


designed  by  Dave  Birnbaura  May  19,  1978 
programmed  by  Donna  Morris  July  10,  1979 
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PROGRAM  NAME:  TMPXRD 


CATEGORY:  Utility  Subroutine 


PROGRAM  DESCRIPTION: 

TMPXRD  reads  a  transposed  matrix  from  a  temporary  file. 
PROGRAM  USAGE: 

CALL  TMPXRD  ( FDTMP,  VECSIZ,  VECTOR ,  COLSTR) 

INPUT  ARGUMENTS: 


FDTMP  -  INTEGER;  file  descriptor  of  the  temporary 

containing  the  transposed  matrix 

VECSIZ  -  INTEGER;  size  of  a  row  in  the  transposed 

matrix 


ROW  -  INTEGER;  transposed  matrix  row  to  be 

accessed 

COLSTR  -  INTEGER;  column  starting  position  of 

accessed  matrix 


OUTPUT  ARGUMENTS: 

VECTOR  -  REAL  ARRAY  (VECSIZ);  row  of  transposed  matrix 

to  be  filled  by  this 
routine 

ALGORITHM  /  NOTES: 

Obtain  transposed  row  (FGET) 

FILES: 

Temporary  file 
REFERENCED  BY: 

RNGLAP 

SUBPROGRAMS  REFERENCED: 

FGET,  INSINT,  INSPGM,  INSRET,  OEXIT,  TRMPUT 
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SEE  ALSO: 

TMPXWT 

HISTORY: 

designed  by  Steve  Haehn  July  6,  1981 
programmed  by  Steve  Haehn  July  6,  1981 
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PROGRAM  NAME:  TMPXWT 

CATEGORY:  Utility  Subroutine 

PROGRAM  DESCRIPTION: 

TMPXWT  writes  a  transposed  matrix  to  a  temporary  file. 
PROGRAM  USAGE: 

CALL  TMPXWT  (FDTMP,  VECSIZ,  VECTOR,  COLUMN) 

INPUT  ARGUMENTS: 

FDTMP  -  INTEGER;  file  descriptor  of  the  temporary 

containing  the  transposed  matrix 

VECSIZ  -  INTEGER;  size  of  a  row  in  the  transposed 

matrix 

VECTOR  -  REAL  ARRAY  (VECSIZ);  row  of  matrix  being 

transposed 

COLUMN  -  INTEGER;  transposed  matrix  column  to  be 

accessed 

ALGORITHM  /  NOTES: 

DO  vector  index  =  1  to  VECSIZ 

Write  vector  to  temporary  file  (FPUT) 

ENDDO 

FILES: 

Temporary  file 
REFERENCED  BY: 

RNGLAP 
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TMPXWT 

SUBPROGRAMS  REFERENCED: 

FPUT ,  INSINT,  INSPGM ,  INSRET 
SEE  ALSO: 

TMPXRD 

HISTORY: 

designed  by  Steve  Haehn  July  6(  1981 
programmed  by  Steve  Haehn  July  6,  1981 
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PROGRAM  NAME:  TRANSFRM 


CATEGORY:  MEASUREMENT  EVALUATION  COMMAND  (subsidiary) 


PROGRAM  DESCRIPTION: 

TRANSFRM  creates  a  new  tree  whose  structure  is 
identical  to  the  Current  Data  Set  using  those 
measurements  (for  each  vector)  which  have  been 
"selected"  during  measurement  evaluation  (those 
measurements  which  have  their  asterisk  flag 
set)  . 

PROGRAM  USAGE: 

User  types  in  'TRANSFRM'. 

USER  INTERACTION: 

The  user  names  a  new  data  tree. 

FILES: 

CM  -  communication 

DI  -  display  information 

TL  -  tree  list 

TI  -  tree  information  (current  data  set) 

TV  -  tree  vector  (current  data  set) 

TI  -  tree  information  (new  data  set) 

TV  -  tree  vector  (new  data  set) 

HS  -  history  (indirectly  used) 

OPTION. OLP  -  option  file  (indirectly  used) 

REFERENCED  BY: 

OLPARS  user. 

SUBPROGRAMS  REFERENCED: 

ADUPCM ,  CDSCHK,  CLOSFX,  CLOSTR,  CMGCDS,  CMGOTH, 
CMNCOV,  COLAPS,  CREATR,  DIGROH,  DIGROI,  ERASE, 
GNXTND,  INSCHR,  INSFLT ,  INSINI,  INSINT,  INSRET, 
MENU,  OEXIT,  OPENFX,  OPENTR,  REDVEC,  TIGCAP, 
TIGCOP,  TIGCOV,  TIGET,  TIGMN ,  TIPCAP,  TIPCOP, 
TIPCOV,  TIPET,  TIPHDR ,  TIPMN,  TIPNAM,  TRMPUT , 
TVGVEC ,  TVPHDR ,  TVPVEC,  UIXFRM 

DIAGNOSTICS: 

An  error  message  is  printed  if  no  measurements 
are  "set"  and  TRANSFRM  exits. 
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HISTORY 


designed  by 
programmed  by 


Kermit  Klingbail 
Donna  Morris 


April  1 
March 
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PROGRAM  NAME:  TRMGET 


CATEGORY:  Terminal  I/O  (character,  system  dependent) 


PROGRAM  DESCRIPTION: 

TRMGET  is  a  terminal  input  function  subprogram.  It  reads 
characters  from  the  terminal,  interprets  them  according 
to  a  format,  and  stores  the  result  in  its  arguments.  The 
format  string  usually  contains  specifications  which  are 
used  to  direct  interpretation  of  input  sequences.  Refer 
to  Section  6  of  OLPARS  VI  Programmer's  Reference  Manual. 

PROGRAM  USAGE: 

INTEGER  TRMGET 


N  =  TRMGET ( 'FORMAT  STRING ' ,ARG 1 , ARG2 ,  ...  ) 

INPUT  ARGUMENTS: 

FORMAT  STRING  -  HOLLERITH  string  containing  conversion 
specifications  for  variables  to  be  read 

ARG1 , ARG2  ...  -  addresses  to  place  the  internal  form  of 
the  arguments  being  read 

OUTPUT  ARGUMENTS: 

TRMGET  -  INTEGER;  the  number  of  succesfully  matched  and 

assigned  input  items, 

-1  ;  program  termination  symbol  was  read 

-2  ;  universal  help  symbol  was  read 

ALGORITHM/NOTES: 

A  format  string  may  contain: 


The  special  string  characters  representing  blanks, 
tabs,  newlines,  backspaces,  linefeeds,  carriage  re¬ 
turns,  or  formfeeds,  which  are  ignored  (these  will 
be  known  as  'space'  characters). 

Ordinary  characters  (not  '$ * )  which  are  expected  to 
match  the  next  non-space  character  of  the  input 
stream . 
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Conversion  specifications,  consisting  of  the  character 
'$',  an  optional  assignment  suppressing  character  '/', 
an  optional  space-skipping-suppression  character 
an  optional  numerical  field  repetition  factor,  a  con¬ 
version  character,  and  an  optional  numerical  'MAXIMUM' 
field  width  specifier  (i.e.,  the  field  to  be  read  may 
actually  be  smaller  than  specified,  but  not  larger 
than  specified.) 

Note,  the  maximum  field  width  specifier  may  be  re¬ 
placed  by  the  character  '*',  which  indicates  that 
the  argument  following  the  one  currently  being  pro¬ 
cessed  contains  the  value  of  the  maximum  field  width. 

A  conversion  specification  is  used  to  direct  the  conversion  of 
the  next  input  field;  the  result  is  placed  in  the  variable 
pointed  to  by  the  corresponding  argument,  unless  assignment 
suppresion  was  indicated  by  the  '/'  character.  The  assignment 
suppression  character  '/'  directs  TRMGET  to  skip  over  the 
specified  type  of  field  in  the  input  stream.  An  input  field  is 
defined  as  a  string  of  non-space  characters.  However,  an 
exception  can  occur  when  using  an  ’A'  or  'S'  conversion 
specification.  See  'A'  description. 

The  following  conversion  characters  are  permissable: 


$  indicates  that  a  single  '$'  character  is  expected 
in  the  input  stream  at  this  point;  no  assignment 
is  done. 

I  indicates  that  a  decimal  integer  is  expected  in 
the  input  stream;  the  corresponding  argument 
should  be  of  type  integer. 

H  indicates  that  a  decimal  integer  is  expected  in 
the  input  stream;  the  corresponding  argument 
should  be  of  type  half  integer  (i.e.,  in  DEC 
FORTRAN  the  type  is  LOGICAL*)  or  BYTE). 

L  indicates  that  a  decimal  integer  is  expected  in 
the  input  stream;  the  corresponding  argument 
should  be  of  type  long  integer  (i.e.,  in  DEC 
FORTRAN  the  type  is  INTEGER*4). 

A  indicates  that  a  character  string  is  expected  in 
the  input  stream;  the  corresponding  argument 
should  be  an  integer  array  large  enough  to 
accept  the  string  and  an  end-of-str ing  (EOS  =  0, 
the  null  character)  symbol,  which  will  be  added. 
If  an  optional  field  width  is  not  specified,  the 
input  record  is  terminated  by  either  a  space 
character  or  a  newline. 
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If  an  optional  field  width  is  specified,  only 
a  newline  may  terminate  the  input  record  before 
the  end  of  the  field  is  reached.  Thus,  space 
characters  may  be  embedded  in  the  output  field 
only  if  a  field  width  is  specified. 

S  indicates  that  a  character  string  is  expected; 
this  specification  is  identical  to  the  'A' 
specification  except  that  the  corresponding  arg¬ 
ument  should  be  a  HOLLERITH  field  (i.e.,  in  DEC 
FORTRAN  this  is  the  variable  LOGICAL*!). 

E  indicates  that  a  floating  point  number  is  ex- 

F  pected  in  the  input  stream;  the  corresponding 
argument  should  be  a  single  precision  ’REAL' 
variable.  The  input  format  for  a  floating  point 
number  is  a  string  of  numbers,  possibly  contain¬ 
ing  a  leading  minus  sign,  followed  by  an  optional 
exponent  field  containing  an  'E'  or  'D',  fol¬ 
lowed  by  a  possible  signed  integer. 

D  indicates  that  a  floating  point  number  is  ex¬ 
pected  in  the  input  stream;  the  corresponding 
argument  should  be  a  double  precision  'REAL' 
variable.  The  input  format  is  identical  to  that 
of  the  'E',  'F'  format. 

C  indicates  that  a  single  character  is  expected  in 
the  input  stream;  the  corresponding  argument 
should  be  an  integer  variable.  Note,  no  EOS 
symbol  is  tacked  on  the  end  of  the  character 
in  the  output  field. 


TRMGET  returns,  as  its  value,  the  number  of  success¬ 
fully  matched  and  assigned  input  items.  This  can  be 
used  to  decide  how  many  input  items  were  found. 

If  a  program  termination  symbol  (a  null  line  or  carriage 
return)  is  encountered  by  TRMGET,  a  -1  is  returned. 

If  the  OLPARS  universal  help  symbol  (?)  is  found  as 
the  first  non-space  character  in  the  input  record,  a  -2 
is  returned. 


REFERENCED  BY: 

All  OLPARS  commands 


829 


OLPARS  Program  Specifications 
TRMGET 


SUBPROGRAMS  REFERENCED: 

ARGCHK,  ERROR,  GETNUM ,  TRMINT 

ICI$,  RCI$ ,  $FCHNL  ( F4P-S YSTEM  LIBRARY), 

.GETSQ  (SYSTEM  LIBRARY) 

DIAGNOSTICS: 

ERROR  MESSAGES  ARE  TAKEN  CARE  OF  BY  THE  ’ERROR'  MODULE. 
SEE  ALSO: 

TRMPUT ,  FILPUT,  FILGET,  FLUSHT,  FLUSHF 

HISTORY: 

designed  by  Steven  Haehn  July  4,  1978 

programmed  by  Curry  Bartlett  Feb.  22,  1979 

modified  by  Dave  Tipton  Mar.  11,  1979 

(I  added  the  assignment  suppression  and  the 
repeat  factor  options.) 

modified  by  Steven  Haehn  Sept.  4  1979 

(I  added  the  FLUSHT  and  FLUSHF  entry  points) 
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PROGRAM  NAME:  TRMOPN 

CATEGORY:  OLPARS  utility  (system  dependent) 

PROGRAM  DESCRIPTION: 

TRMOPN  will  use  RSX-1 1M  V 3 • 1  file  control  service 
routines  to  open  the  terminal  TTO:,  which  is  a 
variable  record  I/O  file,  for  read,  wr ite( update)  , 
or  append. 

PROGRAM  USAGE: 

INTEGER  TRMOPN 

• 

N  s  TRMOPN  (FILNAM, ACCESS) 

INPUT  ARGUMENTS: 

FILNAM  -  LOGICAL*1  array;  file  name  represented  by  ASCII 

characters 

ACCESS  -  INTEGER;  0  =  file  open  for  read  only 

1  s  file  open  for  write  (update  under 

RSX-1 1M ) 

2  =  file  open  for  append 

ALGORITHM  /  NOTES: 

The  logical  unit  number  is  the  function  value  returned. 

If  an  error  is  found,  the  value  returned  is  -1. 

REFERENCED  BY: 

Level  I  subroutines  and  utility  programs 

HISTORY: 

designed  by  Steve  Haehn  March  12,  1979 
programmed  by  Dave  Tipton  March  12,  1979 
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PROGRAM  NAME:  TRMPUT 


CATEGORY:  Terminal  I/O  (character,  system  dependent) 


PROGRAM  DESCRIPTION: 

TRMPUT  is  a  terminal  output  subprogram.  It  formats, 
converts,  and  prints  its  arguments  to  a  user’s 
terminal,  under  control  of  a  format  string.  The 
format  string  will  contain  three  types  of  objects: 
plain  characters,  which  are  simply  copied  to  the 
terminal;  special  characters,  which  are  used  for 
cursor  control;  and  conversion  specifications,  which 
are  used  for  converting  and  printing  arguments  which 
follow  the  format  string.  Refer  to  Section  6  of 
OLPARS  Programmer's  Reference  Manual. 

PROGRAM  USAGE: 

CALL  TRMPUT( 'FORMAT  STRING’ ,ARG1 ,ARG2,  ...  ) 

INPUT  ARGUMENTS: 

FORMAT  STRING  -  HOLLERITH  string  containing  characters  to 
be  printed  out  and  conversion 
specifications  for  variables  to  be 
printed  out 

ARG1,ARG2  ...  -  arguments  to  be  printed  out  according  to 
a  converson  specification  found  in  the 
format  string 


ALGORITHM/NOTES: 

Each  conversion  specification  found  in  the  format  string 
begins  with  the  character  '$'.  Following  the  '$ '  there 
may  be: 


an  optional  plus  or  minus  sign  which  specifies  right 
or  left  adjustment  of  the  converted  argument  in  the 
indicated  field. 

an  optional  digit  string  representing  a  field 
repetition  factor.  If  it  is  not  present,  it  is 
assumed  to  be  1 . 

a  character  which  indicates  the  type  of  conversion 
to  be  applied. 
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an  optional  digit  string  specifying  a  'MINIMUM'  field 
width  (i.e.f  the  field  to  be  printed  may  actually  be 
larger  than  specified,  but  it  will  not  be  smaller  than 
specified);  if  the  converted  argument  has  fewer 
characters  than  the  field  width,  it  will  be  padded  (on 
left  or  right,  depending  on  the  field  conversion  type 
and  the  field  adjustment  indicator)  with  blanks  to 
make  up  the  field  width.  If  the  character  is 

placed  in  this  position,  the  next  argument  in  the  list 
(the  one  that  follows  the  argument  to  be  printed)  is 
used  to  obtain  the  minimum  field  width. 

an  optional  period  ('.')  which  serves  to  separate  the 
field  width  from  the  next  digit  string. 

an  optional  digit  string  (the  precision)  which 
specifies  the  number  of  digits  to  be  printed  to  the 
right  of  the  decimal  point  of  a  single  or  double 
precision  number,  or  the  maximum  number  of  characters 
to  be  printed  from  a  character  string.  If  the 
character  is  placed  in  this  position,  the  next 

argument  in  the  list  of  arguments  is  used  to  obtain 
the  maximum  field  width. 


The  conversion  characters  and  their  meanings  are  as 
follows : 


I  -  The  argument  (1  word  long)  is  converted  to  a  decimal 
integer.  If  an  adjustment  indicator  is  not  present 
in  the  conversion  specification,  the  resulting  output 
character  string  will  be  right  adjusted  within  its 
field. 

H  -  The  argument  is  considered  a  half  integer  (1  byte 
long)  Default  field  adjustment  is  'right'. 

L  -  The  argument  is  considered  a  long  integer  (2  words 
long)  Default  field  adjustment  is  'right'. 

0  -  The  argument  (1  word  long)  is  printed  out  as  an 
octal  number.  The  resulting  output  string  wil  be 
right  adjusted  in  its  output  field,  when  a 
justification  indicator  is  not  present. 
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A  -  The  argument  is  taken  to  be  a  string  of  characters. 
The  characters  are  stored  in  an  integer  array,  one 
character  per  integer.  Characters  from  the  string 
are  printed  until  an  end  of  string  character  (0)  is 
reached,  or  until  the  number  of  characters, 
indicated  by  the  precision,  is  exhausted.  If  an 
adjustment  indicator  is  not  present  in  the 
conversion  specification,  the  resulting  output 
character  string  will  be  left  justified  in  its 
output  field. 

S  -  The  argument  is  taken  to  be  a  character  string.  The 
only  difference  between  the  ’S'  and  'A'  conversion 
specifiers  is  that  the  characters  to  be  printed  are 
stored  in  the  FORTRAN  hollerith  data  type,  instead 
of  the  FORTRAN  integer  data  type. 

F  -  The  argument  is  taken  to  be  a  single  precision 
floating  point  number  and  is  converted  to  the 
decimal  notation  of  the  form  [- ]mmm.nnnnnnn ,  where 
the  length  of  the  string  of  n’s  is  defined  by  the 
'precision'  specification.  The  default  'precision' 
is  7.  Default  field  adjustment  is  to  the  right. 

E  -  The  argument  is  taken  to  be  a  single  precision 
floating  point  number  and  is  converted  to  the 
decimal  notation  of  the  form  [- ]m.nnnnnnnE(+  or  -)ee, 
where  the  length  of  the  string  of  n's  is  defined  by 
the  'precision'  specification.  The  default  precision 
is  7.  The  default  field  adjustment  is  to  the  right. 

D  -  The  argument  is  taken  to  be  a  double  precision 

floating  point  number  and  is  converted  to  the  decimal 
notation  of  the  form  [- ]m.nnnnnnnnnnnnnnnnD(+ ,  -)ee, 
where  the  length  of  the  string  of  n's  is  defined  by 
the  'precision'  specification.  The  default  precision 
is  16.  Default  field  adjustment  is  to  the  right. 


If  no  recognizable  character  appears  after  the  ’$ ' ,  that 
character  is  printed;  thus  '$ '  may  be  printed  by  the 
usage  of  the  string 
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REFERENCED  BY: 

All  OLPARS  commands,  PROMPT 
SUBPROGRAMS  REFERENCED: 

ARGCHK , GETNUM  ,TRMINT 
DIAGNOSTICS: 

TRMPUT  signals  its  failure  to  write  to  the  user’s 
terminal  by  an  appropriate  message. 

SEE  ALSO: 

TRMGET 


HISTORY: 


designed  by  Steven  Haehn  July  4,  1978 
programmed  by  Curry  Bartlett  Jan.  12,  1979 
modified  by  Steven  Haehn  Feb.  21,  1979 

(I  added  the  capability  of  printing  out  fortran 
hollerith  fields  (module  FLDS )  and  redocumented 
program.  The  variable  field  width  capability 
(usage  of  a  variable  field  indicator  (VFI)  in 
the  format  string)  was  also  added  (i.e., 
modifications  were  made  to  the  ’GETNUM'  and 
'FLDOPR'  subroutines) . ) 

modified  by  Dave  Tipton  April  11,  1979 

(I  added  the  half  integer  field  conversion 
capability  and  combined  the  half,  single,  and 
double  integer  field  conversion  routines  into 
one  module.  I  also  made  GETNUM  a  global 
subroutine,  which  resides  in  the  module  TRMGLB, 
along  with  other  buffers  and  variables  I 
globalized  for  compatibility  with  TRMGET.) 
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PROGRAM  NAME:  TVGCLS 

CATEGORY:  Level  II  file  Access  Routine 

PROGRAM  DESCRIPTION: 

TVGCLS  retrieves  the  class  symbol  of  a  given  data 
vector . 

PROGRAM  USAGE: 

CALL  TVGCLS ( FDTV , VECNO , CLSSYM ) 

INPUT  ARGUMENTS: 

FDTV  -  INTEGER;  file  descriptor  of  the  Tree  vector  file 
VECNO  -  INTEGER;  the  entry  no.  (vector)  being  accessed 

OUTPUT  ARGUMENTS: 

CLSSYM  -  INTEGER;  the  class  symbol 

FILES: 

TV  -  tree  vector 

SUBPROGRAMS  REFERENCED: 

FGET,  INSINT,  INSPGM,  INSRET,  OEXIT,  TRMPUT 
SEE  ALSO: 

TVPCLS 

HISTORY: 

designed  by  Donna  Morris  October  4,  1981 
programmed  by  Donna  Morris  October  4,  1981 


PROGRAM  DESCRIPTION: 

TVGHDR  is  passed  the  file  descriptor  of  the  TV  file. 

It  returns  the  name  of  the  last  logic  applied  to  the 
tree  and  the  file  code  numbers  of  that  logic. 

PROGRAM  USAGE: 

CALL  TVGHDR ( FID , LOGNAM , FCDL I , FCDLV , NOE ) 

INPUT  ARGUMENTS: 

FID  -  INTEGER;  the  file  descriptor  of  the  TV  file 
OUTPUT  ARGUMENTS: 

LOGNAM  -  INTEGER  array  (TRELEN);  the  name  of  the  logic 
FCDLI  -  INTEGER;  the  file  code  of  the  LI  file 
FCDLV  -  INTEGER;  the  file  code  of  the  LV  file 
NOE  -  INTEGER;  next  open  entry  at  end  of  file 

FILES: 

TV  -  tree  vector 
REFERENCED  BY: 

COPYND 

SUBPROGRAMS  REFERENCED: 

FGET 

SEE  ALSO: 

TVPHDR 

HISTORY: 

designed  by  David  Birnbaum  May  26,  1978 
programmed  by  Steven  Haehn  July  27,  1979 
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PROGRAM  NAME:  TVGLOG 

CATEGORY:  Level  II  file  Access  Routine 

PROGRAM  DESCRIPTION: 

TVGLOG  retrieves  the  logic  indicator  of  a  given  data 
vector.  The  logic  indicator  (or  temporary  logic  element) 
shows  at  which  logic  node  the  vector  lies. 

PROGRAM  USAGE: 

CALL  TVGLOG(FDTV , VECNO , LOGIN D) 

INPUT  ARGUMENTS: 

FDTV  -  INTEGER;  file  descriptor  of  the  Tree  vector  file 
VECNO  -  INTEGER;  the  entry  no.  (vector)  being  accessed 

OUTPUT  ARGUMENTS: 

LOGIND  -  INTEGER;  logic  indicator 


FILES: 


TV  -  tree  vector 
REFERENCED  BY: 

CREVAL 

SUBPROGRAMS  REFERENCED: 

FGET,  INSINT,  INSPGM ,  INSRET,  OEXIT,  TRMPUT 
SEE  ALSO: 

TVPLOG 

HISTORY: 

designed  by  Steven  Haehn  Mar.  5,  1981 
programmed  by  Steven  Haehn  Mar.  11,  1981 
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PROGRAM  NAME:  TVGVEC 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

TVGVEC  is  passed  the  file  descriptor  of  the  TV  file 
and  the  entry  number  of  the  vector  desired.  TVGVEC 
returns  the  following  information: 

o  The  one-char acter  class  symbol. 

o  The  identification  number  of  the  vector. 

o  The  temporary  logic  element  corresponding  to 

the  vector. 

o  The  measurements  of  the  vector. 

PROGRAM  USAGE: 

CALL  TVGVEC( FID, ENTNO, NDIM , CLASS, ID , LOGIK, MEAS ) 

INPUT  ARGUMENTS: 

FID  -  INTEGER;  the  file  descriptor  of  the  TV  file 
ENTNO  -  INTEGER;  the  entry  number  of  the  vector 
NDIM  -  INTEGER;  the  dimension  of  the  vector 

OUTPUT  ARGUMENTS: 

CLASS  -  INTEGER;  the  class  symbol 

ID  -  INTEGER;  the  ID  of  the  vector 
LOGIK  -  INTEGER;  the  logic  element 
MEAS  -  REAL  array  (NDIM);  the  measurements 

FILES: 

TV  -  tree  vector 
Instrumentation  files 

REFERENCED  BY: 

COPYVC ,DSPROG 

SUBPROGRAMS  REFERENCED: 

FGET 
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HISTORY; 

designed  by  Dave  Birnbaum  May  20,  1978 
programmed  by  David  Tipton  June  13,  1979 
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PROGRAM  NAME:  TVPCLS 

CATEGORY:  Level  II  file  Access  Routine 


PROGRAM  DESCRIPTION: 

TVPCLS  writes  the  class  symbol  of  a  given  data  vector. 
PROGRAM  USAGE: 

CALL  TVPCLS ( FDTV , VECNO , CLSSYM) 

INPUT  ARGUMENTS: 

FDTV  -  INTEGER;  file  descriptor  of  the  Tree  vector  file 
VECNO  -  INTEGER;  the  entry  no.  (vector)  being  accessed 
CLSSYM  -  INTEGER;  the  class  symbol 

FILES: 

TV  -  tree  vector 
REFERENCED  BY: 

REARR 

SUBPROGRAMS  REFERENCED: 

FPUT ,  INSINT,  INSPGM ,  INSRET 


SEE  ALSO: 


TVGCLS 


HISTORY: 


designed  by  Donna  Morris  October  4,  1981 
programmed  by  Donna  Morris  October  4,  1981 
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PROGRAM  NAME:  TVPHDR 

CATEGORY:  Level  II  File  Access  Subroutine 

PROGRAM  DESCRIPTION: 

TVPHDR  writes  the  header  information  into  the  TV  file. 
PROGRAM  USAGE: 

CALL  TVPHDR ( FID, LOGNAM , FCDLI , FCDLV , NOE) 

INPUT  ARGUMENTS: 

FID  -  INTEGER;  the  file  descriptor  of  the  TV  file 
LOGNAM  -  INTEGER  array  (TRELEN);  the  logic  name 
FCDLI  -  INTEGER;  the  file  code  of  the  LI  file 
FCDLV  -  INTEGER;  the  file  code  of  the  LV  file 
NOE  -  INTEGER;  next  open  entry  at  end  of  file 

FILES: 

TV  -  tree  vector 
REFERENCED  BY: 

COPYND 

SUBPROGRAMS  REFERENCED: 

FPUT 

SEE  ALSO: 

TVGHDR 

HISTORY: 

designed  by  David  Birnbaum  May  26,  1978 
programmed  by  Steven  Haehn  July  27,  1979 
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PROGRAM  NAME:  TVPLOG 

CATEGORY:  Level  II  file  Access  Routine 

PROGRAM  DESCRIPTION: 

TVPLOG  writes  the  logic  indicator  of  a  given  data 
vector.  The  logic  indicator  (or  temporary  logic  element) 
shows  at  which  logic  node  the  vector  lies. 

PROGRAM  USAGE: 

CALL  TVPLOG ( FDTV ,VECNO,LOGIND) 

INPUT  ARGUMENTS: 

FDTV  -  INTEGER;  file  descriptor  of  the  Tree  vector  file 
VECNO  -  INTEGER;  the  entry  no.  (vector)  being  accessed 
LOGIND  -  INTEGER;  logic  indicator 

FILES: 

TV  -  tree  vector 
REFERENCED  BY: 

CREVAL 

SUBPROGRAMS  REFERENCED: 

FPUT,  INSINT,  INSPGM ,  INSRET 
SEE  ALSO: 

TVGLOG 


HISTORY: 


designed  by  Steven  Haehn  Mar.  5,  1981 
programmed  by  Steven  Haehn  Mar.  11,  1981 
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PROGRAM  NAME:  TVPVEC 


CATEGORY:  Level  II  File  Access  Subroutine 


PROGRAM  DESCRIPTION: 

TVPVEC  is  passed  the  file  descriptor  of  the  TV  file 
and  the  entry  number  of  the  vector  to  write.  TVPVEC 
writes  the  following  information: 

o  The  one-character  class  symbol. 

o  The  identification  number  of  the  vector. 

o  The  temporary  logic  element  corresponding  to 

the  vector. 

o  The  measurements  of  the  vector. 


PROGRAM  USAGE: 

CALL  TVPVEC(FID,ENTNO, NDIM , CLASS, ID, LOGIC, MEAS) 

INPUT  ARGUMENTS: 

FID  -  INTEGER;  the  file  descriptor  of  the  TV  file 
being  accessed 


ENTNO  -  INTEGER 
NDIM  -  INTEGER 
CLASS  -  INTEGER 
ID  -  INTEGER 
LOGIC  -  INTEGER 


entry  number  of  the  vector  desired 

the  vector  dimensionality 

the  class  symbol 

the  vector  ID 

the  logic  element 


MEAS  -  REAL  array  (NDIM);  the  coordinates 


FILES: 

TV  -  tree  vector 
REFERENCED  BY: 

COPYVC 


•i 
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TVPVEC 


SUBPROGRAMS  REFERENCED: 

FPUT 

HISTORY: 

designed  by  Dave  Birnbaum  May  26, 
programmed  by  David  Tipton  July  10 


197  8 
,  1979 
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TYPE 


PROGRAM  NAME:  TYPE 

CATEGORY:  Utility  Routine  (system  dependent) 


PROGRAM  DESCRIPTION: 


The  function  TYPE  determines  whether  a  particular 
character  is  a  letter,  digit,  printable  ASCII  that 
is  not  a  ’etter  or  digit,  or  something  else. 


The  function  returns: 


1  -  letter 

2  -  digit 

3  -  printable  ASCII 

4  -  something  else 


PROGRAM  USAGE: 


INTEGER  TYPE 


IF(T YPE ( CHAR) .EQ. LETTER)) 

INPUT  ARGUMENTS: 

CHAR  -  INTEGER;  the  character  to  be  tested 
OUTPUT  ARGUMENTS: 

TYPE  -  INTEGER;  character  type  of  variable  CHAR 
REFERENCED  BY: 

IDCHK 


HISTORY: 

designed  by  Steven  Haehn  June  2,  1978 
programmed  by  Steven  Haehn  April  8,  1980 
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PROGRAM  NAME:  UIGNOR 


CATEGORY:  Utility  Subroutine 


PROGRAM  DESCRIPTION: 

UIGNOR  prompts  the  user  for  measurements  to  ignore,  and 
returns  the  ignore  measurement  mask  vector  to  the  calling 
program . 

PROGRAM  USAGE: 

CALL  UIGNOR  ( PMODE , NDIM , CONT IN , IGNOR , IGNMES ) 

INPUT  ARGUMENTS: 

PMODE  -  INTEGER;  the  prompt  mode  flag 
NDIM  -  INTEGER;  the  vector  dimensionality 
OUTPUT  ARGUMENTS: 

CONTIN  -  LOGICAL ;  continuation- flag  , 

false  if  the  user  wants  to  quit 

IGNOR  -  INTEGER  array  ( MAXDIM+1 ) ;  the  mask  vector 

the  last  element  stores  the  number  of 
measurements  ignored. 

IGNMES  -  INTEGER;  ignore  measurement  flag 

1  -  ignore  measurements 
0  -  don't  ignore  measurements 


ALGORITHM  /  NOTES: 

See  if  user  wants  to  ignore  measurements  (PROMPT). 
IF  (the  user  wants  to  ignore  measurements)  THEN 
Set  ignore  measurement  flag  on. 
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REPEAT 

Get  the  measurement  to  be  ignored. 

IF  (all  measurements  have  been  ignored)  THEN 

Tell  user  he  has  ignored  all  measurements, 
and  go  back  and  start  over. 

ELSEIF  (measurement  has  been  previosly  ignored)  THEN 

Tell  user  he  has  ignored  this  one  already  and 
get  next  measurement. 

ELSEIF  (user  entered  a  zero)  THEN 

Break  out  of  loop. 

ELSE 

Place  this  measurement  number  in  working  array. 
ENDiF 

UNTIL  (User  is  done) 

DO  WHILE  (There  are  more  measurements  to  process) 

Use  entered  array  as  index  into  mask  vector, 
and  set  these  elements  to  zero. 

ENDDO 

Set  last  entry  to  number  of  measurements  ignored. 

RETURN 

FILES: 

Instrumentation 
REFERENCED  BY: 

NMVBSU 

SUBPROGRAMS  REFERENCED: 

EQUALA,  INSPGM ,  INSRET,  PROMPT,  TRMGET,  TRMPUT 
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SEE  ALSO: 

NMVBSU 

HISTORY: 

designed  by  John  W.  Tenney  May  14,  1981 
programmed  by  John  W.  Tenney  May  25,  1981 
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UIXFRM 

PROGRAM  NAME:  UIXFRM 

CATEGORY:  TRANSFORMATION  ROUTINE 

PROGRAM  DESCRIPTION: 

UIXFRM  prompts  the  user  for  the  name  of  the  new 
data  tree  to  be  created  as  the  result  of  a 
transformation . 

PROGRAM  USAGE: 

INTEGER  UIXFRM 


RESPONSE  =  U IXFRM(PMODE , TLFD, ODTREE , NDTREE ) 

INPUT  ARGUMENTS: 

PMODE  -  INTEGER;  the  prompt  mode 
TLFD  -  INTEGER;  the  file  descriptor  of  TL 
ODTREE  -  INTEGER  (8);  treename  of  current  data  set 
OUTPUT  ARGUMENTS: 

NDTREE  -  INTEGER  (8);  user-selected  name  for  the 

new  tree 

UIXFRM  -  INTEGER;  1  =  the  user  response  was  ok 

-1  =  the  user  wants  to  quit 

USER  INTERACTION: 

If  the  name  entered  by  the  user  is  the  same  as 
the  current  tree  name,  UIXFRM  gives  an  error 
message  and  continues  to  prompt  the  user.  If 
the  treename  entered  already  exists,  the  user 
is  asked  if  the  existing  tree  should  be  destroyed. 
If  the  user  responds  with  yes,  the  name  entered 
by  the  user  is  returned  in  ’NDTREE',  otherwise 
the  user  is  asked  again  to  enter  a  treename. 


FILES: 


TL  -  Tree  List  File 
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UIXFRM 


REFERENCED  BY: 

EIGNXFRM ,  NORMXFRM,  TRANSFRM 

SUBPROGRAMS  REFERENCED: 

EQUALA,  INSCHR ,  INSPGM,  INSRET,  LGLTRE, 

PROMPT,  TLSRCH,  TRMGET ,  TRMPUT 

HISTORY: 

designed  by  Donna  Morris  February  15,  1981 
programmed  by  Donna  Morris  February  15,  1981 
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PROGRAM  NAME:  UNION 


CATEGORY:  Measurement  Evaluation  Command  (subsidiary) 


PROGRAM  DESCRIPTION: 

For  each  class/class  pair  entry  in  the  DV  file,  UNION 
determines  which  measurement  best  discriminates  that 
class/class  pair  (that  is  which  measurement  number 
corresponds  to  the  smallest  or  largest  discriminant 
value),  and  sets  the  asterisk  flag  for  the  given 
measurement.  A  union  by  class  reads  the  class  entries 
in  the  DV  file  and  a  union  by  class  pair  reads  the 
class  pair  entries  in  the  DV  file.  UNION  displays 
an  overall  rank  order  display. 

PROGRAM  USAGE: 

User  types  in  'UNION'. 

USER  INTERACTION: 

The  user  is  asked  if  he  wants  to  perform  a  union  by 
class  or  a  union  by  class  pair. 

FILES: 

CM  -  communication 

DI  -  display  information 

DV  -  display  values 

REFERENCED  BY: 

OLPARS  user. 

SUBPROGRAMS  REFERENCED: 

CDSCHK,  CMGCDS ,  CMC-OTH,  DIGROH,  DIGROI,  DIPROH, 

DIPROI ,  DVGROE,  ERASE,  INSINI,  INSINT,  INSRET, 

MENU,  OEXIT ,  OPENFX,  PROMPT,  RODISP,  RSORTD, 

TRMGET,  TRMPUT 

HISTORY: 

designed  by  Kermit  Klingbail  April  13,  1978 
programmed  by  Donna  Morris  January  21,  1981 
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PROGRAM  NAME:  UNIQND 


CATEGORY:  Data  Tree  File  Access  Routine 


PROGRAM  DESCRIPTION: 

UNIQND  is  passed  the  file  descriptor  (in  FID)  of  the  TI 
file,  its  entry  table  (ET),  the  entry  slot  number 
(SENIOR)  of  the  senior  node,  a  table  of  entry  slots 
(TABLE)  corresponding  to  the  lowest  nodes  to  be 
disregarded  in  the  search,  the  number  of  such  nodes 
(NUM)  and  the  name  to  be  checked  (NAME). 

UNIQND  is  used  by  routines  such  as  COMNOD  to  check  for 
uniqueness  of  a  nodename  and  uniqueness  of  the  display 
symbol.  Certain  nodes  may  be  disregarded  in  the  search, 
e.g.,  nodes  to  be  combined  in  COMNOD.  UNIQND  assumes 
that  nodenames  and  display  symbols  (the  first  character 
of  the  nodename)  are  unique. 

UNIQND  returns  the  following: 

0  -  if  the  nodename  is  unique  and  its  display 
character  is  unique. 

1  -  the  nodename  is  not  unique. 

2  -  the  display  symbol  is  not  unique. 

UNIQND  will  also  be  used  by  structure  analysis  routines 
in  checking  uniqueness  of  user  input  names.  In  these 
routines,  the  node  upon  which  the  structure  analysis 
has  taken  place  should  be  designated  as  excluded.  New 
nodenames  may  not  equal  the  name  of  this  node,  but  may 
have  the  same  display  character  (because  the  excluded 
node  will  no  longer  be  a  lowest  node).  When  used  by 
structure  analysis  routines,  NUM  should  be  set  equal  to 
1.  NUM  should  be  >=  2  when  UNIQND  is  used  by  other 
routines. 

PROGRAM  USAGE: 

INTEGER  UNIQND 


N  =  UNIQND(FDTI,ENTBLE, SENIOR, TABLE, NUM, NAME) 
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INPUT  ARGUMENTS: 

FDTI  -  INTEGER;  the  file  descriptor  of  the  TI  file 

ENTBLE  -  INTEGER  array  (TABSIZ);  the  entry  table 

SENIOR  -  INTEGER;  the  entry  table  slot  number  of  the 
senior  node 

TABLE  -  INTEGER  array  (NUM);  a  table  of  entry  slots 

to  be  disregarded 

NUM  -  INTEGER;  the  number  in  TABLE 

NAME  -  INTEGER  array  (NODLEN);  the  name  to  be 

checked 


OUTPUT  ARGUMENTS: 

UNIQND  -  INTEGER;  see  PROGRAM  DESCRIPTION 
ALGORITHM  /  NOTES: 

UNIQND  =  UNIQUE  (0) 

Get  counts  and  pointers  from  senior  node. 

Present  node  =  senior  node. 

FINISH  =  FALSE 

WHILE  (UNIQND  =  UNIQUE  and  FINISH  r  FALSE) 

IF  (present  node  is  not  an  excluded  lowest  node)  THEN 

Check  name  of  present  node  with  Name. 

IF  (these  are  not  equal)  THEN 

Check  equality  of  display  symbol  of  present 
node  with  display  symbol  of  NAME. 

IF  (these  are  equal)  THEN 

UNIQND  =  SAMSYM  (2) 

ENDIF 

ELSE 

UNIQND  =  SAMNAM  (1) 

ENDIF 


OLPARS  Program 


Specifications 

UNICND 


ELSE 

IF  (NUM  <=  1 )  THEN 

Check  name  of  present  node  with  NAME. 
IF  (these  are  equal)  THEN 
UNIQND  =  SAMANM  (1) 

ENDIF 

ENDIF 

ENDIF 

IF  (UNIQND  =  UNIQUE  (0))  THEN 
Get  next  node. 

IF  ('gnxtnd*  returns  a  false  value)  THEN 
FINISH  =  TRUE 
ENDIF 
ENDIF 
ENDWHILE 

FILES: 

TI  -  tree  information 
REFERENCED  BY: 

APPEND,  COMNOD 
SUBPROGRAMS  REFERENCED: 

EQUALA,  GNXTND,  INSINT,  INSLOG,  INSPGM ,  INSRET 
TIGCAP ,  TIGNAM 


HISTORY: 

designed  by  David  Birnbaum  June  8,  1980 
programmed  by  Mark  Maginn  August  8,  1980 
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PROGRAM  NAME:  VALUEA 


CATEGORY:  Utility  Subroutine  (system  dependent) 


PROGRAM  DESCRIPTION: 

'VALUEA'  conditionally  returns  to  the  calling 
program  the  numeric  equivalent  of  the  given 
character  argument.  When  a  unique  numeric 
value  is  desired  for  the  given  character,  the 
'EXACT'  switch  should  be  set  to  'true'.  When 
'exact'  is  set  to  'false',  all  lower-case 
character  values  will  be  equivalent  to  their 
upper-case  values. 

PROGRAM  USAGE: 

INTEGER  VALUEA 


N=VALUEA(CHAR, EXACT) 

INPUT  ARGUMENTS: 

CHAR  -  INTEGER;  character  to  be  translated 
into  a  numeric  value 

EXACT  -  LOGICAL;  flag  indicating  exact  translation 
OUTPUT  ARGUMENTS: 

VALUEA  -  INTEGER;  numeric  equivalent  of  'CHAR* 
REFERENCED  BY: 

EQUALA 

HISTORY: 

designed  by  Steve  Haehn  February  26,1979 
programmed  by  Steve  Haehn  February  26,1979 
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PROGRAM  NAME:  VALUES 


CATEGORY:  Utility  Subroutine  (system  dependent) 


PROGRAM  DESCRIPTION: 

'VALUES'  conditionally  returns  to  the  calling 
program  the  numeric  equivalent  of  the  given 
character  argument.  When  a  unique  numeric 
value  is  desired  for  the  given^char acter ,  the 
'EXACT'  switch  should  be  set  to  'true'.  When 
'exact'  is  set  to  'false',  all  lower-case 
character  values  will  be  equivalent  to  their 
upper-case  values. 

PROGRAM  USAGE: 

INTEGER  VALUES 


N=VALUES(CHAR, EXACT) 

INPUT  ARGUMENTS: 

CHAR  -  LOGICAL  *1 ;  character  to  be  translated 

into  a  numeric  value 

EXACT  -  LOGICAL;  flag  indicating  exact  translation 
OUTPUT  ARGUMENTS: 

VALUES  -  INTEGER;  numeric  equivalent  of  'CHAR' 
REFERENCED  BY: 

EQUALS 

HISTORY: 

designed  by  Steve  Haehn  February  26,1979 
programmed  by  Steve  Haehn  February  26,1979 
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VCREAT 

PROGRAM  NAME:  VCREAT 

CATEGORY:  OLPARS  utility  (system  dependent) 

PROGRAM  DESCRIPTION: 

VCREAT  will  create  a  variable  length  record  I/O  file 
using  file  control  service  routines  under  RSX-1 1M  V 3 . 1 . 

PROGRAM  USAGE: 

INTEGER  VCREAT 

N  =  VCREAT  ( FILNAM , SAVFLG ) 

INPUT  ARGUMENTS: 

FILNAM  -  LOGICAL*!  array;  file  name  represented  by  ASCII 

characters 

SAVFLG  -  INTEGER;  0  =  file  to  be  saved  after  closing 

1  =  file  to  be  deleted  upon  closing 

ALGORITHM  /  NOTES: 

The  logical  unit  number  is  the  function  value  returned. 
If  an  error  is  found,  the  value  returned  is  -1. 
REFERENCED  BY: 

Level  I  subroutines  and  utility  programs 

HISTORY: 

designed  by  Steve  Haehn  January  19,  1979 
programmed  by  Dave  Tipton  March  12,  1979 
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VOPEN 

PROGRAM  NAME:  VOPEN 

CATEGORY:  OLPARS  utility  (system  dependent) 

PROGRAM  DESCRIPTION: 

VOPEN  will  use  RSX-1 1M  V3-1  file  control  service  routines 
to  open  a  variable  length  record  I/O  file  for  read,  write 
(update),  or  append. 

PROGRAM  USAGE: 

INTEGER  VOPEN 

• 

N  =  VOPEN  (FILNAM, ACCESS) 

INPUT  ARGUMENTS: 

FILNAM  -  LOGICAL*1  array;  file  name  represented  by  ASCII 

character  s 

ACCESS  -  INTEGER;  0  =  file  open  for  read  only 

1  =  file  open  for  write  (update  under 

RSX-1 1M) 

2  =  file  open  for  append 

ALGORITHM  /  NOTES: 

The  logical  unit  number  is  the  function  value  returned. 

If  an  error  is  foun'*  the  value  returned  is  -1. 

REFERENCED  BY: 

Level  I  subroutines  and  utility  programs 

HISTORY: 

designed  by  Steve  Haehn  January  19,  1979 
programmed  by  Dave  Tipton  March  12,  1979 


i 

i 
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PROGRAM  NAME:  WRITEB 


CATEGORY:  Utility  subroutine  (system  dependent) 


PROGRAM  DESCRIPTION: 

WRITEB  (write  block)  performs  the  actual  disk  write  of 
all  OLPARS  fixed  length  record  files.  Under  RSX-11M, 
this  routine  is  an  assembly  routine.  The  type  of 
writing  being  done  is  called  a  block  write.  For 
further  information,  see  an  RSX-11M  I/O  operations 
manual . 

PROGRAM  USAGE: 

CALL  WRITEB(LUN, BLKNO, BUFFER, BUFSIZ ,IOSB) 

INPUT  ARGUMENTS: 

LUN  -  INTEGER;  logical  unit  number  of  file  being 
written 

BLKNO  -  INTEGER  ;  an  RSX~11M  long  integer  representing 

the  virtual  block  to  be  written 

BUFSIZ  -  INTEGER;  size  (IN  BYTES)  of  the  virtual  block  to 

be  written 

BUFFER  -  INTEGER  ARRAY ( BUFSIZ/2 ) ;  the  virtual  block 

written  is  stored  here 

OUTPUT  ARGUMENTS: 

IOSB  -  INTEGER  ARRAY(2);  the  I/O  status  block 

I0SB(1)  =  File  Control  Services  (FCS) 
error  code  in  lower  byte 

I0SB(2)  =  actual  number  of  bytes  written 
(it  will  be  equal  to  BUFSIZ) 


ALGORITHM  /  NOTES: 

A  requirement  for  usage  will  be  that  the  files  to  be 
written  must  be  ’opened’  with  ’BUFFER  COUNT  =  -1 '  in 
a  DEC  F4P  open  statement,  or  that  a  -1  is  placed  in  the 
offset  F.MBCT  in  the  file  descriptor  block  (FDB)  of  the 
file  from  an  assembly  'open'  program.  (Refer  to  an 
RSX-11M  FORTRAN  user's  guide.) 


M0-A118  732  PAR* TECHNOLOGY  CORP  NEW  HARTFORD  NY  F/G  9/2 

ON-LINE  PATTERN  ANALYSIS  AND  RECOGNITION  SYSTEM.  OLPAPS  Vi.  SOF — ETC 
,  JUN  62  S  E  HAEHN».  0  MORRIS 

UNCLASSIFIED  PAR-82-20  NL 
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WRITEB 


REFERENCED  BY: 

FGET,  FPUT 

SUBPROGRAMS  REFERENCED: 

$FCHNL  -  obtains  FORTRAN  FDB,  when  given  a  logical  unit 
number 

.WRITE  -  assembly  ’block'  write  program 

.WAIT  -  causes  WRITEB  to  wait  until  BUFFER  is  written 

DIAGNOSTICS: 

If  an  invalid  logical  unit  number  is  encountered,  WRITEB 
will  abort. 


SEE  ALSO: 

READB 

HISTORY: 


designed  by 

Steven 

Haehn 

Dec.  15, 

1978 

programmed  by 

Steven 

Haehn 

Jan.  15, 

1979 
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PROGRAM  NAME:  WRTNOW 

CATEGORY:  Terminal  I/O  (system  dependent) 

PROGRAM  DESCRIPTION: 

WRTNOW  writes  the  present  date  and  time  on  the 
terminal  screen  in  the  following  format 
(without  quotes) : 

•DATE:  dd-mmm-yy  hh:mm:ss* 

PROGRAM  USAGE: 


CALL  WRTNOW 


REFERENCED  BY: 

CLSCAT 

SUBPROGRAMS  REFERENCED: 

DATE,  INSPGM ,  INSRET,  TIME,  TRMPUT 

HISTORY: 

designed  by  David  J.  Tipton  12-Jul-79 

programmed  by  David  J.  Tipton  12-Jul-79 
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WRTODS 


CATEGORY:  Terminal  Display  Routine 


PROGRAM  DESCRIPTION: 

WRTODS  can  be  used  to  put  up  the  'CURRENT  OPTION’ 
and  'CURRENT  DATA  SET'  portion  of  an  OLPARS  display 
when  the  current  command  is  in  'page'  mode  (i.e.,  the 
command  has  multiple  output  pages  for  the  user  to 
view) . 

PROGRAM  USAGE: 

CALL  WRTODS (FDCM , PGM NAM  ,  SCRN) 

INPUT  ARGUMENTS: 

FDCM  -  INTEGER;  file  descriptor  for  the  CM  file 

PGMNAM  -  INTEGER  array  (10);  Name  to  be  placed  under 

'CURRENT  OPTION: ’ 

(NOTE,  when  PGM NAM ( 1 )  =  0 
the  current  option  name 
found  in  the  CM  file  is 
used  instead.) 

SCRN  -  INTEGER  array  (19);  OLPARS  screen  coordinates 
ALGORITHM  /  NOTES: 

Note,  the  MENU  program  normally  puts  up  the  current 
option  and  current  data  set  names.  WRTODS  is  used 
when  these  names  are  desired  on  the  display  without 
the  program  menu  (normally  used  when  a  command  must 
put  up  several  pages  of  display  information)  . 

FILES: 

CM  -  communications 
REFERENCED  BY: 

MICMAC 

SUBPROGRAMS  REFERENCED: 

CMGCDS ,  CMGOPT ,  INSCHR,  INSPGM,  INSRET,  TEXT,  TRMPUT 
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HISTORY: 

designed  by  Steven  Haehn  Oct.  9 
programmed  by  Steven  Haehn  Oct. 


i 


,  1980 
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PROGRAM  NAME:  XINT 

CATEGORY:  Numerical  Computation  Algorithm 

PROGRAM  INSCRIPTION: 

XINT  finds  the  intersection  of  any  line  with  a 
horizontal  line. 

PROGRAM  USAGE : 

call  xiTtCcrtjtpt^pxy^bndyx, YCONST,XLOC) 

INPUT  ARGUMENTS:  - _ _ 

CRNTPT  -  INTEGER;  the  current  point  in  both 

point  arrays 

BNDYY  -  INTEGER;  the  *y'  boundary  point  array 

BNDYX  -  INTEGER;  the  'x'  boundary  point  array 

YCONST  -  INTEGER;  the  * y '  screen  coordinate, 

either  the  raaxium  or  minimum 
' y '  value 

OUTPUT  ARGUMENTS: 

XLOC  -  INTEGER;  the  'xf  intersection  point 
ALGORITHM  /  NOTES: 

Calculate  the  'x'  intersection  point 

First  we  want  to  fin  the  slope  of  the  line. 

The  point  slope  form  will  be  used. 

(Y 1  -Y2)  =  (XI  -  X2)M  where  M  is  the  slope 

This  breaks  down  to: 

Y1  -  Y  2 

- -  m 

Xt  -  X2 

The  y  -  intercept  form  is  now  used  to  find 
the  y  intercept. 

Y  =  MX  +  B  where  B  is  the  intercept 
Y2  s  MX2  +  B 
Y2  -  MX2  =  B 
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Now  put  the  slope  in  for  M: 

( Y 1  -  Y2) 

Y  2 - - X2  =  B 

(XI  -  X2) 

Now  find  a  common  denominator: 


X2Y 1  -  X2Y2 


Y  2  - 


B 


B 


XI  -  X2 

Multiply  each  term  by  the  denominator: 
Y2(X 1  -  X2)  -  X2Y 1  -  X2Y2 
XI  -  X2  XI  -  X2 

Distribute  and  add  together: 

Y2X 1  -  Y2X2  -  X2Y1  +  X2Y2 
XI  -  X2 
Y2X1  -  X2Y 1 
XI  -  X? 


=  B 


=  B 


Now  fill  in  the  equation  Y  =  MX  +  B  and 
solve  for  x  by  substituting  M,  B,  and  Y: 


Y  -  B 
M 


Y2X1  -  Y1X2 


YC  - 


X  = 


XI  -  X2 
Y 1  -  Y2 
XI  -  X2 

Now  invert  the  denominatior  and  multiply: 

YC(X!  -  X2)  Y2X1  -  Y1X2  XI  -  X2 

X  - - - » - 

Y  1  -  Y 2  XI  -  X2  Y 1  -  Y2 

Now  cancel  and  add  togther  with  common  denominator 


866 


OLPARS  Program  Specifications 

XINT 


X 


YC (X 1  -  X2)  -  Y2X1  +  Y 1X2 
Y1  -  Y  2 


This  is  now  the  dereived  equation  for  the  'x' 

Check  the  value  of  the  result  and  set  output 
argument  according  to  the  size  of  the  result 


FILES: 


Instrumentation  file 


REFERENCED  BY: 

REDRAW 

SUBPROGRAMS  REFERENCED: 

INSFLT,  INSINT,  INSPGM ,  INSRET 

HISTORY: 

designed  by  Mark  Maginn  September  18,  I960 
programmed  by  Mark  Maginn  September  18,  1980 


intercept . 
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PROGRAM  NAME:  YINT 

CATEGORY:  Numerical  Computation  Algorithm 

PROGRAM  DESCRIPTION: 

YINT  finds  the  intersection  of  any  line  with  a 
vertical  line. 


PROGRAM  USAGE: 

CALL  YINT( CRNTPT , BNDYY, BNDYX, XCONST, YLOC) 
INPUT  ARGUMENTS: 

CRNTPT  -  INTEGER;  the  current  point  in  both 

point  arrays 


BNDYY  -  INTEGER;  the  'y*  boundary  point  array 

BNDYX  -  INTEGER;  the  '  x'  boundary  point  array 

XCONST  -  INTEGER;  the  ’x'  screen  coordinate, 

either  the  maxium  or  minimum 
'x'  value 


OUTPUT  ARGUMENTS: 

YLOC  -  INTEGER;  the  'y»  intersection  point 
ALGORITHM  /  NOTES: 

Calculate  the  fy’  intersection  point 

First  we  want  to  fin  the  slope  of  the  line. 

The  point  slope  form  will  be  used. 

*  (Y 1  -Y2)  =  (XI  -  X2)M  where  M  is  the  slope 

This  breaks  down  to: 

Y1  -  Y2 

- -  m 

XI  -  X2 

The  y  -  intercept  form  is  now  used  to  find 
the  y  intercept. 

Y  =  MX  +  B  where  B  is  the  intercept 

Y  -  MX  =  B 
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FILES: 


Now  put  the  slope  in  for  M: 

(Y  1  -  Y  2 ) 

Y 1 - XI  =  B 

(XI  -  X2 ) 

Now  find  a  common  denominator: 


X1Y1  -  X1Y2 

Y 1 - =  B 

XI  -  X2 

Multiply  each  term  by  the  denominator: 

Y1  (XI  -  X2)  -  X1Y 1  -X1Y2 

-  - -  B 

XI  -  X2  XI  -  X2 

Distribute  and  add  together: 

Y1X1  -  Y1X2  -  XI Y 1  +  X1Y2 

-  =  B 

XI  -  X2 


X1Y2  -  X2Y1 

- -  B 

XI  -  X2 

Now  fill  in  the  equation  Y  =  MX  +  B  by 
by  substituting  M,  B,  and  X: 

Y1  -  Y 2  Y2X1  -  Y 1X2 

Y  =  - (XC)  + - - 

XI  -  X2  XI  -  X2 

Add  together  because  of  common  denominator: 

(Y  1  -Y 2 ) X 2  +  Y2X1  -  Y1X2 

y  - - 

XI  -  X2 

This  is  now  the  dereived  equation  for  the  ’y' 
.intercept . 

Check  the  value  of  the  result  and  set  output 
argument  according  to  the  size  of  the  result 


Instrumentation  file 


869 


OLPARS  Program  Specifications 
YINT 

REFERENCED  BY: 

REDRAW 

SUBPROGRAMS  REFERENCED: 

INSFLT ,  INSINT,  INSPGM ,  INSRET 

HISTORY: 

designed  by  Mark  Maginn  September  17,  1980 
programmed  by  Mark  Maginn  September  17,  1980 
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PROGRAM  NAME:  ZOM ISP 

CATEGORY:  UTILITY  SUBROUTINE 


PROGRAM  DESCRIPTION: 

ZOM1SP  allows  the  user  to  select  a  subarea  of  the 
current  one-space  display  and  have  a  closer,  more 
detailed  examination  of  that  area.  In  the  manner 
described  below  the  user  first  selects  the  left¬ 
most  point  on  the  baseline,  then  the  right-  most 
point  on  the  baseline  to  be  maginefied.  The  new 
display  is  this  area. 

PROGRAM  USAGE: 

CALL  ZOM1SP  ( FDCM , FDDI , FDDV , FDPV , FDS 1, MI NM AX, SCREEN, 
DIHDR , DISCOD , NDIM , ZOMFLG ) 

INPUT  ARGUMENTS: 


FDCM 

- 

INTEGER; 

file  descriptor 

of 

the 

CM 

file 

FDDI 

- 

INTEGER; 

file  descriptor 

of 

the 

DI 

file 

FDDV 

- 

INTEGER; 

file  descriptor 

of 

the 

DV 

file 

FDPV 

- 

INTEGER; 

file  descriptor 

of 

the 

PV 

file 

FDS  1 

- 

INTEGER; 

file  descriptor 

of 

the 

SI 

file 

MINMAX 

- 

REAL;  array  of  current  min  - 

max 

values 

SCREEN 

- 

INTEGER; 

array  of  screen 

coordinate  value 

DIHDR 

- 

INTEGER; 

array  of  info. 

frorr 

DI 

header 

DISCOD 

- 

INTEGER; 

the  display  code 

ZOMFLG 

- 

INTEGER; 

the  zoom  flag  from 

the 

DI 

header 
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USER  INTERACTION: 

Using  the  graphics  cursor,  the  user  must  select  the 
portion  of  the  current  display  to  be  "zoomed"  upon. 
When  the  graphics  cursor  is  on  for  the  first  time, 
the  user  positions  it  at  the  left-most  point  on  the 
baseline  for  the  new  xmin  and  enters  any  character. 

The  second  time,  the  user  positions  it  at  the  right 
”OSt  point  on  the  baseline  for  the  new  xmax  and  enters 
any  character. 


ALGORITHM  /  NOTES: 

Turn  on  the  graphics  cursor 

Get  lower  left-hand  position  input  by  user  (GIN). 

Get  lower  right-hand  position  input  by  user 

Check  zoom  flag  to  determine  new  value  of  zoom 
flag 

Find  the  range  of  the  old  ’x*  points 

Compute  new  current  x(min),  x(max),  and  store  them 
in  DI  file  header  (DIPMAX). 

Write  out  new  values  to  DI  header 

Turn  the  screen  coordinate  flag  in  the  DV  file 
header  'off'  so  that  the  display  subroutine 
"knows"  that  it  must  recalculate  a  new  set 
of  screen  coordinates  for  the  one-space  display. 

Put  up  new  two-space  display  (MICMAC) . 
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NOTE 

For  one-space  projections,  computation  of  the  new  max  , min 
values  from  the  screen  coordinates  given  by  the  user,  is 
done  by  solving  for  x  and  y  in  the  equations  for  scatter 
screen  coordinates  (OLPARS  Programmer  and  System 
Maintenance  Manual).  If  x(L),x(R),  are  the  screen 
coordinates  of  the  two  points  entered  by  the  user,  this 
yields : 


new  x  =  range  (x(L)  -  E) 

min  - +  xmin 

G  -  E 


new  x  =  range  (x(R)  -  E) 

max  - +  xmin 

G  -  E 


The  new  min, max  values  are  interpreted  as  real  numbers. 


FILES: 


CM  -  communications  file 
DI  -  display  information  file 
DV  -  display  vector  file 
PV  -  projection  vector  file 
SI  -  scratch  1  file 
Instrumentation  file 

REFERENCED  BY: 

SCALZM 

SUBPROGRAMS  REFERENCED: 

CMGOTH  DIPHDI  DIPMAX  DVPHDR  EQUALA  ERASE  GIN 

INSFLT  INSPGM  INSRET  LINSEG  MICMAC  PROMPT  TEXT 

TRMGET  TRMPUT 


HISTORY: 


designed 

by 

Mark 

Maginn 

November 

19, 

1980 

programmed 

by 

Mark 

Maginn 

November 

19, 

1980 
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PROGRAM  NAME:  Z0M2SP 


CATEGORY:  UTILITY  SUBROUTINE 


PROGRAM  DESCRIPTION: 

Z0M2SP  allows  the  user  to  select  a  subarea  of  the 
current  two-space  display  and  have  a  closer,  more 
detailed  examination  of  that  area.  In  the  manner 
described  below,  the  user  first  selects  the  lower 
left-hand  corner,  then  the  upper  right-hand 
corner  of  the  area  to  be  magnified.  The  new 
display  is  that  subarea. 

PROGRAM  USAGE: 

CALL  Z0M2SP  ( FDCM , FDDI , FDDV , FDPV , MINM AX , SCREEN , DIHDR , 
DISCOD, NDIM , SCALTY, ZOMFLG ) 

INPUT  ARGUMENTS: 

FDCM  -  INTEGER;  file  descriptor  of  the  CM  file 

FDDI  -  INTEGER;  file  descriptor  of  the  DI  file 

FDDV  -  INTEGER;  file  descriptor  of  the  DV  file 

FDPV  -  INTEGER;  file  descriptor  of  the  PV  file 

MINMAX  -  REAL;  array  of  current  min  -  max  values 

SCREEN  -  INTEGER;  array  of  screen  coordinate  values 

DIHDR  -  INTEGER;  array  of  info,  from  DI  header 

DISCOD  -  INTEGER;  the  display  code 

SCALTY  -  INTEGER;  the  type  of  scaling  flag  from  the 

DI  header 

ZOMFLG  -  INTEGER;  the  zoom  flag  from  the  DI  header 
USER  INTERACTION: 

Using  the  graphics  cursor,  the  user  must  select  the 
portion  of  the  current  display  upon  which  to  "zoom". 
When  the  graphics  cursor  is  on  for  the  first  time, 
the  user  positions  it  at  the  lower  left-hand  corner 
of  the  new  display  area  and  enters  a  any  character 
on  the  keyboard.  The  second  time,  the  user  positions 
it  at  the  upper  right-hand  corner  of  the  new  display 
area,  and  again  enters  any  character. 
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ALGORITHM  /  NOTES: 

Turn  on  the  graphics  cursor 

Get  lower  left-hand  position  input  by  user  (GIN). 

Get  upper  right-hand  position  input  by  user 

Check  zoom  flag  to  determine  new  value  of  zoom 
flag  and  type  of  scaling  flag 

Set  maximum  value  used  in  computing  new  current 
points  according  to  type  of  scaling  flag. 

Compute  new  current  x(min),  x(max),  y(min),  and 
y(max)  and  store  them  in  DI  file  header  (DIPMAX). 

Write  out  new  values  to  DI  header 

Turn  the  screen  coordinate  flag  in  the  DV  file 
header  'off*  so  that  the  display  subroutine 
"knows"  that  it  must  recalculate  a  new  set 
of  screen  coordinates  for  the  one-space  display. 

Put  up  new  two-space  display  (CLSCAT). 
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NOTE 

For  two-space  projections,  computation  of  the  new  max, min 
values  from  the  screen  coordinates  given  by  the  user,  is 
done  by  solving  for  x  and  y  in  the  equations  for  scatter 
screen  coordinates  (OLPARS  Programmer  and  System 
Maintenance  Manual).  If  (x(L)  ,y(L) )  ,(x(R)  ,y(R) )  are  the 
screen  coordinates  of  the  two  points  entered  by  the  user, 
this  yields: 


new  x  =  maxX(x(L)  -  A  -  WC) 

min  - +  xmin 

WD  -  2WC 

new  x  =  maxX(x(R)  -  A  -  WC) 

max  - +  xmin 

WD  -  2WC 

new  y  =  maxY(y(L)  -  B  -  HC) 

min  - +  ymin 

HD  -  2HC 

new  y  =  maxY(y(R)  -  B  -  HC) 

max  - -  ymin 

HD  -  2HC 


The  new  max, min  values  are  interpreted  as  real  numbers. 


FILES: 


CM  -  communications  file 
DI  -  display  information  file 
DV  -  display  vector  file 
PV  -  projection  vector  file 
Instrumentation  file 

REFERENCED  BY: 

SCALZM 

SUBPROGRAMS  REFERENCED: 

CLSCAT,  CMGOTH,  DIPHDI,  DIPMAX,  DVPHDR ,  EQUALA,  ERASE, 
GIN,  INSFLT,  INSPGM ,  INSRET,  PROMPT,  RCTNGL,  TEXT, 

TRMGET,  TRMPUT 
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HISTORY: 


designed 

by 

Mark 

Maginn 

October  7, 

1980 

programmed 

by 

Mark 

Maginn 

October  7, 

1980 
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OLPARS  SYSTEM  DEPENDENT  PROGRAMS 


This  section  contains  a  list  of  the  system  dependent 
commands  and  subprograms. 

EXECUTIVE  PROGRAM 


CIP 

COMMANDS 


ANYTHING 

BYEOLP 

FILEIN 

FILEOUT 

HELOLP 

HELP 

MEASXFRM 


PROGRAMMER  AIDS 


GEN  ODTDMP 
INSHSP  OLTDMP 
MAKOPT 


MISCELLANEOUS  TASKS 


CMINIT  (part  of  HELOLP  process) 
INSTRUMENTATION  PACKAGE 


GETHST 

HSGHDR 

HSGREC 

HSPHDR 

HSPLNK 

HSPREC 

INSCHR 

INSDBL 


INSFLT 

INSINI 

INSINT 

INSLOG 

INSPGM 

INSRET 

INSSET 

PUTHST 
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GRAPHICS  PACKAGE 


ERASE  MOVE 

GIN  RCTNGL 

LINSEG  TEXT 

MARK 


SUPPORT  SUBPROGRAMS 


ASCDEC 

CHKEXS 

CLOSBL 

CLOSE 

CONCAT 

DELETE 

EQU ALA 

EQUALS 

EVALBM 

FCGENT 

FCGHDR 

FCPENT 

FCPHDR 

FCREAT 

FCTOPN 

FGET 

FILGET 

FILPUT 

FLUSHB 

FMNCOV 

FOPEN 

FPUT 

GETFID 


CETOPT 

GETSTR 

GETVEC 

GOPTNM 

GTLUN 

HASH 

INDEX 

INITD 

ITREAL 

LENGTH 

LESS 

MENU 

MODINI 

NBLANK 

OCLOSE 

OCREAT 

OEXIT 

ODELET 

OMOVE 

OOPEN 

OPENBL 

OPENS 

OPNTMP 


ORENAM 

PACKB 

PACKW 

PRINTR 

PROMPT 

READB 

RENAME 

SEARCH 

SETOPT 

SETUP 

TRMGET 

TRMGLB 

TRMOPN 

TRMPUT 

TYPE 

USRIOI 

VALUEA 

VALUES 

VCREAT 

VO  PEN 

WRITEB 

WRTNOW 
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SYSTEM  DEPENDENT  PARAMETERS 


Physical  Record  Length 

On  the  PDP-11/70  under  RSX-11M,  a  physical  record  is 
512  bytes  or  256  words  in  length.  This  is  the  block 
size  that  FGET  and  FPUT  work  on. 


Two-Space  Screen  Coordinates 


Ws 

Hs 

Wd 

Hd 

Wc 

He 

(a,b) 
(c  ,d) 
M 
N 
L 


number  of  display  units  in  screen  width 

number  of  display  units  in  screen  height 

number  of  display  units  in  display  width 

number  of  display  units  in  display  height 

number  of  display  units  in  character  width 

number  of  display  units  in  character  height 

lowest  left  coordinates  of  display 

upper  right  coordinates  of  display 

number  of  rows  in  cluster  plot 
number  of  columns  in  cluster  plot 
number  of  characters  per  line 


One-Space  Screen  Coordinates 

(e,f)  s  coordinates  of  the  beginning  of  the  first 
display  line 

(g,f)  =  coordinates  of  the  end  of  the  first  display 
line 


D  =  the  length  between  successive  display  lines 

NC  =  the  number  of  classes  that  can  be  displayed 

on  the  screen  at  once 


Ar  example  of  a  file  containing  the  one-space  and 
two-space  coordinates  can  be  seen  in  the  OLPARS  VI 
Programmers  Reference  Manual,  Appendix  B. 
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NAMED  COMMON  BLOCKS 


This  appendix  contains  a  list  of  all  the  named  common  blocks 
found  in  OLPARS.  The  name  of  the  source  file  (include  file)  in  which 
the  common  block  is  defined  is  found  in  parenthesis  following  the 
common  block  name.  References  to  the  OLPARS  VI  Programmers  Reference 
Manual  are  abbreviated  to  PRM. 

BLKBUF  (fact. del) 

Contains  the  physical  record  buffer  space  which  is  part  of  the 
File  Access  and  Control  Table  (see  PRM). 

BUFCNT  (fact. del) 

Contains  actual  number  of  block  buffers  allocated  at  task  build 

time . 

CALUN  (calun.dcl) 

A  list  of  currently  available  logical  unit  numbers. 

COM ST K 

Contains  stack  pointer  used  in  the  ’AFT'  FORTRAN  preprocessor’s 
implementation  of  internal  procedures. 
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FACT  (fact. del) 


The  File  Access  and  Control  Table  (see  PRM) 


FSHBLK  (fshblk.dcl) 


Contains  Fisher  logic  information  used  during  overall 
evaluation . 


GP1BLK  (gplblk  .del) 


Contains  one-space  group  logic  information  to  be  used 
overall  logic  evaluation. 


GP2BLK  (gp2blk .del) 


Contains  two-space  group  logic  information  to  be  used 
overall  logic  evaluation. 

HISTRY  (histry .del) 


Instrumentation  package  common  area. 


LOGNOD  (lognod.dcl) 


Contains  overall  logic  evaluation  information. 


NMVBLK  (nmvblk.dcl) 


Contains  Nearest  Mean  Vector  logic  information  to  be  used 
an  overall  logic  evaluation. 


NNBLK  (nnblk.dcl) 


Contains  Nearest  Neighbor  logic  information  to  be  used 
overall  logic  evaluation. 


logic 


during 


during 


during 


during 
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ONEDT  (dscrmthr  .del) 


Contains  projection  discriminant  and  threshold  information  for 
one-space  logic  creation. 


TWODT  (twodt.dcl) 


Contains  projection  discriminant  and  threshold  information  for 
twospace  logic  creation. 


C-3 
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APPENDIX  D 

OIPARS  PROGRAM 
CROSS  REFERENCE  TABLE 


This  appendix  contains  a  cross  reference  table  of  all  the 
currently  implemented  OLPARS  programs  found  in  this  manual.  The  cross 
reference  table  is  in  alphabetical  order  with  program  names  (subject 
program)  on  the  left  and  "subprograms  referenced"  and  "programs  called 
by"  lines  on  the  right  (a  symbol,  preceding  a  particular  line, 
indicates  that  the  names  found  on  that  line  are  programs  which 
reference  the  subject  program) . 
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OLPAftS  PROGRAM  CROSS  REFISBCS  LISTING  -  0 

(WHO  CALLS  WHOM*  'V  DEANS  'CALLED  BY'  LUC  INDICATED) 


PAGES  Att  NADS’ 


tALOG 

+D1STQC 

tDSQRT 

+CORHAT 

DCRIR2 

mam 

♦SORT 

+L2FSHP 

NNSTDV 

MNVECD 

NMVRJT 

PROJCT 

S2FSW> 

ADDHCV 

INSDBL 

♦ADUPCM 

INSR.T 

mm 

INSINT 

NODCOH 

INSPGH 

INSRET 

TIGCOP 

TIGCOV 

TIGHN 

TIPCOP 

TIPCOV 

TIPMN 

ADUPCM 

ADDHCV 

♦APPEND 

INSINT  INSPGH 
CRANDTS  DVEC 

INSRET  TIGCOP 
HAXETREI 

TIGCOV  TIGHBR 
ICASXFRD 

TIGMN 

HOVEC 

NRSTNBR  TRANSFRH 

ALLVEC 

FILPUT 

+PRTBS 

INSINT 

INSPGfl 

INSRET 

PACX8 

TRMPUT 

TVGVEC 

ALNCPN 

INSCHR 

♦APPEND 

INSINT 

CLNQDE 

INSPGM 

INSRET 

TIGCOP 

TIPCAP 

TIPCOP 

TIPNAH 

ANYTHING 

CHGDIR 

CONCAT 

ERASE 

FILGET 

INSINI 

INSRET 

MENU 

OEXIT 

OPENFX 

OPENS 

TRMPUT 

APPEND 

ADUPCN 

OEXIT 

ALNCPN 

OPENFX 

CHGOTH 

TIGCOP 

COPTCV 

TRDPUT 

COPTMN 

TVGHDR 

COPYVC 

TVPHDR 

ERASE 

U1APND 

FIXKLV 

GNXTAN 

INSINI 

INSINT 

INSRET 

IOU 

ASCDEC 

♦GEN 

OBFGEN 

BINDET 

+CNT1SP 

BINWIDTH 

clqsfx 

HENU 

CHGOTH 
MI  CMC 

DI6HDI 

OEXIT 

DIGHAX 

OPOCX 

DIPHDI 

PROMPT 

DIPMAX 

TRMGET 

DVPHDR 

TRMPUT 

EQUALA 

ERASE 

INSFLT 

INSINI 

INSINT 

INSRET 

BNDEXP 

CL SCAT  EQUALA 
♦DRAUBNDY 

ERASE 

FLUSHT 

INSPGH 

INSRET 

HICMAC 

TRMGET 

TRMPUT 

BOUND 

+DRAUBHDY 

HOVEC 

OPTDSP 

CHEF AULT 

CHGOTH 

CHPOTH 

ERASE 

INSINI 

INSINT 

INSRET 

HENU 

OEXIT 

(FENFX 

PROMPT 

TRMGET 

TRMPUT 

CDISPLAY 

aosrx 

aSCAT 

CH6CDS 

CHGOTH 

DISK 

DVPHDR 

INSINI 

INSRET 

MENU 

MICHAC 

OEXIT 

OPENFX 

TRMPUT 

CDSCHK 

CH6CDS 

♦RANK 

DIGRAM  EQUALA 
REPROJECT 

INSPGH  INSRET 
SLCTHEAS 

TRANSFRH 

IWION 

CHARFL 

INSPGN  INSRET 
+DDSUBSTR 

DRAHTREE 

MATXFRM 

MTRXDE 

DTRXDP 

MTRXEN 

REASNAME 

SAVMAT 

UICHKD 

UIRSTR 

CHKEXS 

INSPGH  INSRET 
♦OPJMBMDY 
♦NHEVAL  NDV 
♦UICHND 

MENU 

DVEC 

NMVDOD 

OEXIT  TRDPUT 
ESETUP  FISHER 
NORDXFRH 

FISHHOD  L1ASD6  L1EIGV 
NRSTNBR  OPTIfOOD 

L2ASD6 

PUEVAL 

L2EIGV 

S2FSHP 

L2FSHP  MATXFRM  HOVEC 
THRCSHHOD  UIAPND 

CIP 

CLOSE 

CONCAT 

EQUALS 

EXIT 

FILGET 

FUJSHF 

GETHCR 

INDEX 

LENGTH 

OPENI 

TRMGET 

TRMPUT 

VALUES 

CLFTND 

CLOSE 

ES UALA 

ERASE 

EVAUJ8 

FILPUT 

5ETIST 

INSPGH 

INSRET 

LIGCLP 

LIGCOP 

LIG9CN 

UGDSN 

OPENS 

0-2 


OLPARS  PROGRAM  CROSS  REFERENCE  LISTING  ~  D 

(WHO  CALLS  WHOM.  '♦'  MEANS  'CALLED  BT'  LI»€  INDICATO) 

PSHPRAM 

PRINTS  PROMPT  TIGCOP  TIGET  TRHGET  TRNPUT  TV6HDR  TVSVEC  TVPHDR  TVPL06  (JIL6E4  WRTNOU 

+L0GEVAL 

CLNODE  ALNCPN  INSPGM  INSRET  TIGCAP  TIGCOP  TIPCAP  TIPCOP  TIPNAN 

+RESTRUCT 

CLOSI  FFILEOUT  HELP 

CLOSBL  CLOSE  INSPGM  INSRET  OEXIT  TRtfUT  WRITES 

♦FILEIN  FMNCOV  GETOPT  GETVEC  6QPTNN  SETOPT 

CLOSE  +CIP  CLFYHD  CLOSBL  CMINIT  CMPNOD  CHPRT  CREVAL  EIGPRT  FILEIN  GEN  NAKNR6  NTRXDP  HTRXEN 

♦OBFGEN  XLOSE  OEXIT  PENNV  PEPAIR  PRINTS  PRTDS  PRTIDX  PRTLOG 

CLOSFX  OCLQSE 

♦B1NUIDTH  CDISPLAT  CMINIT  CMPNOD  CRANDTS  CREATLOG  CREATR  CSCALE  BENDY 

♦DDATATREE  DELETR  DLOGTREE  DRAUBNDY  DTRENANE  EIGNXFRN  ESETUP  FILEIN 

+FISHSU  GEN  INSINI  INTENSIFY  L1ASDG  L1CRDV  LiEIGV  L2ASDG  L2CRDV  L2EIGV  LSETUP 

FORENAME  NAKFJREE  MATXFRM  MEASXFRM  NOVEC  KAMELOG  NNEVAL  NNPASS  NORMXFRM 

♦NRSTNBR  OPENTR  OPTDSP  PEPAIR  PROJMN  PRTDS  PRTIDX  PWEVAL  RDISPUY  REDRAW  REPROJECT 

♦RESTRICT  S1CRDV  S1EIGV  S2CRDV  S2EIGV  SCALRET  SCAL2M  SELECT  SETLOG  TRANSFRM  UIAPND 

+UICHND  UICRLG  UIL2FS  UINNBR  UIRSTR  UIS2FS 

CLOSTR  INSPGM  INSRET  OCLQSE 

♦CMPNOD  CONNOD  CRANDTS  DDSUBSTR  DTRENANE  EIGNXFRN  EVALNN  EXFRN  FILEIN  FILEOUT 

♦UCRDV  L1EIGV  L2CRDV  L2E1GV  L1STLOGS  LOGEVAL  LTRENANE  NAKCMB  NAKMRS  NEASXFRN 

♦MOVED  NAMELOG  NMV  NNNQD  NORMXFRM  NRSTNBR  NXFRM  OPTIMLNOD  REPROJECT  S1E16V 

♦THRESHNOB  TRANSFRM  UICRLG  UIL2FS 

CL SCAT  CLUS  CNGCDS  CMGOTH  CN6SCN  D1GHD1  DI6HAX  DIGNAN  DIPHD1  DISPCL  DVPHDR  EQUALA  ERASE  INSCHR 

INSFLT  INSINT  INSPGM  INSRET  PVGHDR  PVPHDR  RCTNBL  SCAT  TEXT  TRNPUT  WRTNOU 

+BNDEXP  CDISPLAT  CSCALE  DBNDY  L2ASDS  L2CRDV  L2EI6V  L2FSHP  NOVEC  PRTIDX  RDISPUY 

♦REPROJECT  S2CRDV  S2EIGV  S2FSHP  SCALRET  SELECT  Z0N2SP 

asTRx  +aus 

CLSTRY  +CLUS 

CLUS  CLSTRX  aSTRY  DIGENT  DIGHDI  DIGNAX  DIPNAX  DVGHDR  BVGVEC  DVPHDR  DVPVEC  GRIDIS  INSFLT  INSINT 

INSPGN  INSRET  SCATR 

♦aSCAT 

CHDISP  CHGSCN  DIGCME  DIGCMH  ERASE  INSINT  INSPGM  INSRET  TRNPUT 

♦CMPNOD  PENHV  PEPAIR  RDISPUY 

CNGCDS  FGET  INSCHR  .  INSINT  INSPGM  INSRET  OEXIT  PACKU  TRNPUT 

♦CDISPUY  CBSCHK  CL  SCAT  CRANDTS  CREATLOG  CREVAL  DDATANOD  DDATATREE 
♦DRAUBNDY  DRAWTREE  BSCRNEAS  DVEC  ESETUP  FILEOUT  FIS1CR  FISWWD  INITD  L1ASDG 

♦UCRDV  L1EISV  L2ASDG  L2CRDV  L2EIGV  L2FSHP  LSETUP  NATXFRN  NEASXFRN  MENU  NODINI  NOVEC 

♦NAMELOG  NMEVAL  NMV  NMVMOD  NNMOD  NORMXFRM  NRSTNBR  OPTIMLNOD  PENNV  PEPAIR  PROJHN 


+PRTCN 

PRTIDX  PWEVAL 

RANK  RDISPLAY  REPROJECT 

S1CRDV 

S1EIGV 

S2CRDV  S2EIGV  S2FSHP 

♦SETUP 

SLCTMEAS 

THRESHNOD  TRANSFRM  UICRLG 

UIRSTR 

UNION 

WRTODS 

CMGDIR 

FGET 

INSPGM  INSRET 

PACKW 

k^'nfia  rKCGiWfl  CRGaa  r£:  tr.E.tCE  Llaliho  —  b 

(WHO  CALLS  m*>  MEANS  'CALLED  BY'  LINE  INDICATED) 

P?nfiPflK  HUG 


FAHYTHIN6 

GETOPT 

GOPTNH 

HELP 

SETQPT 

CMGLOG 

FGET 

INS04R 

INSINT 

INSPGH 

INSRET 

OEXIT 

PACKW 

TRHPUT 

+CREVAL 

M.0GTKEE 

DLSUBSTR 

DRAWLOG  FISHER 

FISHHOD  LSETUP 

HODINI 

NHEVAL 

NHV 

NHVHOD 

4NRSTNBR  QPTIHLHQD 

PENHV 

PEPAIR 

P8TL0G 

PWEVAL 

REASNAHE 

REPROJECT 

SETUP 

♦THRESHHOD 

UICKLG 

CHOOpr 

FGET 

INSPGH 

INSRET 

OEXIT 

PACKW 

TRHPUT 

+HEM) 

UICRL3 

UIRSTR 

URTODS 

CHGOTH 

FGET 

OEXIT 

TRHPUT 

(APPEND 

BINWIDTH 

CHEF AULT 

CDISPLAY 

CL  SCAT 

COHKQD 

CRANDTS  CREVAL 

CSCALE 

DBNDT 

+BDATAMOD 

DDATATREE 

DDSUBSTR 

DLOGTREE 

DLSUBSTR 

DRAWBNDY 

DRAWLOG 

+DRAWTREE 

dscrheas 

DTRENAHE 

WE  C 

EIGPRT 

ELI«A 

ESETUP 

FILEIN 

FILEOUT  FISHER 

+FISHK0D  HELP 

INSINI 

INTENSIFY 

L1CRDV 

L1EIGV 

L2CRDV 

L2EI5V 

LSETUP 

LTREHAHE 

HACROP 

+HARETREE 

MATRIX 

HATXFRH  HEASXFRH 

HI  CROP 

HODINI 

NAHELOG  NHEVAL 

NHV 

NHVHOD 

NNHOD 

♦NORHXFRH 

NRSTNBR  OPTIHLHCD 

PRTDS 

PRTIDX 

PRTLOG 

PWEVAL 

RANK 

RDISPLAY 

+REASNAHE 

REPROJECT 

S1CRDV 

S1EISV 

S2CRDV 

SCALRET  SELECT 

SETDS 

SETLOG 

SETUP 

FSLCTHEAS 

SLTEIG 

THRESHHOD 

TRANSFRH 

UICRLG 

UIL2FS 

UILASD 

UIRSTR 

UIS2FS 

UNION 

+ZOH1SP 

ZWCSP 

CHBSCN 

FGET 

inspgh 

INSRET 

OEXIT 

PACKW 

TRHPUT 

+CLSCAT 

CHDISP 

CREVAL 

DRAWBNDY 

DRAUL06  DRAWTREE 

LSETUP 

HENU 

HICHAC 

HOVEC 

HTRXDP 

KJPTDSP 

PRECPT 

PRQJMN 

PRTIDX 

REASNAHE 

REDRAW 

RODISP 

SCALZH 

THRDSP 

CMINIT 

CLOSE 

CLOSFX 

CHPDIR 

CITSCN 

CONCAT 

FILGET 

turn 

GETHCR 

INSSET 

LENGTH 

OEXIT 

OPEMFX 

OPENS 

PROHFT 

TRHGET 

TRHPUT 

CilNCOV 

INSFLT 

INSPGH 

INSRET 

TVGVEC 

TVPVEC 

+RESTRUCT 

TRANSFRtt 

circus 

FPUT 

INSPGH 

INSRET 

ITREAL 

4CRANDTS  DDATATREE 

SETDS 

CMPDIR 

FPUT 

♦CKIHIT 

INSPGH 

INSRET 

ITREAL 

CHPLQG 

EQUALA 

FPUT 

INSPGH 

INSRET 

ITREAL 

4CREVAL 

OLQGTREE 

FISHER 

NAffi.06  m 

NRSTNBR  SETL06 

CHPKOD 

CLOSE 

CLOSFX 

CLOSTR 

CHDISP 

CHPRT 

DIPCHE 

DIPCHH 

EOUALA 

EVALDS 

FILPUT 

6NXTLH 

INSPGH 

INSRET 

ligclp 

LIGCNH 

LIGCOP 

LI6DCN 

LIGDSN 

OPEMFX 

OPENS 

PRINTR 

TIGCOP 

TIGET 

TIGNAH 

TRHPUT 

TVGHDR 

TVGVEC 

4L0GEVAL 

TVPHBR 

TVPL06 

UILGEA 

UILGE3 

UILGE4 

CHPOPT 

FPUT 

4SET0PT 

INSPGH 

INSRET 

ITREAL 

arm 

FPUT 

INSPGH 

INSRET 

+CDEFAULT 

CMPRT 

CLOSE 

DISOS 

DIGCHH 

FILPUT 

INSPGH 

INSRET 

(TENS 

PRIHTR 

TRHPUT 

+CHPMOD 

PENHV 

PEPAIR 

PRTCH 
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MflGBAtt  MADE 


CMPSCN 

FPUT 

♦CMINIT 

INSPGN 

INSRET 

ITREAL 

CNT1SP 

BINDET 

D I SENT 

DIPENT 

DVGVEC 

DVPVEC 

INSCHR 

INSINT 

INSPGN 

INSRET 

OEXIT 

SIGH DR 

S1PBC 

S1PHDR 

SCATR 

TRMPUT 

+HACROP 

HICROP 

COLAPS 

INSPSM 

INSRET 

+DCRIM1 

EIGNPV 

NHVBSU 

TRANSFRN 

COMB  IN 

1NSPGH 

TBCRIH1 

INSRET 

COMNOD 

CLOSTR 

CN60TH 

caw 

CREATR 

ERASE 

6ARBND 

INSCHR 

INSINI 

INSINT 

INSLOG 

INSRET 

MENU 

NODCOH 

OEXIT 

OPENFX 

RENAMT 

TIGCAP 

TI6CQP 

TIPCOP 

TIPNAN 

TRIffUT 

TVPHDR 

UICMND 

CONCAT 

♦ANYTHING 

CIP 

CNINIT 

GETHST 

GETOPT 

HELP 

MAKOPT 

OCREAT 

OOPEN 

OPENBL 

ORENAH 

COPTCV 

INSPGN 
+ APPEND 

INSRET 

TIGCOV 

TIPCOV 

COPYMN 

INSINT 

♦APPEND 

INSPGN 

INSRET 

TIGNN 

TIPMN 

COPYVC 

INSINT 

INSLOG 

INSPGN 

INSRET 

TVGNBR 

TVGVEC 

TVPHDR 

TVPVEC 

♦APPEND 

COMNOD 

DDSUBSTR 

CORMAT 

SDSQRT 

+PRTDS 

FILPOT 

INSINT 

INSPGN 

INSRET 

PACKB 

TIGCOV 

TRMPUT 

COVftAT 

FILPOT 

+PRTDS 

INSINT 

INSPGN 

INSRET 

PACKB 

TIGCOV 

TRNPUT 

CRANDTS 

ADUPCM 

closfx 

CLOSTR 

CMGCDS 

CN60TH 

CMPCDS 

CREATR 

EDUALA 

ERASE 

GNXTND 

INSFLT 

INSINI 

INSINT 

INSLOG 

INSRET 

LGLTRE 

MENU 

OEXIT 

OPENFX 

OPENTR 

PROMPT 

RAN 

RENAMT 

SUBHNC 

TIGCAP 

TIGCOP 

TIGET 

TVPVEC 

TIGHDR 

TIPCAP 

TIPCOV 

TIPET 

TIPHDR 

TIPMN 

TIPNAM 

TLSRCH 

TRN6E" 

TRMPUT 

TVGVEC 

TVPHDR 

CREAFX 

OCREAT 

♦GEN 

CREATLOG 

closfx 

CMGCDS 

CREVAL 

CRL061 

CRL002 

ERASE 

6TR8MI 

GTRGNR 

INSIHI 

INSINT 

INSRET 

LI6CNH 

LIGCOP 

OEXIT 

OPENS 

OPENTR 

TRMPUT 

UICRL6 

CREATR 

aosFx 

INSPGN 

INSRET 

LLGENT 

LLGHDR 

LLPENT 

LLPHDR 

LLSRCH 

OCREAT 

OPENFX 

TLGENT 

TIGHDR 

TLPEMT 

TLPHDR 

TLSRCH 

TRNPUT 

♦COMNOD 

CRANDTS  DDSUBSTR 

EXFRM 

FILEIN 

MAKETREE 

MEASXFRM 

NAHELOG  MtSTNBR  HXFRN 

♦TRANSFRM 

CREVAL 

CLOSE 

CMGCDS 

CHGL06 

CMGOTH 

CM6SCN 

CMPLOG 

EQUALA 

ERASE 

EV1SP 

EV2SP 

FILPUT 

INSCHR 

INSINT 

INSPGN 

INSRET 

LIPCOP 

PRINTR 

PROMPT 

TIGCOP 

TIGNAN 

TRMGET 

TRMPUT 

TVGWC 

TVPLOG 

URTNOV 

+CREATIQG 


CRLOG1 


CRLV1  EVAL8H  SNUAE  INSPSM  INSRET  LIGCNH  LIGCOP  LIGENT  LIGSTR  LIPENT 
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ESOSEAtiJttUE 


HXEATLOS 

CRLQG2 

CRLV2  EVALBH 
+CREAT106 

SM.IAE 

INSPSH 

INSRET 

LIGCNH 

ugcop 

LIGEMT 

LISSTR 

LIPENT 

CRLV1 

DIGHDI 

fCRLOGl 

DVGVEC 

INSPSH 

INSRET 

PTTOW? 

PVSENT 

CRLV2 

DIGHDI 

+CRL0G2 

DSCVTH 

DVGVEC 

6NLVAE 

INSPSH 

INSRET 

PTR6HI 

PTRGNR 

PV6ENT 

CRPROJ 

6L0NQD 

fSICRDV 

INSINT 

S2CSDV 

INSPSH 

INSRET 

LCPROJ 

CSCALE 

clcsfx 

HICHAC 

aSCAT 

ODIT 

CNGOTH 

OPENFX 

DIGHDI 

TRHGET 

DIGHAX 

TRHPUT 

DIPHDI 

DIPHAX 

DVPHDR 

EOUALA 

ERASE 

INSINI 

INSRET 

HENU 

DATE 

+WTHOH 

DBNDY 

ciosn 

CLSCAT 

CNGOTH 

DIGHDI 

DIPHDI 

INSINI 

INSINT 

INSRET 

HENU 

HICHAC 

OEXIT 

OPENFX 

TRICUT 

DCRIH 

DCRIH1 

+FISHSU 

DCRIH2 

LIASD6 

DITHER 

L2ASD6 

INSFLT 

L2FSHP 

INSINT 

S2FSH> 

INSPGH 

INSRET 

INVERT 

PVGENT 

DCRIH1 

COLAPS 

+DCRIH 

COW  IN 

INSINT 

INSPSH 

INSRET 

L06HNC 

PVGEHT 

PV6HDR 

TIGCOP 

TI6C0V 

TIGHN 

TRHPUT 

BCRIH2 

fDSQRT 

+DCRIH 

IDX 

INSFLT 

INSPSH 

INSRET 

TRICUT 

DDATANOD 

CHGCDS 

TRMPUT 

CHGOTH 

TVGHDR 

ERASE 

TVPHDR 

6L0N0D 

INSINI 

INSRET 

HENU 

OEXIT 

OPENFX 

QPEHTR 

REARR 

SELCLS 

TIBET 

DDATATREE 

aosnc 

TLGHDR 

CHGCDS 

TRHGET 

CHGOTH 

TRHPUT 

CHPCDS 

DELETR 

EOUALA 

ERASE 

INSINI 

INSRET 

NEW 

OEXIT 

OPENFX 

PROHPT 

DDSUBSTR 

CHARFl 

INSINT 

TIPCAP 

CLOSTR 

INSSE7 

TIPCOP 

CHGOTH 

LENGA 

TIPNAH 

COPYVC 

HENU 

TISRCH 

CREATR 

OEXIT 

TRHGET 

EQUALA 
OPE) CX 
TRHPUT 

ERASE 

QPEHTR 

TVCHDR 

FIXXLV 

PROMPT 

mm 

6ARBND 

RENAHT 

GLONDD 

TIGCAP 

GNXTND 

TIGCOP 

INSCHR 

TISET 

INSINI 

TIGHDR 

DELETE 

+ODELET 

DELETR 

CLDSFX  INSINT 
TLGHDR  TLPENT 
+DDATATREE 

INSL06  INSP6H 
TLPHDR  TLSRCH 
DL06TREE 

INSRET  LLSENT 
TRHPUT 

NRSTNBR  RENAHT 

LLGHDR 

ILPENT 

LLPHDR 

LLSRCH 

ODELET 

OPENFX 

TLGENT 

DICCNE 

F6ET 

♦CNDISP 

INSPSH 

CICRT 

INSRET 

OEXIT 

TRHPUT 

DIGCW 

F6ET 

+CHDIS? 

INSPSH 

CICRT 

INSRET 

SUNHCH 

OEXIT 

TRICUT 

DI6DC 

F6ET  INSINT 
+CDISPLAY 

INSPSH  INSRET 
DRAUBKDY 

OEXIT 

hove: 

TRICUT 

PROJHN 

PRTCh 

PRTIDX 

RDISPLAY 

REPROJECT 

SUNHCH 
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EEOGBAOaaE 

+UICRLG 

UIRSTR 

OIGEFS 

FGET 

♦HODDFS 

INSCHR 

INSINT 

INSPGM 

INSRET 

DIGENT 

F6ET 

INSPGM 

INSRET 

OEXIT 

PACKW 

♦CLUS 

CNT1SP 

DISPa 

NACROP 

MEAN1 

DI6HDI 

FGET 

INSPGM 

INSRET 

OEXIT 

TRMPUT 

-fBINUIDTM 

CLSCAT 

CLUS 

CRLV1 

+HEAN2 

NICNAC 

MICROP 

NOUEC 

OPTDSP 

♦UICRL6 

UIRSTR 

DIGHAX 

FGET 

INSPGM 

INSRET 

OEXIT 

TRMPUT 

♦BINWIDTH 

CLSCAT 

CLUS 

CSCALE 

♦SCALRET  SCALZM 

SCAT 

DI6NAH 

FGET 

INSPGM 

INSRET 

OEXIT 

TRMPUT 

♦CDSCHK 

CLSCAT 

DIGROE 

FGET 

INSPGM 

INSRET 

OEXIT 

TRMPUT 

♦ROBISP 

SLCTNEAS 

DIGROH 

FGET 

INSPGM 

INSRET 

PACKW 

♦RANK 

RODCLS 

RODISP 

SLCTNEAS 

DIGRQ! 

FGET 

INSPGM 

INSRET 

PACKW 

♦RODISP 

SLCTNEAS 

TRANSFRM 

DIPCME 

FPUT 

INSPGM 

INSRET 

♦CMPMOD 

PENHV 

PEPAIR 

DIPCMH 

FPUT 

INSPGM 

INSRET 

+CHPMOB 

PENHV 

PEPAIR 

DIPEFS 

FPUT 

INSCHR 

INSINT 

INSPGM 

INSRET 

♦LNPROJ 

HODDFS 

OPTDSP 

DIPENT 

FPUT 

INSPGM 

INSRET 

ITREAL 

♦CNT1SP 

DSPROJ 

INTENSIFY 

LCPROJ 

DIPNOI 

FPUT 

INSPGM 

INSRET 

♦BINWIDTH 

CLSCAT 

CSCALE 

DBNDY 

+L2ASD6 

L2CRDV 

L2EIGV 

L2FSHP 

LCPROJ 

+S2EIGV 

S2FSHP 

SCALRET  SLTEIS 

Z0M1SP 

DIPNAX 

FPUT 

INSPGM 

INSRET 

TRMPUT 

♦BINWIDTH 

CLUS 

CSCALE 

DSPROJ 

DIPNAN 

FPUT 

INSPGM 

INSRET 

OEXIT 

TRMPUT 

♦DSCRKAS 

INITD 

L1ASDS 

L1CRDV 

DIPROE 

FPUT 

INSPGM 

INSRET 

♦DSCRMEAS 

RANK 

UNION 

OEXIT 

TRMPUT 

TRMPUT 

HEAM2 

MICROP 

HODDFS 

HOVEC 

OBTCLS 

PRTIDX 

SCAT 

CRLV2 

PRTIDX 

CSCALE 

REDRAW 

DBNDY  oisra 

RESTRUCT 

INTENSIFY 
SCALRET  SCALZM 

NACROP 

SCAT 

HEAN1 

SELECT 

DRAUBNDY 

NACROP 

NICMAC 

MICROP 

HOVEC 

OPTDSP 

REDRAW 

TRANSFRH  UNION 

UNION 


LNPROJ  OPTDSP  SELECT 

DRAUBNDY  DSPROJ  ESETUP  INITD  L1ASD6  L1CRDV  L1EIGV 

LNPROJ  NACROP  NICNAC  NICROP  OPTDSP  S1CRDV  S1EIGV  S2CRDV 

Z0H2SP 

LCPROJ  LNPROJ  OPTDSP  SCALRET  SCAT  ZOM1SP  Z0H2SP 

L2ASD6  L2CRDV  L2EIGV  L2FSHP 
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PSOGSaLNAME 

BIPKOK 

FPUT 

INSPGM 

INSRET 

ITREAL 

+DSCRMEAS 

RANK 

UNION 

DIPROI 

FPtiT 

INSPGM 

INSRET 

ITREAL 

+DSCRMEAS 

SLCTMEAS 

UNION 

DISPa 

Disorr 

DIGHDI 

INSPGM 

INSRET 

OEXIT 

TRMPUT 

+CLSCAT 

NICMAC 

OISTEU 

INSFLT 

INSPGM 

INSRET 

♦MOVEC 

NMDIST 

NNBREV 

MPASS 

UILASD 

OISTMA 

INSFLT 

+NMDIST 

INSPGM 

INSRET 

DISTOC 

1AL0G 

+NNDIST 

INSFLT 

INSPGM 

INSRET 

DISTVA 

INSFLT 

+NMDIST 

INSPGM 

INSRET 

DITtCR 

INSFLT 

INSINT 

INSPGM 

INSRET 

+DCRIH 

NHVBSU 

DLOGTREt 

CLOSFX 

CMGLOG 

CHGOTH 

CMPL06 

DELETR 

EOUALA 

ERASE 

INSINI 

INSRET 

LLGHDR 

MENU 

OEXIT 

OPENFX 

PROMPT 

TRMGET 

TRMPUT 

DLREGN 

INS1NT 

INSPGM 

INSRET 

LVGHDR 

LV6LNK 

LVPHDR 

LVPLNK 

OEXIT 

TRWUT 

♦FISHTH 

KILLND 

OPTIHLMQD 

TWtDSP 

DLSUBSTR 

CMGL06 

CHGOTH 

EOUALA 

ERASE 

INSINI 

INSRET 

KILLND 

LIGCOP 

LIGDSM 

IGAJ 

OEXIT 

OPENFX 

OPENTR 

PROMPT 

TRMGET 

TRMPUT 

TVGHDR 

DRAHBNDY 

BN1IEXP 

BOUND 

CHKEXS 

closfx 

CMGCDS 

CMGOTH 

CMGSCN 

DISK 

DIGMAX 

DIPHDI 

DVGHDR 

DVPVEC 

EOUALA 

ERASE 

TRMPUT 

GIN 

INSINI 

INSINT 

INSLDG 

INSRET 

UHSE6 

MARK 

MENU 

OEXIT 

OPENFX 

RCTNGL 

TEXT 

DRAM.  00 

CMGL06 

CMSOTH 

CK6SCN 

EOUALA 

ERASE 

SCUST 

GLSTRC 

GOPTNM 

INSFLT 

INSINI 

INSINT 

INSRET 

LIGCNM 

LI6C0P 

LIGDCN 

LIGDSM 

LISLOG 

LIGSTR 

LINSEB 

MENU 

MOVE 

OEXIT 

OPENFX 

OPENTR 

PROMPT 

TRMGET 

TRMPUT 

GRTNON 

ORAVTREE 

CHARFL 

CMGCDS 

CMGOTH 

CM6SCN 

EOUALA 

ERASE 

SDSTRC 

INSFLT 

INSINI 

INSINT 

INSRET 

LEN6A 

LINSEB 

MENU 

MOVE 

QExn 

OPENFX 

OPENTR 

PROMPT 

TIBET 

TIGHDR 

TISRCH 

TRMGET 

TRMPUT 

URTNOW 

OSCRHEAS 

CMfiCSS 

CHGOTH 

DIPNAM 

DIPROE 

DIPROH 

DIPROI 

DV6R0E 

BVPROE 

DVPROH 

ERASE 

GLONOD 

INSCHR 

INSaT 

INS INI 

INSINT 

INSRET 

MENU 

OEXIT 

QPENF7 

OPENTR 

PRECPT 

RODISP 

RSORTD 

SETOPT 

TIGCOP 

TIGET 

TIGMN 

TIGVAR 

TRMPUT 

TVGVEC 

UIDCMS 

DSCVTH 

INSFLT 

INSPGM 

INSRET 

+CRLV2 

OPTDSP 

RESTRUCT 

DSPRttJ 

DIPENT 

DIPHDZ 

DIPHAX 

DVPHBR 

DVPVEC 

GLONOD 

INSPGM 

INSRET 

PROJCT 

PV6ENT 

PVGHDR 

tigcop 

TIGMN 

TV6VEC 
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QLPAK5  PROGRAM  CROSS  REFERENCE  LISTING  -  D 

(WHO  CALLS  WHOM i  'V  MEANS  'CALLED  ST'  LINE  INDICATED) 

ERQGEAft  NAME 


+ REPROJECT 

S1EIGV 

S2EI6V 

S2FSHP 

DTRENANE 

closfx 

ttOSTR 

CN60TH 

EQUALA 

ERASE 

INSINI 

INSRET 

LGLTRE 

MENU 

OEXIT 

OPENFX 

OPENTR 

PROMPT 

RENANT 

TLSRCH 

TRNGET 

TRfPUT 

DVEC 

ADUPCM 

CHKEXS 

CNGCBS 

CNGOTH 

EQUALA 

ERASE 

GLONOD 

INSFLT 

INSINI 

INSINT 

INSRET 

MENU 

OEXIT 

OPEffX 

OPENTR 

PROMPT 

REARR 

SBUPHC 

sacis 

TI6C0P 

TIGCOV 

TIBET 

TIGHN 

TIPCOP 

TIPCOV 

TIPHN 

TRKGET 

TRNPUT 

TVGHDR 

TVGVEC 

TVPHDR 

TVPVEC 

DV6HDR 

FGET 

INSPGN 

INSRET 

OEXIT 

TRNPUT 

+CLUS 

DRAUBNDT 

NACROP 

HI CROP 

NOVEC 

SCAT 

DV5R0E 

FGET 

INSPGN 

INSRET 

OEXIT 

TRNPUT 

♦DSCRHEAS 

RANK 

UNION 

DVGVEC 

FGET 

INSPGN 

INSRET 

OEXIT 

TRNPUT 

+CLUS 

CNT1SP 

CRLV1 

CRLV2 

KAMI 

NEAN2 

NOVEC 

PRTIDX 

REDRAW 

RESTRUCT 

SCAT 

DVPHDR 

FPUT 

INSPGN 

INSRET 

+BINWIDTH 

CDISPLAY 

CLSCAT 

aus 

CSCALE 

BSPROJ 

INITD 

LCPROJ 

LNPROJ 

NACROP 

HICHAC 

IN  I  CROP 

OPTDSP 

SCALRET  SCAT 

ZOHISP 

Z0N2SP 

DVPROE 

FPUT 

INSPGN 

INSIST 

4DSCRKAS 

DVPROH 

FPUT 

INSPGN 

INSRET 

♦DSCRHEAS 

DVPVEC 

FPUT 

INSPGN 

INSRET 

OEXIT 

TRNPUT 

+CLUS 

CNT1SP 

BRAWBMDX 

BSPROJ 

LCPROJ 

LNPROJ 

NOVEC 

OPTDSP 

SCAT 

EIGENJ 

INSPGN 

♦EIGNPV 

INSRET 

EIGLPV 

INSPGN 

INSRET 

PVGENT 

PVGHDR 

+UEIGV 

L2EIGV 

EIGNPV 

COLAPS 

EIGENJ 

INSPGN 

INSRET 

PVGENT 

PVGHDR 

PVPENT 

SORT 

TIGCOV 

♦EIGNXFRH 

S1EI6V 

S2EIGV 

EIGNXFRH 

aOSFX 

CLOSTR 

EIGNPV 

EIGPRT 

ERASE 

ESETUP 

EXFRN 

6THRSH 

INSINI 

INSIST 

MENU 

OEXIT 

OPENFX 

PVGENT 

SAVNAT 

TRNPUT 

EIGPRT 

close 

CHGOTH 

EQUALA 

FILPUT 

INSPGN 

INSRET 

OPENS 

PRINTR 

PROMPT 

PVGENT 

PVGHDR 

TRNGET 

TRNPUT 

♦EIGNXFRH 

L1EI6V 

L2EIGV 

REPROJECT 

S1EIGV 

S2E1GV 

ELIFRE 

1NSINT 

♦KILLND 

INSPGN 

INSRET 

LIGCOP 

LIPCOP 

LIPLOG 

OEXIT 

TRNPUT 

ELJHEA 

CH60TH 

EQUALA 

INSPGN 

INSRET 

PROMPT 

PVPENT 

PVPHDR 

TRNGET 

TWWJT 

♦FISHSU 

L1EIGV 

L2EI6V 

S1EI6V 

S2EIGV 

UIL2FS 

UILASD 

UIS2FS 

EQUALA 

INSCHR 

INSPGN 

INSRET 

VALUEA 

♦BINVIBTH 

BNDEXP 

CDSCHK 

CLFTND 

CLSCAT 

CNPLOG 

CNPHOD 

CRANDTS  CREVAL 

CSCALE 

DOATATREE 
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OLPARS  PROGRAM  CROSS  REFERENCE  LISTING  -  0 

(WHO  CALLS  UHOHf  '♦'  MEANS  'CALLED  BY'  LINE  INDICATED- 

ESOfiMJmiE 

♦DDSUBSTR  DL06TREE  XSUBSTR  KAUBNDT  9RAUL06  DRANTREE  DTRENAME 

♦DVEC  EIGPRT  ELIMEA  EVAUGI  FILEOUT  FISHMOD  FXLTHP  GETPR  GETVEC  GTSLOT  INTENSIFY 

+LTRENANE  NANDO  HAKETREE  MAIMS  MATRIX  NATXFRM  HICMAC  MDD2FS  HQDINI  MOVEC  NTRXDE 

+NTRXDP  NTRXEN  NAMELOG  NMEVAL  NWHOD  NNPASS  OBTCLS  ONEVEC  OPTDSP  OPTIMLNOD  PEKNV  PEPAIR 

+PRECPT  PRTDS  PRTIDX  PRT106  PUEVAL  REASNAME  REPROJECT  RODCLS  RODISP  RSTORE  SAVMAT 

♦SELO-S  SELECT  SETUP  THRBSP  THRESNMOD  TISRCH  UIAPND  UICMND  UICRIS  UIGNOR  UILASD  UILGE3 

+UILGE4  UILGE3  U1LGE6  UINNBR  UIRSTR  UIXFRH  UNIONS  USRIOl  ZOHISP  ZOM2SP 

EQUALS  VALUES 

KIP  SEN  BETHST  HELP  INSHSP  MAKOPT  QBFSEN  SEARCH  SETOPT 

ERASE  +ANY7HIN6  APPEND  BINWIDTH  8NDEXP  DEFAULT  CLFYND  CLSCAT  CHDISP  COflWD  CRANDTS 

+CREATL06  CREVAL  CSCALE  DOATAMOB  BDATATREE  DDSUBSTR  DLOGTREE 
+DLSUBSTK  DRAUBMDY  DRAWL  OG  DRAWTREE  DSCRMEAS  DTRENAME  DVEC 
♦EI6NXFRJ1  FILEIN  FILEOUT  FISHER  FISHMOD  GETPR  HELP  INTENSIFY  L1ASDG  L1CRDV  L1E1GV 

+L2ASDG  L2CRDV  L2EISV  L2FSHP  L1ST106S  USTREES  LOGEVAL  LTRENAME  HAKETREE 

♦MATRIX  MATXFRM  HEASXFRM  HICMAC  MOVEC  KTRXDP  MTRXEN  NAMELOG  NMEVAL  181V  NHVHOD  NHVRJT 

Hi moo  mass  NORMXFRM  nrstnbr  optdsp  optimlmod  precpt  PROJMN  PRTCN  PRTDS  PRTIDX 

♦PRTLOG  PUEVAL  RANK  RBISPLAY  REASNAME  REPROJECT  RESTRICT  RODISP  S1CRDV 

+S1EIGV  S2CRDV  S2EIGV  S2FSHP  SELECT  SETDS  SETLOG  SLCTHEAS  SUMHCM  TWDSP  THRESHHOD 

+TRANSFRM  UILASD  UILSE1  UILSE3  UIRSTR  UNION  ZOHISP  Z0M2SP 


ERRSET 

♦FILEOUT  HELP 

INS1NI 

ERRTST 

♦FILEOUT 

ESETUP 

CHKEXS  CLflSfX 
UIXFRH 
♦E1GNXFRM 

amts 

CN60TH 

DIPHDI 

INSPGM 

INSRET 

OPENFX 

OPENTR 

PVPHDR 

PVPNAM 

TIBET 

TRMPUT 

EV1SP 

INSINT 

♦CREVAL 

INSPGM 

EVALIIB 

INSRET 

RESTRUCT 

EV2SP 

INSINT 

♦CREVAL 

INSPGM 

EVALU8 

INSRET 

PAIRL6 

RESTRUCT 

EVALBM 

INSPGM 

♦CRL081 

INSRET 

CRL0G2 

FISHSL 

6CUST 

NAMELOG  WtVBSU 

NNLBSU 

XTDNP 

PRT106 

PRTSTR 

UICRLG 

EVALNN 

aOSTR 

♦EVALU8 

EQUALA 

STRSNI 

INSPGM 

INSRET 

LIGDCN 

NNBREV 

OPENTR 

TIGCOP 

TIBET 

TIGHDR 

TIGNAN 

TRMPUT 

EVALU8 

EV1SP 

♦CLFYMD 

EV2SP 

CMPMOD 

EVALNN 

RSTORE 

INSP6H 

SINGLE 

INSRET 

LI6ENT 

WIST 

PAIRLG 

SUSP 

SU2SP 

SUFISH 

SUWW 

EXFRH 

CUtSTR  CREATR 
TIPCAP  TIPCQP 
♦EI6NXFRH 

6NXTMD 

npcov 

MATXFRM 

INSFLT 

TIPET 

INSINT 

TIPHDR 

INSPGM 

TIPW 

INSRET 

T1PNAM 

NXFRK 

TRMPUT 

OPENTR 

TVGVEC 

nGCAP 

TVPHDR 

TISCOV 

TVPVEC 

TIGET 

TIGNN 

EXIT 

♦CIP 

(EXIT 

• 

EXPAND 

INSPGM 

+NMVBSU 

INSRET 
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ULPARS  PKUbNAfl  CKUSS  ‘'trtKcrti.t  USliNto  —  V 

(WHO  CALLS  WH0M»  'F‘  MEANS  'CALLED  BY'  LINE  INDICATED) 


EBOGaAfl.bAflS 

EXT 1ST 

INSFLT 
FRO  RAN 

INSP6H 

INSRET 

RXINT 

RYIKT 

extlst 

INSFLT 

FREDRAW 

INSPGM 

INSIST 

RXINT 

RYINT 

FCGENT 

FCGHDR 

FGET 

OEXIT 

TRMPUT 

F6EN 

OCREAT 

ODELET 

QHQVE 

OOPEN 

ORENAH 

SEARCH 

FCGHDR 

FGET 

OEXIT 

TRMPUT 

FFCGENT 

GEN 

OCREAT 

ODELET 

SEARCH 

FCPENT 

FPUT 

FGEN 

OCREAT 

ODELET 

OMOVE 

ORENAM 

FCPHBR 

FPUT 

FGEN 

OCREAT 

ODELET 

FCREAT 

FGEN 

OCREAT 

OPENBL 

QPNTMP 

FCTOPN 

FOPEN 

SETFID 

OEXIT 

TRMPUT 

FGEN 

OCREAT 

ODELET 

OMOVE 

OOPEN 

ORENAM 

FGET 

OEXIT 

READB 

TRMPUT 

URITEB 

FCMGCDS 

CHGDIR 

CMGLOG 

CM60PT 

CMGOTH 

CMGSCN 

DI6CHE 

DIGCMH 

DIGDC 

DIGEFS 

DIGENT 

DIGHDI 

DI6MAX 

FDI6NAH 

DIGROE 

JIGROH 

DI6R0I 

DVGHDR 

DVGROE 

DVGVEC 

FCGENT 

FCGHDR 

GETOPT 

GOPTW 

HSGHDR 

HSGREC 

FUGCAP 

LIGCLP 

LIGCNM 

LIGCOP 

LIGDCN 

LIGDSN 

LIGENT 

LI6L0G 

LI6PRB 

LIGSTR 

LIGENT 

LL6HDR 

LVGENT 

FLV6HDR 

LV6LNK 

PVGENT 

PVGHDR 

PVGNAM 

S16BC 

S1GHDR 

SETOPT 

SMGENT 

SMGHDR 

SMGLNK 

SMGMDS 

TIGCAP 

FTIGCJP 

TIGCOV 

TIGET 

TIGHDR 

TISMN 

TIGNAM 

TI6VAR 

TLGENT 

TLGHDR 

TMPXRD 

TVGHDR 

TV6L06 

TVGVEC 

FILEIN 

CLDSBL 

close 

closfx 

CLOSTR 

CMGOTH 

CREATR 

ERASE 

FMNCOV 

GETVEC 

INS  INI 

IMSINT 

INSRET 

MENU 

OEXIT 

OPEMBL 

OPENFX 

TIPCAP 

TIPET 

TIPrtDR 

TIPNAM 

TRWUT 

TVGVEC 

TVPHDR 

TVPVEC 

USRIOl 

FILEOUT 

CLOS* 

CLOSTR 

CMGCDS 

CMGOTH 

EQUALA 

ERASE 

ERRSET 

ERRTST 

GNXTND 

GTLUN 

INSINI 

INSINT 

INSRET 

MENU 

OEXIT 

OPEN! 

OPENFX 

OPENTR 

PAG® 

PROMPT 

TIGET 

TIGHDR 

TRMGET 

TRMPUT 

TVGVEC 

FIL6ET 

FANYTHING 

CIP 

CHINIT 

6ETVEC 

HELP 

INSHSP 

MAKOPT 

MTRXEN 

OBFGEN 

FILPUT 

FALLVEC 

CLFYMD 

CMPMOD 

CMPRT 

CORMAT 

COVMAT 

CREVAL 

EI6PRT 

GP1PRT 

GP2PRT 

INSCHR 

INSDBL 

INSFLT 

FINSINT 

IhoLOS 

INSPGM 

INSRET 

MAKETREE 

HAKNR6 

NNSTDV 

HNVECD 

HTRXDP 

NMVPRT 

NNBPRT 

ONEVEC 

FPENMV 

PEPAIR 

PRTIDX 

PRTLOG 

PRTSTR 

PKSPRT 

RNSLAP 

TRESTR 

FISH 

INSPGM 

FPAIRL6 

INSRET 

PROJCT 

FISHER 

CHKEXS 

CMGCDS 

CMGLOG 

CMGOTH 

CMPLOG 

ERASE 

FISHSL 

FISHSU 

FISHTH 

FISWC 

INSINI 

INSRET 

KIILND 

LIPCOP 

MENU 

OEXIT 

OPENFX 

SETUP 

TRMPUT 

FISKNOD 

CHKEXS 

CMGCDS 

CMGL06 

CMGOTH 

EQUALA 

ERASE 

FISHTH 

FISWC 

GETLST 

GTRGNI 

INSINI 

INSRET 

KILLND 

LI6C0P 

LIGDSN 

LIGSTR 

MENU 

OEXIT 

OPENFX 

OPENTR 

PROMPT 

PTRGNI 

SETOPT 

TRMGET 

TRMPUT 

TVGHDR 

FISHSL 

EVAL6H 

FFISHER 

GW.IAE 

GTRGNI 

INSPGM 

INSRET 

LIGCLP 

LIGCWt 

LIGENT 

LIGSTR 

LIPENT 

PTRGNI 
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OLFAftS  PROGRAM  CROSS  REFERENCE  LISTING  -  D 

(WO  CALLS  WOHi  '♦'  MEANS  'CALLED  BY'  LINE  INDICATED) 


g£0£Sfld  NAME 


FISHSU 

closfx 
strop  t 
♦FISHER 

DCRIN 

TIGNN 

&INEA 

TRNPUT 

GNLVAE 

INSPGN 

INSRET 

LIGCOP 

L06NN 

LVPLNK 

OPENFX 

PROJCT 

PTR6NI 

PTRGW 

FISHTH 

DLREBN 

♦FISHER 

6TRGNI 

FISHMCD 

GTRGNR 

INSPGN 

INSRET 

PROMPT 

PTRGNR 

TRHGET 

TRNPUT 

FISHVC 

GTR6NI 

♦FISHER 

INSPGN 

FISHNOD 

INSRET 

PROMPT 

PTRSNI 

TRMGET 

TRMPUT 

FIXKLV 

INSINT 

♦APPEND 

INSPGN  INSRT 
DOSUBSTR 

T1BC0P 
NO DCOM 

TIPCOP 

REARR 

RESTRICT 

FLUSHB 

OEXIT 

♦GETHST 

TRNPUT 

PUTHST 

WRITES 

FLUSHF 

+CIP 

CNINIT 

HELP 

NAN  OPT 

NTRXEN 

aUSHT 

♦BNDEXP 

6ETPR 

INSHSP 

QDTDNP 

OLTDMP 

SETBS 

USRI01 

nwcov 

CL0S81 

+FILEIN 

INSPGN 

INSRET 

OPENBL 

TIPCOV 

TIPNN 

TRJWT 

TVGVEC 

TVPVEC 

FOPEN 

♦FCTOPN 

30PEN 

OPENBL 

FFUT 

OEXIT 

+CMPCDS 

♦DIPROE 

+1NSHSP 

H.VPENT 

+SHPLNK 

♦TVPLOG 

READS 

CNPDIR 

DIPROH 

LIPCAP 

LVPHDR 

SHPNDS 

TVPVEC 

TRNPUT 

CMPLOG 

DIPROI 

LIPCLP 

LVPLNK 

TIPCAP 

NRITEB 

CNPOPT 

DVPHBR 

LIPCNN 

HAKOPT 

TIPCOP 

CNPOTH 

DVPROE 

LIPCOP 

OBFGEN 

TIPCOV 

CHPSCN 

DVPROH 

LIPDCN 

PUTHST 

TIPET 

DIPCNE 

BVPVEC 

LIPDSN 

PVPENT 

TIPHDR 

DIPCNH 

FCPENT 

UPENT 

PVPHDR 

TIPNN 

DIPEFS 

FCPHDR 

LIPLQG 

PVPNAM 

TIPNAN 

DIPENT 

SEN 

LIPPRB 

S1PBC 

TLPENT 

DIPHDI 

HSPHDR 

LIPSTR 

S1PHDR 

TIPHDR 

DIPNAX 

HSPLNK 

LLPENT 

SMPENT 

TNPXNT 

DIPNAM 

HSPREC 

LLPHDR 

SNPHDR 

TVPHDR 

FXLTNP 

EQUALA 

♦KILLND 

6CIIST 

GNXTLN 

INSPGN 

INSRET 

TIGCOP 

TIGET 

TIGHDR 

TIGNAM 

TVGLOG 

TVPLOG 

6ARBND 

INSINT 

♦COHNOD 

INSPGN  INSIST 
DDSUBSTR 

TIBHDR 

REARR 

TIPCOP 

TIPET 

TIPHDR 

GCLIST 

EVALBN  INSINT 
♦DRAUL06  FXLTNP 

INSPGN 

GTSLOT 

INSRET 

NODINI 

LI6CLP  LIGCNN 
REPROJECT 

SETUP 

UICRLG 

BDSTRC 

GNXTND  INSINT 
♦DRAMTREE 

INSPGN 

INSRET 

TI6CAP 

TIGNAM 

SEN 

ASCDEC 

GETSTR 

close 

HSPHDfi 

aosrx 

HSPREC 

CREAFX 

INDEX 

EQUALS 

inssct 

FCGENT 

LENGTH 

FCGHDR 

NBLAKK 

FCPENT 

OCLOSE 

FCPHDR 

OEXIT 

FCREAT 

SNPHDR 

FCTOPN 

TRMPUT 

FPUT 

GETMCR 

GETBUF 

♦OEXIT 

GETFID 

OEXIT 

♦FCTOPN 

TRMPUT 

OCREAT 

OOPEN 

OPENBL 

OPNTNP 

6ETHST 

CONCAT 

EQUALS 

aUSHB 

HASH 

NS6KDR 

HSGREC 

HSPHDR 

HSPLNK 

HSPREC 

OEXIT 

TWffUT 
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(UHO  CALLS  WHOA.  '♦*  MEANS  'CALLED  BY'  LINE  INDICATED) 


EBCG8AOABE 

+INSHSP  INSP6N 


GETLST 

GNXTLN 

fCLFYMD 

INSINT  INSPGN 
FISHMOD  NODINI 

INSRET 

NNEVAL 

LIGLOG 

IRWHOD 

LIGSTR 

OPTIHLKOD 

PUEVAL 

REASNANE 

SETUP 

THRESHHOD 

GETMCR 

PCIP 

CNINIT 

GEN 

: 

GETOPT 

CLOSBL 

+NEWJ 

CN6DIR 

CONCAT 

FGET 

INSINT 

INSPGN 

INSRET 

(EXIT 

OPEMBL 

TRNPUT 

i 

GETPR 

EQUAL A  ERASE 
+OPTIHHOD 

FLUSHT  INSPGN 
THRESHNGD 

INSRET 

TRNGET 

TRNPUT 

J 

GETSTR 

TRMGET 

+GEN 

GETVEC 

CLOSBL 

FFILEIN 

EOUALA 

FILGET 

INSCHR 

INSINT 

INSPGN 

INSET 

LGLNOD 

OPENBL 

TRNPUT 

TVPVEC 

GIN 

+DRAWBNDY 

NOVEC 

OPTDSP 

PRTIDX 

THRDSP 

Z0N2SP 

GLOWD 

INSPGN 

+CRPROJ 

♦SETUP 

INSRET  TI6C0P 
DDATANQD 

SINGLE  SLPAIR 

TIGNAN 

DDSUBSTR 

UILASD  UIS2FS 

DSCRMEAS 

DSPROJ 

DVEC 

6TSL0T 

NODINI 

NANEL06  RSTORE 

GLSTRC 

GNXTLN 

+DRAULOG 

INSINT 

INSPGN 

INSRET 

LIGLOG 

LIGSTR 

TRNPUT 

SNLIAE 

INSINT 

+CRL061 

INSPGN 

CRL0G2 

INSRET 

FISHSL 

LI6C0P 

NNVBSU 

LIGLOG 

NNLBSU 

UPCOP 

GNLVAE 

INSINT 

+CRLV2 

INSPGN 

FISHSU 

INSET 

NNVBSU 

LVGHDR 

WRJSU 

LV6LNK 

PTRGNI 

LVPHDR 

PTRSNR 

LVPUK 

RiTCMAF 

onjnri 

INSINT 

+HTRXEN 

INSPGN 

SAVMAT 

INSET 

SMGHDR 

SNGLNK 

SNPHDR 

SHPLNK 

GNXTAN 

INSINT 

♦APPEND 

INSPGN  INSRET 
RESTRUCT 

TIGCOP 

TIGHDR 

T1PET 

TIPHDR 

GNXTLN 

INSINT 

fCMPNOD 

INSLOG 

FXLTMP 

INSPGN 

GETLST 

INSRET 

GLSTRC 

UGSTR 

OLTDNP 

PRTSTR 

6NXTND 

INSCHR  INSINT  INSL06 
+CRANDTS  DDSUBSTR 
+TRANSFRH  UNIQND 

INSPGN 

EXFRN 

INSET  TIGCAP 
FILEOUT  GDSTRC 

TIGNAN 

NEASXFRH 

NXFRN 

ODTDNP 

PRTDS 

REARR  TISRCH 

GOPTNN 

CLOSBL  CH6DIR 
+BRAMLOG  OLTMP 

FSET 

PRTLOG 

INSINT 

PRTSTR 

INSPGN 

PUSFRT 

INSRET 

OEXIT 

OPENBL 

TWW7 

GP1PRT 

FILPUT 

+PRTL06 

INSFLT 

INSINT 

INSPGN 

INSRET 

PACKS 

SU1SP 

j 

6P2PRT 

FILPUT 

INSINT 

INSPGN 

INSRET 

PACKS 

SU2SP 

1 
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OLPARS  PROGRAM  CROSS  REFERENCE  LISTING  -  D 
(WHO  CALLS  mW>  '+'  MEANS  'CALLED  BY'  LINE  INDICATED) 


eSOfiSAPABE 

PPRTL06 


GRIDIS 

INSPGH 

+CUJS 

INSRET 

NARK 

GTHRSH 

INSFU  INSPGH 
FEIGNXFRH 

INSRET 

PROMPT 

PVGENT 

TRN6ET 

TRNPUT 

GTLUN 

+FILEOUT  HELP 

GTR6NI 

INSINT  INSPGH 
+CREATLD6 
ttKBPRT  MMOD 
+THRESMOD 

INSRET  LUCENT 

EVALN4  FISHHOD  FISHSL 
OPTIHLHOD  PAIRLG 

FISHTH 

PEMW 

FISHVC 

PEPAIR 

KILLND 

PWEVAL 

MMOIST 

PWSPRT 

NNEVAL 

SU2SP 

NHVHOD 

SUFISH 

l«WOPT 

sumv 

NNMRJT 

GTRGNR 

INSINT  INSPGH 
+CREATLOG 

+SU2SP  sum 

INSRET 

FISHTH 

THRBSP 

LVGENT 

NUDIST 

NMVPRT 

HHVRJT 

OPTBSP 

OPTIHLHQD 

PAIRLG 

PENHV 

PWSPRT 

SU1SP 

GTSLOT 

EQUALA 

HMEVAL 

6CLIST 

NHVHOD 

GLONOD  INSPGH 
OPTINLNOO 

INSRET 

PWEVAL 

TISNAH 

THRESHNOD 

HASH 

+6ETHST 

HELP 

aost 

MENU 

CNGDIR 

OEXIT 

CH60TH 

OPENS 

CONCAT 

OPENFX 

EQUALS 

PROMPT 

ERASE 

RELUN 

ERRSET 

TRHGET 

FILGET 

TRNPUT 

FLUSHF 

VALUES 

6TLIM 

INDEX 

INSSET 

LENGTH 

HS6HDR 

FGET 

«ETHST 

OEXIT 

TRNPUT 

HSGREC 

FGET 

♦GETHST 

OEXIT 

TRNPUT 

HSPHDR 

FPUT 

♦GEN 

GETHST 

■ 

HSPDK 

FPUT 

♦GETHST 

HSPREC 

FPUT 

♦GEN 

GETHST 

IDCHK 

INSCHR 

4LGLNOD 

INSINT 

LGLTRE 

INSLOG 

KTRXEN 

INSPGH 

SAVHAT 

INSRET 

LENGA 

TYPE 

IDX 

TRNPUT 

♦DCRIH2 

HOVEC 

INDEX 

+CIP 

GEN 

HELP 

ODFGEN 

INITD 

CMGCDS 

♦L1ASD6 

DIPHDI 

L1CRDV 

DIPNAH 

L1EIGV 

DVPHDR 

L2ASD6 

INSP6N 

L2CRDV 

INSRET 

L2EI6U 

PWHDR 

S1CRDV 

PVPNAH 

S1EIGV 

S1PHDR 

S2CRDV 

SETOPT 

S2EIGV 

TRNPUT 

UIL2FS 

UIS2FS 

INSCHR 


Film  OEXIT  TRNPUT 


QLfARS  PR0GRW1  CROSS  REFERENCE  LISTING  -  D 

(UNO  CALLS  UHQHt  HEADS  'CALLED  BY'  LI*  INDICATED) 


PfiOfiftAX  MM 


4 ALNCPN 

CL SCAT 

CHGCDS 

CHGLOG 

CNT1SP 

COHNOD 

CREVAL 

DDSUBSTR 

DIGEFS 

DIPEFS 

DSCR*AS 

+EQUALA 

GETVEC 

6NXTND 

IDCHK 

LISTLOGS 

LLSRCH 

HAKCHB 

HAKHRG 

HAKOPT 

*ASXFRH 

HENU 

+DAHEL06  NNBREV 

NNLBSU 

NNHEAN 

NNPASS 

NNSORT 

OPDfBL 

ORENAM 

RENAHT 

sacLS 

SETOPT 

TISRCH 

TISRCH 

♦TRANSFRH 

TYPE 

UICHND 

UIXFRH 

USRI01 

URTODS 

INSDBL 

FILPUT 

□EXIT 

TRHPUT 

+ADDHCV 

INSFLT 

FILPUT 

OEXIT 

TRHPUT 

+ADDHCV 

BINUIDTH 

CL SCAT 

aus 

CHNCOV 

CRANDTS  DCRIH 

DCRIH2 

DISTEU 

DISTHA 

DISTQC 

DISTVA 

+DITHER 

DR AWL 06  DRAUTREE 

DSCRHEAS 

BSCVTH 

DVEC 

EXFRH 

EXT1ST 

EXTLST 

GP1PRT 

GTHRSH 

+LOGHN 

MATXFRH  HEASXFRH 

NAHELOG  NNHNCV 

OPTDSP 

REDRAW 

RNGLAP 

RSORTA 

RSORTD 

RXINT 

RYINT 

♦SCALZH 

SCAT 

SCATS 

SLCTHEAS 

SU1SP 

SUBHNC 

TRANSFRH 

UILASD 

UILGE3 

Z0H1SP 

Z0H2SP 

INSHSP 

EQUALS 

FILQET 

FLUSHT 

FPUT 

GETHST 

INSSET 

LENGTH 

OEXIT 

OPENS 

TRHGET 

TRHPUT 

IDSINI 

CLDSFX 

CH60TH 

ERRSET 

INSPGH 

OEXIT 

QPENFX 

OPENS 

TRHPUT 

♦ANYTHING 

APPEND 

BINUIDTH 

CDEFAULT 

CDISPLAY 

COHNOD 

CRANDTS  CREATLOG 

+CSCALE 

DBNDY 

DDATANOD 

DDATATREE 

DDSUBSTR 

DLOGTREE 

DLSUBSTR 

+DRAWBNDY 

DRAULOG  DRAUTREE 

DSCRHEAS 

DTRENA* 

DVEC 

EIGNXFRH 

FILEIN 

♦FILEOUT  FISHER 

FISHHOD  INTENSIFY 

L1ASDG 

L1CRDV 

L1EIGV 

L2ASDG 

L2CRDV 

L2EIGV 

L2FSHP 

+LISTLOSS 

LISTREES 

LOGEVAL  LTRENA* 

HAKETREE 

HAKOPT 

HATRIX 

HATXFRH 

♦HEASXFRH 

HOVEC 

NAHELOG  NHEVAL 

NHV 

NHVHOD 

NNHOD 

NORHXFRH 

NRSTNBR  OPTIHLHOD 

+PROJHN 

PRTCH 

PRTDS 

PRTIDX 

PRTLOG 

PUEVAL 

RANK 

RDISPLAT 

REASNAHE 

REDRAW 

+REPKOJECT 

RESTRUCT 

S1CRDV 

S1EIGV 

S2CRDV 

S2EIGV 

S2FSHP 

SCALRET  SCALZH 

SELECT 

SETDS 

+SETLOG 

SLCT*AS 

SUHHCH 

THRESHHOD 

TRANSFRH 

UNION 

IMSINT 

FILPUT 

OEXIT 

TRHPUT 

+ADDHCV 

ADUPCH 

ALLVEC 

ALNCPN 

APPEND 

BINUIDTH 

CDEFAULT 

CLSCAT 

aus 

CHDISP 

CHGCDS 

♦CHGLD6 

CNT1SP 

COHNOD 

COPYHN 

COPYVC 

CORHAT 

COVHAT 

CRANDTS  CREATLOG 

CREVAL 

CRPROJ 

DBNDY 

♦DCRIN 

DCRIH1 

DDSUBSTR 

DELETR 

DIGDC 

DIGEFS 

DIPEFS 

DITHER 

DLREGN 

DRAUBNDY 

DRAULOG 

♦DRAUTREE 

DSCRHEAS 

DVEC 

ELIFRE 

EV1SP 

EV2SP 

EXFRH 

FILEIN 

FILEOUT  FIXKLV 

GARBND 

+6CLIST 

GDSTRC 

GETLST 

GETOPT 

GETVEC 

GLSTRC 

GNLIAE 

6NLVAE 

GNSHAE 

GNXTAN 

GNXTLN 

GNXTND 

GOPTW) 

•HJP1PRT 

GP2PRT 

GTRGNI 

GTR6NR 

IDCHK 

INTENSIFY 

INVERT 

KILLND 

L1AS06 

L2ASDG 

L2FSHP 

LCPROJ 

+LIGCLP 

LI6C0P 

LI SLOG 

LIPCLP 

LIPL06 

LLSRCH 

LNPROJ 

LOSHN 

LOGHNC 

LSETUP 

LVGENT 

LVGLNK 

LVPENT 

♦LVPLNK 

HACROP 

HAKCHB 

HAKHRG 

HAKOPT 

HATXFRH  HEAN1 

HEAN2 

HEASXFRH 

HENU 

HICHAC 

HICROP 

+HNSTDV 

HNVECD 

HOVEC 

NAHELOG  NHVPRT 

NNBREV 

NNLBSU 

NNHEAN 

NNHNCV 

NNPASS 

NNSORT 

NODCOH 

♦NORHXFRH 

NXFRH 

OBTaS 

ODELET 

OHOVE 

ONEVEC 

0PEN6L 

OPTDSP 

OREMAH 

PROJHN 

PRTDS 

PRTIDX 

+PRTLQ6 

PTRSNI 

PTRGNR 

PVGHDR 

PUSPRT 

RANK 

REDRAW 

RENAHT 

REPROJECT 

RESTRUCT 

RN6LAP 

♦RODISP 

RXINT 

RYINT 

S2FSNP 

SAVHAT 

SBUPHC 

SCALRET 

SCALZH 

SCAT 

SCATR 

SELECT 

SETLOG 

SETOPT 

+SLCTHEAS 

SLPAIR 

SU1SP 

SU2SP 

SUBHNC 

TISRCH 

TISRCH 

THPXRD 

THPXWT 

TRANSFRH 

TVGLOG 

♦TVPLQG 

UIAPND 

UICHND 

UICRLG 

UIL2FS 

UILASD 

UILGE3 

UIRSTR 

UIS2FS 

UNION 

UNIONS 

USRI01 

Z OH ISP 

INSLOG 

FILPUT 

OEXIT 

TRHPUT 

♦COHNOD 

COPYVC 

CRANDTS 

DELETR 

DRAU6NDY 

6NXTLN 

SNXTND 

IDCHK 

INTENSIFY 

L2FSHP 

LESS 

+LGLNQD 

LGLTRE 

LLSRCH 

NODCOH 

OHOVE 

PRTDS 

PTRGNI 

PTRGNR 

RENAHT 

SELCLS 

SELECT 

TISRCH 

TLSRCH 

♦UICHND 

UIL2FS 

UNIONS 

USRI01 

INSPGH 

FILPUT 

GETHST 

LENGTH 

OEXIT 

TRHPUT 

+ADDHCV 

ADUPCH 

ALLVEC 

ALNCPN 

BNDEXP 

CDSCHK 

CHARFL 

CHKEXS 

CLFYHD 

CLNODE 

aOSBL 

CLOSTR 

aSCAT 

+CLUS 

CHS  ISP 

CHGCDS 

CHGDIR 

CH6L0G 

CHGOPT 

CHGSCN 

CHNCOV 

CHPCDS 

CHPDIR 

CHPLOG 

CHPHOD 

CHPOPT 

+CHPOTH 

CHPRT 

CHPSCN 

CNT1SP 

COLAPS 

COHBIN 

COPTCV 

COPYHN 

COPYVC 

CORHAT 

COVHAT 

CREATR 

CREVAL 

+CRL061 

CRL0G2 

CRLVI 

CRLV2 

CRPROJ 

DCRIH 

DCRIH1 

DCRIH2 

DELETR 

DIGCHE 

DIGCHH 

DIGDC 

DIGEFS 

+DIGEMT 

DIGHDI 

DIGHAX 

DI6NAH 

DIGROE 

DIGROH 

DIGROI 

DIPCHE 

DIPCHH 

DIPEFS 

DIPENT 

DIPHDI 

DIPHAX 
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OLPARS  PROGRAM  CROSS  REFERENCE  LISTING  -  D 

(MHO  CALLS  MHOM.  '+'  KEANS  'CALLED  BY'  LINE  INDICATED) 


CRflCifAN  NftN? 

4DIPNAH  DIPROE  DIPROH  DIPROI  DISPa  DIS7EU  D1STMA  DISTQC  DISTVA  DITIO  DLREGN  DSCVTH  DSPROJ 

4DVGHDR  DVGROE  DVGVEC  OVPHDR  DVPROE  DVPROH  DVPVEC  EIGENJ  EIGLPV  EIGNPV  EIGPRT  ELIFRE  EL  IKEA 

+EQUALA  ESETUP  EV1SP  EV2SP  EVALSH  EVALNN  EVALU8  EXFRH  EXPAND  EXT1ST  EX7LST  FISH  FISHSL 

4FISHSU  FISHTH  FISHVC  FIXXLV  FMNCOV  FXLTMP  GARBND  SCLIST  GDSTRC  GETLST  GtTOPT  GETPR  6ETVEC 

4GL0N0D  GLSTRC  5NLIAE  GM.VAE  GNSNAE  SNXTAN  GNXTLN  SNXTND  50PTNM  GPtPRT  GP2PRT  GRIDIS  STHRSH 

46 TONI  6TRGNR  GTSLQT  IDCHK  INITD  INSINI  INVERT  KILLNP  LCPROJ  LESS  LBLNOD  LGLTRE  LI6CAP 

4LIDCLP  LIGCNH  LIGCOP  LIGDCN  LIGDSN  LISENT  LIGL06  LIGPRB  UGSTR  LIPCAP  LIPOP  LIPCKM  LIPCOP 

4LIPDCN  LIPPSN  LIPENT  LIPlOG  LIPPRB  LIPSTR  LLGEHT  LLGHDR  LLPENT  LLPHDR  LLSRCH  LKPROJ  LQGMN 

4LQGHNC  L SET UP  LUCENT  IVGHBR  LV61NK  LVPENT  LVPHDR  LVPLNK  MACROP  HAKCMB  HAKHR6  IEAN1  MEAN2 

4MENU  MICMAC  MICRO?  MNSTDV  KNVECD  MODES  NODINI  MTRXBE  KTRXDP  KTRXFN  HTRXLI  MXFRM  W1DIST 

4NMVBSU  NMVOPT  NMVPRT  NMVRJT  NNSPRT  NNBREV  NNLBSU  NNHEAN  NMHNCV  MNP ASS  NHSORT  NODCOH  NXFRH 

40BTaS  ODELET  QMOVE  QNEVEC  OPENBl  OPENTR  OPTDSP  ORENAM  PAIRL6  PENHV  REPAIR  PRECPT  PRINTR 

4PR0JCT  PROMPT  PRTSTR  PSQRT  PTONI  PTRGNR  PVGENT  PV6HDR  PV6NAN  PVPENT  PVPHDR  PVPNAM  PMSPRT 

4RCTNGL  REAPS  REDRAH  REDVEC  RENAMT  RN6LAP  ROOCLS  RQDISP  RSQRTA  RSORTD  RSTORE  RXINT  RYINT 

4S1GSC  S1BHDR  S1PBC  S1PHDR  SAVMAT  S8UPHC  SCAT  SCATR  SELCLS  SETOPT  SETUP  SINGLE  SLPAIR 

4SLTEIG  SflGENT  SflGHDR  SfiGLNK  SMGMBS  SNPENT  SNPHDR  SMPLNK  SMPHDS  SORT  SU1SP  SU2SP  SUBMNC 

4SUFISH  SUNHV  THRDSP  TIGCAP  TIGCOP  TIGCOV  TIBET  TIGHDR  TI6MN  TIGNAM  TIGVAR  TIPCAP  TIPCOP 

4TIPC0V  TIPET  TIPHDR  TIPHN  TIPNAH  TISRCH  TLGENT  TIGHDR  TLPENT  TLPHDR  TLSRCH  TlffXRD  TNPXHT 

4TRESTR  TVGHDR  TV6L0G  TVCVEC  TVPHDR  TVPLOG  TVPVEC  TYPE  U1APND  UICMND  UICRLG  UIDCMS  UIGNOR 

4UIL2FS  UILASD  UILGE1  UILGE2  U1LGE3  UILGE4  UILGE5  UILGE6  UINNBR  UIRSTR  UIS2FS  UIXFRH  UNIBND 

4USRI01  MRTNOU  MR TODS  ZQM1SP  20M2SP 

INSRET  FILPUT  OEXIT  PUTHST  TRHPUT 

4ABDHCV  ADUPCH  ALLVEC  ALNCPN  ANYTHING  APPEND  BINUIDTH  BNBEXP  CHEF AULT 

4CDISPLAY  CDSCHK  CHARFL  OKEXS  CLFfMD  CLNODE  CLOSBL  CLCSTR  CLSCAT  CLUS  CHDISP  CHGCBS 

4CHGDIR  CMGLOG  CH60PT  CHGSCN  CMNCCV  CNPCBS  CMPDIR  WPLOG  CMPHOD  CHPOPT  CHPOTH  CHPRT  CMPSCN 

4CHT1SP  COLAPS  COHBIN  COMNOD  COPYCV  COPTMN  COPYVC  CORHAT  COVHAT  CRANDTS  CREATLOG  CREATR 

4CREVAL  CRLOG1  CRL0G2  CRLV1  CRLV2  CRPROJ  CSCALE  DBNDY  DCRIH  DCRIN1  DCRIH2  BDATANQD 

4DDATATREE  DDSUBSTR  DELETR  BISCME  DIGCHH  DIGDC  DIGEFS  DIGENT  DIGHDI  DIGMAX  DIGRAM 

4DI6R0E  DIGROH  DIGROI  DIPCME  OIPCMH  DIPEFS  DIPENT  DIPHDI  DIPMAX  DIPNAM  DIPROE  DIPROH  DIPROI 

4DISPCL  DISTEU  DISTMA  DISTQC  DISTVA  DITHER  DLOGTREE  DLREGN  DLSUBSTR  DRAHBNDY 
4DRAMLOG  DRAUTREE  DSCRMEAS  DSCVTH  DSPROJ  DTREHAME  DVEC  DVGHDR  DVGROE  DVGVEC 

■DVPHDR  DVPROE  DVPROH  DVPVEC  EIGENJ  EIGLPV  EISNPV  EIGNXFRM  EIGPRT  ElIFRE  ELIMEA  EQUALA 

4ESETUP  EV1SP  EV2SP  EVALBM  EVALNN  EVALU8  EXFRM  EXPAND  EXT1ST  EXTLST  FILEIN  FILEOUT  FISH 

4FISHER  FISHMOD  FISHSL  FISHSU  FISHTH  FISHVC  FIXKLV  FMNCOV  FXLTMP  GARBND  GCLIST  GDSTRC  GETLST 

4GET0PT  GETPR  SETVEC  K.DNOD  GLSTRC  GNLIAE  GNLVAE  GNSNAE  GNXTAH  GNXTLN  SNXTND  SOPTNM  6P1PRT 

46P2PRT  GRIDIS  6THRSH  GTRGNI  GTONR  GTSLQT  IDCHK  INITD  INTENSIFY  INVERT  KILLND  L1ASD6 

4UCRDV  LIEICV  L2ASDG  L2CRDV  L2EI6V  L2PSHP  LCPROJ  LESS  LGLNOD  LSLTRE  LIGCAP  LIGCLP  LI6CNM 

4UGC0P  LIGDCN  LIGDSN  LIGENT  LIGL06  LIGPRB  UGSTR  LIPW  LIPCLP  LIPCNM  LIPCOP  LIPDCN  LIPDSN 

4LIPENT  LIPLOG  LIPPRB  LIPSTR  LIST106S  LISTREES  LISENT  LLGHDR  LLPENT  LLPHDR  LLSRCH 

4LNPRCJ  LDGEVAL  LOGHN  LOGMNC  LSETUP  LTRENAME  LVGENT  LVGHDR  LV6LNK  LVPENT  LVPHDR  LVPLNK 

4MACR0P  MAKCMB  MAKETREE  HAKMRG  MAKOPT  MATRIX  MATXFRM  MEAN1  MEAH2  MEASXFRM  MENU 

4MICMAC  MICROP  MNSTDV  MNVECD  MODDFS  MODINI  MOVEC  MTRXDE  MTRXDP  MTRXEH  MTRXLI  MXFRM  NAMELOG 

4NMDIST  NMEVAL  NMV  NMVBSU  NMVMOD  NHVOPT  NMVPRT  NMVRJT  NNBPRT  NNBREV  WOSU  NNMEAN  NW 

4NNMOD  NNPASS  fWSORT  NODCOM  NORMXFRH  NRSTNBR  NXFPK  uBTCLS  ODELET  OMOVE  ONEVEC  OPENBL 

40PENTR  OPTDSP  OPTIMLMOD  ORENAM  PAIRL*-'  PENMV  PEPAiR  PRECPT  PRINTR  PROJCT  PROJHH  PROMPT 

4PRTCH  PRTDS  PRTIBX  PRTLOG  PRTSTR  PSCRT  PTRGNI  PTRGNR  PVGENT  PVGHDR  PVGNAH  PVPENT  PVPHDR 

4PVPNAM  PVEVAL  PMSPRT  RANK  RCTNGL  RDI SPLAT  REARS  SEASNAME  REDS AM  REDVEC  RENAMT 

4REPHJJECT  RESTRICT  RNGLAP  RODCLS  RCDISP  RSORTA  RSORTD  RSTORE  RXINT  RYINT  SlCRDV 

4S1EIGV  S1GBC  S1GHDR  S1PBC  S1PKDR  S2CRDV  S2EIGV  S2FSHP  SAVHAT  SBUPMC  SCALRET  SCALZM  SCAT 

4SCATR  SELCLS  SELECT  SETDS  SETLQG  SETOPT  SETUP  SINGLE  SLCTMEAS  SLPAIR  SLTEIG  SMGENT 

4SMGHDR  SJffiLNK  SHSHBS  SNPENT  SMPHDR  SWtNK  SJfMDS  SORT  SU1SP  SU2SP  SUBMNC  SUFISH  StWICM 

4SUNHV  THRDSP  THRESHMOD  TIGCAP  TIGCOP  TIGCOV  TIBET  TIGHDR  TIGMN  TIGNAM  TIGVAR  TIPCAP 

4T1PC0P  TIPCOV  TIPET  TIPHDR  TIPHN  TIPNAH  TISRCH  TLGENT  TIGHDR  TLPENT  TLPHDR  TISRCH  TMPXRD 
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<m  CALLS  NHQH*  HEARS  'CALLED  BY'  LIME  INDICATED) 


EEQGEAtLi&ttE 


+THPXUT 

TRANSFRH 

TRESTR 

TVGHDR 

TVGLOG 

TVGVEC 

TVPHDR 

TVPLOG 

WVEC 

TYPE 

UIAPND 

UICWiD 

+UICRLG 

U I  DC NS 

UIGNQR 

UIL2FS 

UILASD 

UIL6E1 

UILGE2 

UILGE3 

UILGEA 

UILSE3 

UILGE6 

UINNDR 

UIRSTR 

IUIS2FS 

UIXFRH 

UNION 

UNIQMD 

USRI01 

URTNOU 

URTODS 

Z0H1SP 

Z0H2SP 

INSSET 

OEXIT 

OPENFX 

TRNPUT 

+CHINIT 

SEN 

HELP 

INSHSP 

DBF GEN 

ODTDHP 

OLTDHP 

INTENSIFY 

aosfx 

CHGOTH 

DIGHDI 

DIPENT 

EQUALA 

ERASE 

INSINI 

INSINT 

INSLOG 

INSRET 

HENU 

HICHAC 

OBTCIS 

oExn 

OPENFX 

TRNPUT 

INVERT 

INSINT 

INSPGN 

INSRET 

+OCRIH 

NNVBSU 

ITREAL 

+CHPCDS 

CHPDIR 

CNPLOG 

CHPGPT 

CHPSCN 

DIPENT 

DIPROH 

DIPROI 

LIPBCN 

LIPENT 

LIPSTR 

LIPENT 

PVPNAH 

+SHPHBS 

TLPENT 

KILLND 

DLREGN 

ELIFRE 

FXLTHP 

STRGNI 

INSINT 

INSPGH 

INSRET 

LIGCOP 

LIGLOG 

LIGSTR 

LIPL06 

LIPSTR 

+DLSUBSTR 

FISHER 

FISHHOD  NHV 

NHVHOD 

(RSTNBR 

OPTIHLHOD 

THRESHHOD 

L1ASD6 

CHKEXS 

CLOSFX 

CHGCBS 

DCRIH 

DIPHDI 

DIPNAH 

ERASE 

INITD 

INSINI 

INSINT 

INSRET 

LNPROJ 

ICNU 

HICHAC 

HODDFS 

OEXIT 

OPENFX 

PVPENT 

PVPHDR 

SETUP 

TRHFUT 

UILASD 

L1CRDV 

CLOSFX 

CLOSTR 

CHGCDS 

CHGOTH 

DIPHDI 

DIPNAH 

ERASE 

INITD 

INSINI 

INSRET 

LCPROJ 

HENU 

HICHAC 

OEXIT 

OPENFX 

PROMPT 

WENT 

PVPHOR 

SETUP 

TRHGET 

TRNPUT 

L1EIGV 

CHKEXS 

CLOSFX 

CLOSTR 

CHGCDS 

CHGOTH 

DIPHDI 

EIGLPV 

EIGPRT 

ELIHEA 

ERASE 

initd 

INSINI 

INSRET 

LNPROJ 

MENU 

MICHAC 

OEXIT 

OPENFX 

QPENTR 

SETUP 

SLTEIG 

TRNPUT 

L2ASDG 

CHKEXS 

CLuSFX 

CL SCAT 

CHGCDS 

DCRIH 

DIPHDI 

DIPNAH 

ERASE 

INITD 

INSINI 

INSINT 

INSRET 

LfPROJ 

«NU 

HODDFS 

OEXIT 

OPENFX 

PVPENT 

PVPHDR 

SETUP 

TRNPUT 

UILASD 

L2CRDV 

CLOSFX 

CLOSTR 

CL SCAT 

CHGCDS 

CHGOTH 

DIPHDI 

DIPNAN 

ERASE 

INITD 

INSINI 

INSRET 

LCPROJ 

HENU 

OEXIT 

OPENFX 

QPENTR 

PROMPT 

PVPENT 

PVPHDR 

SETUP 

TI6C0P 

TRHGET 

TRNPUT 

L2EIGV 

CHKEXS 

CLOSFX 

CLOSTR 

CLSCAT 

CHGCDS 

CHGOTH 

DIPHDI 

DIPNAH 

EIliLPV 

EIGPRT 

ELIHEA 

ERASE 

INITD 

INSINI 

INSRET 

LNPROJ 

MENU 

OEXIT 

OPENFX 

QPENTR 

SETUP 

SLTEIG 

TIGCOP 

TRHPUT 

L2FSHP 

tSORT 

CHKEXS 

CLSCAT 

CHGCDS 

DCRIH 

DIPHDI 

DIPNAH 

ERASE 

INSINI 

INSINT 

INSlOG 

INSRET 

LNPROJ 

MENU 

HODDFS 

OEXIT 

OPENFX 

PVPENT 

PVPHDR 

TRNPUT 

UIL2FS 

LCPROJ 

DIPENT 

DIPHDI 

DIPHAX 

DVPHDR 

DVPVEC 

INSINT 

INSPGH 

INSRET 

TI6C0P 

TIGHDR 

TIGHN 

TIGNAN 

TRNPUT 

TVGVEC 

♦CRPROJ 

L1CRDV 

L2CRDV 

LENGA 

+DDSUBSTR 

DRAHTREE 

IDCHK 

HATXFRH 

HTRXDE 

HTRXDP 

HTRXEN 

OBFGEN 

OBTaS 

QNEVEC 

PRTDS 

+REASNAHE 

SAVNAT 

SETDS 

UIAPND 

UICKND 

UIRSTR 

LENGTH 

+CIP 

CHINIT 

GEN 

HELP 

INSHSP 

INSPGH 

LESS 

OBFGEN 

LESS 

INSLOG 

FHAKQPT 

INSPGH 

INSRET 

LENGTH 

VALUES 

LGLNOD 

IDCHK 

IMSLQ6 

INSPGH 

INSRE’ 

FGETVEC 

REASNAME 

UIAPND 

UICHMD 

UIRSTR 
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EEflGSAOAHE 


LGLTRE 

1DCHK  IWSL06  INSPGH 
+CRANDTS  DTRENAHE 

INSRET 

LTREXAHE 

HAKETREE 

HAHELOG  SETLOG 

UIWBR 

UIXFRH 

USRI01 

LIGCAP 

FSET 

+CLTLHP 

INSPGH 

PRTLOG 

INSRET 

OEXIT 

TRHPUT 

LIGCLP 

FGET 

KLFTKD 

INSIKT 

Q1PM0D 

INSPGH 

FISHSL 

INSRET 

SaiST 

OEXIT 

NHVBSU 

TRHPUT 

(NOSU  PRTLOG 

PRTSTR 

UICRLG 

LI6CNH 

FGET 

+CHPNCD 

INSPGH  INSRET 
CREATL06 

OEXIT 

CRL061 

TRHPUT 

CRL0S2 

DRAHLOG  FISHSL 

SCLIST 

HWBSU 

NNLBSU 

OLTDHP 

PRTLOG 

LISCOP 

FGET  INSINT  INSPGH  INSRET 
tCLFTHD  WMOD  CREATL06 
+KILLND  LISTLOGS  LSETUP 

+REPROJECT  SETLOG  SINGLE 

OEXIT  TRHPUT 

CRL061  CRL0G2  DLSUBSTR 

NHEVAL  NHVBSU  IflWHOD  NNLBSU 
THRESHHOD  UICRL6 

DRAWL 06  ELIFRE  FISHHOD  FISHSU 
NNMOD  OPTIHLHOD  PUEVAL 

GMJAE 

LIGDCN 

FGET 

+CLFYHD 

INSPGH 
CMP MOD 

INSRET  OEXIT 
DRAWL 06  EVALXN 

PACJCW 

PRTLOG 

TRHPUT 

REASNAHE 

SINGLE 

LIGDSN 

FGET 

MLFYHD 

+PUEVAL 

INSPGH 

CMPMOD 

RSTORE 

INSRET  OEXIT  TRHPUT 

DLSUBSTR  DRAUL06  F1SHH0D  MOD I Ml 

SETUP  THRESHHOD 

KHEVAL 

KHVHOD 

OLTBf* 

OPTIHLHOD 

PRTLOG 

LIGENT 

FGET 

FCRL0G1 

I  NS  PGM 
CRL062 

INSRET 

EVALU8 

OEXIT 

FISHSL 

PACXU 

NHVBSU 

TRJWT 

NNLBSU  OLTDHP 

LIGL06 

FGET  INSIKT 

F DRAWL OG  GETLST 
FPRTSTR 

INSPGH 

GLSTRC 

INSRET 

GNLIAE 

OEXn 

K1LLMD 

TRHPUT 

L SETUP  NRSTNBR  OLTDHP 

OPTIHLHOD 

PEMW 

REPAIR 

PRTLOG 

LIGPRB 

FGET 

+LSETUP 

INSPGH 

OLTDHP 

INSRET 

PAIRL6 

OEXIT 

PENHV 

TRHPUT 

PRTLOG 

LIGSTR 

FGET 

+CRL0GI 

+NNH0D 

INSPGH  IKSRET  OEXIT  PAOT 
CRL0G2  DRAWL06  FISHHOD  FISHSL 
OPTIHLHOD  PRTLOG  PRTSTR 

TRHPUT 

GETLST  GLSTRC  6NXTLN 
PUEVAL  THRESHHOD 

K1LLND 

HHEVAL 

NHVBSU 

NHVHOD 

NNLBSU 

UNSES 

FDRAWBNDY 

ORAWLOG  DRAWTREE 

MACRO?  HICROF 

OPTDSP 

RCTNGL 

REDRAW 

THRBSP 

IIPCAP 

FPUT 

+NAHEL06 

INSPGH 

INSRET 

LIPCLP 

FPUT 

INSINT 

INSPGH 

INSRET 

LIPCMK 

FPUT 

HMEL06 

INSPGH 

INSRET 

UPCOP 

FPUT 

KREVAL 

INSPGH 

EUFRE 

INSRET 

FISHER 

6NLIAE 

m 

NRSTNBR  REASNA* 

SETUP 

LIPDCN 

FPUT 

INSPGH 

INSRET 

ITREAL 

4REASNAHE 
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I  (WHO  CALLS  UHOfli  'V  MEANS  'CALLED  BY'  LINE  INDICATED) 


EEOGEAOABE 


LIPDSN 

FPUT 

+NANELOG 

INSPGN 

INSRET 

LIPENT 

FPUT 

INSPGN 

INSRET  1TREAL 

KRL0G1 

CRL0G2 

FISHSL  NANELOG  (8WBSU 

NNLBSU 

LIPLOG 

FPUT 

INSINT 

INSPGN  INSRET 

♦EL1FRE 

KILLND 

OPTINLNOD 

SETUP 

LIPPRB 

FPUT 

FNANELQG 

INSPGN 

INSRET 

LIPSTR 

FPUT 

IKI11ND 

INSPGN 

INSRET  ITREAL 

LISTLOGS 

CLOSTR 

MRTNON 

ERASE 

INSCHR  INSINI 

INSRET 

LI6C0P 

LLSENT 

LLGHDR 

NENU 

OEXIT 

OOPEN 

OPENFX 

TWGVT 

LISTREES 

ERASE 

INSINI 

INSRET  MENU 

OEXIT 

OPOTX 

TLGENT 

TLGHOR 

TRNPUT 

URTNOU 

LLSENT 

FGET 

INSPGN 

INSRET  (EXIT 

PAOCU 

TRNPUT 

+CREATR 

DELETR 

LISTLOGS 

LLSRCH 

RENANT 

LLGHDR 

FGET 

INSPGN 

INSRET  OEXIT 

TRNPUT 

+CREATR 

DELETR 

DL  OCTREE 

LISTLOGS 

LLSRCH 

LLPENT 

FPUT 

INSPGN 

INSRET  ITREAL 

+CREATR 

DELETR 

RENANT 

LLPHDR 

FPUT 

INSPGN 

INSRET 

FCREATR 

DELETR 

LLSRCH 

INSCHR 

INSINT 

INSLOG  INSPGN 

INSRET 

LLSENT 

LLGHDR 

VALUER 

FCREATR 

DELETR 

LTRENANE 

NAHELD6  OPENTR 

RENANT 

SETLOG 

LNDCHK 

+0LTDHP 

LNPROJ 

DIPEFS 

DIPENT 

BIPHDI  DIPNAX 

DVPHDR 

DMPVEC 

INSINT 

INSPGN 

INSRET 

PROJCT 

PVGENT 

PVGHDR 

TIGCOP 

TIGNN 

TI6NAN 

TVGVEC 

+L1ASDG 

LlEIBV 

L2ASD6  L2EIGV 

L2FSHP 

REPROJECT 

LOGEVAL 

CLFYHD 

CLOSTR 

CNPNOD  ERASE 

INSINI 

INSRET 

LSETUP 

NENU 

OEXIT 

OPENFX 

RSTORE 

SINGLE 

TRNPUT 

LOGAN 

INSFLT 

INSINT 

INSPGN  INSRET 

TIGCOP 

TVGVEC 

+FISHSU 

UILASD 

LOGMC 

INSINT 

INSPGN 

INSRET  TI6C0P 

TVGVEC 

FDCRIH1 

NNVBSU 

LSETUP 

CLOSFX 

CNGCDS 

CNGL06  CNGOTH 

CNGStN 

INSINT 

INSPGN 

INSRET 

Ll-JOP 

LI SLOG 

LIGPRB 

OPENFX 

OPENTR 

SETOPT 

TRNPUT 

UILGE1  UILGE2 

+LOGEVAL 
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QLPARS  PROGRAM  CROSS  REFERENCE  LISTING  -  5 

(WHO  CALLS  UHQM>  '4'  MEANS  'CALLED  BY'  LINE  INDICATED) 


eSOGUOUE 

LTRENANE 

CLQSFX 

FRWT 

CLOSTR 
REN  ANT 

CNGOTH 

TRNGET 

EQUALA 

TRNPUT 

ERAE 

INSINI 

INSRET 

LGLTRE 

LLSRCH 

NENU 

OEXIT 

OPOffX 

OPENTR 

LVGENT 

FGET 

4GTRGNI 

INSINT 

6TRGNR 

INSPGN 

INSRET 

OEXIT 

TRNPUT 

LVGHDR 

FGET 

4DLRESN 

INSPGN 

GNLVAE 

INSRET 

OEXIT 

TRNPUT 

LVGLNK 

FGET 

4DLREGN 

INSINT 

6NLVAE 

INSPGN 

PTRGNI 

INSRET 

PTRGKR 

OEXIT 

TRNPUT 

LVPEHT 

FPUT 

4PTRGNI 

INSINT 

PTRGWt 

INSPGN 

INSRET 

LVPHDfi 

FPUT 

4DLREGN 

INSPGN 

GNLVAE 

INSRET 

NANEL06 

LVPLNK 

FPUT 

4DLREGN 

INSINT 

FISHSU 

INSPGN 

GNLVAE 

INSRET 

NNVDSU 

PTRGNI 

PTR6HR 

HACRCP 

CNGOTH 

TEXT 

4MICNAC 

CNT1SP 

TRNPUT 

DIGENT 

DIGHDI 

DI6NAX 

DIPHDI 

DVGHDR 

DVPHDR 

INSINT 

INSPGN 

INSRET 

LINES 

SlGBC 

NAKCNB 

CLOSTR  ESUALA 
TISNAN  TIPCAP 
4NAKETREE 

INSCHR 

TIPCOP 

INSINT 

TIPCOV 

INSPGN 

TIPET 

INSRET 

TIPHDR 

OPENTR 

TIPNN 

TIGCAP 

TIPNAN 

nccop 

TRNPUT 

nGCOV 

TVGVEC 

TIGET 

TVPHDR 

TIGHDR 

TVPVEC 

TIGNN 

NAKETREE 

ADUPCN 

OEXIT 

CUJSFX 

OPENFX 

CNGOTH 

OPENS 

CREATR 

PRWT 

EQUALA 

TLSRCH 

ERAE 

TRNGET 

FILPUT 

TRNPUT 

INSINI 

INSRET 

LSLTRE 

HAKCKB 

HAKNR6 

KENU 

HANKS 

ADBNCV  CLOSE 
TIGCOV  TIBET 
TVGVEC  TVPHDR 
4NAKETREE 

CLOSTR 

T1GHDR 

TVPVEC 

EQUALA 

TIGNN 

FILPUT 

TIGNAN 

INSCHR 

nPCAP 

INSINT 

TIPCOP 

INSPGN 

TIPCOV 

INSRET 

TIPET 

OPENTR 

TIPHDR 

PRINTR 

TIPNN 

TIGCAP 

TIPNAN 

TIBCOP 

TRNPUT 

NAKDPT 

CONCAT 

PSORT 

EQUALS 

TRNPUT 

FILET 

FlUSHF 

FPUT 

iNsafi 

INSINI 

INSINT 

INSRET 

LEE 

OEXIT 

OPENBL 

OPENS 

HARK 

4DRAHBNDY 

GRIDIS 

HEAN2 

NICROP 

HOVEC 

OPTDSP 

REDRAW 

SCAT 

MATRIX 

CNGOTH 

TRNGET 

EQUALA 

TJBPUT 

ERAE 

INSINI 

INSRET 

HEM) 

NTRXDE 

NTRXDP 

NTRXEN 

NTRXLI 

OEXIT 

OPENFX 

PROMPT 

HATXFRN 

CHARFL 

MENU 

CHKEXS 

NXFRH 

clqsfx 

OEXIT 

CNGC9S 

OPEJffX 

CNGOTH 

PRWT 

EQUALA 

SNGENT 

ERAE 

SHGNDS 

EXFRN 

TRNGET 

INSFLT 

TRNPUT 

INSINI 

UIXFRM 

INSINT 

INSRET 

LENGA 

HEAN1 

DIGENT 

4PR0JHN 

DIGHDI 

DV6VEC 

INSINT 

INSPGN 

INSRET 

HOVE 

TRNPUT 

EAN2 

DIGENT 

4PRQJNM 

DIGHDI 

DVGVEC 

INSINT 

INSPGN 

INSRET 

NARK 

RCTN6L 
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(WHO  CALLS  HHOfli  '+'  BtANS  'LALLLL  tr  LlWt  mLl&tllU 


PBdfiRftH  MAHf 


HEASXFRB 

ADUFCB 

aOSFX 

CLOSTR 

CBGCDS 

CBGOTH 

CREATR 

ERASE 

GHXTND 

INSCHR 

INSFLT 

INSINI 

INSINT 

INSRET 

BENU 

OEXIT 

OPENFX 

OPENTR 

TI6CAP 

TIGCOP 

TI6ET 

TIPCAP 

TIPCOP 

TIPCOV 

TIPET 

TIPHDR 

TIPBN 

TIPNAB 

TRBPUT 

TVGVEC 

TVPHDR 

TVPVEC 

UIXFRB 

XFORB 

«HU 

CBGCDS 

CH60PT 

CB6SCN 

GETOPT 

INSCHR 

INSINT 

INSPGB 

INSRET 

OEXIT 

SETOPT 

TEXT 

TRBPUT 

♦ANYTHING 

APPEND 

BINWIDTH 

CHEF AULT 

CDISPLAT 

CHKEXS 

COBNOD 

CRANDTS  CSCALE 

4DBNDY 

DDATANOD 

DDATATREE 

DDSUBSTR 

DL OCTREE 

DLSUBSTR 

DRAUBNDY 

+DRAUL0G  DRAWTREE 

DSCRBEAS 

DTRENABE 

DVEC 

EIGNXFRB 

FILEIN 

FILEOUT  FISHER 

4FISHH0D  HELP 

INTENSIFY 

L1ASDG 

L1CRDV 

L1EIGV 

L2ASDG 

L2CRDV 

L2EIGV 

L2FSHP 

LISTLOGS 

+LISTREES 

LOGEVAL  LTRENAffi 

HAKETREE 

BATRIX 

BATXFRB  BEASXFRB 

BOVEC 

NAHEL06 

4NHEVAL 

m 

NHVHOD 

WWOD 

NORBXFRB 

NRSTNBR  OPTIHLHOD 

PROJBN 

PRTCB 

PRTDS 

PRTIDX 

4PRTL0G 

PNEVAL 

sm 

RDISPLAY 

REASNABE 

REPROJECT 

RESTRUCT 

S1CRDV 

S1EIGV 

4S2CRDV 

S2EIGV 

S2FSHP 

SCALRET  SCALZB 

SELECT 

SETDS 

SETLOG 

SLCTBEAS 

5UBBCH 

THRESHBOD 

4TRANSFRN 

UNION 

HICNAC 

CBGSCN 

DIGHDI 

DIGBAX 

DIPHDI 

DISPCL 

DVPHDR 

EOUALA 

ERASE 

INSINT 

INSPGB 

INSRET 

HACROP 

NICROP 

PROHPT 

PVPHDR 

TEXT 

TRBGET 

TRBPUT 

URTNOU 

HRTODS 

4BINVIDTH 

BNDEXP 

COISPLAT 

CSCALE 

D6NDY 

INTENSIFY 

L1ASDG 

L1CRDV 

L1EIGV 

PRTIDX 

4RDISPLAY 

REPROJECT 

S1CRDV 

S1EIGV 

SCALRET  SELECT 

ZOB1SP 

BICROP 

CH60TH 

CRT ISP 

DI6ENT 

DIGHDI 

DI6BAX 

DIPHDI 

DV6HDR 

DVPHDR 

INSINT 

INSPGB 

INSRET 

LINSES 

BARK 

SlGBC 

4HICHAC 

TEXT 

TRBPUT 

NNSTDV 

♦SORT 

4PRTDS 

FILPUT 

INSINT 

INSPGB 

INSRET 

PACKS 

TIGCOP 

TIG m 

TIGVAR 

TRBPUT 

NNVECD 

tSQRT 

4PRTDS 

FILPUT 

INSINT 

INSPGB 

INSRET 

PACKS 

TIGBN 

TRBPUT 

BODDFS 

DI6EFS 

DIGENT 

DIPEFS 

EOUALA 

INSPGB 

INSRET 

OEXIT 

TIGNAB 

TRBPUT 

f  LI  ASM 

L2ASDG 

L2FSHP 

S2FSHP 

MODINI 

CBGCDS 

CH6L0G 

CBGOTH 

EOUALA 

GCLIST 

GETLST 

GLONQD 

INSPGB 

INSRET 

LIGBSN 

OPENTR 

PROHPT 

TIGET 

TIGNAB 

4NHHQD 

TRBGET 

TRBPUT 

TVGHDR 

NOVE 

TEKTXT 

4DRAUL0G  DRAUTREE 

BEAB1 

BOVEC 

OPTBSP 

PRTIDX 

THRDSP 

BOVEC 

ADUPCB 

BOUND 

CHKEXS 

CLOSFX 

CLOSTR 

CLSCAT 

CBGCDS 

CBGSCN 

DIGDC 

DIGENT 

DIGHDI 

DIGBAX 

DISTEU 

DVGHDR 

DVGVEC 

DVPVEC 

EOUALA 

ERASE 

6IN 

IDX 

INSINI 

INSINT 

INSIST 

NARK 

BENU 

MOVE 

OEXIT 

OPENFX 

OPENTR 

RCTNGL 

SBUPBC 

SETOPT 

TIGCOP 

tibcov 

TIGET 

TIGHDR 

TIGBN 

TIPCOV 

TIPBN 

TRBPUT 

TVGVEC 

TVPVEC 

HTRXDE 

CHARFL 

TRBPUT 

+BATRIX 

EOUALA 

INSPGB 

INSRET 

LENGA 

PROHPT 

SBGHDR 

SHGUK 

SBGBDS 

SHPHDR 

SHPUK 

SHPBDS 

TRBGET 

NTRXDP 

CHARFL 

CLOSE 

CBGSCN 

EOUALA 

ERASE 

FILPUT 

INSPGB 

INSRET 

LENGA 

OPENS 

PRINTR 

PROMPT 

SN6ENT 

SBGHDR 

MATRIX 

SBGBDS 

TRBGET 

TRBPUT 

KTRXEN 

CHARFl 

CLOSE 

EOUALA 

ERASE 

FILGET 

FLUSHF 

GNSNS 

IDCHK 

INSPGB 

INSRET 

LENGA 

OPENS 

PROMPT 

OLPARS  PROGRAM  CRMS  REFERENCE  LISTING  -  D 

(UNO  CALLS  VHOH,  '♦'  MEANS  'CALLED  BY'  LINE  INDICATED) 


FPfKSiM  MHF 

SHGHDR 

♦MATRIX 

SMGLNK 

SNGNDS 

SNPENT 

SHPHDR 

SNPUK 

SHPHDS 

TRNGET 

TRHPUT 

HTRXLI 

INSPGN 

♦MATRIX 

INSRET 

SH6HDR 

SNGNDS 

TRHPUT 

KXFRH 

INSPGN 

+EXFRH 

INSRET 

NAHELOG 

aOSFX 

INSINT 

OPENTR 

ill 

CHGCDS 

LGLTRE 

setopt 

CN60TH 

LIPCAP 

TIGCOP 

CNPLOG 

L1PCJIH 

TIGET 

CREATR 

LffDSN 

TRHGET 

EQUALA 

LIPENT 

TRHPUT 

ERASE 

LIPPRB 

TVGHDR 

EVALBH 

LLSRCH 

TV6VEC 

6L0N0D 

LVPHDR 

TVPHDR 

INSCHR 

*NU 

TVPVEC 

INSFLT 

OEXIT 

INSINI 

OPENFX 

NBLANK 

♦GEN 

NKDIST 

DISTEU 

♦EVALU8 

DISTHA 

PENHV 

D1STQC 

DISTVA 

GTRGNI 

GTRGNR 

INSPGN 

INSRET 

NMEVAL 

CHKEXS 

LI6DSN 

CLOSFX 

LIGSTR 

CHGCDS 

«KU 

CH6L06 

OEXIT 

CNGOTH 

OPENFX 

EQUALA 

OPENTR 

ERASE 

PENNV 

GETLST 

PROMPT 

GTRGNI 

TIGET 

GTSLOT 

TRNGET 

INSINI 

TRHPUT 

INSRET 

TVGHDR 

LIGCOP 

NHV 

CHKEXS 

NNVOPT 

CLOSTR 

NHVRJT 

CHGCDS 

OEXIT 

CNGLOG 

OPENFX 

CNGOTH 

SETUP 

WLOG 

TRHPUT 

ERASE 

INSINI 

INSRET 

KILLND 

LIPCOP 

NENU 

WVBSU 

NHVBSU 

COLAPS 

LIBSTR 

+NNV 

DITHER 

LIPENT 

EVALBH 

LOGWTC 

EXPAND 

LVPLNK 

6NLIAE 

PTRGNI 

GNLVAE 

PTRGNR 

INSPGN 

TIGCOV 

INSRET 

TIGNN 

INVERT 

TRHPUT 

LIGCLP 

UIGNOR 

U6CNH 

LIGCOP 

LIGENT 

NHVHQD 

CHKEXS 

LI6DSN 

TVGHDR 

CHGCDS 

LIGSTR 

CH6L0G 

MENU 

CNGOTH 

NNVOPT 

EQUALA 

NHVRJT 

ERASE 

OEXIT 

6ETLST 

OPENPX 

GTRGNI 

OPENTR 

GTSLOT 

PRONPT 

INSINI 

PTRGNI 

INSRET 

TIGET 

KILLND 

TRNGET 

LIGCOP 

TRHPUT 

WVOPT 

GTRGNI 

+NMV 

INSPGN 

MtVHOD 

INSRET 

PROWT 

PTRGNI 

TRNGET 

TRHPUT 

NHVPRT 

FILPUT 

+PRTLQG 

GTRGWi 

INSINT 

INSPGN 

INSRET 

PACXB 

SUNHV 

MWRJT 

$SQRT 

♦NHV 

ERASE 

NHVHOD 

GTRGNI 

6TRGNR 

INSPGN 

INSRET 

PTR6NI 

PTRGNR 

TRNGET 

TRHPUT 

NNBPRT 

FILPUT 

♦PRTLOG 

GTRGNI 

INSPGN 

INSRET 

- 

NNBKEV 

D1STEL< 

♦EVALNN 

INSCHR 

INSINT 

INSPGN 

INSRET 

TV6VEC 

NNLBSU 

EVALBH 

PTR6NI 

+NRSTNBR 

SNLIAE 

UIGNOR 

6MLVAE 

INSCHR 

INSINT 

INSPGN 

INSRET 

LI6CLP 

UGCm 

LISCOP 

UGENT 

LIGSTR 

LIPENT 

NMHEAN 

ill 

INSINT 

TVPHDR 

INSPGN 

TVPVEC 

INSRET 

TI6CAP 

TIGNN 

TI6NAN 

TIPCAP 

TIPCQP 

TIPCOV 

TIPET 

TIPHDR 

TIPHN 
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v»no  U4u.s  Hnuri) 

■f  ntwts  LftLLUf  01 

Lint  imuuuuu 

E80fi8fltt  NAME 

NNNHCV 

INSFIT  IMSIMT 
♦NNSORT 

IHSPGH 

INSRET 

TVGVEC 

TVPVEC 

NMHOD 

CLOSTR  CrtGCDS 
OPENTR  PROMPT 

CHGOTH 

PTR6NI 

ERASE 

TRHGET 

GTRGNI 

TRNPUT 

INSINI 

UI6N0R 

INSRET 

LI6C0P 

LIGSTR 

MENU 

HODINI 

OEXIT 

OPENFX 

NNPASS 

CLOSFX  DISTEU 
TVPVEC 
♦NRSTNBR 

EQUALA 

ERASE 

INSCHR 

IHSINT 

INSP6H 

INSRET 

OPNTHP 

TIGCOP 

TRHGET 

TRHPUT 

TVGVEC 

NNSORT 

INSCW  IHSINT 
TIPNAH  TVPHDR 
♦NRSTNBR 

INSPGH 

INSRET 

NNKNCV 

TIGCAP 

TI6NAH 

TIPCAP 

TIPCOP 

TIPCOV 

TIPET 

TIPHDR 

TIPHN 

NODCHK 

+ODTDHP 

NODCOH 

ADDHCV  FIXKLV 
TRHPUT 
+CQHNOD 

IHSINT 

INSLOG 

INSPGH 

INSRET 

OEXIT 

TIGCAP 

TIGCOP 

TI6C0V 

TIGHN 

TIPCAP 

TIPCOP 

NORHXFRH 

tDSCRT  CHKEXS 
OPENFX  OPENTR 

CLOSFX 

SAVHAT 

CLOSTR 

TIGET 

CHGCDS 

TIGVAR 

CHGOTH 

TRNPUT 

ERASE 

UIXFRN 

INSINI 

INSINT 

INSRET 

MENU 

NXFRH 

OEXIT 

NRSTNER 

ADUPCH  CHKEXS 
KILLND  LIGL06 
UINNBR 

CLOSFX 

LIPCOP 

CLOSTR 

MENU 

CHGCDS 

NNLDSU 

CHGL06 

NNHEAN 

CHGOTH 

NNPASS 

CHPLOG 

NNSORT 

CREATR 

OEXIT 

DELETR 

OPENFX 

ERASE 

OPENTR 

INSINI 

SETUP 

INSRET 

TRHPUT 

NXFRH 

CLOSTR  CREATR  GNXTND 
TIPCOV  TIPET  TIPHOR 
+HATXFRM  NQRHXFRM 

INSINT 

TIPHN 

INSPGH 

TIPNAH 

INSRET 

TRNPUT 

OPENTR 

TVGVEC 

TIGCAP 

TVPHDR 

TIGCOV 

TVPVEC 

TIBET 

TIGHN 

TIPCAP 

TIPCOP 

OBFGEN 

ASCDEC  CLOSE 
TRHPUT 

EQUALS 

FIL6ET 

FPUT 

INDEX 

INSSET 

LENGA 

LENGTH 

OEXIT 

OPENBL 

OPENS 

TRHGET 

OBTCLS 

OIGENT  EQUALA 
♦INTENSIFY 

IHSINT 

SELECT 

INSPGH 

UIRSTR 

INSRET 

IENGA 

PROMPT 

TRHGET 

TRNPUT 

oclose 

CLOSE  OEXIT 
+CLOSFX  CLOSTR 

TRNPUT 

GEN 

URITEB 

OCREAT 

ODELET 

OHOVE 

OOPEN 

ORENAH 

RENANT 

OCREAT 

CONCAT  FCGENT 
+CREAFX  CREATR 

FCGHDR 

FCPENT 

FCPHDR 

FCREAT 

FCTOPN 

GETFID 

oaosE 

PACXB 

SEARCH 

TRHPUT 

ODELET 

DELETE  FCGENT 
♦DELETR 

FCGHDR 

FCPENT 

FCPHDR 

FCTOPN 

INSINT 

INSPGH 

INSRET 

OCLOSE 

TRNPUT 

QDTDHP 

FLUSHT  GNXTND 
VALID 

INSSET 

NODCHK 

OEXIT 

OPENTR 

TIGCAP 

TIGCOP 

TI6ET 

TIGHDR 

TIGNAH 

TRHGET 

TRHPUT 

OEXIT 

CLOSE  EXIT 
♦ANYTHING 
+CMGOPT  CHGOTH 
♦DDATATREE 

GETBUF  TRNPUT  HRITEB 
APPEND  BINUIDTH 

CHGSCN  CHINIT  CNT1SP 
DDSUBSTR  DI6CHE 

CHEF AULT  CDISPLAY 

COHNOD  CRANDTS  CREATLOG 

DIGCHH  DI6DC  DIGEFS  DIGENT 

CHKEXS 

CSCALE 

BIGHD1 

CLOSBL 

DBNDY 

DIGHAX 

CHGCDS  CHGL06 
DBATANOD 

DIGNAH  DIGROE 

i 
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esqsbab  name 

+DIPNAM  DISPCL  DL  OS  TREE  DLRE6N  XSUBSTR  DRAUBNDY  BRAUL06  DRAUTREE 

♦OSCRHEAS  DTRENAME  DVEC  DVCHDR  DVGROE  DVGVEC  DVPVEC  EIGNXFRM  ELIFRE  FC6ENT 
♦fCGHDR  FCTOPN  FGET  FILEIN  FILEOUT  FISHER  FISHMOD  FlUSHB  FPUT  GEN  SETFID  5ETHST  GETOPT 

♦60PTNH  (CLP  HS6HDK  KSGREC  INSCHR  INSDBL  INSFLT  INSHSP  INSINI  INSINT  INSLOG  INSPGM  INSRET 

♦INSSET  INTENSIFY  LI  ASM  L1CRDV  L1EISV  L2ASD6  L2CRDV  L2EISV  L2FSHP  LI6CAP  UGCLP  LIGCMM 

H.IGCOP  LISBON  LI GUSH  LIGENT  LI6L0G  LIGFRB  LISSTR  LISTLOGS  LISTREES  LLGENT  LL6HDR 

+LQGEVAL  LTRENATE  LV6ENT  LVGHDR  LVGLWt  HAKETREE  HAKOPT  MATRIX  MATXFRM  HEASXFRH 

♦IENU  MODBFS  HOL€C  NAMEL06  WEVAL  NHV  m MOD  KKHOD  NODCOM  NORHXFRN  WSTNBR  OBFGEN 

♦OCLOSE  ODTDMP  OLTDW  OPTIMUMS  PROJMN  PRTCM  PRESS  PRTI5X  PRTL06  PVGEN7  PVGKDR  PV6NAM 

♦PUEVAL  RANK  RDISPIAY  REASNAHE  REDRAW  REPROJECT  RESTRUCT  S1CRDV  S1EIGV 

+S1GBC  S1GHDR  S2CRDV  S2EIGV  S2FSHP  SCALRET  SCALZH  SELECT  SETDS  SETLOG  SETOPT  SLCTNEAS 

fSMGENT  SMGHDR  SHGLNK  SHGMDS  SUMMON  THRESHHQD  TI6CAP  TIGCOP  TIGCQV  TIGET  TIGHDR  TIGMN 
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♦EIGNXFRM  ESETUP  FILEIN  FILEOUT  FISHER  FISHMOD  FISNSU  HOP  INSINI  INSSET  INTENSIFY 
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TRHGET 
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TRHGET 
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DIGDC 
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TLSRCH 

TRESTR 

TRMGET 
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FlUSHB 

♦INSRET 

FPUT 

PVGENT 

fset 

INSPGM 
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READS 
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PVPENT 

CNGOTH 

PVPHDR 
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TIGCOP 

DIPHDI 

TIGET 

ERASE 

TRNGET 

INITD 

TRNPUT 

INSINI 

INSRET 

MENU 

OEXIT 

OPENFX 

S2EI6V 

CLOSFX 

OEXIT 

CLSCAT 

OPENFX 

CNGCDS 

OPENTR 

DIPHDI 

SLTEIG 

DSPROJ 

TIGCOP 
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TIGET 

EIGPRT 

TRNPUT 

ELIKA 

ERASE 

INITD 

INSINI 
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MENU 

S2FSW 

•SORT 

OEXn 

CHKEXS 

OPENFX 

CLSCAT 

PVPENT 

CNGCDS 
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TRNPUT 

DIPHDI 
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LIPCOP 

LIPLOG 
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ROD1SP 

TRNGET 

TRHPUT 

SLPAIR 

6LQNOD 

■HJIL2FS 

INSINT 

INSPGN 

INSRET 

SELCLS 

TRHPUT 

SLTEIG 

CMGOTH 

OIPHDI 

INSPGN 

INSRET 

PROMPT 

PVGHDR 

PVPHDR 

TRNGET 

TRHPUT 

+L1EI6V 

L2EIGV 

REPROJECT 

S1EIGV 

S2EIGV 

SMGEMT 

FGET 

INSPGN 

INSRET 

OEXIT 

TRHPUT 

EHATXFRH  HTRXDP 

SHGHDR 

F6ET 

INSPGN 

INSRET 

OEXIT 

TRHPUT 

+6NSNAE 

NTRXDE 

HTRXDP 

HTRXEN 

NTRXLI 

SAVHAT 

SHGLMC 

FGET 

INSPGN 

INSRET 

OEXIT 

TRHPUT 

+6NSMAE 

NTRXDE 

HTRXEN 

SAVHAT 

SH6HDS 

FGET 

INSPGN 

INSRET 

OEXIT 

PACKW 

TRHPUT 

+HATXFRM  NTRXDE 

HTRXDP 

HTRXEN 

NTRXLI 

SAVHAT 

SMPENT 


FPUT  INSPGN  INSRET 
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EEQGBAOAME 

FHTRXEN  SAVHAT 


SMPNDK 

FPUT 

INSPGH 

INSRET 

+6EN 

GNSHAE 

NTRXDE 

KTRXEN 

SAVHAT 

SftPLNK 

FPUT 

INSP6H 

INSRET 

+6NSHAE 

HTRXK 

KTRXEN 

SAVHAT 

SHPMDS 

FPUT 

INSP6H 

INSRET 

ITREAL 

+HTRXDE 

KTRXEN 

SAVHAT 

SORT 

INSFGH 

INSRET 

+EIWV 

SU1SP 

GTRGNR 

INSFLT 

INSINT 

INSPGH 

INSRET 

FEVALU8 

GP1PRT 

StESP 

GTRGNI 

GTRGNR 

INSINT 

INSPGH 

INSRET 

+EVALU8 

GP2PRT 

PVSPRT 

SUBHNC 

INSFLT 

INSINT 

INSPGH 

INSRET 

TIGCOP 

TIGCOV 

TIGHN 

TIPCOP 

TIPQJV 

TIPHN 

♦CRANDTS  SBUPNC 

SUFISH 

GTRGNI 

INSPGH 

INSRET 

+EVALU8 

SUHHCM 

D1GCMH 

DI6DC 

ERASE 

INSINI 

INSRET 

raw 

OEXH 

OPENFX 

TRHPUT 

s \m 

GTRGNI 

6TRGNR 

INSPGH 

INSRET 

+EVALU8 

NKVPRT 

TEKTXT 

♦HOME 

TEXT 

4CLSCAT 

DRAUBNDT 

HACROP 

MENU 

HICHAC 

HICROP 

OPTDSP 

PROJHN 

REDRAW 

RODISP 

WRTODS 

Z0N2SP 

THKDSP 

CHGSCN 

DLRE8N 

EQUALA 

ERASE 

GIN 

GTRGNR 

INSPGH 

INSRET 

LINSE6 

HOVE 

PROJCT 

PROMPT 

PTRGW 

TIGCOP 

TIGHDR 

T1GHN 

TRHGET 

TRHPUT 

TVSVEC 

URTNOU 

♦TWESHHGD 

THRESHNOD 

CHKEXS 

CLOSTR 

CHGCDS 

CHGL06 

CHGOTN 

EQUALA 

ERASE 

GETIST 

GETPR 

GTRGNI 

6TSL0T 

INSINI 

INSRET 

KILLND 

LIGCOP 

LI6DSN 

LIGSTR 

fOU 

OEXIT 

OPEJFX 

OPENTR 

PROM»T 

SETOPT 

TNRDSP 

TIBET 

TIGHAH 

TRHGET 

UWPUT 

TVGHDR 

TIGCAP 

FEET 

INSPGH 

INSRET 

OEXIT 

TRHPUT 

4CLN00E 

cam 

CRANDTS  DDSUBSTR 

EXFRH 

6DSTRC 

6NXTND 

HAKCMB 

HAKMR6 

ICASXFRH 

NNMEAN 

+NNSORT 

NODCOH 

NXFRfl 

ODTDHP 

PRTDS 

REARR 

RESTRICT 

TISRCH 

TRANSFRH 

UICHND 

UNIQND 

TIGCOP 

FGET 

INSPGH 

INSRET 

OEXIT 

TRHPUT 

+ADDHCV 

ADUPCH 

ALNCPN 

APPEND 

CLTfHD 

CLNODE 

CHPHOD 

COHNOD 

CRANDTS  CREVAL 

DCRIK1 

DDSUBSTR 

+DSCWCAS 

BSPROJ 

DVEC 

EVALNN 

FIXXLV 

FXLTHP 

GLONOD 

6NXTAN 

L2CRDV 

L2EIGV 

LCPROJ 

LNPROJ 

4L0GW 

logmc 

NAKCMB 

NAKHR6 

HEASXFRH 

mSTDV 

HOVEC 

NAHEL06  NNPASS 

NODCOH 

ODTDHP 

OPTDSP 

♦PEHhV 

PEPAIR 

REARS 

REPROJECT 

RSTORE 

S1CR0V 

S1EIGV 

S2CRDV 

S2EIGV 

SBUPHC 

SUBMNC 

THRDSP 

+TRANSFRH 

TRESTR 

UIAPND 

UICRL6 

UIL6E3 

UIRSTR 

0-30 
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RgQGBAtt  MAttE 


TJGCOV 

FGET 

INSPGN 

INSRET 

OEXIT 

TRNPUT 

+ADDHCV 

ADUPCN 

COPYCV 

CORHAT 

COVNAT 

DCR1N1 

DVEC 

EIGNPV 

EXFRN 

NAKC® 

NAKNRG 

NOVEC 

NNVBSU 

♦NODCON 

NXFRN 

SBUPNC 

SUBNNC 

TRANSFRN 

TIGET 

FGET 

INSPGN 

INSRET 

OEXIT 

TRNPUT 

+CLFYND 

CNPNOD 

CRANDTS  DDATANOD 

DDSUBSTR 

DRAUTREE 

DSCRNEAS 

DVEC 

ESETUP 

EEVALNN 

EXFRN 

FILEOUT  FXLTNP 

NAKC® 

NAK®6 

NEASXFRN 

NODINI 

NOVEC 

MANELOG  UNtVAL 

NNVHOB 

♦®RHXFRH 

NXFRN 

ODTDNP 

OPTIHLNOD 

PRTDS 

PUEVAL 

REPROJECT 

RSTORE 

S1CRBV 

S1EIGV 

+S2CRDV 

S2EI8V 

SETDS 

SETUP 

SINGLE 

THRESHNOD 

TRANSFRN 

UIAP® 

UICN® 

UICRLG 

UIRSTR 

-HJIS2FS 

TIGHDR 

fset 

INSPGN 

INSRET 

OQIT 

TR®UT 

♦ADUPCN 

CRANDTS  DDSUBSTR 

DRAUTREE 

EVALNN 

FILEOUT  FXLTNP 

GARB® 

GNXTAN 

LCPROJ 

NAKC® 

♦NAKNRG 

NOVEC 

ODTDNP 

PRTDS 

SBUPNC 

SETDS 

THRDSP 

UIAP® 

UICN® 

UIRSTR 

TIGNN 

FGET 

INSPGN 

INSRET 

OEXIT 

TRNPUT 

+ADDHCM 

ADUPCN 

COPYNN 

DCRIN1 

DSCRNEAS 

DSPROJ 

DVEC 

EXFRN 

FISHSU 

LCPROJ 

LNPROJ 

NAKCHB 

♦NAKNRG 

NNSTDV 

HNVECD 

NCVEC 

NNVBSU 

MNNEAN 

NODCON 

NXFRN 

SBUPNC 

SUBNNC 

THRDSP 

TRANSFRN 

+UILASD 

TIGNAH 

FGET 

INSPGN 

INSRET 

OEXIT 

TRNPUT 

+CHPHOB 

CREVAL 

EVALNN 

FXLTNP 

GDSTRC 

GLONOD 

6NXT® 

6TSL0T 

LCPROJ 

LNPROJ 

NAKC® 

NAKNRG 

HODDFS 

+NODINI 

WS1EAN 

NNSORT 

ODTDNP 

OPTDSP 

OPTIdNOD 

PEW1V 

PEPAIR 

REARR 

REPROJECT 

+RESTRUCT 

SETUP 

THRESHNOD 

TISRCH 

UICN® 

urns 

UIRSTR 

UNIQND 

TIGVAR 

FGET 

INSPGN 

INSRET 

OEXIT 

TRNPUT 

♦DSCRNEAS 

NNSTDV 

NQRHXFRH 

TINE 

+URTNOU 

TIPCAP 

FPUT 

INSPGN 

INSRET 

+ALNCPN 

CLNODE 

CRANDTS  DDSUBSTR 

EXFRN 

FILEIN 

NAKC® 

NAKNRG 

NEASXFRN 

NNNEAN 

NNSORT 

+NODCON 

NXFRN 

REARR 

TRANSFRN 

TIPCOP 

FPUT 

INSPGN 

INSRET 

+ADDHCV 

ALNCPN 

CLNODE 

comoD 

DDSUBSTR 

DVEC 

EXFRN 

FIXKLV 

GARBND 

NAKC® 

NAKNRG 

♦NEASXFRN 

MfflEAN 

NNSORT 

NODCON 

NXFRN 

REARR 

SUBNNC 

TRANSFRN 

TIPCOV 

FPUT 

INSPGN 

INSRET 

+ADDNCV 

COPYCV 

CRANDTS  DVEC 

EXFRN 

FNNCOV 

NAKCKB 

NAKNRG 

NEASXFRN 

NOVEC 

NNNEAN 

NNSORT 

♦NXFRN 

RESTRUCT 

SUBNNC 

TRANSFRN 

TIPET 

FPUT 

INSPGN 

INSRET 

♦CRANDTS  EXFWI 

FILEIN 

GARB® 

6NXTAN 

NAKCHB 

NAKNRG 

NEASXFRN 

NNNEAN 

NNSORT 

NXFRN 

♦TRANSFRN 

TIPHDR 

FPUT 

INSPGN 

INSRET 

+CRANDTS  EXFRN 

FILEIN 

GARB® 

BNXTAN 

NAKCHB 

NAKNRG 

ICASXFRH 

NNHEAN 

NNSORT 

NXFRN 

♦TRANSFRN 

TIPHN 

FPUT 

INSPGN 

INSRET 

+ADDHCV 

COPYNN 

CRANDTS  DVEC 

EXFRN 

FNNCOV 

NAKC® 

NAKNRG 

NEASXFRN 

NOVEC 

MNMPAN 

nun 

NNSORT 

♦NXFRN  RESTRUCT  SUBNHC  TRANSFRN 
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ES36EAH-MAHE 


7IPNM 

FPUT 

INSPGH 

INSRET 

+ALNCPN 

CDWDE 

COKNuD 

CRANDTS  DDSUBSTR 

EXFRH 

FILEIN 

mm 

HAKHRG 

HEASXFRH 

HNHEAN 

+NNSORT 

WFRH 

REARS 

TRANSFRH 

TISRCH 

EQUALA 

6MXTND 

INSCHR 

INSINT 

INSLOG 

INSPGH 

INSRET 

TIGCAP 

TIGNAH 

4DDSUBSTR 

DRAHTREE 

SETDS 

UIAPND 

UICHND 

TLGENT 

FGET 

INSPGH 

INSRET 

OEXIT 

PACXX 

TRHPUT 

KREATR 

DELETR 

LISTREES 

RENAHT 

TLSRCH 

TLGHDR 

FSET 

INSPGH 

INSRET 

OEXIT 

TWPUT 

KREATR 

DOATATREE 

DELETR 

LISTREES 

TLSRCH 

TLPENT 

FPUT 

INSPGH 

INSRET 

ITREAL 

KREATR 

dele™ 

RENAHT 

TLPHDR 

FPUT 

INSPGH 

INSRET 

KREATR 

DELETR 

TISRCH 

INSCHR 

INSINT 

IN9.0G 

INSPGH 

INSRET 

TLGENT 

TLfflDR 

VALUEA 

KRANDTS  CREATR 

DELETR 

DTRENAK 

HAKETREE 

OPENTR 

PRTDS 

RENAHT 

SETDS 

UIAPND 

UICHND 

+UUWBR 

UIXFRH 

USRIOl 

7HPXRD 

FGET 

+RNGLAP 

INSINT 

INSPGH 

INSRET 

OEXIT 

TRHPUT 

WXHT 

FPUT 

+RKGLAP 

INSINT 

INSPSH 

INSRET 

TRANSFRH 

ADUPCH 

CDSCW 

CLOSFX 

CLOSTR 

CHGCBS 

CHGOTH 

cmcov 

COLAPS 

CREATR 

BI6R0H 

DI6R0I 

ERASE 

SNXTND 

INSCHR 

IMSFLT 

INSINI 

INSINT 

INSRET 

HENU 

OEXIT 

OPENFX 

OPENTR 

REDVEC 

TIGCAP 

TIGCOP 

TIGCOV 

TIGET 

UIXFRH 

TIGHN 

TIPCAP 

TIPCOP 

TIPCOV 

TIPET 

TIPHDR 

TIPHN 

TIPNAH 

TRHPUT 

TVGVEC 

TVPHDR 

TVPVEC 

TRESTR 

FILPUT 

♦PRTDS 

INSP6N 

INSRET 

TIGCDP 

TRHGET 

♦BINWIDTH 

BNDEXP 

CDEFAULT 

CIP 

CLFTHD 

CHINn 

CRANDTS  CREVAL 

CSCALE 

DDATATREE 

♦DDSUBSTR 

DLD6TREE 

DLSUBSTR 

DRAUL06  DRAVTREE 

DTRENAHE 

DVEC 

EIGPRT 

♦ELIHEA 

FILEOUT  FISHHQD  FISHTH 

FISHUC 

GETPR 

SETSTR 

STHRSH 

KELP 

INSHSP 

UCRDV 

L2CRDV 

♦LTRENAHE 

HAKETREE 

HATRIX 

HATXFRH  HICHAC 

HOD INI 

NTRXDE 

HTRXDP 

NTRXEN 

NAHELOG  NHEVAL 

♦NWHOD 

NHVOPT 

WWRJT 

WWJD 

NNPASS 

OBFGEN 

OBTCLS 

ODTWF 

OLTBHP 

ONEVEC 

OPTDSP 

OPTINLHOD 

+PENHV 

REPAIR 

PRECPT 

PRTDS 

PRTIDX 

PRTLOG 

PVEVAL 

RAW 

REASNAHE 

REPROJECT 

RODISP 

+S1CRDV 

S2CRDV 

SAVHAT 

SELCLS 

SETDS 

SETL06 

SETUP 

SLCTMEAS 

SLTEI6 

THRBSP 

THRESWWD 

♦UIAPND 

UICHND 

UIDCNS 

UI6N0R 

UIL2FS 

c : 

M 

1 

UIIGE1 

UILBE2 

UILGE3 

UILGE4 

UILGE5 

UIL6E6 

UIWBR 

+UIRSTR 

UIS2FS 

UIXFRH 

UNION 

USRIOl 

ZOH1SP 

Z0H2SP 

TRHPUT 

♦ALLVEC 

ANYTHING 

APPEND 

8DWIDTH 

BNDEXP 

CDEFAULT 

CDISPLAY 

CHKEXS 

CIP 

♦CLFYKD 

CLOSDL 

CLSCAT 

CHDISP 

CH6CDS 

CHGLOG 

CHGOPT 

CHGOTH 

CH6SCN 

CHINIT 

CHPHQD 

CIWT 

CNT1SP 

KQHNGD 

CORHAT 

COVHAT 

CRANDTS  CREATL06 

CREATR 

CREVAL 

CSCALE 

DBNDY 

DCRIN1 

DCRIH2 

♦DMTAN0D 

DDATATREE 

DDSUBSTR 

DELETR 

0I6CHE 

DIBCHH 

DI6DC 

DI6EFS 

DIGENT 

DI6HDI 

♦DI6HAX 

D1GNAH 

DIGROE 

DIPHAX 

DIPNAH 

DISPCL 

DLOGTREE 

DLRE6N 

DLSUBSTR 

DRAHBNDY 

4DRAWL06  DRAHTREE  DSCRHEAS  DTRENAHE  DVEC  DM6HDR  DVGROE  DV6VEC  DVPVEC 
+EIGNXFRM  EIGPRT  EURE  ELIICA  ESETUP  EVAUW  EXFRH  FCGENT  FCGHDR  FCTOPN  FSET  FILEIN 


♦FILEOUT  FISHER 

FISHMOD  FISHSU 

FISHTH 

FISHVC 

FLUSHB 

FHNCOV 

FPUT 

GEN 

GETFID 

GETHST 

6ET0PT 

♦GETFR 

6ETVEC 

GLSTRC 

GOPTNH 

GTHRSH 

HELP 

KS6HDR 

HSGREC 

IDX 

INITD 

INSCHR 

INSDBL 

INSFLT 

+INSHSP 

INSINI 

INSINT 

INPUT 

INSPGM 

INSRET 

INSSET 

INTENSIFY 

L1ASD6 

LiCRDV 

LlEIGV 

L2ASD6 

+L2CRDV 

L2EIGV 

L2FSHP 

Lv-  '  J 

LIGCAP 

LIGCLP 

LIGCNH 

LIGCOP 

LIGDCN 

LI6BSN 

LIGENT 

LI6L06 

LIGPRB 

4LI6STR 

LISTL06S 

LISTREES 

LLSENT 

LL6HDR 

L06EVAL  L SETUP 

LTRENAHE 

LVGENT 

LVGHDR 

+LVGLNK 

MACROP 

MAKCMB 

HAKETREE 

MAKHRG 

JPT 

MATRIX 

HATXFRH  HEAN1 

HEASXFRH 

MENU 

♦HI CHAC 

HICROP 

HNSTDV 

MNVECD 

HODDFS 

HODINI 

HOVEC 

HTRXDE 

HTRXDP 

KTRXEN 

KTRXLI 

NAHEL06  NHEVAL 

+NHV 

NHVBSU 

NHVMOD 

NHVOPT 

NHVRJT 

NNHOD 

MPASS 

NODCOK 

NORHXFRH 

mim  NXFRH 

OBFGEN 

♦OBTCLS 

oaosE 

OCREAT 

0DELE7 

ODTDHP 

OEXIT 

OLTDHP 

OHOVE 

ONEVEC 

OPENFX 

opentr 

OPTDSP 

♦OPTIMLHOD 

OPEN AM 

PAIRLG 

PENHV 

FEPAIR 

PRECPT 

PRINTR 

PROJHN 

PROMPT 

PRTCM 

PRTDS 

PRTIDX 

♦PRTLOG 

PVGENT 

^•GHDR 

PVGNAM 

PUEVAL 

ram; 

RDISPLAY 

REASNAME 

REDRAW 

RELUN 

RENAHT 

♦REFLECT 

RESTRUCT 

RNGLAP 

RODISP 

RSORTA 

RSORTD 

RSTORE 

S1CRDV 

S1EIGV 

S1GBC 

S1GHDR 

+S2im' 

S2EIGV 

S2FSHP 

SAVMAT 

SCALRET 

SCALZM 

selcls 

SELECT 

SETDS 

SETLOG 

SETOPT 

SETUP 

SINGLE 

♦SLCTHEAS 

SLPAIR 

SLTEIG 

SHGENT 

SH6HDR 

SHGLNK 

SHGHDS 

SUHHCH 

THRBSP 

THRESHHOD 

TIGCAP 

+TIGC0P 

TIGCflV 

TIGET 

TIGHDR 

TIGHN 

TIGNAN 

TI6VAR 

TLGENT 

TLSHDR 

THPXRD 

TRANSFRH 

TVGLOG 

+TVGVEC 

UIAPND 

UICHND 

UICRLG 

UIGNOR 

UIL2FS 

UILASD 

UIL6E1 

UILGE3 

UIMBR 

UIRSTR 

UIS2FS 

UIXFRM 

♦UNION 

USRI01 

URTNOU 

URTODS 

ZOH1SP 

Z0H2SP 

TVGHDR 

FGET 

INSf'GM 

INSRET 

♦APPEND 

CLFYHD 

CHPHOD 

COPYVC 

DDATANOD 

DLSUBSTR 

DVEC 

FISHMOD 

HODINI 

NAHELOG  NHEVAL 

♦NHVMOD 

OPTiHLHOD 

PUEVAL 

RSTORE 

SETUP 

THRESHHOD 

UIRSTR 

TVGLOG 

FGET 

INSINT 

INSPGM 

INSRET 

OEXIT 

TRHPUT 

+FXLTHP 

TVGVEC 

FGET 

INSP6H 

INSRET 

OEXIT 

TRHPUT 

+ALLVEC 

CLFYHD 

CHNCOV 

CHPHOD 

COPYVC 

CRANDTS  CREVAL 

DSCRHEAS 

DSPROJ 

DVEC 

EXFRH 

FILEIH 

+FILE0UT 

FHNCOV 

LCPROJ 

lnproj 

LOGHN 

LOGMNC 

MAKCMB 

MAKHRG 

HEASXFRH 

HOVEC 

NAHEL06  WtBREV 

♦NNHNCV 

MNP ASS 

NXFRH 

ONEVEC 

QPTDSP 

PEWW 

PEPAIR 

RESTRUCT 

RNGLAP 

RSTORE 

THRDSP 

♦TRANSFRH 

UILGE3 

TVPHDR 

PUT 

INSPGM 

INSRET 

♦APPEND 

CLFYHD 

CHPHOD 

COHNOD 

COPYVC 

CRANDTS  DDATANOD 

DDSUBSTR 

DVEC 

EXFRH 

FILEIH 

+HAKCMB 

MAKHRG 

HEASXFRH 

NAHEL06 

wnuw 

WiSORT 

NXFRH 

RSTORE 

TRANSFRH 

UIRSTR 

TVPLOG 

FPUT 

INSINT 

INSPGM 

INSRET 

♦CLFYHD 

CHPHOD 

CREVAL 

FXLTHP 

PEW1V 

PEPAIR 

RSTORE 

TVPVEC 

FPUT 

INSPGM 

INSRET 

♦CHNCOV 

COPYVC 

CRANDTS 

DVEC 

EXFRH 

FILEIH 

FHNCOV 

6ETVEC 

HAKCHB 

MAKHRG 

HEASXFRH 

HOVEC 

♦NAHELGG  WEM 

NNHHCV 

MNP ASS 

NXFRH 

RESTRUCT 

TRANSFRH 

- 

TYPE 

IHSCHR 

INSPGM 

INSRET 

VALUEA 

♦IDCHK 

UIAPND 

CHKEXS 

aosfx 

EQUALA 

INSINT 

INSPGM 

INSRET 

LENGA 

L6LN0D 

OPENFX 

OPENTR 

PROMPT 

T1GCOP 

TIGET 

TIGHDR 

TISRCH 

TISRCH 

TRHGET 

TRHPUT 

UNIQND 

♦APPEND 

UICMND 

CHARFL 

CHKEXS 

CLOSFX 

EQUALA 

INSCHR 

INSINT 

INSLOG 

INSPGM 

INSRET 

LENGA 

LGLNOD 

OPENFX 

OPENTR 

PROMPT 

SELCLS 

TI6CAP 

TIGET 

TIGHDR 

TI6NAH 

TISRCH 

TLSRCH 

TRHGET 

TRHPUT 

UNIQND 

+CQHNOD 


UICRL6 


CLOSFX  CLQSTR  CMGCDS  CMGLX  CHGOPT  CHGOTH  DIGDC  DIBHDI  EQUALA  EVALBH  6CLIST  IMSIKT  INSPGM 
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INSRET  LIGCLP 
KREATL06 

LI SCOP 

OPENFX 

OPENTR 

PROMPT 

selcls 

TIGCOP 

TIGET 

TIGNAM 

TOPUT 

UIDCMS 

INSPGM  INSRET 
+DSCRMEAS 

PROMPT 

TRM6ET 

UIGNOR 

EQUALA 

+NMVBSU 

INSPGM 

NNLBSU 

INSRET 

NNMOD 

PROIPT 

TRMGET 

TRJPUT 

UIL2FS 

acsnt 

TRMGET 

+L2FSHP 

CLOSTR 

TRMPUT 

CMGOTH 

ELINEA 

IJUTD 

INSINT 

INSLOG 

INSPGM 

INSRET 

OPEJFX 

PROMPT 

SHIP 

SLPAIR 

UILASD 

CMGOTH 

TIGHN 

+UASDG 

DISTEU 

TRMGET 

L2ASD6 

ELIICA 

TRMPUT 

EQUALA 

ERASE 

GLONOD 

INSFLT 

INSINT 

INSPGM 

INSRET 

LOGMN 

PROMPT 

SELOS 

UILGE1 

ERASE 

+LSETUP 

INSPGM 

INSRET 

PROMPT 

TRMGET 

TRMPUT 

UIL6E2 

INSPGM 

+LSETUP 

INSRET 

PROMPT 

TRMGET 

UZLGE3 

EQUALA 

SINGLE 

ERASE 

INSFLT 

INSINT 

INSPSM 

INSRET 

PROMPT 

TI6COP 

TRMGET 

TRMPUT 

TVGVEC 

UIL6E4 

EQUALA 

+CLFYMB 

INSPGM 
CMP MOD 

INSRET 

SINGLE 

PROMPT 

TRMGET 

UILGE5 

EQUALA 

KMPMOD 

INSPGM 

INSRET 

PROMPT 

TRMGET 

UIL6E6 

EQUALA 

+CMPMQD 

INSPGM 

INSRET 

PROMPT 

TRMGET 

UINNBR 

CLOsnc 

+NRSTNBR 

EQUALA 

INSPGM 

INSRET 

LGLTRE 

OPENFX 

PROMPT 

TLSRCH 

TRMGET 

TRMPUT 

UIRSTR 

CHARFL  ClOSFX 
LGLNOD  OBTaS 
UNIONS 
fRESTRUCT 

CH6C9S 

QPENFX 

CNGOPT 

OPENTR 

CMGOTH 

PROMPT 

DISK 

TIGCOP 

DI6HDI 

TIGET 

EQUALA 

TIGHDR 

ERASE 

TI6MAM 

INSINT 

TRMGET 

INSPGM 

TRMPUT 

INSRET 

TVGHDR 

LENGA 

TVPHDR 

UIS2FS 
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